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Employment of electrostatic interactions for
amperometric detection of carbon nanoparticles
in a FIA system†

D. Ogończyk,*a M. Gocylaa,b and M. Opallo*a

The development of methods for nanoparticle detection is highly desirable due to their increasing pres-

ence in the environment. Recently, we have shown that the electrochemical detection in flow is one of

the possible solutions. Here we demonstrate a dramatic improvement of analytical parameters of such

detection. The significant enhancement of an amperometric signal resulting from the electrocatalytic oxi-

dation of ascorbic acid (AA) in a negatively charged phenylsulphonated carbon nanoparticle suspension in

the millifluidic flow injection analysis system as compared to earlier results (D. Ogończyk, et al., Electro-

chem. Commun., 2014, 43, 40) is presented. This effect results from the tailoring of electrostatic inter-

actions, e.g. optimization of the supporting electrolyte and AA concentration and/or immobilization of

positively charged functionalities at the electrode surface. The sensitivity is improved by almost three

orders of magnitude and the limit of detection of carbon nanoparticles is decreased by two orders of

magnitude down to 0.001 mg mL−1.

Introduction

Due to the unique size-dependent physicochemical properties,
engineered nanoparticles (NPs) are extremely popular nano-
objects and their global production1,2 and applications3–5

increase every year. It is obvious that increasing amounts of
NPs are released to the environment and their potential toxi-
city is becoming one of the most important issues related to
nanotechnology. Therefore, the development of NP detection
techniques is highly desirable. One of the possibilities is
electrochemical detection.6 Compared to other techniques,7,8

it is cost-effective, simple and fast in realization. In the devel-
opment of electrochemical methods for nanoparticle detec-
tion, one can distinguish three approaches: (i) direct
electrochemical reduction or oxidation, (ii) electrode reactions
of their functionalities and (iii) an employment of electro-
catalytic reactions mediated by NPs.6 In the latter case the
nanoparticles play a role as electron transfer mediators with
specific surface modification. In other words, when catalytic
nanoparticles collide with a non-catalytic electrode in the pres-
ence of a reaction substrate in solution, a significant over-

potential decrease and a current increase, in comparison with
bulk non-catalytic electrodes are observed.6

Hitherto, almost all reports of the electrocatalytic studies in
NP suspensions have been focused on experiments performed
under quiescent conditions. However, we have recently
reported the application of a flow technique for the detection
of electrocatalytic amplification, due to carbon nanoparticle
(CNP) collisions with an ITO (indium tin oxide) electrode in
the presence of ascorbic acid (AA) as a reaction substrate.9 It is
worth mentioning that nanoparticle-based assays have found
application in flow systems, but contrary to our work, these
research studies were oriented towards the detection of mole-
cular analytes, not engineered nanoobjects.10 The electro-
catalytic properties of CNPs towards AA are already well
known, e.g. a significant decrease of the molecular analyte
oxidation potential was observed on CNP modified
electrodes.11–13 Among others, this phenomenon was
employed for selective electrochemical dopamine sensing in
the presence of AA as an interferent,12 or the construction of a
self-powered AA sensor based on an ascorbic acid–dioxygen
biofuel cell.13 On the contrary, in our earlier reported flow
experiments9 we focused on the detection of CNPs and not AA.
The flow injection analysis (FIA) system with electrochemical
detection offered an increase of frequency of nanoparticle col-
lisions with the electrode surface as compared to quiescent
conditions and, therefore, a higher magnitude of the recorded
current. However, the relationship between the amperometric
signal and NP concentration was maintained in flow only if
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the fixed volumes of NP suspension samples were injected.
Moreover, due to reproducible and well controlled dosing of
the samples, the simple design of the system, as well as well-
defined and reproducible experimental parameters, the FIA
system could be successfully employed for experiments dedi-
cated to nanoparticle detection. Our preliminary study pointed
out the electrocatalytic effect of numerous experimental con-
ditions such as: type and concentration of the supporting elec-
trolyte, potential, the flow rate and the mixing system on the
magnitude of the signal.9 The results demonstrated that CNP
detection depends rather on experimental conditions than
nanoparticle concentrations. Possibly, the charged CNPs
underwent coagulation during the preparation and in the
examined suspension due to a salting effect and the formation
of aggregates/agglomerates that mostly conditioned the
amperometric response. Accordingly, the use of the FIA system
with wider channels as compared to recently popular micro-
fluidic systems helped us to avoid the clogging. We also
demonstrated that enhancement of amperometric signals in
the FIA system resulted from CNP adsorption on the electrode
surface.9 Nevertheless, the aggregate stage of CNPs seems to
be predominant. We suppose that more precise control and
steering of electrostatic interactions between nanoparticles
(phenylsulphonate functionalized CNPs), the substrate (AA),
the supporting electrolyte (NaH2PO4) and the electrode (ITO;
+0.2 V vs. Ag|AgCl) can significantly improve the analytical
parameters of the developed method. The study described in
this manuscript is dedicated to these phenomena.

A major challenge in handling nanoparticle suspensions is
their aggregation due to van der Waals and electrostatic
double layer (EDL) forces.14,15 In general, the dispersed NPs
reveal a strong tendency to reduce the surface free energy via,
among others, aggregation, agglomeration and attachment of
molecules or molecular blocks of liquid media by NPs.16 NP
aggregation depends on the type and composition of electro-
lyte, ionic strength, pH, their size and capping agent.6 It also
strongly affects NP reactivity by changing reactive surface area
geometry and transport properties. The ionic strength controls
the size of the NP diffuse layer and causes NP attraction or
repulsion. For example, NPs aggregate in the concentrated
electrolyte, because ions screen the repulsive electrostatic
forces. In a diluted electrolyte, this effect is negligible and NP
suspension is stable.17 Electrostatic interactions may also
influence the kinetics of reactions of charged NPs as it is
reported for ionic reactants.18 The electrooxidation of nega-
tively charged ascorbate at negatively charged CNPs is an
example of such behaviour. Therefore, an addition of inert
ions should boost the electrocatalysis, because of the increase
of their electrostatic attraction. Moreover, the electron transfer
between nanoparticles and the electrode substrate may be
more efficient thanks to the modification of the electrode
surface with positively charged functional groups attracting
suspended catalysts and/or reactants. Last but not least, in
electrochemical experiments the excess of inert ions decreases
the resistance of the solution that affects the shape of the
current–potential or current–time dependence.19

Here, we report the study of an effect of electrostatic inter-
actions through (i) a composition of reaction medium and (ii)
charged functional groups attached to the electrode surface on
the electrocatalytic response of suspended carbon nano-
particles (CNPs) under flow conditions. The enhancement of
the electrocatalytic signal is demonstrated with the example of
electrooxidation of AA in the millifluidic FIA system with a
bare and modified ITO serving as an electrode. The measure-
ments were performed at a fixed pH 4.6. As a consequence, an
excess of ascorbate ions, because pKa for AA are 4.2 and 11.6,
respectively, was present and namely a single protonated form
of AA undergoes electrooxidation.20

Results and discussion
The effect of electrolyte on CNP suspension stability in
quiescent conditions

Taking into account that electrochemical experiments are per-
formed in an electrolyte solution and knowing that ionic
strength may affect the stability of nanoparticle suspensions
and their aggregation stage, DLS (dynamic light scattering)
and zeta potential measurements of CNP suspensions were
executed (Fig. 1). The obtained hydrodynamic diameter of
CNPs is close to 140 nm for NaH2PO4 concentration below
10 mM. This is larger than the value provided by the supplier
by one order of magnitude, which already indicates the aggre-
gation/agglomeration of nanoparticles. Further increase of salt
concentration up to 50 mM results in the increase of dynamic
diameter more than 3 times, indicating further aggregation/
agglomeration. On the other hand, the decrease of the zeta
potential for a larger NaH2PO4 concentration indicates the
instability of the CNP suspensions (Fig. 1). These results
confirm that the aggregation stage of CNPs is strongly deter-
mined by the concentration of the electrolyte solution.
However, this dependence can be different and more complex,
due to the different mass transport under flow conditions than
in quiescent conditions.

Fig. 1 Hydrodynamic diameters and zeta potential (n = 3) measured in
0.01 mg mL−1 CNPs as a function of the CNP suspension composition in
NaH2PO4.
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Electrolyte effect vs. CNP electrocatalytic properties in the
forced convection conditions

In order to precisely study the effect of the NaH2PO4 electrolyte
on electrocatalytic properties of CNP suspension, voltammetric
experiments were performed in stirred (600 rpm) 1 mM AA in
25 mM NaH2PO4 aqueous solution. The choice of the con-
ditions was motivated by a comparison between previous and
received results.

Shortly before the experiments were carried out, 10 mg
mL−1 CNP suspensions in water or in 5 mM, 25 mM or 50 mM
NaH2PO4 aqueous solutions were prepared. Then, 0.2 mL of
these suspensions was dosed to the measuring cell. It has to
be emphasized that the final compositions of the tested mix-
tures (20 mL) were almost identical (1 mM AA and 0.1 mg
CNPs per mL in 25 mM NaH2PO4). Clearly, the shape of the
voltammetric response and onset potential depend strongly on
the composition of added CNP suspension (Fig. 2). When the
electrolyte is absent in the added CNP suspension sample, a
well-developed anodic peak appears. Moreover, the onset poten-
tial shift and the peak current are the largest as compared to
the bare ITO (Fig. 2). Interestingly, the time of peak appearance
is also the shortest in these conditions. This may be related to
the smaller number of aggregates/agglomerates and the highest
stability of the added suspension (Fig. 1). Therefore, CNPs sus-
pended in pure water were used in further experiments.

Improvement of CNP detection in the FIA system

The system design. Further experiments were done with the
use of CNP aqueous suspensions in slightly modified FIA
systems compared to that as proposed earlier9 and were
oriented towards the effect of the supporting electrolyte. At

first, we attempted to study the electrocatalytic process without
the supporting electrolyte with the use of the earlier proposed
FIA system,9 assuming that CNPs would contribute to solution
ionic conductivity. At a fixed potential of 0.2 V, peak currents
resulting from injections of 1 mM AA with 1 mg mL−1 aqueous
CNP suspension (Fig. SI_1†) were observed. Their magnitudes
are larger than in previous tests in the FIA system in the pres-
ence of NaH2PO4 and CNPs suspended in 25 mM NaH2PO4.

9

However, a similar magnitude of the peak current was also
observed when CNPs were absent in the injected sample and,
furthermore, these results were unrepeatable (Fig. SI_1†). Prob-
ably this results from the very variable gradient of ionic
strength next to the AA–CNP interface.

Next, the chronoamperometric experiments were performed
under similar conditions with CNP aqueous suspensions and
25 mM NaH2PO4 supporting electrolyte to provide the com-
parison with the earlier results.9 The peak currents were sig-
nificantly higher (Fig. SI_2†), but results were also extremely
irreproducible. Perhaps the behavior of samples of aqueous
CNP suspensions in contact with the flowing electrolyte has a
stochastic rather than a deterministic nature in contrast to
CNP suspensions containing electrolyte. Therefore, in order to
limit the variability of the gradient of ionic strength, we
changed the method of AA dosing from injection to continu-
ous pumping (Fig. 7A). This resulted in significantly improved
repeatability (vide infra).

Electrolyte effect. For better understanding and optimization
of the method, the influence of the flow parameters on the
peak current was studied (Fig. 3A and B) with the use of the
modified FIA system (Fig. 7A). Namely, the effect of the dis-
persion of aqueous CNP suspension samples and their mixing
were investigated. For this purpose, we tested the effect of the

Fig. 2 Difference in voltammograms of 1 mM AA in 25 mM NaH2PO4

depending on the initial composition of CNPs suspension: aqueous (A)
or in 5 (B), 25 (C) and 50 mM NaH2PO4 (D). Cyclic voltammograms
obtained with the ITO electrode in the absence (2nd scan—dotted lines)
and after the addition of the prepared 10 mg mL−1 CNP suspensions to
the final concentration of 0.1 mg mL−1 (2nd scan—red, 5th scan—blue,
10th scan—green, 15th scan—violet, 20th scan—grey) in stirred solution
(600 rpm); scan rate 50 mV s−1.

Fig. 3 Effect of various parameters on chronoamperometric measure-
ments performed at 0.2 V in AA solution in 25 mM NaH2PO4 (pH 4.6)
after the injection of aqueous suspension of 0.1 mg mL−1 CNPs in the
FIA system (Fig. 7A). (A) Flow rate effect, 1 mM AA, a spiral system; (B)
mixer effect, 1 mM AA, Vtotal = 6 mL min−1; (C) effect of AA concen-
tration, a spiral system, Vtotal = 6 mL min−1; (D) effect of oxygen, 10 mM
AA, a spiral system, Vtotal = 6 mL min−1. Other parameters are marked in
the figure.
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total flow rate (Fig. 3A) and a type of mixer (Fig. 3B). The
maximum sensitivity of the signal for a fixed CNP concen-
tration was achieved when the spiral mixing system and a flow
rate of 6 mL min−1 were employed.

Next, the effect of AA concentration (Fig. 3C) and oxygen
presence (Fig. 3D) on the chronoamperometric response was
studied. The other parameters (potential 0.2 V and 25 mM
NaH2PO4 pH 4.6 as an electrolyte) were the same as in the
earlier study.9 It is clear that the modification of a composition
of injected CNP suspension and different methods of AA
dosing yield considerable larger signals as compared to earlier
results.9 Also the AA concentration has a slightly different
effect on a recorded signal in comparison with the previous
results.9 Here, with continuous pumping, the optimum AA
concentration is 20 mM. As was shown earlier with the system
based on simultaneous injection of samples, this concen-
tration of AA yielded CNP precipitation. Probably the better
stability of CNP aqueous suspension results from the differ-
ences in concentration gradient and electrostatic interactions
of the medium during sample dispersion. As before, the spiral
system and a flow rate of 6 mL min−1 (Fig. 3A and B) are
optimal to observe the highest magnitude of the signal. The
peak current is also appreciably higher for deoxygenated solu-
tions (Fig. 3D) because of oxidation of fraction of AA by dis-
solved oxygen.21 Nevertheless, the new system provides an
increase of the sensitivity for the CNP suspensions by almost
three orders of magnitude and the detection limit is lowered
by one order magnitude (LOD = 0.01 mg mL−1, Fig. 4, stars) in
comparison with the results obtained with the earlier pro-
posed experimental setup9 (Fig. 4, circles).

Moreover, the LOD is further improved (decreased) by one
order of magnitude by the decrease of AA concentration
without any significant loss of sensitivity (Fig. 4, triangles and
squares). However, for the lower AA concentration (Fig. 4, tri-
angles and squares), the signal for CNPs was smaller than in
the previously established optimal conditions when 20 mM AA
was used (Fig. 4, stars). It is clear that the higher substrate con-
centration provides higher efficiency of the catalytic reaction,
but simultaneously the higher AA concentration yields an
increase of the undesirable aggregate stage of detected CNPs
that interrupts detection of their lower concentrations. Conse-
quently, due to enhancement of sensitivity and lowered detec-
tion limits the system may need a re-calibration–alteration of
experimental conditions in the function of nanoparticle con-
centrations. Such an operation may be important for the quan-
titative CNP detection and can be easily executed by means of
the millifluidic system.

To summarize, the CNP detection limit seems to be strongly
dependent on the electrostatic interactions, which are induced
by the presence of both ionic substances: the supporting elec-
trolyte and AA. A higher concentration of AA is desirable
because of the magnitude of the electrocatalytic current.
However, it cannot be too high because of CNP precipitation.
These results also suggest that the CNP aggregation state is
more important than the effect of kinetics of the reactions
between ions: negatively charged NPs and the single proto-
nated form of AA.

Additionally, we tested the effect of the concentration of a
supporting electrolyte in the context of changing resistance
(Fig. 5) with a modified FIA system consisting of a separate
line with an electrolyte in front of the detector (Fig. 7B).

Fig. 5 The effect of the supporting electrolyte concentration on chrono-
amperometry performed with 0.1 mg mL−1 aqueous CNP suspensions and
deoxygenated 1 (blue squares), 20 (red circles) and 50 mM (green triangles)
AA in NaH2PO4 at 0.2 V. In the experiment a three line FIA system (Fig. 7B)
was used with a total flow rate fixed at 6 mL min−1 and unmodified ITO.
Each assay was repeated twice.

Fig. 4 The effect of the substrate concentration on sensitivity and LOD
for CNP detection. Left: The concentrations of injected aqueous CNP
suspensions were: 0.001 (blue), 0.005 (red), 0.01 (gray), 0.1 and 1 mg
mL−1 (data no shown). Chronoamperometric measurements were per-
formed at 0.2 V in the FIA system (Fig. 7A) with the use of deoxygenated
1 (green squares), 10 (cyan triangles) and 20 mM (black stars) AA solu-
tions in 25 mM NaH2PO4 (pH 4.6) with a spiral system, a bare ITO and a
total flow rate fixed at 6 mL min−1. The vertical bars are 10 nA (left).
Right: The corresponding calibration plots for deoxygenated 1 (green
squares), 10 (cyan triangles) and 20 mM (black stars) AA prepared as
peak current (ΔI) in the function of CNP concentration of aqueous sus-
pensions is presented. For comparison the earlier results9 are given
(violet circles).
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This approach enables the suppression of the CNP aggrega-
tion effect because of the relatively short time of contact of the
reactants. The peak current resulting from AA oxidation after
addition of 0.1 mg mL−1 aqueous suspension of CNP is pro-
portional to NaH2PO4 concentration up to 200 mM (Fig. 5).
Moreover, the increase of AA concentration at a fixed concen-
tration of NaH2PO4 produces an ionic strength increase and
yields higher current signals. This behavior is expected,
because of lower solution resistance and higher efficiency of
the catalytic reaction by a higher substrate concentration (see
above). However, in these conditions, the increase of sensitivity
is not accompanied by improvement of detection limits
(LOD = 0.01 mg mL−1; Fig. SI_3†).

Surface electrode modification. Finally, we attempted to
decrease the LOD by employing attractive electrostatic inter-
actions between both negatively charged phenylsulphonate
functional groups of CNPs and ascorbate ions and with posi-
tively charged protonated amino groups of aminopropyl-
triethoxysilane (APTES) functionalities present at the electrode
surface. We expected that positively charged functionalities
would attract negatively charged ascorbate ions and CNPs and
promote more effective CNP collisions and/or adsorption
events at the modified electrode surface in the FIA system. The
choice of APTES was motivated by the effectiveness of organo-
silanes for ITO surface modification.22 The functionalization
of the ITO electrode with electron withdrawing groups not only
produces electrostatic effects, but also can increase its work
function and ensures greater chemical stability while passing
high current densities.23 It can be observed that in the modi-
fied FIA system (Fig. 7A) with a bare and APTES-modified ITO
the sensitivity for CNPs is similar (Fig. 6). It is worth empha-

sizing that the sensitivity is definitely higher compared to the
previously used FIA system9 with both unmodified and APTES-
modified electrodes (Fig. SI_4A†). However, the electrode
modification improves significantly the LOD (Fig. 6). This
probably results from the longer time of residence of CNPs on
the functionalized electrode and/or their adsorption resulting
in increase of the number of electrocatalytic events. Particu-
larly, the increase of the baseline current after injection of
CNPs indicates enhancement of the electrochemically active
surface by CNP adsorption (on the left of Fig. 6). It is worth
underlining that the enhancement of the electrochemical
signal by APTES-modification is seen only in the presence of
nanoobjects (see Fig. SI_4B†). These experiments demon-
strated that an appropriate modification of the electrode
surface improves the limit of detection of the CNP system
(Fig. 6, diamonds). Moreover, it enables the elimination of re-
calibration of the system by exclusion of manipulation of
chemical parameters.

Conclusions

We demonstrated a significant improvement of the parameters
of electrochemical detection of phenylsulphonated functiona-
lized carbon nanoparticles: (i) magnitude of the electro-
chemical signal, (ii) sensitivity, and (iii) detection limit by
manipulation of electrostatic parameters. The steering of ionic
strength in the FIA system improves the sensitivity by almost
three orders of magnitude and lowers the limit of detection of
CNPs by two orders of magnitude. Moreover, the employment
of electrostatic interactions between CNPs and the modified
electrode surface (among others introduction of favourable
conditions for adsorption of CNPs) enables the detection of
CNPs in a wider range of concentrations without system
recalibration.

Fig. 6 Left: The effect of electrode modification on chronoampero-
metry performed at 0.2 V in the FIA system (Fig. 7A) with deoxygenated
20 mM AA in 25 mM NaH2PO4 (pH 4.6) with a spiral system and a total
flow rate fixed at 6 mL min−1. The concentrations of aqueous CNP sus-
pensions were: 0.0001 (yellow), 0.001 (black), 0.005 (blue), 0.01 (red),
0.1 and 1 mg mL−1 (data no shown). The electrodes are marked in the
figure. Right: The corresponding calibration graph for: unmodified ITO
(green circles) and APTES-modified ITO (orange diamonds) as the func-
tion of different concentrations of aqueous CNP suspensions is pres-
ented. For comparison earlier results9 are presented (violet circles).

Fig. 7 The schemes of the used FIA systems (A and B) consisting of
a mixing system (M), an electrochemical wall-jet detector (D) and
waste (W).
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The presented results also indicate how the manipulation
of ionic strength may increase the efficiency of the electro-
catalytic process in nanoparticles suspension, what may be
applied not only in their electroanalysis, but also in energy
conversion systems.

Experimental
Chemicals and materials

AA and NaH2PO4 were obtained from Riedel-de Haën and
Chempur, respectively. APTES was produced by Alfa Aesar.
These chemicals were pure and analytical grade and were used
without further purification. CNPs with phenylsulfonate func-
tionalities (13 nm average diameter, Emperor 2000) were
bought from Cabot Corporation. Nanoparticle agglomerates
were broken down and dispersed using an ultrasonic cleaner
(Emmi 30 HC, EMAG) in a fixed time (20 min) and tempera-
ture (4 °C). This allows obtaining repeatable deagglomeration
and suppression of temperature effects. Selection of time and
initial temperature was dictated by excessive CNP heating in
the ultrasonic cleaner. Experiment-ready CNP suspensions
were always heated to room temperature. For the preparation
of the aqueous solutions Milli-Q water was used. ITO coated
glass (resistivity 8–12 Ω sq−1) was purchased from Delta
Technologies.

Cleaning and modification of the ITO surface

Commercial ITO substrates were sonicated in acetone, ethanol
and water. Every cleaning step lasted 15 min. Then, the ITO
electrodes were heated to 500 °C for 20 min or modified with
APTES as following. First, the cleaned ITO electrodes were acti-
vated in ‘base piranha’ solution (NH4OH/H2O2/H2O 1 : 1 : 5,
60 °C) for 20 min. Then, APTES coating was produced by a
‘T-BAG’ method.24

This procedure includes the self-assembly of APTES on an
activated ITO by slow evaporation of ethanolic APTES solution
for 24 h, and subsequent thermal annealing (140 °C, 24 h).
The concentration range of APTES solution used for modifi-
cation was inspected in the range of 10−11–10−3 mol L−1

(Fig. SI_4†). The optimal concentration of APTES was selected
on the basis of the magnitude of the recorded current in the
previous FIA system.9 It was equal to 10−6 mol L−1 and it was
selected for other experiments.

Instrumentation

Cyclic voltammetry (CV) and chronoamperometry (CA) were
performed with a microAutolab electrochemical system (Eco
Chemie) with dedicated software in a three-electrode configur-
ation. ITO electrode, a platinum wire (0.5 mm diameter)
and Ag|AgCl|KClsat. were used as the working, counter and
reference electrodes, respectively. CV was performed in a
stirred solution (600 rpm; RCT basic magnetic stirrers, IKA),
whereas chronoamperometry was done in the FIA setups
(Fig. 7). They consist of one or two digitally controlled syringe
pumps (PHD Ultra, Harvard Apparatus), a rotary injection

valve (35 μL, 6 port 2-positional, Vici), polyethylene tubing
(BD) and a homemade wall-jet electrochemical detector. These
FIA systems are modified in comparison with the previously
reported work.9 The Zetasizer Nano ZS (Malvern) for measur-
ing zeta potential and size distribution of nanoparticles was
used.
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