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Understanding the morphology of solution
processed fullerene-free small molecule bulk
heterojunction blends†

Andrew Namepetra,ab Elizabeth Kitching,b Ala’a F. Eftaiha,*c Ian G. Hilla and
Gregory C. Welch*d

Bulk-heterojunction (BHJ) molecular blends prepared from small molecules based on diketopyrrolopyrrole

(DPP) and perylene-diimide (PDI) chromophores have been studied using optical absorption, cyclic

voltammetry, photoluminescence quenching, X-ray diffraction, atomic force microscopy, and current–voltage

measurements. The results provided useful insights into the use of DPP and PDI based molecules as donor–

acceptor composites for organic photovoltaic (OPV) applications. Beside optoelectronic compatibility, the

choice of active layer processing conditions is of key importance to improve the performance of BHJ solar

cells. In this context, post-production treatments, viz. thermal and solvent vapour annealing, and the use

of 1,8-diiodooctane as a solvent additive were employed to optimize the morphology of blend films. X-ray

diffraction and atomic force microscopy indicated that the aforementioned processing strategies led to non-

optimal composite morphologies with significantly large crystallites in comparison to exciton diffusion

lengths. Although the open circuit voltage of the OPV devices was satisfactory (0.78 V), it was

anticipated that the bulky domains hamper charge dissociation and transport, which resulted in low

photovoltaic performance.

Introduction

Solution processable organic photovoltaic (OPV) cells provide
an outstanding and inexpensive platform to harvest solar
energy using flexible substrates compatible with printing and
coating techniques suited for high-volume production. Being
lightweight, coloured and semi-transparent, OPV cells are of
commercial interest for a wide range of applications such as
power-generating windows and decorative lighting systems
with reduced transportation and installation cost.1–6

The conversion of solar energy into electricity in bulk-
heterojunction (BHJ) OPV cells depends on the energetic offset
between a two-component system comprised of a donor material
with large ionization potential and an acceptor material of high
electron affinity to overcome the strong columbic interactions
between photogenerated electron–hole bound pairs (excitons) at
the donor–acceptor interface.6,7 Current state-of-the-art OPV cells

adopt polymer donors and fullerene derivative acceptors.8–10 There
are several limitations that hold back further development of
polymer–fullerene OPV (see the reviews by our group7,11,12 and
others13–15 for more details about the inherent drawbacks of
polymeric materials and fullerenes). In this respect, small organic
molecules offer several advantages such as easy synthesis, well-
defined molecular structures and readily tuneable optical and
electronic properties, which make them promising alternatives
for polymers and fullerenes in BHJ solar cells.16,17 To date, the
maximum power conversion efficiency (PCE) reported for photo-
voltaic cells based upon molecular donor and non-fullerene small
acceptor molecules is 5.44%,18 which is significantly lower than
the record for OPV cells based upon molecular donor–fullerene
acceptors (between 8 and 10%),19–21 and polymer donor–molecular
acceptors (approaching 7%),22,23 which means that significant
advances still need to be made in this research area. To boost
the efficiency of molecular solar cells, efforts are directed towards
developing molecular entities of improved optical and charge
transporting properties, engineering the morphology of donor–
acceptor blends to attain efficient charge separation and collection,
as well as upgrading device architectures.

Among various small molecules developed for organic solar
cells, diketopyrrolopyrrole containing materials (DPP, the chemical
structure is shown in Scheme 1A) have attracted great attention
due to their strong visible-light absorption24 and excellent charge
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transport properties,25 which make DPP based materials
potential candidates for a broad range of optical and electronic
applications.26,27 Nguyen and co-workers28–35 have reported on
the design, synthesis, self-assembly and photovoltaic performance
of DPP core molecules as donor materials in fullerene BHJ solar
cells (Scheme 1B). It has been reported that DPP core molecules
end-capped with p-stacking moieties exhibited PCE between 4
and 5.3% when blended with different fullerene derivatives such
as phenyl-C71-butyric acid methyl ester36 and methano indene
fullerene in BHJ OPV cells.37 The strong electron-withdrawing
nature of DPP makes it possible to be exploited as an n-type
organic semiconductor.7,26 Jung and Jo reported a non-fullerene
molecular acceptor composed of DPP and benzothiadiazole with a
PCE of 5.0% when combined with thieno[3,4-b]thiophene/benzo-
dithiophene (PTB7) as an electron donor.38

Recently, our group has reported on the design of a small
molecule within the terminal acceptor–donor bridge–acceptor core–
donor bridge–terminal acceptor (A1–D–A2–D–A1) framework.39–41

Dithiophenediketopyrrolopyrrole (DPPTh2) incorporating electron-
deficient phthalimide and naphthalimide end-capping units that
bear different alkyl side chains synthesized using microwave-
assisted direct heteroarylation (DHA) methods was of particular
interest.41 The results indicated that those compounds have
narrow band-gaps and deep frontier energy levels, which make
them potential candidates as electron transporting materials.
Our design strategy of new OPV materials has been directed
toward the use of sustainable moieties with proven photo-
voltaic potential. In this respect, furan derivatives have often
been considered more sustainable alternatives than thiophene
counterparts because they can be synthesized from a variety
of natural products.42 We have reported that substituting
thiophene by furan can alter the electronic performance of
molecular semiconductors significantly.43 As a step toward
achieving sustainability, we have replaced furan with thio-
phene to synthesize a bis-furandiketopyrrolopyrrole (DPPFu2)
based semiconductor using a silica supported palladium
catalyst system as described lately by our group.44 As depicted
in Scheme 1C, our design utilizes phthalimide (Pht) and DPP
as terminal end and central core acceptor units, respectively,
and furan as a p-conjugated bridge.

As a strong electron-deficient molecule, perylene-diimide
(PDI, Scheme 1D) has been used to synthesize solution processable
n-type small molecules with tailored electronic and optical
properties.45,46 The strong p–p interactions lead to over crystal-
lization of PDI based molecules, which diminish exciton disso-
ciation at the donor–acceptor interface of BHJ blends and
thus limit achieving high PCE values comparable to fullerene
derivatives. To overcome the formation of large crystallites, the
design strategies of PDI based molecules have been directed to
reduce p–p stacking, without influencing the charge transport
properties either by preparing PDI dimers with a highly twisted
dimeric backbone47–50 or through functionalization of the PDI
monomer by alkyl substituents,51 particularly, the 2-ethylpropyl
(EP) side chain.52–54 Yan and co-workers reported a three
dimensional electron acceptor based on the tetraphenylethylene
core flanked with four PDI units with a PCE of 5.53% when
combined with a donor polymer.55 In this regard, monomeric PDI
is more attractive than its dimeric counterparts due to the more
simple synthesize procedures.

As shown above, literature reports highlight the potential
utility of DPP and PDI based compounds to act as donor and
acceptor materials when blended with polymers and fullerene
derivatives through exploiting different design strategies.
However, there are a limited number of reports that demon-
strate the impact of processing conditions56–59 on their blends
to fabricate high performance ‘‘fullerene-free all molecule’’ OPV
cells. In this context, Yao’s research group60,61 indicated that
the efficiency of solution processed solar cells comprised of
the DPP donor and the PDI acceptor improved drastically when
1,8-diiodooctane (DIO) was used as a solvent additive. In this
study, we have investigated different thin film processing
strategies, viz. thermal annealing, the usage of solvent additives
and solvent vapour annealing (SVA) to understand the precise
nature of thin films made of DPP(Fu-Pht)2 and EP-PDI to
uncover factors that govern self-assembly processes of film
components when transitioning from solution into the solid
state. Spin casting has been used to prepare donor–acceptor
blend films. UV-vis absorption–emission spectroscopy and
cyclic voltammetry (CV) have been carried out to determine
the optical properties of the film components and to examine
how excitons dissociate at the donor–acceptor interface. Surface-
sensitive diffraction and microscopy techniques, namely X-ray
diffraction (XRD) and atomic force microscopy (AFM), have been
used to examine the molecular-level organization of donor–
acceptor domains throughout the study. While neither of
the techniques provides all of the information necessary to
characterize the blend films thoroughly, both of them can give
complementary information to guide future optimization
efforts.

Results and discussion
A. Optical and electrochemical properties

The absorption properties of DPP(Fu-Pth)2 and EP-PDI were
determined using UV-visible spectroscopy. The absorption

Scheme 1 Chemical structures of: (A) diketopyrrolopyrrole (DPP) chromo-
phore. (B) Aryl-DPP based derivatives (Ar = phenyl (Ph), thienyl (Th) & furyl
(Fu), and R = alkyl side chains). (C) DPP based small donor molecule of the
acceptor–donor–acceptor–donor–acceptor (A1–D–A2–D–A1) framework.
(D) Perylene diimide and its 2-ethylpropyl derivative.
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spectra of the two compounds in chloroform (CHCl3) solution
and thin films are shown in Fig. 1. Starting with DPP(Fu-Pth)2,
the absorption profile in solution displays three distinct
absorption bands at ca. 390, 575 and 620 nm (Fig. 1A), which
is consistent with those reported elsewhere in the literature for
other DPP based small molecules.28,41 The first vibronic band is
attributed to the localized p–p transitions, and the other low
energy bands are ascribed to the charge transfer within the core
unit.29 The absorption profile of the thin film is slightly red-
shifted compared to the solution spectrum. The shift might be
attributed to a more planar structure in the solid state that
enhances electron delocalization. In comparison with a similar
DPP based compound featuring thiophene bridges,41 replacement
of thiophene with furan (dipole moments are 0.53 and 0.67 Debye,
respectively)62 shifts the vibronic bands into lower wavelengths.
EP-PDI has three absorption peaks at ca. 460, 490 and 525 nm
(Fig. 1B). Upon transitioning from solution to thin-films, a broad-
ening and red shift in the absorption spectrum are observed. This
shift is common for conjugated molecules and can be explained
by the aggregation of adjacent molecules in the solid state as they
aligned in a head-to-tail configuration, known as J-aggregation.63

The electrochemical properties of the two compounds were
measured using cyclic voltammetry in dichloromethane (CH2Cl2)
solutions. While DPP(Fu-Pth)2 oxidizes reversibly at 0.5 V, EP-PDI
exhibits an irreversible oxidization at 1.05 V, owing to the
molecule’s electron deficient character. Both compounds experi-
ence reversible reduction at 1.35 V for the former and 1.2 V for
the latter (Fig. 1C and D). The EP-PDI values are in a good
agreement with the previous reports.14,64 From these values, a
band structure diagram that illustrates the highest occupied
molecular orbital (HOMO) and lowest unoccupied molecular
orbital (LUMO) of the two compounds are shown in Fig. 1E.
The HOMO and LUMO offsets are appropriate for both Channel I
and Channel II processes if the two compounds are combined for
OPV applications.65

The ability of the blend components to quench the fluores-
cence emission of photoexcited species was examined using
photoluminescence (PL) spectroscopy and is shown in Fig. 1.
The emission spectra were measured after exciting neat and
blend films at the absorption maxima obtained from the absorp-
tion spectra of DPP(Fu-Pth)2 and EP-PDI films. On the one hand,
the fluorescence spectrum of the blend film excited at 576 nm is

Fig. 1 Normalized UV-vis absorbance spectra in CHCl3 solution (black) and thin films (light gray) spun from CHCl3 solution of: (A) DPP(Fu-Pth)2.
(B) EP-PDI. Cyclic voltammograms obtained in CH2Cl2 solution under nitrogen using a sweep rate of 100 mV s�1 for: (C) DPP(Fu-Pth)2. (D) EP-PDI.
(E) Band structure diagram illustrating the orbital energies of DPP(Fu-Pth)2 and EP-PDI obtained from CV. E(HOMO) = �(Eox + 4.80) [eV] and E(LUMO) =
�(Ered + 4.80) [eV], where Eox and Ered are the oxidation and reduction onsets shown in C and D. PL emission spectra of neat (black) and blend films (gray)
spun from CHCl3 solutions of: (F) DPP(Fu-Pth)2 and its blend excited at 576 nm (lmax of DPP(Fu-Pth)2). (G) EP-PDI and its blend excited at 497 nm
(lmax of EP-PDI).
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equivalent to that recorded for the DPP(Fu-Pth)2 film (Fig. 1F). On
the other hand, the fluorescence spectrum of the EP-DPI film
excited at 497 nm is reduced to null by the blend film (Fig. 1G).
The weak PL signal of DPP(Fu-Pth)2, which could be anticipated
to background emission or large domain sizes, does not provide
any conclusive evidence about electron transfer that is expected
to take place from the photoexcited donor LUMO to the acceptor
LUMO. The fluorescence quenching of EP-PDI might be desig-
nated to energy transfer from EP-PDI to DPP(Fu-Pth)2 rather than
photoexcited electron transfer since EP-PDI emits light where
DPP(Fu-Pth)2 absorbs.

B. As-cast blend films

The UV-vis spectra of as-cast blend films, viz. 3 : 1, 1 : 1 and 1 : 3
DPP(Fu-Pth)2 : EP-PDI, indicated a relatively broad absorption
in the visible region between 400 and 635 nm (Fig. 2A). It is
anticipated that the complementary absorption profiles of the
two materials should maximize the light harvesting ability of
their composites if both are combined for OPV applications.
The crystallinity and molecular-level organization of as-cast
blend films were measured using XRD and AFM. The diffraction
patterns show no detectable peaks within the measured range.
AFM images reveal large domains regardless of the blend ratio.
The image of the 3 : 1 blend shows finger-like striations accom-
panied by large islands up to a micron in breadth. The image
of the films comprised of 1 : 3 blend indicates that columnar
features are scattered across the surface of the film. The morphology
of the 1 : 1 blend is in between the aforementioned two. Herein,
the tendency of the molecular species to self-aggregate results in

large domain sizes compared to the exciton diffusion length
(o100 nm),66–69 which is a limiting factor in attaining high PCE
values if both compounds are utilized for OPV applications.
Literature reports indicated that obtaining well-ordered inter-
penetrating networks of donors and acceptors through employing
active layer processing strategies would play a significant role in
achieving high performance solar cells.12,70,71

C. Thermal annealing

Post-deposition thermal annealing is one of the proposed
strategies to engineer the morphology of donor–acceptor
composites.72 The optical absorption and XRD patterns of
the neat and blend films in response to different annealing
temperatures have been investigated and shown in Fig. 3. The
absorption profile of the as-cast DPP(Fu-Pth)2 neat film is
characterized by three major absorption bands at 395, 576
and 632 nm. After annealing at 100 and 120 1C, there is a
broadening and hypsochromic shift in the middle absorption
band. Annealing between 140 and 180 1C results in a red shift in
the low-energy band (from 632 to 662 nm) and the appearance of
a new peak in the intermediate band. A new high-energy peak is
also observed at 350 nm. The absorption spectrum of the as-cast
EP-PDI neat film reveals three major bands at ca. 497, 540 and
570 nm, corresponding to the 0–0, 0–1 and 0–2 transitions,
respectively.54 Unlike DPP(Fu-Pth)2, the profiles of the thermally
annealed EP-PDI films are quite similar to that obtained for the
as-cast one. The spectrum of the as-cast blend film shows six
bands, each corresponding to those observed for each individual
component. After annealing, the observed changes in the absorp-
tion spectra are analogous to those observed in the neat film
except two features. Interestingly, the relative intensity of the
peak at 497 nm (corresponds to EP-PDI) is significantly reduced
and the 0–1 peak identified at 540 nm is red-shifted to 555 nm.
This suggests that the DPP based molecule influences the order
of EP-PDI in the solid state upon heating, which affects the
electronic nature of the material in the blend film.

To gain knowledge about the influence of thermal annealing
on crystallinity, XRD patterns of the neat and blend films
before and after annealing have been investigated (Fig. 3).
The patterns of the as-cast films (both neat and blend) show
no detectable peaks within the measured range, which can be
explained either by the presence of extremely small crystalline
domains that could not be detected using simple powder XRD
techniques or an amorphous structure of the films. After
annealing the neat films at 100 1C, new peaks are emerged at
5.8 and 9.11 for DPP(Fu-Pth)2 and EP-PDI films, respectively.
Successive annealing at higher temperatures increases the
intensity of the abovementioned peaks, which reflect the
tendency of the crystalline domain to grow up. A plausible
mechanism for domain growth as a function of temperature is
Ostwald ripening, in which small domains merge to form
larger domains (vide infra).

The diffraction patterns of the thermally annealed blend
show the peak observed for the annealed DPP(Fu-Pth)2 film
(2y = 5.81), but not for EP-PDI. At 140 1C, a second peak arose at
around 10.81. A further increase in annealing temperature up to

Fig. 2 (A) Normalized UV-vis absorbance spectra of as-cast blend films
spun from CHCl3 solutions. (B) X-ray diffraction patterns of as-cast blend
films spun from CHCl3 solutions. 3D-AFM height mode images (5 mm � 5 mm)
of the as-cast blend films of are shown at the right side. The root mean square
(RMS) roughness values of the 3 : 1, 1 : 1 and 1 : 3 blends are 17.1, 15.3 and
37.1 nm, respectively.
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180 1C results in the emergence of a third peak at 5.31, which is
not observed for neither DPP(Fu-Pth)2 nor EP-PDI neat films. It
is also important to note that the peak at 9.11 in the EP-PDI neat
film is not observed in the diffraction pattern of the blend film.
This may suggest that the PDI based molecule adopts a
different crystalline phase in the blend film.

In order to improve the signal-to-noise of our XRD mea-
surements, which might unveil new diffraction peaks for the
neat films, the XRD patterns of drop-cast neat and blend films
have been investigated and presented in Fig. 4. The DPP(Fu-Pth)2

film shows a peak at 5.81 even before thermal annealing.
Exposure of the film to higher temperatures results in two
peaks at 3.8 and 8.21 that are not observed for the spin-cast
counterpart. On the other hand, similar to the spin-cast EP-PDI
film, the peak at 9.11 does not emerge until the drop-cast film is
exposed to heat. In addition, several new peaks are identified
that are not observed before in the corresponding neat, spin-
cast film. Two of them, namely 5.3 and 10.81, are recognized
when the spin-cast blend is thermally annealed. Moreover, the
drop-cast blend film exhibits four diffraction peaks at 5.3, 5.8,
8.1, and 10.81. Upon increasing the annealing temperature, the
intensity of the 5.81 peak is increased at the expense of 5.31.

This suggests that DPP(Fu-Pth)2 crystallites have a more pre-
ferential orientation over EP-PDI domains upon annealing.

AFM topographic images of spin-cast (neat and blend) films
were explored to correlate the observed changes in crystallinity
with the surface morphology. As shown in Fig. 5, the as-cast
DPP(Fu-Pth)2 film consists of flat, flake-like domains. After
annealing, finger-like striations appear to be dominant. These
features are assumed to be crystalline when considering the
XRD patterns (as presented in Fig. 3). A further increase in the
annealing temperature (up to 180 1C) results in large cubic
crystals. Moreover, surface roughness increases with increasing
annealing temperature (RMS roughness values are 1.74, 6.27,
7.88 and 13.0 nm for the as-cast film and those annealed at 100,
140 and 180 1C, respectively). The image of the as-cast EP-PDI
film shows large micro-sized flakes. After annealing at 100 1C,
small columnar features start to cover the surface of the flakes
(presumably corresponding to the 9.11 diffraction peak). Annealing
at higher temperatures results in considerable growth. The image
of the as-cast blend film consists of ‘‘islands’’ emerging from a
relatively flat background marked with striations. This results in
lowering the RMS roughness values from 50.5 nm for the as-cast
film to 27.0 from the film annealed at 140 1C. Exposing the film to

Fig. 3 UV-vis absorption spectra (upper raw) and XRD patterns (lower raw) of neat and 1 : 1 DPP(Fu-Pth)2 : EP-PDI blend films.

Fig. 4 XRD patterns of drop-cast neat and blend films.
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elevated temperatures triggers the formation of needle shape
structures that are merged as the temperature is increased (RMS
roughness is 135 nm). The observed size-temperature dependence
of domain growth suggests that Ostwald ripening is the mechanism
that controls domain growth as a function of temperature (vide
supra). The images of the blend films indicate that thermal
annealing results in the formation of needle-shaped crystallites
that become larger and rougher as a function of temperature

(RMS roughness values are 8.72, 12.3 and 25.2 nm for those
annealed at 100, 140 and 180 1C, respectively).

D. Solvent vapour annealing (SVA)

SVA can be used as an alternative postproduction processing
protocol to induce changes in the nanoscale morphology through
exposing thin films to solvent vapours for a certain period.72–74

It is interesting to understand how different post-treatment

Fig. 5 AFM height mode images (5 mm � 5 mm) of neat and blend films spun from CHCl3 solutions before and after sequential thermal annealing.

Fig. 6 UV-vis absorption spectra (upper raw) and XRD patterns (lower raw) of neat and 1 : 1 DPP(Fu-Pth)2 : EP-PDI blend films.
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strategies, viz. thermal and solvent vapour annealing, alter the
self-organization of neat and blend films. The UV-vis absorption
profiles and XRD patterns of neat and blend films annealed by
CHCl3 vapour are presented in Fig. 6. After 10 minutes in the
annealing chamber, the absorption profile of the DPP(Fu-Pth)2

film undergoes a red-shift and the most intense peak is broadened.
While annealing the EP-PDI film causes a reduction in intensity of
the low-energy band (at 540 nm), the profile of the 1 : 1 blend film
shows two notable changes. Firstly, an increase in the intensity of
the DPP(Fu-Pth)2 peak at ca. 396 nm and secondly, a reduction in
the intensity of the EP-PDI peak at 470 nm (0–1 transition) are
observed. A weakening of the latter peak is generally associated
with enhanced ordering of PDI molecules in the solid-state.54

It should be noted that all the observed changes in the absorption
spectra of the neat and blend films after SVA are very similar to
those obtained after thermal annealing (Fig. 3).

It is clear that SVA induces crystal growth as evidenced by
the new diffraction peaks. The patterns of neat films show two
characteristic peaks after vapour annealing at 5.71 and 9.11 for
DPP(Fu-Pth)2 and EP-PDI, respectively (Fig. 6). Interestingly,
the 9.11 peak is absent in the blend film after annealing.
Nevertheless, the peak at 5.31, which has been shown to be
characteristic of EP-PDI neat films, is shown in Fig. 4. Consistent
with thermally annealed films, the XRD results imply that the
EP-PDI crystals grow in a different preferential orientation
compared to the neat film. Given the presence of the peak at
5.71 in both DPP(Fu-Pth)2 neat and blend films, the crystal
growth of DPP(Fu-Pth)2 is induced by SVA and is not influenced
by the presence of EP-PDI.

AFM images of the vapour-annealed films indicated that
DPP(Fu-Pth)2 becomes more textured after SVA, which might
indicate the growth of crystalline domains (Fig. 7). The mor-
phology of the EP-PDI film also changes, where needle-shaped
crystallites are noticed. The 1 : 1 blend is composed of randomly
oriented needle-shaped crystallites, microns in length. Such a
morphology is clearly inappropriate for use in OPV cells due to
the large domain sizes.75

E. The use of solvent additives

The impact of solvent additives on the morphological charac-
teristics of donor–acceptor composites has been examined to
improve materials and processing designs.58,71,76–78 In this
study, the influence of 1,8-diiodooctane (DIO) on the neat
and blend films was investigated using UV-vis spectroscopy,
XRD and AFM (Fig. 8 and 9, respectively). Compared with the
as-cast DPP(Fu-Pth)2 film, the addition of 0.4% DIO results in a
blue shift in the high-intensity band (from 576 to 522 nm) and a
drastic reduction in the intensity of the peak at 633 nm, this is

Fig. 7 AFM height mode images (5 mm � 5 mm) of neat and blend films
spun from CHCl3 solutions before and after SVA annealing for 10 minutes.

Fig. 8 UV-vis absorption spectra (upper raw) and XRD patterns (lower raw) of neat and 1 : 1 DPP(Fu-Pth)2 : EP-PDI blend films.
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indicative of H-aggregation of the DPP chromophore. Curiously,
the profile of the film cast from a solution with 0.8% DIO shows a
red shift in the low-energy band from 633 nm to 664 nm, typical
of J-aggregation, thus DIO is an effective additive to tune the
aggregation behaviour of this DPP molecule.79 The EP-PDI film
containing 0.4% (v/v) DIO shows an increase in the intensity of
the high-energy absorption peak at 377 nm while causing a red
shift in the 0–0 transition from 536 nm to 553 nm and the
emergence of a new peak is observed at 595 nm. No significant
differences in the absorption profile are observed in the film cast
from solution with a doubled amount of DIO. Blend films cast
from solutions with 0.4% DIO display no change in the position
of the bands, but an increase in intensity of the low-energy bands
of DPP(Fu-Pth)2. Casting films from solutions of 0.8% DIO
concentration changes the positions of the absorption bands of
the two components. While the XRD patterns of the neat films
loaded with 0.4% DIO display no diffraction peaks, doubling the
DIO concentration results in crystalline domains. The pattern of
the neat films cast from solutions of double DIO concentration
shows the presence of diffraction peaks. Remarkably, the diffrac-
tion peaks of the EP-PDI film cast from DIO containing solution
are clearly different from those obtained from the thermally
annealed film, which suggests different crystallite orientations
depending on the processing conditions. For the blend films, a
single low-intensity diffraction peak between 5 and 61 is observed
at a high loading of DIO. Due to the low S/N, it cannot be
discerned whether the peak is the representative of DPP(Fu-Pth)2,
EP-PDI or both.

Since the use of DIO induces morphological changes as
characterized by the emergence of diffraction peaks, the impact
of DIO concentration on the morphology of the neat and blend
films was measured using AFM as shown in Fig. 9. As the DIO
content in the casting solution is increased, the surface roughness
of DPP(Fu-Pth)2 films increases progressively with larger surface

features. The EP-PDI films cast with 0.4% DIO have smaller
features than the neat films, which become larger upon further
increase in the DIO concentration.

For the blend films, the addition of 0.4% DIO eliminates the
formation of large aggregates and results in the formation of
needle-shaped crystallites between 0.3 and 1.0 mm in length.
Doubling the concentration of DIO additive produces a film
of flake-like crystallites. The single diffraction peak at 5.71
suggests that the flake-like structures are crystalline domains
of DPP(Fu-Pth)2.

F. Photovoltaic performance

Considering the three different processing techniques studied
so far, none of them promoted an idealized active layer mor-
phology, which is necessary to achieve high PCE. The use of
DIO as a solvent additive resulted in the smallest domain
size compared to the annealing techniques, which might be
considered the most appropriate methodology to fabricate the
active layer of OPV devices. In this respect, a conventional BHJ
architecture (Fig. 10A) was used to examine the effect of DIO on
performance as an active layer in OPV cells. The architectures
are as follows: ITO/PEDOT : PSS/1 : 1 blend films/Ca/Al. Current–
voltage curves of selected devices are presented in Fig. 10. As-cast
devices showed no appreciable PV response. Although inclusion
of small volume fractions of DIO in the blends increased the
open circuit voltage (Voc) from 0 for the as-cast devices to 0.54
and 0.77 V for those with the active layer spun from solutions
containing 0.2 and 0.4 v/v% DIO, respectively, however, the large
domain size compared to exciton diffusion lengths diminishes
charge separation, and thus the photovoltaic (PV) performance is
still almost zero. At higher DIO loading (0.6%), the short circuit
current (Jsc) is increased dramatically to 0.093 mA cm�2 (Voc 0.78,
fill factor (FF) 0.43 and PCE 0.032%). This could be explained by
the improved film crystallinity as confirmed from the XRD
measurements (Fig. 8). This suggests the onset of percolating
pathways throughout the blend film, which enables charge
collection at the electrodes.

Conclusions

The morphology of a BHJ blend film comprised of potential
donor and acceptor materials, viz. DPP(Fu-Pth)2 and EP-PDI for

Fig. 9 AFM height mode images (5 mm � 5 mm) of neat and blend films
cast from CHCl3 solutions of different DIO concentrations.

Fig. 10 (A). Conventional BHJ device architecture. (B) Current–voltage
curves of the 1 : 1 DPP(Fu-Pth)2 : EP-PDI blend film based devices spun
from DIO containing solutions.
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OPV applications, have been tuned via post-production thermal
and solvent annealing as well as the usage of solvent additives.
The results indicated that both annealing techniques led to
the comparable optical properties and self-assembly of two
compounds in blend, which were quite different when the
active layer was processed using DIO as a solvent additive.
Although the three processing techniques did not yield the
optimal morphology for BHJ solar cells, PV measurements
indicated that the active layer processed in the presence of
DIO has a reasonable Voc (0.78 V) and low Jsc (0.093 mA cm�2).
This suggests that further processing optimization is necessary
to reduce the domain size to achieve ultimately an effective
charge separation and high PCE. Moreover, the tendency of the
small molecules for over crystallization in solid films should lay
down new guidelines (other than decreasing the molecular
planarity) for synthetic chemists when designing new materials
that take into consideration not only electronic properties
and film forming ability of the new materials, but also their
tendency for self-assembly.
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