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uction of graphene oxide as
a lubrication additive for friction and wear
reduction
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and Jianbin Luo*a

Recently, studies on graphene-based lubrication additives have been widely researched, but few refer to

their preparation by thermal reduction which shows potential in not only significantly lowering the

mass-production cost, but also the simple, nonchemical process. In this study, mild thermal reduction of

graphene oxide (MRGO) has been achieved by high temperature (700 �C) treatment and the product

used as a lubrication additive. It shows a relatively ordered lamellar structure and a certain level of

oxygen by transmission electron microscopy (TEM) and X-ray photoelectron spectroscopy (XPS) analysis,

and exhibits excellent tribological properties as a lubrication additive. The friction coefficient can be

reduced by as much as 30% and the rubbing surfaces display few scratches at a lower additive

concentration (0.5 wt%) compared with that of base oil (Poly Alpha Olefins Type 6: PAO 6) without

MRGO additive under the same friction conditions. Based on the advantages of green, low-cost and

simple synthesis operation, the MRGO offers significant potential application as a lubrication additive.
Retaining lower friction energy consumption and longer wear
durability has been the development trend of the machine
industry. In general, severe wear occurs in the start–stop state
and low-speed operation of a machine, in which the rubbing
surfaces are mainly under boundary regime.1 In that context,
using lubrication additives has been an efficient way to
improve tribological properties, for they can exhibit great anti-
wear characteristics by forming a protective lm on the friction
interfaces and preventing the metal-to-metal contact.2–5

Nowadays, many additives containing polar components such
as sulphur/phosphorus containing groups can lead to reducing
wear, nevertheless, simultaneously are prone to make corro-
sion and pollution.1,6 Thus, to develop more efficient and
environment-friendly lubrication additives is an urgent task for
academia and industry. Graphene, is nowadays worthy to be
used according to its high chemical inertia, extreme mechan-
ical strength and easy to sliding between layers.7–10 However,
the properties of graphene for applications varies with its
production processes directly. The surface structure charac-
teristics and elastic/plastic properties inuencing the friction
and wear properties, are strongly dependent on the synthesis
methods such as mechanical exfoliation method, chemical
vapor deposition (CVD) and reduction of graphene oxide,
hua University, Beijing, 100084, China.

tsinghua.edu.cn

ineering Physics, Sichuan, 621908, China
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00, China
etc.11,12 Generally, mechanically exfoliated graphene exhibits
better lubrication properties due to perfect graphitic structure
and lower defects.12 Liquid phase and thermal exfoliation of
graphene oxide (GO) has been expected in the marketplace
because of convenient and low-cost features13,14 compared with
the mechanical method. Lately, our previous works have ach-
ieved the scale-up, low-cost and eco-friendly synthesis of GO
techniques by an improved Hummers method15–17 which
eliminates nitrogen oxygen impurities and simplies the
synthesis process. The above GO have been widely explored for
many practical applications,15,17 but study about using it for
synthesis of graphene additive in lubrication oil haven't been
investigated. In addition, lots of studies have been published
on preparation of graphene-based materials and their detailed
lubrication properties,7,18–21 but there are few researches refer-
ring to the graphene additives from the reduced graphene
oxide (RGO) by thermal reduction process which shows
potential in not only signicantly lowering the cost of mass-
produced graphene but also the simple, nonchemical and
thermal conversion of GO to RGO,22 while reduction by chem-
ical process is much tedious and unsafe due to the residual
hazardous reductants.23,24

Therefore, we investigated the tribological properties of the
as-prepared graphene using the GO from above works by
thermal reduction in this study. This mildly thermal reduction
of graphene oxide (MRGO) displays several integrated layered
structure and mild oxygen content, and exhibits excellent
tribological properties. Moreover, the rubbing surface shows
This journal is © The Royal Society of Chemistry 2017

http://crossmark.crossref.org/dialog/?doi=10.1039/c6ra26488c&domain=pdf&date_stamp=2016-12-27
http://creativecommons.org/licenses/by-nc/3.0/
http://creativecommons.org/licenses/by-nc/3.0/
https://doi.org/10.1039/c6ra26488c
https://pubs.rsc.org/en/journals/journal/RA
https://pubs.rsc.org/en/journals/journal/RA?issueid=RA007003


Paper RSC Advances

O
pe

n 
A

cc
es

s 
A

rt
ic

le
. P

ub
lis

he
d 

on
 0

9 
Ja

nu
ar

y 
20

17
. D

ow
nl

oa
de

d 
on

 9
/2

0/
20

24
 8

:2
2:

59
 A

M
. 

 T
hi

s 
ar

tic
le

 is
 li

ce
ns

ed
 u

nd
er

 a
 C

re
at

iv
e 

C
om

m
on

s 
A

ttr
ib

ut
io

n-
N

on
C

om
m

er
ci

al
 3

.0
 U

np
or

te
d 

L
ic

en
ce

.
View Article Online
fewer scratches and smaller wear depth at a lower MRGO
concentration (0.5 wt%). This work not only offers an efficient
synthesis method of graphene additive for lubrication applica-
tion due to the simple, low-cost and green operation, but
conforms the further application value of the previous works of
GO synthesis techniques.

The thermal temperature directly inuences the structure
and properties of reduced graphene. At a lower thermal
temperature, the graphene can be weakly reduced which may
result in lower C/O atomic ratio and higher wrinkled and folded
structure.25 When reduction under much higher temperature
even over 1000 �C, graphitic lattice or re-graphitization would
occurs and the reduced sample approaches to bulk graphite.22,26

Therefore, for reaching not only relative high C/O ratio and
integrated lamellar microstructure but also nano-thickness of
graphene layers, the MRGO was prepared by the mildly thermal
reduction of above GO at a temperature of 700 �C for 5 hours in
a quartz tube, and then dry ball milling process was operated to
make the additive size smaller andmore uniform. The structure
characteristic of MRGO was investigated by the combination
use of scanning electron microscopy (SEM, FEI, Netherlands),
transmission electron microscopy (TEM, JEM-2010, Japan), and
X-ray photoelectron spectroscopy (XPS, Thermo Fisher Scien-
tic, USA) operating with Al-Ka radiation and Raman spec-
troscopy (Raman, Horba JobinYvon, France) with 512 nm laser
excitation. Friction experiments were carried out by a recipro-
cating sliding tester (UMT-3 CETR, USA) with a load of 2 N (the
max initial Hertz contact pressure is approximate 1 Gpa). The
reciprocating frequency and the sliding stroke are 0.4 Hz and 3
Fig. 1 Characteristic of the MRGO and GO. SEM and TEM images for the
GO, respectively.

This journal is © The Royal Society of Chemistry 2017
mm, respectively. The friction at disk and the sliding ball (Ø4
mm) were made of bearing steel (GGr15), of which the surface
roughness was about 20 nm measured by a white light inter-
fering prolometer (MICROXAM-3D, America). The additives
suspension in the PAO6 were mixed using a magnetic stirrer for
2 hours and then ultra-sonication for 0.5 hours to thorough
dispersion.

The morphological characteristic of the MRGO is well
revealed by SEM and TEM. By the ball milling process, the two
dimension size of the MRGO is uniformly distributed within the
range of about 1–2 mm (Fig. 1(a)). The surface of the MRGO
(inset of Fig. 1(a)) has slightly wrinkled because of some defects,
surface/edge dangling bonding and van der Waals interaction
inevitably during thermal reduction.22,26 From the TEM image
(Fig. 1(b)), the MRGO presents relatively integrated lamellar
structure and the layer thickness is about 5 nm. In addition, the
chemical structure of the graphene was analyzed by XPS. The C
1s (Fig. 1(c)) is presented into four Gaussian peaks with the
binding energies of 284.77 eV (C–C/C]C), 286.22 eV (C–O),
287.37 eV (C]O) and 289.92 eV (O]C–OH), respectively.
Although the oxygen-containing groups are relatively weak
compared with that of GO (Fig. 1(c)), the observable content of
oxygen (10.31%) remains in the MRGO, suggesting that the
MRGO was mildly reduced. Raman spectroscopy is also an
effective way to characterize graphene structure, which can
reveal the degree of crystalline and order.27 The Raman spectra
of the MRGO and GO are shown in Fig. 1(d). It displays prom-
inent Raman peaks of D-band (at 1360 cm�1) and G-band (at
1595 cm�1). The integral intensity ratio (ID/IG) of the MRGO
MRGO (a, b), XPS analysis (c) and Raman spectra (d) for the MRGO and

RSC Adv., 2017, 7, 1766–1770 | 1767
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Fig. 2 Dispersion stability of the MRGO (a) and GO (b) dispersed
lubricant (0.5 wt%).

RSC Advances Paper

O
pe

n 
A

cc
es

s 
A

rt
ic

le
. P

ub
lis

he
d 

on
 0

9 
Ja

nu
ar

y 
20

17
. D

ow
nl

oa
de

d 
on

 9
/2

0/
20

24
 8

:2
2:

59
 A

M
. 

 T
hi

s 
ar

tic
le

 is
 li

ce
ns

ed
 u

nd
er

 a
 C

re
at

iv
e 

C
om

m
on

s 
A

ttr
ib

ut
io

n-
N

on
C

om
m

er
ci

al
 3

.0
 U

np
or

te
d 

L
ic

en
ce

.
View Article Online
(2.26) is a little larger than that of GO (1.91), which means some
local defects residues28 and the creation of numerous new
graphite domains (Fig. 1(b))12,29 in the graphene by mild
reduction. In a word, under mildly thermal reduction, the
MRGO with integrated lamellar structure and mild oxygen
content is well prepared.

The comparison of dispersion characteristic of GO with
MRGO in oil have been tested aer the same physical dispersion
Fig. 3 Friction properties with the MRGO and GO dispersed lubricant.
(a) Friction coefficient of MRGO and GO lubricant, compared with the
base oil, (b) friction coefficient of MRGOandGO lubricant as a function
of concentration.

1768 | RSC Adv., 2017, 7, 1766–1770
process above (Fig. 2). The MRGO lubricant showed stable
dispersion state for 25 h, but sediment was apparent for the GO
lubricant. Aer 50 h standing, the dispersion of GO displayed
directly precipitated which could be due to rick oxygen-
containing groups in GO resulting in interaction and agglom-
eration with each other while only slight agglomeration was
observed for the MRGO dispersed oil, which means the MRGO
is able to self-disperse in oil to some extent.20 Here, to identify
the tribological properties of the MRGO, we also take the GO for
comparison. The friction properties of the additives are shown
in Fig. 3 aer long friction time (5400 s). It can been seen that
the MRGO presents excellent self-lubricating characteristic and
the friction coefficient reaches a stable value of 0.1 and is
decreased by 30% compared with that of the base oil which
displays much higher and more tempestuously uctuant in
Fig. 3(a). The optimum concentration for MRGO is about 0.5
wt% for improving the lubrication property of the base oil
(Fig. 3(b)). However, the GO lubricant only shows a little smaller
friction coefficient than the based oil under the appropriate
concentration range from 0.5 wt% to 1.0 wt%, of which the
friction coefficient is much larger and more unstable than that
of the MRGO lubricant aer a short running-in stage, because
there exists rick oxygen-containing groups in it, which impedes
sliding motion between laminar layers as the result of previous
study.12 Aer the long friction time, the rubbing surface lubri-
cated by MRGO (Fig. 4(a)) only represents slender tracks while
that lubricated by base oil or GO lubricant have wide wear tracks
and deep furrows (Fig. 4(a) and (b)). According to the relation-
ship between the wear depth and the MRGO or GO concentra-
tion (Fig. 4(d)), the wear depth of the rubbing surfaces
lubricated by base oil is as large as 1161 nm, while the lowest
wear depth for adding the MRGO is as low as 207 nm at the
optimum concentration (0.5 wt%), which is decreased by almost
3 times than that of GO effect. However, the wear depths are
higher under a larger concentration, which is corresponding to
the variation of the friction coefficient, probably because of
much higher concentration promoting the additive aggregation
and impeding its permeating the rubbing interfaces. The wear
behavior is also revealed by the SEM images of the rubbing
surfaces in Fig. 5. It is clearly seen that the rubbing surfaces
lubricated by the base oil suffer worse wear, because severe
scratches and adhesion occurred on the friction disc and ball
(Fig. 5(a) and (d)) under boundary lubrication. The rubbing disc
and ball lubricated by GO (0.5 wt%) also exhibits severe
scratches close to the contact regions (Fig. 5(b) and (e)).
However, from the Fig. 5(c) and (f), there is few track on the
worn surface lubricated by MRGO, and some slight wear tracks
on the contact edge of the friction ball which is probably due to
some graphene or wear debris stacking there and fretting the
edge. Moreover, the worn diameter of the ball lubricated by
MRGO is much smaller than that of both base oil and GO.

From above, the MRGO additive exhibits excellent lubrica-
tion and anti-wear ability. The uniform 2D-dimensional size of
the as-prepared MRGO and the several nanometer thick of the
layers (Fig. 1) promote the additive to permeate the friction
interfaces and form a protective lubricating lm more easily.30

According to the Raman spectra measured from the wear scar
This journal is © The Royal Society of Chemistry 2017
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Fig. 4 Anti-wear capabilities with theMRGO andGO lubricant. (a), (b) and (c) the 3Dmorphologies of the rubbing discs respectively lubricated by
base oil, the GO and MRGO lubricant (0.5 wt%), (c) wear depth of the rubbing discs under different MRGO and GO concentration. (d) Anti-wear
capabilities of MRGO and GO lubricant as a function of concentration.

Fig. 5 SEM images and Raman spectra of the rubbing surfaces. (a), (b) and (c) the SEM images of the rubbing discs lubricated by base oil, GO and
MRGO lubricant (0.5 wt%), respectively. (d), (e) and (f) the SEM images of the corresponding rubbing balls. The inset image (f) shows the Raman
spectra after friction.
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aer 15 ultrasonic cleaning (inset of Fig. 5(f)), the characteristic
peaks of MRGO (D-band at 1342 cm�1 and G-band at 1607
cm�1) are clearly observed, conrming that the MRGO stably
adsorbed on the interfaces and a physical deposition lm
formed on the rubbing surfaces for prevent metal-to-metal
This journal is © The Royal Society of Chemistry 2017
contact.10,18 Moreover, the relatively integrated and ordered
structure of the MRGO, composed of some laminated graphite
planes by mildly reducing from the TEM image (Fig. 1(b)), may
also improve the properties of anti-wear based on sliding
between laminar layers aer its adsorption on the friction
RSC Adv., 2017, 7, 1766–1770 | 1769
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interfaces. Additionally, slighter tracks on the contact edge
lubricated by MRGO than that of GO in Fig. 5, may means the
inferior self-dispersion of GO (Fig. 2) may bemore likely to stack
or aggregate there and scratch the surfaces. Therefore, the
relative stable dispersion of MRGO improves the lubrication
performance.20

In summary, MRGO was prepared and used as lubrication
additive, which exhibits relatively integrated and ordered
structure based on the uniform 2D-dimensional size (1–2 mm)
and several laminar layers (5 nm). The friction coefficient can be
decreased by as much as 30% and the scratches of the rubbing
surfaces shows much slighter by adding the graphene of 0.5
wt%. Furthermore, this study about the thermal reduction of
graphene oxide offers signicant potential application as
lubricant additive because of combination between the excel-
lent lubrication ability and the advantages of green, low-cost
and simple synthesis operation.
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