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nding the phase-selective growth
mechanism of films and geometrically-shaped
flakes of 2D MoTe2†

Tej B. Limbu,ab Bikram Adhikari,a Seung Keun Song,d Basant Chitara,a Yongan Tang,c

Gregory N. Parsonsd and Fei Yan *a

Two-dimensional (2D) molybdenum ditelluride (MoTe2) is an interestingmaterial for fundamental study and

applications, due to its ability to exist in different polymorphs of 2H, 1T, and 1T0, their phase change behavior,

and unique electronic properties. Although much progress has been made in the growth of high-quality

flakes and films of 2H and 1T0-MoTe2 phases, phase-selective growth of all three phases remains a huge

challenge, due to the lack of enough information on their growth mechanism. Herein, we present

a novel approach to growing films and geometrical-shaped few-layer flakes of 2D 2H-, 1T-, and 1T0-
MoTe2 by atmospheric-pressure chemical vapor deposition (APCVD) and present a thorough

understanding of the phase-selective growth mechanism by employing the concept of thermodynamics

and chemical kinetics involved in the growth processes. Our approach involves optimization of growth

parameters and understanding using thermodynamical software, HSC Chemistry. A lattice strain-

mediated mechanism has been proposed to explain the phase selective growth of 2D MoTe2, and

different chemical kinetics-guided strategies have been developed to grow MoTe2 flakes and films.
Introduction

Among various members of two-dimensional (2D) transition
metal dichalcogenides (TMDs), molybdenum ditelluride (MoTe2)
has sparked tremendous research interest in recent years, due to
its structural variations and fascinating physical properties, such
as existence of stable semiconducting 2H-phase to semi-metallic
1T and 1T0-phases,1,2 direct band gap similar to that of Si (�1.1
eV) in single and bilayer semiconducting 2H-phases,3,4 high
carrier mobility of 4000 cm2 V�1 s�1 and a giant magnetoresis-
tance of 16 000% in a magnetic eld of 14 T at 1.8 K,4 and room
temperature phase change behavior from the 2H to 1T0-phase
under applied strain5 and laser irradiation.6 Hence, 2D MoTe2 is
a promising material for several frontier applications, including
electronics,3,4 optoelectronics,7 spintronics,8 switching devices,9

and thermoelectric devices.10 2D MoTe2-based devices can be
realized if a scalable method for the production of high quality
akes and large area lms of the material is developed. Chemical
try, North Carolina Central University,
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vapor deposition (CVD) is a versatile and inexpensive method for
the growth of akes and large area lms of 2D TMDs with high
quality. However, the low chemical reactivity of transition metals
with tellurium (Te) and the small electronegativity difference
between them (for example, z0.3 eV between Mo and Te)1

imposes a challenge for a straightforward synthesis of highly
crystalline transition metal ditellurides by the CVD process.
Hence, an in-depth understanding of the CVD reaction is needed
to overcome such a complex nature of chemical reaction between
the transition metals and Te.

Researchers have developed different strategies for the
phase-controlled CVD growth of 2D MoTe2. For example, Park
et al.11 successfully synthesized centimeter-scale 2H- and 1T0-
MoTe2 lms by varying the Te partial pressure and quenching
time, and Xu et al.12 reported the synthesis of the single crystals
of 2H- and 1T0-MoTe2 in a two-step CVD process, where the 2D
MoO2 single crystals were grown rst and were tellurized at
different temperatures for growing different phases. Large area
2H- and 1T0-MoTe2 lms have also been controllably synthe-
sized by adjusting the substrate location and the cooling rate
aer completion of the growth,13 and by tellurizing the Mo
metal lm and MoO3 lms,14 respectively. There are a few more
reports15–18 that also demonstrated the phase-controlled growth
of large area 2H- and 1T0-MoTe2 lms. Empante et al.2 has re-
ported a successful synthesis of 2H-, 1T-, and 1T0- MoTe2 phases
by varying the cooling rate aer completion of the growth but
has not demonstrated the controlled growth of lms and akes.
1T- phase of 2D MoTe2, which has been known to be less stable
RSC Adv., 2021, 11, 38839–38848 | 38839

http://crossmark.crossref.org/dialog/?doi=10.1039/d1ra07787b&domain=pdf&date_stamp=2021-12-02
http://orcid.org/0000-0001-5983-143X
http://creativecommons.org/licenses/by-nc/3.0/
http://creativecommons.org/licenses/by-nc/3.0/
https://doi.org/10.1039/D1RA07787B
https://pubs.rsc.org/en/journals/journal/RA
https://pubs.rsc.org/en/journals/journal/RA?issueid=RA011061


RSC Advances Paper

O
pe

n 
A

cc
es

s 
A

rt
ic

le
. P

ub
lis

he
d 

on
 0

6 
D

ec
em

be
r 

20
21

. D
ow

nl
oa

de
d 

on
 7

/2
0/

20
24

 7
:1

9:
15

 A
M

. 
 T

hi
s 

ar
tic

le
 is

 li
ce

ns
ed

 u
nd

er
 a

 C
re

at
iv

e 
C

om
m

on
s 

A
ttr

ib
ut

io
n-

N
on

C
om

m
er

ci
al

 3
.0

 U
np

or
te

d 
L

ic
en

ce
.

View Article Online
and can only be grown in the presence of an external agent, due
to its low binding energy per unit cell (0.51 eV),2 has not been
explored much. Although the previous works have demon-
strated high-quality synthesis of various phases of 2D MoTe2,
a thorough understanding on the phase-selective growth
mechanism of 2H-, 1T-, and 1T0- 2DMoTe2 with controlled lms
and akes formation has not been presented.

Herein, we report a detailed understanding on phase-
selective growth of all three phases of 2D MoTe2, namely
hexagonal structure 2H, trigonal 1T, and distorted trigonal 1T0

with controlled lms and akes formation for atmospheric-
pressure CVD processes (APCVD). The growth processes have
been explained by employing the knowledge of thermody-
namics and kinetics. A thermodynamical soware, HSC
Chemistry has been employed to optimize and understand the
necessary thermodynamic conditions and equilibria of the
materials growth reactions. The associated homogeneous
chemical reactions taking place in vapor-phase and heteroge-
neous reactions at the substrate surface, and the role of
chemical kinetics have been discussed in detail. We have also
optimized the growth routes of the 2D molybdenum dioxide
(MoO2) and tellurene akes that are always likely to form as
byproduct materials during the growth effort of 2D MoTe2, and
formation of the byproduct materials has been associated with
our understanding of the phase-selective growth of 2D MoTe2.
These ndings have signicant implications for predicting the
phase-selective growth of lms and geometrically-shaped akes
of other emerging 2D materials.

Experimental section

Phase- and morphology-controlled APCVD synthesis of 2H-, 1T-,
and 1T0-MoTe2 was performed by using a tube furnace reactor
(OTF-1200X, MTI corporation). For the synthesis of the akes or
rings of 2H-, 1T-, and 1T0-MoTe2, 1 mg of MoO3 powder (STREM
chemicals Inc.) mixed with 5% NaCl was dispersed on a quartz
boat (7 cm length, 1.5 cm height) with the help of a few drops of
isopropanol. One piece of SiO2/Si substrate of dimension 0.8 cm
� 1.5 cm was placed on the boat with SiO2 surface facing down.
The quartz boat containing the Mo precursor and SiO2/Si
substrates was placed at the center of the furnace consisting of
a quartz tube (length 79 cm, internal diameter 3.2 cm, and
external diameter 3.8 cm). Another quartz boat of the same size
containing about 300 mg of Te powder (Fisher Scientic) was
placed at about 10 cm upstream side from the edge of the
furnace. For the synthesis of lms, similar setup was used but
with some changes. About 10 mg of a mixture of MoO3 + 5%
NaCl was placed at the upstream edge of the quartz boat, and
a SiO2/Si substrate was placed at 4 cm downstream with SiO2

surface facing up. The mount of Te in another boat was
increased to about 1 g. For both cases, a carrier gas (a mixture of
10% H2 + 90% Ar) was owed throughout the process at the rate
of 40 sccm. 2H- and 1T0-MoTe2 were grown at the deposition
temperatures of 650 and 730 �C, respectively for 15 minutes.
The recorded temperatures of the region where Te powder was
placed, were �420 �C and �450 �C for the set growth temper-
atures of 650 and 730 �C, respectively. The furnace was heated at
38840 | RSC Adv., 2021, 11, 38839–38848
the rate of 25 �C min�1 up to 400 �C and 10 �C min�1 up to
650 �C or 730 �C for 2H-MoTe2 and 1T0-MoTe2, respectively, and
the cooling rate from the growth temperature to 300 �C was set
at 15 �C min�1. Aer 300 �C, the furnace was opened to allow
further cooling under ambient condition. A different strategy
was used for the growth of 1T-MoTe2. The furnace was rst
ramped to 400 �C at the rate of 25 �C min�1 and then to 730 �C
at 10 �Cmin�1. Then the furnace temperature was kept constant
at 15 minutes and was suddenly cooled to 670 �C at the rate of
45 �C min�1, and the temperature was kept constant for next 15
minutes. The nal cooling strategy was the same as in case of
2H and 1T0 phases.

The deposition of 2D MoO2 was observed on the SiO2/Si
placed on the quartz boat with SiO2 surface facing down. The
deposition parameters were similar to those of 2H-MoTe2 akes
synthesis, except that the Te powder was placed upstream at
a much lower temperature region and was not evaporated
enough. The deposition of 2D tellurene nanobelts was observed
on the SiO2/Si placed directly on the quartz tube around the
furnace edge (about 20 cm from the center) with SiO2 surface
facing up. Other deposition parameters were similar to those of
1T- and 1T0-MoTe2 lms synthesis.

Gibbs free energy values and equilibrium amounts in reaction
mixture were calculated usingHSC Chemistry 7.1 soware. For the
equilibrium composition calculation, the initial concentrations of
the reactants MoO3 and Te, NaCl, and gases H2 and Ar were 6.95�
10�8, 7.83 � 10�8, 3.41 � 10�8, 2.68 � 10�6, and 2.14 � 10�5

kmol, respectively, for lms growth. The corresponding initial
concentrations for the akes and rings growth were 6.95 � 10�9,
2.35 � 10�8, 3.41 � 10�8, 2.68 � 10�6, and 2.14 � 10�5 kmol,
respectively. Amounts of the products have been plotted as
a function of reaction temperature and have been labeled with
different colors. Note that the soware only shows thermody-
namically favorable products (negative Gibbs free energy) and
their amounts without kinetic consideration.

A combined RAMAN Microscope-Smart SPM atomic force
microscope (LabRAm HR Evolution, Horiba Scientic) was
used for the characterization of as-grown 2D MoTe2. The
Raman measurements were carried out with a 532 nm excita-
tion laser (0.27 mW laser power, and 20 s exposure time), using
1800 g mm�1 grating and 100� objective lens. The thickness of
the MoTe2 lms was measured using tapping mode AFM.

Elemental composition and chemical states of the elements
were analyzed using X-ray photoelectron microscopy (XPS)
(SPECS FlexMod XPS, Mg Ka excitation (1254 eV)) equipped with
a hemispherical analyzer PHOIBIS 150. X-ray beam was gener-
ated at the accelerating potential of 10 kV and current of 30 mA.
The base pressure and chamber pressure during analysis were
�10�10 mbar and �10�9, respectively. The samples were sput-
tered with Ar+ ion for 1.5 minutes at a sputtering voltage of 5 kV
and current of 4 mA before analysis.

Time-of-ight secondary ion mass spectrometry (ToF-SIMS)
analyses of the samples were conducted using a TOF-SIMS
instrument (ION TOF, Inc. Chestnut Ridge, NY) equipped with
a bismuth analysis beam, Cs+ sputtering gun, and electron ood
gun for charge compensation. Both the Bi and Cs ion columns
are oriented at 45� with respect to the sample surface normal.
© 2021 The Author(s). Published by the Royal Society of Chemistry
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The analysis chamber pressure is maintained below 5.0 � 10�9

mbar to avoid contamination of the surfaces to be analyzed.
Current of Bi analysis beam was 14 nA over 500 mm � 500 mm of
area. Ion ux was 1.2 �1012 ions per cm2 for 100 mm � 100 mm
sample and 6.0 � 1013 ions per cm2 for 100 mm � 100 mm
sample. Ion ux for sputtering was 6.8� 1015 ions per cm�2. For
high lateral resolution mass spectral images acquired in this
study, a Burst Alignment setting of 25 keV Bi3+ ion beam was
used. The negative secondary ion mass spectra obtained were
calibrated using C�, O�, OH�, Cn

�. The positive secondary ion
mass spectra were calibrated using C+, C2H3+, C3H5+, C4H7+.
Results and discussion

Fig. 1a shows a schematic of the CVD setup for the phase
selective synthesis of 2D MoTe2 lms with 2D tellurene ob-
tained as a byproduct material. The schematic for the phase
selective synthesis of 2D MoTe2 akes or rings with 2D MoO2 as
a byproduct material has been presented in Fig. 1Sa, ESI.†
Although the details of the chemical reactions of this CVD
process are not known yet, the following reaction steps are ex-
pected to occur:

MoO3(s) + NaCl(s) / xNaMoO3(s) + yMoOCl2(g)
+ zMoOCl4(g) + .. (A.1)

MoOCl2(g) + MoOCl4(g) + 5Te(g) + 6H2(g) / 2MoTe2(s)
+ H2Te(g) + 6HCl(g) + 2H2O(g) (A.2)

MoO3(g) + H2(g) + 3Te(g) / 0.5MoO2(g) + 0.5MoTe2(s)
+ TeO(g) + H2O(g) + 0.5Te2(g) (B.1)
Fig. 1 (a) Schematic of the CVD setup for the growth of 2D MoTe2 and
byproduct 2D materials, MoO2 and Te, and (b) thermodynamic equi-
librium product compositions for the reaction of MoO3 (6.95 � 10�8

kmol) with Te (7.83 � 10�8 kmol) for film growth, predicted by HSC
Chemistry.

© 2021 The Author(s). Published by the Royal Society of Chemistry
MoO2(g) + 2Te(g) + 2H2 / MoTe2(s) + 2H2O(g) (B.2)

The reactions (A.1) and (A.2) have been written based on the
previously suggested reaction mechanism19 for MoTe2
synthesis, and the reactions (B.1) and (B.2) are the expected
reactions written from our thermodynamic equilibrium product
calculations. We suggest the additional reactions (B.1)–(B.2) for
our CVD reactions based on the following reasoning: (1) HSC
calculation shows that the Gibbs free energies are negative for
these reactions, indicating that they are thermodynamically
favorable, and (2) as predicted by the reaction (B.1), 2D MoO2

crystals were deposited under Te decient reaction condition.
Fig. 1b shows a typical graph showing thermodynamic

equilibrium product compositions calculated with HSC so-
ware for the reaction of 10 mg of MoO3 with 1 g of Te in the
presence of promoter compound, NaCl, and gases H2 and Ar to
form the lms of MoTe2. The corresponding graph obtained
with smaller amounts of MoO3 (1 mg) and Te (300 mg) for akes
or rings deposition has been presented in Fig. S1b, ESI.† From
Fig. 1b, it is evident that the reaction leads to the formation of
MoTe2 even at a low temperature, 200 �C, but due to slow
reaction kinetics, a lower growth temperature is not suitable.
The equilibrium concentration of the product, MoTe2 starts
decreasing at 650 �C and almost vanishes at 900 �C. The effect of
temperature on the reaction rate constant k is given by the
Arrhenius equation, k ¼ Ae�Ea/RT,20 where A is the pre-
exponential factor, Ea is the activation energy, R is the molar
gas constant, and T is the absolute temperature. Based on this
equation, higher the temperature, faster is the reaction rate,
which is generally intended for minimizing the total reaction
time. However, the graph (Fig. 1b) shows that the formation of
unintended byproducts, such as TeH(g), Te2(g), Mo(s), and NaCl(g)
increase aer the temperature of 730 �C. Based on this ther-
modynamic equilibrium calculation, we chose 650 to 730 �C as
the maximum deposition temperature for the growth of 2D
MoTe2.

Fig. 2a, c, and e show that akes of the different phases of
MoTe2 can exist in different geometrical structures, such as
hexagonal for 2H-, hexagonal, triangular, and truncated-
triangular (see Fig. S2, ESI†) for 1T-, and ring-like for 1T0-pha-
ses. The akes were grown by controlling the amounts of the
precursors to about 1 mg for MoO3 and 200 mg for Te powder,
and the SiO2/Si substrates were placed upside down on the boat
containing MoO3. For the lm growth (see Fig. 2b, d, and f), the
amounts of MoO3 and Te powders were increased to about
10 mg and 500 mg, respectively, and the SiO2/Si substrates were
placed facing up on the boat. We note that despite a good
controllability in lm growth using the above-mentioned
growth parameters and strategy, there remains a possibility of
the formation of single crystals and/or streaks of the material in
small areas, mostly near the edges of the substrates. However,
lms and akes can be deposited with preference and with
dominant morphology by following our growth parameters and
strategies. Moreover, although it is known to be difficult to
stabilize 1T-MoTe2,2 we successfully synthesized crystals and
RSC Adv., 2021, 11, 38839–38848 | 38841
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Fig. 2 Optical micrographs of the flakes and films of (a and b) 2H-phase, (c and d) 1T-phase, and (e and f) 1T0-phase of 2D MoTe2. (g) Typical
Raman spectra of as-synthesized 2H-, 1T-, and 1T0-2D MoTe2.
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lms of this phase. The detailed synthesis mechanism will be
discussed later.

Raman spectroscopy is the necessary and sufficient charac-
terization technique for the identication of 2D materials and
their phases. Fig. 2g depicts the typical Raman spectra of 2H-,
1T-, and 1T0-2D MoTe2 phases for both akes and lms
Fig. 3 Tapping-mode AFM images and corresponding height profile of th
The dotted lines in (a) are drawn as a guide to show hexagonal shape of

38842 | RSC Adv., 2021, 11, 38839–38848
morphologies. We observed that Raman spectra of akes and
lms for each phase are similar in terms of full width at half
maximum (FWHM) of their corresponding vibrational bands,
indicating similar qualities of bothmorphologies. FWHM of the
Raman bands in the Raman spectra collected on different akes
and within a lm of the same phase also vary slightly, and the
e flakes and films of (a and b) 2H-, (c and d) 1T-, and (e and f) 1T0-MoTe2.
the 2H-phase crystal.

© 2021 The Author(s). Published by the Royal Society of Chemistry
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Fig. 4 (a) Raman spectra of 2D tellurene and MoO2 showing char-
acteristic vibrational bands. Tapping-mode AFM images and corre-
sponding height profile of (b) tellurene nanobelts and (c) MoO2 flakes.
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Raman spectra are not signicantly different, which could be
due to local temperature variation on the substrates or unin-
tended particles formation on the akes and lms. Hence, we
presented typical Raman spectra for both akes and lms
morphologies to represent only the phases. The samples grown
at 630 �C show peaks at 171, 231, and 289 cm�1 corresponding
to A1g, E

1
2g, and B1

2g vibrational modes of 2H-MoTe2, consistent
with previous reports.2,4–6 The samples grown at 750 �C are
conrmed to be 1T0-MoTe2 as the Raman bands observed at 108,
125, and 160 cm�1 correspond to the Au, Ag, and Ag, respec-
tively.2–6,19,21 The samples grown with the two-step growth
strategy show a Raman spectrum with a sharp peak at 154 and
a broad peak at 254 cm�1, which correspond to 1T-MoTe2 with
an octahedral crystal structure.2 To our knowledge, this is the
second report on the synthesis of 1T-MoTe2, and the previous
work2 has shown a round structure for akes, whereas our work
shows perfect geometrically-shaped crystals, which suggests
that the quality of 1T-MoTe2 grown by our method could be
higher. With higher amounts of MoO3 and Te and SiO2/Si
substrate facing up on the boat, continuous lms were obtained
for 2H, 1T, and 1T0 phases of 2D MoTe2 as shown in Fig. 2b, d,
and f, respectively.

Fig. 3a–f show the tapping-mode AFM images and corre-
sponding height proles of the akes and lms of 2H-, 1T-, and
1T0-MoTe2. The images show that 2H-MoTe2 akes are formed
with hexagonal shape, and 1T-MoTe2 was formed with different
geometrical shapes such as hexagon, triangle, and truncated
triangle (see Fig. S2, ESI†). In contrast to 1T0-MoTe2 akes
formed in various shapes such as rectangular-,22 square-,12 star-
like-,23 and irregular-shaped akes1,19 reported previously, we
obtained 1T0 phase with ring-like structures in our growth
condition. The detailed growth mechanism of ring-shaped 1T0

phase of MoTe2 remains to be explored. We hypothesize that the
loop formation could be the result of a spontaneous polariza-
tion process, which originates from the binding of the positively
and negatively charged surfaces on the opposite sides of belt-
like MoTe2 nanostructures. Fig. 3b shows the heights of the
typical 2H-, 1T-, and 1T0-MoTe2 lms are �2.6, �9.5, and
�2.1 nm, which are equivalent to about 4, 15, and 3 layers,
respectively. The measured root mean square (rms) roughness
of the 2H-, 1T-, and 1T0-MoTe2 lms are �0.8, �3.0, and
�0.6 nm, respectively.

The bottom part of the Fig. 4a shows the Raman spectrum of
the material grown at the downstream furnace edge obtained as
a byproduct. The vibrational peaks appearing at 120 and
140 cm�1 resemble the longitudinal phonon mode (A1) and the
high frequency vibrational mode (E2) of 2D tellurene.24

The top part of the Fig. 4a shows the Raman spectrum of the
byproduct obtained when Te was not well evaporated, i.e., with
the minimal amount of Te supply. The peaks appearing at 125,
202, 208, 228, 344, 361, 422, 458, and 496 cm�1 are the char-
acteristic vibrational bands of monoclinic structure of 2D
MoO2.25 From our observation, it can be understood that the
deposition of the quasi-2D crystals of MoO2 is due to the
reduction of MoO3 by H2 gas, which is consistent with the
previous reports.26,27 Fig. 4b and c show the AFM images of the
© 2021 The Author(s). Published by the Royal Society of Chemistry
2D tellurene nanobelts andMoO2 akes with a typical thickness
of �26.4, and �27.1 nm, respectively.

XPS measurements were performed to analyze the elemental
composition and chemical states of the synthesized samples,
especially those that needed more characterization in addition
to the Raman spectroscopy analysis and AFM measurements.
We note that all the samples got oxidized to some extent when
exposed to air for a few hours. During the course of various
measurements, all samples were almost equally exposed to
ambient, but 1T-MoTe2 was not found oxidized more heavily
than other phases and 2D tellurene, indicating a good stability
of this phase. We sputtered each sample with Ar+ ion before
analyzing for XPS. Fig. 5a shows the XPS survey spectra of the
Ar+ ion-sputtered 1T-MoTe2, 1T0-MoTe2, and tellurene lms.
The survey spectra show Mo and Te peaks at �232.8 eV and
�573.8 eV, with 4.1 and 3.4 atomic%, respectively for 1T-MoTe2,
and 3.3 and 2.9 atomic%, respectively, for 1T0-MoTe2 lms. A
slightly smaller value of the Te content with respect to Mo is due
to Ar+ ion sputtering, which removes the top layer consisting of
mostly oxidized Te and adventitious carbons. For this reason,
no or negligibly small carbon peaks are observed in the spectra.
For comparison purpose, we analyzed the 1T-MoTe2 lm before
Ar+ ion sputtering and observed Mo and Te atomic% as 1.9 and
4.1, respectively, with the Te to Mo atomic% ratio �2 as ex-
pected (see Fig. S3, ESI†). The survey spectrum of the tellurene
lm, on the other hand, does not show Mo content, conrming
the nanobelts were purely of Te. Since we did not observe any
tellurene nanobelts or crystals on the samples placed in the
central region of the furnace or a higher temperature region, it
is apparent that Te vapor crystalizes at a relatively lower
RSC Adv., 2021, 11, 38839–38848 | 38843
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Fig. 5 (a) XPS survey spectra of 1T, 1T0, and Te. High resolution peak of (b) Te 3d of 1T film, (c) Te 3d of 1T0
film, (d) Te 3d of tellurene film.

RSC Advances Paper

O
pe

n 
A

cc
es

s 
A

rt
ic

le
. P

ub
lis

he
d 

on
 0

6 
D

ec
em

be
r 

20
21

. D
ow

nl
oa

de
d 

on
 7

/2
0/

20
24

 7
:1

9:
15

 A
M

. 
 T

hi
s 

ar
tic

le
 is

 li
ce

ns
ed

 u
nd

er
 a

 C
re

at
iv

e 
C

om
m

on
s 

A
ttr

ib
ut

io
n-

N
on

C
om

m
er

ci
al

 3
.0

 U
np

or
te

d 
L

ic
en

ce
.

View Article Online
temperature �500 �C and forms 2D tellurene nanostructures.
Fig. 5b–d depict the high-resolution peaks of Te 3d region for
1T-MoTe2, 1T0-MoTe2, and tellurene lms. The deconvolution of
the Te peaks shows that a small amount of Te-O is still present
in the samples even aer the Ar ion sputtering.2,28 For 1T-MoTe2
Fig. 6 Secondary ion ToF-SIMS color maps for (a and b) Mo and Te, respe
Mo and Te, respectively, in 2D Te film, and (g and h) Mo and Te, respect

38844 | RSC Adv., 2021, 11, 38839–38848
lm, the high-resolution XPS peaks (Fig. 5b) of Te are observed
at 573.4 (3d5/2) and 583.7 (3d3/2) due to Te-Mo bonding, and we
did not observe a signicant shi of the Te peaks in 1T-MoTe2
with respect to 1T0-MoTe2. However, the Te peaks for tellurene
nanobelts (Fig. 5d) appear at a slightly larger values of binding
ctively in 1T film, (c and d) Mo and Te, respectively, in 1T flakes, (e and f)
ively, in 2D Te nanobelts.

© 2021 The Author(s). Published by the Royal Society of Chemistry
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energy (B. E.), 574.1 (3d5/2) and 584.3 (3d3/2) compared to that of
Te-Mo peak for 1T-MoTe2 or 1T0-MoTe2 phases, which agrees
with the report.29

Elemental composition of the samples was further analyzed
using ToF-SIMS. TOF-SIMS provides elemental, chemical state,
and molecular information from surfaces of solid materials.30

Secondary ion ToF-SIMS maps of Mo and Te collected on 500
mm � 500 mm area of 1T-MoTe2 and tellurene lms are pre-
sented in Fig. 6a, b, e and f, respectively, and the maps of 100
mm � 100 mm area of 1T-MoTe2 akes and tellurene nanobelts
are presented in Fig. 6c, d, g and h, respectively.

The values in the inset show the respective secondary ion
(Mo+ and Te+) counts recorded, but the values do not corre-
spond to the stoichiometry of the compoundmaterial, MoTe2. A
much lower counts of Te+ may be ascribed to larger ionization
energy (9.01 eV) of Te31 than that of Mo (7.09 eV)32 and the weak
stability of Te+ ions, due to a low electron affinity (1.97 eV).33 For
this reason, ToF-SIMS data alone are not ideal for determining
stoichiometry of a compound. Hence, true amount of Te in the
samples can be expected higher than what has been represented
in Fig. 6b, d, f, and h. Secondary ion maps of Mo and Te for 1T-
MoTe2 akes shown in Fig. 6c and d support that the akes are
comprised of Mo and Te. A higher-resolution maps of Mo and
Te for 1T-MoTe2 akes deposited on SiO2/Si have been pre-
sented in Fig. S4a and b, ESI,† respectively. 2D tellurene growth
on the substrates placed at the downstream furnace edge has
also been conrmed by ToF-SIMS study. Secondary ion ToF-
SIMS maps of Mo and Te in tellurene lm deposited on SiO2/
Si shown in Fig. 6e and f clearly indicate that the Mo+ ion counts
is much smaller than that of Te+ ions. We note that the actual
amount of Te in 2D tellurene lm should be much larger than
the one detected in our experiment for the aforementioned
reason. Similar observation has been made for the Mo and Te
secondary ion maps for 2D tellurene nanobelts deposited on
SiO2/Si (Fig. 6g and h), conrming that the nanobelts are not
a different polymorph of MoTe2. Secondary ion maps of Si and
SiHO (Fig. S4c and d, ESI†) further show a clearer picture of
small and belt-like structures of 2D tellurene nanobelts.

We observed that under ambient pressure conditions,
different growth temperatures and a two-step growth strategy
can lead to the phase-selective stabilization of 2D MoTe2. The
phase selectivity may result from the lattice strain that inu-
ences the grown or growing crystals. Stress/strain-dependent
phase transition rate in a material can be explained by the
transition state theory (TST),34 according to which the phase
transition rate is given by the relation, k(s)f e�Es/kBT, where s is
the stress acting on the growing material, Es is the barrier
energy for phase transition, kB is the Boltzmann constant, and T
is the absolute temperature. In the case of our CVD process, the
growth temperature is a key parameter, which however, is
proportional to the strain developed on the grown or growing
material arising from the thermal expansivity mismatch
between MoTe2 and the substrate SiO2/Si. Hence, at a different
growth temperature condition, the grown or growing material
experiences different stress/strain. According to TST, a larger
stress/strain (or larger temperature) is expected to lower the
phase transition barrier energy,34 facilitating the phase
© 2021 The Author(s). Published by the Royal Society of Chemistry
transition of the material. For example, a lower strain on the
grown or growing material at a lower growth temperature of
650 �C is not strong enough to lower the phase transition barrier
energy, which stabilizes the 2H phase. On the other hand,
a higher stress/strain at a higher growth temperature of 750 �C
would lower the phase transition barrier energy signicantly,
facilitating the phase transition and making 1T0-MoTe2 phase
more thermodynamically favorable.4 This explanation is
consistent with the observations made in previous reports,2,22

where 2H-MoTe2 and 1T0-MoTe2 were grown at lower and higher
temperatures, respectively. Such a process of strain-mediated
phase stabilization is also consistent with the report, where
strain is found to have a strong inuence on the phase change
behavior of 2D MoTe2, i.e., 2H- to 1T0-MoTe2 phase change
occurs under the application of strain and reverse phase tran-
sition occurs under removal of the strain.35 CVD growth of 1T-
MoTe2 phase under a two-step growth strategy may be ascribed
to the sudden strain relaxation and additional phase stabiliza-
tion time provided during the second step of the growth
process. When the temperature of the furnace is lowered to
670 �C, the strain on the grown or growing material is reduced
facilitating the transition to 1T-MoTe2 phase, and the phase is
stabilized when the furnace is maintained at 670 �C for 15
minutes. We performed several trials with a single step, i.e., at
730 �C or at 670 �C, but none of the trials led to the growth of 1T-
MoTe2, which indicates that a two-step growth process was a key
recipe to obtain this phase.

The controllable growth of akes and lms of 2H, 1T, and 1T0

phases of 2D MoTe2 may be understood considering the role of
kinetic factors during the APCVD process. As mentioned above,
it may be expected that the gaseous-phase reaction of MoO3 and
Te in the presence of NaCl and H2 produces MoTe2 molecules as
active species. The gaseous active species then diffuse through
the boundary layer, which is a thin and active reaction zone in
contact with the substrate of the growing material,36,37 due to
the concentration gradient between its two opposite regions
(above and below the boundary layer in our case). The active
species are adsorbed onto the surface of the substrate and
nucleate for crystal growth. The other incoming gaseous active
species interact with the edges of the growing crystals and are
incorporated. Inactive gaseous species are taken away by the
carrier gas, however, they are sometimes incorporated into the
crystal as impurities or form unintended crystals. In the
process, only a part of the active species that cross the boundary
layer is incorporated into the crystals, and the rest return to the
bulk of the gases. A lower amount, 1 mg of MoO3 with 300 mg of
Te supplies a much smaller concentration of the gaseous active
species (Cg) than a larger amount, 10 mg of MoO3 with 500 mg
of Te, provided the same ramping rate and furnace tempera-
ture. Hence, the concentration of the gaseous active species that
crosses the boundary layer and interacts with the growing
crystals at their edges (Cs) is proportional to the amounts of the
precursors. For such a condition, Flux of the active species
diffusing to the substrate surface through boundary layer (B1)
and ux of the unincorporated species returning from the
substrate surface (B1) are given by:38
RSC Adv., 2021, 11, 38839–38848 | 38845
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B1 ¼ hg (Cg � Cs) (1)

B2 ¼ ksCs (2)

where hg and ks are the gas phase mass transfer coefficient and
surface reaction rate constant, respectively. At steady state,B1¼
B2. Hence, Cs can be written as:

Cs ¼ hgCg/(ks + hg) (3)

Since we synthesized the akes and lms of each phase of 2D
MoTe2 at the same temperature, the temperature dependent
quantity, ks,20 can be treated constant for any amounts of
precursors (e.g., 1 mg of MoO3 and 300 mg of Te or 10 mg of
MoO3 and 1 g of Te). From eqn (3), it is apparent that the
concentration of the gaseous active species that crosses the
boundary layer and interacts with the growing crystals at their
edges (Cs) is less for smaller amounts of the precursors.
Furthermore, the mass transport coefficient is dependent upon
the thickness of the boundary layer, d, as hg¼ Dg/d,39 where Dg is
the gas diffusion coefficient. According to the Blasius model,
the thickness of the laminar boundary layer (d) is inversely
proportional to the square root of the gas ow speed.40 Since the
gas speed can be expected less below than above the SiO2/Si
substrate placed with SiO2 surface facing down on the boat, hg is
smaller for such a substrate orientation. Eqn (3) suggests that Cs

is smaller as both factors Cg and hg are smaller, when a smaller
amount of the precursors were used and the SiO2/Si substrate
placed facing down on the ceramic boat. Hence, this growth
strategy leads to a smaller nucleation density resulting in the
growth of akes or ring morphologies of the 2D MoTe2. On the
other hand, when larger amounts of the precursors were used,
and the materials were grown on the SiO2/Si substrate placed
facing up on the boat, both the quantities Cg and hg are larger,
making Cs much larger. As a result, this strategy leads to a much
larger nucleation density, promoting the lm growth of 2D
MoTe2.
Conclusions

In summary, we demonstrated a facile approach for selective
growth of few-layer akes and lms of 2H-, 1T-, and 1T0-MoTe2
by APCVD and presented a thorough understanding of the
growth mechanism. A thermodynamical soware, HSC
Chemistry was used to optimize the growth parameters and
understand the role of thermodynamics for materials growth.
Lattice strain-mediated growth mechanism has been proposed
to explain the phase selective growth of 2D MoTe2, and the
strategies for selective growth for akes or lms have been
developed based on the role of chemical kinetics. We also
suggested the facile routes for the synthesis of 2D MoO2 and
tellurene nanocrystals, based on the observation of these
nanocrystals deposited as byproducts during our synthesis.
Our investigation imparts knowledge on the growth strategies
to overcome the complexity of the CVD reactions and will be
useful for growing not only MoTe2 but also other layered 2D
materials.
38846 | RSC Adv., 2021, 11, 38839–38848
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