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Self-standing porous carbon electrodes for
lithium–oxygen batteries under lean electrolyte
and high areal capacity conditions†

Jittraporn Saengkaew,a Takashi Kameda,a Manai Onoa and Shoichi Matsuda *ab

The theoretical energy densities of lithium–oxygen batteries (LOBs) surpass those of lithium-ion

batteries (LiBs). However, most of the LOBs reported contain excess electrolyte amounts and operate

under low areal capacity conditions thereby exhibiting a cell-level energy density much lower than that

of the LiBs. In the present study, we prepared a series of carbon powder-based self-standing

membranes with different pore structures and investigated their battery performance under low

electrolyte/areal capacity (E/C o 10 g A�1 h�1) conditions. Although, a clear correlation was observed

between the total discharge capacity and pore volume of the carbon electrodes, the cycle number of

the LOBs did not simply correlate with the total discharge capacity of the carbon electrodes. In

particular, the carbon electrode mainly composed of mesopores exhibited superior cycle performance

under low E/C conditions (E/C o 5 g A�1 h�1). We believe that the results obtained in this study show a

new direction for the material design of porous carbon electrodes to realize LOBs with practically high

energy density and long cycle life.

Introduction

Rechargeable lithium–oxygen batteries (LOBs) have attracted
much attention because of their high theoretical energy density,
which surpasses that of the lithium-ion batteries (LiBs)
(approximately 300 W h kg�1).1–5 However, a majority of the
related studies utilize large electrolyte excesses and operate
under small areal capacity conditions. Therefore, most of the
LOBs reported exhibited energy densities much lower than
those of the LiBs, except for a few studies.6 A recent study
revealed that the ratio of electrolyte weight to cell capacity
(E/C, g A�1 h�1), used as an empirical parameter of the electro-
lyte amount in the LiB, well describes the energy density of the
LOBs.7–10 Therefore, the materials should be evaluated under
low E/C conditions (o 10 g A�1 h�1) to accurately predict the
performance of the LOBs with a practically high energy density.

A typical LOB comprises a lithium metal foil, separator,
lithium-ion-conducting organic electrolyte, porous carbon electrode,
and gas-diffusion layer. During discharge, the lithium metal
dissolves at the negative electrode. The generated electrons are

transferred to the positive electrode through an external circuit
and used to reduce the atmospheric oxygen. In contrast, the
lithium ions generated at the negative electrode are transported
to the positive electrode through the electrolyte and form
insoluble lithium peroxide (Li2O2) as the discharge
product.11,12 The reversible reaction should proceed during
the charging process. Therefore, an improvement in the
positive electrode performance is required to realize LOBs with
a practically high energy density. In particular, the hierarchical
pore structure of the carbon electrode should be appropriately
designed. In the positive-electrode reaction, the Li2O2

generated during the discharge process accumulates on the
carbon electrode pores. Thus, a carbon-based positive electrode
is essential to ensure sufficient pore capacity for storing the
deposited Li2O2.13,14 In addition, interconnected macropores
should be formed for efficient oxygen reduction under relatively
high current density conditions, enhancing oxygen transport
through the carbon electrode.15–21 Although many studies have
demonstrated architectures of hierarchically porous carbon
electrodes with high surface areas and pore volumes, the
performance of the LOBs was evaluated under relatively high
E/C conditions (E/C 4 50 g A�1 h�1). Thus, the ideal design
strategy for the carbon electrodes to realize LOBs with a
practically high energy density and long cycle life remains
unclear.

Based on this background, in the present study, we investi-
gated the relationship between the physicochemical properties
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and performance of the carbon electrodes under relatively
small E/C conditions (o 10 g A�1 h�1). A series of carbon-
powder-based self-standing membranes with different pore
structures were prepared by applying a non-solvent-induced
phase separation (NIPS) technique.22–24 The electrolyte amount
dependence of the performance of the LOBs was systematically
investigated by controlling the electrolyte amount inside the
porous carbon electrode, which is realized using the stamping
method recently developed by our group.25

Experimental
Preparation of carbon powder-based self-standing
carbon membrane

A series of carbon power samples, SuperP (CNERGY, SUPER
C65), VulcanX (VXC; CABOT VXC72), Black pearl (BP; CABOT.
Black pearls 2000), Ketjen black (KB; Lion Specialty Chemicals
Co., Ltd, EC600J), and ordered mesoporous carbon CMK-3
(CMK; ACS Material), were utilized for preparing a self-
standing carbon membrane. A mixture slurry was prepared
using 75 wt% of carbon powder, 5 wt% of single walled carbon
nanotubes (OCSiAl, TUBALL, average fiber diameter of 1.6 nm
and average length of 5 mm), 5 wt% of carbon fibers (Nippon
Polymer Sangyo Co.,Ltd, CF–N, average fiber diameter of 6 mm
and average length of 3 mm), 15 wt% of PAN, and NMP as a
solvent for uniform dispersion. The mixture slurry was formed
into a sheet by molding to a uniform thickness by a wet film
forming method using a doctor blade. After molding, the
sample was immersed in methanol (poor solvent) and converted
to a porous film by the non-solvent induced phase separation
method. Furthermore, a volatile solvent was removed by drying
the sample at 80 1C for 10 h; subsequently heat treatment was
performed (infusibilization treatment) at 230 1C for 3 h in an
atmosphere using a box-type furnace (Denken High Dental Co.,
Ltd). Carbonization was performed by increasing the temperature
to 1050 1C at a rate of 10 1C min�1 and maintaining a temperature
of 1050 1C for 3 h and then allowing the sample to cool to
room temperature. In all cases, the flow rate of gas was set to
800 mL min�1.

Characterization of carbon powder-based self-standing carbon
membrane

Micro-/mesoporous structures of the samples were character-
ized by nitrogen adsorption (3 FLEX, Micromeritics Instrument
Corp.). Macropore size distributions were measured by mercury
porosimetry (AutoporeIV 9505, Shimadzu Co.). Field-emission
SEM (FE-SEM, S-4800, Hitachi) and SEM-EDS-EBSD (JSM-
7800F, JEOL), and X-ray diffraction (XRD; SmartLab, Rigaku)
were used to characterize the discharge products. Prior to the
SEM and XRD analyses, the positive electrodes were removed
from the electrochemical cells after the discharging process,
washed three times with acetonitrile, and dried under vacuum.
During sample preparation, the samples were not exposed to an
ambient atmosphere.

Lithium–oxygen cell assembly and discharge performance test

A solution of 1 M lithium bis(trifluoromethanesulfonyl)imide
(LiTFSI; Kishida Chemical Co., Ltd, purity 4 99.9%) dissolved
in tetraethylene glycol dimethyl ether (TEGDME; Kishida
Chemical Co., Ltd., purity 4 99%) was used as the electrolyte.
The water content of the electrolyte was less than 30 ppm and
was measured by Karl Fischer titration. The carbon electrode
was dried at 100 1C under vacuum for 12 h. Coin-type lithium–
oxygen cells were assembled in a dry room with a water content
of less than 10 ppm, by sequential stacking of metallic lithium foil
(diameter = 16 mm, thickness = 0.2 mm; Honjo Metal Co., Ltd.),
a glass fiber-based separator (diameter = 18 mm, thickness =
0.27 mm; Whatman GF-A), a carbon electrode (diameter = 16 mm,
thickness = 0.27 mm), and a gas diffusion layer (diameter =
16 mm, thickness = 0.19 mm; TGP-H-060, Toray, Japan). During
assembly, 100 mL of the electrolyte was added to the separator.
Electrochemical experiments were conducted using a battery-test
equipment (SD8, Hokuto Denoko Corp.).

Lithium–oxygen cell assembly and discharge/charge
performance test

A solution of 0.5 M lithium bis(trifluoromethanesulfonyl)imide
(LiTFSI; Kishida Chemical Co., Ltd, purity 4 99.9%), 0.5 M
LiNO3 (Sigma-Aldrich, purity 4 99.9%) and 0.2 M LiBr (Sigma-
Aldrich, purity 4 99.9%) dissolved in tetraethylene glycol
dimethyl ether (TEGDME; Kishida Chemical Co., Ltd, purity 4
99%) was used as the electrolyte. LiNO3 and LiBr were dried at
120 1C under vacuum before using. The carbon electrode was
dried at 100 1C under vacuum for 12 h. Lithium–oxygen cells
were assembled in a dry room with a water content of less than
10 ppm, by sequential stacking of a lithium–metal foil (20 mm
square, thickness of 0.1 mm; Honjo Metal Co., Ltd), polyolefin-
based separator (22 mm square, thickness of 0.02 mm), ceramic-
based solid-state separator (LICGC, thickness of 0.18 mm; Ohara,
Inc.), polyolefin-based separator (22 mm square, thickness of
0.02 mm), porous carbon electrode (20 mm square), and gas-
diffusion layer (thickness of 110 mm, TGP-H-030, Toray).
A ceramic-based solid-state separator was utilized for the protec-
tion of the lithium–metal negative electrode. Electrolyte injection
into the carbon electrode was performed by the vacuum impreg-
nation method. During assembly, 2.5 mL cm�2 of the electrolyte
was added to the separator. A pressure of 100 kPa was applied
to the cell by a spring coil. Electrochemical experiments were
conducted using a battery-test equipment (TOSCAT, Toyo System
Co., Ltd.). The limiting capacity and cutoff voltage were set to
4.0 mA h cm�2, 2.0 V/4.5 V. The current density during dischar-
ging and charging process was set to 0.4 and 0.2 mA cm�2.

Electrolyte filling method into the carbon electrode

In the case of the stamping method, a PTFE membrane
(Advantec Toyo Co., Ltd., 22 mm square) was used as the
hydrophilic filter. The porous carbon electrode was sandwiched
between two hydrophilic filters impregnated with a suitable
electrolyte amount (via drop-casting), and the electrode was
kept under vacuum for more than 3 min. In all three methods,
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the amount of the impregnated electrolyte was obtained as the
electrode mass change upon filling.

On-line MS analysis

A high-resolution MS instrument (M-201GA, CANON ANELVA
Corp.) was utilized for on-line MS analysis. An electrochemical
flow cell having an inner cell volume of approximately 25 mL
(diameter = 50 mm; depth = 15 mm) was specially designed
using the same components as for the Li–O2 cells described
above. The gas evolution during charging was continuously
monitored by providing a flow of He gas through the cell at a
rate of 2 mL min�1.

Results and discussion

In the present study, a series of porous carbon powder samples,
SuperP, Vulcan XC (VXC), Black Pearl (BP), Ketjen black (KB),
and ordered mesoporous carbon CMK-3 (CMK), were utilized.
The self-standing membranes were prepared by mixing porous
carbon powders, carbon fibers, carbon nanotubes (CNTs), and
polymeric materials. Carbon fibers and CNTs contribute to
improving the mechanical strength of the membrane. A slurry
mixture was prepared using 75 wt% carbon powder, 5 wt%
carbon fibers, 5 wt% CNT, and 15 wt% PAN. During the
membrane formation process, we applied the NIPS method.
During the NIPS process, interconnected hierarchically macro-
scale pores were formed, which is advantageous for efficient
oxygen- and Li-ion transport through the membrane.26–28 The
details of the membrane preparation process are described in
the literature.23 The prepared membranes were dried and heat-
treated under suitable conditions and subsequently calcinated
at 1,050 1C in an inert atmosphere.

The physical properties of the prepared self-standing carbon
membranes were investigated. The thickness, mass loading,
and porosity of the prepared self-standing carbon membranes
are summarized in Table 1. The carbon loading in the carbon
powder-based self-standing membranes is in the range of 5.0–
6.0 mg cm�2 (average 5.5 mg cm�2). The thicknesses of SuperP-,
VXC-, BP-, KB-, and CMK-based membranes are 240, 220, 330,
350, and 310 mm, respectively. Scanning electron microscopy
(SEM) images of the prepared membranes are presented in
Fig. 1. For the CMK–membrane, several micro meter sized
particles were uniformly distributed (Fig. 1e). Notably, a
turbostratic morphology with a three-dimensional hexagonal
array of the mesoporous structure,29,30 was evident by TEM
analysis (Fig. S1, ESI†). For other prepared carbon membranes,

several hundred particles were distributed in the membrane
and no distinct morphological difference was observed. Notably,
CNTs were uniformly dispersed and promoted the cross-linking
between carbon particles, thereby improving the mechanical
strength of the membrane. The photographic images of each
self-standing carbon membranes are also shown in Fig. 1F and
Fig. S2 (ESI†).

The specific surface areas of the prepared membranes were
analyzed using the Brunauer–Emmett–Teller (BET) method
from the N2 adsorption/desorption experiments; the pore structure
was evaluated using the Barrett–Joyner–Halenda method. The BET
surface areas and pore volumes of the carbon membrane and
carbon power are shown in Fig. 2 and Fig. S3 (ESI†). Among
the investigated carbon membrane samples, the SuperP- and
VXC-based membranes exhibited relatively smaller BET surface
areas (o 50 m2 g�1) and pore volumes (o 0.1 cm3 g�1). In contrast,
the BP-, KB-, and CMK-based membranes showed higher BET
surface areas (4 300 m2 g�1) and pore volumes (4 0.3 cm3 g�1).
In particular, for the pore distribution of the carbon membranes,
the KB-based membrane had pores in a wide region from 1 nm to
100 nm, while the CMK-based membrane had pores in a limited
region of 3 nm to 8 nm. In contrast, the BP-based membrane had
pores smaller than 3 nm and a region larger than 8 nm. Thus, the
difference in the pore structure of the carbon membranes reflects
the difference in the pore structure of the powders.

The discharging properties of the Li–O2 cells equipped with
a series of carbon membranes as the positive electrode were
investigated using a coin-type cell. A solution of 1 M lithium
bis(trifluoromethylsulphonyl)imide (LiTFSI) in TEGDME was
used as the electrolyte for this experiment. Experiments were
performed under excess electrolyte conditions using glass fiber
as a separator to evaluate the performance of the discharge
properties of the carbon membrane series. Fig. 3a and b
present the discharge profiles of the Li–O2 cell that is
assembled with carbon powder-based electrodes. All cells
exhibited a discharge plateau above 2.6 V associated with the
discharge reaction progress. As shown in Fig. 3b, the Li–O2 cell
with the KB-based membrane exhibited the highest specific
capacity of 2658 mA h geletrode

�1. Discharge capacities of
1447 mA h geletrode

�1 and 977 mA h geletrode
�1 were observed in

the BP- and CMK-based membranes, respectively. In contrast,
the SuperP- and VXC-based membranes demonstrate low speci-
fic capacities of 796 mA h geletrode

�1 and 735 mA h geletrode
�1,

respectively, as shown in Fig. 3a. Fig. 3c and d illustrate the
relationship between the discharge capacity and physicochem-
ical properties of the carbon membranes (BET surface area and
pore volumes). Both parameters showed a positive correlation
with the discharge capacity. Thus, the pore volume affects the
discharge capacity more than the BET surface area, as observed
by comparing the results of BP- and KB-based membranes.

Repeated discharge/charge tests were conducted to evaluate
the performance of the series of the carbon membranes as
positive electrodes for LOBs. We utilized stacked configuration-
type Li–O2 cells (Fig. S4, ESI†) and redox meditator containing
electrolyte (0.5 M LiTFSI + 0.5 M LiNO3 + 0.2 M LiBr in
TEGDME) for this experiment. A solid-state ceramic-based

Table 1 Property of carbon powder-based self-standing membranes

Sample
Mass loading
(mg cm�2)

Thickness
(mm)

Porosity
(%)

BET surface
area (m2 g�1)

Pore volume
(cm3 g�1)

SuperP 5.0 240 89 24.32 0.0350
VXC 6.0 220 86 44.54 0.0833
BP 5.3 330 89 638.82 0.5569
KB 5.5 350 92 649.43 0.8744
CMK 5.8 310 92 337.93 0.3844
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separator was utilized for the repeated discharge/charge cycle
test to minimize the side reaction of the Li metal negative
electrode. Fig. 4a and b illustrate the first discharge/charge
cycle of the Li–O2 cells equipped with a series of carbon
membranes as the positive electrode having a capacity limita-
tion of 4 mA h cm�2. It should be noted that the cycle
performance test with capacity limitation conditions is common

method for evaluate the performance of LOBs.2,31,32 In this
experiment, the electrolyte amount was quantitatively controlled
to evaluate the performance of the Li–O2 cells under low E/C
conditions. The electrolyte amount at the positive electrode side
and the E/C value of each cell are summarized in Table 2. During
the discharge process, all the cells exhibited a voltage plateau at
approximately 2.6 V. The voltage plateau was maintained up to

Fig. 1 SEM images of (a) SuperP-, (b) VXC-, (c) Black pearl-, (d) KB-, and (e) CMK-based self-standing membranes. Inset pictures present the higher
magnified areas. (f) Photographic image of CMK-based self-standing membranes.

Fig. 2 Pore volume and BET surface area of series of self-standing carbon membranes.
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4 mA h cm�2 for the cells equipped with BP- and KB-based
electrodes. In contrast, a decrease in the voltage associated with

the progress of the discharge process was observed for the cells
equipped with SuperP-, VXC-, and CMK-based electrodes, which

Fig. 3 (a and b) Discharge profile of lithium–oxygen cells with SuperP-, and VXC-, Black pearl-, KB- and CMK-based membranes as positive electrodes.
(c and d) Relationships between discharge capacity, pore volume, and surface area of the carbon powder-based self-standing membranes.

Fig. 4 (a and b) Discharge/charge profile and (c) cyclability of lithium–oxygen cells with SuperP-, and VXC-, Black pearl-, KB- and CMK-based
membranes as positive electrodes. (d) Relationships between discharge capacity and cycle number for lithium–oxygen cells.
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reached at approximately 2.5 V at the end of the discharging
process. In the charging process, all the cells demonstrated a
similar voltage profile, exhibiting a stable voltage plateau at
approximately 3.5–3.6 V during the initial and middle part
of the charging process. The voltage gradually increased to
4.2 V at the end of the charging process. The obtained results
represent the charging profile of the Li–O2 cell containing LiNO3

and LiBr as the redox mediator.31–35 The final discharge voltage
value in each cell cycle was plotted against the cycle number
(Fig. 4c). The cells equipped with SuperP- and VXC-based
electrodes reached the cutoff condition at the 3rd and 4th cycles,
respectively. In contrast, the cells equipped with BP-, CMK-, and
KB-based electrodes exhibited higher cycle numbers up to the
18th, 25th, and 27th cycles, respectively. Although the cell with
the CMK-based electrode exhibited a lower final discharge
voltage than that of the KB-based electrode during the 1st–
15th cycle, a stable cycle was maintained even over the 15th

cycle. The capacity value of each carbon electrode, obtained by
the discharge performance test (Fig. 3a and b), was plotted
against the cycle number of repeated discharge/charge tests
(Fig. 4d). An evident correlation between the two factors was
observed, except for the CMK-based electrode, suggesting that a
higher capacity of the electrode was beneficial for achieving
a prolonged cycle. In contrast, the CMK-based electrode showed
a different tendency among the investigated samples.

We further investigated the Li–O2 cells equipped with the
KB- and CMK-based electrodes, which exhibited superior cycle
performance. X-ray diffraction (XRD) analysis was performed
for the KB- and CMK-based electrodes, which were removed
from the Li–O2 cells after the 1st discharging process with a
capacity limitation of 2 mA cm�2. The peaks can be assigned to
Li2O2 (Fig. S5, ESI†), and the peak intensity is almost similar
between the samples, suggesting that the Li2O2 crystallinity is
insignificantly different regardless of the carbon electrode type.
In addition, the SEM analysis also revealed the uniform dis-
tribution of the crystalline compounds on both KB- and CMK-
based electrodes after the discharging process (Fig. S6, ESI†).

The details of the charging process were also investigated by
performing on-line mass spectrometry (MS) techniques.31,36,37

The efficient oxygen evolution at the theoretical ratio of two-
electron reduction reaction was observed as the charging
proceeded in the Li–O2 cells with a KB-based electrode
(Fig. S7, ESI†), suggesting the advancement of the Li2O2 decom-
position. A gradual reduction in the oxygen evolution rate and
the generation of H2O and CO2 were observed, which were
considered as the decomposition products of the TEGDME
solvent.38 Notably, an essentially similar on-line MS profile
was obtained in the Li–O2 cells with the CMK-based electrode

Table 2 The electrolyte amount at the positive electrode side and the E/C
value of each LAB cells

Carbon
electrode

Electrolyte
injection ratio (%)

Carbon mass
loading

Electrolyte
amount E/C

(mg cm�2) (mL cm�2) (g A�1 h�1)

SuperP 100 5.0 22.1 19.7 5.5
VXC 100 6.0 21.2 18.9 5.3
BP 100 5.3 23.5 21.0 5.9
KB 100 5.5 25.8 23.0 6.5
KB 80 5.5 20.5 18.3 5.1
KB 60 5.5 15.2 13.6 3.8
CMK 100 5.8 28.3 25.3 7.1
CMK 80 5.8 22.6 20.2 5.7
CMK 60 5.8 17.0 15.2 4.3

Fig. 5 Discharge/charge profile of lithium–oxygen cells using (a–c) KB-, and (d–f) CMK-based membranes as the positive electrode with different
electrolyte amount conditions.
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(Fig. S7, ESI†). These results reveal that the charging reaction
mechanism does not change significantly, depending on the
structure of the carbon electrode.

Next, we investigated the performance of the Li–O2 cells
under lean electrolyte conditions. The above experiments were
conducted under the condition in which the entire pore volume
of the carbon electrode was fully wetted with the electrolyte.
The amount of electrolyte injected into the carbon electrodes
can be quantitatively controlled by the electrolyte injection
technique, which was recently developed by our group.25

Briefly, the use of two highly hydrophilic filters as electrolyte
transfer agents allows the uniformly spread electrolyte to be
transferred to the carbon electrode sandwiched between them.
Fig. 5 presents the discharge/charge profiles of lithium–oxygen
cells with electrolyte amounts of 100%, 80%, and 60% against
the pore volume of the carbon electrode. As can be seen, the cell
of the KB-based electrode exhibits a gradual increase in the
overpotential, and the discharge/charge reaction suddenly
drops in the 30th cycle. On the other hand, the cell of the
CMK-based electrode operates slowly degraded charge and
discharge terminal voltage, leading to increased gradual polar-
ization, as shown in Fig. 5d. The improvement in the cell is
noticeable when compared to the cycling profile of the lean
electrolyte (80% and 60% of the electrolyte in the electrode).
The KB-based electrode with 80% electrolyte maintained a high
coulombic efficiency until the 10th cycle and failed in the 15th
cycle. Additionally, in the lean electrolyte (60%) of the KB-based
electrode, the charge voltage reached its cutoff voltage at the
2nd cycle. However, a gradual increase in the overpotential in
both the discharging and charging profiles can be observed in a
cell of a CMK-based electrode with 80% electrolyte. A lower
cycling ability was observed for cells with a lower electrolyte
amount (60%); thus, a stable discharge/charge profile was
observed until the 10th cycle, and the charging profile of the
cell reached the cutoff voltage at the 11th cycle. These results
demonstrate that the CMK-based electrode can maintain a
much lower overpotential of the discharge/charge profile even
with lean electrolytes of 80% and 60% in the electrode. The
performance of LOBs investigated in the present study and
reported in the literature is summarized in Fig. 6 and Table S1

(ESI†) (ref. 23, 27 and 39–44). The LOBs equipped with
CMK-based electrode prepared in the present study exhibited
the one of the best performances, especially in the region of E/C
o 5 g A�1 h�1.

Herein, let us summarize the results obtained for the KB-
and CMK-based electrodes. The XRD and online MS analyses
results revealed no apparent differences between the two
electrodes. In contrast, the cell degradation behavior and
electrolyte amount dependency showed an evident difference.
When the electrolyte injection ratio in the carbon electrode was
100%, the CMK-based electrode cell showed a gradual increase
in overpotential during the cycle for both discharging and
charging processes. In contrast, the increase in overpotential
during cycles in the KB-based electrode cell was smaller than
that of the CMK-based electrode. In the case of electrolyte
injection ratios of 80% and 60%, the CMK-based electrode cell
shows superior performance compared to the KB-based electrode
cell. Such a difference in performance can be explained by the
difference in the pore structures of the carbon electrodes. The
KB-based electrode possesses a relatively high pore volume in the
wide-scale regions (2–50 nm). Such a high pore volume and
surface area result in a high capacity of the electrodes, contribut-
ing to the realization of prolonged discharge/charge cycles.
Although the solid-state side products were formed during
repeated cycles, the high pore volume and surface area could
accommodate the deposited products without diminishing the
battery performance. Consequently, the design strategy of the
carbon electrodes for maximizing their pore volumes and surface
areas is reasonably effective. However, such a strategy is not
advantageous in limited electrolyte conditions because a high
electrolyte amount is required to wet the surface of the electrodes
fully. In particular, micropores with a size of 2 nm or less, which
do not contribute to the discharge capacity, only increase the
required electrolyte amount. Thus, the limited pore volume in the
microporous region in the CMK-based electrode contributes to
the superior performance under limited electrolyte conditions,
although the capacity of the electrode is less than half that of the
KB-based electrode.

Conclusions

In the present study, we prepared five types of carbon powder-
based self-standing membranes. Furthermore, we evaluated
their performance as positive electrodes in LOBs with small E/C
conditions, a requirement for realizing LOBs with a practically
high energy density. Although the CMK-based electrode has less
than half the capacity of the KB-based electrode, the cell equipped
with the CMK-based electrode exhibited the best performance
among the investigated samples. The KB-based electrode has a
relatively large pore volume and high surface area, exhibiting the
highest electrode capacity among the investigated samples.
However, the high pore volume in microporous regions requires
excess electrolyte amounts to wet the surface of the electrodes
fully, diminishing their performance at relatively small conditions
of the electrolyte injection ratio into the carbon electrodes.

Fig. 6 Relationships between the cycle performance and the ratio of the
electrolyte weight to cell capacity (E/C, g A�1 h�1).
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In contrast, most of the pores selectively existed in the meso-
porous region for the CMK-based electrode. Thus, the unique
pore structure is beneficial for exhibiting superior LOB perfor-
mance under small E/C conditions. We believe that the results
obtained in the present study enlighten a new direction for the
material design of porous carbon electrodes to realize LOBs with a
practically high energy density and long cycle life.
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