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e limits to short-range order
suppression in many-component disordered rock
salt lithium-ion cathode materials†

Alexander G. Squires *abc and David O. Scanlon *abc

Suppressing unfavourable short-range ordering in disordered rock salt lithium-ion cathodematerials is seen as

a key research goal on their route to commercialisation. In this study we use cluster-expansion-driven Monte

Carlo simulations of a model 3d-transition metal disordered rock salt oxyfluoride system to investigate the

effect of many component cation substitution on the suppression of short-range ordering in disordered

rock salt cathode materials. We confirm that many-cation substitution is effective in suppressing short-

range ordering, but has diminishing returns on increasing the number of component transition metals, or

alternatively, increasing the size of the long-range lithium diffusion network as the number of transition

metals increases. We particularly emphasize the critical role of lithium excess and fluorine content in the

success of the “high-entropy” cation substitution strategy: short-range ordering is strongly influenced by

cation–anion bonding preferences, underscoring the need to consider the full composition of the target

system when designing high entropy lithium-ion cathode materials.
1. Introduction

The exploration and optimisation of novel chemistries for
lithium-ion cathode materials remains a vast area of research
for the materials science community1–5 owing to the crucial role
of electrochemical energy storage in transitioning to a low
carbon economy. Disordered rock salt lithium-ion cathodes are
an emerging materials class in this area.6–9 These materials
share the close-packed oxygen framework present in most
commercial lithium-ion cathode materials such as the layered
rock salt cobalt- and nickel-rich structures10,11 conferring an
excellent mass-to-charge ratio and volumetric efficiency. While
performant, layered cobalt and nickel rich structures have poor
long-term techno-economic prospects.12 This is in contrast to –

for example –manganese and iron which are cheaper and more
abundant, but their layered structural analogues are not stable
over many intercalation cycles.13–15

Embracing cation disorder enables the use of novel cathode
chemistries that do not need to maintain a layered ordering on
cycling.7,16–23 The performance of any intercalation cathode is
limited by the ability of lithium to reversibly intercalate into the
host framework which is dependent on atomistic diffusion
processes. Fig. 1 illustrates a cubic close-packed oxygen lattice.
. E-mail: alexander.squires.13@ucl.ac.uk;

tion (ESI) available. See DOI:
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In both the layered and disordered systems lithium diffusion
occurs from an octahedral hole in the O2− framework via an
octahedral face, into an interstitial tetrahedron. The diffusing
ion then occupies a new octahedral site via another shared
octahedral–tetrahedral face (an “oct–tet–oct” hop).6 The energy
barrier for lithium hopping is then strongly inuenced by the
stability of lithium in the tetrahedral hole.24 The stability of
lithium in this tetrahedral transition state depends on factors
such as the identity of the face-sharing cations: too many face-
sharing transition metals destabilises the lithium in the tetra-
hedral transition state increasing the energy barrier for lithium
diffusion.6,25 In disordered rock salt cathodes a percolating
network of lithium sites connected by tetrahedral holes with no
face-sharing transition metals (referred to as “0-TM” sites) is
generally found to be necessary for effective long-range diffu-
sion.6,8,25 The pathway for single-ion lithium hopping and
a range of potential transition state local environments in
disordered rock salts are shown as a 2D schematic in Fig. 2.

In a fully random disordered rocksalt with the general
formula Li1+xM1−xO2 – where M is used as a generic symbol for
any transition metal – a lithium excess of x T 0.09 is required to
ensure a long range percolating 0-TM network.6,26 It is found the
connectivity of the lithium diffusion network is poorer than ex-
pected in a totally random system in almost all cases, and
substantial lithium excesses are required to give good long-range
connectivity of the 0-TM network.25 Minimising the lithium
excess is desirable, as the additional lithium substitutes for the
redox-active transition metal, reducing the capacity or increasing
the anion-redox activity which can cause voltage hysteresis and
structural degradation in disordered rock salt cathodes.27
J. Mater. Chem. A, 2023, 11, 13765–13773 | 13765

http://crossmark.crossref.org/dialog/?doi=10.1039/d3ta02088f&domain=pdf&date_stamp=2023-06-24
http://orcid.org/0000-0001-6967-3690
http://orcid.org/0000-0001-9174-8601
https://doi.org/10.1039/d3ta02088f
http://creativecommons.org/licenses/by/3.0/
http://creativecommons.org/licenses/by/3.0/
https://doi.org/10.1039/D3TA02088F
https://pubs.rsc.org/en/journals/journal/TA
https://pubs.rsc.org/en/journals/journal/TA?issueid=TA011025


Fig. 1 (A) Face-centered cubic (FCC) lattice, such as the one exhibited
by O2− ions in many lithium-transition metal oxides. (B) Octahedral
holes in the FCC lattice (white) that may be filled by cations in
a lithium-transition metal oxide. (C) Tetrahedral holes (grey) which
form the transition states for lithium diffusion in a disordered rock salt
cathode material.
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The cause of the reduced lithium percolation in disordered
rock salt materials relative to the random limit is understood to
be a consequence of the short-range ordering preferences of the
cations, which are comprised of contributions from bonding
Fig. 2 (A) 2D representation of the oct–tet–oct hop of a lithium ion
diffusing in a rock salt structured cathode material. (B) 2D represen-
tation of the different face sharing ions for the transition-state tetra-
hedral site in the oct–tet–oct hop. The energy barrier for the hop will
increase as a function of the number of transition metals face-sharing
with the tetrahedral site.

13766 | J. Mater. Chem. A, 2023, 11, 13765–13773
preferences and electrostatics.8,25,28,29 Thus, nding ways to
suppress unfavourable short-range ordering is crucial for
improving the capacity and overall performance of disordered
rock salt cathode materials. Fluorine substitution allows for the
manipulation of short-range ordering preferences on the anion
framework by introducing bond-strength considerations
between the cations and the anions which will compete with the
cation–cation interactions to determine the overall short-range
order.30 Transition metals bind more strongly to oxygen,
creating locally lithium–uorine-rich regions and transition-
metal–oxygen-rich regions, which alters the short-range
ordering. Incorporating enough uorine can therefore create
lithium-rich regions with high numbers of 0-TM sites, and good
lithium transport. However, high levels of uorine incorpora-
tion requires energy-intensive mechanochemical synthesis31–33

and can lead to phase separation.30

An alternative strategy for suppressing unfavourable short-
range ordering in disordered rock salt cathode materials is to
substitute many different species on the cation sublattice,
creating a “high-entropy”material. This approach, rst proposed
by Lun et al.,34 was inspired by the homogeneous cation distri-
bution observed in high-entropy oxides.35,36 While not the rst
work to successfully synthesize high-entropy disordered rock salt
lithium-ion cathode materials,37 Lun et al. were the rst to link
the performance of these materials to short-range order
suppression. By increasing the number of species on the cation
sublattice, they observed an increase in rst-cycle capacity. This
was linked a suppression of short-range ordering validated by
electron diffraction experiments which showed a reduction in
diffuse short-range order scattering as the number of transition
metals in the sample was increased. Alternatively, this can be
seen as an increase in cation congurational entropy. The short-
range order suppression was then linked to an increase in the
size of the long-range lithium percolation network by cluster-
expansion-driven Monte Carlo simulations.

To extend the current understanding of short range order
suppression inmany-component disordered rock salt transition
metal oxyuoride cathode materials, we examine the lithium-
transition metal ordering in rock-salt-structured 3d-transition-
metal lithium oxyuorides using cluster-expansion-driven
Monte Carlo simulations. Such simulations have proved to be
an excellent tool in unravelling short range ordering prefer-
ences in lithium-ion cathodematerials.25,27,34,38We examine how
the lithium percolation network evolves as a function of the
number of transition metals on the cation sublattice and
varying lithium excess and uorine content. In doing so, we
identify compositional guidelines for designing effective many-
component disordered rock salt lithium-ion cathode materials,
showing that any short range order suppression from an
increase in cation congurational entropy is highly dependent
on the lithium excess and uorine content.

2. Methodology

A cluster expansionmodel, trained from density functional theory
(DFT) calculations was used to drive Monte Carlo simulations to
sample the short-range ordering behaviour of compositionally
This journal is © The Royal Society of Chemistry 2023
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complex disordered rock salt lithium-ion cathode materials. The
cluster expansion basis was taken as a rock salt structure with a=
4.1 Å with Li+, Mn2+, Mn3+, Mn4+, Ni2+, Ti4+, Fe3+, and Cr3+ allowed
to occupy the cation site, and O2− and F− allowed to occupy the
anion site. Ancillary analysis relied on the pymatgen,39 seaborn,40

pandas,41 scipy,42 numpy43 and scikit-learn44 packages. Visual-
isation relied on the use of perceptually uniform scientic color
maps. Training data and tted cluster expanions can be found in
the associated dataset.45–47

2.1 Training data generation

All DFT calculations were performed using the plane-wave DFT
Vienna Ab initio Simulation Package (VASP).48–50 Valence elec-
trons were described by a plane-wave basis set with a cutoff of
680 eV. Interactions between core and valence electrons were
described using the projector-augmented wave (PAW)
method.51,52 Electronic exchange and correlation were approxi-
mated using the Perdew–Burke–Ernzerhof functional, revised
for solids and surfaces (PBEsol)53 with rotationally averaged
Hubbard U corrections of 3.9 eV, 3.7 eV, 5.3 eV, 6.2 eV and 4.2 eV
applied to the Mn, Cr, Fe, Ni and Ti 3d orbitals respectively to
approximately correct for the self-interaction error (SIE).54–56

Reciprocal space was sampled with a discretisation of 0.35 Å−1.
All calculations were initialised with transition metal ions in
a ferromagnetic conguration.

2.2 Cluster expansion tting

The nal cluster expansion was trained on a total of 7215
unique DFT calculations aer ltering out structures which
relax to off-lattice congurations, and possess transition metals
in oxidation states not included in the model. Oxidation states
were assigned using calculated magnetic moments. The vari-
able oxidation state of Mn was assigned using a Bayesian black-
box optimization process.57,58 We employed the icet and train-
station soware packages to train the cluster expansion.44,59,60

The tting used a pair-cluster cutoff of 7.1 Å and a triplet-cluster
cutoff of 4.8 Å (quadruplet clusters were found to make only
a very minor contribution to the model performance for
increased complexity, so were excluded, as has been noted in
other high-component cluster expansion studies of lithium
transition metal oxides57). The nal model has a cross valida-
tion score of 9.95 meV. More information on the tting proce-
dure and training set generation, including a discussion of
limitations of the DFT+Umethodology used in this paper can be
found in the ESI.†

2.3 Monte Carlo simulations

Monte Carlo simulations were performed using the mchammer
package.59 Simulations of the lithium-excess simulations used
a 990 atom expansion of the primitive cell described by the
transformation matrix

2
664

8 0 �1
�4 7 1

�3 �3 9

3
775:
This journal is © The Royal Society of Chemistry 2023
This structure was selected using an algorithm to determine
a cell with optimal cubic character, as implemented in the
atomic simulation environment.61 The simulations of the
LiMO2 system used a 1000 atom cell,

2
664

7 1 �1
�4 8 0
�3 �4 9

3
775:

Each Monte Carlo simulation was run at 2000 K. 2000 K falls
within the range of empirical simulation temperatures
commonly used for Monte Carlo simulations of disordered rock
salt structures27,34,62 and we expect it to capture experimentally
relevant trends in the short range order formation. Each
simulation ran for at least 5 000 000 trial steps. Values reported
from the Monte Carlo simulations are each averaged over ve
simulations of each composition presented, with 1000 struc-
tures extracted from each Monte Carlo simulation, i.e. each
value is averaged over 5000 data points. The crystal-torture
package was used to extract percolation statistics from the
Monte Carlo simulations.63
3. Results and discussion

First, we conrm that an increase in congurational entropy of
the cation sublattice suppresses the short range ordering.
Fig. 3A shows a histogram of the occurrences of the different n-
TM sites in LiMO2 where M represents all equimolar charge-
balanced compositions of Mn(III), Cr(III), Fe(III), Ni(II) and
Ti(IV). These are then separated into 1, 2, 3, 4, and 5 transition
metal simulations. Visual inspection of the histogram indicates
that higher-component systems result in an n-TM probability
mass function more similar to a random one. However, even
when mixing ve transition metals, the difference between the
simulated and random distribution appears signicant. Fig. 3B
shows the Earth Mover's Distance (EMD) between the random
and simulated distributions. The EMD is a measure of dissim-
ilarity between two probability distributions with a smaller
EMD value indicating a closer match.64

The EMD taken between the random and simulated systems
supports the observations that can be made from the histo-
gram. The distribution of n-TM sites becomes increasingly
similar to a random distribution as a function of the number of
transition metals in the simulation and supports the hypothesis
that increasing cation congurational entropy leads to a more
homogeneous distribution of cations in lithium transition
metal oxide disordered rock salts. However, there is a decrease
in the rate at which the EMD value decreases as the number of
transition metals increases, indicating that the distribution
becomes more similar to a random distribution at a slower rate.
“Diminishing returns” are observed in the short-range order
suppression with respect to the number of transition metals.
This indicates that increased cation congurational entropy can
improve mixing to an extent, but is unlikely to fully overcome
the electrostatic and elastic effects that drive cation short-range
ordering in lithium transition metal oxides.8,25 This implies that
J. Mater. Chem. A, 2023, 11, 13765–13773 | 13767
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Fig. 3 (A) Histogram showing the occurrence of the different possible
n-TM sites in Monte Carlo simulated LiMO2, where M is all equimolar
charge-balanced combinations of Mn(III), Cr(III), Fe(III), Ni(II) and Ti(IV). (B)
The Earth Mover's Distance (EMD) between the Monte Carlo sampled
distributions of n-TM sites, and the fully random distribution. The error
bars show the 95% confidence interval in the EMD.

Fig. 4 (A) The mean change in active lithium in a Li1+xMO2Fx as
a function of the number of transition metals in the Monte Carlo
simulation, relative to the average percolating lithium in single tran-
sition metal systems decomposed by the lithium excess and fluorine
content. The error bars show the 95% confidence interval in the active
lithium fraction. (B) Showing the same data, but decomposed per value
of x.
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moderate entropy systems will see most of the short-range order
suppression benet of the many-transition-metal systems.

To explore the relationship between the number of transition
metals in the simulation and short-range order suppression in
a more experimentally relevant compositional space we run
additional Monte Carlo simulations on uorinated lithium-
excess disordered rock salt materials. We simulate all equi-
molar charged balanced compositions maintaining an average
transition metal oxidation state of 3+ in the compositional range
Li1+xMO2Fx, where x ˛ {0.4, 0.5, 0.6, 0.7, 0.8}. The transition
metals included remainMn(III), Cr(III), Fe(III), Ni(II) and Ti(IV). The
lithium that is expected to be diffusive, and therefore contribute
the capacity, is that which is connected via a percolating network
of 0-TM sites,6,8,25 we label this Liactive. Fig. 4A shows the calcu-
lated change in Liactive from the Monte Carlo simulation as the
number of transitionmetals increases, averaged over all values of
x. Increasing the number of transition metals on the cation
sublattice generally results in an increase in Liactive. However, the
increase in the size of the lithium diffusion network levels off as
the number of transition metals increases mirroring the short-
range order suppression behavior highlighted in Fig. 3. This
suggests that the observation of “diminishing returns” of short-
range order suppression noted for the LiMO2 system is extensible
to the lithium-excess oxyuorides.

Examining only themean behaviour in the change in activate
lithium as a function of nM disguises the strongly different
13768 | J. Mater. Chem. A, 2023, 11, 13765–13773
responses for each value of x. Fig. 4B shows the average value
decomposed into the individual values of x: lower values of x
have a much stronger increase in the percolating lithium frac-
tion as a function of the number of transition metals in the
simulation cell. This suggests any short-range order suppres-
sion observed in “high-entropy” disordered rock salt cathode
will be highly dependent on the lithium and uorine content
and warrants further investigation. This dependence is high-
lighted in Fig. 5 which shows analysis of simulations on the
system Li1+xMO2Fx over a wider value of x (x ˛ {0.1, 0.2, 0.3, 0.4,
0.5, 0.6, 0.7, 0.8, 0.9, 1}). This is done for M=Mn (nM= 1) andM
= Mn0.2Cr0.2Fe0.2Ni0.2Ti0.2 (nM = 5). The increase in Liactive as
a function of x for the two systems is shown in Fig. 5A, with the
difference between these two series highlighted in Fig. 5B. Low
values of x (x < 0.3) and high values of x (x > 0.6) see very little
change in the amount of active lithium on increasing the
number of transition metals, compatible with the observations
made from Fig. 4.

To explain these observations we note the lithium excess and
uorine substitution level are not necessarily coupled and
extend the previous Monte Carlo simulations on the system
Li1+xMO2Fy, i.e. the lithium excess, x, and uorine content, y,
are now varied independently between 0.2 and 1 in the nM = 1
and nM = 5 systems examined previously. Fig. 6A and B conrm
that the active lithium fraction in the 5-TM system for the
This journal is © The Royal Society of Chemistry 2023
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Fig. 5 (A) The change in the mean active lithium percentage as
a function of x in Li1+xMnO2Fx and Li1+xMn0.2Cr0.2Fe0.2Ni0.2Ti0.2O2Fx as
a function of x. (B) The difference between the two trends shown in
plot (A).

Fig. 6 (A) Active lithium fraction in Li1+xMnO2Fy as a function of x and y
(B) active lithium fraction in Li1+xMn0.2Cr0.2Fe0.2Ni0.2Ti0.2O2Fy as
a function of x and y, (C) differencemap between plots (A) and (B). Off-
diagonal compositions on these plots are not strictly charge balanced,
however we expect these fixed-composition simulations to capture
local bonding preferences which determine the short range order.
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equivalent x and y is generally higher. The difference between
Fig. 6A and B, shown in Fig. 6C, highlights that the increase in
active lithium fraction from the 1-TM system to the 5-TM system
is non-uniform as x and y are varied. The increase is minimal at
high x and y, and shows a coupled dependence on lithium and
uorine contents at intermediate compositions. Increasing the
uorine content (increasing y) decreases the value of x for which
the change between the 1-TM and 5-TM systems is at
a maximum.

This strong dependence on short-range order suppression by
increased cation substitution on the lithium-excess and uorine
content can be understood by considering the cation–anion
bonding preferences. The orbital overlap between transition
metal d-states and oxygen 2p states will be much stronger than
any interaction between the transition metal ions and the
uorine. This general chemical insight is reected in the cation-
coordination preferences observed in multiple previous Monte
Carlo studies of transition metal oxyuoride disordered rock
salt cathode materials, with lithium having an above-average
number of uorine nearest neighbors, and transition metals
coordinating to a higher number of oxide ions.27,30,62

Fig. 7 shows the average coordination number of lithium and
the transition metals with uorine, for two cases: a Li–F poor
case, Li1.5MO2F0.5, and a Li–F rich case, Li1.8MO2F0.8. The
coordination numbers are displayed as a function of the
number of transition metals in the simulation, nM. As antici-
pated, lithium coordinates much more strongly to uorine than
the transition metals do. Among the transition metals, Ti(IV)
and Cr(III) most strongly favour O2− coordination. This
This journal is © The Royal Society of Chemistry 2023
preference, due to the high charge of Ti(IV) and the d3 electron
conguration of Cr(III),34 results in O-rich coordination envi-
ronments. Ni(II), with its comparatively low charge, exhibits the
highest average uorine coordination among the transition
metals. In the Li–F poor case, Ni(II) takes on higher-than-
random F-coordination, inuenced by the other transition
metals stronger O2− preferences, driving Ni(II) to coordinate
with more uorine, despite its inherent inclination towards
oxygen. In the Li–F rich case, the heightened Li–F content serves
to bring down the Ni–F-coordination below that expected in
a random distribution. The nickel–uorine average coordina-
tion decreases with increased nM in these simulations; for
charge conservation, there is always an equal Ti(IV) content.
Introducing Mn(III) and Fe(III), with a weaker preference for O2−

coordination than Ti(IV) and Cr(III), enables Ni(II) to occupy
J. Mater. Chem. A, 2023, 11, 13765–13773 | 13769
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Fig. 7 (A) A plot of metal–fluorine coordination numbers in
Li1.5MO2F0.5 as a function of the number of transition metals included
in the simulation. (B) A plot of metal–fluorine coordination numbers in
Li1.8MO2F0.8 as a function of the number of transition metals included
in the simulation. In both cases the grey dashed line shows the average
metal–fluorine coordination number in the fully random system.

Journal of Materials Chemistry A Paper

O
pe

n 
A

cc
es

s 
A

rt
ic

le
. P

ub
lis

he
d 

on
 0

2 
Ju

ne
 2

02
3.

 D
ow

nl
oa

de
d 

on
 8

/2
0/

20
24

 3
:1

4:
06

 P
M

. 
 T

hi
s 

ar
tic

le
 is

 li
ce

ns
ed

 u
nd

er
 a

 C
re

at
iv

e 
C

om
m

on
s 

A
ttr

ib
ut

io
n 

3.
0 

U
np

or
te

d 
L

ic
en

ce
.

View Article Online
cation sites with comparatively high oxygen coordination.
Importantly, these plots underscore that multi-component
cation substitution may somewhat mitigate short-range
ordering preferences in these materials, but the strong prefer-
ences for transition-metal–oxygen bond formation persist.

Bringing together the observations made in this study, we
are able to suggest some guidelines for designing composi-
tionally complex disordered rock salt cathode materials. Our
simulations support that substituting many transition metals
on the cation sublattice is a route to suppressing short-range
order in lithium transition metal oxides, but diminishing
returns are observed for short-range order suppression as the
number of transitionmetals in the simulation is increased. This
is likely due to extensive transition metal substitution not being
able to fully counteract electrostatic and elastic interactions
between the transition metals and the lithium which drive
short-range order formation in disordered rock salt cathodes.
This suggests that most of the benet of short-range order
suppression observed in many component systems should be
observed in more “moderate entropy” disordered rock salts.

In addition, the relationship between short-range order
suppression and the number of constituent cations is strongly
inuenced by the lithium-excess and uorine content. While
cation mixing is able to strongly increase the active lithium
fraction in systems with comparatively low lithium–uorine
content, when the lithium excess is high and the uorine
13770 | J. Mater. Chem. A, 2023, 11, 13765–13773
content increases, the short range ordering formation is
dominated by transition-metal–oxygen and lithium–uorine
bonding preferences as opposed to any improved cation mixing
from many-transition-metal substitution.

It is worth noting that there may be benecial effects in high-
entropy disordered rock salt cathode materials with respect to
lithium mobility. A “more disordered” system will likely see
a wider range of site energies within the lithium transport
network improving the conductivity as has been observed in
a range of solid electrolyte materials;65–68 these concepts are
clearly extensible to intercalation cathodes.69,70 However, we
postulate that any increase in mobility will also be minimal at
high uorine and lithium contents as the formation of Li–F rich
regions will minimise the impact of any local distortions that
inuence the site energies in the lithium diffusion pathway
from introducing more transition metals.

The optimization of disordered rock salt cathodematerials is
a delicate balance between optimising the capacity of the
material and the size of the percolating lithium network, while
also considering the cycling stability and the synthesis
methods. High lithium and uorine content can lead to a large
capacity from a large lithium-percolation network30,71 (and
redox participation from oxygen7) but poor cycling stability27

and high energy intensive synthesis methods.7,32 In addition, in
rock salt structured transition metal oxides, electronic
conductivity is mediated by small polaron hopping between
adjacent redox-active transition metal sites.72–75 While under-
studied in comparison to lithium ion percolation in disordered
rock salt cathodes, the electronic carriers must also be able to
percolate. As such, reducing the redox-active transition metal
content via increasing the lithium content (and d0 spectator ion
content) may signicantly reduce the electronic conductivity of
the cathode,76 reducing, for example, the rate performance of
the battery. These issues could be alleviated by utilising many-
component cation mixing as an additional variable in the
compositional design of disordered rock salt cathode materials,
keeping lithium excesses and uorine contents low while
maintaining a large percolating lithium network. However, our
results show that bonding interactions between cations and
anions in many-component disordered rock salt cathode
materials must be taken into account for optimal short-range
order suppression.

Conflicts of interest

There are no conicts to declare.

Acknowledgements

This work was supported by the Faraday Institution grant
number FIRG017 and used the Michael Supercomputer
(FIRG030). Via our membership of the UK's HEC Materials
Chemistry Consortium, which is funded by the UK Engineering
and Physical Sciences Research Council (EPSRC; EP/L000202,
EP/R029431, EP/T022213), this work used ARCHER2 UK
National Supercomputing Services. This work also used the the
Myriad (Myriad@UCL) and Kathleen (Kathleen@UCL)
This journal is © The Royal Society of Chemistry 2023

http://creativecommons.org/licenses/by/3.0/
http://creativecommons.org/licenses/by/3.0/
https://doi.org/10.1039/D3TA02088F


Paper Journal of Materials Chemistry A

O
pe

n 
A

cc
es

s 
A

rt
ic

le
. P

ub
lis

he
d 

on
 0

2 
Ju

ne
 2

02
3.

 D
ow

nl
oa

de
d 

on
 8

/2
0/

20
24

 3
:1

4:
06

 P
M

. 
 T

hi
s 

ar
tic

le
 is

 li
ce

ns
ed

 u
nd

er
 a

 C
re

at
iv

e 
C

om
m

on
s 

A
ttr

ib
ut

io
n 

3.
0 

U
np

or
te

d 
L

ic
en

ce
.

View Article Online
supercomputers. We are also grateful to the UK Materials and
Molecular Modelling Hub for computational resources, which
is partially funded by EPSRC (EP/T022213/1, EP/W032260/1 and
EP/P020194/1)

References

1 K. T. Lai, I. Antonyshyn, Y. Prots and M. Valldor, Anti-
Perovskite Li-Battery Cathode Materials, J. Am. Chem. Soc.,
2017, 139, 9645.

2 J. Cen, B. Zhu and D. O. Scanlon, Exploring battery cathode
materials in the Li-Ni-O phase diagrams using structure
prediction, ChemRxiv, 2022, preprint, DOI: 10.26434/
chemrxiv-2022-gdmdh-v2.

3 B. Zhu and D. O. Scanlon, Predicting lithium iron oxysuldes
for battery cathodes, ACS Appl. Energy Mater., 2022, 5, 575.

4 X. Hua, A. S. Eggeman, E. Castillo-Mart́ınez, R. Robert,
H. S. Geddes, Z. Lu, C. J. Pickard, W. Meng,
K. M. Wiaderek, N. Pereira, G. G. Amatucci, P. A. Midgley,
K. W. Chapman, U. Steiner, A. L. Goodwin and C. P. Grey,
Revisiting metal uorides as lithium-ion battery cathodes,
Nat. Mater., 2021, 20, 841.

5 B. Zhu, Z. Lu, C. J. Pickard and D. O. Scanlon, Accelerating
cathode material discovery through ab initio random
structure searching, APL Mater., 2021, 9, 121111.

6 J. Lee, A. Urban, X. Li, D. Su, G. Hautier and G. Ceder,
Unlocking the potential of cation-disordered oxides for
rechargeable lithium batteries, Science, 2014, 343, 519.

7 R. A. House, L. Jin, U. Maitra, K. Tsuruta, J. W. Somerville,
D. P. Förstermann, F. Massel, L. Duda, M. R. Roberts and
P. G. Bruce, Lithium manganese oxyuoride as a new
cathode material exhibiting oxygen redox, Energy Environ.
Sci., 2018, 11, 926.

8 R. J. Clément, Z. Lun and G. Ceder, Cation-disordered
rocksalt transition metal oxides and oxyuorides for high
energy lithium-ion cathodes, Energy Environ. Sci., 2020, 13,
345.

9 H. Ji, J. Wu, Z. Cai, J. Liu, D.-H. Kwon, H. Kim, A. Urban,
J. K. Papp, E. Foley, Y. Tian, M. Balasubramanian, H. Kim,
R. J. Clément, B. D. McCloskey, W. Yang and G. Ceder,
Ultrahigh power and energy density in partially ordered
lithium-ion cathode materials, Nat. Energy, 2020, 5, 213.

10 A. Manthiram and J. B. Goodenough, Layered lithium cobalt
oxide cathodes, Nat. Energy, 2021, 6, 323.

11 M. M. Thackeray and K. Amine, Layered Li–Ni–Mn–Co oxide
cathodes, Nat. Energy, 2021, 6, 933.

12 B. E. Murdock, K. E. Toghill and N. Tapia-Ruiz, A perspective
on the sustainability of cathode materials used in lithium-
ion batteries, Adv. Energy Mater., 2021, 2102028.

13 Y. Lyu, L. Ben, Y. Sun, D. Tang, K. Xu, L. Gu, R. Xiao, H. Li,
L. Chen and X. Huang, Atomic insight into electrochemical
inactivity of lithium chromate (LiCrO2): irreversible
migration of chromium into lithium layers in surface
regions, J. Power Sources, 2015, 273, 1218.

14 A. R. Armstrong and P. G. Bruce, Synthesis of layered
LiMnO2 as an electrode for rechargeable lithium batteries,
Nature, 1996, 381, 499.
This journal is © The Royal Society of Chemistry 2023
15 M. Hirayama, H. Tomita, K. Kubota and R. Kanno, Structure
and electrode reactions of layered rocksalt LiFeO2

nanoparticles for lithium battery cathode, J. Power Sources,
2011, 196, 6809.

16 I. Konuma, D. Goonetilleke, N. Sharma, T. Miyuki, S. Hiroi,
K. Ohara, Y. Yamakawa, Y. Morino, H. B. Rajendra,
T. Ishigaki and N. Yabuuchi, A near dimensionally
invariable high-capacity positive electrode material, Nat.
Mater., 2023, 22, 225–234.

17 X. Zhao, Y. Tian, Z. Lun, Z. Cai, T. Chen, B. Ouyang and
G. Ceder, Design principles for zero-strain Li-ion cathodes,
Joule, 2022, 6, 1654.

18 M. Nakajima and N. Yabuuchi, Lithium-Excess Cation-
Disordered Rocksalt-Type oxide with nanoscale phase
segregation: Li1.25Nb0.25V0.5O2, Chem. Mater., 2017, 29, 6927.

19 T. Matsuhara, Y. Tsuchiya, K. Yamanaka, K. Mitsuhara,
T. Ohta and N. Yabuuchi, Synthesis and electrode
performance of Li4MoO5-LiFeO2 binary system as positive
electrode materials for rechargeable lithium batteries,
Electrochemistry, 2016, 84, 797.

20 N. Yabuuchi, M. Nakayama, M. Takeuchi, S. Komaba,
Y. Hashimoto, T. Mukai, H. Shiiba, K. Sato, Y. Kobayashi,
A. Nakao, M. Yonemura, K. Yamanaka, K. Mitsuhara and
T. Ohta, Origin of stabilization and destabilization in
solid-state redox reaction of oxide ions for lithium-ion
batteries, Nat. Commun., 2016, 7, 13814.

21 N. Yabuuchi, M. Takeuchi, M. Nakayama, H. Shiiba,
M. Ogawa, K. Nakayama, T. Ohta, D. Endo, T. Ozaki,
T. Inamasu, K. Sato and S. Komaba, High-capacity
electrode materials for rechargeable lithium batteries:
Li3NbO4-based system with cation-disordered rocksalt
structure, Proc. Natl. Acad. Sci. U. S. A., 2015, 112, 7650.

22 S. Ren, R. Chen, E. Maawad, O. Dolotko, A. A. Guda,
V. Shapovalov, D. Wang, H. Hahn and M. Fichtner,
Improved voltage and cycling for Li+ intercalation in high-
capacity disordered oxyuoride cathodes, Adv. Sci., 2015, 2,
1500128.

23 X. Xu, L. Pi, J. J. Marie, G. J. Rees, C. Gong, S. Pu, R. A. House,
A. W. Robertson and P. G. Bruce, Li2NiO2F a new oxyuoride
disordered rocksalt cathode material, J. Electrochem. Soc.,
2021, 168, 080521.

24 A. Van der Ven, J. Bhattacharya and A. A. Belak,
Understanding Li diffusion in Li-intercalation compounds,
Acc. Chem. Res., 2013, 46, 1216.

25 H. Ji, A. Urban, D. A. Kitchaev, D.-H. Kwon, N. Artrith,
C. Ophus, W. Huang, Z. Cai, T. Shi, J. C. Kim, H. Kim and
G. Ceder, Hidden structural and chemical order controls
lithium transport in cation-disordered oxides for
rechargeable batteries, Nat. Commun., 2019, 10, 592.

26 A. Urban, J. Lee and G. Ceder, The congurational space of
rocksalt-type oxides for high-capacity lithium battery
electrodes, Adv. Energy Mater., 2014, 4, 1400478.

27 K. McColl, R. A. House, G. J. Rees, A. G. Squires, S. W. Coles,
P. G. Bruce, B. J. Morgan and M. S. Islam, Transition metal
migration and O2 formation underpin voltage hysteresis in
oxygen-redox disordered rocksalt cathodes, Nat. Commun.,
2022, 13, 5275.
J. Mater. Chem. A, 2023, 11, 13765–13773 | 13771

https://doi.org/10.26434/chemrxiv-2022-gdmdh-v2
https://doi.org/10.26434/chemrxiv-2022-gdmdh-v2
http://creativecommons.org/licenses/by/3.0/
http://creativecommons.org/licenses/by/3.0/
https://doi.org/10.1039/D3TA02088F


Journal of Materials Chemistry A Paper

O
pe

n 
A

cc
es

s 
A

rt
ic

le
. P

ub
lis

he
d 

on
 0

2 
Ju

ne
 2

02
3.

 D
ow

nl
oa

de
d 

on
 8

/2
0/

20
24

 3
:1

4:
06

 P
M

. 
 T

hi
s 

ar
tic

le
 is

 li
ce

ns
ed

 u
nd

er
 a

 C
re

at
iv

e 
C

om
m

on
s 

A
ttr

ib
ut

io
n 

3.
0 

U
np

or
te

d 
L

ic
en

ce
.

View Article Online
28 A. Urban, I. Matts, A. Abdellahi and G. Ceder, Computational
design and preparation of cation-disordered oxides for high-
energy-density Li-ion batteries, Adv. Energy Mater., 2016, 6,
1600488.

29 Y. Wang, S. Huang, B. Raji-Adela, A. Outka, J.-H. Wang and
D. Chen, Unraveling the nature and role of layered cation
ordering in cation-disordered rock-salt cathodes, J. Am.
Chem. Soc., 2022, 144, 19838.

30 B. Ouyang, N. Artrith, Z. Lun, Z. Jadidi, D. A. Kitchaev, H. Ji,
A. Urban and G. Ceder, Effect of uorination on lithium
transport and short-range order in disordered-rocksalt-type
lithium-ion battery cathodes, Adv. Energy Mater., 2020, 10,
1903240.

31 R. Schlem, C. F. Burmeister, P. Michalowski, S. Ohno,
G. F. Dewald, A. Kwade and W. G. Zeier, Energy storage
materials for solid-state batteries: design by
mechanochemistry, Adv. Energy Mater., 2021, 11, 2101022.

32 N. J. Szymanski, Y. Zeng, T. Bennett, S. Patil, J. K. Keum,
E. C. Self, J. Bai, Z. Cai, R. Giovine, B. Ouyang, F. Wang,
C. J. Bartel, R. J. Clément, W. Tong, J. Nanda and G. Ceder,
Understanding the uorination of disordered rocksalt
cathodes through rational exploration of synthesis
pathways, Chem. Mater., 2022, 34, 7015.

33 V. C. Wu, H. A. Evans, R. Giovine, M. B. Preefer, J. Ong,
E. Yoshida, P.-E. Cabelguen and R. J. Clément, Rapid and
energy-efficient synthesis of disordered rocksalt cathodes,
Adv. Energy Mater., 2023, 2203860.

34 Z. Lun, B. Ouyang, D.-H. Kwon, Y. Ha, E. E. Foley,
T.-Y. Huang, Z. Cai, H. Kim, M. Balasubramanian, Y. Sun,
J. Huang, Y. Tian, H. Kim, B. D. McCloskey, W. Yang,
R. J. Clément, H. Ji and G. Ceder, Cation-disordered
rocksalt-type high-entropy cathodes for Li-ion batteries,
Nat. Mater., 2021, 20, 214.

35 C. M. Rost, E. Sachet, T. Borman, A. Moballegh, E. C. Dickey,
D. Hou, J. L. Jones, S. Curtarolo and J.-P. Maria, Entropy-
stabilized oxides, Nat. Commun., 2015, 6, 8485.

36 T. J. Harrington, J. Gild, P. Sarker, C. Toher, C. M. Rost,
O. F. Dippo, C. McElfresh, K. Kaufmann, E. Marin,
L. Borowski, P. E. Hopkins, J. Luo, S. Curtarolo,
D. W. Brenner and K. S. Vecchio, Phase stability and
mechanical properties of novel high entropy transition
metal carbides, Acta Mater., 2019, 166, 271.

37 Q. Wang, A. Sarkar, D. Wang, L. Velasco, R. Azmi,
S. S. Bhattacharya, T. Bergfeldt, A. Düvel, P. Heitjans,
T. Brezesinski, H. Hahn and B. Breitung, Multi-anionic
and -cationic compounds: new high entropy materials for
advanced li-ion batteries, Energy Environ. Sci., 2019, 12, 2433.

38 S. W. Coles, V. Falkowski, H. S. Geddes, G. E. Pérez,
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