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esis of titanium nitride-oxide
composite and AI-driven aging forecast for
lithium–sulfur batteries†

Ka Chun Li, a Xuanming Chen, a Aghil Sabbaghi,b Chi Ho Wong,*c

Chak-yin Tang, *d Frank Leung-Yuk Lam*a and Xijun Hu *a

In this study, the polysulfide shuttle effect, a major impediment to the efficiency of lithium–sulfur (Li–S)

batteries, is addressed. A titanium nitride-oxide (TiO2–TiN) composite is synthesized via a single-step

liquid-phase reaction at 60 °C only, significantly streamlining the production for large-scale applications.

This composite, serving as a cathode material in Li–S batteries, demonstrates remarkable performance,

with an initial capacity of 774 mA h g−1, and maintains 517 mA h g−1 after 500 cycles at a 0.5C rate with

a decay rate of 0.066% per cycle. The integration of a Super P carbon-coated separator further

enhances the battery performance, achieving an initial capacity of 926 mA h g−1 and maintaining

628 mA h g−1 after 500 cycles, with the lower decay rate of 0.064% per cycle. Moreover, the integration

of Long Short-Term Memory (LSTM) networks into data analysis has facilitated the creation of a deep

learning-based predictive model. This model is adept at accurately forecasting the aging effects of

batteries up to 100 cycles in advance. This AI-driven approach represents a novel paradigm in battery

research, offering the potential to expedite the battery testing process and streamline quality control

procedures. Such advancements are pivotal in making the commercialization of Li–S batteries more

feasible and efficient.
Introduction

Lithium–sulfur (Li–S) batteries are garnering signicant atten-
tion as a promising candidate for next-generation energy
storage solutions, primarily due to their exceptional theoretical
energy density. The anode, made of lithium, boasts a theoretical
capacity of 3860 mA h g−1, while the sulfur cathode offers
a capacity of 1672 mA h g−1. In addition to their high energy
potential, the abundant availability of sulfur makes it a cost-
effective material for battery production.

Despite these advantages, the widespread commercializa-
tion of Li–S batteries faces a major challenge due to the ‘poly-
sulde (LiPS) shuttle’ phenomenon. This issue arises during the
battery's discharge cycle. Initially, the sulfur cathode comprises
a ring structure containing eight sulfur atoms. Through the
process of chemical reduction, this ring structure gets
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fragmented, leading to the generation of various polysulde
ions. These ions, being soluble, can easily migrate through
conventional polymer-based separators and reach the lithium
anode. This migration not only reduces the active sulfur mass
involved in redox reactions but also contributes to the forma-
tion of a deleterious layer on the anode, impeding the battery's
performance. Consequently, this phenomenon presents
a signicant barrier to achieving the full theoretical potential of
Li–S batteries.

To address the persistent challenge of the polysulde shuttle
effect in Li–S batteries, researchers have developed various
innovative approaches. A notable strategy involves the use of
metal oxides known for their polar properties, which serve as
effective adsorbents. These materials capture polysuldes at the
cathode via Lewis-acid interactions.1 Key examples include
SnO2,2 MnO2,3 Al2O3,4 and Fe2O3,5 and TiO2.6

Titanium compounds are increasingly preferred for their
environmental and safety benets.7 These compounds, char-
acterized by low toxicity, offer a more sustainable alternative to
other metals. The ready availability of titanium, coupled with its
lower ecological impact during extraction and processing,
aligns well with global sustainability initiatives. Additionally,
the inherent stability of titanium compounds enhances battery
safety by mitigating hazardous reactions, thereby improving
overall battery performance and aligning with the push towards
safer, more sustainable energy storage solutions.8
J. Mater. Chem. A, 2024, 12, 9017–9030 | 9017
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Fig. 1 Illustration of the synthesis of TiO2–TiN composite.
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Recent studies have highlighted the role of oxygen vacancies
in TiO2, which appear to catalyze polysulde reactions, thereby
facilitating the formation of S3− radicals.9 However, the appli-
cation of TiO2 for this purpose has been an uphill struggle. Its
inherently insulating nature necessitates the integration of
additional conductive materials or the design of specialized
structures to enhance conductivity. This requirement can lead
to increased production costs.1,6,10,11 In search of alternatives,
titanium carbide (TiC) has been identied as a potential
material for the cathode, prized for its superior electro-
conductivity, essential for efficient electron transport. But this
advantage is offset by a drawback, TiC exhibits weaker dipole
interactions, diminishing its affinity for LiPS and thereby
potentially compromising the battery's ability to adsorb poly-
suldes, a key factor in ensuring long-term stability and
capacity. To strike a balance between electroconductivity and
adsorption efficiency, researchers have been exploring inter-
mediate materials. These materials aim to combine the bene-
cial properties of both TiO2 and TiC. Notably, composite
materials, consisting of TiO2 and TiC, have shown promise in
enhancing the overall performance of Li–S batteries.12,13

Another material garnering interest in Li–S battery research
is titanium nitride (TiN) which is recognized for its great cata-
lytic inuence in polysulde conversion. Its exceptional polar-
ization effect is the key to ensuring rapid redox kinetics,
a crucial aspect for efficient battery operation.14 Despite the
potential of TiN, as highlighted in various studies,14–16 its
synthesis oen entails complex procedures under harsh
conditions, such as the use of hazardous hydrogen uoride17 or
exposure to extreme temperatures.18 These factors make TiN
less practical for large-scale applications.

This study introduces an innovative approach for synthe-
sizing a titanium nitride-oxide composite (TiO2–TiN), inge-
niously combining the high lithium polysulde (LiPS)
adsorption capacity of TiO2 with the superior electro-
conductivity of TiN through a simplied, single-step liquid-
phase reaction. Departing from conventional multi-step
methods that rely on high-temperature processes and
ammonia usage,19,20 which require sealed environments, the
developed method signicantly reduces associated nancial
and environmental burdens. By eliminating the need for toxic
ammonia and high temperature, it decreases production costs
and lessening the ecological footprint and greenhouse gas
emissions, in alignment with sustainability goals. Moreover,
avoiding high-temperature conditions and the handling of
hazardous gases signicantly enhances workplace safety.
Therefore, this innovative process presents a safer, more envi-
ronmentally friendly, and cost-effective alternative for fabri-
cating TiO2–TiN composites, demonstrating a commitment to
environmental preservation and the safety of occupational
environments.

Additionally, the integration of a Super P-coated separator
presents a simple and cost-effective approach to enhance
battery performance, which effectively deter the formation of
polysuldes.21–23 It is anticipated that this combination will lead
to signicant improvements in decay rates and capacities,
effectively addressing the polysulde shuttle phenomenon in
9018 | J. Mater. Chem. A, 2024, 12, 9017–9030
a manner that is both practical and efficient for large-scale
applications.

Besides the challenges in Li–S (Li–S) battery production, the
extensive time required for battery testing, particularly cyclic
charge/discharge performance assessments, presents a signi-
cant obstacle. The duration of these tests typically extends over
several weeks to months, which prolongs the overall duration of
research and quality testing, thereby increasing the associated
time costs.

To address this challenge, the integration of advanced AI
algorithms, specically Long Short-Term Memory (LSTM)
networks, is proposed. These networks are adept at identifying
and addressing errors related to the aging effects in Li–S
batteries and are particularly suited for forecasting battery
aging due to their ability to process and learn from sequential
data. The application of these aging forecasts could signi-
cantly reduce the duration of battery testing, thereby enhancing
the efficiency of Li–S battery commercialization.

Experimental methods
Preparation of TiO2–TiN composite and TiO2–TiN/S
composite

To synthesize the TiO2–TiN composite, commercial TiN
underwent liquid phase oxidation via an etching reaction. The
etchant, a mixture of 68–69% nitric acid and absolute ethanol
(1 : 4 by volume), was prepared. A gram of TiN was introduced to
150 ml of this solution and magnetically agitated for 12 h in
a 60 °C water bath. Post-reaction, the composite was ltered,
washed with distilled water and ethanol, and dried in a 70 °C
oven overnight. The TiO2–TiN/S composite was synthesized
using melt-diffusion. The TiO2–TiN composite and sublimated
sulfur (in a 1 : 3 weight ratio) were amalgamated through high-
energy ball milling for over 4 h. This mixture was then placed in
a tube furnace within a quartz boat. With argon protection, the
furnace was set to ramp up to 155 °C at 3 K min−1, sustaining
this temperature for 12 h. Following this, the sample underwent
further grinding using ball milling, yielding the “TiO2–TiN/S
composite”. For comparative evaluation, the same procedure
was executed using TiN, generating the TiN/S composite (Fig. 1).

Preparation of carbon-coated separator

A mixture of carbon (Super P) and polyvinylidene diuoride
(PVDF (6 : 4 by weight)) was dissolved in NMP and ball-milled at
400 rpm for 5 h. Using the doctor blade method, this slurry was
This journal is © The Royal Society of Chemistry 2024
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Fig. 2 (a) The XRD pattern, (b) adsorption–desorption isotherm, (c)
BJH plot and (d) MP plot of TiO2–TiN composite. Fig. 4 SEM images of (a) the cross-sectional view of the super P

coated separator, (b) the front view of the super P coated separator
(500×), (c and d) and the corresponding elemental mapping.
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View Article Online
spread uniformly on a Celgard 2325 separator. Post-coating, the
separator was dried in a vacuum oven at 60 °C overnight and
subsequently trimmed into a 19 mm diameter disc, ensuring
a material deposition of roughly 0.5 mg cm−2.

Polysulde adsorption test

Based on the previous research24,25 a comparative polysulde
adsorption experiment for TiO2–TiN composites and commer-
cial TiN was conducted. A 4 × 10−3 M Li2S6 solution was
prepared by dissolving proportions of sulfur and Li2S (5 : 1
molar ratio) in a 1 : 1 v/v 1,2-dimethoxyethane (DME)/1,3-
dioxolane (DOL) solution, yielding a deep orange solution
aer 48 h of magnetic stirring. Thereaer, 30 mg of each
cathode material and 2.5 ml Li2S6 solution were combined in
clear containers to start the adsorption. Each solution was rst
stirred for 10 min and then allowed to stabilize within the glove
box.

Thermogravimetric analysis (TGA)

The thermal stability of the TiO2–TiN composite was deter-
mined using thermogravimetric analysis. This analysis was
Fig. 3 (a) SEM image, (b) TEM images, (c) SEM images, (d) the visual adsor
elemental mapping.

This journal is © The Royal Society of Chemistry 2024
conducted in an argon atmosphere, with the temperature being
gradually increased from 25 °C to 200 °C at a rate of 5 °C min−1.

Scalability validation test

To validate the scalability of the proposed single-step liquid-
phase reaction for synthesizing the TiO2–TiN composite, an
expanded experiment was conducted. The synthesis was scaled
up incrementally from 1 g of TiN in 150 ml of etching solution
to ratios of 2 g/300 ml, 4 g/600 ml, and eventually 10 g/1.5 L. The
resulting products were collected and analysed with XRD and
nitrogen adsorption–desorption analysis.

Electrochemical measurements and characterization

The cathode slurries, consisting of the cathode materials,
MWCNT, and PVDF in a 7 : 2:1 weight ratio, were mixed with 1-
methyl-2-pyrrolidone (NMP) to form a homogeneous paste. This
paste was then uniformly spread onto aluminum foil using the
doctor blade method, dried at 60 °C overnight, and punched
into 12 mm diameter discs. CR2025 Li–S coin cells were
ption experiment of TiO2–TiN composite and (e–h) the corresponding

J. Mater. Chem. A, 2024, 12, 9017–9030 | 9019
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Fig. 5 XPS spectra for (a) TiO2–TiN composite Ti 2p, (b) TiO2–TiN composite/S Ti 2p, (c) TiO2–TiN composite N 1s, (d) TiO2–TiN composite/S N
1s, (e) TiO2–TiN composite O 1s, (f) TiO2–TiN composite/S O 1s.

Fig. 6 DFT model of the TiO2–TiN composite. A repeating unit is
drawn.
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assembled in an argon-rich glove box with the processed
cathode, lithium foil anode, and either the Celgard 2325 sepa-
rator or the carbon-coated variant. The electrolyte was a 1 : 1 v/v
solution of 1,2-dimethoxyethane (DME) and 1,3-dioxolane
(DOL) supplemented with 1 M lithium bis(tri-
uoromethanesulfone)imide and 0.1 M LiNO3. Each cell was
loaded with ∼20 mL of the electrolyte (40 mL if carbon-coated
separator is used). Galvanostatic analyses of the assembled
cells were performed between 1.7 and 2.8 V using a CT4008T cell
tester (NEWARE, China). In addition, CV scans of the cells were
captured using an electrochemical workstation (CH instrument,
9020 | J. Mater. Chem. A, 2024, 12, 9017–9030
China) within the 1.7–2.8 V voltage window. Sample morphol-
ogies were investigated through Scanning Electron Microscopy
(SEM, JEOL-6390F) and Transmission Electron Microscopy
(TEM, JEM 2010F). X-ray diffraction (XRD, PW1830) and
nitrogen (N2) adsorption–desorption isotherms (MicrotracBEL
BELSORP MAX G) were applied to analyze the ordered structure
of the samples. X-ray Photoelectron Spectroscopy (XPS, Physical
Electronics 5600) was used with a monochromatic Al Ka source
to ascertain the chemical composition of the samples.
DFT calculations

A reverse derivation method has been applied to construct
a DFT model of the actual TiO2–TiN composite. Starting with
real X-ray diffraction (XRD) data, individual layers of TiN and
TiO2 are initially modelled. These layers are then systematically
modied, including changes in atomic positions and crystal
planes, to align the simulated XRD pattern with the actual data,
achieving a weighted prole R-factor (Rwp) of less than 15%.
This method allows the direct simulation of the composite, as
opposed to relying on the side deductions typical of previous
studies. The creation of a realistic model of the intermediate
compound by this method represents a signicant advance-
ment in the eld. The accuracy of simulations is not only
enhanced but also the need for multiple experimental tests is
reduced, thereby streamlining the research process. The
calculations were executed using the CASTEP. In our study, the
Generalized Gradient Approximation (GGA) within the Perdew–
Burke–Ernzerhof (PBE) scheme was utilized,26,27 along with
ultra-so pseudopotentials, to conduct the calculations. For
TiN, TiO2, or TiO2–TiN composite, a vacuum distance exceeding
This journal is © The Royal Society of Chemistry 2024
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Fig. 7 Optimized geometries illustrating the adsorption of Li2S4 by (a) the local region of TiO2–TiN composite, (b) R-TiO2 and (c) O–TiN with
their corresponding Ti–S bonds.

Paper Journal of Materials Chemistry A

O
pe

n 
A

cc
es

s 
A

rt
ic

le
. P

ub
lis

he
d 

on
 1

2 
M

ar
ch

 2
02

4.
 D

ow
nl

oa
de

d 
on

 1
0/

31
/2

02
4 

2:
22

:5
8 

PM
. 

 T
hi

s 
ar

tic
le

 is
 li

ce
ns

ed
 u

nd
er

 a
 C

re
at

iv
e 

C
om

m
on

s 
A

ttr
ib

ut
io

n-
N

on
C

om
m

er
ci

al
 3

.0
 U

np
or

te
d 

L
ic

en
ce

.
View Article Online
10 Å wasmaintained to negate interactions between consecutive
slabs.28 The cutoff energy for the projector augmented plane-
wave basis set stands at 400 eV.29,30 The set threshold for self-
consistent eld iterations is 1 × 10−6 eV per atom.31,32 The
adsorption energy (Ea) for Li2S4 on either the TiN or TiO2 surface
is dened as Eads = Etotal − ELi2S4 − Esurf, where the Etotal is the
total energy of the adsorbed system, the ELi2S4 represents the
energy of Li2S4 in a vacuum and the Esurf is the energy of the
optimized clean TiN, TiO2, or TiO2–TiN heterostructure surface
slab.33
AI method

In this study, the TiO2–TiN/S batteries were utilized for the AI
modelling. For the analysis, voltage data was measured experi-
mentally as a function of time during both charge and discharge
processes. This data was subsequently loaded into the MATLAB
environment for deeper analysis and interpretation. A complete
cycle is dened as the combination of voltage–time data during
the charging process, followed by voltage–time data during the
discharging process. To eliminate the warm-up phase, the rst
24 cycles were excluded from the training data. Instead, the
training was given to data from the 25th to the 100th cycle,
which was aligned in a time series format and utilized as the
Fig. 8 Optimized geometries illustrating the adsorption of Li2S4 by (a) TiO
(c) O–TiN with its Li–N bonds.

This journal is © The Royal Society of Chemistry 2024
training set. The LSTM network was employed to generate
simulated charge and discharge curves at the 200th cycle.
Through the examination of features extracted from the data
forecasted for the 200th cycle, the specic sources of error for
each region were identied. This analysis allowed us to observe
how different LSTM parameters helped to mitigate these errors
on a regional basis.
Results and discussion

The XRD patterns of the TiO2–TiN composite in Fig. 2a clearly
delineate the characteristic peaks of both Rutile TiO2 (R-TiO2)
and Osbornite TiN (O–TiN). Specically, the (110) and (211)
peaks indicate the presence of R-TiO2, while the (111), (200),
(220), (222), and (311) peaks conrm O–TiN. SEM and TEM
provide insights into the morphology and microstructure of the
composite.

Through the BET analysis, the BET area and pore volume as
155.27 m2 g−1 and 0.87 cm3 g−1, respectively. This porous
structure amplies the interaction with sulfur, optimizing its
utilization and offering superior adsorption sites for poly-
suldes. The hysteresis loop of the composite, categorized as
type IV(a) by IUPAS and illustrated in Fig. 2b, corroborates the
2–TiN composite, (b) R-TiO2 with their corresponding Li–O bond and

J. Mater. Chem. A, 2024, 12, 9017–9030 | 9021
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Fig. 9 (a) The CV curves of TiO2–TiN/S battery with Celgard 2325 separator, (b) TiO2–TiN/S battery with carbon coated separator.
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presence of slit-like pores within the material.12 The BJH plot in
Fig. 2c highlights a peak presence of pores in the 2–10 nm
range, with a minor peak presence between 10 and 20 nm. The
MP plot in Fig. 2d emphasizes the microporous nature of the
composite, spotlighting pore diameters ranging from 0.7 nm to
1.5 nm. All these observations conrm the existence of slit-like
pores in the TiO2–TiN composite. The composite has an average
pore size of 15.2 nm, optimal for sulfur storage and apt for
accommodating volume changes during Li2S4 and Li2S
transitions.
Fig. 10 Nyquist plots of (a and b) TiO2–TiN/S battery with Celgard 23
separator.

9022 | J. Mater. Chem. A, 2024, 12, 9017–9030
To validate the scalability of the proposed single-step liquid-
phase reaction for synthesizing the TiO2–TiN composite, scal-
ability validation tests were conducted. The XRD results (Fig. S1,
ESI†) shows consistent peak positions for composites produced
at different scales, conrming their identical chemical compo-
sitions and affirming the process's scalability by demonstrating
that increased production volumes do not compromise the
TiO2–TiN composite's integrity. Furthermore, nitrogen adsorp-
tion–desorption analyses provided additional evidence that
upscaling the reaction does not adversely affect the product's
25 separator and (c and d) TiO2–TiN/S battery with carbon coated

This journal is © The Royal Society of Chemistry 2024

http://creativecommons.org/licenses/by-nc/3.0/
http://creativecommons.org/licenses/by-nc/3.0/
https://doi.org/10.1039/D4TA00234B


Fig. 11 Electrochemical performance of Li–S batteries. (a) Cyclic performance test on the TiO2–TiN/S battery with carbon coated separator and
Celgard 2325 separator in 0.5C, (b) charge–discharge profiles of TiO2–TiN/S battery with carbon coated separator at different cycle numbers in
0.5C, (c) cyclic performance test on the TiO2–TiN/S battery with carbon coated separator and Celgard 2325 separator in 2C, (d) discharge–
charge profiles of TiO2–TiN/S battery with Celgard 2325 separator at different cycle numbers in 0.5C, (e) cyclic performance test on TiO2–TiN/S
battery with Celgard 2325 separator with 2.0 mg sulfur loading, and (f) rate performances of TiO2–TiN/S battery from 0.05C to 2C.
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integrity. The isotherms and BJH plots (Fig. S2, ESI†) for TiO2–

TiN composites produced at varying scales shows negligible
differences, further substantiating the process's suitability for
large-scale applications and its commercial production
viability.

The SEM imaging reveals a unique sponge-like structure
formed by leaf-like particles in the TiO2–TiN composite, as seen
in Fig. 3a. Aer undergoing the melt-diffusion process with
sulfur, the composite surface exhibited a smoother appearance,
suggesting successful sulfur incorporation, as depicted in
Fig. 3c. Elemental mapping further conrms the uniform
Table 1 The selected LSTM parameters for the training data

Setting A (see
Fig. 12b)

S
F

Gradient threshold 0.5 0
Initial learning rate 0.001 0
Learning rate (drop factor) 0.2 0

This journal is © The Royal Society of Chemistry 2024
distribution of sulfur within the composite, illustrated in
Fig. 3e.

TEM analysis offers a detailed understanding of the dual-
layered structure of the composite surface. Two lattice
patterns can be discerned in Fig. 3b, the outer shell, dened by
a 0.324 nm lattice fringe, corresponds to the (110) plane of rutile
TiO2, while the inner core features a 0.24 nm lattice fringe
corresponding to the (200) plane of O–TiN. A clear pore with the
diameter about 20 nm is displayed in Fig. 3b which aligns with
the nitrogen adsorption–desorption ndings. An adsorption
experiment, executed within an argon-secured glove box,
etting B (see
ig. 13a)

Setting C (see
Fig. 13b)

Setting D (see
Fig. 13c)

.1 0.1 0.1

.001 0.003 0.003

.2 0.2 0.62
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Fig. 12 The training data is collected from 25th to 100th cycle. (a) The comparison between the AI prediction and experimental charge and
discharge curves at the 150th cycle. (b) The same comparison but at the 200th cycle. The LSTM parameters are referred to setting A in Table 1.
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revealed that the TiO2–TiN composite possessed a superior
adsorption capability compared to commercial TiN, evident
from Fig. 3d. This pronounced adsorption efficiency arises from
the elevated concentration of TiO2 in the composite.

The TGA analysis was performed in an argon atmosphere,
covering a temperature range from room temperature to 200 °C
(Fig. S3, ESI†). This range encompasses the standard opera-
tional temperatures of Li–S batteries, which typically do not
exceed 70 °C,34 as well as the melt-diffusion process conducted
at 155 °C. The evaporation of residual ethanol and water,
together with the decomposition of organic residues, accounted
for a weight loss of approximately 7.7% 35 when the temperature
increased to 200 °C. Notably, the absence of any abrupt weight
reductions within this temperature range indicates that there
were no phase changes or decomposition of the composites.
This stability suggests that the TiO2–TiN composite does not
undergo signicant thermal degradation or other reactions that
might compromise its structural integrity. Most of the residues
evaporate during the melt-diffusion process at 155 °C, ensuring
that they do not impact the performance of Li–S batteries.
Consequently, the TiO2–TiN composite is deemed suitable for
utilization in Li–S batteries, as it serves as a stable host material
for sulfur. It is unlikely to contribute to capacity loss or pose
safety risks due to thermal instability under standard or slightly
elevated operating conditions.

The carbon-coated separator underwent SEM analysis,
complemented by elemental assessment via the EDX technique.
Fig. 13 The impact of tuning various LSTM parameters on the accuracy o
consideration are (a) the gradient threshold; (b) the initial learning rate; (

9024 | J. Mater. Chem. A, 2024, 12, 9017–9030
The cross-sectional view of the carbon-coated separator in
Fig. 4a indicates the Celgard 2325 separator possesses a thick-
ness close to 126 mm, while the Super P coating measures
around 50 mm, marking a 39.75% thickness increased due to
the coating. The top view of the carbon coated separator in
Fig. 4b presents a consistent distribution of Super P carbon with
some interspersed minor cracks. Such features underscore its
capacity to curtail lithium polysulde diffusion. The void space
of Super P carbon particles creates interconnected pathways,
bolstering electrolyte inltration and electron transport, which
in turn amplies electrochemical performance.36 The uniform
Super P carbon layer facilitates efficient electron movement,
reactivating trapped active materials during battery cycling,37

and preventing inactive precipitate formation. Moreover, the
distinctive sponge-like structure of super P inhibits the emer-
gence of non-conductive agglomerates.21

EDX elemental mapping detected not only the carbon signal
from Super P but also uorine, attributed to the binder, poly-
vinylidene uoride. In addition to its adhesive role, uorine
aids in polysulde adsorption, ensuring their connement to
the cathode and safeguarding the lithium metal anode.38

The XPS spectra are presented in Fig. 5a–f. Fig. 5a reveals the
presence of a Ti–N–O peak, indicating that the material is
a composite of TiN and TiO2 rather than a mere mixture. Upon
completion of the adsorption test, the adsorbents were collected
post-adsorption testing and subjected to XPS characterization.
XPS spectra of the TiO2–TiN/S composite in Fig. 5b display all
f AI prediction for the 200th cycle. The three variable parameters under
c) the drop factor of learning rate.

This journal is © The Royal Society of Chemistry 2024
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the characteristic peaks of the TiO2–TiN composite. A peak at
456.9 eV corresponding to the Ti–S bond, signifying both the
material's chemisorption of polysuldes and its ability to trap
polysuldes.39 This Ti–S bond might originate from the sulfur
atom of the polysulde trapped in the oxygen vacancy, under-
scoring the catalytic role of the oxygen vacancy in the poly-
sulde redox reaction.39 The N 1s spectrum of TiO2–TiN,
illustrated in Fig. 5c, detects ve nitrogen peaks: the Ti–N–O
bond at 395.6 eV,38 the O–Ti–N bond at 396.4 eV,40 pyridinic N at
397.9 eV,41 pyrrolic N at 399.7 eV,41 and graphitic N at 401.5 eV.41

Both graphitic N and pyridinic N play pivotal roles in the elec-
tron transfer during the redox reaction. The dipole–dipole
interaction between pyridinic N and polysuldes further
accentuates the catalytic reaction.42 Fig. 5d retains a consistent
pattern with all primary peaks of the TiO2–TiN composite
evident in the N 1s spectrum of the TiO2–TiN/S composite. In
Fig. 5e, the O 1s XPS spectrum for the TiO2–TiN composite is
tted with peaks at binding energies of 529.9 eV,43 530.3 eV,43

and 531.3 eV,43,44 representing lattice oxygen, Ti2O3, and non-
lattice oxygen respectively.43 The emergence of Ti2O3 and non-
lattice oxygen peaks suggest oxygen vacancies within the
lattice.43 An analysis of the O 1s XPS spectrum of TiO2–TiN/S in
Fig. 5f identies three peaks with binding energies at 528.1 eV,45

529.7 eV,43 and 530.3 eV.43 The latter two binding energies,
synonymous with the peaks before adsorption, denote lattice
oxygen and Ti2O3. A peak shi is observed for lattice oxygen in
the XPS analysis. The shi to a lower binding energy, from
529.9 eV to 529.7 eV, typically indicates an increase in electron
density around the oxygen atoms. This could be due to the
presence of electron-rich sulfur species on the material's
surface. The interaction between these sulfur species and the
TiO2–TiN composite might increase the electron density of the
lattice oxygen. Notably, the new peak at 528.1 eV indicates the
bond formation with Li2O,45 further attesting to the polysulde
adsorption capability. The vanishing non-lattice oxygen peak at
531.3 eV likely results from the ion-exchange process wherein
the sulfur of polysulde molecules supplants the non-lattice
oxygen.

The concurrent observation of distinctive patterns associ-
ated with both TiO2 and TiN components was signicantly
demonstrated by the results of Raman spectroscopy (Fig. S4
ESI†), providing clear evidence for the formation of TiO2–TiN
composite structures. The presence of four prominent peaks at
approximately 153, 400, 520, and 635 cm−1 are corresponded to
O–TiN.46 The peaks at the lower frequencies, specically at 153
and 400 cm−1, are attributed to the vibrations of acoustical
phonons,46 while the peaks observed at the higher frequencies
of 520 and 635 cm−1 are attributed to the vibrations of optical
phonons.46 In contrast, the Raman shis at 143, 235, 447, and
612 cm−1 are attributed to the B1g mode,47 two-phonon scat-
tering,47 Eg mode,47 and A1g mode47 of the R-TiO2, respectively.
The characteristic peaks of both TiO2 and TiN are discerned in
the TiO2–TiN composite. These peaks exhibit shis, including
overlapping signals between the R-TiO2 and O–TiN.48 Such
shis caused by the disparities in crystal structures or lattice
constants between the constituent phases, which are common
phenomena in composites. These phenomena indicate that the
This journal is © The Royal Society of Chemistry 2024
lattice vibrations are inuenced by the strain in the TiO2–TiN
composite.48 These alterations in the Raman peaks, in
conjunction with the XPS results that reveal the existence of
a Ti–N–O peak in the Ti 2p spectrum (see Fig. 5a) as well as both
Ti–N–O and O–Ti–N bonds in the N 1s spectrum (see Fig. 5d),
further validate the existence of the TiO2–TiN composite. This
evidence reveals the complex interaction between TiO2 and TiN,
thereby distinguishing the composite state from a simple
mixture state.

DFT modeling, alongside surface science characterization
techniques such as XRD and XPS, is employed to analyze the
interaction between the TiO2–TiN composite and LiPS. The
challenge in constructing a DFT model for the TiO2–TiN
composite arises from the incomplete oxidation reaction
inherent in its synthesis, complicating the determination of
precise atomic coordinates. To address this, a reverse derivation
method was developed, allowing the modication of TiO2 and
TiN layers within themodel and enabling the simulation of XRD
patterns until they closely matched with the actual XRD data.
Typically, a model is considered accurate if the simulated XRD
pattern has a Rwp less than 15% compared to the actual pattern.
By altering and simulating different crystal planes of R-TiO2 and
O–TiN, it was found that the combination of TiO2(1 1 0) and
TiN(2 0 0) crystal planes could construct a TiO2–TiN composite
model with a notably low Rwp of 11.28% (Fig. S5, ESI†).

Building on the TiO2–TiN composite model established
through DFT, the CASTEP module is utilized for further simu-
lations. To assess the adsorption affinity of different materials
to lithium polysuldes (LiPS), Li2S4, a representative of LiPS, is
introduced into the system containing the materials under
study (R-TiO2, O–TiN, and the TiO2–TiN composite). The inter-
action between Li2S4 and these materials is allowed to evolve
until the system reaches its lowest energy state. This state is
indicative of the most stable conguration of the system. By
measuring the bond lengths within this conguration, partic-
ularly the Ti–S and Li–O bonds, insights into the interaction
strength between the materials and Li2S4 can be gained. Shorter
bond lengths correspond to lower system energy and, conse-
quently, stronger adsorption affinity. This approach enables
a comparative analysis of how R-TiO2, O–TiN, and the TiO2–TiN
composite interact with LiPS, thereby determining their effec-
tiveness in mitigating the polysulde shuttle effect in Li–S
batteries.

In-depth analysis of the adsorption process was conducted
using the CASTEP module, as illustrated in Fig. 6a and S1–S3.†
This analysis focused on the attractive forces between titanium
and sulfur in Li2S4 and lithium with oxygen (or nitrogen in the
case of TiN). These forces, reected in the atomic distances, are
inversely proportional to the intensity of attraction. The simu-
lation reveals that in the TiO2–TiN composite model, two
titanium-sulfur (Ti–S) bonds with Li2S4 are present, with Ti–S
distances measured at 2.539 Å and 2.576 Å (average 2.558 Å, see
Fig. 7a). Comparatively, for R-TiO2, the distances are 2.574 Å
and 2.595 Å (average 2.585 Å, see Fig. 7b), while the O–TiN
model shows distances of 2.641 Å and 2.624 Å (average 2.633 Å,
see Fig. 7c). The TiO2–TiN composite, thus, exhibits a shorter
average Ti–S distance, indicating a stronger attraction potential.
J. Mater. Chem. A, 2024, 12, 9017–9030 | 9025
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Moreover, the interaction between lithium from Li2S4 and
the oxygen or nitrogen atoms in the composite materials is
signicant. The TiO2–TiN and R-TiO2 models both have two
lithium atoms coordinated by three adjacent oxygen atoms
(Fig. 8a and b), while the O–TiN model has only one adjacent
nitrogen atom per lithium (Fig. 8c), suggesting weaker inter-
actions compared to the Li–O bonds in the TiO2–TiN and R-TiO2

composites. The bond lengths of Li–O in the TiO2–TiN
composite are 2.044 Å, 2.093 Å, 2.098 Å, 1.918 Å, 2.123 Å, and
2.183 Å, averaging 2.077 Å. In the R-TiO2 model, the Li–O bond
lengths are 2.207 Å, 2.049 Å, 2.119 Å, 2.121 Å, 2.120 Å, and 2.131
Å, with an average of 2.125 Å. The TiO2–TiN composite shows
shorter average Li–O bond lengths, implying stronger adsorp-
tion affinity to LiPS compared to R-TiO2.

To investigate the different affinities to the Li2S4 from TiO2–

TiN composite and R-TiO2, Electron Density Difference (EDD)
analysis was also performed. It is a technique used to under-
stand changes in electron distribution within a material or
molecule. It elucidates the charge redistribution within the
TiO2–TiN composite during interaction and identify regions of
electron accumulation and depletion (Fig. S6, ESI†). This anal-
ysis reveals that interaction predominantly occurs between the
inner TiN layer and the outer TiO2 layer, with a transfer of
electrons from TiO2 to TiN. This electron migration enhances
the positive charge on the TiO2 surface, thereby increasing its
ability to adsorb electron-rich LiPS. The robust adsorption
affinity of the TiO2–TiN composite is further supported by both
the shortest average Ti–S bond length and Li–O bonds, as well
as the simulated adsorption energy data. The TiO2–TiN
composite demonstrates a notable energy change of −3.35 eV
upon adsorption, compared to −3.16 eV for R-TiO2, and
−2.69 eV for O–TiN, thus conrming its superior adsorption
affinity to Li2S4.

A series of electrochemical experiments were conducted to
examine the electrochemical performance of the TiO2–TiN
composite as a cathode material for Li–S batteries. Fig. 9 pres-
ents the cyclic voltammetry (CV) curves of the Li–S batteries
utilizing a TiO2–TiN composite as sulfur host, demonstrates the
superior performance of the composite and discovers the role of
the carbon-coated separator. All curves exhibit the character-
istic four redox peaks associated with Li–S batteries, comprising
two reduction peaks and two oxidation peaks. During the
cathodic scan, the reduction peaks centered at approximately
2.3 V signify the conversion of sulfur to high-ordered poly-
suldes (long-chain polysuldes). The peaks centered around
2.0 V pertain to the further reduction of high-ordered poly-
suldes to low-ordered polysuldes (short-chain polysuldes),
ultimately resulting in Li2S4/Li2S.49 Conversely, during the
anodic scan, the oxidation peaks near 2.3 V represent the
transformation of low-ordered polysuldes back to high-
ordered polysuldes. The peaks around 2.45 V signify the
oxidation of high-ordered polysuldes to sulfur. From the
morphology of the peaks, freshly assembled batteries exhibit
higher and broader peaks, which could likely result from
signals attributed to the initial material activation processes.
Conversely, the CV curves of the TiO2–TiN batteries, aer 300
and 500 cycles, are seen to largely overlap. However, the TiN/S
9026 | J. Mater. Chem. A, 2024, 12, 9017–9030
battery displays two diminishing peaks (Fig. S7 ESI†). This
suggests the enhanced reversibility for the TiO2–TiN/S battery,
primarily attributed to the outermost TiO2 layer's ability to trap
polysuldes, thereby minimizing the shuttle effect. Notably, the
peaks of the TiO2–TiN/S battery are slightly narrower than those
of the TiN/S battery, suggesting higher electron transfer. This
might be due to the enhanced polysuldes adsorption capacity
of the composite, which holds the polysulde close to the sulfur
host surface, thus shortening the electron transfer distance.

When comparing the CV curves of the TiO2–TiN/S battery
using a standard Celgard 2325 separator to the one with
a carbon-coated separator, the most pronounced observation is
the increased peak height provided by the latter battery, sug-
gesting enhanced redox kinetics, mostly because of the
enhanced conductivity of the cathode. With the carbon coated
separator, electrons can transfer through an alternative path,
which traverses through the carbon layer of the coated sepa-
rator, and subsequently reaches the cathode.

Electrochemical impedance spectroscopy (EIS) measure-
ments were conducted for the TiO2–TiN/S battery to understand
the kinetics of the electrochemical reactions. The Nyquist plots
of the TiO2–TiN/S batteries with Celgard 2325 separator and
carbon coated separator are depicted in Fig. 10. A Nyquist plot
typically features a depressed semicircle in the high-frequency
region and a sloping line in the low-frequency region. These
respectively correspond to the charge transfer resistance (Rct)
between the electrode and the electrolyte, and the Warburg
impedance (Zw) associated with diffusion processes in the
electrode material. The starting point of the curves (Rs, the
intersection point between the rst semicircle and the real axis
in the high-frequency region) represents the series resistance
(Rs), which includes the ionic resistance of the electrolyte as well
as other resistances in the cell such as the resistance of the
current collectors and the intrinsic resistance of the electrode
materials.50 The impedance spectra of all the cells, both fresh
and cycled, consistently exhibit a single depressed semicircle in
the high-frequency region, followed by a sloping line in the low-
frequency region. Notably absent from these plots is the second
depressed semicircle, which is typically indicative of additional
resistance due to the deposition of inactive and insulating Li2S4/
Li2S. This feature is commonly observed in the Nyquist plots of
standard Li–S batteries.51 The absence of this second semicircle
in our plots provides compelling evidence of the superior
catalytic performance of TiO2–TiN composite materials.
Specically, it suggests that the high surface area of the TiO2–

TiN composite inhibits inactive Li2S4/Li2S formation on the
cathode surface. This is a signicant nding, as the deposition
of these inactive and insulating compounds can severely hinder
battery performance by increasing resistance and limiting ion
transport. Furthermore, the absence of the second semicircle in
the cycled cells indicates that this benecial effect is main-
tained over multiple charge–discharge cycles. This suggests that
the TiO2–TiN composite materials not only improve the initial
performance of the Li–S batteries but also contribute to their
long-term stability and durability.

By comparing the cathode materials, TiO2–TiN composite
and TiN, as illustrated in Fig. 10a and b and S8, ESI.† It can be
This journal is © The Royal Society of Chemistry 2024
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observed that the series resistance (Rs) from the TiO2–TiN/S
battery is slightly lower than that from the TiN/S battery. This
could be because the TiO2–TiN composite has a higher surface
area than TiN. A higher surface area can lead to a larger contact
area for the electrolyte, facilitating electron transport and
thereby reducing the resistance. However, aer cycling, the Rs

values of both batteries shi to the right, indicating an increase
in resistance. Interestingly, the magnitude of this shi of TiO2–

TiN/S battery is signicantly smaller than TiN/S battery. The
superior performance in terms of maintaining low resistance
during cycling of the TiO2–TiN composite can be attributed to
its enhanced polysulde trapping ability compared to TiN
alone. This is primarily due to the presence of surface TiO2 in
the composite, which strongly interacts with polysuldes. This
interaction inhibits the dissolution of polysuldes, thereby
preventing an increase in electrolyte viscosity.50 The charge
transfer resistance (Rct) of the cells, discernible from the size of
the depressed semicircle in the high-frequency region of the
Nyquist plot, indicates the resistance at the electrode–electro-
lyte interface.

Fresh cells exhibit a larger depressed semicircle, suggesting
a higher Rct. This can be attributed to factors such as an
unbalanced sulfur distribution on the cathode surface, it could
lead to inefficient utilization of active materials or formation of
insulating layers, thereby increasing the charge transfer resis-
tance.52 Aer 100 cycles, the size of the depressed semicircles
decreases, reecting a reduction in the material interface
resistance and implying the electrochemical activation of the
active materials. Notably, the increase in Rct for the TiO2–TiN/S
battery is negligible, while the Rct of the TiN/S battery increases
with the number of cycles (as evidenced by the enlargement of
the depressed semicircles in the high-frequency region). The
presence of TiO2 in the TiO2–TiN composite material results in
a stronger affinity for polysuldes in the heterostructures,
a characteristic not observed in bare TiN. This strong affinity
effectively stabilizes the interfacial resistance between the
electrode and the electrolyte,53 thereby promoting the utiliza-
tion efficiency of sulfur during cycling. This observation aligns
with previous reports on similar cathode materials.48,53 The
stabilized series resistance and Rct of the TiO2–TiN/S battery
contribute to improved cyclic stability, corroborating the results
of the cyclic charge–discharge performance tests discussed in
subsequent sections.

For the TiO2–TiN/S battery with a carbon-coated separator, it
retains all the advantages of the TiO2–TiN/S battery, but exhibits
a smaller Rs and Rct. This suggests that the carbon-coated
separator can further reduce the battery's internal resistance,
potentially because of the alternative electron pathway from the
electron shell to the cathode.

Fig. 11a illustrates the cyclic performance comparison
between the TiO2–TiN/S batteries equipped with a carbon-
coated separator and a Celgard 2325 separator at a 0.5
charge–discharge rate (current density, C rate). In the initiali-
zation at 0.05C, the battery using the carbon-coated separator
begins with a capacity of 1422 mA h g−1, whereas the one with
the Celgard 2325 separator starts at a lower discharge capacity
of 1010 mA h g−1. At 0.5C, the curves for both batteries are
This journal is © The Royal Society of Chemistry 2024
nearly parallel. The carbon-coated separator battery commences
with a capacity of 926 mA h g−1 and maintains 628 mA h g−1

aer 500 cycles, resulting in an average decay rate of 0.064% per
cycle. In contrast, the battery with the Celgard 2325 separator
begins at 774 mA h g−1, ending at 517 mA h g−1 aer the same
number of cycles, with an average decay rate of 0.066% per
cycle. Both batteries consistently exhibit a coulombic efficiency
exceeding 95%, underscoring the composite's excellent control
over polysuldes. Similar trends were observed during the cyclic
performance test of the batteries at a 2C rate, as depicted in
Fig. 11c. Two near-parallel curves emerge. The battery with
carbon-coated separator begins at 864 mA h g−1 and retains
586 mA h g−1 aer 500 cycles. In comparison, the battery with
the Celgard 2325 separator starts at 699mA h g−1 andmaintains
464.23 mA h g−1 aer the same number of cycles. The average
decay rates for these batteries are 0.064% and 0.067%, respec-
tively. These ndings suggest that introducing a Super P coated
separator to the TiO2–TiN/S battery may not signicantly
suppress the polysulde shuttle, likely because the composite
intrinsically has robust polysulde adsorption capabilities. The
function of the Super P coated separator lies in enhancing the
cathode's overall conductivity and optimizing the conversion of
active material, including the conversion of polysuldes
species. This contributes to a higher discharge capacity and
sustained battery performance, even at elevated C rates. More-
over, the carbon coating further stabilizes the stability of the
interface between the separator and electrodes. This can help
prevent the formation of unstable passivation layers that could
impair ion transport and lead to performance degradation at
high C rates, thus further protecting the battery at a high C rate.

The inuence of the TiO2–TiN composite, coupled with the
support of the carbon-coated separator, on polysuldes
conversion was further assessed by measuring polarization
potential, the voltage difference between charging and dis-
charging. A smaller polarization potential indicates diminished
internal resistance and improved reaction kinetics, while
a larger value suggests the opposite.54 The measurements were
taken at half the specic capacity during the charge and
discharge processes of the 100th cycle at 0.5C. Comparative
measurements revealed polarization values of 0.196 V for the
TiO2–TiN/S battery with a carbon-coated separator and 0.264 V
for the one with the Celgard 2325 separator, as shown in
Fig. 11b & d. The noticeably smaller polarization in the battery
with the carbon-coated separator suggests a more efficient
redox reaction of lithium polysuldes. This indicates that the
interface reactions of the carbon-coated separator markedly
enhance the redox reaction, signicantly reducing the forma-
tion and buildup of insulating materials on the cathode's
surface.

Fig. 11e illustrates the cyclic performance of the TiO2–TiN/S
battery with a higher sulfur loading (2 mg). The discharge
capacity remains stable, with a retention rate of approximately
60% aer 500 cycles and a small average decay rate of 0.10% per
cycle over 500 cycles. This indicates that a higher sulfur loading
rate does not signicantly decrease the polysulde control
ability of the material.
J. Mater. Chem. A, 2024, 12, 9017–9030 | 9027
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Fig. 11f illustrates the rate capability of the TiO2–TiN/S
batteries equipped with both carbon-coated and Celgard 2325
separators across varying currents. The TiO2–TiN/S battery with
the carbon-coated separator demonstrates robust discharge
capacities of 1326 mA h g−1, 1097 mA h g−1, 969 mA h g−1,
848 mA h g−1, and 782 mA h g−1 at current densities of 0.05C,
0.1C, 0.5C, 1C, and 2C, respectively. When cycling back to initial
current densities in subsequent cycles, the battery retains rate
capabilities of 83.8%, 92.7%, 94.8%, and 94.4% at 0.05C, 0.1C,
0.5C, and 1C, respectively. In a parallel assessment, the TiO2–

TiN/S battery with the Celgard 2325 separator yielded discharge
capacities of 1072 mA h g−1, 801 mA h g−1, 711 mA h g−1,
639 mA h g−1, and 611 mA h g−1 at the same respective current
densities. Its rate capabilities stood at 83.3%, 94.0%, 102%, and
99.6% for 0.05C, 0.1C, 0.5C, and 1C, respectively. The elevated
rate capability of the TiO2–TiN/S battery is attributed to the
harmonious interaction between the highly electroconductive
TiN and the potent polysulde-trapping properties of TiO2. This
synergy ensures procient electrochemical reactions
throughout the system.

The evaluation of battery performance, particularly through
cyclic charge–discharge tests, is inherently time-consuming.
Completing a sufficient number of cycles to assess perfor-
mance can take several weeks, and even months if lower C-rates
are involved. This extended duration of testing can decrease the
efficiency of battery performance evaluation. Luckily, AI can be
leveraged to predict the aging effects of Li–S batteries, poten-
tially shortening the time required for extensive battery testing,
and therefore offers a promising solution to this challenge.

Among various AI models, LSTM networks55 are particularly
advantageous. Their capability to remember long-term depen-
dencies is crucial for battery performance prediction, where
past cycles signicantly inuence future performance. The
LSTM can effectively capture and analyze these dependencies,
which makes it a powerful tool in predicting the battery's life
span and efficiency, thereby enhancing the overall process of
battery performance evaluation. In this study, the LSTM
network was utilized to predict the aging effects in the TiO2–

TiN/S battery with a Super P coated separator. The root-mean-
square error (RMSE),56 analyzed as a function of the epoch
number, indicated that a plateau in RMSE reduction was
securely reached at the 500th epoch. Consequently, this dura-
tion was selected for the LSTM training, as documented in
Table 1. Predictions of charge and discharge curves for future
cycles by the LSTM, illustrated in Fig. 12a and b, where one step
equates to approximately 30 seconds. Discrepancies at the
150th cycle primarily emerged between steps 150 and 170 due to
kink features, corresponding to the polysulde transition
phase, as indicated by the model. At the 200th cycle, a signi-
cant increase in errors was observed, resulting in an RMSE
sixfold higher than at the 150th cycle. These ndings highlight
the challenges in accurately predicting extended cycling
behavior and the complex chemical transitions occurring
within the battery.

To enhance the predictive accuracy of the LSTM network, an
extensive optimization of its parameters was undertaken, the
details of which are summarized in Table 1. This optimization
9028 | J. Mater. Chem. A, 2024, 12, 9017–9030
process involved implementing a piecewise learning rate
schedule,57 setting the maximum number of epochs at 500, and
adjusting the drop period to 120 epochs. The objective of testing
different values for each parameter was to assess their impact
on predictive accuracy and identify the most effective settings
for the AI model. Notably, adjusting the gradient threshold, as
evidenced in the comparison between Fig. 12b and a, proved
instrumental in maintaining high accuracy in predictions,
except in discontinuous regions. Further renement of the
initial learning rate effectively addressed discrepancies
observed around step 190 (Fig. 13b). The optimized predictions,
as shown in Fig. 13c, demonstrated a closer alignment with the
experimental data, highlighting the success of these parameter
adjustments in improving the LSTM model's forecasting
capabilities.

The ne-tuning aimed to address this localized inaccuracy,
and the resulting improvements illustrate how these adjust-
ments enhanced the model's precision in this critical step
range, reducing the previously observed errors and thereby
improving the overall forecasting reliability of the LSTM
network. By manipulating the selected parameters of the LSTM
model, accurate forecasting of battery performance at the 200th
cycle was not only achieved, but it was also discovered that these
parameters played a critical role in minimizing the forecasting
error for battery curves up to the 200th cycle. The comprehen-
sive optimization of the LSTM parameters played a pivotal role
in enhancing the AI's predictive accuracy for the battery's
charging and discharging cycles. By modulating the initial
learning rate, the model achieved faster convergence and
effectively circumvented potential stalls at local optima, thereby
rening its predictive accuracy. Additionally, setting an appro-
priate gradient threshold was instrumental in preventing issues
such as exploding or vanishing gradients, contributing to stable
model training and improved prediction delity. Furthermore,
the careful calibration of the learning rate's drop factor facili-
tated ner adjustments in the model's parameter updates as it
neared convergence. This approach prevented oscillations
around the optimal solution, ensuring consistent and precise
predictions throughout the training process, which is crucial for
accurately forecasting battery behavior.

Conclusions

In this research, the TiO2–TiN composite was synthesized
through a single-step liquid-phase reaction, showing its scal-
ability and practicality for large-scale production. The method
for fabricating TiO2–TiN composites introduced in this study
reduces costs and energy use, enhances safety, and minimizes
environmental impact, offering a more efficient, safer, and
sustainable alternative. Demonstrated in Li–S batteries, the
composite exhibited superior performance as a cathode mate-
rial, effectively mitigating the polysulde shuttle effect, and
maintaining high capacity and stability. With the application of
a Super P coated separator, an enhancement in battery perfor-
mance was observed. In addition, the application of AI, partic-
ularly LSTM networks, was explored for predicting the aging
effects in Li–S batteries. This novel application provided
This journal is © The Royal Society of Chemistry 2024
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signicant insights into the battery's performance over time,
shortening the time required for battery testing, and thus
making the commercialization of Li–S batteries more feasible
and efficient.
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