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Introducing oxygen vacancies has emerged as a powerful strategy to enhance the electrocatalytic activity of

materials for the oxygen evolution reaction (OER). This approach enhances active site exposure, improves

conductivity, and facilitates mass transport, thereby significantly boosting performance. This study explores

the synthesis of silver niobate (AgNbO3, ANO) enriched with oxygen vacancies; a modification known to

enhance its catalytic properties. Here, ANO was synthesized with abundant oxygen vacancies using

a solid-state method followed by aerosol deposition (AD) onto Ni foam substrates. The AD process

rapidly produces polymeric binder-free dense ceramic films with strong interfacial adhesion, crucial for

efficient electron transfer and enhanced electrocatalyst performance. X-ray photoelectron spectroscopy

(XPS) and Raman spectroscopy studies confirmed the presence of oxygen vacancies, pivotal for

augmenting ANO's bifunctional activity. This included achieving low overpotentials of 276 mV for the

OER and 179 mV for the hydrogen evolution reaction (HER). Impressively, the ANO‖ANO water

electrolyser (full cell) demonstrated a low working voltage of 1.69 V at 10 mA cm−2, showcasing its

efficacy for water splitting. The long-term durability of ANO‖ANO full cell testing confirmed a minimal

voltage increase (0.01 V) after 10 hours, highlighting ANO's robust catalytic stability. Overall, this study

highlights the efficacy of oxygen vacancy-rich ANO for enhancing electrocatalytic performance in water

splitting, positioning it as a promising candidate for sustainable energy conversion technologies.
1. Introduction

The advancement in green energy technologies represents
a promising strategy for mitigating the energy crisis and
controlling environmental pollution. Recently, high-energy-
density hydrogen (H2) has been produced from water without
generating toxic byproducts. Electrochemical water splitting
technology is one of the easiest methods for producing clean
hydrogen energy. The dissociation of water into molecular
hydrogen (H2) and oxygen (O2) is achieved through the half-cell
reactions of the cathodic hydrogen evolution reaction (HER)
and the anodic oxygen evolution reaction (OER), respectively.1–5

The OER is regarded as the most crucial step for achieving high
efficiency in water splitting, as it involves a sluggish four-
electron transfer process. Therefore, to surpass the theoretical
electrolysis potential of 1.23 V, a suitable electrocatalyst is
gineering, Inha University, 100 Inha-ro,
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tion (ESI) available. See DOI:

of Chemistry 2025
essential.6,7 Iridium/ruthenium (Ir/Ru) oxides8,9 and platinum
on carbon (Pt/C)10 exhibit exceptional performance for the OER
and HER, respectively. However, their high cost hinders their
scalability for widespread application. Therefore, signicant
efforts have been taken to develop nonprecious metal-based
materials such as metal oxides/hydroxides, metal-nitrates,
metal-sulfates, spinels, and perovskites.

Perovskite oxides (ABO3) are emerging as highly cost-
effective and versatile materials compared to traditional noble
metals due to their compositional and structural adaptability,
which allows for various substitutions at the A and B sites in the
perovskite structure.11–15 This adaptability results in diverse
redox active sites and oxygen vacancies, directly impacting their
physicochemical and catalytic behaviour. This unique congu-
ration enables perovskite oxides to exhibit adjustable phase and
electronic structures, making them exceptional catalysts for the
HER and OER in alkaline solutions. Extensive research has
focused on engineering perovskite oxide electrocatalysts to
achieve abundant exposed active sites, high intrinsic activity,
chemical stability, and superior conductivity and electron
transfer efficiency. These efforts involve meticulous manipula-
tion of crystallinity, coordination numbers, oxidation states,
J. Mater. Chem. A
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defect structures, and morphologies, surface reconstructions,
and the development of heterostructures within perovskite
oxides.11,16,17 However, most perovskite oxides suffer from poor
conductivity and electron transfer efficiency, greatly hindering
the movement of electrons from the electrocatalyst to the
support electrode, which in turn reduces their overall efficiency
and increases the overpotential. Additionally, most of these
oxides are monofunctional and suited only to the OER.
Employing a single bifunctional catalyst for the OER and HER
could streamline the water-splitting process and reduce costs.
Yet, this approach is challenging, as the material must effec-
tively catalyze both the OER and HER while maintaining a low
overall overpotential and achieving the highest possible current
density.

Introducing oxygen vacancies has emerged as a highly
effective strategy to enhance OER electrocatalytic activities. This
approach is widely recognized for its ability to increase the
exposure of active sites, improve conductivity, and facilitate
mass transfer, thereby signicantly boosting OER
performance.17–19 For instance, Bai et al.18 reported amorphous
ternary oxide composites, FeNiCoOx/CoOx, enriched with
oxygen vacancies. The synergistic effect of multi-metal atom
interactions, combined with the high exposure of active sites
due to the oxygen vacancies and amorphous structure, endows
the FeNiCoOx/CoOx electrocatalyst with remarkable catalytic
performance with the lowest overpotential of 221 mV at
a current density of 100 mA cm−2. Similarly, Li et al.20 synthe-
sized a series of Bi0.15Sr0.85Co1−xFexO3−d perovskites, discov-
ering that introducing oxygen vacancies promoted the
formation of reconstructed active layers. This advancement
resulted in a remarkable overpotential of 290 mV at a current
density of 10 mA cm−2. Kang et al.21 developed Co-based cata-
lysts rich in oxygen vacancies, demonstrating enhanced OER
performance due to accelerated kinetics and improved charge
transfer.

Recently, silver niobate (AgNbO3) ceramic, a distinguished
member of the perovskite oxide family, has attracted consid-
erable attention for energy storage applications owing to its
high recoverable energy density and exceptional temperature
stability.22–24 However, when AgNbO3 (ANO) ceramic is prepared
under conventional solid-state reaction conditions in an air
atmosphere, the volatilization of Ag during the high tempera-
ture sintering process leads to the formation of oxygen vacan-
cies. However, these vacancies increase the material's
conductivity, making it unsuitable for energy storage applica-
tions.22,25 Conversely, these same oxygen vacancies in ANO can
signicantly alter the coordination environment around metal
active centres, thereby exposing additional active sites and
enhancing the intrinsic catalytic activity for the OER and HER,
thereby boosting conductivity and mass transfer for catalytic
applications.

In this study, we synthesized ANO with a high concentration
of oxygen vacancies using a conventional solid-state method.
Subsequently, the aerosol deposition (AD) technique was
employed to fabricate electrocatalyst lms on Ni foam from
ANO ceramic powder. Remarkably, the AD process requires only
a few minutes to produce highly dense ceramic lms with
J. Mater. Chem. A
thicknesses ranging from 1 to 10 mm and robust interfacial
adhesion to the Ni foam.25,26 This strong interfacial bonding is
crucial for ensuring efficient electron transfer from the lm to
the Ni foam substrate, signicantly enhancing the overall
performance of the electrocatalyst. Unlike conventional elec-
trocatalyst fabrication techniques that rely on polymeric
binders, the AD method produces binder-free electrocatalyst
lms, enhancing performance and purity. The presence of
oxygen vacancies was conrmed by X-ray photoelectron spec-
troscopy (XPS). The ANO electrocatalyst exhibited remarkable
bifunctional activity due to the oxygen vacancy-derived exposed
active sites, with low overpotentials of 276 mV for the OER and
179 mV for the HER. More importantly, the ANO‖ANO full cell
demonstrated an impressively low voltage of 1.69 V at a current
density of 10 mA cm−2, making it a highly suitable candidate for
electrocatalytic water splitting.

2. Experimental section

To prepare ANO ceramic powder, stoichiometric amounts of
Ag2O (99%) and Nb2O5 (99.9%) from Sigma-Aldrich, USA, were
accurately measured andmixed. Themixture was ball-milled for
24 hours in high-density polyethene (HDPE) bottles with 5 mm
zirconia balls in ethanol solution. Post-milling, the powder
underwent calcination at 950 °C for 9 hours in an air atmo-
sphere. Subsequently, the calcined powders were further milled
for 24 hours and then dried at 80 °C using a rotary evaporator.
The resulting dried powder was nely ground and passed
through a 125 mm sieve, yielding high-quality ANO ceramic
powder. Prior to AD, the NF substrate underwent a thorough
cleaning process involving sequential ultrasonic baths for 10
minutes each in diluted HCl, acetone and ethanol. The AD
process for fabricating ANO thick lms involved mixing
calcined and ball-milled ANO granules with a carrier gas
(medical-grade dried air, 5 L min−1

ow rate) in a powder
chamber to form an aerosol. This aerosol was then sprayed
through a de Laval-type nozzle (20 mm slit length, 0.5 mm
throat width) onto a moving Ni foam substrate in an evacuated
chamber (2.3 Torr). The photograph of the as-deposited ANO
lm on the Ni foam substrate fabricated by the AD technique is
shown in Fig. S1.† The comprehensive synthesis methodology
of ceramic lms using the AD technique has been elucidated in
a separate publication.26

The morphologies of the ANO electrocatalysts were exam-
ined using eld-emission scanning electron microscopy
(FESEM; S-4300, Hitachi). Their elemental composition and
distribution were determined via energy-dispersive X-ray spec-
trometry (EDX; EX-250, Horiba). The analysis was conducted at
the Inha University Core Facility Center for Sustainable Energy.
High-resolution X-ray diffraction (XRD; X'Pert PRO MRD, Phil-
lips) was employed to identify the crystalline phases, and X-ray
photoelectron spectroscopy (XPS; K-Alpha, Thermos Scientic)
was utilized to analyze the surface elemental composition.

The AD electrodes were cut into 1 cm2 sections to assess the
electrocatalytic activity. These electrodes were evaluated using
a three-electrode conguration, which included a working
electrode, a platinum wire counter electrode, and a saturated
This journal is © The Royal Society of Chemistry 2025
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calomel reference electrode (SCE). All electrochemical
measurements were carried out in a 1 M KOH electrolyte, and
potentials were converted to the reversible hydrogen electrode
(RHE) scale using the standard formula. A potentiostat (VSP,
Bio-Logics) electrochemical workstation was employed for these
measurements. Electrode activation was achieved via cyclic
voltammetry (CV) until a stable overpotential was reached, fol-
lowed by linear sweep voltammetry (LSV) within a potential
window of 0 to 0.6 V vs. SCE at a scan rate of 5 mV s−1. Electrode
stability was assessed using chronopotentiometry (CP) at
a constant current density of 10 mA cm−2. The Tafel equation (h
= b log jjj + a) was utilized to derive Tafel curves from the LSV
data, relating the overpotential (h) to the current density (j) and
the Tafel slope (b). Electrochemical impedance spectroscopy
(EIS) was used to measure the interface charge transfer resis-
tance across a frequency range of 1 Hz to 10 kHz. The full cell
was assembled using ANO as both the anode and cathode, with
1 M KOH as the electrolyte.
3. Results and discussion

Fig. 1a illustrates the schematic of the dynamic crystal structure
of ANO, showcasing its transformation with and without oxygen
vacancies. At room temperature, ANO typically crystallizes in an
orthorhombic perovskite structure. This structure is character-
ized by a framework where silver ions (Ag+) occupy the A-site
and niobium ions (Nb5+) reside at the B-site in the ABO3

perovskite. In ANO, the silver ions at the A-site are surrounded
by oxygen atoms in a 12-coordinated arrangement, which forms
a dodecahedral conguration. This means each silver ion is
bonded to 12 oxygen atoms in the crystal lattice. On the other
hand, niobium ions at the B-site are coordinated with oxygen
atoms in a typical NbO6 octahedral geometry. Each niobium ion
is bonded to six oxygen atoms arranged around it in an octa-
hedral fashion. The NbO6 octahedra share edges and corners
with neighbouring octahedra and dodecahedra, creating
a robust and interconnected framework within the crystal
Fig. 1 (a) Schematic representation of the crystal structure of AgNbO3

(ANO), highlighting the creation of oxygen vacancies. (b) XRD patterns
of ANO powder, the ANO film deposited on Ni foam, and Ni foam.
FESEM images of (c) ANO powder and (d) the ANO film on Ni foam.

This journal is © The Royal Society of Chemistry 2025
lattice. This arrangement not only provides structural stability
to ANO but also inuences its physical and chemical properties.
However, during annealing of ANO at 950 °C for 9 hours in an
air atmosphere, Ag is easily volatilized due to the low melting
point resulting in the formation of cation vacancies ðV0

AgÞ. This
phenomenon is accompanied by the creation of oxygen vacan-
cies ðV0

OÞ to preserve electrical balance within the material. This
can be described by using the following equation:22

2Ag�Ag þO�
O/2V

0
Ag þ V

��

O þAg2O (1)

Fig. 1b presents the XRD patterns of ANO sintered powder,
the AD lm, and bare Ni foam. The AD lm reveals distinct XRD
peaks corresponding to both ANO (PDF # 70-4738) and the Ni
foam substrate (PDF # 65-2865). These peaks are well-dened
and match the orthorhombic perovskite structure of ANO.22–24

However, compared to the sintered powder, the XRD peaks of
the AD lm are relatively weak and broad. This broadening and
intensity reduction are attributed to the high kinetic energy
particle collisions of ANO particles to the Ni foam during the
deposition process, which leads to a decrease in grain size and
less crystallized lm structure.25 Fig. 1c and d display the
FESEM images of the ANO powder and the AD lm, respectively.
The FESEM images of the ANO powder reveal well-dened
microparticles with irregular shapes. In contrast, the AD lm
displays a uniform and dense packing of nanocrystallites.
During deposition, the crystalline particles are fractured into
nanoscale particles, reducing crystallinity and particle size. This
nanoscale architecture of the ANO lm is advantageous for
enhancing electrocatalytic performance. The EDX spectrum of
the ANO electrode is presented in Fig. S2(a),† with the detailed
elemental composition tabulated in Fig. S2(b).† Analysis reveals
that the atomic concentration of Ag is notably lower than that of
Nb, suggesting an Ag deciency in the ANO material. This
observation further supports the hypothesis of oxygen vacancy
formation within the sample.

XPS was utilized to examine the surface composition and
presence of oxygen vacancies in the AD-deposited ANO elec-
trocatalyst. Fig. 2 presents the XPS spectra of the AD-deposited
ANO electrocatalyst. Fig. 2a highlights the high-resolution Ag 3d
spectrum, which features two distinct peaks at 367 eV and
373 eV corresponding to Ag 3d5/2 and Ag 3d3/2 respectively.
These peaks are further deconvoluted into Ag0 and Ag+ states.
The Ag0 peaks are centred at 367.78 eV and 373.88 eV, while the
Ag+ peaks are centred at 367.18 eV and 373.18 eV.27,28 The
greater intensity of the Ag0 peak compared to the Ag+ peak
indicates a substantial reduction of silver from its oxidized state
(Ag+) to its metallic state (Ag0), likely due to the reduction of Ag
during the annealing of ANO in air. The deconvoluted Nb 3d
spectrum is shown in Fig. 2b, with Nb 3d5/2 and Nb 3d3/2 peaks
located at 206.9 eV and 209.7 eV respectively, indicating that Nb
is in the 5+ valence state in ANO.29 The high-resolution O 1s
spectrum, depicted in Fig. 2c, reveals multiple oxygen species.
The peak at 529.38 eV signies the presence of lattice oxygen
atoms binding with Ag–O, while the peak at 531.25 eV indicates
the presence of oxygen vacancies within the ANO
J. Mater. Chem. A
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Fig. 2 High-resolution spectra of (a) Ag 3d, (b) Nb 3d, and (c) O 1s. (d)
EPR data of AgNbO3.
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electrocatalyst.25,29 Additionally, the peak at 531.88 eV is attrib-
uted to absorbed water (H2O). The intensity of the oxygen
vacancy peak is signicantly higher than that of lattice oxygen,
suggesting a substantial amount of oxygen vacancies in the
electrocatalysts. These vacancies are likely generated during the
annealing of ANO to maintain charge neutrality following the
reduction of Ag from a higher to a lower oxidation state. The
XPS results conrm that the oxygen vacancies in ANO only alter
the valence of Ag, indicating that the Nb does not contribute to
the OER activity. The atomic concentration of Ag and Nb was
determined from the survey spectrum (Fig. S3†). The atomic
concentration of Ag is lower than that of Nb, suggesting an Ag
deciency in the ANO material, consistent with that in EDX
results. The presence of oxygen vacancies in ANO was further
examined using electron paramagnetic resonance (EPR),
a powerful technique capable of detecting surface-active sites
through the characteristic signal of unpaired electrons. Specif-
ically, the signal observed at g= 2.003 corresponds to molecular
oxygen from air occupying oxygen vacancies on the surface. In
the present case, the distinct signal observed at g = 2.006
conrms the existence of oxygen vacancies in ANO, which likely
originate from the formation of surface defects during the
synthesis process (Fig. 2d). The concentration of oxygen
vacancies in ANO was quantied to be 1.84 × 1014 g−1.

The electrochemical properties of ANO electrocatalysts
deposited via aerosol deposition (AD) were evaluated in a 1 M
KOH electrolyte using a three-electrode system. Prior to
assessing the oxygen evolution reaction (OER) activity, the
electrocatalysts underwent activation through cyclic voltam-
metry, ranging from 0 to 1.65 V vs. RHE, at a scan rate of 100 mV
s−1. This activation step is crucial for metal oxide electro-
catalysts as it facilitates the reconstruction of a catalytically
favorable surface by removing adsorbed contaminants or
passivating layers that may impede catalytic efficiency.30,31

Additionally, the cyclic potential induces oxidation and
J. Mater. Chem. A
reduction processes on the surface, thereby exposing more
active sites or arranging these sites into a more ordered struc-
ture.30 Fig. S4(a)† illustrates the evolution of cyclic voltammetry
(CV) curves over multiple cycles. Notably, the current density at
the redox peak increased progressively with continued cycling,
reaching stabilization aer approximately 2000 cycles.
Concurrently, the cut-off current density at 1.65 V vs. RHE for
the OER also showed a gradual increase. This rise in oxidation
peak intensity and current density is indicative of the contin-
uous generation of electrochemically active sites on ANO. The
redox peaks observed in the CV curves are attributed to the Ni
present in the Ni foam substrate. As previously discussed, ANO
features a high amount of oxygen vacancies where oxygen atoms
are missing from the lattice, creating vital active sites for reac-
tions. During the initial CV cycles, hydroxyl groups (OH−) from
the electrolyte adsorb onto the outer surface of ANO at these
vacancies. The OH− ions then start to ll the oxygen vacancies.
The OH− groups lose additional protons and electrons, trans-
forming into oxygen intermediates (O2−), which are more stable
and closer to integrating into the lattice structure. These O2−

intermediates are further incorporated into the lattice, effec-
tively lling the oxygen vacancies in the outer surface layer. As
the CV cycling progresses, water molecules and hydroxyl groups
continue to diffuse from the outer surface to the sub-surface
layer, encountering and lling additional vacancies. With
ongoing cycling, oxygen ions from the outer and sub-surface
layers migrate deeper into the bulk layer, addressing vacan-
cies within the lattice. Over extended CV cycling, a dynamic
equilibrium between vacancy formation and healing is estab-
lished, which maintains catalytic activity and ensures long-term
stability.30,31 To elucidate the mechanism of oxygen vacancy
lling by oxygen ions, we measured the Raman spectra in the
range of 50–800 cm−1 aer every 500 cycles, as shown in
Fig. S4(b).† The Raman peaks at approximately 579 cm−1 and
529 cm−1 correspond to the v1 and v2 modes, respectively,
primarily associated with the NbO6 octahedron stretching
vibration modes.32 Multiple peaks within the range of 100–
250 cm−1 are indicative of the transitional modes associated
with Ag cations and the v5 mode at∼258 cm−1 is related to NbO6

octahedral tilting and Nb5+ cation displacement.32 It is well-
documented that oxygen vacancies can distort the Nb–O octa-
hedron, resulting in broadening of Raman peaks.33 As illus-
trated in Fig. S4(b),† the Raman spectrum of the ANO material
prior to CV cycling exhibits broadened and diffuse character-
istic peaks. This broadening signies an increased degree of
local structural disorder, attributed to the presence of oxygen
vacancies. The emergence of both cation and oxygen vacancies
disrupts long-range order, resulting in a more disordered local
structure.33 With increasing CV cycling, the initially broad peaks
in the Raman spectrum evolve into distinct characteristic peaks
of ANO, becoming progressively sharper andmore intense. This
transformation indicates that the oxygen vacancies are being
progressively lled by oxide ions throughout the cycling
process.

To validate the necessity of the CV cycling process for oxygen
vacancy-rich ANO, we synthesized the state-of-the-art electro-
catalyst RuO2 on Ni foam by using the drop-casting method. We
This journal is © The Royal Society of Chemistry 2025
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conducted CV cycling activation of RuO2 and Ni foam at a scan
rate of 100 mV s−1 as shown in Fig. S4(c) and (d),† respectively.
Notably, the RuO2 electrocatalyst required only 50 cycles to
achieve activation and stabilization. In contrast, for the Ni
foam, the current density at the redox peak progressively
increased up to 1000 cycles and declined with further cycling.
This increase in current density is attributed to the conversion
of Ni into higher oxidation states. However, it is noteworthy that
the cut-off current density at 1.65 V vs. RHE for Ni foam remains
signicantly smaller than that observed for ANO, highlighting
a clear difference in performance at this voltage. This stark
contrast suggests that the extended CV cycling required for ANO
is likely due to the progressive healing of oxygen vacancies
within the material. The rapid stabilization of RuO2 under-
scores the unique challenge and signicance of vacancy
dynamics in ANO, affirming the critical role of sustained CV
cycling in its optimal activation and performance.

The OER activity of the ANO electrocatalyst was rigorously
evaluated using linear sweep voltammetry (LSV) in 1 M KOH,
with benchmark comparisons to RuO2. As depicted in Fig. 3a,
the iR-corrected LSV curves for ANO across different CV cycles
reveal a progressive increase in overpotential (at 10 mA cm−2)
and current density, stabilizing at around 2000 cycles. Upon
reaching stabilization, ANO demonstrated an impressively low
overpotential of 276 mV at 10 mA cm−2. This performance
notably surpasses that of the benchmark RuO2 (360 mV) elec-
trocatalyst. Further analysis of the reaction kinetics, through
the determination of Tafel slopes, underscored the superior
efficiency of ANO. As shown in Fig. 3b, ANO exhibited
a remarkably low Tafel slope of 40.4 mV dec−1, signicantly
lower than that of RuO2 (96.42 mV dec−1) and Ni foam
(118.97 mV dec−1) electrocatalysts. This low overpotential and
Tafel slope highlight the rapid kinetic advantages of oxygen
vacancy-rich ANO, affirming its exceptional potential for
Fig. 3 OER performance of the ANO film in 1 M KOH. (a) LSV curves of
ANO after various CV cycles, Ni foam and RuO2. (b) Tafel plots illus-
trating the kinetics of the OER, (c) EIS spectra at 0.5 V, highlighting the
charge transfer resistance, (d) comparison of the OER activity of the
ANO film with various perovskite oxide electrocatalysts.

This journal is © The Royal Society of Chemistry 2025
efficient water electrolysis. Moreover, electrochemical imped-
ance spectroscopy (EIS) measurements were performed to
elucidate the charge transfer kinetics during the OER test
(Fig. 3c and Table S1†). The charge transfer resistance of the
ANO electrocatalyst consistently decreased with each cycle,
indicating enhanced efficiency in lling oxygen vacancies with
hydroxyl ions. This phenomenon effectively enhances electrical
conductivity and facilitates accelerated charge transfer between
the electrode and electrolyte during the OER. Furthermore, the
electrochemical double-layer capacitance (Cdl) values, which
were used to assess the electrochemically active surface area
(ECSA) of catalysts, were meticulously derived from cyclic vol-
tammetry (CV) data measured at different scan rates of 20, 40,
60, 80, 100 and 120 mV s−1 (Fig. S5(a)†). ANO exhibited signif-
icantly higher Cdl and ECSA values of 16.8 mF cm−2 and 420
cm2, respectively, (Fig. S5(b)†) underscoring its abundant active
sites favourable to superior OER activity. In addition, the ANO
electrocatalyst showed excellent stability in 1 M KOH during
chronoamperometry (CP) testing at a high current density of
100 mA cm−2 (Fig. S6†). Impressively, it maintained durability
over 75 hours of continuous operation. Notably, the OER
performance of the ANO electrocatalyst not only demonstrates
exceptional efficiency but also exceeds that of previously re-
ported perovskite oxide-based electrocatalysts, as depicted in
Fig. 3d.34–47

XPS spectra were recorded to thoroughly investigate the
electronic structure of Ag, Nb, and O in ANO before and aer
OER activity testing. Fig. 4a presents the high-resolution
comparative XPS spectra of Ag 3d, showcasing the Ag0 and Ag+

states before and aer the OER. Post-OER activity testing, the
intensity of the Ag0 peaks signicantly diminishes, indicating
a reduction in the relative content of Ag0 and an increase in the
oxidation state to Ag+. Additionally, a slight positive shi in the
Fig. 4 High-resolution XPS spectra of (a) Ag 3d, (b) Nb 3d, and (c) O 1s
before and after the OER. (d) Illustration of the mechanism by which
oxygen vacancies enhance OER activity in ANO electrocatalysts.
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Fig. 5 HER performance of the ANO film in 1 M KOH. (a) LSV curves of
ANO after various CV cycles, Ni foam and Pt/C. (b) Tafel plots illus-
trating the kinetics of the HER. (c) Comparison of the HER activity of
the ANO film with various perovskite oxide electrocatalysts. (d) LSV
curves of the ANO‖ANO full cell, measured before and after 10 hours
of stability testing.

Journal of Materials Chemistry A Paper

O
pe

n 
A

cc
es

s 
A

rt
ic

le
. P

ub
lis

he
d 

on
 1

5 
Ja

nu
ar

y 
20

25
. D

ow
nl

oa
de

d 
on

 2
/6

/2
02

5 
5:

00
:1

1 
PM

. 
 T

hi
s 

ar
tic

le
 is

 li
ce

ns
ed

 u
nd

er
 a

 C
re

at
iv

e 
C

om
m

on
s 

A
ttr

ib
ut

io
n-

N
on

C
om

m
er

ci
al

 3
.0

 U
np

or
te

d 
L

ic
en

ce
.

View Article Online
Ag peaks is observed following the OER process. Fig. 4b illus-
trates the comparative Nb 3d spectra before and aer OER
activity testing. No peak intensity or position changes are
detected, suggesting that Nb does not directly contribute to the
OER activity. In the O 1s spectra (Fig. 4c), an increase in the M–

O peak intensity and a decrease in the Ov peak intensity are
noted. A distinct peak at 530.8 eV emerges aer the OER
process, indicating the formation of hydroxyl groups. Moreover,
a minor positive shi is observed in the O peaks post-OER. The
XPS results reveal that oxygen vacancies act as active sites,
stabilizing the adsorbed oxygen intermediates and thereby
enhancing the OER performance.

We develop the OER mechanisms of oxygen-vacant sites to
gain insights into the enhancement of OER activity. The two
primary OER mechanisms are the Absorbate Evolution Mecha-
nism (AEM) and the Lattice Oxygen Oxidation Mechanism
(LOM). In the AEM, a metal cation functions as the redox centre
(cation redox mechanism), where various reaction intermedi-
ates adsorb onto metal active centres. Conversely, in the LOM,
oxygen serves as the redox centre (anion redox mechanism),
where oxygen ligands are activated and released from the lattice
matrix, creating oxygen vacancies. However, in this study, we
observe an OH− coupled oxygen vacancy-originated OER
mechanism that deviates from the conventional AEM or LOM
mechanisms. ANO lacks eg electrons and does not adopt a new
valence state, ruling out the possibility of a conventional cation
redox mechanism. Similarly, in ANO, the OH− adsorbates are
directly incorporated into the site of an oxygen vacancy without
the removal of the original oxygen atoms, excluding the possi-
bility of an anion-redox or LOM reaction. In this unique case,
direct O–O bond formation occurs due to the OH− adsorbate on
the oxygen vacancy sites.19

Fig. 4d illustrates the possible OER mechanism in oxygen
vacancy-rich ANO. Initially, Ag adopts a zero-oxidation state
(Ag0), fully compensating for the charge imbalance caused by
the oxygen vacancies, thereby stabilizing the active sites. This
stabilization ensures that the material remains electrically
neutral and chemically stable, while maintaining a high
concentration of oxygen vacancies essential for the catalytic
process. These oxygen vacancies act as catalytically active sites
by creating regions of enhanced electron density, making them
attractive for hydroxyl ions (OH−) in the reaction medium.
Initially, oxygen vacancies in the material attract OH−. The
adsorbed OH− ions undergo deprotonation, losing H2O and an
electron (e−), converting into oxygen intermediates, O2− ions.
This step effectively lls the oxygen vacancies with oxygen
atoms. Subsequently, another OH− ion adsorbs onto the newly
formed O2− intermediate and results in the formation of OOH−

(peroxide) intermediates. The OOH− intermediate undergoes
further reactions, losing another proton and electron, resulting
in the formation and release of an O2 molecule.19 Ag facilitates
this process by enhancing electron transfer and maintaining
structural integrity, ensuring that the active sites remain stable
and reactive. The synergistic interaction between Ag and oxygen
vacancies signicantly accelerates the adsorption, trans-
formation, and release of oxygen intermediates, ultimately
boosting the OER efficiency. This cyclic process highlights the
J. Mater. Chem. A
importance of oxygen vacancies in promoting and sustaining
the oxygen evolution reaction.

Perovskite oxides have been extensively researched for their
efficacy in catalyzing the OER. However, their potential as
catalysts for the HER has received limited attention, con-
straining their utility as bifunctional catalysts for overall water
splitting. To explore the HER capabilities of ANO, we evaluated
its performance in 1 M KOH electrolyte using a three-electrode
system. For comparison, we measured the HER activity of
commercially available 20 wt% Pt/C under identical experi-
mental conditions. Fig. 5a illustrates the LSV curves for ANO
and Pt/C electrocatalysts at a scan rate of 5 mV s−1. ANO
exhibited an overpotential of −150 mV to achieve a current
density of 10 mA cm−2, whereas the benchmark Pt/C catalyst
required an overpotential of −50 mV, consistent with reported
values. Tafel slopes were obtained to further evaluate the reac-
tion kinetics as illustrated in Fig. 5b. The ANO material
exhibited a Tafel slope of 75.83 mV dec−1, signifying its
adherence to the Volmer–Heyrovsky mechanism, where
adsorption governs the rate-determining step. This Tafel slope
for ANO exceeds that of Ni foam but falls short of the values
observed for Pt/C electrocatalysts. However, the HER perfor-
mance of the ANO electrocatalyst not only demonstrates
exceptional efficiency but also exceeds that of previously re-
ported perovskite oxide-based electrocatalysts, as depicted in
Fig. 5c.37–40,43–45,48–51

The electrocatalytic performance of ANO demonstrates
superior capabilities in both the HER and OER, surpassing the
bifunctional performance of numerous previously reported
perovskite oxide catalysts. This underscores its potential for
comprehensive electrocatalytic water-splitting applications. To
assess its overall water-splitting activity, we constructed a water
electrolyser employing ANO electrodes as both the anode and
This journal is © The Royal Society of Chemistry 2025
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cathode in a 1 M KOH electrolyte (Fig. S7†). The H2 and O2

bubbles generated throughout the electrolysis process are
distinctly visible in Fig. S7.† Fig. 5d shows the LSV curve of the
ANO‖ANO full cell before and aer 10 h chronopotentiometry.
Operating at a current density of 10mA cm−2, the ANO‖ANO full
cell achieves a nominal working voltage of 1.69 V, highlighting
its exceptional efficiency in complete water splitting. Further-
more, chrono-potentiometry results reveal that the ANO‖ANO
full cell maintains robust catalytic durability, as depicted in the
inset of Fig. 5d. Aer a 10-hour durability test, the corre-
sponding voltage for overall water splitting increases by a mere
0.01 V, further affirming its outstanding long-term catalytic
stability.

Vacancy-rich ANO, synthesized via solid-state methods and
aerosol deposition (AD), exhibits exceptional bifunctional elec-
trocatalytic performance for the OER and HER due to its high
oxygen vacancy concentration. ANO achieves overpotentials of
276 mV for the OER and 179 mV for the HER, outperforming
many perovskite oxides and matching advanced electro-
catalysts. The robust ANO‖ANO full cell achieves a low working
voltage of 1.69 V at 10 mA cm−2 with minimal degradation over
10 hours, underscoring its long-term stability. When compared
to hydroxide-based electrocatalysts such as NiFe–LDH and CoFe
hydroxides,52 which exhibit lower overpotentials in the range of
200 mV at10 mA cm−2, ANO demonstrates competitive effi-
ciency but slightly higher overpotentials. However, these
hydroxides oen require additional modications for stability
and bifunctionality. When evaluated against oxide catalysts
such as Ba0.5Sr0.5Co0.8Fe0.2O3−d (ref. 36) and LaNiO3,53 which
also leverage oxygen vacancies to improve OER performance
and display overpotentials of around 300 mV, ANO holds
a distinct advantage in both bifunctionality and long-term
stability. Similarly, while transition metal suldes and
nitrides, including Ni0.7Fe0.3S2 and FeNi3N,54 show lower over-
potentials, they oen struggle with structural stability over
prolonged use. Advanced catalysts like MOF-derived systems
surpass ANO in the OER, while MXenes outperform in the
HER.55 Ir/Ru-based catalysts,56 with near-zero HER over-
potentials and outstanding bifunctionality, remain the leading
performers in overall electrocatalytic performance. Unfortu-
nately, their high cost and limited scalability present signicant
challenges for widespread adoption of these catalysts. Emerging
catalysts, such as Cr-doped FeNi–P nanoparticles and Rh/NiFe–
LDH hybrids,57,58 also offer promising performance enhance-
ments. Cr-doped FeNi–P nanoparticles demonstrate a cell
voltage of 1.50 V at 10 mA cm−2, with improved durability and
catalytic activity resulting from electronic structure modica-
tions. Rh-doping in NiFe–LDH hybrids has been shown to
signicantly enhance OER kinetics, with stability exceeding 100
hours, reinforcing their potential for long-term applications in
renewable energy conversion technologies. Although these
electrocatalysts demonstrate excellent OER performance, they
suffer from limitations related to the cost of Rh and the need for
further optimization in scaling for large-scale applications. In
addition, the full cell value obtained for ANO‖ANO is smaller
than or comparable to that of most of the reported noble metal
free catalysts such as CoMO LDH,59 VOOH,60 NiSe,61 NiCo2O4,62
This journal is © The Royal Society of Chemistry 2025
and NiFe/NiCo2O4.63 Furthermore, ANO's low-cost synthesis,
unique binder-free conguration, and competitive bifunction-
ality position it as an attractive alternative. To further enhance
ANO's electrocatalytic performance, integrating oxygen vacancy
engineering with strategies like heteroatom doping or nano-
scale structural modications could reduce overpotentials and
improve durability. These enhancements would enable ANO to
match or exceed the performance of the most advanced
hydroxide and oxide catalysts under industrial conditions,
solidifying its role in sustainable hydrogen production.
4. Conclusions

This study highlights the critical role of oxygen vacancies in
enhancing the oxygen evolution reaction (OER) activity and
overall water-splitting efficiency of AgNbO3. Utilizing a tradi-
tional solid-state synthesis method coupled with aerosol depo-
sition, the research produced oxygen vacancy-rich ANO and
created dense ceramic lms on Ni foam substrates. The AD
technique enabled the formation of binder-free lms with
superior properties, including high density and exceptional
interfacial adhesion, crucial for optimizing electron transfer
efficiency. Unlike conventional methods that use polymeric
binders, AD signicantly improved the electrocatalyst's perfor-
mance and purity. The OER activity of ANO was meticulously
investigated through electrochemical activation using XPS and
Raman spectroscopy. The presence of oxygen vacancies facili-
tated the efficient adsorption of OH− ions, thereby promoting
the rapid release of O2 bubbles. The ANO electrocatalyst
exhibited outstanding bifunctional performance, with low
overpotentials of 276 mV for the OER and 179 mV for the
hydrogen evolution reaction (HER), demonstrating its effec-
tiveness for comprehensive water-splitting applications.
Furthermore, the ANO‖ANO full cell achieved a remarkably low
operating voltage of 1.69 V at 10 mA cm−2, underscoring its
practical efficacy in water-splitting scenarios. These ndings
offer valuable insights into how oxygen vacancies can be lever-
aged to enhance the design of high-efficiency catalysts for
accelerating OER kinetics. The oxygen vacancies can be further
created by strategically doping cations at both the A and B sites
in perovskite. This research opens promising avenues for
improving other catalytic reactions and energy storage systems
that involve oxygen chemistry.
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