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Influence of nanoparticle shape on charge
transport and recombination in polymer/
nanocrystal solar cells¥

Zhe Li,#** Weiyuan Wang,? Neil C. Greenham?® and Christopher R. McNeill*"

A key consideration for the efficient operation of hybrid solar cells based upon conjugated polymers and
inorganic semiconductor nanocrystals is charge transport in the nanocrystal phase. Here we report the
results of a study into the charge transport kinetics of polymer/nanocrystal solar cells based on
blends poly(3-hexylthiophene) (P3HT) with either CdSe nano-dots or CdSe nano-tetrapods. Transient
photocurrent measurements reveal significant differences in the charge transport kinetics of nano-dot
and nano-tetrapod hybrid cells, with the charge collection of the P3HT/CdSe nano-dot device severely
limited by charge trapping. In comparison the nano-tetrapod cell exhibits significantly reduced charge
trapping compared to the nano-dot cell accounting for the improved fill-factor and overall device
efficiency. Transient photovoltage measurements have also been employed that demonstrate slower
recombination rates in the P3HT/CdSe tetrapod device compared to the P3HT/CdSe dot device.
These observations directly identify nanoparticle shape as a critical factor influencing the charge
transport and hence recombination in this benchmark hybrid system, confirming the hypothesis that
the use of tetrapods improves device performance through an improvement in electron transport in the

www.rsc.org/pccp nanocrystal phase.

Introduction

Organic bulk heterojunction (BHJ) solar cells have demon-
strated significant improvements in both operating lifetime
(~7 years) and power conversion efficiency (over 9%) owing to
rapid advances in both materials and device design."” Hybrid
solar cells based on blends of conjugated polymers and inorganic
semiconducting nanocrystals are an important class of organic BHJ
solar cell with power conversion efficiencies of over 4% recently
reported.’ This type of solar cell benefits from the tuneable physical
properties of inorganic semiconducting nanocrystals; varying nano-
particle size and shape during synthesis provides a flexible yet
controllable way to improve device performance.*

Hybrid BH]J solar cells are typically based on blends of
conjugated polymers and inorganic quantum dots.>® However,
despite the suitable energy levels of these nanoparticles enabling
them to act as efficient electron acceptors in blends with
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conjugated polymers,” early devices typically yielded relatively
low efficiencies, which was attributed to poor electron trans-
port in the nanoparticle phase.’ Indeed, limited by inefficient
nanoparticle-to-nanoparticle hops, poor electron transport in
the nanoparticle phase in hybrid solar cells is a key considera-
tion that significantly limits the device performance of this type
of solar cell.>* A number of morphological and energetic
factors, such as ‘“dead ends” and interfacial trap states have
been proposed to be major detrimental factors that lead to
severe charge trapping.’® To date, significant research effort
has been dedicated to improving the charge transport in hybrid
polymer/nanoparticle solar cells. A successful approach to
improve the efficiency of polymer/nanocrystal solar cells has
been to replace nano-dots with nano-rods, the hypothesis being
that the elongated physical shape of nano-rods facilitates
enhanced electron transport due to reduced number of inter-
particle hops, thereby profoundly reducing the possibility of
non-geminate recombination during charge transport and hence
improving power conversion efficiency." However, recent electron
tomography studies have demonstrated that when incorporated
into blend films, most of the nano-rods are oriented parallel to
the plane of the film, which still limits charge transport of these
devices in the direction perpendicular to the film plane.'”> With
the aim of further enhancing charge transport, nano-rods were
replaced by nano-tetrapods or hyper-branched nanoparticles,
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since the three dimensional shape of these nanoparticles
makes them impossible to locate parallel within the film.
Devices based on tetrapods or hyper-branched nanoparticles
demonstrate further improved efficiency compared to rod-
based hybrid solar cells."*™°

However, while it is generally accepted that nanoparticle
shape plays an important role in influencing charge transport
and hence device efficiency,"” only limited studies have system-
atically investigated the charge transport and recombination in
hybrid solar cells. In 2003, Huynh and coworkers investigated
the charge transport in hybrid polymer-nanorods solar cells
through the modelling of the current-voltage characteristics,
and reported that the device physics of this type of solar cells
can be described using a Shockley-type approach accounting
for shunt/series resistance and space-charge effects.'® Later,
Dayal and coworkers performed electrodeless flash photolysis
time-resolved microwave conductivity (FP TRMC) measure-
ments to show that nanorods and tetrapods devices benefit
from a higher aspect ratio that results in increased carrier
lifetime and device efficiency compared to nanodots devices."”
However, these techniques are limited to only being able to
provide indirect information regarding charge transport in
inorganic hybrid blends and in particular how charge transport
impacts device performance.

As a powerful technique to study the fate of separated charge
carriers in organic solar cells, transient photocurrent and
transient photovoltage techniques are particularly suited to directly
investigating charge transport and recombination dynamics.****"
Herein, we report a transient photocurrent and transient
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photovoltage study on the operation of the benchmark P3HT/
CdSe nanoparticle hybrid solar system, examining the influ-
ence of nanoparticle shape upon the operational mechanisms
of this system. P3HT/CdSe nano-dots and P3HT/CdSe nano-
tetrapods blends were selected for a comparative study, employing
the same batch of P3HT and following the same device fabrica-
tion procedure. The CdSe nano-dots and nano-tetrapods were
synthesized in-house with the same quantum confinement
energy, ensuring a direct side-by-side comparison. Through
analysis of the transient photocurrent and transient photo-
voltage studies, significantly reduced charge trapping and
hence trap-mediated recombination is revealed in the P3HT/
CdSe tetrapod device compared to the P3HT/CdSe dot device.
These measurements therefore provide direct experimental
evidence for the significant influence of the nanoparticle shape
upon the charge transport and hence overall device perfor-
mance of hybrid solar cells.

Results and discussion
Steady state device characterisation

Fig. 1(a—c) presents the steady state device characteristics of the
P3HT/CdSe dot and P3HT/CdSe tetrapod devices. The CdSe
dots used for the P3HT/CdSe dot device fabrication had a
diameter of ~6.4 nm, while the CdSe tetrapods used for the
P3HT/CdSe tetrapod device fabrication had a leg length of
~20 nm and a leg diameter of ~6 nm (see Fig. S1 in ESI}
for TEM images). The EQE spectra of both devices, Fig. 1(a),
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Fig. 1 (a) EQE, (b) current-voltage characteristics under 100 mW cm™2 AM1.5G illumination and (c) steady state light intensity dependence of the short-
circuit photocurrent under monochromatic illumination at 525 nm for the P3HT/CdSe dot (squares) and P3HT/CdSe tetrapod (circles) devices.

(d) Absorption spectra of the synthesised CdSe nanoparticles in solution.
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have a similar shape in the blue to green region of the solar
spectrum where the nanoparticles absorb, consistent with a
similar degree of quantum confinement which is determined
by the similar smallest dimension of the nanoparticles (~6 nm
for both systems). This observation is also consistent with the
similar absorption peak position of the two types of nano-
particles (~633 nm for CdSe dots vs. ~626 nm for CdSe
tetrapods), with their absorption spectra provided in Fig. 1(d).
The more pronounced shoulder at ~600 nm for the P3HT/CdSe
tetrapod device is indicative of enhanced P3HT crystallinity
that should also facilitate improved transport of holes in this
device.”” Examining the current-voltage characteristics under
AM1.5G simulated solar illumination, Fig. 1(b), the P3HT/CdSe
tetrapod device exhibits a slightly higher Jsc (3.7 mA cm™2 vs.
3.3 mA cm %) despite a slightly lower peak EQE than the P3HT/
CdSe dot device. The overall performance of the P3HT/CdSe
tetrapod device benefits from a significantly enhanced Voc
(0.65 Vvs. 0.51 V) and FF (0.43 vs. 0.27), leading to a superior
power conversion efficiency (1.0% vs. 0.45%) compared to the
P3HT/CdSe dot device, consistent with previous studies.'*"°
Fig. 1(c) presents the steady-state light-intensity dependence of
Jsc of the two devices. The P3HT/CdSe tetrapod device exhibits
a near-linear dependence of Jsc on light intensity with coeffi-
cient of o = 0.94 corresponding to the power law fit Jscoc I*
where I is the light intensity. The P3HT/CdSe dot device in
contrast shows a more non-linear dependence of Jsc on light
intensity with coefficient of « = 0.82, indicative of more pro-
nounced higher order recombination losses. Notably the Jsc of
the P3HT/CdSe tetrapod device exceeds that of the P3HT/CdSe
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dot device at higher light intensities, which explains the
observation of a lower EQE (measured under low light intensity)
but higher Jsc (measured under AM 1.5 solar illumination) of
the P3HT/CdSe tetrapod device compared to the P3HT/CdSe
dot device.

Short-circuit transient photocurrent measurements

Fig. 2 presents the short-circuit photocurrent transients of the
P3HT/CdSe dot and P3HT/CdSe tetrapod devices. The short-
circuit photocurrent transients of the devices in response to
200 ps square light pulses were recorded as a function of pulsed
light intensity (Fig. 2a and c), with normalised traces plotted in
Fig. 2(c and d). A steady current is reached by ¢t = 200 s, with
the light-intensity dependence of the photocurrent matching
that of the steady-state characterisation indicating that the
devices have indeed reached steady state. The transient short-
circuit photocurrent traces of both devices exhibit an initial fast
rise, to about 50% of the steady-state value, followed by a slower
rise to the steady-state value. Previous modelling of photo-
current dynamics®® have shown that with an imbalance in
electron-hole mobilities, the fast rise to ~50% of the steady-
state signal can be attributed to the dynamics of the faster
carrier and the subsequent slow rise to the dynamics of the
slower carrier. Since P3HT/PCBM devices exhibit a rise time of
only 3 ps,® the slower second rise time observed here is entirely
consistent with slower charge transport processes in the nano-
crystal phase compared to the polymer phase. Interesting
differences are seen in the intensity dependence of the shape
of the short-circuit photocurrent traces of the P3HT/CdSe dot
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Fig. 2 Transient short-circuit photocurrent of the P3HT/CdSe dot device, (a, b), and the P3HT/CdSe tetrapod device, (c, d), in response to 200 ps square
pulsed illumination with a wavelength of 525 nm at various intensities. (a, c) present the raw data while (b,d) present the transient photocurrent curves
normalised to the photocurrent value at 200 us. The insets of figure parts (b) and (d) highlight the decay kinetics of the short-circuit photocurrent

transients after normalisation.
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Fig. 3 Transient photocurrent response of the P3HT/CdSe dot (a, b) and P3HT/CdSe tetrapod (c, d) devices to 200 us square-pulse illumination as a
function of applied bias voltage. Figure parts (a, c) plot un-normalised traces whereas (b,d) plot normalised traces. Insets of figure parts (b, d) highlight the

rise and decay kinetics of the voltage-dependent transients after normalisation. Pulse intensity is ~32 mW cm

device (Fig. 2a and b) compared to the tetrapod device (Fig. 2¢
and d). With increasing light intensity, an initial transient peak
(5-10 ps after turn-on) appears in the turn-on dynamics of the
nano-dot device. Such a photocurrent overshoot has been
previously interpreted in terms of severe trap-mediated recom-
bination in conjunction with a slow detrapping rate in this
system.®**** As reproduced by numerical simulations, the
overshoot occurs since the build-up of trapped charge occurs
on a slower timescale to the initial extraction of mobile carriers,
with the rate of recombination increasing with increased
charge density.>®> While both the nano-dot and nano-tetrapod
devices exhibit a slow rise, consistent with the slower transport
kinetics of electrons in the nanocrystal phase, only the nano-
dot device exhibits the photocurrent overshoot at short-circuit
pointing to enhanced trap-mediated recombination in the
nano-dot device at short circuit. Examining the decay kinetics
of the photocurrent transients (see insets of figure part b, d),
faster charge extraction is observed in the P3HT/CdSe tetrapod
device compared to the P3HT/CdSe dot device (~340 pus for
current to decay to 1% of its steady state value for the P3HT/
CdSe tetrapod device compared to ~470 ps for the P3HT/CdSe
dot device). These observations are indicative of improved
charge extraction due to reduced charge trapping in the
P3HT/CdSe tetrapod system compared to the P3HT/CdSe dot
system.

Voltage-dependent transient photocurrent measurements

Fig. 3 presents the voltage-dependent transient photocurrent
response of the P3HT/CdSe dot and P3HT/CdSe tetrapod devices
at a constant pulse intensity of ~32 mW cm™ 2 The magnitude

This journal is © the Owner Societies 2014
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of the photocurrent overshoot in the P3HT/CdSe dot device,
Fig. 3(a and b), increases as the working voltage is swept towards
open circuit, consistent with previous observations.® Our pre-
vious studies have quantitatively reproduced this feature through
numerical simulations accounting for two major loss mecha-
nisms inside the device, namely the Shockely-Read-Hall (SRH)
recombination and bimolecular recombination.>* During earlier
times of illumination, trapped charges (especially electrons) are
rapidly built up, favouring SRH recombination between trapped
electrons and free holes, becoming more severe at higher applied
bias voltages (lower internal electric fields). After steady state
is reached where all traps are filled up and maintained at
dynamic equilibrium, bimolecular recombination becomes
more important and competes with charge extraction. The
P3HT/CdSe tetrapod device (Fig. 3c) in contrast exhibits smooth
rising dynamics of the photocurrent transients at lower applied
bias voltages (from short circuit to 0.4 V), with a photocurrent
overshoot only visible for working voltages higher than 0.5 V.
This lack of any transient peak after turn on around short-
circuit can be interpreted in terms of a lower density of charge
traps or that SRH/trap-mediated recombination is inhibited by
the higher internal electric field at lower applied bias voltages.
Examining the decay kinetics of the un-normalised voltage-
dependent photocurrent transients (see Fig. S2 in ESIt), the
photocurrent traces overlap for the applied bias voltages from
0 V to 0.4 V, suggesting a similar equilibrium trapped charge
density at this light intensity that is independent of voltage.
Therefore, the absence of the initial transient is more likely due
to inhibited SRH/trap-mediated recombination rather than
reduced density of charge traps at lower applied bias voltages

Phys. Chem. Chem. Phys., 2014, 16, 25684-25693 | 25687
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Fig. 4 Normalised voltage-dependent photocurrent decay transients for (a) the P3HT/CdSe dot device and (b) the P3HT/CdSe tetrapod device on

a log scale.

for the P3HT/CdSe tetrapod device. Notably the relative magni-
tude of the initial transient peak to the steady-state photocurrent
is much higher for the P3HT/CdSe dot device compared to the
P3HT/CdSe tetrapod device (~8 times for the dot device com-
pared to ~1.5 times for the tetrapod device at an applied bias
voltage of 0.6 V, see insets of figure parts b and d), an indication
of more significant SRH/trap-mediated recombination losses in
the P3HT/CdSe dot device compared to the P3HT/CdSe tetrapod
device. After turn-off, the P3HT/CdSe dot device exhibits a
negative photocurrent transient, attributed to the back injection
of holes to neutralise the trapped electrons that are not readily
extracted.®** In contrast, no back injection of charge is observed
for the P3HT/CdSe tetrapod device for applied bias voltages less
than Vo (~0.65 V). This observation indicates that the extraction
of electrons from the nanocrystal phase in the tetrapod device is
more efficient than in the nano-dot device, with a lower density of
deeply trapped charges.

Fig. 4 presents the decay kinetics of the voltage-dependent
photocurrent transients for the applied voltages where the
photocurrent remains positive after turn-off. No pronounced
slowing of the photocurrent decay transients is observed as the
voltage is moved from short circuit to open circuit for both
devices, indicating that charge transport in both systems is
largely dispersive. (In the case of non-dispersive charge transport,
voltage dependent photocurrent decay transients are expected
since the average charge extraction time is determined by the
drift of free charge carriers and varies with electric filed.®) For the
P3HT/CdSe dot device, Fig. 4(a), the turn-off dynamics actually
quicken as the applied voltage is moved from short circuit to Vo,
indicating that recombination dominates charge extraction even
for applied voltages close to short circuit. For the P3HT/CdSe
tetrapod device, however, a mild retarding of the photocurrent
tail is observed as the working voltage is moved towards open
circuit, followed by a rapid quickening of the decay transients for
voltages greater than 0.5 V. Considering the three dimensional
elongated shape of the CdSe nano-tetrapods, the mild broad-
ening of the decay kinetics of the photocurrent transients close to
short circuit is most likely due to reduced number of times a
charge is trapped and detrapped before being collected, hence
providing evidence for improved charge transport and reduced
charge recombination along the direction of the internal electric

25688 | Phys. Chem. Chem. Phys., 2014, 16, 25684-25693

field (perpendicular to the film plane) in the P3HT/CdSe tetrapod
device. The quickening of the decay transients at higher applied
bias voltages (higher than 0.5 V) can be explained by charge
recombination dominating over charge extraction at lower elec-
tric field. Although geminate recombination may also contribute,
the appearance of a transient peak after turn on for V= 0.5 V
symptomatic of SRH/trap-mediated recombination indicates that
charge trapping is important in facilitating charge recombina-
tion in this part of the jV curve. Finally, the fundamental
differences in the voltage-dependent decay kinetics of the
photocurrent transients of the P3HT/CdSe dot and tetrapod
devices point to significantly different detrapping dynamics in
these two systems: compared to the P3HT/CdSe dot device that
exhibits a strong voltage dependence of the decay kinetics of
the transient photocurrent traces, the relatively voltage insen-
sitive photocurrent decay transients of the P3HT/CdSe tetrapod
device are indicative of a less voltage-dependent detrapping
rate. This phenomenon suggests that compared to the P3HT/
CdSe dot device which relies on a strong internal electric field
to detrap the trapped charge carriers (particularly electrons),
the detrapping process is much more efficient in the P3HT/
CdSe tetrapod system and is much less field-assisted. This
observation is also consistent with a much higher fill factor
due to more efficient, less field-dependent charge extraction of
the P3HT/CdSe tetrapod system compared to the P3HT/CdSe
dot system.

Charge extraction studies

Fig. 5(a) plots the extracted charge as a function of light
intensity at short circuit on a log scale. The amount of extracted
charge is determined by integrating the decay kinetics of the
photocurrent transients after turn-off. In the absence of charge
trapping and severe non-geminate recombination, the amount
of extracted charge is a measure of the device charge density
and scales linearly with light intensity. For both the P3HT/CdSe
dot and P3HT/CdSe tetrapod devices, a non-linear relationship
is observed between the extracted charge and light intensity,
consistent with charge extraction limited by trap-mediated
recombination. Notably, despite more severe non-geminate
recombination as evidenced by a more non-linear relationship
of the current vs. intensity curve, a larger amount of charge is

This journal is © the Owner Societies 2014
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extracted out of the P3HT/CdSe dot device compared to the
P3HT/CdSe tetrapod device, indicating that at short-circuit the
P3HT/CdSe dot device is in general operating at a much higher
charge density than the tetrapod device. Fig. 5(b) plots the
extracted charge as a function of applied bias voltage. Both
the P3HT/CdSe dot and P3HT/CdSe tetrapod device exhibit a
general decrease in extracted charge with increasing applied
bias voltage, suggesting that charge extraction for both systems
is limited by charge trapping (for a trap free system the device is
able to sustain an increase in charge density due to slower
sweep-out time of the charge carriers as observed for the P3HT/
PCBM system®). For the P3HT/CdSe dot device, the extracted
charge decreases monotonically as the working voltage is
moved toward open circuit and follows the same shape as the
current-voltage characteristics of this device. These features are
a strong indication that charge trapping is limiting charge
extraction from short circuit to open circuit for the P3HT/CdSe
dots system. In contrast, for the P3HT/CdSe tetrapod device, the
extracted charge remains constant from short circuit to ~0.3 V
(the extracted charge decreases by only 1% from 0 V to 0.3 V),
followed by a sharp decrease in extracted charge with further
increasing applied bias voltage. This observation reveals rela-
tively field-independent charge extraction with significantly
reduced charge trapping features at lower applied bias voltages
in the P3HT/CdSe tetrapod system compared to the P3HT/CdSe
dot system. Notably, for the P3HT/CdSe tetrapod device, the
appearance of the initial transient peak coincides with the
voltage at which the amount of extracted charge drops signifi-
cantly (~0.4 V), which also corresponds to the maximum power
point of the J-V characteristics. Thus SRH/trap-mediated
recombination is still an important mechanism for the P3HT/
CdSe tetrapod device, with charge extraction limited by charge
trapping at applied bias voltages close to Voc. Based on these
observations, it follows that charge extraction in the P3HT/CdSe
tetrapod device is less limited by charge trapping at lower
applied bias voltages, with most of these trapped charge
carriers finally detrapped and collected as photocurrent. With
further increasing applied bias voltage, however, SRH/trap-
mediated recombination begins to play an important role and
compete with charge extraction. In contrast, charge extraction

This journal is © the Owner Societies 2014

is severely limited by charge trapping from short-circuit to
open-circuit conditions for the P3HT/CdSe dot device.

Transient photovoltage measurements

Fig. 6(a and b) plot the photovoltage decay transients as a
function of background light intensity of the P3HT/CdSe dot
and P3HT/CdSe tetrapod devices. Photovoltage transients were
recorded by measuring the voltage decay of the devices held at
open circuit under continuous illumination following a small
perturbative light pulse. A systematic quickening of the photo-
voltage decay transients is observed with increasing back-
ground illumination intensity for both devices, an indication
of increased non-geminate recombination at higher light inten-
sities. Comparing the photovoltage decay transients in figure
parts (a) and (b), significantly slower photovoltage decay kinetics
are seen for the P3HT/CdSe tetrapod device compared to the
P3HT/CdSe dot device (for example, the time taken to decay to
1% of the initial photovoltage is ~2.5 ms for the dot device
compared to ~8 ms for the tetrapod device at a light intensity
of 4.8 mW cm ?), indicating a much lower non-geminate
recombination rate and hence a much longer charge carrier
lifetime. The photovoltage decay kinetics of the P3HT/CdSe dot
device can be fitted with a tri-exponential term expressed as
OV = Ay exp(—t/Ty) + Ay exp(—t/T,) + Az exp(—t/T3), where A, are
the weighting parameters and T}, are the time constants for
each exponential decay term, consistent with previous studies.®
In contrast, the decay transients of the P3HT/CdSe tetrapod
device can be well-fitted with a bi-exponential fit expressed as
o0V = A exp(—t/T,) + A,exp(—t/T,), consistent with the more
linear decay of the photovoltage transients shown in Fig. 6(b).
The fact that the transient photovoltage decay requires a multi-
exponential fit suggests that there are noninteracting popula-
tions of carriers, each contributing to shifting the Fermi level,
but each only able to decay by a different route. Assigning these
decay channels is not straightforward. It is plausible that two
decay channels as exhibited by the P3HT/CdSe tetrapods system
may be ascribed to Langvin recombination and SRH/trap-mediated
recombination. The additional decay channel as exhibited by
the P3HT/CdSe dots system may be due to a secondary trap with
different characteristic trap energy (for example bulk single
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Fig. 6 Photovoltage decay transients plotted as a function of the white background constant illumination intensity for (a) the P3HT/CdSe dot device and
(b) the P3HT/CdSe tetrapod device. Data is obtained by plotting the photovoltage transients on a log scale after subtraction of the background voltage.
Figure part (c) plots the decay time constants with their linear fit as a function of background light intensity on a log—log scale.

nanoparticle trapping compared to surface trapping). The time
constants 7, are plotted in Fig. 6(c), where both the P3HT/CdSe
dot and P3HT/CdSe tetrapod devices have time constants that
decrease linearly with the logarithm of light intensity. At a
background light intensity of 32.5 mW cm 2 that is close to
AM1.5G solar illumination, the P3HT/CdSe dot device has time
constants of T; = 3.6 us, T, = 16.9 us, and T; = 95.5 us, while the
P3HT/CdSe tetrapod device has T, and T, values of 37.2 ps and
113 ps respectively. Notably the fastest decay channel (most
likely assigned to Langvin recombination considering the fast
recombination rate of free electrons and holes) has a charge
carrier lifetime that is one order of magnitude higher in the
P3HT/CdSe tetrapod system compared to the P3HT/CdSe dot
system across the light intensity range investigated, consistent
with reduced recombination losses of charge carriers under
operating conditions of this system. These observations are
indicative of reduced non-geminate recombination channels of
separated charge carriers with a much longer charge carrier
lifetime at open circuit in the P3HT/CdSe tetrapod device
compared to the P3HT/CdSe dot device.

While significant charge trapping features are identified for
the P3HT/CdSe dot and P3HT/CdSe tetrapod systems, the
origin of charge trapping in both systems is not obvious. There
are a number of factors that are potentially responsible for the
reduced charge trapping in the P3HT/CdSe tetrapod system.
First, considering the significantly larger volume of CdSe tetra-
pods compared to CdSe dots (the volume of a CdSe nano-dot
with a diameter of 6 nm is less than 1/10 of a CdSe tetrapod with
leg length of 20 nm and diameter of 6 nm), the number density
of CdSe nano-dots is ten times more than that of CdSe tetrapods.

25690 | Phys. Chem. Chem. Phys., 2014, 16, 25684-25693

Therefore, more efficient electron transport due to a reduced
number of nanoparticle to nanoparticle transport events is likely
to be an important reason behind the improved charge transport
for the P3HT/CdSe tetrapod device. Furthermore, for an
un-optimised nano-morphology, a lower number density of
CdSe nanoparticles may result in isolated CdSe nanoparticles
throughout the bulk film. Since “dead ends” and isolated
nanoparticles have been considered as a potential source for
morphological charge trapping in the polymer/nanocrystal
system,* enhanced charge transport due to reduced trap density
may also be responsible for the less severe charge trapping
features in the P3HT/CdSe tetrapod device. Second, the mild
voltage dependence of the photocurrent decay transients of the
P3HT/CdSe tetrapods system suggests that charge transport is
enhanced especially along the direction of the internal electric
field, which may be explained by the enhanced electron transport
perpendicular to the film plane due to the three-dimensional
shape of the CdSe tetrapods compared to the zero-dimensional
nano-dots. Notably the CdSe nano-tetrapods employed in the
P3HT/CdSe tetrapod device typically have a leg length of more
than 20 nm, comparable to the film thickness of the device,
which means much better connected pathways for electron
transport in the P3HT/CdSe tetrapod system compared to the
P3HT/CdSe dot system. Third, reduced trap density owing to
reduced surface to volume ratio of CdSe tetrapods compared to
CdSe dots may be also responsible for reduced charge trapping
features in the P3HT/CdSe tetrapod system. Since CdSe tetrapods
have a significantly reduced surface to volume ratio compared to
CdSe dots (calculated to be ~50% lower), for the two P3HT/CdSe
nanocrystal devices with the same weight ratio and also the
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similar quantum confinement of the CdSe particles, the P3HT/
CdSe dot device will necessarily possess a total nanocrystal
surface area that is twice as much as the P3HT/CdSe tetrapod
device. Therefore, the reduced total interfacial area in the
P3HT/CdSe tetrapod system results in a lower density of inter-
facial trap states that may be responsible for reduced charge
trapping and hence less severe SRH/trap-mediated recombina-
tion compared to the P3HT/CdSe dot system. Furthermore, a
reduced voltage dependence of in the P3HT/CdSe tetrapod
system may suggest shallower interfacial trap states in the
P3HT/CdSe tetrapod system compared to the P3HT/CdSe dot
system. Finally, the pronounced shoulder at ~600 nm of the
EQE spectrum may also facilitate enhanced transport of holes
in the P3HT/CdSe tetrapod device. It is reported by previous
studies®® that P3HT is crystallised into a fibrillar nano-
structures resulting in enhanced hole transport in the P3HT/
CdSe nano-rods system. Furthermore, the larger physical size of
the CdSe tetrapods is more likely to result in better inter-
connection of the P3HT phase. Therefore, improved properties
of the P3HT phase may also contribute to the improved charge
collection properties of the P3HT/CdSe tetrapod system. Never-
theless, while nanoparticle shape is an important factor
reported herein, it should be noted that there are other factors
(for example the differences in nano-morphology) that might
contribute to the differences in charge transport and recombi-
nation kinetics of polymer/nanocrystal solar cells, which is
beyond the scope of this paper.

Experimental
Materials preparation

P3HT was supplied by Merck Inc. (molecular weight M,, ~
54 kg Mol ', regioregularity RR ~94%) and was used as-received.
CdSe nano-dot synthesis followed the double hot-injection
method developed by Yu and Peng.?® Two Se precursors were
separately prepared by mixing 0.345 g of selenium powder and
3.825 g of trioctylphosphine (TOP) and heating at 80 °C for one
hour with magnetic stirring. The Cd precursor was prepared by
mixing 0.748 g of cadmium oxide (CdO) powder with 15 g of
1-octadecene (ODE) and 25 g of oleic acid (OA) in a 250 mL three-
neck flask. The mixture was then heated to 230 °C under nitrogen
atmosphere with magnetic stirring till a colourless solution was
formed. Then the first Se precursor was rapidly injected into the
Cd precursor solution, allowing for the formation and the growth
of the nanocrystals. The second Se precursor was injected into
the solution 15 minutes after the first injection for further growth
of the nanocrystals. The reaction was stopped by rapidly cooling
down the flask to room temperature in cold water 45 min after
the second injection. The nanocrystals were recovered by centri-
fugation in methanol at 3000 rpm for 40 min and washed three
times to remove excessive reactants and impurities, followed by
dissolving in 15 mL of n-butylamine for ligand exchange. For
CdSe nano-tetrapod synthesis, the Se precursor was prepared by
mixing 73 mg of Se and 1916 mg of tributylphosphine (TBP)
followed by heating at 90 °C under N, with magnetic stir, until a
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clear solution was obtained. The Cd precursor was prepared by
mixing 400 mg of CdO, 320 mg of hexylphosphonic acid (HPA),
1420 mg of 1-tetradecylphosphonic acid (TDPA) and 3000 mg of
trioctylphosphine oxide (TOPO) in a 50 ml three-neck-flask
followed by degassing at 120 °C for 1 h. After heating to 300 °C
for 5 min under N,, the Cd precursor was cooled down to room
temperature and aged for 48 h. After refrigerating at 5 °C, the Se
precursor was rapidly injected into the Cd precursor at 300 °C.
The growth of the nanocrystals was allowed for 5 min and
quenched by 5 ml toluene. Finally the tetrapods were precipitated
with propan-2-ol and washed with toluene.

Device preparation

For device preparation, glass substrates coated with a patterned
ITO stripe were cleaned by sonicating in acetone and isopropanol
successively, followed by oxygen plasma treatment. A 40 nm thick
PEDOT:PSS layer was deposited onto the plasma-treated sub-
strates followed by heating at 150 °C for 30 minutes under
flowing nitrogen. The substrates were then transferred into a
nitrogen glovebox for further fabrication steps. P3HT and CdSe
nanoparticles were separately dissolved in anhydrous chloro-
benzene and anhydrous chloroform respectively, each with a
solution concentration of 30 mg ml~". These solutions were then
mixed with a volume ratio of 1: 9 to form a blend solution with an
optimized weight ratio of 1:9 P3HT:CdSe (~1:2 P3HT:CdSe by
volume). Devices made with other weight ratios always exhibit
lower power efficiencies. This mixed solution was spin-coated at a
spin speed of 2000 rpm to form 100 nm thick films. Device
fabrication was completed by pre-annealing of the films at 150 °C
for 30 minutes followed by thermal evaporation of 100 nm thick
aluminium electrode under high vacuum (less than 10 ® mbar)
through an 8-pixel shadow mask. Over 12 devices were fabricated
for both system, and 3 typical devices with average performance
were selected for device physics studies through out this paper to
ensure a fair comparison.

Device characterisation

External quantum efficiency (EQE) spectra of devices were
measured with a 100 W tungsten halogen lamp dispersed through
a monochromator with a Keithley 237 source meter unit (SMU)
used to measure the short-circuit current as a function of wave-
length. Incident light intensity was monitored during measure-
ment by splitting of part of the beam to reference photodiode to
account for intensity fluctuations. The system was calibrated
using a Hamamatsu S8746-01 calibrated photodiode at the
sample position. Current-voltage (J-V) characteristics were
measured under simulated AM 1.5G conditions using an Oriel
81160-1000 solar simulator, at an intensity equivalent to
100 mW cm ™ after correcting for spectral mismatch.

Transient photocurrent and photovoltage measurements

The transient photocurrent and transient photovoltage method-
ology employed herein followed a protocol described in previous
publications.®*® Square light pulses of 200 us duration were
generated by a high-brightness 525 nm green LED (Kingbright,
L-7104VGC-H) powered by a Hewlett Packard (HP) 8116A
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pulse/function generator. The rise and fall times of the LED
were measured to be less than 50 ns by a New Focus 1621 ns
photodetector. A neutral density filter wheel was used to vary
the pulse intensity and a BPX-65 silicon solar cell was used as
the reference cell for light intensity calibration. Short-circuit
photocurrent transients were recorded by connecting the device
under test in series with an Agilent DSO6052A digitising oscillo-
scope with input impedance of 50 Q. For voltage-dependent
transient photocurrent measurements, devices were connected
in series with another HP 8116A pulse/function generator operat-
ing in DC mode with current measured using the 50 Q input
impedance of the oscilloscope. Care was taken to make sure that
the photocurrent transients recorded were not RC-limited,
using methods previously described.® Transient photovoltage
measurements were performed using a similar setup to the
photocurrent measurements with the device under test con-
nected to the oscilloscope with a 1 MQ input impedance.
Background illumination was provided by a high-brightness
white ring LED array. The light intensity of the pulsed light was
kept sufficiently low such that the voltage perturbation was
always less than 5% of the open-circuit voltage created by the
constant background illumination.

Conclusions

We have presented a direct side-by-side comparison of the
transient photocurrent and transient photovoltage behaviour
of two P3HT/CdSe nanoparticle devices, probing the influence of
the nanoparticle shape on the device operation of this bench-
mark hybrid system. By investigating the light intensity and
voltage dependence of the rise and decay kinetics of the photo-
current transients in response to a 200 ps square light pulse,
significant differences in the device operations for these efficient
polymer/nanocrystal systems are revealed. For the P3HT/CdSe
nano-dots system, the photocurrent transients are characterised
by an initial transient photocurrent peak the magnitude of
which becomes more pronounced with increasing applied bias
voltage, indicative of Shockley-Read-Hall (SRH) and/or trap-
mediated recombination caused by the build-up of the trapped
charge carriers. After turn-off, the observation of a long photo-
current tail is consistent with the slow detrapping process of
trapped charges. The similarity of the extracted charge vs.
applied bias voltage and the measured J-V characteristics sug-
gests that the charge collection of the P3HT/CdSe nano-dot
device is limited by severe charge trapping in this system. In
contrast, the P3HT/CdSe nano-tetrapods system exhibits signifi-
cantly reduced charge trapping, evidenced by the absence of the
initial transient photocurrent peak even at short-circuit, less
severe back injection of charge carriers following turn-off,
voltage-dependent photocurrent decay transients and a relatively
constant extracted charge vs. applied bias voltage. Transient
photovoltage measurements also reveal much longer charge
carrier lifetimes and less severe non-geminate recombination
losses in the P3HT/CdSe tetrapod device compared to the P3HT/
CdSe dot device under constant illumination at open circuit.
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These direct observations reveal the shape of the nanoparticles
as a critical factor influencing charge transport in this bench-
mark hybrid system, confirming the previous hypothesis that
the use of tetrapods improves device performance through an
improvement in electron transport in the nanocrystal phase.
Our findings also highlight that reducing the severity of charge
trapping through engineering of the nanocrystal phase is
an effective strategy to improve the performance of hybrid
solar cells.
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