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Highly efficient separation of rare earths from
nickel and cobalt by solvent extraction with the
ionic liquid trihexyl(tetradecyl)phosphonium
nitrate: a process relevant to the recycling of rare
earths from permanent magnets and nickel metal
hydride batteries

Tom Vander Hoogerstraete and Koen Binnemans*

A solvent extraction process with the ionic liquid trihexyl(tetradecyl)phosphonium nitrate has been deve-

loped to extract rare earths and separate them from nickel or cobalt. The process is environmentally

friendlier than traditional solvent extraction processes, since no volatile and flammable diluents have to be

used. Compared to conventional ionic liquid metal extraction systems, the advantage of using the new

ionic liquid is that expensive and persistent fluorinated ionic liquids can be avoided. The ionic liquid can

be prepared by a simple metathesis reaction from the commercially available ionic liquid trihexyl(tetra-

decyl)phosphonium chloride (Cyphos IL 101). The extraction is facilitated by an inner salting-out effect of

a highly concentrated metal nitrate aqueous phase. Feed solutions containing 164 g L−1 cobalt(II) and 84 g L−1

samarium(III), or 251 g L−1 nickel(II) and 61 g L−1 lanthanum(III) were tested. Percentage extractions of

more than 99% were obtained for the rare earths and after a subsequent scrubbing step, the purity of the

rare earth in the loaded ionic liquid phase was 99.9%. Complete stripping and regeneration of the ionic

liquid could be performed using no chemicals other than pure water. Special attention was paid to the

viscosity of the loaded ionic liquid phase and the kinetics of the extraction process, because the high vis-

cosity and the slow mass transfer are the reasons why non-fluorinated ionic liquids have always been

diluted in the past with conventional hydrophobic organic solvents such as kerosene, toluene or chloro-

form. The extraction mechanism of the rare earths samarium and lanthanum was studied and it was

shown that different anionic complexes are formed. Lanthanum(III) is extracted at maximal loading via the

hexakis anionic complex [La(NO3)6]
3−, whereas samarium(III) is extracted at maximal loading via the penta-

kis anionic complex [Sm(NO3)5]
2−. The difference in electrical charge of the anions has a pronounced

effect on the viscosity of the ionic liquid phases. The separation of lanthanum and samarium from nickel

or cobalt, out of highly concentrated metal salt solutions by solvent extraction, is of importance for the

recycling samarium–cobalt permanent magnets or nickel metal hydride (NiMH) batteries.

Introduction

Liquid–liquid extraction or solvent extraction is the most often
used technique for the separation and purification of metals.1

A mixture of metals, dissolved in the aqueous phase, is
brought into contact with an organic phase, containing a
specific extractant and a diluent such as toluene, dodecane,
kerosene, chloroform, etc. The separation is based on

differences in chemical interaction between the metal ion and
the extractant and differences in the solubility of the respective
complex in both the organic and aqueous phases. The
efficiency of the separation process can often be tuned by
changing extraction parameters such as the pH, temperature,
the concentration of the metal ions in the aqueous feed and
the concentration of the extractant in the organic phase.

Ionic liquids (ILs) are a relatively new class of solvents. These
solvents consist entirely of ions and they are typically organic
salts with a melting point below 100 °C.2–4 The application of
ionic liquids for the extraction of metal ions was first reported
in 1998.5,6 Ionic liquids have advantages compared to tra-
ditional organic solvents, which turn them into interesting
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solvents for extraction studies. They have a negligible vapor
pressure at room temperature, so that they are non-volatile.7

They are also less flammable, have a higher thermal stability
and a broader liquidus range than conventional organic sol-
vents.8,9 Due to the growing concern about the environmental
impact and safety issues related to volatile organic solvents,
there is a strong drive for replacing these organic solvents by
less noxious alternatives. Ionic liquids are often called designer
solvents, due to a large variety of cations and anions, among
which a selection can be made to get ionic liquids with suit-
able properties for a given application.10 In the case of solvent
extraction, the ionic liquids can be designed to be immiscible
with water (hydrophobic ionic liquids) and at the same time to
be able to solubilise the extracted metal complexes. Different
examples of hydrophobic ionic liquids have been tested for
solvent extraction studies, but often fluorinated anions such
as hexafluorophosphate (PF6

−) or bis(trifluoromethylsulfonyl)-
imide (Tf2N

−) anions were selected, because these anions give
not only hydrophobic, but also low viscous ionic liquids.11–14

Unfortunately, these ionic liquids have several disadvantages
as well: the price of fluorinated compounds is often high, they
are persistent and in some cases (e.g. the hexafluorophosphate
ionic liquids), they also show hydrolysis with formation of
dangerous hydrofluoric acid.15 When extracting positively
charged metal ions, extraction often occurs via an ion exchange
mechanism in which the hydrophilic cation of the ionic liquid
diffuses to the water phase and forms a water soluble ionic
liquid in combination with the anion of the metal. In this
way, part of the ionic liquid is inevitably lost in the water
phase.16–18 Another approach is to make the cation more
hydrophobic by introducing long alkyl chains.19–23 In this way,
simple, stable and cheap anions can be chosen and loss of the
cation to the water phase is avoided by the hydrophobicity of
the cation. Several ionic liquids of this type have already been
reported, although they are often diluted in molecular solvents
to reduce the viscosity of the ionic liquid.24–42

Recently, we have reported the separation of some main
transition metals (Co, Fe, Zn, Cu and Mn) from rare earths
with the non-fluorinated and undiluted ionic liquid trihexyl-
(tetradecyl)phosphonium chloride (Cyphos® IL 101).20

Although the elements could be separated very efficiently, this
separation process has also some disadvantages. Low metal
loadings or concentrations require the use of huge solvent
volumes and large solvent extraction equipment. From an
economical point of view, this is not beneficial for industrial
processes. Due to saturation effects, the percentage extraction
of cobalt by trihexyl(tetradecyl)phosphonium chloride and the
purity of the aqueous phase decreased significantly when
going to higher metal loadings in the ionic liquid phase, so
the concentration of the metal in the aqueous feed had to be
kept low.20,21 Another disadvantage of this ionic liquid extrac-
tion system is the difficult stripping of iron from the loaded
ionic liquid phase.20 The extraction system also did not allow
the separate rare earths from nickel.

In this paper, we show how an efficient solvent extraction
system for rare earths can be designed by replacing the

chloride ionic liquid by the corresponding nitrate one,
i.e. replacing trihexyl(tetradecyl)phosphonium chloride by
trihexyl(tetradecyl)phosphonium nitrate. An advantage of tri-
valent rare-earth ions is that they can form anionic complexes
with bidentate nitrate ligands, whereas most other elements
cannot. Therefore, the rare earths can be extracted selectively
from a concentrated aqueous nitrate solution, leaving behind
the transition metal ions. The trihexyl(tetradecyl)phos-
phonium nitrate ionic liquid system is used for samarium–

cobalt and lanthanum–nickel separations. These separations
are highly relevant for the recycling of metal values from
nickel metal hydride (NiMH) batteries or samarium–cobalt
(SmCo) permanent magnets.43–46

Experimental
Chemicals

Trihexyl(tetradecyl)phosphonium chloride (>97%, Cyphos® IL
101) was purchased from IoLiTec (Heilbronn, Germany).
Sm(NO3)3·6H2O (99.9%), Co(NO3)2·6H2O (99%) and Ni(NO3)2·
6H2O (99%) were purchased from Acros Organics (Geel,
Belgium). Nd(NO3)2·6H2O (99.9%) was obtained from Alfa
Aeser (Karlsruhe Germany), KNO3 (99%+), NH4NO3 (99%+)
and La(NO3)3·6H2O from Chempur (Karlsruhe, Germany) and
Fe(NO3)3·6H2O (99%) from J.T. Baker. The silicone solution in
isopropanol was obtained from SERVA Electrophoresis GmbH
(Heidelberg, Germany) and the gallium (1000 g L−1) standard
from Merck (Overijse, Belgium). All chemicals were used as
received, without further purification.

Synthesis of trihexyl(tetradecyl)phosphonium nitrate, [P66614]-
[NO3]

Trihexyl(tetradecyl)phosphonium chloride (91.03 g, 0.176 mol)
was mixed three times with 100 mL of a 2 M KNO3 solution
and stirred for 1 hour. Afterwards it was left for several hours
until the organic layer was well separated from the aqueous
one. After the metathesis reaction, the ionic liquid was washed
further with 100 mL of water to remove chloride and KNO3

impurities. The presence of potassium and chloride impurities
after reaction was checked by TXRF. The ionic liquid was
obtained as a colorless liquid.

Yield: 111.21 gram, 0.160 mol, 99%. 1H NMR (300 MHz,
CDCl3, δ/ppm): 2.27 (m, 8H, 4× CH2), 1.49 (m, 18H, 9× CH2),
1.30 (s, 12H, 6× CH3), 1.26 (m, 18H, 9× CH2), 0.89 (s, 12H, 6×
CH3).

13C NMR (75.47 MHz, CDCl3, δ/ppm): 31.9, 31.0, 30.9,
30.7, 30.6, 30.4, 29.6, 29.5, 29.4, 28.9, 22.7, 22.4, 21.8, 21.7,
19.1, 18.5. 31P NMR (161.96 MHz, CDCl3, δ/ppm): 49.2 (impur-
ity starting product, phosphine oxide), 33.6. FTIR (ATR, cm−1):
2955, 2923, 2853, 1464, 1412, 1334, 1213, 1110, 987, 829, 720.
Elemental analysis calculated for C32H68NO3P·12H2O (M =
554.87 g mol−1) (%): C 69.27, H 12.53, N 2.52; found (%): C
68.93, H 13.72, N: 2.68. Melting point: 6 °C. Chloride content:
400 mg L−1. Dry ionic liquid: water content: 0.04 wt%, density:
0.914 g cm−3 (22 °C), viscosity: 1440 cP (22 °C). Water
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saturated ionic liquid: water content: 3.92 wt%, density:
0.914 g cm−3 (22 °C), viscosity: 265 cP (22 °C).

Instrumentation and analysis methods

Extraction experiments were performed with a Nemus Life
Thermo Shaker TMS-200. After each extraction, the mixtures
were centrifuged with a Heraeus Megafuge 1.0 centrifuge for
5 minutes at 5300 rpm. Metal concentrations were determined
with a benchtop total reflection X-ray fluorescence (TXRF)
spectrometer (Picofox S2, Bruker). After each experiment, the
aqueous and ionic liquid phases were measured for their
metal content. A gallium internal standard was added to a
small fraction of the aqueous phase in order to obtain a
volume of 1 mL. The quartz glass sample carriers were first
treated with 20 μL of silicone solution in isopropanol, dried
for 5 minutes in a hot air oven at 60 °C, followed by the
addition of 5 μL of the sample and again a drying process of
20 minutes at the same temperature. The metal concentrations
in the aqueous phase were measured for 200 seconds. For the
ionic liquid phase, the gallium internal standard was added to
a small amount of the ionic liquid phase (10–20 mg) and was
further diluted with ethanol until 1 mL. Pretreatment of the
sample carrier, sampling volume, drying procedure and
measuring time have been performed in the same way for the
ionic liquid phase as described for the aqueous phase. After
separation, the metal content of one of the metals is some-
times very low in the presence of a large excess of the other
metal. In these cases, the concentration was measured for
2000 seconds to obtain a higher signal to noise ratio. All the
samples were diluted with MilliQ water, if necessary. The vis-
cosity of the ionic liquid phase was measured using an auto-
matic Brookfield plate cone viscometer, Model LVDV-II+P CP
(Brookfield Engineering Laboratories, USA). Densities were
measured with a pycnometer (volume: 5 mL). The melting
point of the ionic liquid was determined with a Mettler-Toledo
DSC 882 apparatus. A Mettler-Toledo DL39 coulometric Karl
Fischer titrator was used with Hydranal® AG reagent to deter-
mine the water content of the ionic liquid. The water contents
of the ionic liquid phase loaded with metals could not be
measured due to interference of redox active metal ions with
the Karl Fischer reagent. CHN-analysis was performed on a CE
Instruments EA-1110 element analyser; FTIR spectra were
recorded on a Bruker Vertex 70 spectrometer and analysed
with OPUS software. 1H and 13C NMR have been recorded on a
Bruker Avance 300 MHz NMR spectrometer and 31P NMR with
H3PO4 as an external reference with a Bruker Avance 600 MHz
spectrometer and analysed with the SPINWORKS software
package. The NMR spectra of trihexyl(tetradecyl)phosphonium
nitrate were recorded in deuterochloroform.

Extraction experiments

All experiments were performed by shaking the undiluted tri-
hexyl(tetradecyl)phosphonium nitrate ionic liquid with a water
phase for 1 hour at 60 °C at 1800 rpm in vials of 4 mL and in
a horizontal position. Due to the high viscosity and slower
kinetics, scrubbing was done at higher temperature (80 °C) for

2 hours at 1900 rpm. Unless otherwise reported, 1 mL of the
ionic liquid phase (0.914 gram) was mixed with 1 mL of the
aqueous phase. Volume changes by the uptake or loss of large
amounts of metals were ignored to simplify the calculations.
Ammonium nitrate or sodium nitrate was used as a nitrate
source. Data points were measured only once in all the experi-
ments showing trends. The main errors are originating
from sample preparation and the measurements with TXRF.
A sixfold sample preparation procedure and measurement for
all the used metals had relative standard deviations smaller
than 4%.

Separation studies. The stock solution of a samarium–

cobalt mixture mimics the molar ratio of the main metals
found in a SmCo5 magnet. In the first instance, the extraction
percentage of samarium was determined by stepwise increas-
ing the feed concentration from 6.6 g L−1 cobalt (20.4 g L−1

Co(NO3)2 and 3.3 g L−1 samarium (7.5 g L−1 Sm(NO3)3) to
202.5 g L−1 cobalt (629 g L−1 Co(NO3)2) and 104.8 g L−1 of
samarium (234 g L−1 Sm(NO3)3). The initial nitrate concen-
tration of the aqueous phase therefore increased from 0.3 to
9.1 M. Whereas most data points were obtained by shaking for
1 hour at 60 °C, the data point with the highest loading was
obtained by shaking for 15 hours at 80 °C to avoid that equili-
brium is not reached due to the very high viscosity of the ionic
liquid phase under these conditions. The other extraction
experiments were most often performed with a concentration
of around 84.0 g L−1 samarium and 164.0 g L−1 cobalt to avoid
problems with high viscosity, too long heating and shaking
times. Secondly, we tried to improve the separation by salting
out with NH4NO3 or by increasing the HNO3 concentration
during the extraction. Therefore, 30 grams of NH4NO3 was
dissolved in 50 mL of water to obtain a solution of 7.5 M of
NH4NO3. Due to the hygroscopic behaviour of NH4NO3, the
real nitrate concentration was probably slightly lower. A con-
stant volume of the stock solution was mixed with different
amounts of the NH4NO3 solution and further diluted with
MilliQ water to obtain 1 mL. The metal concentrations were
80.2 g L−1 cobalt and 42.0 g L−1 samarium and were kept lower
in order to obtain similar nitrate concentrations as in the
initial extraction study without the addition of an extra nitrate
source. In the case of the addition of nitric acid, the feed solu-
tion was made by mixing the stock solution with different
amounts of nitric acid and further dilution with MilliQ water
to 1 mL. The metal concentration here was 161.7 g L−1 cobalt
and 84.5 g L−1 samarium. In all cases, the pH of the aqueous
phase was lying between 3 and 4, except for the experiments
performed with addition of HNO3. The influence of ionic
liquid metal saturation effects and the purity of samarium in
the ionic liquid phase were studied by mixing 1 mL of an
aqueous phase containing 202.5 g L−1 cobalt and 104.8 g L−1

samarium with volumes of the ionic liquid phase ranging
from 0.66 to 1.52 mL.

Scrubbing, stripping and further processing of the scrub
and feed. First, extractions were performed from a feed solu-
tion containing 162.3 g L−1 cobalt and 83.9 g L−1 samarium.
Afterwards, 1 mL (1.057 gram) of the ionic liquid phase was
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scrubbed with different volumes of a 7.5 M NH4NO3 solution.
The scrubbing was performed at 80 °C for 2 hours at 1900 rpm
due to the slower kinetics of the highly viscous loaded ionic
liquid. Stripping experiments were performed by first extract-
ing 162.4 g L−1 cobalt and 85.0 g L−1 samarium from an
aqueous solution and a sub-sequential scrubbing step with
7.5 M NH4NO3. Afterwards, the ionic liquid phase was stripped
with different concentrations of HNO3 or three times with
water. Further processing of the scrub and feed solution was
performed to avoid losses of samarium in the cobalt streams
and to purify the aqueous cobalt phase. First, 162.4 g L−1

cobalt and 85.0 g L−1 samarium were extracted from the
aqueous phase, followed by a scrubbing step with 7.5 M
NH4NO3. The feed solution containing now mainly cobalt was
brought in contact with a fresh ionic liquid phase to remove
the remaining samarium from the aqueous phase and to
transfer it to the ionic liquid phase. The ionic liquid phase as
well was then brought into contact with the used 7.5 M
NH4NO3 scrub solution to remove the remaining samarium
from the scrub phase.

Lanthanum–nickel and samarium–cobalt separations. The
samarium–cobalt separation was performed again under
optimal conditions but the nitrate source was changed from
NH4NO3 to the less hygroscopic NaNO3 in order to obtain
correct nitrate values and to make it possible to separate
cobalt from the nitrate source by precipitating it with NaOH
and obtaining again NaNO3, which can be brought again into
the system. Starting concentrations were 162.0 g L−1 cobalt
and 83.8 g L−1 samarium. A similar process has been tested as
well on the separation of lanthanum from nickel which could
be interesting for the recycling of NiMH batteries. In this case
250.8 g L−1 nickel and 65.5 g L−1 lanthanum were mixed; other
elements were not included. The lanthanum concentration
was chosen in such a way that it mimics the total rare-earth
concentration in a recycling scheme described by Larsson
et al.46 The nickel concentration has been chosen in such a
way that it represents approximately all the other transition
metals and their nitrate anions. Extraction, scrubbing and
stripping were performed in the same way as in the case of a
samarium cobalt separation. Due to the high purity of both
the aqueous nickel stream as well as the ionic liquid phase
after scrubbing, further processing of the phases was not
performed.

Kinetics, viscosity and extraction mechanism. The reaction
kinetics were studied by shaking 1 mL of 83.9 g L−1 samarium
and 162.2 g L−1 cobalt at 60 °C with 1 mL of the ionic liquid
phase at different times. The viscosity of the ionic liquid phase
as a function of the temperature was studied by performing
first an extraction on a 1 mL sample of the aqueous phase con-
taining 83.8 g L−1 samarium and 162.0 g L−1 cobalt and
obtaining an ionic liquid phase containing 83.2 g L−1 samar-
ium and 3.2 g L−1 cobalt. The data points for the viscosity as a
function of the loading were obtained from the separation
experiment of samarium from cobalt without extra addition of
nitrate ions. Extractions for the slope analysis were performed
with 1 mL of an aqueous solution containing 10 M of

NH4NO3. The metal concentrations in the aqueous phases
were 4 g L−1 samarium or 4.8 g L−1 lanthanum. The organic
phase was made by increasing the amount of ionic liquid from
0.01 gram to 0.09 gram and by diluting the ionic liquid further
with toluene until a total volume of 0.1 mL was obtained.
Extractions were performed for 2 h at 70 °C and 2000 rpm. The
ionic liquid : rare earth ratios at maximal loading of the ionic
liquid were determined by the extraction of the rare earths
from aqueous solutions containing 37.0 g L−1 lanthanum and
163.0 g L−1 nickel or 104.8 g L−1 samarium and 202.5 g L−1

cobalt, respectively, and by decreasing the volumes of the ionic
liquid phase.

Percentage extraction

The percentage extraction (%E) is defined as the amount of
metal extracted to the ionic liquid phase over the total amount
of metal in both phases and is given by the following
expression:

%E ¼ Vorg½M�org
V aq½M�0 � 100 ¼ ½M�0 � ½M�aq

½M�0 � 100; ð1Þ

where Vorg and Vaq are the volumes of the organic and aqueous
phases, respectively, and [M]0, [M]aq, and [M]org are the metal
concentrations in the initial water phase, in the aqueous
phase after extraction and in the ionic liquid phase after
extraction, respectively. For the separation experiments, the
first part of eqn (1) has been used to calculate the percentage
extraction of cobalt, whereas for samarium, the remaining
concentration in the aqueous phase was used to calculate the
percentage extraction. For the scrubbing experiments, the
following equation has been used to define the percentage
stripping (%S) of the metals:

%S ¼ ½M�aqV aq

½M�orgVorg þ ½M�aq Vaq
� 100 ð2Þ

After extraction, metals are removed from the ionic liquid
phase with nitric acid or water. To calculate the percentage
stripping (%S) in the stripping phase, the following equation
has been used:

%S ¼ 1� ½M�org
½M�org;0 � 100; ð3Þ

where [M]org,0 is the metal concentration in the ionic liquid
phase after the scrubbing, calculated by subtracting the losses
of samarium in the aqueous phase after extraction and after
the scrubbing from the initial metal concentration. For the
experiments where further processing of the feed and scrub
phase were performed, only the purity of cobalt and the samar-
ium concentration in the ionic liquid phase have been
reported due to small, but inevitable, losses of the aqueous
and organic phases, when one of the phases has to be
removed and another one has to be added.
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Results and discussion

In a first series of experiments, where we tried to separate
samarium from cobalt, the dependence of the separation on
the nitrate concentration and acidity was studied. The concen-
tration ratio of cobalt over samarium was chosen in a way that
it mimicked the metal ratios found in a SmCo5 magnet. First,
the total metal concentration and thus the nitrate con-
centration were stepwise increased without the addition of
another salting-out agent (Fig. 1). It can be concluded that the
higher the nitrate concentration, the higher the percentage
extraction of samarium with a maximum of 99% at an initial
nitrate concentration of 9.1 M. Cobalt is virtually not extracted,
although at the highest nitrate concentration, the percentage
extraction is not negligible any longer and %E values close to
2% were found. Whereas the purity for samarium in the ionic
liquid phase was about 100% for the first data points at
the lowest NO3

− concentrations, the purity of the extracted
samarium for the highest NO3

− concentration was only 90%
due to the increasing extraction of cobalt.

Secondly, we tried to improve the separation by the addition
of NH4NO3 as an extra salting-out agent (Fig. 2). The nitrate
concentration on the X-axis is the sum of counter ions of the
metals and the nitrate anions from NH4NO3. At similar total
aqueous nitrate concentrations, the percentage extraction of
both metals was slightly higher for both samarium and cobalt.
This is due to the lower metal concentrations in the aqueous
phase, and thus a lower loading of the ionic liquid, which
has an influence on the extraction equilibrium. The purity of
samarium in the loaded ionic liquid phase drops to 80% for
the last data point with the highest nitrate concentrations,
because of the higher percentage extraction of cobalt. Besides
the lower concentrations, also the lower purity of samarium is
a drawback in comparison to the NH4NO3-free system.

Thirdly, different concentrations of nitric acid were added
to a highly concentrated metal solution. A higher nitric acid
concentration decreases the percentage extraction of both

metals, due to the competitive extraction of nitric acid
(Fig. 3).47 All experiments showed an increase in pH after the
extraction, which also supports the hypothesis that competitive
nitric acid extraction occurs. The purity of samarium in the
ionic liquid phase increased with increasing nitric acid con-
centration, but the significantly lower extraction capacity of the
ionic liquid is a drawback. Moreover, the ionic liquid phase
has been loaded with high concentrations of nitric acid which
had to be removed before the maximal loading of the ionic
liquid can be obtained in a new extraction experiment.

Dried trihexyl(tetradecyl)phosphonium nitrate has a vis-
cosity of 1440 cP at room temperature (22 °C). After saturation

Fig. 1 Percentage extraction (%E) of samarium (■) and cobalt (●) as a
function of the initial nitrate concentration in the aqueous phase.

Fig. 2 Percentage extraction (%E) of samarium (■) and cobalt (●) as a
function of the initial nitrate concentration in the aqueous phase. The
nitrate concentration is the sum of the nitrate concentrations of the
metals and of NH4NO3. The metal concentration was kept constant at
80.2 g L−1 cobalt and 42.0 g L−1 samarium.

Fig. 3 Percentage extraction (%E) of samarium (■) and cobalt (●) as a
function of the initial HNO3 concentration in the aqueous phase. The
metal concentration was kept constant at 161.7 g L−1 cobalt and 84.5 g
L−1 of samarium.
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with water, the viscosity decreases to 265 cP, but significantly
increases again when it has been loaded with more samarium
metal. The density of the ionic liquid at room temperature,
loaded with 83.0 g L−1 samarium and 3.2 g L−1 cobalt,
increases from 0.914 g mL−1 to 1.057 g mL−1 (Table 1).
Although the density of the ionic liquid loaded with metals is
now higher than that of pure water, no phase inversion was
observed during the extraction or scrubbing steps. This is
because the density of the water phase, containing 161 g L−1

cobalt after the extraction and 600 g L−1 NH4NO3 (7.5 M) after
the scrub, is still significantly higher than the density of the
ionic liquid phase.

The high viscosity has a negative effect on the mass transfer
and thus on the kinetics. That is why in the past non-fluori-
nated ionic liquids were diluted in organic solvents. It was
observed that equilibrium was approached after 20 minutes,
although the percentage extraction of samarium slightly
further increased over time (Fig. 4). After 4 hours, the percen-
tage extraction of samarium had increased further by only
0.12%, which is only a marginal improvement taking into
account the required extra shaking and heating efforts (and
thus additional energy input). Therefore, it was decided to
perform all the extraction for 1 hour at 60 °C.

Because the addition of HNO3 or NH4NO3 did not improve
the separation of samarium from cobalt, further separation
was performed with a scrub step. Therefore, a solution of
7.5 M of NH4NO3 was brought into contact with the ionic
liquid phase loaded with mainly samarium. The volume of the
scrub was decreased in order to obtain a scrub phase which
has higher concentrations of cobalt and could perhaps be
added back to the feed solution after use. At a volume ratio of
the aqueous over the ionic liquid phase of 1 : 1, more than
99.8% of cobalt and only about 4.8% of samarium was
scrubbed from the ionic liquid phase (Fig. 5). An extraction
percentage of 95.2% for samarium at a 7.5 M NH4NO3 concen-
tration is slightly higher than the value reported for the extrac-
tion of europium by 30% tricaprylmethylammonium nitrate in
xylene with 8.2 M NH4NO3 (%E = 94%).33,37 After the scrub
step, the ionic liquid contained samarium with a purity of
99.9%. Smaller volumes also decreased the scrubbing of both
metals, but had the disadvantage that the purity of samarium
significantly decreased to below 99% for a scrub step with
0.2 mL of 7.5 M NH4NO3. Therefore, scrubbing was in the sub-
sequent experiments always performed with 1 mL of 7.5 M
NH4NO3 solution. The removal of cobalt from the ionic liquid
phase can be observed easily by the disappearance of the pink
cobalt colour of the ionic liquid phase (Fig. 6). The mass trans-
fer rate in the scrub step is significantly slower than for extrac-
tion, because the viscosity of the ionic liquid loaded with
samarium is very high from the start, whereas the viscosity of
the ionic liquid in the case of extraction is only very high at
the end of the extraction when maximal loading and equili-
brium are almost reached. Therefore, the scrubbing step was
performed at higher temperature (80 °C) for 2 hours, with
shaking at 1900 rpm.

After the extraction and scrubbing step, samarium has to
be removed from the ionic liquid phase. This could be
achieved in two different ways: (1) by washing the ionic liquid
phase with a HNO3 solution or (2) by reducing the nitrate

Table 1 Physical properties of trihexyl(tetradecyl)phosphonium nitrate
at 22 °C in the dry, water saturated and metal-loaded states

[M]a

(g L−1)
H2O

a

(wt%)
ρa

(g mL−1)
ηa

(cP)
m.p.a

(°C)

[P66614][NO3], dry 0 0.04 0.914 1440 6
[P66614][NO3], H2O 0 3.92 0.914 265 n.d.b

[P66614][NO3], loaded Sm: 83.0
Co: 3.2

n.d.b 1.057 3730 n.d.b

a [M] = metal concentration; H2O = water content; ρ = density; η =
viscosity; m.p. = melting point. b n.d., not determined.

Fig. 4 Percentage extraction (%E) of samarium (■) and cobalt (●) as a
function of the shaking time at 1800 rpm and 60 °C. The metal concen-
tration was kept constant at 162.2 g L−1 cobalt and 83.9 g L−1 samarium.

Fig. 5 Percentage stripping (%S) of samarium (■) and cobalt (●) from a
1 mL ionic liquid phase sample as a function of the volume of the
aqueous scrub phase.
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concentration by washing with pure water. Stripping increased
with increasing nitric acid concentrations (Fig. 7). 91% of
samarium could be removed in one strip step when the
aqueous phase contained 4 M of nitric acid and already 50%
of samarium was removed when using pure, neutral water. In
the second and third stripping steps with pure water, another
41% and 5% of samarium was removed and only 0.3 g L−1 or
0.3% of the initial samarium concentration remained in the
ionic liquid phase (Table 2). The use of water as a stripping
agent is not only environmentally friendlier, but also avoids
loading the ionic liquid with nitric acid and the requirement
to remove it before the ionic liquid can be reused.

After the extraction and removal of samarium from the
feed, the water phase is a highly concentrated solution of
cobalt with a purity of 99.8%. This phase could be brought

back into contact with fresh or stripped ionic liquid wherein
the remaining samarium left the aqueous phase after the first
extraction step can be removed from the water phase. There-
fore, the purity of cobalt further increased to more than
99.9%. Afterwards, the NH4NO3 scrub solution, containing
some samarium as well, was brought into contact with the
ionic liquid phase. In this way, a second less concentrated
cobalt stream was generated, which was also 99.9% pure in
cobalt. NH4NO3 can be separated from cobalt and reused by
going to alkaline pH values where cobalt precipitates as a pure
hydroxide and where NH4NO3 remains in solution. Moreover,
samarium lost during extraction and scrubbing could be
brought back into the system by loading it in the ionic liquid.
The ionic liquid contained at that time 3.2 g L−1 cobalt and
7.5 g L−1 samarium and can be brought again into contact
with feed solution. A full flow chart of the ionic liquid solvent
extraction system for the separation of samarium and cobalt is
shown in Fig. 8. The whole extraction system was built up in
such a way that we tried to minimize the volume of waste
streams as much as possible. The ionic liquid can be reused
and losses to the aqueous phase are minimal because of its
high hydrophobicity. 1 mL of water is used three times to strip
samarium from the organic phase without other metals or
salts present in the stripping solution. Cobalt(II) nitrate is the
only metal salt left in the feed solution after removal of samar-
ium. The NH4NO3 scrub solution can be reused by slightly
changing the pH to alkaline values in order to precipitate
cobalt as a hydroxide salt and to obtain again a pure NH4NO3

scrub.

Fig. 6 Lanthanum extraction with traces of nickel in the ionic liquid
phase (A); scrubbing of the ionic liquid phase from (A) to obtain 99.9%
pure lanthanum in the ionic liquid phase (B); extraction experiment with
a neodymium iron mixture where we obtained an iron precipitate (C);
samarium extraction with traces of cobalt in the ionic liquid phase (D);
scrubbing of the ionic liquid phase from (D) to obtain 99.9% pure samar-
ium in the ionic liquid phase (E).

Fig. 7 Stripping of samarium as a function of the nitric acid concen-
tration in the aqueous phase.

Table 2 Percentage stripping (%S) of samarium from the ionic liquid
phase in each stripping step with 1 mL of water when NH4NO3 was used
during scrubbing

Stripping step %S of samarium

1 53.6
2 40.6
3 5.4
Total 99.7

Fig. 8 Flow chart of a samarium cobalt separation. EX = extraction, SC
= scrubbing, ST = stripping. The dashed line is the ionic liquid stream
and the full line is the water stream. Purities of the final water streams
are also given.
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Finally, the extraction of samarium with different volumes
of the ionic liquid phase was tested (Fig. 9). Therefore 1 mL of
feed solution with a cobalt concentration of 202.5 g L−1 and a
samarium concentration of 104 g L−1 was mixed for 15 hours
at 80 °C with different volumes of the ionic liquid phase. At a
phase volume ratio of 1 : 1, the percentage extraction of samar-
ium was 99.1% and 1.5% for cobalt and the purity of samar-
ium in the ionic liquid phase was 86.3%. The percentage
extraction increased both for samarium and cobalt when using
higher volumes of ionic liquid. In addition, when using
smaller amounts of ionic liquid, the percentage extraction
decreased for both elements. When the ionic liquid was satu-
rated with samarium, the percentage extraction of samarium
significantly dropped, but the purity of samarium in the ionic
liquid phase considerably increased, because of this saturation
effect (Fig. 10). For instance, when the ionic liquid phase was
slightly saturated with samarium by decreasing the volume of
the ionic liquid phase and the percentage extraction of samar-
ium was dropped therefore to 92.9%, the purity of samarium
in the ionic liquid phase increased from 86.3% to 97.9%, due
to a cobalt extraction percentage of only 0.4%. In this case, the
ionic liquid phase contained 111.0 g L−1 samarium and only
1 g L−1 cobalt. The purity could be increased even further by
decreasing the volume of the ionic liquid phase, but this also
resulted in a significant decrease in samarium extraction and
thus to a lower purity of the aqueous phase. This system has
not been studied further, due to the higher viscosity and the
lower purity of the aqueous phase.

A similar process as described in Fig. 8 has been tested as
well on the separation of lanthanum from nickel, which could
be interesting for the recycling of NiMH batteries. In this case
250.8 g L−1 nickel and 65.5 g L−1 lanthanum were mixed, and
other elements were not included. The specific choice for
these concentrations was described in the Experimental

section. The results of these experiments are given in Tables 3
and 4. First of all, it was observed that for lanthanum–nickel
separation no further purification of the feed solution or scrub
was necessary, because of the quantitative extraction of lantha-
num in a single extraction step. This is due to a higher nitrate
concentration in comparison with the samarium–cobalt
system, but is also due to stronger complex formation formed
between the ionic liquid nitrate ions and the lighter lantha-
nides. It is known from the literature that the percentage

Fig. 10 Visual representation of the ionic liquid phase when the volume
of ionic liquid was decreased and less cobalt was extracted due to a sat-
uration effect.

Table 3 Percentage extraction (%E), percentage stripping (%S) from the
ionic liquid phase and purity of nickel and lanthanum after an extraction
and a scrub step with 7.5 M NaNO3 from a solution containing 162.0 g
L−1 cobalt and 83.8 g L−1 samarium and with an initial nitrate concen-
tration of 7.2 M. Purities of the cobalt streams after EX2 and EX3 are also
given

Purity (%)

Sm Co Sm,org Co,aq

EX1 %E = 99.3% %E = 2.2% 90.0 99.8
SC1 %S = 1.0% %S = 94.1% 99.4 —
EX2 — — — 99.9
EX3 — — — 99.9

Fig. 9 Percentage extraction (%E) of a 104.8 g L−1 samarium solution
(■) and a 202.5 g L−1 cobalt solution (●) as a function of the volume of
the ionic liquid phase at a constant volume of the water phase (1 mL).

Table 4 Percentage extraction (%E), percentage stripping (%S) and
purity of nickel and lanthanum after an extraction and a scrub step
with 7.5 M NaNO3 from a solution containing 250.8 g L−1 nickel and
65.5 g L−1 lanthanum, with an initial nitrate concentration of 10.0 M

Purity (%)

La Ni La,org Ni,aq

EX1 %E = 99.4% %E = 2.3% 83.4 99.9
SC1 %S = 2.0% %S = 99.6% 99.9 —
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extraction of lanthanide ions decreases with an increase in
atomic number.48,49 The remaining nickel is removed during
the scrub step to obtain lanthanum in the ionic liquid phase
with a purity of 99.9%. By comparing the samarium–cobalt
system described in Fig. 8 with the results obtained in Table 3,
some conclusions can be drawn about the influence of the
scrub type. The samarium in the ionic liquid phase had a
purity of 99.9%, after scrubbing with 7.5 M NH4NO3 solution,
but a purity of only 99.4% in the case of scrubbing with 7.5 M
NaNO3 solution. The difference in percentage stripping of the
remaining nickel from the ionic liquid phase in the scrub step
with a NH4NO3 solution (99.7%) or a NaNO3 solution (only
94.1%) is the underlying reason for the difference in purity.
The ionic liquid phase contained only 0.04 g L−1 samarium
after three stripping steps with water. This value is also lower
than the value of 0.3 g L−1 found in the case when stripping
was performed after a scrub with a NH4NO3 solution. The
purity of cobalt in the aqueous phase after further purification
of the scrub and feed solution (EX1 and EX2) was over 99.9%.
The ionic liquid phase, ready to be brought back into contact
with new feed solution contained 16.6 g L−1 cobalt and 2.4 g
L−1 samarium.

Also the separation of iron from neodymium was tried by
mixing both metals in a molar ratio of 6.7, which is close to
the elemental molar ratio found in Nd2Fe14B permanent
magnets. The pH of the stock solution was −1.5, which is due
to the partial hydrolysis of iron(III) and the resulting formation
of nitric acid. When mixing that aqueous solution with the
ionic liquid, HNO3 was extracted strongly to the ionic liquid
phase, and the removal of HNO3 significantly increased
the pH of the aqueous phase. The extraction of nitric acid by
tricaprylmethylammonium nitrate in different molecular
solvents has been studied by Cerná et al.47,49 The high concen-
trations of nitric acid in the ionic liquid phase have not only a
large decreasing influence on the percentage extraction of the
metals to the ionic liquid phase, as shown already above.
However, due to the higher pH values, iron(III) hydroxide preci-
pitated in the aqueous during the extraction process (Fig. 6).
For this reason, the separation of neodymium from iron was
not further investigated.

As mentioned above, the viscosity of dried trihexyl(tetra-
decyl)phosphonium nitrate is 1440 cP and that of the water-satu-
rated ionic liquid is 265 cP (at 22 °C). The viscosity of the ionic
liquids increased when it was loaded with samarium (Fig. 11).
The viscosity of the ionic liquid phase was found to be 6630 cP
at room temperature when it was loaded with 103.9 g L−1

samarium and 5.9 g L−1 cobalt. The viscosity could be
decreased by an increase in temperature to 350 cP at 60 °C or
even 170 cP and 80 °C (Fig. 12). A similar increase in viscosity
was observed when loading the ionic liquid trihexyl(tetradecyl)-
phosphonium chloride with cobalt(II) in highly concentrated
chloride media, due to the change in charge of the anion.20

The −1 charged chloride ion is changed for a [CoCl4]
2− anion

with a −2 charge, which increases the electrostatic interactions
between the cation and the anion of the ionic liquid and thus
leads to an increase in viscosity. In contrast, no increasing

viscosity was observed for iron(III), which forms in strong
chloride media the −1 charged [FeCl4]

− anion. The significant
increase in viscosity of the ionic liquid with increasing samar-
ium concentrations is an indication that the anion of the
metal complex in the ionic liquid has maybe a charge more
negative than −1. A significant difference in viscosity was
observed between the ionic liquid loaded with samarium and
that loaded with lanthanum. The viscosity of the water-satu-
rated ionic liquid phase loaded with 65.5 g L−1 lanthanum was
8970 cP at 22 °C, whereas the ionic liquid loaded with 103.9 g
L−1 samarium and 6.5 g L−1 cobalt had still a lower viscosity
(6630 cP) under the same experimental conditions, although
the metal salt concentration in the ionic liquid phase was
higher than in the case of samarium extraction. These differ-
ences in viscosity are an indication that the stoichiometry
of the extracted species is different for lanthanum and
samarium.

Fig. 11 Viscosity of the ionic liquid as a function of the metal loading at
22 °C and at 60 °C.

Fig. 12 Viscosity of the ionic liquid loaded with 83.2 g L−1 samarium
and 3.6 g L−1 cobalt as a function of the temperature.
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Slope analysis is the most used method for the determi-
nation of the number of extractant molecules involved in the
extraction process. The general extraction mechanism for
lanthanide extraction can be written as:

Ln3þ þ 3NO3
� þ n½P66614�½NO3� Ð ½LnðNO3Þ3þn�½P66614�n ð4Þ

The stability constant βn of the extracted complex is defined
as

βn ¼
a ½P66614 �n½LnðNO3Þ3þn�½ �

a P66614½ � NO3½ �naLn3þaNO3
� 3

ð5Þ

where a is the activity of each species involved in the
extraction and where n is the number of ionic liquid
molecules surrounding one rare-earth ion. Activities rather
than concentrations have to be used if the aqueous salt con-
centrations are very high. The activity for a compound i can be
written as

ai ¼ γiCi ð6Þ
with γi being the activity coefficient and Ci the concentration
of the corresponding species. The dielectric constants for ionic
liquids and toluene are moderate and low, respectively, and is
decreasing with temperature.50–52 Therefore, dissociation of
the ionic liquid is negligible and can be considered to be non-
electrolyte.50,53,54 This also means that the activity coefficient
γi is close to one and the activity of the species in the organic
phase (the ionic liquid and the complex) can be approached by
the concentration (ai,org ≈ Ci,org).

βn ¼
C ½P66614�n ½Ln NO3Þ3þnð �½ �

C P66614½ � NO3½ �nCLn3þCNO3
� 3γLn3þγNO3

�3
ð7Þ

Eqn (7) can be rewritten by taking the logarithm and by
introducing the distribution ratio D, which is defined as the
concentration of the rare earth in the organic phase
([P66614]n[Ln(NO3)3+n]) over the concentration in the aqueous
phase (Ln3+).

logD ¼ log βn þ n log C P66614½ � NO3½ �
� �

þ log CNO3
� 3γLn3þγNO3

� 3
� � ð8Þ

The activity coefficients γ can be rewritten by introducing
the Debye–Hückel equation: log γi ¼ �Azi2

ffiffi
I

p
, where A is a

constant, z is the charge of the ion and I is the ionic strength.
The value of A in water at extraction temperature (60 °C) is
0.5495 L1/2 mol−1/2.57 Eqn (8) is therefore equal to:

log
D

CNO3
�3

þ 12� 0:5518
ffiffi
I

p ¼ log βn þ n logC P66614½ � NO3½ �

¼ constant þ n logC½P66614 �½NO3 �
ð9Þ

The distribution ratio D and the changing nitrate concen-
tration in the aqueous phase CNO3

− can be calculated from the
measured and changing rare-earth concentration in the

aqueous phase. The ionic strength is changing during extrac-
tion and can be calculated by the following expression:

I ¼ 1
2

CNO3
�ð�1Þ2 þ CLn3þ32

� � ¼ CNO3
�

2
þ 9CLn3þ

2
ð10Þ

Therefore, the final equation becomes:

log
D

CNO3
�3

þ 6:6216

ffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffi
CNO3

�

2
þ 9CLn3þ

2

r

¼ constant þ n logC P66614½ � NO3½ � ð11Þ

A slope analysis was performed by extracting 4 g L−1 samar-
ium or 4.8 g L−1 lanthanum in 1 mL of aqueous phase contain-
ing 10 M NH4NO3. Toluene was chosen as the organic phase
but the total volume of the organic phase was kept small and
the weight percentage of the ionic liquid went up to 87 vol% to
come as close as possible to the conditions where the ionic
liquid is undiluted. No pure ionic liquid was measured as pro-
blems could occur related to the higher viscosity and slower
kinetics. CLn3+ was measured after extraction. D and CNO3

− are
calculated from the changing lanthanide concentration CLn3+.
Therefore, the left part of eqn (11) can be calculated and the
concentration of [P66614][NO3] was varied and is known. A
straight line with a slope of n, the number of ionic liquid mole-
cules involved in the extraction, should be obtained when the
left part of eqn (11) is plotted as a function of the changing
ionic liquid concentration.

No straight lines were obtained in our slope analysis experi-
ments, meaning that the extraction does not occur via a
single complex (Fig. 13). Therefore, an extra experiment was
performed where the maximal loading of the ionic liquid
phase was tested. Samples (1 mL) of the aqueous phase con-
taining 104.8 g L−1 samarium and 202.5 g L−1 cobalt were
brought into contact with decreasing volumes of ionic liquid,
until the point was reached where the ionic liquid was satu-
rated with metal ions and no free extractant or ionic liquid was
left. The excess of metal ions remained in the aqueous phase.

Fig. 13 Slope analysis of 4.8 g L−1 lanthanum (■) or 4 g L−1 samarium
(●) from an aqueous solution containing 10 M NH4NO3 to a 0.1 mL
of the organic phase containing the ionic liquid in toluene. X =
log C[P66614][NO3] and Y ¼ log D=CNO3

3 þ 6:6216 CNO3
�=2þ 9CLn3þ=2

� �1=2� �
.

A straight line with a slope of 3 is given for comparison.
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The mathematical expression for the complexation constant
was already given in eqn (5). The concentration of the ionic
liquid is constant and about 1.7 M if it is present in undiluted
form. Percentage extractions were all above 99% if the ionic
liquid is present in an excess and βn is under the same con-
ditions higher than 100. High percentage extraction in combi-
nation with high stability constants means that no free ionic
liquid will be present once there is a shortage of ionic liquid.
In Fig. 14, it is shown that when the number of ionic liquid
equivalents added to the system was decreased below two, the
molar ratio of the ionic liquid over the number of moles of
samarium extracted in the ionic liquid phase remained almost
constant at a value of two, or n(IL)/n(SmIL) = 2. This means
that each samarium(III) ion is extracted by two molecules of
the ionic liquid trihexyl(tetradecyl)phosphonium nitrate,
[P66614][NO3] at maximal loading of the ionic liquid phase. A
similar experiment was performed with lanthanum(III), but
here, the initial aqueous metal concentrations were 37.0 g L−1

lanthanum and 163.0 g L−1 nickel. For lanthanum, a constant
value n(IL)/n(LaIL) is already obtained in the region lower than
three equivalents of ionic liquid. This means that in the case
of saturation, three ionic liquid molecules are necessary for
extracting one lanthanum(III) ion.

From slope analysis and from the loading experiment, it
can be concluded that probably different extraction mecha-
nisms can occur depending on the kind of rare earth and the
concentration of the metal, ionic liquid or nitrate anions in
the aqueous or organic phase:

La NO3ð Þ3 þ n P66614½ � NO3½ � Ð P66614½ �n LaðNO3Þ3þn½ �
with n ¼ 1; 2 and 3

ð12Þ

Sm NO3ð Þ3 þ n P66614½ � NO3½ � Ð P66614½ �n SmðNO3Þ3þn½ �
with n ¼ 1 and 2

ð13Þ

The formation of a −3 charged anion with lanthanum(III)
and a −2 charged anion with samarium(III) in the ionic liquid
has a significant effect on the interactions between the cation
and the anion of the ionic liquid and this is the main reason
why the viscosity of an ionic liquid phase loaded with lantha-
num is much higher than that of one loaded with samarium.
Several papers on rare-earth nitrate systems in the presence of
bulky cations reported on the formation of hexakis complexes
[Ln(NO3)6]

3− for the lighter lanthanides (La, Ce, Pr, and Nd),
while pentakis complexes [Ln(NO3)5]

2− were formed during
extraction with the heavier lanthanides.49,55–57 A non-polar
solvent such as toluene, xylene or hexane was used in the case
of solvent extraction experiments. The pentakis or hexakis
nitrato complexes formed during extraction experiments in the
organic phase are different from those obtained in a pure
water phase where mainly mono- and dinitrate complexes
exist.58 Besides the radius of the lanthanide ion, the formation
of hexakis [Ln(NO3)6]

3− complexes in an organic phase
depends also on the nature of the cation.57 The crystal struc-
ture of lanthanum(III) forming inner sphere complexes with six
nitrate anions, giving the high coordination number of 12, was
described already in several crystallographic papers.59–63

Although there are six nitrates surrounding lanthanum(III) at
high loadings, it is not certain whether this rare-earth ion has
a coordination number of 12 in solution as well.

Conclusions

The undiluted ionic liquid trihexyl(tetradecyl)phosphonium
nitrate, [P66614][NO3], was successfully used to extract
samarium(III) or lanthanum(III) from highly concentrated metal
solutions containing cobalt or nickel, respectively. The highly
efficient extraction is based on an inner salting-out effect.
After one extraction and a subsequent scrub step, purities
better than 99.9% could be obtained both for the transition
metals and the rare earths. Stripping could be performed with
a nitric acid solution, but also in an environmentally friendlier
way by three washing steps with pure water. Apart from the
starting salts, the ionic liquid and a nitrate source such as
ammonium nitrate or sodium nitrate, no other chemicals were
necessary to separate the samarium–cobalt and the lantha-
num–nickel mixtures and to regenerate the ionic liquid. It
must be stressed that no volatile or flammable molecular
organic solvents are used in our solvent extraction process.
The viscosity of the ionic liquid increased considerably when
loading it with rare-earth metals. By increasing the tempera-
ture, viscosity could be significantly reduced and equilibrium
times of about 20 minutes could be obtained. The extraction
mechanism occurs probably via two or three different com-
plexes. The extraction at high lanthanum(III) loadings occurs
mainly via a hexanitrato complex whereas the extraction of
samarium(III) at high loadings occurred mainly via a pentakis
nitrato complex. The extraction processes presented in this
paper serve as model systems for the recovery of the main
metals from samarium–cobalt permanent magnets and nickel

Fig. 14 The number of moles of IL over the number of moles of
extracted lanthanide (n(IL)/n(Lnorg)) as a function of the number of ionic
liquid equivalents added, at constant initial metal concentrations of
lanthanum (■) or samarium (●).
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metal hydride batteries. However, both these magnets and
battery alloys contain small admixtures of other elements than
samarium and cobalt, or lanthanum and nickel, respectively.
These minor components can influence the solvent extraction
process. The simplified model system presented in this paper
will be used in the near future as the basis for the develop-
ment of environmentally friendly recycling processes of real
SmCo magnets and NiMH batteries.
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