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Surface modification of silicone via colloidal
deposition of amphiphilic block copolymers†
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We report here on a method to functionalize silicone surfaces, which is based on the deposition of sili-

cone-containing amphiphilic block copolymers from a colloidal water–ethanol dispersion. Using cross-

linked silicones (Sylgard 184) as substrates, copolymers composed of two poly(glycerol monomethacrylate)

(PGMMA) terminal blocks and a central poly(dimethylsiloxane) (PDMS) block can be effectively deposited

when the PDMS content is ≥46 wt%. (≥65 mol%); the deposition provides smooth and stable surfaces,

which significantly affected the protein adsorption behaviour of the substrate, suggesting a possible appli-

cation in biomaterial coating. In air, the block copolymer surface films underwent a reorganization, which

differs from the classical hydrophobic recovery of silicones and may be related to a disordered folding of

lamellar structures. This led to a predominant surface coverage by thin, possibly monomolecular layers,

which displayed a non-restructuring polar surface. However, as a consequence of the reorganization also

larger aggregates were produced, albeit in relatively small numbers; these aggregates underwent a pro-

gressive hydrophobization (in this case a hydrophobic recovery) and probably dominated the contact angle

behaviour of the material. In summary, the colloidal deposition of amphiphilic silicone-based block copoly-

mers successfully modifies the surface properties of silicone substrates; however, attention must paid to

reorganization phenomena in order to maximize the stability of the coating.

Introduction

Silicone (poly(dimethylsiloxane), PDMS) artefacts are often
employed for biomedical use in the form of medical devices1

such as intraocular lenses,2 urinary catheters3 and breast
implants,4 but also microfluidic constructs;5 in their appli-
cation they are often in contact with biological fluids, and the
ensuing surface adsorption of proteins may lead to undesired
outcomes, which in vivo can take the form of foreign body cap-
sular reactions or of phenomena of platelet adhesion/acti-
vation.6,7 Another disadvantage of PDMS surfaces is the
possibility of bacterial attachment, leading to the formation of
biofilms, which are among the first promoters of chronic
infections.3,8 Not surprisingly, much research aims to modify

the surface behavior of silicones to improve their biomedical
performance; for example, the fight against biofilms has led to
the development of materials inherently resistant to bacterial
attachment.9,10 Alternatively, the biomaterial can be modified
only at its surface, without altering its bulk properties. For
example, protein-repellent and biocompatible groups have
been introduced on PDMS surfaces with a number of macro-
molecular structures, which include poly(ethylene glycol)
(PEG),11–17 poly(2-methacryloyloxyethyl phosphorylcholine),18–20

poly(3-sulfopropyl methacrylate),21 poly(N-vinylpyrrolidone)22

and poly(2-hydroxyethyl methacrylate).23 Here, we have focused
on a different hydrophilic structure that provides the advan-
tageous combination of abundance of groups for chemical
functionalization and the potential of a “stealth” behaviour:
poly(2,3-dihydroxypropyl methacrylate), more commonly
referred to as poly(glycerol monomethacrylate) (PGMMA),
which features two vicinal alcohols on each repeating unit.
While this diol group provides ease of functionalization, for
example with pharmacologically active compounds,24 PGMMA-
based hydrogels25–30 and surface layers28 have been shown to
be non-toxic, protein-repellent, and non-cell-adhesive.

As for the functionalization, we have discarded the covalent
attachment, either in a “grafted to”11,17 or in a “grafted from”

(surface initiated polymerization)12,14,16,18,20–23 approach; as a
common point, they would have required the introduction of
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reactive (polar) groups on the PDMS surface, whose reproduci-
bility is typically marred by phenomena of hydrophobic recov-
ery,31,32 with the migration of the polar groups into the PDMS
bulk. Physical methods offer milder and less laborious con-
ditions; some of them involve components that migrate to the
surface or to the bulk depending on the exposure of the
material to water or air, e.g. amphiphilic PDMS block copoly-
mers,15,19 or Pluronic F127 dissolved in the PDMS bulk.33 Using
a similar concept, i.e. the minimization of PDMS surface energy
through a phase-segregated hydrophilic layer, amphiphilic poly-
mers may be deposited only on the surface, thus avoiding the
long-range morphological changes of a swelling–deswelling
process.13,20 A well-known example of the latter approach is the
adsorption of pluronic polymers from micellar dispersions,
which has been applied to a variety of hydrophobic surfaces34,35

and, in particular, has been shown to increase the surface lubri-
city of silicone in a water environment.36

Here, we have followed the same general approach, employ-
ing ABA amphiphilic triblock copolymers; in order to increase
the stability of the surface anchorage we have used PDMS as
the central hydrophobic block, while using PGMMA for the
terminal blocks. These polymers are hereafter referred to as
Sil-GMMAs (Scheme 1) and were produced via ATRP of pro-
tected GMMA initiated by a bifunctional PDMS macroinitia-
tor37 to yield hydrophilic blocks of different lengths: their size,
by influencing the exposure of the hydrophobic block and the

curvature of the hydrophobe/water interface, should arguably
be a major determinant of the physisorption efficiency.

Experimental section
Materials

A silicone elastomer kit (Sylgard 184, Dow Corning) was pur-
chased from Elsworth Adhesives Ltd (Glasgow, UK). Bovine
plasma fibrinogen Type I-S (BPF), bovine serum albumin
(BSA), copper(I) chloride, dimethyl sulfoxide (DMSO), fluore-
scamine, hexamethyltriethylenetetramine (HMTETA), and
sodium dodecyl sulphate (SDS) were purchased from Sigma-
Aldrich (Gillingham, UK). Phosphate buffer saline (PBS) was
bought from Oxoid (Basingstoke, UK). Acetic acid, dioxane,
ethanol, hexane, methanol and tetrahydrofuran were pur-
chased from Fisher Scientific (Loughborough, UK). Deionized
water, ethanol and hexane were passed through a 0.22 μm
filter before use. Bis-trimethylsilyl GMMA and 2-bromoiso-
butyrylethoxypropyl terminated PDMS were prepared accord-
ing to a previously reported procedure.37

Physico-chemical characterization

IR spectroscopy. Fourier transform infrared (FT-IR) spectra
were recorded in attenuated total reflectance mode on a
Tensor 27 Bruker spectrometer.

Scheme 1 Sil-GMMA triblock copolymers were synthesized in a protected form via ATRP using a PDMS macroinitiator and silylated GMMA as a
monomer. The hydrolysis of the trimethylsilyl groups provided the final amphiphilic macromolecules. The table provides the molar ratio between
GMMA and DMS units in the polymer, calculated from the ratio of the 1H NMR resonance of the PGMMA chain group (CH3 at 0.7–1.2 ppm) and the
resonance of the PDMS chain (CH3 at −0.06 ppm).
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Dynamic light scattering (DLS). Size measurements were
performed using a Zetasizer Nano ZS instrument (Model
ZEN2500, Malvern Instruments Ltd, UK) at a scattering angle
of 173° and at a temperature of 25 °C. The values of hydro-
dynamic diameter (which corresponds to the weighted
Z-average) and polydispersity (PD) were obtained from a cumu-
lant analysis algorithm wherein a single particle size is
assumed and a single exponential fit is applied to the autocor-
relation (Zetasizer Nano Software, Malvern Instruments Ltd,
UK). The colloidal dispersions were prepared at a concen-
tration of 10 mg mL−1 in filtered water and ethanol and were
not filtered after preparation.

Mechanical characterization. Silicone substrates were ana-
lyzed using a texture analyzer (Model TA-XT plus, Stable Micro
System Ltd, UK) in compression mode applying a maximum
stress of 1.77 MPa (Fmax = 50 N). The elastic modulus was
obtained from the slope of the plot of stress (F/A) versus strain
(ΔL/L) where F is force, A is the contact area with the probe
(0.28 cm2), L is the height of the sample and ΔL is the change
in height. Stress–strain curves were fitted in their linear
region, where typical strains were in the range of 0.04–0.4 for
stiff gels and 0.02–0.2 for soft gels. The data reported here are
the mean and standard deviation of at least 3 different
substrates.

Water contact angle. The sessile drop method was used to
measure water contact angles with a Krüss 100-DSA (drop
shape analysis). All samples were dried in air for 30 min before
measurements. The advancing contact angle was measured
immediately after deposition of the water drop on the surface
while the receding contact angle was measured after the water
drop was left to evaporate for 3 minutes. The values reported
here are the results of at least 3 drops on each surface.

X-Ray photoelectron spectroscopy (XPS). Spectra were col-
lected on a Kratos ULTRA-DLD instrument configured with a
monochromated Al Kα (1486.6 eV) X-ray source. Measurements
were carried out on electron taking-off angles (t.o.a.) from the
sample surface of 90° and 10°. Survey spectra and high sensi-
tivity scans of the Br 3d area were obtained at a pass energy of
80 eV. The pass energy was 20 eV for the narrow scans. All data
analyses were accomplished using CasaXPS software. The curve
fittings of the high resolution peaks were carried out using a
combination of Gaussian and Lorentzian functions (70 : 30%).
The binding energies were charge corrected to the C 1s binding
energy of PDMS CH3 groups, using 284.5 eV as the energy
associated with double methyl-substituted silicon atoms.38

Atomic force microscopy (AFM). All measurements were per-
formed at 25 °C using a Molecular Force Probe 3D AFM
(MFP-3D, Asylum Research, Santa Barbara, CA). The nominal
parameters of the silicon cantilevers (model AC160TS,
Olympus) used in this study were: spring constant = 42 N m−1,
tip radius <10 nm, tip angle = 35°, tip height = 7–15 μm, reson-
ance frequency = 300 kHz.

(A) Imaging. Tapping mode parameters: scan frequency =
1 Hz (25.70 μm s−1), gain = 10, setpoint values 550 mV–
650 mV, resonance frequency 313–344 kHz in air and
150–175 kHz in deionized water. Three different 10 μm ×

10 μm regions of each sample (unmodified and coated S10,
S20) were imaged. The original images (without any operations
of flattening or filtering) were analyzed with Igor-pro (Asylum
Research AFM software, Version 101010 + 1202, Wavemetrics,
Portland, OR) in order to calculate the root mean square
(RMS) roughness. All height images displaying both flat areas
and aggregates were segmented to analyze separately the two
regions. The segmentation was obtained by applying a
threshold of 10 nm on the different height images (see ESI,
Fig. 5SI†).

(B) Nanoindentation. Measurements on mica surfaces were
used to calibrate the deflection sensitivity of the cantilever,
which is necessary to convert force-displacement measure-
ments into force-indentation dependences. The spring con-
stant of the cantilevers was calculated with the thermal
method39 and ranged between 36.2 N m−1 and 43.7 N m−1.
The deflection sensitivity ranged between 65 nm V−1 and
75 nm V−1. Three different 10 μm × 10 μm regions were investi-
gated for each sample obtaining force maps for each region
with a spatial resolution of 0.25 μm2 (20 × 20 curves on an area
of 100 μm2). All force curves were acquired with a loading/
unloading rate equal to 6 μm s−1 (frequency = 1 Hz) and the
maximum force applied on the surface of each samples was
500 nN.

Assuming a Hookean behaviour for the silicon cantilever,
force-displacement data were converted to force-indentation
plots. The same software was used to fit all the force curves in
order to calculate Young’s modulus; the power law exponent
(β) of the data ranged between 1.80 and 2.00, suggesting the
use of a Hertz-cone model (punch model: β = 1, Hertz-sphere
model: β = 1.5, Hertz-cone model: β = 2; 0.5 ≥ β ≥ 2.5 means
that the Hertz model cannot be used to fit the data due to
excessive adhesion forces), which is described by the following
equation:40,41

F ¼ 2
π
E*h2 tanα

where F is the load, h is the displacement of the specimen
surface (indentation), α is the half opening apex-angle of the
tip and E* is the combined modulus, defined as follows:42

1
E*

¼ ð1� νs2Þ
Es

þ ð1� νt2Þ
Et

where Es, νs and Et, νt are Young’s moduli and Poisson’s ratios
for the sample and the tip, respectively. Et = 150 GPa, νt = 0.17,
α = 18° and νs = 0.5.43

The adhesion forces between the AFM tip and the sample
surface were determined both in loading (indentation) and
unloading (retraction) force curves. The contact point was
identified as the minimum of the loading curve. Upon retrac-
tion, the tip maintains the contact with the surface until the
cantilever force overcomes the adhesion force: at this point the
force reaches a minimum and then rapidly decreases to 0 (the
tip is pulled out of contact with the surface). The difference
between the minimum (negative) force and the force felt at a
large distance from the surface is the adhesion force.
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Protein adsorption tests. PDMS substrates were cured as
described in the Preparative Procedures in a tissue-culture
polystyrene (TCPS) 24-well plate or in a black TCPS 96-well
plate (BD Falcon) to perform, respectively, bicinchoninic acid
(BCA) or fluorescamine assays. 1 mL (BCA) or 0.1 mL (fluore-
scamine) of protein solution in PBS at pH 7.3 (1 mg mL−1 BPF/
1 and 10 mg mL−1 BSA for BCA; 0.1, 0.5 and 1 mg mL−1 BPF/
0.1, 1 and 10 mg mL−1 BSA for fluorescamine) was poured into
each well and incubated at 37 °C for 3 h. The protein solution
was then removed and the wells were washed with fresh PBS
twice. BCA: after adding 0.55 mL of SDS water solution (10 mg
mL−1), the plate was sonicated for 20 min at room tempera-
ture. The protein concentration in the SDS solution was then
determined using a QuantiPro™ BCA protein assay kit, reading
the absorbance of the BCA-CuI complex at 562 nm with a Bio-
Tek Synergy 2 multi-mode microplate reader (3 samples,
4 measurements per sample). Fluorescamine: 0.075 mL of
2 mg mL−1 fluorescamine solution in DMSO and 0.075 mL of
PBS (pH 7.3) were poured into each well. The fluorescence was
read on a Bio-Tek Synergy 2 multi-mode microplate reader
using filters for excitation at 360 ± 40 nm and for emission at
460 ± 40 nm after 15 min (mean and standard deviation of the
results from 12 samples).

Preparative procedures

Substrate preparation. The elastomer kit Sylgard 184 con-
sists of a “base” and a “cross-linker”, which are respectively a
silane (Si–H)-containing poly(dimethyl siloxane) and tetra-
methyl tetravinyl cyclotetrasiloxane. PDMS substrates with
different cross-linking densities were prepared by mixing the
base and the cross-linker at various weight ratios (5 : 1, 10 : 1,
20 : 1 and 50 : 1 corresponding to the substrates S5, S10, S20
and S50 respectively), degassed under reduced pressure for
30 min and transferred into TCPS Petri dishes. The PDMS
films were cured at room temperature for 2 days and disks
with a diameter of 6 mm (samples for the texture analyzer) or
9 mm (substrates for adsorption experiments) and a thickness
of approximately 3 mm were cut using cork borers. The sub-
strates were washed with hexane to remove any unreacted
oligomers and dried under reduced pressure.

Synthesis of Sil-GMMA copolymers. Sil-GMMA polymers
were prepared according to a previously reported procedure.37

In a typical synthesis (Sil-GMMA1) a mixture of 500 mg of
2-bromoisobutyrylethoxypropyl terminated PDMS (PDMS
macroinitiator, 8000 g mol−1), bis-trimethylsilyl GMMA (751 mg,
2.47 mmol, corresponding to 20 equivalents to bromoiso-
butyryl groups) and HMTETA (29 mg, 0.12 mmol, corres-
ponding to 1 equivalent to bromoisobutyryl groups) were
degassed by bubbling argon for 45 minutes followed by the
addition of degassed dioxane (1.3 mL). Copper(I) chloride
(12 mg, 0.12 mmol, corresponding to 1 equivalent to bromoi-
sobutyryl groups) was then added under an inert atmosphere.
The solution was stirred at 70 °C for 4 h. The polymer was pur-
ified by three precipitations in ice cold methanol. The bis-
trimethylsilylated group was then hydrolyzed by dissolving
100 mg of the polymer in 1 mL of tetrahydrofuran and adding

0.1 mL of water and 0.5 mL of acetic acid. After 4 h, the preci-
pitated polymer was collected, redissolved in DMSO and puri-
fied by dialysis (3500 g mol−1 molecular weight cutoff ) in
water. After freeze-drying, a white block copolymer was
obtained. Different compositions of block copolymers were
synthesized using the same PDMS macroinitiator and varying
the feed ratio of bis-trimethylsilyl GMMA monomers.

Adsorption of block copolymers. Block copolymers with
various block ratios were dissolved in ethanol at different con-
centrations (40, 20 and 10 mg mL−1) and then diluted to
respectively 20, 10 and 5 mg mL−1 with water. The PDMS elas-
tomer disks were then exposed to 1 mL of each polymer solu-
tion for 3 days and washed with fresh water. In order to assess
the long term stability of the surface modifications, disks were
then stored in air or water for 14 days.

Results and discussion
Characterization of the uncoated substrates

We have produced silicone substrates using the popular two-
component formulation Sylgard 184; this is composed of a
base (mostly vinylated PDMS and vinylated or trimethylsily-
lated silica) and a cross-linker (silane-containing PDMS + viny-
lated PDMS and vinylated or trimethylsilylated silica +
tetramethyl tetravinyl cyclotetrasiloxane),44 which we have
used at weight ratios between 10 : 1 (S10) and 50 : 1 (S50).
Please note that cross-link density influence both mechanical
and surface properties (Table 1).

Morphology. S10 and S20 presented extremely smooth sur-
faces, with RMS roughness below 1 nm (Table 1 and Fig. 1,
top); the analysis of samples produced with lower amounts of
cross-linker provided unreliable results (S50), possibly due to
the incomplete cross-linking leading to adhesion of the
material to the AFM tip and its contamination.

Mechanical properties. Both in compression and nano-
indentation the elastic modulus scaled approximately linearly
with the amount of cross-linker, varying from 0.095 (S50 – only
compression) to 2.90/2.1 MPa (S10, resp. in compression and
nanoindentation). It also showed a remarkable spatial hom-
ogeneity, with variations <5% in 10 μm × 10 μm areas (Fig. 1,
middle). Higher cross-link densities did not provide appreci-
ably higher moduli: for example a 5 : 1 ratio gave E = 2.74 ±
0.10 MPa; lower cross-link densities, i.e. >50 : 1 ratios, provided
materials with a predominantly viscous behaviour. Exposure to
water did not significantly affect the modulus, as it would be
expected for a strongly hydrophobic and thus non-swellable
material (Table 1, data in air (a) and in water (w)).

Surface properties. The cross-linker has a lower number
(either per volume or per weight) of methyl groups in compari-
son with the macromonomer; therefore, due to the low surface
energy of the CH3 group, less cross-linked materials are likely
to be more hydrophobic. Indeed the water contact angle
increased with decreasing cross-linker content. Despite some
significant heterogeneities (Fig. 1, bottom) the adhesion force
of the polar AFM tip to the silicone surface also increased with
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decreasing cross-linker content. This is likely an artifact due to
the larger deformability of S20, which increases the contact area
between the tip and the substrate during indentation; therefore
the higher adhesion force would not be an indication of a higher
polarity of the surface (in accordance with contact angle data).

Surface reorganization. in water, the adhesion force
between the polar AFM tip and silicone substrate was 4–5
times higher than in air, which is an indication that the PDMS
surface is more hydrophilic surface under water, i.e. a hydro-
phobic recovery is likely to occur in air. Contact angle data do
not confirm this point, likely due to the experimental con-
ditions used: advancing and receding contact angles are only
marginally different, but receding angles are measured only
after a few seconds of exposure to water and this may not allow
a sufficient time for the polar groups to re-surface.

Surface modification via colloidal deposition

We have employed ethanol–water dispersions: ethanol has
already been used to deposit block copolymers on silicone20

and we hypothesized that its combination with water would
allow at the same time for a thermodynamic driving force (the
high surface energy of silicone in water being reduced by
coating) and for kinetically favourable conditions (increased
solubility of polymers in the medium leading to accelerated
deposition). It is worth mentioning that deposition from pure
water did not appear to have much success.

Always with the aim to accelerate the deposition, we have
considered the time dependence of the size of Sil-GMMA
aggregates as an indication of their dynamics; using 9 : 1 and
1 : 1 water–ethanol (see ESI, Fig. 2SI†), the aggregate size
increased with increasing PDMS content, as it happens also in
water, while in the first mixture the aggregates were rather
stable for up to 4 weeks, in 1 : 1 ethanol–water they showed
quite a marked evolution (decrease with time), which led us to
select the latter solvent composition as the most “dynamic”
and to use it for all deposition experiments.

Infrared spectroscopy. The deposited amount of Sil-
GMMA1-5 was evaluated using ATR-IR spectroscopy (Fig. 2);
the intensity of the CvO stretching peak was used as a semi-

quantitative indication of the amount of GMMA-containing
material deposited on the surface. For the polymers with the
highest PGMMA content, the peak could be barely seen and
therefore Sil-GMMA4 and 5 were not further used.

Water contact angle. Advancing and receding water contact
angles were recorded on freshly modified substrates and after
two weeks of storage in air or in water (Fig. 3). The deposition
experiments were performed at a concentration of 10 mg
mL−1, but it is noteworthy that, in the range 5–20 mg mL−1,
the polymer concentration did not affect the contact angle
results (see ESI, Fig. 3SI†), suggesting a rather complete cover-
age (saturation) of the silicone surface.

Sil-GMMA3 (Fig. 3A and B) and S50 (Fig. 3C and D) were
discarded, respectively, as a coating agent and as a substrate,
because the corresponding coating processes did not lead to
any appreciably difference of the contact angles, suggesting
negligible and/or unstable deposition: this is hardly surprising
for Sil-GMMA3, which forms more stable and higher curvature
aggregates in water and therefore is possibly more prone to
desorption. In contrast, the insignificant effects on S50 may be
related to the ease of migration of the polymers from the
surface to the bulk, due to the low cross-link density of the
material. Please note that further experiments were therefore
conducted with Sil-GMMA1 and 2, i.e. employing S10 and S20
as the substrates; the identity of the polymer (Fig. 3A and B)
and that of the substrate (Fig. 3C and D) did not appear to
have a major effect. It is also noticeable that (A) the adsorption
of Sil-GMMA1 and 2 lowered more the receding than the
advancing contact angles, (B) lower contact angles were
recorded upon storage in water or immediately after prepa-
ration whereas both advancing and receding angles were indis-
tinguishable from those of the unmodified substrates upon
prolonged storage in air (Fig. 3A and B). These two phenomena
would hint at re-organization phenomena occurring on these
coated surfaces when in air; it is also noteworthy that the
lowest contact angles showed large errors, suggesting the pres-
ence of heterogeneities.

XPS. The deposition of Sil-GMMA1 and 2 on S10 was
further analyzed using XPS (Table 2). The composition of the

Table 1 Mechanical and surface properties determined by compression tests, AFM/nanoindentation and water contact angle for PDMS elastomers
with different cross-link densities

Samplea

Young’s modulus (MPa) Contact angle (°) Adhesion forced (nN)

Roughness
(nm)Compressionb

Nanoindentationc

(air/water) Advancing Receding
Loading
(air/water) Unloading

S10 (10 : 1) 2.90 ± 0.05 2.11 ± 0.02 (a) 105 ± 1 103 ± 1 7.6 ± 0.6 14.7 ± 1.2 (a) 0.54 ± 0.10
2.05 ± 0.03 (w) <0.1e 102 ± 5 (w)

S20 (20 : 1) 0.76 ± 0.05 1.14 ± 0.04 (a) 112 ± 2 108 ± 4 11.2 ± 0.8 34.7 ± 2.3 (a) 0.49 ± 0.11
1.08 ± 0.04 (w) <0.1e 115 ± 7 (w)

S50 (50 : 1) 0.095 ± 0.016 — f 115 ± 2 111 ± 2 — — f —

a In brackets the base : X-linker weight ratio. bMeasured in air on cylindrical samples on an area of approx. 28 mm2. cMeasured both in air and
in water with AFM in nanoindentation mode. dMeasured both in air and in water as the maximum negative force recorded in the indentation
(loading) and in the retraction (unloading) curves. No loading adhesion forces were observed in water. The adhesion force in loading is often
referred to as the van der Waals component of the total adhesion. See also ESI, Fig. 1SI. e The negligible adhesion in loading is due to the presence
of a film of water that shields the tip from the substrate surface. f S50 could not be analyzed via nanoindentation (tip rapidly covered by debris).
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upper layers of unmodified S10 (take-off angle (t.o.a.) = 10°)
was considerably different from what was expected from pure
PDMS, with a higher oxygen content independently of the
storage conditions (air or water); the composition of deeper
layers (t.o.a. = 90°) was, in contrast, closer to that of PDMS.
The group of Vancso obtained similar results on Sylgard 184
with the same base/cross-linker ratio45,46 and interpreted them
as due to silica fillers partially segregated during cross-linking.

Due to the large (≥66 wt%) PDMS content of the block
copolymers the surface composition of the coated samples is
expected to undergo only moderate changes, with some
increase in the carbon content and decrease in the silicon one;
indeed only rather small differences were recorded (Table 2),
with the silicon content appearing slightly reduced at t.o.a. =

10°. In a further analysis, high resolution C 1s spectra clearly
showed the presence of carbonyl groups (peak at 289.1 eV,
shift of 3.8 eV relative to saturated hydrocarbon)48 (Fig. 4B,
compared to Fig. 4A), which was accompanied by an increase
in the C–O signal.

Br atoms were recorded for Sil-GMMA1 at a t.o.a. of 10° (see
ESI, Fig. 4SI†), while they were absent at t.o.a. = 90° on coated
samples. XPS therefore confirmed the presence of small
amounts of Sil-GMMA1 and 2 and only in the upper surface
layers. Storage in water affected in an equal fashion both
uncoated and coated substrates, indicating that their upper
layers may be slightly less rich in silicone, which would poss-
ibly support some hydrophobic recovery; however, the effect on
both uncoated and coated samples was rather marginal.

Fig. 1 Typical height, modulus and adhesion maps for S10 and S20 samples in air; the maps were obtained using AFM in tapping mode (top), or
nanoindentation (middle and bottom). The nanoindentation maps report the Young’s modulus (middle) calculated using a Hertzian model and the
adhesion force (bottom) calculated from retraction curves (see for example ESI, Fig. 1SI† right). In both cases, the maps showed the PDMS surfaces
to be very homogeneous at least at the resolution used (500 nm: 20 points on a 10 μm scale). It is noted that, although characterized by similarly
smooth surfaces, the two materials drastically differed in modulus and polarity (lower modulus and higher adhesion recorded for S20).
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AFM. Under water (Fig. 5B), Sil-GMMA1-coated S10 exhibi-
ted a smooth profile (roughness 1–2 nm) and a very homo-
geneous phase. Upon drying (Fig. 6C), the majority of the
surface retained a roughness similar to that shown in water
(<5 nm), but exhibited a characteristic pattern both in phase
and height (Fig. 6); the apparently more rigid (larger phase)
component seemed to produce ∼2 nm thick domains on the
top of the lower phase component (in black in the phase
picture of Fig. 6). Due to both its deeper localization and the
likely softer character (lower phase value) it seems reasonable
to identify the lower phase as PDMS, and thus the top com-
ponent as PGMMA. In addition to these flat, patterned areas,
some micron-sized structures appeared upon drying; they
showed an irregular profile and a roughness in hundreds of
nanometers. Both the irregular structures and the flat areas
disappeared upon a second exposure to water (Fig. 5D) and
partially re-appeared after a second drying stage (Fig. 5E). Due
to their larger size and their absence under water, the large
aggregates cannot be identified as the colloids used in the
deposition and must be produced during drying.

We examined in more detail the kinetics of the drying
process.

Fig. 2 ATR-IR spectra of S10 unmodified and after 3 day exposure to
water dispersions of Sil-GMMA1 to 5 (10 mg mL−1 in EtOH–H2O 1 : 1).
The insert shows the CvO stretching region. The low intensity of the
carbonyl absorption, e.g. in comparison with that of Si–C stretching
from the underlying silicone, is due to the thinness of the polymer
layers.

Fig. 3 Top: advancing (A) and receding (B) contact angles of S10, unmodified and after a 3-day exposure to 10 mg mL−1 Sil-GMMA1-3 dispersion in
1 : 1 ethanol–water. The measurements were performed on freshly prepared samples (grey columns) and after storage in air (patterned columns) or
water for 14 days (white columns). Bottom: advancing (C) and receding (D) water contact angles of substrates with different cross-link densities,
unmodified and after a 3-day exposure to 10 mg mL−1 Sil-GMMA1 dispersion in 1 : 1 ethanol–water. The measurements were performed on freshly
prepared samples (grey columns) and after storage in water for 14 days (white columns).
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Table 2 Surface composition (% atom) of silicone disks (S10) unmodified and treated with Sil-GMMA1-2 copolymers after storage for 14 days in air
or water

Sample Ca Oa Sia Bra

PDMS Theoretical composition 50 25 25 —
Sil-GMMA1 57 31 12 0.2
Sil-GMMA2 59 32 9 0.2
S10 (unmodified) Stored in air 47 47 30 26 23 26 0 0
Sil-GMMA1 48 49 30 25 21 26 0.02 0
Sil-GMMA2 49 50 30 24 21 27 0 0
S10 (unmodified) Stored in water 49 49 30 24 21 27 0 0
Sil-GMMA1 50 49 30 24 19 26 0.06 0
Sil-GMMA2 50 48 30 24 20 28 0 0

a t.o.a. = 10° (left) and 90° (right). Considering that 95% of the observed photoelectron signal derives from a layer thickness 3λ sin(t.o.a.), with
C 1s electron mean free path (λ) = 2.9 nm (value obtained for AlKα X-ray photoemitted electrons47), 10° and 90° should correspond, respectively,
to 1.5 and 8.7 nm.

Fig. 4 XPS C 1s high-resolution spectra (t.o.a. 10°) of silicone substrate (S10) unmodified (A) and modified with Sil-GMMA1 (B) after storage in water
for 14 days. (A) The presence of saturated C–C bonds and of trances of C–O bonds is due to the cross-linkers and silanizing agents used in the
Sylgard 184 formulation. (B) The increased amount of C–O bonds and the presence of CvO groups are ascribed to the ester and alcohol groups of
PGMMA chains. Spectra have been charge corrected to position the C 1s at 284.5 eV, which is the binding energy for the binary arrangement
((CH3)2SiO2/2) of PDMS.38 It is noted that both in (A) and in (B) the binding energy for aliphatic C–C is higher than its most usual value (285.0 eV);
although a precise explanation for this shift is difficult to find, such a higher binding energy is not unheard of, and has been associated with aliphatic
groups present e.g. in peptide-coated silicon,49 as well as in diamond-like carbon50 or in graphene oxide51 or nanotubes52 derivatives.

Fig. 5 Height and phase images (tapping mode AFM) of S10 before (A) and after the adsorption of Sil-GMMA1 (B to E). For the latter, images were
recorded immediately after adsorption under water after removing the ethanol–water medium (B), in air 24 hours after removal of water (C), again
submerged under water for 24 h after a 26 h drying cycle in air (D), and finally in air again 24 hours after removal of water (E). Please note that the
phase scale uses the median value of the phase as its zero value in each image, and thus scales of different images should be compared only in rela-
tive terms.
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(A) Morphology. Both flat areas and aggregates maintained
their overall roughness and morphology (see ESI, Fig. 5SI;† see
also Fig. 7A), but a significant surface reorganization was
apparent in the phase images of the latter; in particular, the
component characterized by a lower phase (most likely PDMS)
appeared to gradually increase its surface presence (Fig. 7B).
Since in the same time frame the phase structure of the flat
areas did not change appreciably, it seems therefore reason-
able to ascribe the wetting/hydrophobic recovery suggested by
contact angle measurements to the dynamics of the surface
aggregates.

(B) Young’s modulus and adhesion force. In air, the average
stiffness of the coated surfaces was rather similar to that of the
pristine silicone substrate (compare top row Fig. 8A with Fig. 1,
middle left) and was substantially unaffected by the drying
process. Measurements performed selectively on aggregates
showed them to be markedly stiffer than the flat areas (Fig. 8B
and C), and the latter to have a modulus virtually identical to
that of the uncoated silicone. The latter point suggests there-
fore Sil-GMMA1 to form there a very thin layer in these areas;
considering that they cover the vast majority of the surfaces,
this confirms the XPS indications. In terms of adhesion of the
coated surfaces to the AFM tip (Fig. 8D and E), the sample be-
havior was again dominated by the flat areas, which are more
polar than both the substrates (3–4 times larger adhesion

force) and the aggregates. It is noteworthy that the flat areas
adhesion showed a small but measurable decrease with time,
which may lead to a decrease in contrast in phase images
(Fig. 7B); we are inclined to ascribe the two phenomena to the
slow evaporation of water from PGMMA blocks.

It seems therefore reasonable to assume the flat areas to be
composed of a thin (mono)layer of Sil-GMMA1 that (a) does
not markedly affect the mechanical properties of the substrate,
but (b) does alter its surface energy by displaying GMMA
blocks, and (c) does not undergo a major reorganization
during drying, i.e. does not show a hydrophobic recovery.

The aggregates appear to be irregular assemblies of the
block copolymers, and they undergo significant restructuring
during drying; since they are highly unlikely to derive from the
colloidal precursors (they are not recorded under water), they
are likely produced during drying. An additional feature would
seem to support this hypothesis: most aggregates appeared to
be surrounded by ≈20 nm-thick layers (Fig. 9A), whose shape
seems to recall dewetting/contraction phenomena. During
drying, these intermediate regions underwent a surface re-
organization similar to that of large aggregates, i.e. with small
variations in the profile but very significant time dependency
of the phase (Fig. 9B). Unfortunately, the limited lateral resolu-
tion of nanoindentation measurements did not allow us to
measure the adhesion force selectively in these regions to

Fig. 6 Comparison of height (top left) and phase (top right) for a 3 μm × 3 μm flat area of Sil-GMMA1-coated S10. The pattern observed is very
similar, as can be seen on an overlay of the two pictures (bottom left); a scan of the two images along the dashed white line provides a more quanti-
tative perspective, showing how “higher” and “lower” areas have a height difference of about 2 nm, and the dips in height have a very close corre-
spondence in the phase profile (bottom right).
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highlight any difference in surface polarity from the
aggregates.

We propose here a speculative explanation. If we assume
the height of GMMA domains to be around 2–2.5 nm (as
suggested by the scans in Fig. 6), we could estimate that the
70 wt% silicone content would lead to an overall thickness of

7–10 nm for a surface-adsorbed Sil-GMMA1 monolayer; the
intermediate regions could be then interpreted as double or
oligo-layers, possibly originating from a multilamellar organiz-
ation of the polymers within the colloids. Indeed, while in
water dispersion Sil-GMMA1 forms elongated structures
resembling worm-like micelles, in water–ethanol lower-curva-

Fig. 7 (A) The morphology of large aggregates did not show any appreciable change during a 24 h drying cycle. (B) The phase pattern of the flat
areas did not undergo major changes during the drying cycle, although it appeared that some short-range reorganization may have occurred (thin-
ning of some “black”, likely PDMS domains). On the other hand, the phase images of the large aggregates showed very significant changes, which
suggest the migration of lower phase components (likely PDMS blocks) on the surface of the material during drying.

Paper Polymer Chemistry

6696 | Polym. Chem., 2014, 5, 6687–6701 This journal is © The Royal Society of Chemistry 2014

O
pe

n 
A

cc
es

s 
A

rt
ic

le
. P

ub
lis

he
d 

on
 0

7 
A

ug
us

t 2
01

4.
 D

ow
nl

oa
de

d 
on

 5
/1

8/
20

25
 1

1:
06

:4
0 

PM
. 

 T
hi

s 
ar

tic
le

 is
 li

ce
ns

ed
 u

nd
er

 a
 C

re
at

iv
e 

C
om

m
on

s 
A

ttr
ib

ut
io

n 
3.

0 
U

np
or

te
d 

L
ic

en
ce

.
View Article Online

http://creativecommons.org/licenses/by/3.0/
http://creativecommons.org/licenses/by/3.0/
https://doi.org/10.1039/c4py00941j


ture e.g. lamellar structures are probably more favoured, due to
the reduced solvation of GMMA units.

It could be further hypothesized that while under water all
surface is likely covered by multilayer, GMMA-displaying struc-
tures, a long-range contraction and re-organisation would
occur during drying, eventually yielding aggregates and leaving
mostly PDMS-displaying intermediate regions as partial
remnants.

Protein adsorption

The adsorption of (plasma) proteins to the surfaces of syn-
thetic materials is widely recognized as one of the most impor-
tant causes of cell (platelet, leukocyte) adhesion and
ultimately foreign body reaction. Surface heterogeneities, elec-
trostatic or other polar interactions can affect protein adsorp-
tion,53,54 but on PDMS it is generally accepted that this is
mainly driven by hydrophobic effects, i.e. the entropy-driven
release of ordered water from silicone surfaces. Therefore, the
higher surface polarity of Sil-GMMA-coated surfaces may have
a significant influence on the amount and quality of adsorbed
proteins.

For this study we have employed bovine serum albumin
(BSA) and bovine plasma fibrinogen (BPF), which are used as

models for the corresponding human proteins; in humans,
albumin is the most abundant plasma protein, with a concen-
tration of about 30–50 mg mL−1 (fibrinogen = 1–3 mg mL−1)
and is one of the first proteins to adsorb on the surface of
implanted biomaterials;55–57 its deposition is often considered
to act as a sort of passivation, since it does not specifically
encourage platelet or leukocyte adhesion. In contrast, the
adsorption of fibrinogen is well known to trigger undesired
reactions.6,7

Adsorption experiments were performed on S10 freshly
coated with Sil-GMMA1-3; since the samples have not been
dried, we assume that at least in the case of Sil-GMMA1 the
substrates presented a GMMA-rich surface, possibly in a multi-
layer morphology (= no aggregates).

The amount of adsorbed protein was first evaluated via the
bicinchoninic acid (BCA) assay after desorption with sodium
dodecyl sulfate (Fig. 10A and B). Due to the unselective nature
of the test, we have separately investigated BSA and BPF, which
were used at concentrations similar to those in plasma
(resp. 10 and 1 mg mL−1, using 1 mg mL−1 BSA as a control).
The presence of Sil-GMMA2 and 3 did not appreciably modify
the adsorption of BPF, but increased that of BSA; on the other
hand, Sil-GMMA1 affected both, with a ≈30% decrease in BPF

Fig. 8 (A) Typical Young’s modulus (above) and adhesion force maps (below) of S10 coated with Sil-GMMA1; the same area was imaged under
water and 1, 2 and 24 h after its removal. For the segmentation process used to distinguish flat areas from aggregates, see ESI, Fig. 7SI.† Please note
that the Young’s modulus of the coated material under water appears stiffer than in air; this effect was not recorded on the uncoated substrates
(Table 1) and likely stems from the choice of the Hertz model to fit nanoindentation data: this model does not consider the substrate surface energy;
thus it makes it impossible to quantitatively compare the modulus of a hydrophilic surface in air and under water. (B) Young’s modulus averaged
over 10 μm × 10 μm areas (n = 3) for unmodified and coated S10, in deionized water (liquid) or in air as a function of the drying time. (C) Data from
(B), clearer comparison of water/24 h in air. (D) Adhesion force measured as described in (B). (E) Data from (D), clearer comparison of water/24 h in
air. For a similar comparison of 1 h and 5 h drying, see ESI, Fig. 8SI.†
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and a ≈100% increase in BSA. This effect is not new: using
polyurethane-PGMMA hydrogels Mequanint et al. observed
higher albumin and lower fibrinogen adsorption with increas-
ing PGMMA content,27 thus showing PGMMA to have preferen-
tial interactions with albumin.

We have then used fluorescamine to detect the presence of
primary amino groups directly on Sil-GMMA1-coated vs. un-
modified S10, without desorption (Fig. 10C). Upon reaction with
amines, fluorescamine exhibits maximum emission at 460 nm

when excited at 390 nm;58 since we have analysed only one type
of protein at a time, the fluorescence intensity at 460 nm is
directly proportional to the amount of protein adsorbed; due to
the higher sensitivity of the method, it also allowed us to extend
the study to more diluted protein solutions. Confirming the
results of the BCA assays, at all concentrations we have recorded
an increase in BSA and a decrease in BPF adsorption.

Fig. 10D graphically summarizes the comparison of the
relative affinity of Sil-GMMA1-coated and unmodified S10 for

Fig. 9 (A) Details of the morphology of some large aggregates produced by Sil-GMMA1 on S10 and S20 substrates. The black bars in the pictures
show the directions of the scans presented in the graphs. For both substrates it is possible to recognize the presence of intermediate, flat regions
around the aggregates. These areas appear to have a thickness of around 20 nm and a roughness of 2–3 nm. (B) Morphology of the intermediate
regions on coated silicone substrates (S10). The phase profile of these areas (top left graph and top right pictures; both refer to 1, 6 and 9 h time
points) considerably evolves during the first few hours of drying, with most changes occurring in areas where the height profile records small
(2–3 nm) or negligible modifications; overall, the phase decreases, suggesting the presentation of silicone blocks at the air interface. A proposed
structure of the surface elements is provided in the sketch at the bottom of the figure.
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the two proteins, at a fibrinogen/albumin ratio similar to that
in blood (1 : 10); please note that these data refer to individual
adsorption experiments and not to competitive binding. Both
analytical techniques showed a clear switch from a BPF-philic
to a BSA-philic character upon surface coating, which can be
promising for decreasing cell attachment and the likelihood of
foreign body reaction in vivo.

There are, however, a few caveats. First, adsorbed albumin
can be replaced by other proteins having higher affinity for
hydrophobic surfaces, like fibrinogen. Obviously, the extent of
this effect depends on the nature of the surface.59 Therefore
studies investigating competitive proteins adsorption or
albumin replacement by fibrinogen will be undertaken.
Second, protein adsorption may not provide an univocal
understanding of the biological performance, since the
degree of the biological activity of adsorbed proteins depends
on their molecular spreading (degree of unfolding) and/or
variations in the orientation or accessibility of the cell binding
domains,6,7,57,60 but also on the composition of the adsorbed
layer: for example, there is evidence that co-adsorbed albumin
influences the “surface biological activity” of fibrinogen.61

Conclusions

We have demonstrated that the physisorption of PDMS-based
macroamphiphiles containing hydrophilic PGMMA blocks (Sil-
GMMAs) provides measurable and likely beneficial effects, as
long as polymers with high PDMS content are employed. For
example, when in a water environment the surface-deposited
polymers have a significant effect on protein adsorption, chan-
ging the surface character from preferentially fibrinogen-
adsorbing (in perspective more cell-adhesive) to preferentially
albumin-adsorbing (less cell-adhesive). This switch can be very
beneficial for the modulation of cell adhesion and activation.

However, the situation becomes complicated in air; the
PDMS surface was shown to be predominantly covered by a
non-restructuring and thin layer, which showed the character-
istics of a phase-segregated monolayer. Although in less con-
spicuous amounts, other morphologies (aggregates) are also
produced in the early stages of drying, and they may derive
from the re-organization of multilamellar structures generated
in the deposition process. Differently from the monolayers,
they undergo significant reorganization (hydrophobic recovery)

Fig. 10 (A) Amount of protein detached from unmodified and coated S10 and analyzed through the BCA assay; the substrates were incubated for
3 h in different protein solutions (BPF 1 mg mL−1, BSA 10 and 1 mg mL−1). (B) The data of graph (A) are expressed in terms relative to the unmodified
PDMS substrate (S10). (C) Results of the fluorescamine assay (fluorescence intensity at 460 nm) on S10 unmodified and modified with Sil-GMMA1
after 3 h of incubation in different protein solutions (BPF 1, 0.5 and 0.1 mg mL−1, BSA 10, 1 and 0.1 mg mL−1). (D) Relative comparison of the affinity
of unmodified or Sil-GMMA1-coated S10 for the two proteins. The data are obtained by dividing the BPF fluorescence intensity (fluorescamine
assay) or amount per surface area (BCA assay) by the corresponding figures for BSA.
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under air and despite their rather low amount we are inclined
to ascribe to them a dominant role in the macroscopic contact
angle behaviour.

In the perspective of a stable surface functionalization, the
presence of the latter structures should be minimized, which
likely means to achieve control over the number of layers de-
posited; this could be possibly achieved by optimizing the con-
centration of Sil-GMMA1 during the colloidal adsorption, and/
or on the morphology of the colloids themselves, e.g. via soni-
cation or extrusion.
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