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Electrochemical and spectroscopic study of Zn(II)
coordination and Zn electrodeposition in three
ionic liquids with the trifluoromethylsulfonate
anion, different imidazolium ions and their
mixtures with water

Zhen Liu,a Sherif Zein El Abedinab and Frank Endres*a

In this paper we report on the use of three ionic liquids, 1-methylimidazolium trifluoromethylsulfonate

([MIm]TfO), 1-ethyl-3-methylimidazolium trifluoromethylsulfonate ([EMIm]TfO) and 1-ethyl-2,3-dimethyl-

imidazolium trifluoromethylsulfonate ([EMMIm]TfO) containing zinc trifluoromethylsulfonate as electrolytes

for zinc electrodeposition. By varying the cations from [MIm]+ via [EMIm]+ to [EMMIm]+, the vibrational

band in the Far-IR spectra below 200 cm�1, characterizing the cation–anion interaction, is shifted to lower

wavenumbers, which suggests that the interaction between cations and anions is arranged in order of

[MIm]TfO 4 [EMIm]TfO 4 [EMMIm]TfO. The coordination of Zn2+ ions in these electrolytes was investi-

gated by Raman spectroscopy. The Raman spectra show obvious differences in terms of the solvation of

Zn2+ ions in the dried electrolytes. The average number of TfO� anions bound to each Zn2+ ion is lower

in [MIm]TfO than in [EMIm]TfO and in [EMMIm]TfO, respectively. In ionic liquid–water mixtures, aqueous

zinc species were formed in all cases. The differences in zinc species present in the electrolytes should

have an influence on their electrochemical behavior and on the morphology of the deposits. In dried ionic

liquids, the cyclic voltammograms reveal that the potentials for the deposition of zinc were shifted to more

negative values by varying the cations, while in ionic liquid–water mixtures, the deposition of zinc occurs

at almost the same potential. The SEM and XRD results show that the surface morphology, crystal shape

and size as well as crystallographic orientation of the deposits are markedly affected by varying the cations

of the ionic liquids.

1. Introduction

Ionic liquids (ILs) are often called ‘‘designer solvents’’, because
their physical and chemical properties (e.g. melting point,
conductivity, viscosity and electrochemical window) can be
tuned by modification of the individual cation or anion or both.
By combination of anion and cation of appropriate design, they
can offer high ionic conductivity, negligible flammability, high
thermal stability and large electrochemical window which makes
them promising electrolytes for electrochemical devices such as
batteries, capacitors, fuel cells and solar cells.1–3 They are also
employed as electrolytes for the electrodeposition of metals and

alloys.4,5 There is a theoretically possible number of more than
109 ILs, of which about 1000 have been described in literature.6

Therefore, it is quite difficult if not even impossible to experi-
mentally investigate all potential cation–anion combinations
without a fundamental understanding of the behavior of the
species comprising the electrolytes.

In practical electrodeposition processes, high solubility of
metal salts in ionic liquids is required. This can be achieved by
modification of the cation with a functional group (e.g. ether- or
hydroxyl-functionalized ILs)7 or by increasing concentration
and complexation ability of anions (e.g. dicyanamide (DCA)
anion).8 Ionic liquids usually contain weakly coordinating
anions, such as tetrafluoroborate (BF4

�), hexafluorophosphate
(PF6

�), bis(trifluoromethylsulfonyl)amide (TFSA�), and trifluoro-
methylsulfonate (TfO�) anions and the solvation of metal cation
in ionic liquids largely depends on the anion. The interaction
between metal ions and ionic liquid anions influences the
speciation and determines the solubility. It was e.g. reported
by Abbott et al. that the electrolytes show different colors by
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dissolving CuCl2�2H2O in a variety of ionic liquids, indicating
that different copper species are present in different liquids.9

The interaction between cation and anion in ILs also influences
the solvation of metal ions. Hydrogen bonds, Coulombic force
and van der Waals interactions have a considerable impact not
only on the properties of the IL but also on the interactions
between IL and solute molecules. The strength of intermolecular
interactions between cation and anion in ILs can be comparatively
studied by far infrared spectroscopy. The low frequency vibrational
bands below 200 cm�1 can be assigned to the bending and
stretching modes of the cation–anion interaction. The interpretation
is supported by ab initio calculations.10,11 By varying the cation or the
anion of ILs, the band shifts in frequency and changes intensity
indicating the strength of the interaction. Therefore, the anion
environment in these electrolytes and the solvation of metal ions
can be comparatively investigated.

The physical and chemical properties of ILs can also be modified
by mixing them with other components, such as other ILs,
organic solvents or water.12–14 IL–water mixtures have attracted
much attention as trace amounts of water can have a great
influence on the properties of ILs such as viscosity, polarity,
and surface tension.15,16 In addition, it can have an influence
on the interfacial layer properties.

The differences in metal species and interfacial interactions
can have a strong influence on the electrochemical process and the
quality of the deposits. Therefore, understanding the relationship
between metal speciation, their electrochemical performance and
the morphology is critical for designing a proper ionic liquid. Our
strategy is to vary the imidazolium cation by substitution of the
hydrogen atom in the imidazolium ring with alkyl groups, keeping
the anion the same.

In this paper we report on the use of three ILs, 1-methyl-
imidazolium trifluoromethylsulfonate ([MIm]TfO), 1-ethyl-3-methyl-
imidazolium trifluoromethylsulfonate ([EMIm]TfO) and 1-ethyl-2,3-
dimethylimidazolium trifluoromethylsulfonate ([EMMIm]TfO)
in combination with zinc trifluoromethylsulfonate as electro-
lytes for zinc deposition. The interaction between cation and
anion was investigated by Far-IR spectroscopy and the solvation
of zinc ions in the electrolytes was studied by Raman spectro-
scopy. Furthermore, the electrochemical behavior, morphology
and phase orientation of the zinc deposit in dried ILs and
IL–water mixtures were studied.

2. Experimental

The ionic liquids 1-methylimidazolium trifluoromethylsulfonate
([MIm]TfO) (98%), 1-ethyl-3-methylimidazolium trifluoromethyl-
sulfonate ([EMIm]TfO) (99%) and 1-ethyl-2,3-dimethylimidazolium
trifluoromethylsulfonate ([EMMIm]TfO) (98%) were purchased
from IO-LI-TEC, Germany in the highest available quality. The
ionic liquids [MIm]TfO and [EMMIm]TfO are solid at room
temperature. Zinc trifluoromethylsulfonate, Zn(TfO)2 (99%) was
obtained from IO-LI-TEC as well. The ionic liquids (chemical
structures are shown in Fig. 1) were dried under vacuum at
120 1C to water contents of below 3 ppm and stored in closed

bottles in an argon filled glove box (OMNI-LAB from Vacuum
Atmospheres) before use. From the synthesis process such
liquids can contain several hundred ppm of trifluoromethylsulfonic
acid. The concentration of Zn(TfO)2 in those ionic liquids was
adjusted to 0.2 mol L�1 (M). Ionic liquid–water mixtures were
prepared by adding 30 wt% of water to 0.2 M Zn(TfO)2/IL (70 wt%).

The cyclic voltammetry and electrodeposition experiments
were carried out in the glove box for dried liquids at 120 1C. A
25 mL glass beaker was employed as an electrochemical cell for
the experiments. For ionic liquid–water mixtures, the experi-
ments were done under air with a relative humidity of about
50% at 22 1C using a three-electrode cell setup. The electro-
chemical cell made of polytetrafluoroethylene (Teflon) was
clamped over a Teflon covered Viton o-ring, thus yielding a
geometric surface area of 0.3 cm2. Gold substrates (gold on
glass) from Arrandee Inc., predominantly Au(111), were used as
working electrodes. Platinum wires (Alfa, 99.99%) were used as
counter and quasi-reference electrodes, respectively. The quasi-
reference electrode is electrochemically stable enough during
the experiments. The electrochemical measurements were carried
out using a PARSTAT 2263 potentiostat/galvanostat controlled by
PowerCV and PowerStep software. The Pt quasi-reference electrode
was cleaned with isopropanol in an ultrasonic bath for 15 min and
annealed in a hydrogen flame to red glow in order to remove any
possible contaminations. The electrochemical cell was thoroughly
cleaned in a mixture of 50/50 vol.% H2SO4/H2O2 followed by
refluxing in distilled water. The reference electrode was immersed
in the middle of the solution and the whole volume of the cell was
referred.

The surface morphology of the deposit was characterized by
high resolution SEM (Carl Zeiss DSM 982 Gemini). X-ray
diffraction patterns were recorded at room temperature using
a PANalytical Empyrean Diffractometer (Cabinet No. 9430 060
03002) with Cu Ka radiation. Differential scanning calorimeter
(DSC) analysis was carried out using a DSC 2910 instrument
(TA Instruments). Ionic liquid samples with a weight of 2–3 mg
were used for the measurements. The samples were heated from
room temperature to 600 1C with a heating rate of 10 1C min�1

using argon as a purge gas. The Far-IR measurements were

Fig. 1 Chemical structures of [MIm]TfO, [EMIm]TfO and [EMMIm]TfO.
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performed on a Bruker VERTEX 70 FT-IR spectrometer equipped
with an extension for measurements in the far infrared region,
which consists of a multilayer mylar beam splitter, a room
temperature DLATGS detector with preamplifier. The Raman
measurements were carried out with a Raman module FRA 106
(Nd:YAG laser, 1064 nm) attached to a Bruker IFS 66 v inter-
ferometer with a resolution of 2 cm�1. The spectra were fitted by
Voigt response functions controlled by the software PeakFit. The
correlation (r2) of each fitting is more than 0.995. The viscosities
of the ionic liquid electrolytes at 120 1C and ionic liquid–water
mixtures at room temperature were measured by a Bohlin
Germini 150 rheometer (Malvern Instruments, Ltd UK).

3. Results and discussion
3.1 Thermal stability and melting point

The thermal stability of these ionic liquids was examined by
DSC between 20 and 600 1C. As shown in Fig. 2, both the ionic
liquids [EMIm]TfO and [EMMIm]TfO have a thermal decom-
position temperature of B350 1C, whereas [MIm]TfO has a
decomposition temperature of B300 1C. In [MIm]TfO, the peak
around 100 1C is due to the removal of water that was absorbed
during ex situ handling. The presence of water can alter the
thermal stability of the ionic liquid significantly.17 A side reaction,
such as e.g. the formation of HF in the case of BF4

� or PF6
� is

possible when water is present.18

The melting point is quite an important property in the
design and application of ionic liquids. The inset of Fig. 2
shows that both [MIm]TfO and [EMMIm]TfO have a melting
point (Tm) of B116 1C, which is significantly higher than that
one of [EMIm]TfO (�9 1C).19 Although some methods have
been used to estimate the melting point of ionic liquids, it is
still difficult to correlate and predict, because it is dependent
on the arrangement of the ions in the crystal lattice and on the
strength of the ion interactions.20–22 The interaction between
cation and anion, such as Coulombic interactions, hydrogen
bonding, van der Waals interactions and the distribution of

charge can influence the melting points. However, the melting
point of the IL can be reduced to below room temperature, e.g.
the substitution of the methyl- by an ethyl-group in the 1-methyl-
imidazolium cation, resulting in a melting point of below 20 1C.23

3.2 Viscosity of ionic liquid electrolytes

The viscosity of ILs ranges from about 10 to 500 mPa s at ambient
temperature and plays an important role in possible industrial
applications where stirring, mixing and pumping is needed.24–26 In
addition, it has a strong influence on the transport properties.
Therefore, many efforts were done to synthesize low viscosity ionic
liquids for a variety of purposes.27–29 The structure of the ions in
the IL and their interactions can affect the viscosity. Alternatively,
addition of a co-solvent such as water is known to reduce the
viscosity of ionic liquids. Ionic liquid–water mixtures could be more
efficient electrolytes than ionic liquids alone.30,31 Table 1 presents
the viscosities of the dried ILs in this work containing 0.2 M
Zn(TfO)2 at 120 1C and their mixtures with 30 wt% water at
25 1C, respectively. [EMIm]TfO alone has a viscosity of B40 mPa
s at 25 1C.32,33 Increasing of the temperature can effectively reduce
the viscosity by more than one order of magnitude. The viscosities
of the dried electrolytes 0.2 M Zn(TfO)2/[MIm]TfO, 0.2 M Zn(TfO)2/
[EMIm]TfO and 0.2 M Zn(TfO)2/[EMMIm]TfO at 120 1C are quite
comparable exhibiting a viscosity of B3.0–3.7 mPa s. Table 1 also
compares the viscosity of the mixtures of 0.2 M Zn(TfO)2/IL with
30 wt% water. These electrolytes display similar viscosity of about
4 mPa s at 25 1C.

3.3 Interaction between cation and anion (Far-IR
spectroscopy)

The FIR spectra of [MIm]TfO, [EMIm]TfO and [EMMIm]TfO
between 30 and 300 cm�1 at room temperature are presented in
Fig. 3. We focus on the region below 200 cm�1, which is dominated
by C–H� � �A and/or N–H� � �A (anion) interactions.34,35 As can be
clearly seen in Fig. 3, the maximum intensity of the measured
spectrum occurs at 116 cm�1 in [MIm]TfO. Hydrogen bonds to the
anion can be formed via N–H and C(2,4,5)–H. When the hydrogen
atom of N–H in the imidazolium cation is substituted by an ethyl
group ([EMIm]+) that is incapable of strong hydrogen bonding via
the aliphatic N–H, the band is shifted to 90 cm�1 (Fig. 3b). By
methylation of [EMIm]+ at C(2)–H, the formation of hydrogen bonds
is only possible via C(4,5)–H and the band is shifted to 75 cm�1

(Fig. 3c). A band shift to lower wavenumbers means reduced
interaction, suggesting that the strength of interaction between
cation and anion is in order of [MIm]TfO 4 [EMIm]TfO 4
[EMMIm]TfO. The different interaction between cation and anion

Fig. 2 DSC curves of [MIm]TfO, [EMIm]TfO and [EMMIm]TfO.

Table 1 Viscosity of 0.2 M Zn(TfO)2/IL at 120 1C and of 0.2 M Zn(TfO)2/IL
+ 30 wt% water at room temperature (mPa s)

Ionic liquid (IL)

Viscosity of
0.2 M Zn(TfO)2/IL
at 120 1C (mPa s)

Viscosity of 0.2 M
Zn(TfO)2/IL + 30 wt%
water at 25 1C (mPa s)

[MIm]TfO 3.2 � 0.2 3.8 � 0.1
[EMIm]TfO 3.7 � 0.1 4.3 � 0.1
[EMMIm]TfO 3.0 � 0.2 4.0 � 0.2
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influence metal speciation and the solubility of metal salts in ionic
liquids.

3.4 The solvation of Zn2+ in ionic liquid electrolytes

The solvation of Zn2+ in the three ionic liquids was investigated by
examining the vibrational mode of the CF3 symmetric deformation,
ds(CF3), in Raman spectra. This signal is very sensitive to the
environment and an additional signal at higher wavenumbers
can be observed when TfO� anions are coordinated.36 The Raman

spectra of [MIm]TfO, [EMIm]TfO and [EMMIm]TfO containing
0.2 M Zn(TfO)2, respectively, between 740 and 780 cm�1 at
120 1C are shown in Fig. 4. The peaks were deconvoluted and
the fitting peak positions were marked in Fig. 4.

The Raman spectrum can be deconvoluted into two peaks:
the peak at low wavenumbers is attributed to the vibration of
‘‘free’’ (uncoordinated) TfO� anions and the peak at higher
wavenumbers is due to the vibration of zinc coordinated TfO�

anions. The ‘‘free’’ TfO� anions in 0.2 M Zn(TfO)2/[MIm]TfO is
centered at 758.9 cm�1 and shifted to 757.0 cm�1 in [EMIm]TfO
and to 753.8 cm�1 in [EMMIm]TfO. The vibration mode of zinc
coordinated TfO� anions in these electrolytes also slightly
shifted to lower wavenumbers in the same order. The shifts are
due to their different interactions between cations and anions.

The average number of TfO� coordination to each Zn2+ is
calculated according to:37

N ¼ ACO= ACO þ Afreeð Þ
nZn=ntotal TfO�

where Aco and Afree are the peak area of the coordinated and
of the free TfO�, respectively. nZn is the molar concentration of
Zn2+ (0.2 M) and ntotal TfO� is the total molar concentration of
TfO� anions.

In [MIm]TfO, each Zn2+ ion is coordinated with 3 TfO�

anions, which indicates that the species present is [Zn(TfO)3]�.
The number was found to be 3.8 in [EMIm]TfO meaning that the
dominant coordination number is 4 and [Zn(TfO)4]2� species are
present. The average number of TfO� coordinated to each Zn2+

ion is 5 in [EMMIm]TfO, suggesting [Zn(TfO)5]3� complexes are
present. For steric reasons [Zn(TfO)6]4� complexes seem to be
less favored. It is evident that the stronger the interaction
between cations and anions, the weaker the anions are associated
with Zn2+ ions. We also investigated the solvation of zinc in ionic
liquid–water mixtures, and no additional signal was observed. That
means the zinc ion is no longer coordinated with TfO� anions,
rather associated with water forming aqueous zinc species. The
Raman spectra of [EMIm]TfO and of [EMIm]TfO–water mixtures

Fig. 3 Far-IR spectra of [MIm]TfO (a), [EMIm]TfO (b) and [EMMIm]TfO
(c) between 30 and 300 cm�1.

Fig. 4 Raman spectra of 0.2 M Zn(TfO)2/[MIm]TfO (a), of 0.2 M Zn(TfO)2/[EMIm]TfO (b) and of 0.2 M Zn(TfO)2/[EMMIm]TfO (c), respectively, between
740 and 780 cm�1. Colored solid lines: original data, colored circles: fitting data and black solid lines: deconvoluted curves. The spectrum was
deconvoluted into two bands. The band at low wavenumber is attributed to the vibration of free TfO� anions and the band at high wavenumber is
assigned to the vibration of Zn coordinated TfO� anions.
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containing Zn(TfO)2 and the interaction between [EMIm]TfO
and water were reported in our previous work.38 The difference
in the species must have an influence on the electrochemical
behavior and morphology of the deposit, thus experiments were
carried out both in pure ionic liquids and in ionic liquid–water
mixtures.

3.5 Electrochemical behavior of zinc in dried ionic liquids

Both [MIm]TfO and [EMMIm]TfO have a melting point of B116 1C.
Therefore, the experiments were carried out at elevated temperature.
The cyclic voltammograms of the employed ionic liquids containing
0.2 M Zn(TfO)2 recorded on gold at 120 1C are shown in Fig. 5. The
electrode potential was scanned cathodically from the open circuit
potential (OCP) with a scan rate of 10 mV s�1. The voltammogram of
neat [MIm]TfO on gold is also shown in Fig. 5 curve (â). As seen, the
cathodic current in pure [MIm]TfO starts to increase at �0.6 V as a
result of hydrogen evolution. In Fig. 5 curve (a) (0.2 M Zn(TfO)2/
[MIm]TfO), the first cathodic peak (c1) centered at about�0.95 V vs.
Pt is correlated to the reduction of Zn2+ and the peak current density
reached ca. 28 mA cm�2, of which a small fraction is probably due to
hydrogen evolution. In the anodic range, the peak a1 can be
assigned to the oxidation of Zn and peak a2 is due to the stripping
of a Au–Zn alloy. In the investigated regime of�1.5 V to +1.0 V vs. Pt,
the ionic liquids [EMIm]TfO and [EMMIm]TfO are electrochemically
quite stable. The CV of 0.2 M Zn(TfO)2/[EMIm]TfO (Fig. 5b) exhibits
one Zn reduction peak (c1) centered at �1.05 V in the cathodic
regime and four anodic peaks in the backward scan. The peaks a1,
a2 and a3 are associated with the oxidation of Zn and a4 is related to
the stripping of a Au–Zn alloy. A current loop was observed when the
scan was reversed, indicating a nucleation process. In Fig. 5 curve (c)
(0.2 M Zn(TfO)2/[EMMIm]TfO), one Zn reduction peak (c1) centered
at �1.1 V with its anodic counterparts for the oxidation of Zn (a1)
and of a Au–Zn alloy (a2) were found in the back scan. It can also be
seen in Fig. 5 as marked with a gray bar that the zinc reduction peak
potential was obviously shifted to more negative values as the cation

varied from [MIm]+ via [EMIm]+ to [EMMIm]+. In addition, a sharp
reduction peak was observed in Fig. 5 curve (a) and a relatively
flattened reduction peak was observed in Fig. 5 curve (c). As
mentioned above, the three electrolytes display similar viscosity in
the order of 3.0–3.6 mPa s at 120 1C. Therefore, the shift is unlikely
caused by diffusion limitation, rather it can be related to the
different species present in the electrolytes. The higher coordinated
zinc species like [Zn(TfO)5]3� in [EMMIm]TfO are obviously more
difficult to reduce and therefore higher overpotential is needed to
drive the nucleation process, whereas the lower coordinated species
like [Zn(TfO)3]� are more easily to reduce.

Therefore, [MIm]TfO electrolyte could be a promising solvent
for zinc deposition. One concern about this liquid is its acidic
nature and the evolution of hydrogen. However, it was reported
that in dried protic ionic liquids the proton of the cation is not
easily subject to deprotonation at room temperature and it was
also show that lithium-ion batteries containing protic IL based
electrolytes exhibit promising performance in terms of capacity
and cycling stability and the battery materials shows no structural
changes.39–42

The potentiostatic electrodeposition of Zn from these electrolytes
was performed on gold substrates at �0.95 V vs. Pt in [MIm]TfO,
�1.05 V vs. Pt in [EMIm]TfO and �1.1 V vs. Pt in [EMMIm]TfO,
respectively for 2 h at 120 1C, and the morphologies of the deposits
are shown in Fig. 6. From [MIm]TfO, coarse and cubic Zn particles
with sizes of approximately 10 mm are obtained (Fig. 6a and d).
Rather hexagonal structured Zn with an average size of B 5 mm was
obtained in [EMIm]TfO (Fig. 6b and e). The deposits obtained in
[EMMIm]TfO (Fig. 6c) show rather irregular and cauliflower-like
agglomerates. At higher magnification (Fig. 6f), dense and uniform
Zn deposits with particles size of several hundred nanometers can be
seen. The particle size is remarkably influenced by varying the cation
from [MIm]+ to [EMMIm]+, indicating a certain competition between
nucleation and grain growth. Furthermore, [EMMIm]TfO is electro-
chemically more stable than [MIm]TfO and [EMIm]TfO, and the use
of [EMMIm]TfO ionic liquids might provide long term stability,
especially when the deposition process occurs at more negative
potentials. The differences in morphology are likely due to the
different zinc species present in the electrolyte and/or the adsorption
of cations on the surface of the electrode, which influences the
interfacial layer properties as well.

The XRD patterns of the electrodeposited Zn obtained from
these dried electrolytes on gold are shown in Fig. 7. All the
patterns show diffraction peaks at 36.31, 39.01 and 43.21,
arising from (002), (100), and (101) diffraction of hexagonal
zinc (JCPDS File No. 04-0831). The diffraction peaks marked as
black rectangle are corresponding to AuZn3 (JCPDS File No. 50-
1336). The results reveal that Zn deposited in these electrolytes
shows a preferred Zn orientation at (101) plane.

3.6 Electrochemical behavior of zinc from ionic liquid–water
mixtures

Fig. 8 curve a shows the cyclic voltammogram of 0.2 M
Zn(TfO)2/[MIm]TfO + 30 wt% water on gold at room tempera-
ture. The reduction peak centered at �1.67 V vs. Pt is ascribed
to zinc deposition. Similar zinc reduction peak positions

Fig. 5 The cyclic voltammograms of pure [MIm]TfO (â), of 0.2 M
Zn(TfO)2/[MIm]TfO (a), of 0.2 M Zn(TfO)2/[EMIm]TfO (b) and of 0.2 M
Zn(TfO)2/[EMMIm]TfO (c), respectively, recorded on gold at 120 1C. Scan
rate: 10 mV s�1.
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(centered at B�1.65 V) were observed in [EMIm]TfO and in
[EMMIm]TfO (Fig. 8 curves b and c), respectively. In zinc salts/
ILs + water mixtures, the viscosities of the electrolytes are in the
same order and zinc species present in the electrolytes are also
the same. Therefore, the zinc reduction occurs at the same
potential in the investigated electrolytes. In all three cases, only
one stripping peak was observed on the anodic branch of the
cyclic voltammograms. The stripping peak is sharp and has
the highest current density in [MIm]TfO–water mixtures, while
the stripping peak is broad and has the lowest current density
in [EMMIm]TfO–water mixtures. In addition, the onset of the
stripping potential is shifted towards negative direction by
varying the cations from [MIm]+ to [EMMIm]+. The differences
in the stripping behaviors might be attributed to their different
morphologies or due to interfacial layer properties.

Fig. 9 shows SEM images of the zinc deposits obtained at
�1.65 V for 30 min at room temperature. Compact and dense

zinc deposits were obtained from [MIm]TfO/water electrolytes
(Fig. 9a and d). The zinc grains composed of stacked hexagonal
plates, perpendicular to the substrate. The morphology then changes
to a relatively rough and irregular structure in [EMIm]TfO–water
mixtures (Fig. 9b). At higher magnification, the structure has a
spongy-like appearance (Fig. 9e). A flake-like structure on the bottom
with Zn agglomerates on the top was observed in [EMMIm]TfO–
water mixtures (Fig. 9c and f). The differences in structures can be
attributed to the change in the interfacial interaction in the presence
of water.

The XRD patterns of Zn deposit obtained from different IL +
water mixtures are shown in Fig. 10. All the patterns show diffraction
peaks of hexagonal zinc (JCPDS File No. 04-0831) and of AuZn3

(JCPDS File No. 50-1336). For the deposits obtained from [MIm]TfO–
water mixtures (Fig. 10 curve a), the XRD patterns show that the peak
at 39.01 and 43.21 are the dominant peaks, indicating that the
growth of Zn is preferentially oriented along the (002) and (101)
plane. In Fig. 10 curves b and c, Zn deposits grow preferentially along

Fig. 6 SEM images of zinc deposits obtained from 0.2 M Zn(TfO)2/[MIm]TfO at �0.95 V for 2 h (a and d), from 0.2 M Zn(TfO)2/[EMIm]TfO at �1.05 V for
2 h (b and e) and from 0.2 M Zn(TfO)2/[EMMIm]TfO at �1.1 V for 2 h (c and f).

Fig. 7 XRD patterns of zinc deposits obtained from 0.2 M Zn(TfO)2/
[MIm]TfO (a), from 0.2 M Zn(TfO)2/[EMIm]TfO (b) and from 0.2 M
Zn(TfO)2/[EMMIm]TfO (c).

Fig. 8 The cyclic voltammograms of 0.2 M Zn(TfO)2/[MIm]TfO + water
(30 wt%) mixtures (a), of 0.2 M Zn(TfO)2/[EMIm]TfO + water (30 wt%)
mixtures (b) and of 0.2 M Zn(TfO)2/[EMMIm]TfO + water (30 wt%) mixtures
(c), respectively, recorded on gold at 120 1C. Scan rate: 10 mV s�1.
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the (101) plane. The changes in crystallographic orientation are
probably due to the different interactions between ionic liquid–water
mixtures and the substrate, originated by the water molecules
present in the electrolytes, as these changes were not observed in
dried ionic liquids. The ionic liquids may form different complexes
with water, which can adsorb on the surface and can induce
different growth mechanisms. More work is needed to reveal this
assumption.

4. Conclusion

In this paper, we investigated the influence of cations on the
electrodeposition of zinc from dried ionic liquids and ionic
liquid–water mixtures. The Far-IR spectra results show that the
strength of interaction between cation and anion is in order of
[MIm]TfO 4 [EMIm]TfO 4 [EMMIm]TfO. The Raman spectra

show obvious differences in terms of solvation of Zn2+ ions in
these ionic liquids electrolytes. The number of TfO� anions
bound to each Zn2+ ion is 3.0 in 0.2 M Zn(TfO)2/[MIm]TfO, 3.8
in 0.2 M Zn(TfO)2/[EMIm]TfO and 5.1 in 0.2 M Zn(TfO)2/
[EMMIm]TfO, respectively. The differences in the zinc species
present in the electrolytes have a strong influence on their
electrochemical performance and morphology of the deposits.
In dried ionic liquids, the cyclic voltammograms reveal that the
zinc deposition potential is shifted to more negative values by
varying the cations from [MIm]+ to [EMMIm]+. The Zn deposits
obtained from 0.2 M Zn(TfO)2/[MIm]TfO at 120 1C, exhibit a
coarse and cubic morphology with particles size of approxi-
mately 10 mm. Hexagonal structured Zn was obtained and the
average size of Zn particles reduced to B5 mm in [EMIm]TfO.
Cauliflower-like agglomerates with particles size of several
hundred nanometers was obtained in [EMMIm]TfO.

In ionic liquid–water mixtures, the deposition of zinc occurs
at almost the same potentials as a result of the presence of
similar aqueous zinc species in these solutions, but different
zinc morphology and phase orientation were observed. In the
presence of water, the adsorption of ionic liquid–water com-
plexes can occur at the surface and a modification of the Zn
crystal growth takes place. Compact and dense zinc deposits
were obtained [MIm]TfO–water mixtures. Zinc agglomerates
and irregular structures were obtained in [EMIm]TfO–water
and in [EMMIm]TfO–water mixtures. The XRD results revealed
the preferred orientations.
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