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: diffusion-gated sensing in
blood†

Julien Breault-Turcota and Jean-Francois Masson*ab

Chemical measurements are rarely performed in crude blood due to the poor performance of sensors and

devices exposed to biofluids. In particular, biosensors have been severely limited for detection in whole

blood due to surface fouling from proteins, the interaction of cells with the sensor surface and potential

optical interference when considering optical methods of analysis. To solve this problem, a dialysis

chamber was introduced to a surface plasmon resonance (SPR) biosensor to create a diffusion gate for

large molecules. This dialysis chamber relies on the faster migration of small molecules through a

microporous membrane towards a sensor, located at a specified distance from the membrane. Size

filtering and diffusion through a microporous membrane restricted the access of blood cells and larger

biomolecules to a sensing chamber, while smaller, faster diffusing biomolecules migrated preferentially

to the sensor with limited interference from blood and serum. The affinity of a small peptide (DBG178)

with anti-atherosclerotic activity and targeting type B scavenger receptor CD36 was successfully

monitored at micromolar concentrations in human serum and blood without any pre-treatment of the

sample. This concept could be generally applied to a variety of targets for biomolecular interaction

monitoring and quantification directly in whole blood, and could find potential applications in

biochemical assays, pharmacokinetic drug studies, disease treatment monitoring, implantable plasmonic

sensors, and point-of-care diagnostics.
Introduction

Blood remains one of the most important biouids for gath-
ering information about the health of an individual. The
concentrations of proteins, blood cells, metabolites and thera-
peutic molecules circulating in blood can provide important
information about the health of patients, the status of many
biological processes and functions, and the progress of therapy.
A common example involves the analysis of blood to determine
the level of certain biomarkers for use in disease screening.2,3

Blood is also a vehicle for disease treatment, and it is important
to be able to detect the concentration of circulating therapeutic
drugs, as well as monitoring the fate of these drugs.4 However,
most contemporary techniques fail to analyze molecules
directly in whole blood and thus require time consuming and
labour intensive sample preparation to avoid interference from
the cells and proteins contained in blood. This factor has
severely limited the development of several technologies in
biomedical sciences such as point-of-care tests and pharmaco-
kinetic studies which utilise biosensors.
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The ability to carry out an analysis in blood has many
advantages, including the reduced sample preparation needed,
which is applicable to point-of-care diagnostics. Additionally, it
would provide a more realistic environment for biomolecular
interaction assays that would account for the potential molec-
ular reactions (degradation, complexation or metabolism) that
occur in a native biological environment. For example, the high
concentration of proteins in blood will impact the pharmaco-
kinetics of certain drugs, affecting their efficiency,4–6 and this
has been reported for insulin, among other therapeutic drugs.7

Testing in blood would therefore provide a more realistic model
to understand biochemical events or interactions occurring
within a living organism. Among several other applications, a
sensor that could measure biomolecular affinities in whole
blood could also provide useful in vitro data on the fate of
therapeutic targets.

A number of strategies have been proposed to eliminate
interference from blood cells and proteins on sensors. The
isolation of blood cells from serum (if clotting occurs) or plasma
(without clotting) leads to a solution free of large particles. Cells
are traditionally separated from blood with sedimentation or
diffusion-based techniques. Centrifugation is commonly used
and exploits the faster sedimentation rate of cells, however it
can be time consuming and costly.8 Fluidic based systems have
also been proposed to analyse blood samples9 and they have
been employed in several applications such as clinical
Chem. Sci., 2015, 6, 4247–4254 | 4247
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diagnosis, environmental analysis, and ligand screening.10,11

Fluidic devices can isolate, capture or lter blood cells based on
size dependent particle separation.12,13 In addition to interfer-
ence from cells, biosensors have also been hampered by the
nonspecic adsorption of proteins in serum or plasma.14

Nonspecic adsorption of proteins can be limited by using
depletion columns,15 protein precipitation16 or coating the
sensor with an ultralow fouling surface17 composed of poly-
ethylene glycol (PEG),18 zwitterionic molecules19 or peptide
monolayers.20 The combination of uidic devices sufficient in
removing cells with the appropriate surface chemistry could
thus enable whole blood sensing.

Additionally, current sensing techniques generally rely on
direct contact of the sample with the surface of the sensor.
Hence, all molecules interact with the surface at essentially the
same time, effectively reducing the ability of the sensor to
discriminate between molecules. However, diffusion can be
drastically different between small molecules, proteins and
cells and this can be exploited by creating a diffusion gate,
which can be used to specify the distance the molecules must
travel from the sample to the sensor. Fluid contact must be
maintained between the sensor and the sample, however, this
can be done with a transfer uid suitable for the biosensor.
Meeting these conditions, faster moving molecules would
preferentially reach the sensor surface, leaving slower moving
molecules in the bulk solution. Implantable electrochemical
glucose and gas sensors oen rely on the concept of diffusion
membranes.21,22 This concept could prove highly efficient for
the analysis of small molecules, such as metabolites, contami-
nants, or therapeutic drugs in blood, in the presence of proteins
and cells, using a wide variety of surface-based optical sensors.

Fluidic devices relying on dialysis could efficiently integrate
sample preparation in biosensing systems. In particular,
surface plasmon resonance (SPR) sensing has gained broad
acceptance in biomolecular interaction analysis.17 SPR sensing
currently suffer from high background signals from biouids
and therefore, have been limited to the analysis of relatively
pure solutions.17 In dialysis, the concentration gradient between
blood (high concentration) and the dialysate (low concentra-
tion) forces molecules through a semi-permeable membrane.
Dialysis is more efficient for fast diffusing molecules, and thus
performs well for small molecules. Strategically placing a
microporous membrane at the interface between two uid
chambers in a SPR instrument, one of which is allocated to the
blood sample and the other to the sensor would enable sample
pre-treatment in situ. The microporous membrane would serve
to lter cells and create a diffusion gate to the SPR sensor.
Thereby, a concentration gradient would rapidly transfer small
molecules from blood to a chamber containing a SPR sensor
specic for a target of interest, while retarding slower diffusing
molecules. The interference from slow moving, abundant and
large proteins in blood could be avoided as they would reach the
sensor surface later, and the time delay would be a function of
diffusion coefficient, molecular size and distance travelled.

The concept of diffusion membranes has not been success-
fully implemented to SPR sensors for bioanalysis in blood. In the
rare literature examples citing the use of diffusionmembranes in
4248 | Chem. Sci., 2015, 6, 4247–4254
SPR, the membrane was either directly deposited on the surface
of the SPR sensor for methanol–raffinose analysis23 or positioned
off-line for sample preparation for the analysis of cortisol in
saliva.24 Here we report on such a dialysis-based sensor for use in
combination with SPR. As a proof-of-principle experiment, the
detection of a small peptide which exhibits anti-atherosclerotic
activity is performed directly in whole blood using a CD36 based
biosensor, the affinity of which has previously been reported.20

Experimental
Microdialysis SPR sensor

Materials are provided in the ESI.† Custom made PDMS uidics
and spacers (Fig. 1) were prepared by mixing 184 silicone elas-
tomer base and 184 silicone elastomer curing agent in a 10 : 1
ratio. Spacers of different thicknesses were fabricated between
150 mm and 1.0 mm. Curing of the PDMS components was
carried out at 80 �C for 1 hour and cooled to room temperature
before de-moulding. Dove shaped glass prisms of 12 � 20 �
3 mm were cleaned with piranha solution (sulphuric acid +
hydrogen peroxide – 3 : 1 at 80 �C) for 90 minutes. Caution:
piranha solution is highly corrosive! The prisms were then vigor-
ously washed with deionised water to remove any traces of acid.
Sputtering of 0.5 nm Cr and 45 nm Au was performed (Cres-
sington 308R sputter coater, Ted Pella Inc. Redding, CA) on the
long face of the prisms to create the SPR surface. The small,
portable 4-channel SPR device used for analysis has previously
been reported.25 The uidic was modied according to Fig. 1.
Three channels were used as the sensing channels while the
single channel served as a reference for instrumental uctuation.
The dialysis uidic chamber was created by placing the spacer
directly on the SPR prism, completely lling the chamber of the
spacer with PBS buffer to avoid the presence of air bubbles.
Then, the microporous membrane was placed on top of the
spacer before latching the uidic cell in place. The SPR instru-
ment was calibrated with or without the microporous membrane
using successive injections of 1 mL of sucrose solutions with
different refractive indices ranging from 1.33772 to 1.35589.

Diffusion measurements

The impact of molecular weight on diffusion was assessed with
the dialysis chamber and a SPR sensor modied with a 3-MPA-
LHDLHD-OH monolayer to minimize nonspecic adsorption.
Diffusion of sucrose, a small molecule, was compared with
larger molecules such as poly(acrylic acid) (MW ¼ 2000 Da),
bovine serum albumin (BSA) (MW ¼ 66.4 kDa), hemoglobin
(MW ¼ 64.0 kDa), and IgG (MW ¼ 150 kDa). Sucrose and
polymer solutions were prepared at 10 mg mL�1, while protein
solutions were prepared at 1 mg mL�1. The solutions were also
injected without the microporous membrane in the uidic.
Analysis times of 10 and 90min were used, respectively, without
and with the microporous membrane.

Peptide biosensing

The CD36 biosensor was constructed as previously described.20

In brief, 3-MPA-LHDLHD-OH was self-assembled on the SPR
This journal is © The Royal Society of Chemistry 2015
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Fig. 1 (Left) Microfluidic system with a diffusion barrier: (A) gold coated prism, (B) PDMS spacer (sensing chamber), (C) microporous membrane
and (D) PDMS fluidic reservoir (reservoir chamber). (Right) Schematic of the dialysis chamber with blood in the reservoir chamber (not to scale).
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sensor in an overnight procedure, then reacted with Na,Na-
bis(carboxymethyl)-L-lysine (NTA) using EDC/NHS coupling
chemistry and subsequently chelated to Cu2+ to create the
sensor competent for binding hexahistidine-tagged CD36. All
these surface chemistry modication were also performed off-
line the SPR instrument. The functionalized SPR sensors are
stable for at least 6 months and can form a complex with any
protein containing a His-tag. The SPR sensors were function-
alized with CD36 in the sensing and reference channels using
the uidic cell presented in Fig. 1, while the SPR parameters
were previously described by Zhao et al.25 Following the func-
tionalization steps, the dialysis chamber was mounted on the
SPR sensor. CD36 was expressed as previously reported20 and
immobilized to the SPR surface by chelation with the mono-
layer. Small peptides (DBG178 and CP-2B(i)) were detected with
the CD36 SPR sensor at concentrations in the micromolar range
in PBS to evaluate the performance of the dialysis chamber.
DBG178 was used as a positive control and CP-2B(i) as a nega-
tive control. All peptides were injected for 1.5 hours in the
reservoir chamber to ensure equilibrium measurements in the
sensing chamber. The experiments were repeated in human
serum and whole human blood for DBG178 in the same
concentration range.

IgG biosensing

A human gamma immunoglobulin (IgG) biosensor was con-
structed on a 16-mercaptohexadecanoic acid (16-MHA) mono-
layer as previously described.26 The sensor was created by
activating the 16-MHA monolayer with EDC/NHS and reacted
with anti-IgG. The remaining NHS esters on the SPR sensor were
deactivated with ethanolamine. IgG was detected at the nano-
molar level in PBS with the anti-IgG biosensor and the dialysis
chamber. Binding equilibrium was reached aer 8 hours.

Results and discussion
Characteristics and optimization of the dialysis uidic
chamber

The microuidic possesses three main components: a spacer, a
microporous membrane and a reservoir uidic chamber
(Fig. 1). The microporous membrane created a partition and a
This journal is © The Royal Society of Chemistry 2015
diffusion barrier separating the reservoir chamber containing
the biouid from the sensing chamber. The reservoir was
signicantly larger than the sensing chamber to ensure
minimal dilution of the samples between the reservoir and the
sensing chamber. Due to their localization within the SPR
instrument and their small size, the reservoir and the sensing
chambers could not be stirred and mixing relied exclusively
uponmolecular diffusion inside the pores and in the chambers.

To validate the performance of the SPR instrument with the
microdialysis chamber, changes in refractive index were
measured with the injection of sucrose solutions into the
reservoir chamber while monitoring the SPR response from the
sensing chamber. SPR responses were successfully monitored
in accordance with the changes in the refractive index of the
reservoir using the 1 mm PDMS spacer. In classical experi-
ments, the change in SPR response is almost instantaneous
with the change in bulk refractive index. In the current experi-
ments, with the microporous membrane, diffusion must take
place through the pores and then from the pores to the sensor
surface (1 mm distance). Thus, the initial change in the SPR
response was monitored for nearly 2 minutes following the
injection of the sucrose solution (Fig. SI1†), before the SPR
response was then a function of the ux of sucrose molecules
arriving at the surface until equilibrium was reached.

The SPR response can thus be decomposed into two inde-
pendent factors: the diffusion time of molecules through the
pores and the passive mixing through diffusion in the sensing
chamber. Diffusion of molecules through microporous
membranes has been extensively studied and reported in the
literature.27,28 The Renkin equation predicts the effective diffu-
sion coefficient through a membrane and can be express as:29

Deff/D0 ¼ (1 � RH/RP)
2(1 � 2.1RH/RP + 2.1RH/RP

3

� 0.95RH/RP
5) (1)

where RH is the hydrodynamic radius, RP is pore radius, Deff is
the effective diffusion coefficient and D0 is the diffusion coef-
cient in bulk solution. A ratio of RH/RP close to 0 indicates that
the molecule is signicantly smaller than the pore size, leading
to a relatively unhindered diffusion through the pore. This
theory also predicts that large molecules, respective to the pore
Chem. Sci., 2015, 6, 4247–4254 | 4249
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diameter, will have a signicantly slower diffusion through the
pore.

Sucrose has a signicantly smaller hydrodynamic radius
(approximately 0.47 nm) than the 200 nm membrane pore
radius (RH/RP smaller than 0.025). The Renkin equation predicts
that Deff for sucrose will correspond to approximately 99% of the
diffusion coefficient in bulk solution.28 While the diffusion
coefficient remains essentially constant, the presence of the
microporous membrane in the uidic cell will restrict the
equilibration of the concentration on both sides of the
chamber. The time required for solutions between the reservoir
and the sensing chamber to reach equilibrium can be charac-
terized with the effective time of diffusion though a membrane
(teff) in a system under continuous stirring:28

c ¼ ceq(1 � e�t/teff) (2)

where c is the concentration in the sensing chamber, ceq is the
equilibrium concentration, t is the time and teff is the effective
diffusion time. The effective diffusion coefficient is also related
to teff by considering a few characteristics of the microporous
membrane:

Deff ¼ A/teff (3)

where A ¼ L/[NppRP
2(1/V1 + 1/V2)], L is the is membrane thick-

ness, Np is the number of pores, and V1 and V2 are the volume of
the reservoir and of the sensing chamber, respectively. By using
eqn (1) and (3) it was possible to determine the theoretical teff
values (Table 1) for different spacer thicknesses. The calcula-
tions were performed with the same specications as the uidic
cell in the SPR system with the exception that stirring was
assumed. Since this was not possible in the current dialysis
uidic the time required to reach equilibrium will be longer
than estimated due to passive mixing through diffusion.

The experimental SPR response was correlated to the
concentration of sucrose in the sensing chamber, and so by
tracking the change in SPR wavelength, the diffusion process in
the dialysis chamber was monitored in real-time. Fitting the
experimental data with eqn (2) led to the estimation of the
experimental effective diffusion times. While the theoretical
diffusion time was 96 s for chambers under stirring (using a
spacer of 1 mm), the experimental effective time was calculated
at 15.5 hours. This large difference was a consequence of the
passive mixing in the dialysis chamber.
Table 1 Equilibration time for sucrose (RH/RP ¼ 0.00235) in the dial-
ysis SPR chamber (Deff/D0 ¼ 0.990) of different thicknesses, with
(theoretical) and without (experimental) stirringa

D
(mm)

teff stirred
(theoretical) (s)

Normalized
DlSPR

teff unstirred
(experimental) (s)

0.15 18 74 � 7% 5529
0.30 35 67 � 5% 9892
0.60 64 42 � 2% 26 590
1.00 96 39 � 2% 55 687

a RH values obtained from Pappenheimer et al.1

4250 | Chem. Sci., 2015, 6, 4247–4254
Diffusion times are generally proportional to the square of
the distance, thus the spacer thickness was incrementally
reduced to 150 mm in order to obtain shorter diffusion times.
Reducing the thickness of the spacer also had the advantage of
reducing the volume of the sensing chamber, decreasing the
dilution factor of the sample. The volume of the reservoir
chamber was set at 135 mL, while the total volumes for the
sensing chambers were 6.9, 14, 28 and 46 mL for the spacers of
150, 300, 600 and 1000 mm, respectively. As expected, the
effective diffusion times decreased with the spacer thickness
(Table 1). The theoretical effective times for sucrose ranged
from 18 to 96 s (directly proportional to the spacer thicknesses
of 150 to 1000 mm), while the experimental effective times
ranged from 1.5 to 15.5 h. Thus, the absence of mixing resulted
in a 300-fold increase in equilibration time of the sensing
chamber for the 150 mm spacer, a direct consequence of the
diffusion time sucrose required to pass through the membrane
and reach the sensing surface. While the inuence of the spacer
thickness was linear for the theoretical teff, the experimental
values followed a second power exponential due to the inuence
of the passive mixing with diffusion following the Stokes–Ein-
stein equation ([x]2 ¼ 4Dt/p where x ¼ distance, D ¼ diffusion
coefficient, t ¼ time).

The sensing performance of SPR was established with
sucrose solutions of different concentrations and the dialysis
chamber composed of the microporous membrane and the
150 mm spacer (Fig. SI2†). It is important to note that a
concentration gradient existed in the sensing chamber due to
the absence of mixing. The concentration of sucrose was higher
near the porous membrane and lower at the SPR sensor. The
sensitivity decreased when using the fully functional dialysis
chamber (1764 nm/RIU) in comparison to analysis in the
absence of the microporous membrane (2221 nm/RIU). The
equilibrium SPR signal obtained for a sucrose solution of
1.34569 RIU with each spacer thickness was calculated and
normalized with the SPR signal obtained without the micro-
porous membrane (Table 1). The normalized SPR signal
decreased from 74% to 39% as the spacer thickness increased
from 0.15 to 1 mm. A smaller volume of the sensing chamber
decreased the dilution factor of the solution explaining the
larger relative signal obtained with thinner spacers. In addition,
a smaller volume of the sensing chamber (V2) led to a smaller
value of the A term and teff decreased proportionally to the
spacer thickness (eqn (3)). The shorter teff were advantageous
due to lesser dilution and a greater SPR response with the
150 mm thick spacer, therefore this spacer was used for further
analysis.
Diffusion of larger biomolecules

The equilibration time of the sensing chamber depended on the
diffusion properties and the size of the molecules (Table 2).
Thus, the impact of diffusion coefficient and molecular size on
the effective diffusion time in the dialysis chamber was veried
with different biomolecules, including sucrose (342 Da; Rh ¼
0.47 nm), poly(acrylic acid) (2000 Da; Rh ¼ 0.96 nm), hemo-
globin (64.0 kDa; Rh ¼ 3.1 nm), BSA (66.4 kDa; Rh ¼ 3.5 nm) and
This journal is © The Royal Society of Chemistry 2015
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Table 2 Theoretical effective diffusion time for sucrose, PAA, hemo-
globin, albumin and IgG though a porous membrane in a system with
stirring

Spacer (mm)

teff (s)

Sucrose PAA Hemoglobin BSA IgG

0.15 18 48 130 167 272
0.30 35 92 248 319 519
0.60 64 169 453 584 949
1.00 96 253 678 874 1420

Edge Article Chemical Science

O
pe

n 
A

cc
es

s 
A

rt
ic

le
. P

ub
lis

he
d 

on
 0

8 
M

ay
 2

01
5.

 D
ow

nl
oa

de
d 

on
 4

/1
/2

02
6 

3:
51

:5
6 

PM
. 

 T
hi

s 
ar

tic
le

 is
 li

ce
ns

ed
 u

nd
er

 a
 C

re
at

iv
e 

C
om

m
on

s 
A

ttr
ib

ut
io

n-
N

on
C

om
m

er
ci

al
 3

.0
 U

np
or

te
d 

L
ic

en
ce

.
View Article Online
IgG (�150 kDa; Rh ¼ 5.4 nm). Larger, high molecular weight
biomolecules such as proteins have a slower diffusion coeffi-
cient than small molecules such as sucrose. Larger biomole-
cules increased the RH/RP ratio leading to greater steric
hindrance in the pores and slower effective diffusion coeffi-
cients through the pores (eqn (1)). The passive mixing through
diffusion in the sensing chamber was also slower for larger
biomolecules. In consequence, the equilibration time increased
for large biomolecules in comparison to small molecules
(Fig. 2).

The diffusion experiments with large biomolecules clearly
demonstrated that the analysis of proteins did not result in an
SPR response when using the microporous membrane over the
course of the experiment (Fig. 2). Sucrose reached equilibrium,
while the poly(acrylic acid) solution resulted in an SPR response
that was still increasing aer 2 h. The magnitude of the SPR
response thus followed the rate of diffusion of molecules
(Dproteins < Dshort chain polymer < Dsmall molecules). Importantly, the
initial rise in the SPR response aer injection was delayed by a
fewminutes due to the diffusion time required by the molecules
to travel through the membrane and towards the SPR sensor. In
absence of the microporous membrane, every solution led to a
signicant SPR response at the moment of injection (Fig. SI3†
for IgG). A suppression factor was thus calculated to show the
decrease in background protein concentration at the sensor's
surface. The suppression percentage for BSA and IgG was
greater than 99%, such that proteins would not interfere
throughout the duration of a binding experiment for small
Fig. 2 Diffusion of sucrose (MW ¼ 342 Da), poly(acrylic acid) (MW ¼ 2
kDa), hemoglobin (MW ¼ 64.0 kDa), BSA (MW ¼ 66.4 kDa) and IgG
(MW ¼ 150 kDa) through the microporous membrane of 0.4 mm pore
size (concentration of 10 mg mL�1 for sucrose and poly(acrylic acid)
solution and 1 mg mL�1 for each protein solution).

This journal is © The Royal Society of Chemistry 2015
molecules within the dialysis chamber. In these experiments,
the signal was not corrected with the reference channel, thus
the suppression of the response for BSA and IgG was absolute.
Nonspecic interaction was thus minimal.

Although the analysis time is longer than a typical SPR
experiment, the dialysis chamber provided a better discrimi-
nation between molecules with different size. The effective
diffusion times for the molecules investigated were calculated
for a theoretical system under stirring and with different
spacers thicknesses (Table 2). Again, teff was shown to increase
linearly with increasing spacer thicknesses and ranged from
18 s for sucrose to 272 s for IgG with a 150 mm thick spacer.
Considering that SPR experiments typically run for 10 to
20 minutes (600 to 1200 seconds), every molecule, including
proteins, would reach equilibrium in that period of time if
mixing was performed. The inuence of the passive diffusion
was clear from these calculations and demonstrated that this
method of diffusion is required for the dialysis chamber to work
effectively as a diffusion gate. The thickness of the spacer
controlled the time and thus, the molecular weight or diffusion
constant range of molecules reaching the SPR sensor over the
course of an experiment. The 150 mm spacer thus facilitated the
design of a biosensing assay for small analytes (�1 kDa) con-
tained in a highly concentrated protein solution such as blood-
based uid.30,31
Biosensing with a dialysis chamber SPR instrument

Biosensing with the dialysis chamber was demonstrated with a
model system of hexapeptide ligands binding to the cluster of
differentiation 36 (CD36). The construction of the biosensor
involved the immobilization of a His-tagged type B scavenger
receptor CD36, as previously reported in the literature.20 The
receptor CD36 is an 88 kDa integral membrane protein that is
highly glycosylated and found in platelets, macrophages and
microvascular endothelium.32 It has been shown that this
protein interacts with a variety of different biomolecules, for
example collagen and thrombospondin,32 and is involved in the
modulation of angiogenesis and in the scavenging of oxidized
low-density lipoproteins.33 The receptor CD36 is also a receptor
involved in atherosclerosis, which can be inhibited by peptides
with anti-atherosclerotic activity.33 There is a signicant interest
in the development of therapeutic ligands with anti-athero-
sclerotic activities since atherosclerosis plays a role in heart
diseases, common in industrial countries.34 In addition, this
model system was perfectly suited for the demonstration of the
performance of the dialysis chamber SPR instrument.

This CD36 based biosensor was competent for the detection
of therapeutic hexapeptides such as His-D-Trp-Ala-AzaTyr-D-Phe-
Lys-NH2 (named DBG178 with a KD ¼ 5 mM in saline solution).
This peptide belongs to the growth hormone-releasing peptide
(GHRP) family,33,35 which interacts with CD36. DBG178 possess
a molecular weight (MW 850.97 g mol�1) intermediate to
sucrose and PAA, and this peptide should therefore have a
similar mechanism of diffusion, reaching the SPR sensor within
a comparable time. The CD36 based biosensor was validated
within the dialysis chamber by injecting either 10 mM of
Chem. Sci., 2015, 6, 4247–4254 | 4251
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DBG178 or CP-2B(i) (His-D-Trp-AzaLeu-Trp-D-Phe-Ala-NH2;
MW ¼ 858.98 Da), where DBG178 served as the positive control
(KD ¼ 5 mM) and CP-2B(i) (KD ¼ 31 mM) served as a negative
control. A signal change of 0.28 � 0.11 nm and �0.073 �
0.030 nm was obtained for DBG178 and CP-2B(i), respectively. A
chip-to-chip variation of 9% was calculated with this system by
comparing the SPR signal for the immobilization of CD36 on
the surface prior to the addition of the porous membrane. It is
also important to note that the calibration curves and data
reported here were constructed from data collected with several
SPR chips. The successful detection of DBG178 in buffer
through the porous membrane thus conrmed the suitability of
the dialysis chamber for monitoring biomolecular interactions.

The CD36 biosensor within the dialysis chamber was cali-
brated with injection of varying concentrations of DBG178
between 5 and 30 mM (Fig. 3) using analysis period of 90
minutes per concentration. The dilution of the sample in the
process of dialysis leads to slightly smaller responses for
DBG178 than could be obtained using classical SPR and as a
result concentrations below 5 mM could not be detected, and a
KD in saline solution could not be estimated with the dialysis
chamber. Improvement in the uidic design by using fabrica-
tion method leading to thinner spacer could also reduce the
dilution factor observed between the reservoir and the sensing
chamber, providing increased signal for biosensing. The
concentrations reported in Fig. 3 do not account for the dilution
factor reported above. Nonetheless, the detection of several
concentrations of DBG178 was achieved within 90 minutes for
each concentration with the dialysis chamber and SPR analysis.

Protein sensing is of high importance for the diagnosis of
several diseases. As a proof-of-concept experiment, IgG detec-
tion at nanomolar concentrations was performed with the
dialysis chamber. It should be stated that the analysis was
carried out over approx. 8 hours since the IgG diffused slowly as
a result of its molecular weight (150 kDa), an advantage when
Fig. 3 Detection of a small peptide (DBG178) in PBS (blue), in human
serum (red) and in human whole blood (green) by using a biosensor
based on CD36 (each data point reported above are triplicate
measurements; n ¼ 3).

4252 | Chem. Sci., 2015, 6, 4247–4254
detecting small molecules via the dialysis chamber. Protein
detection was successfully achieved with the 150 mm spacer,
however, the detection time is currently prohibitive for a useful
assay. Analysis time could be improved by reducing the thick-
ness of the spacer and therefore one can envision the adapta-
tion of this dialysis chamber for a variety of surface-based
sensors to combat the challenges associated with sensing in
biouids.
Diffusion gated detection of small peptide ligands in crude
biouids with a CD36 biosensor

Similarly to BSA and IgG, the suppression of the background
signal from blood and serum was approximately 99% with the
microporous membrane (Table 3) for an analysis time of 2
hours. Again, the suppression of the background signal was
absolute, as the data was not compensated with the reference
channel. If longer analysis times are used, the background
signal will indeed rise due to the diffusion of proteins from
serum and blood diffusing to the SPR sensor. For BSA and IgG, a
diffusion time of nearly 8 hours was required to observe a
signicant SPR response. Thus, the protein concentrations (a
major contributor to the background SPR signal from serum
and blood) was about 1% of the reservoir concentration at the
SPR sensor surface aer more than 6 hours of dialysis. The
dialysis chamber provided an extended period of time during
which biodetection of small molecules can be performed in a
biouid with limited interference from the matrix.

To conrm the competence of the dialysis chamber for bio-
sensing in a complex biological uid, human serum was spiked
with DBG178 and analyzed with the SPR instrument. No treat-
ment nor dilution of the serum was done before its injection.
Despite higher viscosity of blood compared to buffer, the
analysis time of 90 minutes was still sufficient to reach equi-
librium of the SPR sensor in whole blood (see Fig. SI4†). The
analysis of DBG178 in human serum was successfully per-
formed in the same concentration range as reported for PBS
(Fig. 3), and the calibration curve obtained showed an increased
in signal compared to PBS. Albeit at a 1% of its original
concentration in blood, the presence of serum proteins in the
sensing chamber might explain the slight increase in sensitivity
compared to PBS measurements. The presence of 1% of protein
concentration is insufficient to induce signicant nonspecic
adsorption on the SPR sensor (Table 3). Data were background
subtracted to remove the small contribution of nonspecic
adsorption. It is thus suspected that the increase of the
response in biouids is due to the bound fraction of DBG178 in
serum and blood. The KD was measured at 17 mM in human
serum, lower than the value reported in PBS. However, this
could be expected as DBG178 is diluted slightly in the sensing
chamber from the original concentration in serum and that the
free fraction of DBG178 may not be 100%. The total refractive
index or mass change induced by DBG178 bound to serum
proteins would increase the SPR response at identical DBG178
concentrations in comparison to PBS, and thus could explain
the larger sensitivity in serum and whole blood. DBG178 was
also injected at concentrations in the nanomolar range.
This journal is © The Royal Society of Chemistry 2015
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Table 3 SPR response for sucrose, PAA, hemoglobin, BSA, IgG, human
serum and human blood with or without the microdialysis chamber
and a SPR sensor modified with 3-MPA-LHDLHD-OHa

Biomolecule/
uid

DlSPR with
dialysis chamber
(nm)

DlSPR without
dialysis chamber
(nm)

SPR response
reduction
(%)

Sucrose 18.3 � 1.6 24.7 � 0.6 26%
PAA 1.8 � 0.9 3.9 � 0.1 54%
BSA <LOD 3.7 � 0.4 >99%
IgG <LOD 10.7 � 0.4 >99%
Serum 0.26 � 0.05 23.3 � 1.9 99%
Blood 0.44 � 0.06 38.5 � 0.2 99%

a Solution concentration: 1 mg mL�1 for BSA and IgG; 10 mg mL�1 for
sucrose and poly(acrylic acid).
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However, the SPR response for these concentrations was below
the detection limit of the SPR sensor and thus, was omitted in
Fig. 3 for clarity.

Finally, whole human blood was spiked with DBG178 and
injected into the SPR instrument with the dialysis chamber at
concentrations of 5, 7.5 and 10 mM DBG178. The SPR system
conguration allowed a triplicate measurement in separate
sensing chambers and a fourth sensing chamber was dedicated
to a reference measurement. In the reference channel, a blank
blood or serum (unspiked with DBG178) was injected to correct
for bulk refractive index and remaining nonspecic adsorption
of blood component over the sensor. CD36 was also immobi-
lized on the reference channel, and thus the reference channel
was identical to the sensing channel to ensure close correlation
between the background response of the sensing and the
reference channels. The SPR responses in serum or blood were
subtracted with the reference channel to compensate for these
uctuations. The SPR response obtained directly in whole blood
was in great agreement with human serum (Fig. 3). The SPR
responses for 7.5 mM DBG178 in serum and blood were statis-
tically identical at 0.49 � 0.02 nm and 0.46 � 0.08 nm respec-
tively. These results supported the hypothesis that the porous
membrane was efficient in blocking cells and platelets from
entering the sensing chambers. No clogging of the porous
membrane was observed following analysis of DBG178 in whole
blood. Anticoagulant was added to blood to prevent clogging
(see ESI† for the source of blood and details about the antico-
agulant). In comparison, the SPR response without the dialysis
chamber was measured at 0.71 � 0.10 nm for 8.75 mM DBG178,
indicating that the magnitude of the SPR response is reduced
with the dialysis chamber for lower concentrations. For the
highest concentration, the difference was reduced to 12%, as
the response for DBG178 without the microporous membrane
was 0.89 nm in comparison to 0.78 nm with the microdialysis
chamber. To the best of our knowledge, this is the rst report of
a plasmonic biosensor working in whole human blood.

Conclusions

The microporous membrane of the dialysis chamber created a
size exclusion lter and a diffusion gate for blood. The
This journal is © The Royal Society of Chemistry 2015
membrane had pore size of 0.4 mm diameter, smaller than the
average diameter of a red blood cell (�8 mm),36 white cell (�6 to
10 mm)37 and platelets (�3.9 mm).38 These three major compo-
nents of blood were not transferred from the reservoir chamber
to the sensing chamber and will not interfere with analysis, as
would be the case when using a conventional SPR uidic
chamber. The molecules in blood including the proteins,
metabolites and small molecules were able to cross the
membrane since they all have a smaller hydrodynamic radius
than the pores, which at 400 nm diameter were perfectly suited
to lter cells and platelets, without impeding the diffusion of
small molecules and biomolecules. The microporous
membrane also served as a diffusion gate since molecules
crossing the membrane will reach the sensor according to their
size and diffusion coefficient. In the experiments reported,
molecules or small biomolecule such as sucrose, DBG178 and
PAA diffused at a faster rate in comparison to large biomole-
cules like albumin or IgG. Due to high concentration of protein
in serum or blood,30 a large shi could still be observed if
enough diffusion time is allowed (�7–8 hours aer serum or
blood injection). The biosensing of smaller molecules can
therefore be performed before larger biomolecules that inter-
fere with the SPR response can reach the sensor, and over the
course of the reported experiments, the dialysis chamber was
able to suppress the bulk refractive index change from blood-
based components. Improvement in the uidic design by using
fabrication method leading to thinner spacer could also reduce
the detection times and the dilution factor observed between
the reservoir and the sensing chamber, providing increased SPR
signal and faster response for biosensing in crude biouids.
The potential sensing capabilities of this SPR diffusion gated
biosensor could provide a rapid, label-free platform for direct
ligand screening in untreated blood samples from patients.
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