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f mesoporous NiFe-alloy-based
hybrids for oxygen conversion electrocatalysis†

Suqin Ci,‡ Shun Mao,‡ Yang Hou, Shumao Cui, Haejune Kim, Ren Ren, Zhenhai Wen*
and Junhong Chen*

A mesoporous NiFe-based alloy was synthesized through a hard-template technique and investigated as

the electrocatalyst for oxygen evolution reaction (OER) and oxygen reduction reaction (ORR). Precious

metal-free elements, i.e., nitrogen (N), nickel (Ni), and iron (Fe), were merged together through either

doping or alloying to form a mesoporous structure supporting NiFe-alloy electrocatalyst (m-NiFe/CNx).

The synergetic effects from multiple active sites, in combination with structural merits, endowed the m-

NiFe/CNx electrocatalyst with an excellent electrocatalytic activity for both OER and ORR, including high

activity, fast kinetics, modest overpotential, and excellent stability. The m-NiFe/CNx also featured a

simple and scalable synthesis process with a low cost, which makes it an attractive alternative catalyst to

precious metal-based electrocatalysts for OER and ORR.
Introduction

The generation of hydrogen-based renewable energy sources
has become increasingly important in the search for viable
alternatives to fossil fuel-based technologies in the world's
renewable energy mix.1–7 The implementation of numerous
sustainable energy sources is highly dependent upon oxygen
electrochemistry, i.e., the oxygen evolution reaction (OER) and
the oxygen reduction reaction (ORR), which are of critical
importance for the mutual conversion between electrical energy
and chemical energy in electrolysis cells, metal air batteries,
and fuel cells.8–10 OER plays a pivotal role in water splitting and
solar fuel synthesis,11–17 whereas ORR is a well-known critical
process for cathodes of various fuel cells and metal–air
batteries.18–26 Unfortunately, both OER and ORR proceed via
multi-electron transfer with sluggish kinetics that governs the
overall reaction rate.12,27–30 Moreover, Ir- and Pt-based materials,
which are probably the best electrocatalysts for OER and ORR,
are rare and precious substances and suffer from the drawbacks
of high cost and declining activity over long-term operation,
limiting their practical applications.31–36 To date, the develop-
ment of bifunctional nanocatalysts for OER and ORR is still in
its infancy,37–44 and there is abundant room for the exploration
of novel electrocatalysts.45,46
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We herein report an alloy-based electrocatalyst for OER and
ORR through a rational and elaborate design, featuring the
advantages of easy preparation, low cost, enhanced reaction
rate, reduced overpotential, good durability, and enhanced
energy conversion efficiency. In the present strategy, meso-
porous SBA-15 was selected as the catalyst support, which was
decorated by nitrogen-doped (N-doped) nanocarbon that acted
as the nanoreactor for the in situ growth of well-dispersed alloy
nanocatalysts. Precious metal-free elements, i.e., nitrogen (N),
nickel (Ni), and iron (Fe), were incorporated into the meso-
porous structure through doping or alloying, which allowed the
multiple electrocatalytic sites to synergistically contribute to
both OER and ORR. In this way, the as-designed catalyst offers a
smooth route for electron transfer benetting from the
improved electrical conductivity, thus leading to a high mass
(ions and electrolytes) transport efficiency thanks to its meso-
porous structure. Moreover, the large surface area and highly
dispersed catalytic sites enable the electrocatalysts to signi-
cantly boost OER and ORR performance, which compares
favorably with both Ir/C catalysts for OER and Pt/C catalysts for
ORR and show much better stability than precious metal
catalysts.
Experimental section
Material and method

Commercial 10% Pt and 10% Ir on Vulcan XC-72 was purchased
from the Fuel Cell Store (www.fuelcellstore.com). All the
reagents were of analytical grade and purchased from Sigma
Aldrich without further treatment. SBA-15 was synthesized
according to a method mentioned in previous reports.47 In a
typical synthesis of m-NiFe/CNx, 2.0 g SBA-15, 2.02 g
This journal is © The Royal Society of Chemistry 2015
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FeCl3$6H2O ((7.5 mM)), 1.775 g NiCl2$6H2O (7.5 mM), and 8 g
cyanamide were added in 20 mL water and stirred until it was
completely dry to form a tawny powder. The mixtures were
heated to 750 �C at a rate of 1 �C min�1 and maintained at that
temperature for 1 hour under an Ar atmosphere. The reference
samples, i.e. NiFe/CNx, m-Ni/CNx, and m-Fe/CNx, were prepared
through a similar method to m-NiFe/CNx, but without adding
SBA-15, or FeCl3$6H2O, or NiCl2$6H2O, respectively.
Characterization

The morphology and nanostructures of the samples were
obtained using a Hitachi (H 9000 NAR) transmission electron
microscope (TEM) and a Hitachi (S-4800) scanning electron
microscope (SEM) equipped with an energy-dispersive spec-
troscopy analyzer. The X-ray powder diffraction (XRD) patterns
were tested in a Scintag XDS 2000 X-ray powder diffractometer
with monochromatized CuKa radiation (l ¼ 1.5418 Å). X-ray
photoelectron spectroscopy (XPS) was conducted using an HP
5950A ESCA spectrometer withMg Ka as the source and the C 1s
peak at 284.6 eV as an internal standard. Specic surface areas
were measured by Brunauer–Emmett–Teller (BET) nitrogen
adsorption–desorption using a Quantachrome Autosorb gas-
sorption system.
Electrochemical measurement

The catalyst suspension was prepared as follows: 3.0 mg elec-
trode material (m-NiFe/CNx, NiFe/CNx, m-Ni/CNx, m-Fe/CNx, Ir/
C or Pt/C) was dispersed in amixture of 0.05mL Naon and 0.45
mL distilled water through ultrasonic agitation for 5 minutes.
The working electrode, i.e., glassy carbon electrode (GCE, 4: 3.0
mm) and rotating disk electrode (RDE), were rst polished
using aluminum oxide (Al2O3, 1 mm and 0.3 mm) powder fol-
lowed by rinsing thoroughly with distilled water. Aer succes-
sive sonication in deionized water and ethanol, the electrode
was rinsed with double distilled water and dried at room
temperature. The working electrode was prepared by dropping
6 mL of catalyst ink on the glassy carbon electrode and drying it
at room temperature.
OER test

The electrocatalytic activity for OER was measured with a three-
electrode system using a bipotentiostat (CHI760D, CHI Instru-
ment), in which a platinum wire and a saturated Ag/AgCl elec-
trode were used as the counter electrode and the reference
electrode, respectively. RRDE measurements were conducted in
an argon-saturated KOH solution (0.1M) at a scan rate of 5mV s�1

and a rotation speed of 1600 rpm (RDE-3A Rotating Ring Disk
Electrode Apparatus Ver.1.2, ALS Co., Ltd). The Pt ring was
treated by cycling between 0 and 1.2 V in 0.5 M H2SO4 for
10 cycles before performing RRDE experiments. The potential
on the Pt ring electrode was set to 0.6 V and 1.5 V for monitoring
the products produced at the disk electrode.
This journal is © The Royal Society of Chemistry 2015
ORR test

Electrochemical measurements for ORR were also performed
on the same electrochemical instrument using a three-electrode
system, in which the modied electrode was used as the
working electrode, a platinum wire was used as the counter
electrode, and a saturated Ag/AgCl electrode was used as the
reference electrode. The supporting electrolyte was a 0.1 M KOH
solution. Cyclic voltammetry (CV) was carried out at a scan rate
of 50 mV s�1. The polarization curves for ORR were obtained
through RDE and RRDE techniques at a scan rate of 5 mV s�1,
and the current was normalized to surface the area of the
electrode. Linear sweep voltammetry (LSV) was performed at a
scan rate of 5 mV s�1 with varying rotating speed from 400 rpm
to 2500 rpm for the ORR measurements. Experiments for OER
were conducted by rotating the working electrode continuously
at 1600 rpm.

Rotating ring-disk electrode (RRDE) measurements

The disk electrode was scanned at a rate of 5 mV s�1, and the
ring potential was constantly set at 1.5 V vs. RHE. The electron
transfer number (n) and the hydrogen peroxide yield (% H2O2)
were determined by the following two equations:

n ¼ 4Id/(Id + Ir/N)

% H2O2 ¼ 200Ir/(NId + Ir)

where Id is the disk current, Ir is the ring current and N is the
collection efficiency of the ring electrode, which was deter-
mined to be 0.42 from the reduction of K3Fe[CN]6.

Electrochemical impedance spectroscopy (EIS) measurements

EIS tests were conducted at 1.5 V vs. RHE in a frequency range of
100 kHz to 50 mHz. The data were plotted in a Nyquist curve;
charge transfer resistance (Rct) was determined by tting the
measured impedance data to an equivalent circuit.

RHE calibration

An Ag/AgCl electrode (saturated KCl) was used as the reference
electrode in all the measurements. The measured potentials
were converted to the reversible hydrogen electrode (RHE) via
the Nernst equation:

ERHE ¼ EAg/AgCl + 0.059pH + E0
Ag/AgCl

where ERHE is the converted potential versus RHE, EAg/AgCl is the
experimental potential measured against the Ag/AgCl reference
electrode, and E0Ag/AgCl is the standard potential of Ag/AgCl at
25 �C (0.1976 V). The electrochemical measurements were
carried out in 0.1 M KOH (pH ¼ 13) at room temperature;
therefore, the ERHE ¼ EAg/AgCl + 0.9649 V.

Results and discussion

An electrocatalyst, i.e., a nitrogen-doped nanocarbon modied
SBA-15 supported NiFe-alloy (m-NiFe/CNx), was synthesized by a
J. Mater. Chem. A, 2015, 3, 7986–7993 | 7987
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Fig. 2 HRTEM images of the as-prepared m-NiFe/CNx from different
regions.
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simple method (Fig. 1a). The process started with thoroughly
mixing cyanamide, SBA-15, FeCl3, and NiCl2 in an aqueous
solution followed by stirring them until the mixture completely
dried. The dried powder was then heated to 750 �C under an
argon environment. The cyanamide was initially polymerized to
form carbon nitride polymer in the nanochannels of SBA-15 and
then slowly decomposed to generate carbon- and nitrogen-
containing gases (e.g., C2N2

+ and C3N2
+),48–51 which reacted with

Ni and Fe sources to produce Ni, Fe, and NiFe-alloy nano-
particles in the mesopores. These Ni or Fe nanoparticles then
functioned as catalysts for the in situ growth of N-doped nano-
carbon decorated SBA-15.

Scanning electron microscopy (SEM) was carried out to study
the morphology of the as-synthesized catalyst. The SEM image
of the m-NiFe/CNx shows a well-dened shape and morphology
decorated with plenty of carbon nanostructures (Fig. 1b); in
contrast, the pristine SBA-15 shows a blurry and distorted SEM
image due to poor electrical conductivity (Fig. S1†), suggesting
the electrical conductivity was signicantly improved in the m-
NiFe/CNx compared with SBA-15. Fig. 1c shows the trans-
mission electron microscopy (TEM) image of the m-NiFe/CNx,
also conrming that carbon nanobers stick out from the
samples (Fig. 1c). The magnied TEM images indicate that lots
of nanoparticles are dispersed in the porous channels of the m-
NiFe/CNx samples (Fig. 1d), and a lm of carbon modies the
m-NiFe/CNx samples (Fig. 1e–g). According to high-resolution
TEM (HRTEM) images from different regions (Fig. 2), the m-
NiFe/CNx maintains an ordered porous structure of SBA-15 with
a channel size of around 6.0 nm; these channels can provide
enough space for electrolyte or ion transport. In addition, there
are many nanoparticles dispersed in the porous channels.
Further analyses indicate that the nanoparticles have a lattice
spacing of around 0.21 nm (Fig. 1g and 2c and d), corre-
sponding with the (111) crystalline planes of the NiFe alloy,
suggesting that these nanoparticles are NiFe alloy nano-
particles. In addition, the well-dened graphite crystal structure
Fig. 1 (a) Schematic for the synthesis of the m-NiFe/CNx hybrid; (b)
SEM image, and (c–g) TEM images of the m-NiFe/CNx hybrid with
various magnifications from different regions; inset in (e) is the cor-
responding SAED pattern.

7988 | J. Mater. Chem. A, 2015, 3, 7986–7993
with an interlayer d-spacing of �0.34 nm was either sparsely
dispersed through or compactly decorated around SBA-15.

According to the powder X-ray diffraction (XRD) patterns
(Fig. 3a), two peaks assigned to (002) and (101) planes of
graphite carbon can be observed at about 26.1� and 44.3�, two
strong peaks at 43.5� and 50.8� indicate that the dominant
products are NiFe alloy (JCPDS no. 23-0297), and the le side
peaks can be assigned to the characteristic peaks of iron
carbide. Based on nitrogen adsorption–desorption measure-
ments, it can be inferred that the m-NiFe/CNx has a Brunauer–
Emmett–Teller (BET) surface area of 246.9 m2 g�1, a pore
volume of 0.39 cm3 g�1, and an average pore size of �6.1 nm
(Fig. 3b); this value is larger than that of NiFe/CNx. The energy-
dispersive X-ray spectroscopy (EDS) map further veried the
distributions and intensities of Ni, Fe, N, C, Si, and O elements
that match well with the SEM image of the m-NiFe/CNx (Fig. 4).
A series of peaks corresponding to C, N, Fe, Ni, and O are found
in the survey X-ray photoelectron spectrum (XPS), reconrming
the existence of these elements in m-NiFe/CNx (Fig. 5a). The
high resolution peak of N 1s (Fig. 5c) can be tted to pyridine-
type nitrogen (398.2 eV), pyrrolic-type N doping (399.9 eV),
graphite-type nitrogen (401.2 eV), and pyridine N-oxide
(402.1 eV). In addition, two principal peaks in the Ni 2p3/2
spectrum centered at 854.3 and 855.6 eV could be attributed to
the alloy-state and oxide-state of Ni (Fig. 5d), while the Fe 2p3/2
Fig. 3 (a) XRD pattern and (b) N2 adsorption–desorption isothermal
curve of the as-prepared m-NiFe/CNx.

This journal is © The Royal Society of Chemistry 2015
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Fig. 4 (a) SEM image of the as-prepared m-NiFe/CNx; and X-ray
elemental mapping of (b) Si, (c) O, (d) Ni, (e) Fe, and (N) for the
m-NiFe/CNx.

Fig. 5 (a) Survey XPS spectrum of the m-NiFe/CNx, (b) high resolution
XPS spectra of the C 1s, (c) N 1s, (d) Ni 2p3/2, and (e) Fe 2p3/2 in m-
NiFe/CNx after Shirley background removal.

Fig. 6 (a and b) SEM images, (c and d) TEM images, (e) XRD pattern,
and (f) N2 adsorption–desorption isothermal curve of the NiFe/CNx.
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signals at about 706.5 and 710.3 eV can be assigned to alloy Fe
and Fe–O bonds (Fig. 5e), respectively. It should be noted that
the samples produced without adding SBA-15, i.e., NiFe/CNx,
are NiFe-carbon core–shell microspheres with a size of around
1.0 mm (Fig. 6), suggesting that the pores of SBA-15 served as
nanoreactors for the formation of nanocatalysts.

The electrochemical catalytic properties of OER were
measured by linear scan voltammogram (LSV) for a set of
materials, including m-NiFe/CNx, NiFe/CNx, m-Ni/CNx (Fig. S2a
and b†), m-Fe/CNx (Fig. S2c and d†), and commercial Ir/C,
This journal is © The Royal Society of Chemistry 2015
which were either purchased or prepared by our group. As
shown in Fig. 7a, the anodic current recorded with the m-NiFe/
CNx showed an onset OER potential at�1.45 V (vs. RHE) with an
overpotential (h) of 0.22 V. The onset potential was signicantly
lower than those of the m-Ni/CNx, m-Fe/CNx, and NiFe/CNx

samples, whose corresponding onset potentials (overpotentials)
were found to be �1.56 (h ¼ 0.33 V), 1.67 V (h ¼ 0.44 V), and
�1.52 (h¼ 0.29 V), respectively. Notably, the overpotential of the
m-NiFe/CNx electrode was even smaller than that of the Ir/C
catalyst, which showed an onset potential at�1.50 V (h ¼ 0.27 V).
The m-NiFe/CNx also showed better electrocatalytic perfor-
mance than the porous Fe2O3 (Fig. S3a and b†), porous NiO
(Fig. S3c and d†), and C3N4 samples, as shown by a remarkably
higher current density, a signicantly lower overpotential and a
smaller Tafel slope (Fig. S4†).

The catalytic activities for OER were further evaluated by the
overpotential required to achieve an OER current density of
10 mA cm�2, a commonly-used criterion for evaluating OER
catalysts.13,37 The m-NiFe/CNx obtained a current density of
10 mA cm�2 at 1.59 V (Fig. 7a). In contrast, the m-Ni/CNx, m-Fe/
CNx, porous NiO, and NiFe/CNx samples showed a current
density of 10 mA cm�2 until the potential reached�1.70,�1.88,
�2.0, and �1.75 V, respectively. The porous Fe3O4 and the g-
C3N4 showed negligible OER activities over the potential range
investigated. As expected, the m-NiFe/CNx also showed a higher
catalytic activity than the Ir/C catalysts, which generated a
current density of 10 mA cm�2 at 1.65 V. Tafel curves were
plotted from the corresponding OER polarization curves, as
shown in Fig. 7b. The m-NiFe/CNx showed a Tafel slope of 59.1
mV dec�1; this value is slightly smaller than that of the Ir/C (61.5
mV dec�1) and is considerably smaller than those of m-Ni/CNx
J. Mater. Chem. A, 2015, 3, 7986–7993 | 7989
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Fig. 7 (a) Rotating disk voltammograms and the corresponding data
re-plotted as the current density vs. overpotential (inset) in O2-satu-
rated 0.1 M KOH at a scan rate of 5 mV s�1 and 1600 rpm; (b) the
corresponding Tafel plots at m-NiFe/CNx, m-Ni/CNx, m-Fe/CNx, NiFe/
CNx, and m-Ir/C modified electrode; (c) chronopotentiometry curves
of m-NiFe/CNx and Ir/C catalyst electrodes at a constant current
density of 5 and 10mA cm�2; (d) chronoamperometric response of the
m-NiFe/CNx and Ir/C catalysts at 1.6 V vs. RHE; (e) RRDE measure-
ments of ring current density recorded at the platinum ring electrode
maintained at 1.5 V or 0.6 V (vs. RHE) in an Ar-saturated 0.1 M KOH
solution and disc current density at the m-NiFe/CNx disc electrode,
rotation speed: 1600 rpm, scan rate: 5 mV s�1; (f) Nyquist curves
recorded at the m-NiFe/CNx, m-Ni/CNx, m-Fe/CNx, and NiFe/CN
modified electrodes upon catalyzing OER. The inset shows an ampli-
fied Nyquist curve at the high frequency.
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(94.5 mV dec�1), m-Fe/CNx (102.8 mV dec�1), NiFe/CNx (73.6 mV
dec�1), NiO (97.5 mV dec�1), Fe3O4 (104.5 mV dec�1), and C3N4

(130.6 mV dec�1). The lower overpotential, higher current density,
and smaller Tafel slope of the m-NiFe/CNx indicate signicantly
improved catalytic activity and enhanced kinetics for OER.

The m-NiFe/CNx catalyst also shows higher activity and
better durability upon long-term OER operation compared with
the Ir/C electrocatalyst. As shown in Fig. 7c, when galvanos-
tatically biased at 10 mA cm�2, the m-NiFe/CNx hybrid main-
tained a constant operating potential at �1.61 V aer running
for 1000 seconds, whereas the Ir/C catalyst showed an observ-
able increase in overpotential by �20 mV. When operated gal-
vanostatically at a current density of 5 mA cm�2, the working
potential remained at �1.53 V for the m-NiFe/CNx, which also
showed a smaller overpotential than the Ir/C catalyst. The
durability of the m-NiFe/CNx hybrid and the Ir/C catalyst were
also assessed through chronoamperometric measurements at
1.6 V vs. RHE (Fig. 7d). The current density of m-NiFe/CNx was
nearly twice that of Ir/C, further conrming a higher OER
catalytic activity of the m-NiFe/CNx than that of the commercial
Ir/C. Moreover, the current of the m-NiFe/CNx was maintained
7990 | J. Mater. Chem. A, 2015, 3, 7986–7993
more than 90% of the initial current during the 20 000 s test
whereas the Ir/C lost nearly 50% of its initial current density.
Rotating ring-disk electrode (RRDE) voltammograms were
further conducted by applying a given voltage at the platinum
ring electrode upon scanning from 1.0 to 1.9 V (vs. RHE) at the
disk electrode. In this way, we were able to monitor the inter-
mediate products produced in the disk electrode during the
scanning. In particular, the ring potential was set as 0.6 V to
detect the O2 reduction and 1.5 V to measure H2O2 oxidation. As
shown in Fig. 7e, almost no oxidation current was observed on
the ring electrode when it was set at 1.5 V during the scanning,
suggesting that there was negligible H2O2 formed in this
process. In contrast, an apparent reduction current was
observed starting at around 1.5 V due to the evolution of oxygen
when 0.6 V was applied at the ring electrode. These results
demonstrated that the m-NiFe/CNx catalyzed water oxidation
through a four-electron route with the evolution of O2.
Furthermore, electrical impedance spectroscopy (EIS) tests
demonstrated that the m-NiFe/CNx hybrid had the lowest
charge transfer resistance among these electrocatalysts when it
catalyzed the OER (Fig. 7f).

The m-NiFe/CNx also shows an outstanding electrocatalytic
activity for ORR. Fig. 8a shows cyclic voltammograms (CV)
obtained from different electrodes. The porous NiO, porous
Fe2O3, C3N4, and m-Ni/CNx samples showed an onset potential
below 0.7 V (vs. RHE) and displayed a quite low current density
(<2 mA cm�2), while the m-Fe/CNx and NiFe/CNx exhibited a
distinct positive shi to �0.88 V and �0.86 V (vs. RHE) in onset
potential and an improved limiting current density of �3.2 mA
cm�2 and �4.3 mA cm�2, respectively. Notably, the m-NiFe/CNx

manifested an onset potential of 0.91 V (vs. RHE) and a limiting
current density of 6.3 mA cm�2. The more positive onset
potential, which is associated with a higher limiting current
density, provides solid evidence that the m-NiFe/CNx possessed
a higher catalytic activity than its counterparts (Fig. S5†).

To better understand the catalytic properties of the catalysts
for ORR, the rotating-disk linear sweep voltammograms were
conducted by scanning the potential from 1.2 to 0.3 V at
different rotation rates (Fig. 8b and S6†). The three samples, i.e.,
m-Ni/CNx, m-Fe/CNx, and C3N4, showed an increasing limiting
current density rather than a steady-state limiting current
density, suggesting that the ORR went through a multi-step
process with H2O2 intermediates in these electrodes. In
contrast, the m-NiFe/CNx exhibited a stable limiting current
density, indicating that the ORR predominantly proceeded
through a one-step reaction pathway to produce water for the m-
NiFe/CNx electrode. It should be noted that the NiFe/CNx can
also obtain a stable limiting current density; however, the
limiting current density at them-NiFe/CNx electrode is 1.5 times
higher than that of NiFe/CNx.

To verify the ORR catalytic pathways of the m-NiFe/CNx, we
performed RRDE measurements to monitor the formation of
peroxide species (HO2

�) and to estimate the number of elec-
trons transferred during the ORR process. Fig. 8c shows the ring
current density (Ir) and disk current density (Id) upon cathodic
scanning. A very small Ir was detected with the potential scan-
ning to the ORR region (0.20–0.80 V), suggesting only a small
This journal is © The Royal Society of Chemistry 2015
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Fig. 8 (a) CV curves of NiO, Fe3O4, C3N4, m-NiFe/CNx, m-Ni/CNx, m-
Fe/CNx, and NiFe/CNx on GCE in Ar-saturated (dash line) or O2-
saturated (solid line) 0.1 M KOH with a sweep rate of 50 mV s�1 and a
rotation speed of 1600 rpm; (b) the RDE voltammogram plots in O2-
saturated 0.1 M KOHwith a sweep rate of 5 mV s�1 at different rotation
rates; (c) RRDE voltammograms recorded at the m-NiFe/CNx elec-
trode with a disk scan rate of 5 mV s�1 and a constant ring potential of
1.5 V (vs. RHE) in O2-saturated 0.1 M KOH at 1600 rpm, and (inset)
percentage of HO2

� and the electron transfer number (n) of m-NiFe/
CNx at various potentials; (d) the chronoamperometric response to the
addition of methanol at the m-NiFe/CNx and the Pt/C electrodes; (e)
the chronoamperometric durability evaluation of m-NiFe/CNx and Pt/
C at 0.65 V (vs. RHE) with a rotation speed of 1600 rpm.

Fig. 9 RDE curves of m-NiFe/CNx hybrid in O2-saturated 0.1 M KOH
at 1600 rpm as bi-functional catalyst for ORR and OER.
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amount of H2O2 was produced. Actually, the yield of HO2
� at the

m-NiFe/CNx electrode was evaluated to be below 16.5% over the
potential range of 0.20–0.80 V, and the electron transfer number
was calculated based on Ir and Id to be 3.6–3.8 (inset of Fig. 8c).

We also compared the m-NiFe/CNx catalyst with a commer-
cial Pt/C catalyst for their ORR electrocatalytic performance.
Although the m-NiFe/CNx showed a slightly higher onset
potential than the Pt/C-modied electrode (Fig. S7†), the former
manifests at least three distinct advantages over the Pt/C cata-
lyst. First, with the addition of 10 vol% methanol to the elec-
trolyte, the m-NiFe/CNx displayed a negligible current response,
while the Pt/C almost decreased by half in current density
(Fig. 8d), suggesting that the m-NiFe/CNx shows very good
tolerance to the fuel for directed methanol fuel cells, i.e.,
methanol. Second, the m-NiFe/CNx had greater durability than
the Pt/C. The chronoamperometric measurements at 0.65 V
were performed for more than 6 h to assess their durability
(Fig. 8e), which led to less than a 10% loss of initial current
density for the m-NiFe/CNx, but more than a 25% loss for the Pt/
C. Third, the m-NiFe/CNx also cost less than one-tenth of the
commercial Pt/C catalysts based on a rough estimate from our
experiments.
This journal is © The Royal Society of Chemistry 2015
The abovementioned results clearly demonstrate that the m-
NiFe/CNx has a higher activity than Ir/C for OER and possesses
attractive advantages over Pt/C for ORR. Activities for OER and
ORR were judged by the difference between the potential
required to oxidize water at a current density of 10 mA cm�2 and
for oxygen reduction at a current density of 3 mA cm�2. The
smaller difference indicates a better performance for a revers-
ible oxygen electrode. By this metric, the m-NiFe/CNx has an
oxygen electrode activity of 0.83 V (Fig. 9). The as-developed m-
NiFe/CNx shows an electrocatalytic activity comparable to that
of the Pt/C for catalyzing ORR and that of the Ir/C catalyst for
catalyzing OER, respectively. Moreover, the m-NiFe/CNx

outperforms most of the emerging bifunctional electrocatalysts
(Tables S1–S3†). Given the fact that the m-NiFe/CNx is cost-
effective and can be mass produced, the m-NiFe/CNx electro-
catalyst is very competitive as the next-generation electro-
catalyst for ORR and OER. The following factors can be
summarized to elucidate the fundamental aspects of high
activity and excellent stability of the m-NiFe/CNx catalyst for
both OER and ORR. First, the m-NiFe/CNx inherits the highly
ordered porous structure of SBA-15 and has a considerably large
surface area while achieving high electrical conductivity; these
unique properties are greatly benecial for accelerating the
electron transfer rate and facilitating mass (ions or electrolyte)
transportation. In addition, the series of controlled experiments
demonstrate that multiple active sites, including doped
nitrogen and NiFe-alloy nanoparticles, are uniformly dispersed
in the nanochannels of the ordered porous structure, making
the catalytic sites readily accessible for electroactive substances
and allowing them to synergistically catalyze the OER and ORR
with high catalytic activity. Furthermore, the m-NiFe/CNx

hybrid was produced by annealing at a high temperature, and
the active sites were embedded in nanochannels of a porous
structure and protected by a layer of nanocarbon. This stable
structure explains the excellent stability of the m-NiFe/CNx

during long-term operation.
Conclusions

We have successfully developed a simple and convenient
method to prepare a conductive mesoporous structure
J. Mater. Chem. A, 2015, 3, 7986–7993 | 7991
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supported NiFe-alloy electrocatalyst. The unique features
endow m-NiFe/CNx with outstanding electrocatalytic perfor-
mance for OER and ORR in terms of activity, kinetics, and
stability. The low cost and high catalytic activity of m-NiFe/CNx,
together with simple synthesis and the possibility of mass
production, may offer a promising avenue to develop alternative
catalysts to Ir-basedmaterials for OER in water splitting systems
and to Pt-based substances for ORR in fuel cells or metal–air
battery systems.
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