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tured Li0.33La0.56TiO3 perovskite as
a highly efficient and sulfur-tolerant anode for
solid-oxide fuel cells†

Wei Wang,ab Jifa Qu,a Bote Zhao,a Guangming Yanga and Zongping Shao*ab

Solid oxide fuel cells (SOFCs), which directly convert chemical energy into electricity, have several

advantages, such as fuel flexibility and low emissions. Unfortunately, the performance and stability of

SOFCs with state-of-the-art Ni-based anodes are sensitive to impurities, such as sulfur, which is a

common component of practical fuels, including natural gas and renewable biogas. The development of

sulfur-tolerant anode materials is important for successfully operating SOFCs with sulfur-containing

practical fuels. In this study, a core–shell architecture was fabricated from solution infiltration and was

evaluated as a sulfur-tolerant anode for SOFCs. For the first time, we used a lithium conductive material,

Li0.33La0.56TiO3 (LLTO, perovskite oxide), as the shell for anodic reactions. The resulting cell delivered

higher electrochemical activities than similar cells, with widely used sulfur-tolerant perovskite anodes. In

addition, the cell with the core–shell structured anode demonstrated favorable stability over 70 hours'

operation when using 1000 ppm H2S–H2 fuel at 800 �C. In contrast, the cell with an anode composed

of nanoparticles failed after only 5.5 hours under the same operation conditions. This study offers a new

strategy for developing highly sulfur tolerant and efficient anodes for SOFCs.
Introduction

Over 40 megatons of hydrogen sulde (H2S) are produced every
year worldwide as by-products from petroleum, natural gas and
coal gasication industries.1,2 Due to the negative effects of H2S
on the environment, equipment and human health, its disposal
and treatment are considered a worldwide problem. There are
few direct commercial uses for H2S, and most H2S is converted
to sulfur in the two-step Claus process.3 However, these reac-
tions are highly exothermic. During the H2S disposal process,
only part of the energy can be recovered as low-grade energy
during the production of steam, while the other part is wasted.

As a new type of high-temperature energy-conversion device
with high efficiency, fuel exibility and high-quality exhaust
heat, solid oxide fuel cells (SOFCs) should provide a useful
solution for removing H2S.4–8 Pujare et al. rst proposed a SOFC
for successfully removing H2S in 1987.9 A key technical chal-
lenge in the development of H2S integrated SOFC systems is to
identify anode materials that are conductive, chemically and
electrochemically stable and catalytically active in H2S-con-
taining environments. The most commonly used anodes for
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SOFCs are Ni-based cermets, which contain metallic Ni and an
ion-conducting electrolyte material, such as yttrium-stabilized
ZrO2 (YSZ). However, Ni-based anodes suffer from serious
poisoning, even though a very low H2S content (<10 ppm) exists
in the fuel, although they are excellent anodes for an SOFC
operated on hydrogen.10–12 In contrast, the natural gas and
biogas hadmuch higher H2S contents, and the direct utilization
of these fuels in SOFCs could effectively reduce operation
costs.13,14 Therefore, designing anode materials that can be
operated on fuels containing larger H2S concentrations is
important for commercializing SOFCs. Many perovskite oxides,
such as La0.75Sr0.25Cr0.5Mn0.5O3�d, La0.7Sr0.3VO3, Sr2Mg1�x-
MnxMoO6�d and BaZr0.1Ce0.7Y0.2�xYbxO3�d, have been exam-
ined as sulfur-tolerant anode materials.15–21 Among them,
SrTiO3, BaTiO3 and La2Ti2O7 as well as the substituted Ti-based
perovskites are very attractive and reliable alternative anode
materials for SOFCs because they have a high sulfur toler-
ance.22–25 However, the power outputs of cells with these anodes
remain low, and the stabilities of their phase structures under
operation conditions are not sufficient. Consequently,
substantial progress must be made to develop perovskite-type
anode materials with improved activity and stability.

Inltration techniques have been widely applied in the
preparation of perovskite anode materials. According to the
different ring temperatures, the nanostructure of the inl-
trated anode can be divided into two aspects: discrete particles
and a continuous and conformal thin lm. However, sulfur
poisoning could result in the agglomeration of perovskite oxide
J. Mater. Chem. A, 2015, 3, 8545–8551 | 8545
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Fig. 1 Schematic diagrams of the preparation processes for the
nanoparticle-decorated electrode and core–shell structured elec-
trode prepared by solution infiltration (a–d) and the possible mecha-
nism for the sulfur poisoning process of the different anodes (e and f).
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nanoparticles. Thin lms or core–shell structures are thermally
more stable than nanoparticles and can avoid further sintering
and thermomechanical stress.26,27 Therefore, the development
of an active and stable core–shell structured electrode to battle
the sulfur poisoning problem is important.

Herein, we propose an innovative anode consisting of an
active shell (Li0.33La0.56TiO3, LLTO) coated on a porous stable
core (Sm0.2Ce0.8O1.9, SDC) for applications in SOFCs operating
on H2S-containing fuels. The LLTO shows high lithium-ion
conductivity. Thus, the lithium in the bulk could compensate
for a loss in surface lithium due to evaporation at elevated
temperatures, making LLTO very stable in its phase structure.
The shell was fabricated using a simple solution inltration
method. The resulting anode exhibited excellent sulfur toler-
ance, high hydrogen electrochemical activity and superior
durability at intermediate temperatures. These ndings could
provide a new strategy for designing active and stable anodes
for SOFCs.

The formation process of the core–shell structured electrode
and a possible mechanism for improving sulfur tolerance were
proposed, as shown in Fig. 1. Inltration processes involve two
successive steps: (i) the preparation of a porous electrode
backbone (Fig. 1a), and (ii) inltration of an electro-active
phase. The backbone was red at 1200 �C to obtain excellent
bonding with the electrolyte, excellent connectivity for effective
electron and oxygen ion conduction, and good structural
stability under operating conditions. A liquid solution con-
taining metal salt precursors, favorable surfactants and
complex agents was introduced into the backbone (Fig. 1b).
Aer subsequent thermal treatment, two typical morphologies
can be observed: discrete particles (Fig. 1c) and a continuous
and conformal thin lm (Fig. 1d). In addition, the core–shell-
structured electrode effectively improved the thermal stability
by avoiding further sintering due to sulfur poisoning (Fig. 1e).
As shown in Fig. 1f, serious agglomeration of the LLTO nano-
particles is expected during the sulfur poisoning process.
Consequently, excellent operational stability is achieved when
using the core–shell-structured anode.
Fig. 2 SEM images of (a) as-prepared SDC scaffold and the LLTO-
infiltrated SDC anodes after firing at (b) 800, (c) 900 and (d) 1000 �C for
2 hours.
Results and discussion

First, we used a scanning electron microscope (SEM) to study
the morphology of the inltrated anodes. An SEM image of the
8546 | J. Mater. Chem. A, 2015, 3, 8545–8551
as-prepared SDC scaffold is shown in Fig. 2a. This image
demonstrates a highly porous morphological structure that is
loaded with well-distributed nanoparticles and has a porosity of
approximately 50%. Fig. 2b to d show SEM images of the LLTO-
inltrated SDC anodes aer ring at 800, 900 and 1000 �C,
respectively. For the inltrated anode calcined at 800 �C, clus-
ters of nanoparticles with diameters of �50 nm were clearly
observed on the surface of the SDC scaffold (Fig. 2b). The
nanoparticles disappeared aer calcination at 900 �C, indi-
cating the formation of a LLTO thin lm over the SDC scaffold.
However, aer calcination at 1000 �C, the anode was seriously
sintered, as shown by the sharp decrease in the porosity of the
anode (Fig. 2d).

To understand the formation of a LLTO thin lm over the
SDC scaffold surface aer ring at 900 �C, the red anode
particles were characterized using transmission electron
microscopy (TEM). As shown in Fig. 3, a core (darker area) and a
shell (brighter area) with a thickness of less than 50 nm were
observed on the LLTO inltrated electrodes. A lattice space of
0.273 nm was detected from the outermost portion, which
corresponded to the (110) diffraction plane of the LLTO phase.
To further clarify the chemical composition of the core–shell
particles, energy dispersive X-ray (EDX) was performed. The
resulting data are listed in Table 1. According to the atomic
distribution of core–shell particles from three different
samples, the atomic contents of Sm and Ce were dominant in
the darker areas, and the contents of Ti and La were much
higher in the brighter area. Therefore, the darker areas can be
regarded as the SDC-rich regions, and the brighter areas (outer
layer) can be considered as the LLTO-rich regions. In combi-
nation with the SEM images shown in Fig. 2, it is reasonable to
deduce that the core–shell structured anode is formed aer
high temperature ring (above 900 �C).

To obtain information regarding the phase composition of
the inltrated anodes, X-Ray Diffraction (XRD) characterization
was performed (as shown in Fig. 4a). For comparison, the XRD
This journal is © The Royal Society of Chemistry 2015
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Fig. 3 TEM results under different magnifications of the core–shell
structured LLTO-infiltrated SDC anodes.

Table 1 Atomic distribution (%) of the LLTO/SDC core–shell particles
determined by EDX. Only Sm, Ce, La and Ti elements are included for
percentage calculation

Region Sm (%) Ce (%) La (%) Ti (%)

Darker core Particle 1 20.5 70.9 5.7 2.8
Particle 2 21.4 70.3 4.7 3.5
Particle 3 18.2 71.7 5.8 4.4

Brighter shell Particle 1 3.0 2.9 43.3 50.8
Particle 2 7.6 6.1 40.1 46.2
Particle 3 6.3 5.3 40.4 48.0

Fig. 4 (a) XRD patterns of LLTO-infiltrated SDC anodes after calci-
nation at 900 �C for 2 hours, as well as the pure phases such as SDC
and LLTO; (b) electrical conductivities of the LLTO infiltrated SDC
anodes after sintering at 800 and 900 �C for 2 hours and (c) thermal
expansion behaviors of the porous SDC and LLTO-infiltrated SDC bars
sintered at 900 �C.
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patterns of LLTO with a tetragonal perovskite structure and SDC
with a cubic uorite structure are presented. The XRD patterns
of the LLTO-inltrated anodes are well indexed with the LLTO
and SDC phases. The electrical conductivities of the various
inltrated electrodes red at 800 and 900 �C for 2 hours were
measured using the 4-probe DC method. As shown in Fig. 4b,
the maximum conductivity of the LLTO inltrated electrode
calcined at 800 �C was lower than 0.2 S cm�1, likely due to the
isolated LLTO nanoparticles of the inltrated electrode. For the
samples calcined at 900 �C, the electrical conductivity dramat-
ically increased to >2 S cm�1 at 800 �C. Thus, the formation of
thin lms likely contributes to promising conductivity. Ther-
momechanical stability is another important concern for SOFC
electrode development. Large differences in the thermal
expansion coefficients (TECs) of cell components may introduce
large internal stress during operation, which can result in rapid
degradation in cell performance due to the delimitation. A
signicant advantage of an inltrated electrode is that the TEC
mismatch between the electrode and the electrolyte will be
small if the scaffold is made from materials that have a TEC
similar to that of the electrolyte. For the inltrated electrode,
the thermal expansion behavior is similar to that of the scaffold,
while the TEC of a composite electrode is a weighted average of
its components. The thermal expansion curves of a porous SDC
scaffold and a LLTO inltrated SDC anode red at 900 �C are
This journal is © The Royal Society of Chemistry 2015
shown in Fig. 4c. The calculated TEC of porous SDC is 12.6 �
10�6 K�1 at a temperature of 200–800 �C, which matches the
reported values of SDC in the literature.28 In addition, a TEC
value of 10.3 � 10�6 K�1 was calculated from the thermal
expansion curve for the LLTO inltrated SDC anode. This result
suggests that the core–shell structured anode is compatible
with the electrolyte. Consequently, long-term operational
stability is expected. In addition, the TEC of the LLTO material
has been reported to be 9.35 � 10�6 K�1 from 298 K to 800 K,29
J. Mater. Chem. A, 2015, 3, 8545–8551 | 8547
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while the TEC value of the SDC scaffold in this study is 11.3 �
10�6 K�1 under the same conditions, suggesting almost no
thermal incompatibility between LLTO and SDC in the core–
shell structure.

To test the performance of the SOFCs with the inltrated
LLTO anode for power generation, an electrolyte-supported
SOFC with a LLTO/SDC|SDC|BSCF conguration was used.
Fig. S1† shows a typical SEM image of a cross-section of an
electrolyte-supported SOFC with a reduced LLTO-inltrated
SDC anode aer ring at 900 �C. The inltrated anode, elec-
trolyte and the cathode had thicknesses of approximately 25,
300 and 20 mm, respectively. The cell components attached to
each other well, which indicated that the anode, electrolyte and
cathode had good compatibility. Typical I–V and I–P polariza-
tion curves and Electrochemical Impedance Spectroscopy (EIS)
spectra of the cells with the LLTO inltrated SDC anode with
different structures (core–shell and nanoparticles) at 800 �C are
shown in Fig. 5. For the H2 fuel, no obvious differences were
observed for the anodes with different structures. However,
some differences in the power output were found when the fuel
was switched to a 1000 ppm H2S–H2 gas mixture. For the anode
with the core–shell structure, comparable power outputs were
achieved with H2 and 1000 ppm H2S–H2 fuels and a sharp
decrease in the power output was observed from 215 to 123 mW
cm�2 for the anode with nanoparticles due to its poor sulfur
Fig. 5 The typical I–V and I–P polarization curves (a) and EIS spectra
(b) of the fuel cells with LLTO-infiltrated SDC anodes with different
structures operating on 1000 ppm H2S–H2 at 800 �C.

8548 | J. Mater. Chem. A, 2015, 3, 8545–8551
tolerance (potentially the agglomeration of nanoparticles), as
shown in Fig. 5a. Based on the EIS results from these two
anodes at 800 �C, the electrode polarization resistance of the
anode with a core–shell structure was comparable when using
the H2 and 1000 ppm H2S–H2 fuels, while the anode with
nanoparticles presented a much larger electrode polarization
resistance. This result agrees with the power output results.

For comparison, the widely used La0.3Sr0.7TiO3 (LST), SrTiO3

(ST) and BaTiO3 (BT) perovskite inltrated anodes were used for
cell performance tests with 1000 ppm H2S–H2 fuel, as shown in
Fig. 6. The LLTO inltrated anode had a slightly higher power
output and a smaller electrode polarization resistance than the
LST, ST and BT inltrated anodes. These results suggest that
LLTO can be used as an anode for operating SOFCs using H2S-
containing fuels.

The operational stability of the fuel cell using 1000 ppm H2S
in H2 fuel was tested under a constant current density of 100mA
cm�2. Fig. 7 shows the time-dependency of the cell voltage and
the operational stability of the electrolyte-supported fuel cell
with the LLTO inltrated core–shell anode operated with 1000
ppm H2S–H2. The fuel cell was rst stabilized under polariza-
tion at a constant current density of 100 mA cm�2 for 24 hours
using hydrogen fuel at 800 �C. For comparison, the long-term
operational behavior of the fuel cells with anodes decorated
Fig. 6 Typical I–V and I–P polarization curves (a) and EIS spectra (b) of
the fuel cells with different infiltrated anodes operating on 1000 ppm
H2S–H2 at 800 �C.

This journal is © The Royal Society of Chemistry 2015
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Fig. 7 Time-dependent voltage of the fuel cell with LLTO-infiltrated
SDC anodes with different structures operating on 1000 ppm H2S–H2

under a current density of 100 mA cm�2 at 800 �C.
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with LLTO nanoparticles was determined in the same way. The
cell voltage of the fuel cell with the LLTO inltrated core–shell
anode was maintained at approximately 0.6 V over a test period
of 70 hours without any obvious signs of voltage decay,
featuring a stable cell performance in the electrochemical
oxidation of hydrogen and H2S. However, the LLTO anode
decorated with nanoparticles was not stable and no power
output was delivered aer 5.5 hours' operation. The above
results suggest that the core–shell LLTO inltrated electrode
can be used as a sulfur-tolerant anode for SOFCs with good
operational stability. The morphologies of these two inltrated
anodes aer operational stability are shown in Fig. 8. A
comparison of the micrographs of the anodes operated in pure
H2 (Fig. 2) and in H2 + H2S (Fig. 8) indicates that microstructural
differences occurred in the LLTO anode decorated with nano-
particles. An agglomeration of LLTO particles from 50 nm to
200 nm was observed. However, no obvious differences were
observed for the inltrated anode red at 900 �C. In addition,
some porosity was lost due to long-term operation at high
temperatures. This porosity loss explained a slight decrease in
voltage during the stability test. As shown in Fig. S3,† the XRD
results of the two anodes aer long-term stability suggested no
obvious phase change aer operation using H2S. These results
further indicate that lithium-conducting LLTO is very stable in
H2–H2S, while sulfur poisoning only results in the agglomera-
tion of nanoparticles.
Fig. 8 SEM photos of the LLTO-infiltrated SDC anodes with different
structures – (a) nanoparticles and (b) thin film – after the operational
stability test on 1000 ppm H2S–H2 fuel.

This journal is © The Royal Society of Chemistry 2015
To further improve the cell performance of the core–shell
LLTO inltrated anode, a small amount of active phase Ni was
added during the inltration stage and a core–shell structure
was obtained, as evidenced by the SEM images shown in Fig. 9.
Similar to the LLTO-inltrated anode calcined at 800 �C,
nanoparticles with a diameter of 50 nm were identied on the
surface of the SDC scaffold (Fig. 9a). Aer calcination at 850 �C,
the amount of nanoparticles on the SDC scaffold decreased
(Fig. 9b). Furthermore, the nanoparticles disappeared following
calcination at 900 and 1000 �C, implying the formation of a Ni +
LLTO thin lm over the SDC scaffold (Fig. 9c and d). The core–
shell structure was further conrmed by the TEM results shown
in Fig. S3.† The XRD and TEC results shown in Fig. S4 and S5†
suggest that the successful inltration of Ni to the SDC scaffold
and the TEC of the Ni–LLTO co-inltrated anodes were similar
to those of the SDC scaffold.

The I–V and I–P polarization curves of the single cell oper-
ated using H2 and 1000 ppm H2S–H2 fuels at various tempera-
tures are shown in Fig. 10. Overall, peak power densities (PPDs)
of up to 446 and 437 mW cm�2 were achieved for the Ni–LLTO
co-inltrated anodes at 800 �C when using H2 and 1000 ppm
H2S–H2 fuels, respectively. These results are highly attractive
because thick electrolytes were applied in this study. Consid-
ering the thickness (300 mm) and oxygen-ion conductivity of the
SDC electrolyte at 800 �C (0.1 S cm�1), the PPD can reach 570
mW cm�2 for cells using the SDC (300 mm) electrolyte by
assuming that no polarization resistance resulted from the
electrodes. This result suggests that the reduced Ni–LLTO co-
inltrated anode has high hydrogen electro-oxidation activity
and good sulfur tolerance. The related EIS spectra from the fuel
cells operated using H2 and 1000 ppm H2S–H2 fuels at various
temperatures are presented in Fig. S6.† The above results
suggest that the inltrated core–shell structured composite
could be used as a highly active anode material for SOFCs
operating on sulfur-containing fuels. Furthermore, as shown in
Fig. S7,† an initial stability of 25 hours could be obtained using
a Ni–LLTO co-inltrated anode and only a slight degradation
was observed.
Fig. 9 SEM images of the Ni–LLTO co-infiltrated SDC anodes after
firing at (a) 800, (b) 850, (c) 900 and (d) 1000 �C for 2 hours.

J. Mater. Chem. A, 2015, 3, 8545–8551 | 8549
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Fig. 10 The typical I–V and I–P polarization curves of the fuel cells
with Ni–LLTO co-infiltrated SDC anodes after calcination at 900 �C
operating on H2 (a) and 1000 ppm H2S–H2 (b).
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Conclusions

In conclusion, a core–shell structured anode was successfully
fabricated using a simple inltration approach. The as-
prepared core–shell structured LLTO electrode was chemically
and thermally compatible between components, resulting in
excellent electrochemical hydrogen electro-oxidation activity
and maintaining excellent operational stability for 70 hours
with no obvious degradation at 800 �C in fuel cells operating on
1000 ppm H2S–H2. However, the LLTO inltrated anodes with
nanoparticles displayed much lower power outputs and lower
operational stability under the same conditions. In addition,
the Ni active phase was added to the LLTO inltrated anodes
during the inltration stage, and the core–shell structure was
obtained. A high power output of 437 mW cm�2 was obtained
using 1000 ppm H2S–H2 fuel. The above results offered an
effective approach for developing sulfur-tolerant electrodes for
SOFCs for practical applications, which could accelerate the
commercialization of SOFC technology.

Experimental section
Fuel cell fabrication

The SDC scaffold and electrolyte bi-layer were fabricated as
previously reported.26 Then, the cathode was spray-deposited
8550 | J. Mater. Chem. A, 2015, 3, 8545–8551
onto another side surface of the prepared SDC electrolyte,
which created an effective cathode area of 0.48 cm2. Next, the
cathode was red at 1000 �C for 2 hours. The 0.6 mol L�1

LLTO precursor solution for inltration was prepared by
stoichiometrically mixing La(NO3)3$6H2O, LiNO3 and
Ti(OC4H9)4 in distilled water. To obtain the aqueous solution,
Ti(OC4H9)4 was added into citric acid while heating and
stirring to form lemon titanium. Then, the La(NO3)3$6H2O
and LiNO3 were added into the aqueous solution, and citric
acid was added at a molar ratio of 2 : 1 to the total amount of
cations. Ethanol was used as a surfactant to improve the
wettability of the solution on the SDC scaffold. The inltra-
tion process was carried out on a hot plate (60 �C) to accel-
erate gas expulsion and enhance the uidity of the solution
in the porous scaffold. Aer each inltration, the pellet was
calcined in air at 400 �C for 30 min to decompose metal
nitrates and citric acid. Multiple steps were required to reach
the nal loading of �30 wt%. Next, the composite anode was
calcined in air at 800, 900 or 1000 �C for 2 hours. A similar
process was used to prepare the La0.3Sr0.7TiO3 (LST), SrTiO3

(ST) and BaTiO3 (BT) inltrated anodes for comparison. For
the Ni-modied LLTO inltrated anode, Ni was added at �8
wt% aer achieving �30 wt% LLTO. Then, the resulting
composite was calcined in air at 800, 850, 900 or 1000 �C for 2
hours. Ba0.5Sr0.5Co0.8Fe0.2O3�d (BSCF), Sm0.5Sr0.5CoO3�d

(SSC) and Sm0.2Ce0.8O1.9 (SDC) were synthesized using an
EDTA–citrate complexing sol–gel method.30 The precursors
were further calcined in ambient air at 950 �C (BSCF), 1000 �C
(SSC) and 800 �C (SDC) for 5 hours, separately, to achieve the
desired crystal phase.30
Characterizations

The I–V and I–P curves of the fuel cells were obtained using a
Keithley 2420 source meter based on a four-probe congura-
tion. During the measurements, H2 or 1000 ppm H2S–H2 fuels
were fed into the anode chamber, and ambient air was used as
the cathode atmosphere. The ow rate of H2 or 1000 ppm H2S–
H2 fuel was maintained at 80 mL min�1 [STP]. The resistance of
the fuel cell was investigated using EIS measurements with a
Solartron 1260 Frequency Response Analyzer in combination
with a Solartron 1287 potentiostat. The frequency of the EIS
measurements ranged from 0.1 to 1000 kHz, and the signal
amplitude was 20mV. To avoid potential CO2 poisoning and the
phase transition at the BSCF cathode during the stability test,
SSC was used as a cathode material. To avoid potential degra-
dation of the Ag paste used in the current collector, mesh-like
Ag was used during the stability evaluation.31 The phase struc-
tures of the samples were observed using an XRD (Bruker D8
Advance) with Cu Ka radiation (l ¼ 0.1541 nm). Powder
samples were prepared for TEM, as described in our previous
work.30 The thermal expansion behavior of the anode materials
in air from 200 to 800 �C was determined by using a Netzsch DIL
402C/3/G dilatometer at a heating rate of 5 �Cmin�1. The anode
morphologies were observed by using eld emission scanning
electron microscopy (FESEM, JEOL-S4800).
This journal is © The Royal Society of Chemistry 2015
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