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Development of portable defocusing micro-scale
spatially offset Raman spectroscopy
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We present, for the first time, portable defocusing micro-Spatially Offset Raman Spectroscopy (micro-

SORS). Micro-SORS is a concept permitting the analysis of thin, highly turbid stratified layers beyond the

reach of conventional Raman microscopy. The technique is applicable to the analysis of painted layers in

cultural heritage (panels, canvases and mural paintings, painted statues and decorated objects in general)

as well as in many other areas including polymer, biological and biomedical applications, catalytic and for-

ensics sciences where highly turbid stratified layers are present and where invasive analysis is undesirable

or impossible. So far the technique has been demonstrated only on benchtop Raman microscopes pre-

cluding the non-invasive analysis of larger samples and samples in situ. The new set-up is characterised

conceptually on a range of artificially assembled two-layer systems demonstrating its benefits and per-

formance across several application areas. These included stratified polymer sample, pharmaceutical

tablet and layered paint samples. The same samples were also analysed by a high performance (non-por-

table) benchtop Raman microscope to provide benchmarking against our earlier research. The realisation

of the vision of delivering portability to micro-SORS has a transformative potential spanning across mul-

tiple disciplines as it fully unlocks, for the first time, the non-invasive and non-destructive aspects of

micro-SORS enabling it to be applied also to large and non-portable samples in situ without recourse to

removing samples, or their fragments, for laboratory analysis on benchtop Raman microscopes.

Introduction

Non-invasive analysis of thin stratified turbid (diffusely scatter-
ing) layers is an analytical challenge commonly present in a
wide range of disciplines. For instance, many analytical pro-
blems in art require non-invasive probing of thin stratified
layers of paint that may lie beyond the reach of conventional
methods such as confocal Raman microscopy. The sublayer
chemical information is crucially important, for example, in
restoration and conservation processes or to elucidate tech-
nique of the artist in question. The key goal in all these appli-
cations is to avoid cross sectional analysis which is either
highly undesirable or not permissible due to the uniqueness
and high cultural value of the object analysed. Examples of
such matrices in cultural heritage include artworks such as
panels, canvases and mural paintings, painted statues and
other decorated objects in art. Painted layers, in general, are by
their nature highly turbid and typically only a few tens of

micrometres thick, commonly spreading in multiple stratigra-
phy leaving them often out of reach of conventional Raman
microscopy, which is frequently the technique of choice in
cross-sectional analysis, where permitted.1,2 This is only one
area on which we are exemplifying the analytical need but
there are many other disciplines having similar requirements
including polymer, catalytic, biological and biomedical appli-
cations and forensic sciences where highly turbid stratified
layers can be present and where invasive analysis may be un-
desirable or impossible.

Recently a new concept in Raman microscopy possessing
considerably higher penetration depth than that of conven-
tional Raman microscopy and capable of overcoming the
above limitations in a number of situations has emerged –

micro-SORS.1,2 The method builds on earlier advances of its
parent technique, (macro-scale) Spatially Offset Raman Spec-
troscopy (SORS)3 and relies on diffusion properties of photons
in turbid media. The most basic variant of micro-SORS is de-
focusing micro-SORS.1 Although this is not the most effective
micro-SORS concept in existence,4 by not involving fully separ-
ated laser illumination and Raman collection zones as in clas-
sical SORS, it is undoubtedly the most practical as it can be
practised on existing benchtop Raman microscopes without
any modifications.5,6
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Nevertheless, to date the technique has only been demon-
strated on benchtop Raman microscopes. As such the method
has not delivered fully on its non-invasive and non-destructive
potential as samples need to be mobile and of adequately
small size in order to fit under a Raman microscope. Many
applications in the abovementioned disciplines, however, do
not fulfill these criteria. Taking again the example of cultural
heritage where only small portable objects can be analysed in
this manner unless a fragment of a large or non-portable art
objects can be taken away, which by its nature breaches the
requirement for non-invasiveness. The work presented here
concerns the development of a transformative capability facili-
tating portability and permitting operation outside specialized
laboratory. This was accomplished by converting an existing
conventional commercial portable Raman instrument to
micro-SORS by equipping it with a microscopic capability.
This article describes the instrument design and characterises
its performance on several examples of artificially assembled
two-layer samples. The same samples have also been character-
ised on our existing micro-SORS Raman benchtop system to
provide benchmarking against our previous research.

The concept of defocusing micro-SORS and implemented
modifications are illustrated in Fig. 1. A conventional portable
Raman instrument was fitted with a microscope objective. In
general, the basic micro-SORS measurement of a two layer
turbid sample relies on collecting at least two Raman spectra:
(i) the first spectrum is acquired with the sample at a standard
‘imaged’ position and corresponds to a standard Raman
microscopy surface Raman measurement, (ii) the second
measurement is taken with the sample moved away from the
microscope objective by a ‘defocusing distance Δz’ to a ‘de-
focused position’. The effect of sample displacement is the
enlargement (‘defocusing’) of both the laser illumination and
Raman collection zones on sample surface.5 The larger the
defocusing distance Δz the greater the enlargement of both
the laser illumination and Raman collection zones on sample
surface. The ‘imaged’ position measurement typically yields a
Raman spectrum dominated by the surface layer1 and would
correspond conceptually to a zero-spatially offset measurement
in conventional SORS analysis. The measurement carried out
in the ‘defocused’ position produces a Raman spectrum which
has a significantly higher degree of Raman contribution from

Fig. 1 (a) Schematic diagram of portable micro-SORS concept and (b) a principle of portable defocusing micro-SORS measurements showing con-
ceptually normalised Raman spectra acquired in the respective measurements indicating relative intensity changes between the surface and subsur-
face layers. (c) A photograph of the developed micro-SORS setup.
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sublayers relative to the surface layer with stratified turbid
samples, in analogy with a non-zero spatially offset spectrum
acquired in a conventional SORS measurement. That is the
contrast of the sublayer improves (although the overall Raman
intensity of both the layers diminishes). The relative intensity
change within spectral subcomponents signifies the presence
of multiple layers in sample and permits the recovery of pure
Raman components of individual layers.

In the case of a two layer sample, only a very simple math-
ematical manipulation of the ‘imaged’ and ‘defocused’ spectra
can then be performed to retrieve a pure Raman spectrum of
sublayer. This process comprises a scaled subtraction of the
‘imaged’ spectrum from the ‘defocused’ spectrum cancelling the
contribution of the top layer. More defocused spectra need to be
acquired for the separation of layers in a system consisting of
more than 2 layers.5 The concept of scaled subtraction was first
applied to confocal Raman microscopy with transparent samples
by the Morris group.7,8 Micro-SORS uses similar approaches but
instead of direct imaging it utilises diffuse component of light.

In general, the limitations of the micro-SORS technique
include inapplicability to highly absorbing, extremely thin sub-
layers, compounds with low Raman cross sections at the sub-
surface position and highly fluorescing samples. In addition,
samples possessing very high heterogeneity across their
surface or within sublayers are also challenging without
recourse to a more complex data acquisition methodology.2

It should also be noted that the spatial resolution of micro-
SORS is, in general, significantly inferior to that of convention-
al Raman microscopy as it relies on diffused component of
light and as such it should only be used at depths where con-
ventional confocal Raman microscopy is inapplicable. Surface
roughness can however be dealt with as the roughness will
manifest itself as a variation of Raman signal intensities
between different layers and as such it will subtract away in
the scaled subtraction when retrieving individual layer signals.
The effect could however confuse the interpretation of the
order in which layers are laid derived typically from the signal
dependencies on the degree of defocusing.4 A study by Conti
et al.9 further contrasts the conventional confocal Raman
microscopy with micro-SORS pointing at differences and com-
monalities between the two techniques and underlying
processes.

Experimental
Portable defocusing micro-SORS

The measurements were carried out using a portable Xantus-
2™ (Rigaku, Boston, USA) Raman spectrometer with 2000 ×
256 pixels, thermoelectrically cooled CCD and a selected exci-
tation wavelengths of 785 nm. The instrument was modified
by removing the end collection and focusing lens with its
tubular housing and replacing it with a standard microscope
20× objective (WD 1.3 mm, NA 0.4, Olympus) placed in contact
with the front cover plate of the instrument. No other modifi-
cations were implemented. This step was important equipping

the instrument with micro-scale sampling capability and
enabling it to perform effective micro-SORS measurements.

The micro-SORS spectra were acquired with a laser power at
the sample of up to nominal 250 mW and a spectral resolution
of 7–10 cm−1. Both the ‘imaged’ and ‘defocused’ spectra were
acquired with acquisition times ranging from 3 to 5 s with 7
accumulations used (i.e. the total acquisition time per sample
position was 21–35 s). The instrument was operated from an
external computer (laptop). Combined sample illumination
and collection area of the modified instrument was estimated
to be approximately 40 µm in diameter by scanning across an
edge of sample. In this measurement a sharp edge of sample
was moved across the interaction zone perpendicular to the
optical axis of the instrument. The Raman intensity of the
surface layer was recorded as a function of position of sample.
The diameter of the interaction area was estimated as the sepa-
ration of the 10 to 90% intensity points.

Except for the painted layer system, raw spectra are pres-
ented with no background correction; all the spectra were nor-
malized to a Raman band of respective top layer. The
subtracted pure Raman spectra of individual layers were
rescaled relative to each other for clarity. The sample was placed
on a manual micro-positioning stage to facilitate measurements
at different distances from the objective. In analogous way,
the portable instrument could, to an equal effect, also be
located itself on a micro-positioning stage and moved in front
of sample permitting the analysis of larger, non-moveable
objects.

Benchtop defocusing micro-SORS

The measurements were carried out using a Senterra disper-
sive micro-Raman spectrometer (Bruker Optik GmbH) that
includes a standard confocal optical microscope (Olympus
BX51). The Raman spectra were acquired using the same
objective as that used in the portable instrument (20×, WD
1.3 mm, NA 0.4) and a laser 785 nm excitation wavelength with
a nominal power of 100 mW. The detection system consisted
of a Peltier cooled CCD detector (1024 × 256 pixels),
1200 grooves per mm grating and the largest confocal slit
(50 µm × 1000 µm) was used. Its spectral resolution was
3–5 cm−1. The spectra were acquired with total acquisition
time of 5 s and accumulations ranging from 5 to 25 (i.e. the
total acquisition time per sample position was 25–125 s). Com-
bined sample illumination and collection area with the 20×
objective was estimated to be approximately 4 µm in diameter
by scanning across an edge of sample as above.

Except for painted layer system, raw Raman spectra are
presented with no background correction. All the spectra are
normalized to a Raman band of respective top layer. The sub-
tracted spectra are rescaled relative to each other for clarity.

Specimens

Multiple layers of different polymers are used in a number of
fields, for example in food packaging. This application area is
conceptually represented by our first specimen (S1) comprising
artificially assembled two-layer polymeric system. Both layers
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were highly turbid and opaque in appearance, like many
polymer materials present in our daily lives. The top layer was a
polytetrafluoroethylene (PTFE) tape (75 µm thick) placed over a
1 mm thick sublayer of a plastic spoon made of polystyrene (PS).

Many pharmaceutical products are prepared using different
micrometric highly diffusely scattering layers. Our second
specimen (S2) representing this area is a pharmaceutical tablet
consisting of an external coating layer containing anatase
(TiO2, 70 µm thick) followed by a 4 mm thick pharmaceutical
formulation (naproxen acid and excipients).

The third example (S3) is an artificially prepared two-layer
system simulating application of a real spray paint on stone:

PY151 acrylic spray colorant was spread with a thickness of
∼50 µm on a marble stone (1 cm thick), consisting of calcite
(CaCO3).

The fourth example (S4) consists of painted layers simulating
a real artistic stratigraphy: two pigments were used, red ochre
(hematite – Fe2O3) (60 µm thick) on top of phthalocyanine blue
(C32H16N8Cu – 50 µm thick), both deposited on a sheet of
paper. The preparation of the last two specimens was suggested
from the critical need in conservation of cultural heritage to
obtain information on the composition of painted stratigraphy
applied on panel, canvas or statue and on the conservation
state of substrates in mural paintings (Table 1).

Table 1 Investigated samples

Sample Top layer Bottom layer

Stratified plastic (S1) Polytetrafluoroethylene (PTFE – 75 µm) Polystyrene (PS – 1 mm)
Pharmaceutical tablet (S2) Anatase (70 µm) Naproxen acid and excipients (4 mm)
Spray paint on stone (S3) PY151 (50 µm) Stone (calcite) (1 cm)
Painted stratigraphy (S4) Red ochre (60 µm) Phthalocyanine blue (50 µm)

Fig. 2 Defocusing micro-SORS spectra of a stratified plastic sample (S1) acquired with portable (a) and benchtop (b) instruments. Defocusing dis-
tances in μm are indicated next to the spectra which are normalized to the PTFE band (top layer) at 731 cm−1; asterisks indicate PS bands. Subtracted
spectra of sublayer derived numerically from micro-SORS measurements (c): spectra are obtained by subtracting the scaled “imaged” spectrum from
the defocused one. Reference spectrum, acquired with benchtop instrument, is shown in red.
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Results and discussion

The first demonstration of the performance of portable defo-
cusing micro-SORS was carried out on a stratified plastic
system (S1) composed of PS spoon covered with a PTFE tape.
Fig. 2 shows the results of the measurements acquired both
with portable and benchtop instruments. Raman spectra of
the sample when sharply imaged (“0”, zero position) yield the
contribution of both layers, clearly visible through their
characteristic and intense bands at 1001 cm−1 and 731 cm−1

for PS and PTFE, respectively. As the sample is displaced from
the zero position, moved farther away from the microscope
objective, the contribution from the sublayer relative to the top
layer dramatically increases. To recover the pure Raman spec-
trum of the sub-layer, the zero spectrum was subtracted from
the defocused one, cancelling the Raman contribution from
the top layer (Fig. 2c). The resulting pure component of the
bottom layer compares well with the reference spectrum of
this layer, both with portable and benchtop instruments.

Portable defocusing micro-SORS method is illustrated on
another example of a two layer system, coming from the
pharmaceutical field. The tablet (S2) is composed of naproxen
acid coated by a thin film of anatase. Selected Raman spectra
from the zero to 1–2 mm defocused positions are shown in
Fig. 3 where the evolution of the signals of individual layers
with the defocused positions is evidenced. The two layers
change the relative intensity with respect to each other, as can
be seen by observing in particular the strong bands of
naproxen acid at 748 and 524 cm−1 and the band of anatase at
639 cm−1. By applying the same scaling method to the two raw
spectra one is able to recover the estimates of the pure Raman
sublayer component, as shown in Fig. 3c; the spectra of the
sublayer fit again well with the reference spectrum, both for
portable and benchtop measurements. The higher spectral
resolution of the benchtop instrument turns out to be essen-
tial to discriminate the doublet at 396 cm−1 and at 406 cm−1,
belonging to anatase and naproxen acid respectively, which is
confused in a single band with portable instrument.

Fig. 3 Defocusing micro-SORS spectra of a coated pharmaceutical tablet (S2) acquired with portable (a) and benchtop (b) instruments. Defocusing
distances in μm are indicated next to the spectra, which are normalized to the anatase band (top layer) at 639 cm−1; asterisks indicate naproxen acid
bands. Subtracted spectra of sublayer derived numerically from micro-SORS measurements (c): spectra are obtained by subtracting the “imaged”
spectrum from the defocused one. Reference spectrum, acquired with benchtop instrument, is shown in red.
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The third specimen mimics a spray paint on mural subsur-
face; the artificial two-layer system (S3) consists of a deposition
of a yellow colorant (in acrylic media) on marble surface. At
the “imaged” position the spectrum is dominated by contri-
bution from the top layer, yellow spray, while calcite, the main
component of the bottom layer, is detectable only through a
very small band at 1086 cm−1 (Fig. 4). Moving the sample
farther away from the microscope objective accentuates the
inner layer: the increase of calcite is unequivocal from the zero
to 3 mm of defocused positions, both for portable and bench-
top measurements. The Raman spectra of sublayer recovered
from the measurements are shown in Fig. 4c. Again, good
agreement is reached with the reference spectrum in both the
measurements.

The final example is the demonstration of the applicability
of portable defocusing micro-SORS to a painted stratigraphy.
The artificial sample is composed of red ochre micrometric
layer spread on top of a phthalocyanine blue layer; a paper
sheet was used as substrate. The evolution of the signals with

the defocused position is shown in Fig. 5. In line with expec-
tations, at the “imaged” position the spectrum is dominated
by contribution from the top layer, red ochre. At the same posi-
tion, phthalocyanine blue bands are more intense in the
measurement acquired with portable instrument than that
with benchtop one, most likely due to the larger laser spot
size. In fact, the larger the spot size the higher the contri-
bution of the bottom layer in the initial, “imaged” position. As
shown in Fig. 5, with the increase of the defocused distances
with the portable system the contribution of phthalocyanine
blue (sublayer) becomes larger, even though to a minor extent
when compared with the same evolution observed with the
benchtop instrument. Nevertheless, the substrate spectrum
was successfully recovered from both with portable and bench-
top measurements (Fig. 5c).

It should be noted that the original, unmodified portable
Raman instrument (prior to fitting it with microscope objec-
tive) was also amenable to micro-SORS analysis as its original
collection lens ( f = 21 mm, N.A. 0.21) in part also acted as a

Fig. 4 Defocusing micro-SORS spectra of spray paint on marble (S3) acquired with portable (a) and benchtop (b) instruments. Defocusing distances
in μm are indicated next to the spectra, which are normalized to the spray band (top layer) at 1143 cm−1; asterisks indicate PY151 bands. Subtracted
spectra of sublayer derived numerically from micro-SORS measurements (c): spectra are obtained by subtracting the “imaged” spectrum from the
defocused one. Reference spectrum, acquired with benchtop instrument, is shown in red.
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lower magnification microscope objective. Nevertheless its per-
formance was lower than that of the modified instrument. The
unmodified design exhibited 1.6-times and 2.3-times lower
enhancement for marble with spray (S3) and painted stratigra-
phy sample (S4), respectively, compared with the modified
instrument (i.e. instrument equipped with a microscope objec-
tive). Also the initial contrast (the ratio of subsurface to
surface layer Raman signal intensities) at the imaged position
between the sublayer and surface layer was 3.3-times and 2.0-
times smaller for marble with spray (S3) and painted stratigra-
phy sample (S4), respectively, for the unmodified instrument.
The smaller enhancement was present due to the fact that
initial contrast was lower for the unmodified instrument and
also as it possessed a lower numerical aperture leading to
smaller diameter change with axial displacement.

In conclusion, it is interesting to note that the performance
of the portable micro-SORS instrument is broadly speaking as
good as that of the benchtop Raman microscope micro-SORS –

both in terms of data quality of the retrieved sublayer spectra
as well as the magnitude of the achieved contrast improvement

between the subsurface and surface layers. Although some
variations depending on type of sample are present due to the
different nature of the optical layer and the two experimental
setups (for example, the spectral resolution of the portable
instrument is lower to that of the benchtop system). This
exceptionally positive outcome of the experiments bodes well
for practical deployment of the instrument on real samples
planned in the near future as the next phase of our systematic
development programme of work.

Conclusions

A concept of portable non-invasive micro-SORS measurements
to elucidate hidden stratigraphy was demonstrated concep-
tually for a number of artificially prepared samples exemplify-
ing a range of potential applications across multiple
disciplines. The portability unlocks fully the non-invasive and
non-destructive potential of micro-SORS. Given the wide appli-
cability of the technique and potential for further improve-

Fig. 5 Defocusing micro-SORS spectra of painted stratigraphy (S4) acquired with portable (a) and benchtop (b) instruments. Defocusing distances
in μm are indicated next to the spectra, which are normalized to the top layer band at 286 cm−1; asterisks and circles indicate red ochre and blue
phthalocyanine bands, respectively. Subtracted spectra of sublayer derived numerically from micro-SORS measurements (c): spectra are obtained by
subtracting the “imaged” spectrum from the defocused one. Reference spectrum, acquired with benchtop instrument, is shown in red.
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ments by introducing fully separated illumination and collec-
tion micro-SORS modality4 the concept is expected to find a
number of practical application niches in a number of areas
providing a beneficial complementary analytical capability to
conventional Raman microscopy in situations where the acces-
sible depths of conventional Raman microscopy are
inadequate. Such areas include art, archaeology, forensics,
catalytic research, biology and biomedical sciences.
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