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The rise of organic electrode materials for
energy storage

Tyler B. Schon, Bryony T. McAllister, Peng-Fei Li and Dwight S. Seferos*

Organic electrode materials are very attractive for electrochemical energy storage devices because they
can be flexible, lightweight, low cost, benign to the environment, and used in a variety of device
architectures. They are not mere alternatives to more traditional energy storage materials, rather, they
have the potential to lead to disruptive technologies. Although organic electrode materials for energy
storage have progressed in recent years, there are still significant challenges to overcome before
reaching large-scale commercialization. This review provides an overview of energy storage systems as
a whole, the metrics that are used to quantify the performance of electrodes, recent strategies that have
been investigated to overcome the challenges associated with organic electrode materials, and the use
Received 3rd March 2016 of computational chemistry to design and study hew materials and their properties. Design strategies are
examined to overcome issues with capacity/capacitance, device voltage, rate capability, and cycling
stability in order to guide future work in the area. The use of low cost materials is highlighted as a
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1. Introduction

Energy storage is imperative for the integration of intermittent
renewable power sources (solar, wind, tidal) into the grid, the
widespread adoption of electric vehicles, and the continued
development of portable electronics. Electrochemical energy
storage system (EESS) applications are growing enormously on
multiple scales, from smart card microbatteries, to large-scale
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direction towards commercial realization.

electric vehicle batteries, and warehouse-sized redox flow
batteries (RFBs). While much progress has been made, it is clear
that higher performing, more versatile, smaller, lighter, and, most
importantly, more economically viable energy storage solutions
will be required in the future.!

The materials used for EESSs are traditionally metal-based
inorganic compounds, such as cobalt, iron, tin, or manganese-
based materials for lithium-ion battery electrodes and vanadium
oxides for redox flow batteries. These inorganic materials rely on
changes in metal oxidation state for charge storage and a concomi-
tant balancing of the charged structure with specific counter-ions.
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In many cases the counter-ion is specific to the crystal structure
of the inorganic compound due to size restrictions in the crystal
lattice, ionic conductivity, and reversibility of the redox reaction.
This inherently restricts the versatility of inorganic compounds,
where the same cathode material cannot be used for different
series of alkali metal batteries such as lithium and sodium-ion.
One of the biggest challenges for inorganic complexes is that
they typically require extraction and synthesis techniques that
are harmful to the environment. Extraction can release toxic
materials that are otherwise trapped underground. Synthesis can
create large amounts of heavy metal waste and often requires
energy intensive processing. In order to realize the predicted
widespread use of EESSs, these challenges must be overcome.
Organic materials provide an excellent opportunity to further
improve existing energy storage technologies, and a versatile plat-
form to develop novel EESSs. Organic materials are abundant,
relatively inexpensive, and their synthesis can be designed so that
it is not energy intensive and produces minimal waste.> Organic
compounds are also structurally diverse, able to be functionalized
with relative ease through many synthetic methods. This allows
one to tune oxidation and reduction potentials to optimize the
operating voltages of EESSs. Modifying the chemical structure is
an ideal way to suit the needs of specific applications by changing
capacity, solubility, crystal structure, electron transfer rates, ionic
conductivity, and mechanical properties. Organic materials are
not typically restricted by choice of counter-ion. This means that,
to a certain extent, the same organic material can be useful for a
wide variety of different energy storage devices such as lithium-
ion, sodium-ion, multivalent-ion, and dual-ion batteries.
Organic materials have been studied as electrodes for EESSs
since 1969, with the first report of an organic cathode material using
dichloroisocyanuric acid.® After this, multiple research groups
tested a variety of organic small molecules such as quinones,*
dianhydrides,” and phthalocyanines.® Poly(acetylene)s’ were
initially tested as a cathode material, followed by many other
conjugated polymers such as polypyrrole, polythiophene, poly-
aniline, and derivatives thereof.®® Research on organic electrode

Peng-Fei Li obtained his PhD
under the supervision of Prof.
Chuan-Feng Chen from the
Institute of Chemistry, the
Chinese Academy of Sciences in
2013. Afterwards, he carried out
postdoctoral research in Prof.
Seferos group in University of
Toronto. His current research
interest  focuses on  porous
materials for optoelectronic and
biological applications.

/ /
uf = oo, ~ o IR e

Peng-Fei Li

6346 | Chem. Soc. Rev., 2016, 45, 6345-6404

View Article Online

Chem Soc Rev

materials for energy storage faded when inorganic transition
metal complexes were developed that reversibly intercalate
lithium ions at high potentials with high capacity. In the past
decade, however, research on organic electrode materials has
been reinvigorated due to the increased demand for energy
storage that is not only high performing but also inexpensive.

Here we provide an overview on the use of organic electrode
materials for EESSs. Our goal is to highlight recent work relating
to the development and improvement of organic electrode mate-
rials. We have limited our scope to materials that are used to store
charge, as there have been a number of excellent reviews and
progress reports on organic materials used in other aspects of
EESSs including electrolytes, membranes, and binders.'*™> We
have also excluded hybrid materials with inorganic compounds
including organic-inorganic composites and organometallic com-
pounds where the inherent redox chemistry of the metal is
responsible for the charge storage. These types of composites
and formulations are undoubtedly important to the field of EESSs,
however, in order to examine structure-property relationships and
effects of processing, we focus on purely organic materials.'**?
We have separated each EESS based on their architecture and
electrochemical characteristics, which will be discussed in the
working principles section. We also provide guidelines for future
development in the field by reviewing the important metrics
associated with individual electrodes and how each metric relates
to the performance in devices as a whole."*"” We will finally
consider the use of computational chemistry for the design and
understanding of these important materials.

2. Types of EESSs and their working
principles

The working mechanism of any EESS relies on an inherent
potential difference between two electrodes known as the operating
voltage. The operating voltage of the device is dictated by the
differences in redox potential of the positive and negative electrode.
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The potential difference is used to drive electrochemical reactions
on either electrode when they are connected through an external
circuit. This creates a flow of electrons from the negative electrode
to the positive electrode. The flow of electrons induces oxidation
reactions on the negative electrode (anode) and reduction reac-
tions on the positive electrode (cathode) when discharging. The
charged electrodes are balanced by a concomitant flow of counter-
ions. EESSs are grouped into a number of different categories
depending on the composition of the electrodes, the counter-ions,
and the nature of the redox reactions (Fig. 1).

2.1 Solid electrode batteries

2.1.1 Metal-ion battery working principle. Batteries operate
with a constant voltage defined, approximately, by the potential
difference between the anode and cathode. Because of this,
in a galvanostatic charge/discharge experiment the potential
of the electrode or device ideally remains constant until the
active material has been fully reduced (oxidized). In a cyclic
voltammogram experiment, one observes a reversible, sharp
redox peak when a redox event occurs (inset Fig. 1a-c).

Metal-ion batteries are the most common type of EESSs.
They are typically composed of an anode (negative electrode), a
cathode (positive electrode), electrolyte (either aqueous, organic,
solid-state,'® or polymeric'®'®), a separator (to prevent short
circuiting), current collectors (to collect charge at each elec-
trode), and a cell casing (to keep the components together and
prevent exposure to the external environment). Metal-ion
batteries are used for a wide variety of both portable and
stationary applications for either primary or back-up power.
In metal-ion batteries the charged anodes and cathodes are
balanced by the metal ion in a ‘rocking-chair’ type mechanism
(Fig. 1a). This is a strict requirement imposed by the definition
of metal-ion batteries that should be clearly distinct from dual-
ion batteries described below. Metal-ion batteries can be con-
structed with relatively small amounts of electrolyte because
the ions balancing the charge at one electrode are constantly
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Fig. 1 Schematic depicting the working principle of (a) metal-ion bat-
teries, (b) dual-ion batteries, (c) redox flow batteries, and (d) supercapaci-
tors. The insets show the ideal electrochemical behaviour of each type of
device when measured using cyclic voltammetry and galvanostatic char-
ging/discharging. Here, V is voltage and i is current.
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being replenished. Additionally, metal-ion batteries are very
attractive candidates for use with solid-state electrolytes because
the mobility of only one ion needs to be considered.

Metal-sulfur batteries are a relatively new subset of metal-
ion batteries that use (organo)sulfur as an electrode. This is
advantageous because sulfur is both inexpensive and has a high
theoretical capacity (Cneor) Of 1672 mA h g~ '. Metal-sulfur
batteries operate by the same mechanism as metal-ion batteries
where both electrodes are balanced by metal-ions upon char-
ging (discharging). The electrode that is not composed of sulfur
can be composed of a variety of materials, as long as it is
balanced by metal-ions in its charged or discharged state. This
technology is still in development, but typically the cathode is
composed of sulfur impregnated into conductive carbon in
order to prevent polysulfide dissolution, which can eventually
deplete the capacity of the device.

Metal-air batteries are the newest type of metal-ion battery.
Here, the anode can be a number of different materials but the
cathode is typically composed of a conductive carbon support with
a high surface area that is impregnated with an oxygen reduction/
oxidation catalyst. The cathode is exposed to either pure oxygen or
ambient air. Oxygen diffuses to the cathode and is reduced to
either its alkali metal superoxide or peroxide, the exact species
being highly dependent on the metalion used.”* The Cicor
of reducing oxygen to peroxide provides a maximum capacity of
1168 mA h g~ ' (Li,0,) with a higher voltage than metal-sulfur
batteries (2.15 vs. 2.96 V vs. Li/Li") allowing metal-air batteries to
have a much greater energy density (up to ~3500 W h kg™ ") based
on the mass of lithium and oxygen alone.>

2.1.2 Dual-ion battery working principle. In a dual-ion
battery the charged anodes and cathodes are balanced by
cations and anions respectively (Fig. 1b). Dual-ion batteries
encompass a wide variety of electrolytes and electrodes. The
anodes range from negative charge-accepting compounds to
reduced metals and inorganic materials. The cathodes can also
be a wide variety of materials as long as they are balanced by
anions when charged. We will adhere to this definition
throughout this review, but we note that others have referred
to these systems as organic batteries, metal organic batteries,
and radical polymer batteries.'**> Although these terms may be
used to describe the electrodes, the convention of naming solid
electrode batteries based on the mobile counter-ions is upheld
with this nomenclature.

2.1.3 Performance metrics of solid electrode batteries.
A number of performance metrics need to be considered for
the development of electrode materials for solid electrode
batteries. These performance metrics can be used to estimate
the overall performance of the device (Tables 1-7). The theore-
tical capacitance (Cieor) Of @ material is the maximum amount
of charge a material can hold with respect to its mass. It is
typically reported in mA h ¢~ " and is calculated using eqn (1):

nkF

Clheor = m (1)

Here, n is the maximum number of charges the compound can
accept (or give up), F is Faraday’s constant, and M is the

Chem. Soc. Rev., 2016, 45, 6345-6404 | 6347


http://creativecommons.org/licenses/by/3.0/
http://creativecommons.org/licenses/by/3.0/
https://doi.org/10.1039/c6cs00173d

View Article Online

Chem Soc Rev

Review Article

9=a
uonn[oSsIp (a/a) OWE : DF N N
9¢ 03 anp 3urpey pidey LIV ‘ve'e DT0 ‘Sec~ €T °AdITIN ST'T HALd :oe[q SUSAIE  TT T:¥: 6T SST TIT o’ %
o]
N N
I K
uonNn[oSSIp (a/a) DA SN SN
9¢ 03 onp Suipey prdey JIrTisee DT'0 ‘S0C~ :DAS:TYAAITIN T HALd 3[OB[( dUS[A)0R: QT T:H:G'T €SC 0T 0
uonn[ossip (a/8) DA : DA
9¢ 03 anp Suipey pidey LI/ ‘ese DT0 ‘Sce~ €T AdITIN ST'T HALd : YO'[q dUD[AI90: 6 T:H: 6T LST 6
JIr1iLe D4 : DINA : DA
€€ OT'0 ‘0% ‘%8'€e  ‘T'T/¥'e ‘8T ‘9C OT'0‘ccc  T:T:T°AdITIN T ApAd :d 12dns:8 0T : 0% : 0¥ 6€C 8
(a/8) ana
$T0d T:T *ONI'T
(43 DT'0 ‘00T ‘%08~ I ‘et~ DT0 ‘cee %T ISALIT N T APA gD €MD : L 0T: 0T ¥C 95 6'92¢ L
(a/8) ING
170d T:T *ONI'T
(43 D70 ‘00T ‘%0~ I TT~ DT0 ‘0T€ %T ISALIT N ¢ APA D €MND:9 0T:0T:¥T: 95 0LIE 9
(a/4) ana
$T0d T:T *ONI'T
(43 0T'0 ‘00T ‘%6'€8 ¢TI 8T~ 0T'0 ‘vO¥ %T ISALIT N € APAd €D €MD S 0T 0T ¥T: 98 6807 S
(a/8) ana
1T0d T:T *ONI'T
(43 DT°0 ‘00T ‘%08 ~ JIr ‘s~ D70 ‘£L0€ %T ISALIT N T APAd gD €MD ¥ 0T:0T:¥T:9S
010 DS°0 ‘8°S¥T (a/4)
1€ ‘0¢ ‘.3 vw 9Toc LIV ‘0£°T/8FT 'DT°0 ‘9°'80€ DN :DF °AdITIN T APAd D €MD ¥ 01:0T: 0¥ : 0% 9'60€ ¥
oT1°0
0¢ ‘00T ‘,_3yvw gL~ v ‘see 0T'0 ‘0ST~ DA °4dTTIN T APAd : 9'[q dUS[AI908 : € 0T:0T: 0L €T €
0€ OT°0 ‘00T ;_3 4 yw 021 T v 06 ‘09 *DT°0 ‘0€T DINA °4dTT N T APAd : Y9'[q dUS[KI908 T 0T :0T: 0L 0T T eNfOS O
HO ©O O O O HO
.8 vw 008 ‘06 (a/4) DIA @.56_.@
6T ,_8 VW 00T ‘0% ‘%8°8¢S 1T VTS {3 vw 00T ‘0F€ DA T:T °AdIT N T APAd :0®[q dUS[AI9JR : T G GF:0S 879 T HO G O O G HO
Sa[nod[owW [[ews
‘Jod JULIIND 0UdIdJaI JULIIND A[0109[d uonisodwod aponoda[x ?\M yvw) # 2InPNINS
‘Sa[04d ‘uonualal ‘(A) uononpai ;-8 q vur) 109w,
:L1iqess 3urpAp /,UOTIBPIXO Aoeded
‘fenualod

'90UB217 paModun 0'g uong LNy suowiwoD aaireas) e sepun pasusol|siapiesiyl |[EEGEEL ()

"INV 62:85:9 G20Z/G/ZT UO papeo|umoq "9TOZ dUng /0 UO pausiiand 901y sseody uado

slelajew apoyied uol-jeydy T 219el

This journal is © The Royal Society of Chemistry 2016

6348 | Chem. Soc. Rev., 2016, 45, 6345-6404


http://creativecommons.org/licenses/by/3.0/
http://creativecommons.org/licenses/by/3.0/
https://doi.org/10.1039/c6cs00173d

View Article Online
Review Article

Chem Soc Rev

HdD “OIS %mm APAd : AdD : duayde1d : INDMS : gD €T

8T 0T0 ‘0S ‘%L¥6 4 VIV €T-6'C OT ‘002~ 'DT°0 ‘8TF  €-"OIDIT-0dd/VINd G:0T:T:E:6TISS 9y €T
o
12, £r00
(a/8) DAA D4 @5 0
v IU 0T ‘%SS JIMT ‘T U LLT Li€%AATTIN O'T HAId :ADDATT 0T L8+ € 99 Tt¢ o
i 540
(a/a) DA : O 5g
v U ‘0T ‘%08 JIMT ‘T U STT Li€AATTIN O'T HAId :A0DATC 0T 8+ € 66 1C o
o
v I'U ‘0T ‘%ET JIMT ‘0 TU ‘60 S 2AdIT N 0T HAId :ADDA0C 0T 8+ € o4
(a/4) DEa: D& £
v U 0T ‘%LE JIMT ‘0 T ‘291 Li€%AATTINO'T HAId :A0DA0C 0T /8¢ 02T 0¢ ]
o]
(a/8) DAA D4 \ﬂU\
v U 0T ‘%Te LTINS Iu ‘oze Li€%AATTIN O'T HAId :A0DA6T 0T /8 € 76 61 o
¢}
[0 Qon
OINA :Dd o on
0% S9Yer SNOLIeA ‘ST ‘%0T~ /1T ‘0°C ‘S'C ‘LT (8 VW 0S ‘08¢ T:T°4dIIIN T d 19dng : gPAd : 8T 0€: 0T : 09 06S 8T o

6¢ D70 ‘0T ‘%98 ¢+ I ‘6€°C 06 ‘L¥€ DT0 ‘LTIT Od °AdTT N T HALd :Pe[q UK. : LT OT: 0% : ST 96T LT I %
[aide} O‘O o%on
33 DT'0 ‘0T ‘%S0T PN (070 G A A D70 ‘06 Od *ddTTIN T HA1d :Or[q dU3[A190. 19T 0T : 0% ST LT 9T N
(o]
o%on
o A
6¢ DT0 ‘0T ‘%T8 I '6L°T DT0 ‘s8 Od %4drT N T FA1Ld : Yor[q dua[K1908 : ST 0T : 0% : ST ¥LT ST o
oidely |
(a/a) DN _._Noo\ﬂwmo
8¢ SdJEI SNOLIBA ‘0€ ‘%001 ,,II/IT ‘S6°C ‘08°C DS'C ‘€9 DT°0 ‘SOT DA T:T1 °AdI'T N T MNoeIqUafa : FT 0S: 08 ¥ ¥T o
ENO oeN
T (a/a) DAQ ouﬁ
LE D70 ‘0TT ‘%00T /I'T‘TC ‘9°T/9'C ‘0°C D9 ‘00T “DT°0 ‘00 :DAT:T°AdITIN T APAd:dD: €T 0T:0C:0L 88C €1 g
=N N
\ / \I/
uonn[oSsIp (a/A) DNE : DA
9¢ 031 anp Suipej pidey I ‘eLe DT0 ‘0cc~  €:1%dI'T N ST'1 HALd : or[q 2Us[K10R: T T:¥:G°'T S5 TT d %
‘Jod JUdIIND 0UdI9Ja1 JUdIIND A[01309[H uonisodwod apo1da[x T\m yvw) # 2InPNINS
‘Sa[04d ‘uonualal ‘(A) uononpai ;-8 q vur) 0o,
:L1qess 3urpAd /,UOTIBPIXO Aroeden
‘fenualod

(panupuod) T sgel

'90UB217 paModun 0'g uong LNy suowiwoD aaireas) e sepun pasusol|siapiesiyl |[EEGEEL ()
"INV 62:85°9 GZ0Z/G/T U0 papeo|umod "9TOZ 8unf /0 UO pays!and B[o1Y sseooy usdO

Chem. Soc. Rev., 2016, 45, 6345-6404 | 6349

This journal is © The Royal Society of Chemistry 2016


http://creativecommons.org/licenses/by/3.0/
http://creativecommons.org/licenses/by/3.0/
https://doi.org/10.1039/c6cs00173d

View Article Online

Chem Soc Rev

Review Article

6¥ DS ‘00T ‘%88 S Y111 °0°T/L'T D0T ‘89 DT ‘s8 U Teukd : gD :S€ 0T:0€: 09 S8 S¢€
NO
O, O (o)
HN NH
(a/4) DINa owumllMo
8% TU 0T ‘%06 ~ L IV ‘6°C DT0 ‘PE DA T:T OV N T dPAd :o¥[q SUDIAE : TE G105 : ST 01 ¥e N
N
O, (o]
hala®
(a/a) oOWa owuﬁoo
8Y TU 0T ‘%SL~ S YITT 9T D0 ‘0€ DA TTYODITIN T APAd :YoB[q SUS[AIR : €€ 610G ST ST €€ NEoW
0, O O
(a/a) DG HN O NH
8% “I'U ‘0T ‘%06~ Y111 ‘SS°T 0T'0 ‘T¢I 0T 1T "OIIT N 1 APAd :0e[q dU[AIID : TE G 0SS 10T ¢€ o o
NO
0, (¢]
X3H=N O N—Xx8H
(wa) oa el
8Y I'U ‘0T ‘%0€~ 5. FI/1T‘8°C DT0 ‘00T :DATTYODITIN T APAd : oB[q SUAI0B: TE G:0G:SH ITT 1€ N
El
Q, O
xeH—N O N—xoH
uonNJOSSIP 03 anp (a/8) Da p O Y
gy Suipey Aoedes pidey S IV ‘9T DT0 ‘St DA T:TYODITIN T APAd :Y0e[q dud[K120e: € G:0S: Sh PIT 0€ \y
23N
0O, (o]
XSH =] O N—XeH
uonn[ossIp 03 anp (a/8) D@ 4 O \
8%  Suipej Aoedes pidey P8 70 DT0 ‘TF DA T:T YOI IN T APAd 3[9B[q SUS[AI90E: 6T S:0S: SF €0T 6T NS
O, (o]
(a/8) DINA XeH= W O. MszI
8% 10 ‘0T ‘%0€ ~ L, VIV ‘6°T 0706 (DA T T'OIDITIN T APAd *2®[q SUd[£190€ 1 8T S 06 S¥ €cl 8¢ J o
AN “IDSIN 0 o
9% DT0‘0¢‘, 3y vw L L2SW/3N ‘0'T DT'0‘9zc  —Y(ISAL)SIN N §°0 APAd: €D LT T:G ¥ -
sue[oj[ns gf«mv\r
¥ [ 8VWOT ‘0S ‘%0T |, SN/SIN ‘v°0/6'C (S VWwoT ‘00T YISAL)SN I §°0 HALd : OB[q SUS[A}0®: LT T:G: ¥ 6T¢ LT &3
]
DINA :Dd : D4 1o 1
T'u ‘0T ‘%St~  ,BN/BN ‘9'C ‘6°C -3 vy 6T ‘09T 0T:Sh:SH €-MIND:9C 95:TF o o
4% U ‘0T ‘%S~  LEN/EN ‘9'C ‘6°C (3 v 0T ‘0ST YO[DEN N T A4.Ld : d-19dnS: 9T 0T: 0F : OF 1Tz 9¢ o
o O
‘ OBN
LBNJ/EN ‘9€'C (a/8) DING : DF eno
£V DT°0 ‘00T ‘%¥8 ‘0T°¢/95°C ‘s€'C DS ‘08~ ‘D10 ‘€81 T:1"OIDeN N T APAd :d 12dng: 6z G:0€: 69 L81 ST
(a
uonn[ossIp 03 anp /A/A) DF : DINA : DINA
Ty Suipey foedes prdey NIV LLe TUEPT T:T:T%AdVTIN O'T APAd : Y9'[q dUS[AI90€ 1 HT 0T ST: 6L €0V ¥T
‘Jod JUa1INd Ehlicie)ehi Jua1INd 2141010917 uonisodwos aponodag 3 w AIN)ONIY!
3 2 1 I ol % I 04V # S
‘Sa[04d ‘uonualal ‘(A) uononpai ;-8 q vur) 0o,
:L1qess 3urpAd /,UOTIBPIXO Aroeden
‘fenualod

'90UB217 paModun 0'g uong LNy suowiwoD aaireas) e sepun pasusol|siapiesiyl |[EEGEEL ()

"INV 62:85:9 G20Z/G/ZT UO papeo|umoq "9TOZ dUng /0 UO pausiiand 901y sseody uado

(panupuod) T sgel

This journal is © The Royal Society of Chemistry 2016

6350 | Chem. Soc. Rev., 2016, 45, 6345-6404


http://creativecommons.org/licenses/by/3.0/
http://creativecommons.org/licenses/by/3.0/
https://doi.org/10.1039/c6cs00173d

View Article Online

Review Article

Chem Soc Rev

wo

—
vl GIST ‘0T ‘%08~ SW/BN ¥'T LW ¥l GIST ‘2 dHL [D3NUd
65 f,_wo v 67 ‘0T ‘%0T ~ ‘TT/8T ‘T L WO VI 6T ‘0S5 N 9°0 “IDIV N T°0 HALd :YO'[q Ua(30) : gD : LF 0T 0T : SE:S€ VL LY
J1 (4/4) oqa@
8S OTT PUe T'T ‘05 ‘%06~ /I'T ‘€T ‘0'€~/L'€ DCTTL'9L DA T:T°AdITIIN T HALd :Yoe[q UM 1 9% G 6F:0S v'LL 9F
R (a/8) DAA
8S OTT PUe T'T ‘05 ‘%06~ /I'T‘¥'T ‘L'€~/6'€ OCTTPP9 DA T:T°AdITIN T HALd :YP'[q Ud[39X : §F S 6F:0S €8 S¥ ss o
BNFOS, 7 Y
LS 8 VWOT ‘0% ‘%T'18 LEN/EN ‘8°T 18 VW 0T ‘90T 04 ISALEN W T % .
LS 8 vw 0T ‘OF ‘%LC8 T ‘e 8 yw o1 ‘01T ‘ru HALd :3[0B[q SUS[AINE FH 1161 ¥ SIT ¥F i SO
ANADIA i
9 “TU 0T ‘%0S ~ 4, BN/EN ‘0'T-0'T~ -8 vur oS ‘0z %4deN W 1 SIND:€¥ §9:6€ U_IL_H w
9¢ ru T (8 VW 0T ‘PST TNADAL °IdVT N T SIND:€F §9:6¢ LSE €F o
7+BN ANADAEA o
9§ TU 0T ‘%05~  /eN ‘ST'T-STT~ 18 v 0§ ‘65T °ddeN W T SIND:TV 65 T¥ Mpmmzumw
9s -8V 0T ‘00T ‘%76 ITu D0T ‘89T DT ‘9¢¢ ANADAL °AdIT W T SIND:TF 65:T¥ 0ST ¥ N
q+BN ANADAA 1.
95 TU 0T ‘%0S~ /BN ‘ST T-STT~ 8 vw o< ‘zee %1deN I T SIND:T¥ LS:€F H&H @M
9s -3V 0T‘00T ‘%E6 VTV ‘SET ‘05T DS'GY ‘€ST DT ‘STC HNADAL °AdI'T W T SIND:T¥ £LS:€F 0TT TF o
o
SS [ 3V T0 ‘00T ‘%001~ I ST~ , 8V T0‘0ST~ HANADIL °4dI'T W T SLNDMS: 0F SG:S¥ RM\ZHH
(a/2) DONa NG
¥S [ 3VWOL ‘0T ‘%9'es /1T DT ‘S9'T (-8 VW 0T ‘90T :DJ T:T °IdVI N T d41d : 19dng : 0F 02 : 0€:0S \/uw
6§, 8V T0'00T ‘%L66 VIV 'ST/LIT 8L ‘STT DT ‘0T ANADEL *AdrT W T SLNDMS : 6€ S5+ 6 T oF il
o]
N
(4/4) OWa ﬁ;wm\ X
7S 8 VWOT ‘0T ‘%E99 IV ‘€T ‘S9T (B VWOT ‘LT DA T:T °AdITIN T dALd: d 12dns: 6€ 0T :0€:0S 80T 6¢€ oo
(a/a/8) DA
LBN/BN 18 YW 009 ‘€0T :DHA:DH OT:Sh: ¥
€6 [ 8 VW 00T ‘00€ ‘%06  ‘LT/0°T ‘ST ‘8°C {3 vw 0T ‘9'8€T °ddeN W T H4Ld:d 12dng:8€ 01:0T: 0L LET 8€
.8 DN 9T 18 VW 00S ‘SL (a/4) DAA
TS VW 0S 00T, 8YVW 06  ‘TT/T€ ‘6T ‘LT {8 VW Or ‘TET :DF T:T °AdM W S0 APAd :d 19dng: L€ 0T:0T:0L
L8 v 000T ‘16 (a/8) DAA
15 OF'T ‘00T ‘%69 LEN/EN ‘€7/SC $_8VWOr ‘SPT :DH T:T *AdEN N T APAd :d 12dnS: /€ 01:0T:0L 9'9€T L€ 4 S
Oz 3 zo
(a/a) ana Aﬁ %
LT/ ‘657 170d T:T *ONII A
0S 00T ‘00€ ‘%09~ ‘2€'C/C9'T ‘Se'T D00T ‘T°8S *DT'0 ‘P'9FT W 20 ‘ISALIT N T APAd:d 19dng:9¢€ OT: 0% :0S 8'FST 9€ O
pEN| JuaIINd Q0UaIdJaI JuaIINd A[01309[H uonisodwod apo1da[x T\m yvw) # 21N30NNg
‘Sa[04d ‘uonualal ‘(A) uononpai ;-8 q vur) 0o,
:L1qess 3urpAd /,UOTIBPIXO Aroeden
‘fenualod

'90UB217 paModun 0'g uong LNy suowiwoD aaireas) e sepun pasusol|siapiesiyl |[EEGEEL ()

"INV 62:85:9 G20Z/G/ZT UO papeo|umoq "9TOZ dUng /0 UO pausiiand 901y sseody uado

(panupuod) T sgel

Chem. Soc. Rev., 2016, 45, 6345-6404 | 6351

This journal is © The Royal Society of Chemistry 2016


http://creativecommons.org/licenses/by/3.0/
http://creativecommons.org/licenses/by/3.0/
https://doi.org/10.1039/c6cs00173d

View Article Online
Chem Soc Rev

Review Article

u

hadadl
LEN/EN ‘98°T 18 VW 008 ‘S'F6 b O‘O !
79 8 VW 00T ‘0S ‘%06~ ‘SY'T/L6°T ‘SL'T 3 vw 00T ‘921 Od °4deN I 1 APAd : Yo®[q 9ud[K120®: 9S 0T : 0€: 09 2LST 99 © °
0002 0019 O3d
T
€9 OT°0 ‘00T ‘%¥S /1T 'T'C ‘c'¢/8C ‘6°C DT°0 ‘96T AHL-W ISALIT N T yoe[q uafd) : 66 GT: 68 00T €S
u
Y
€9 OT°0 ‘00T ‘%TT /1181 ‘TT/T'T ‘LT OT°0 ‘STT~ JHI-OW ISALIT W T OB[q US[1N : §S ST+ 68 ST S
(m/m) DN
29 U BN/EN ‘9°C-€'T 13 VW ST ‘00T~ :DA T:T °4deN W T APAd : or[q dUS[AI1208 : €S 0T 0€ 1 09 ,S'EET €S
u
(m/m) DA
79 ‘TU BN/eN ‘9'C-€C ;8 VW ST ‘9T~ DA T:T %4deN W T APAd : Y9B[q SU3[AI20€: TS 0T 0E: 09 ,8°0VC TS
(m/m) DA
79 ;3 VW 00T ‘0ST ‘%¢E8 LEN/EN ‘76°'T ;8 VW ST ‘LL0T (DA T:T %AdEN W T APAd :Y0e[q dUS[AI0B: TS 0T :0€: 09 ,9'8%C 1S
. :
(m/m) DA
79 ;8 VW 00T ‘00T ‘%S9~ ,EN/eN ‘68'T ;8 VW 6T ‘TET~ DA T:T °AdEN W T APAd :3[oe[q dUIAI90B: 0S 0T :0€:09 TU 0§ ]

(m/m) ANA : TOA Jﬁ\zu/uzwu@ﬂ“i

19 05°0 ‘00T ‘%9'98  ,IT/I'T ‘60°¢/1T'C D0T ‘7 *OT°0 ‘64T T:TISALIT N T uonezuowdjod nyis ut ‘LNOMS: 6% 116 161 6F 3 %
(m/m) DA
79 [ 8 VW 00T ‘T9 ‘%0% ~ LEN/eN ‘€£°T (8 VW 6T ‘PTT~ DA T:T °AdeN W T APAd :Yoe[q dud[K120€ 1 8% 0T : 0€: 09 L EVY |=7|o 7
(m/m) ANA : TOA wyy ZWMR_‘*
09 DS'0 ‘00T ‘%S8  ,IT/I'T ‘£0°C/0T'C D07 ‘02T *DT°0 ‘92¢ T:1 ISAL'T W T LNMS 03U0 pa1aiyy ‘uoneziawAjod ngzs ug »S'TCT 8¥ o ©

1. on
(a/A) ANA : TOA o o
0L H\M YW 0S ‘0T ‘%SL~ PRETS ‘8'1-€C H\M v 0§ ‘€61 T:TISALITIN T HALd - PB[qUa[39) : €9 0T : 0€ : 09 €ve €9 o]
o
10 OH
(a/4) aNa : 10a Ho o
0L H\M VW 0S ‘0T ‘%0S~  ,I'T/I'T‘0'C ‘0°e~ H\M vuw 0§ ‘61T T:TISALITIN T HALd - PR[qUa[19) : 29 0T : 0€: 09 9¢¢ 9 o)
‘Jod JUAIIND 90UdI0Ja1 JUAILIND 214101309[ uonisodwiod spoxda[d  (_Syvw) # aImonng
‘Sa[04d ‘uonualal ‘(A) uononpai ;-8 q vur) 0o,
:L1qess 3urpAd /,UOTIBPIXO Aroeden
[enuajod

(panupuod) T sgel

'90UB217 paModun 0'g uong LNy suowiwoD aaireas) e sepun pasusol|siapiesiyl |[EEGEEL ()
"INV 62:85°9 GZ0Z/G/T U0 papeo|umod "9TOZ 8unf /0 UO pays!and B[o1Y sseooy usdO

This journal is © The Royal Society of Chemistry 2016

6352 | Chem. Soc. Rev., 2016, 45, 6345-6404


http://creativecommons.org/licenses/by/3.0/
http://creativecommons.org/licenses/by/3.0/
https://doi.org/10.1039/c6cs00173d

View Article Online

Review Article

Chem Soc Rev

(a/8) ANA : T0A

€T DT°0 ‘00T ‘%E'86 LI/ YT DT'0 ‘€9¢ T:TISALFTI N T d4Ld : alo09-Dd Yoe[quafiox :89 T:€:9 09¢ 89 O
D
e} {e]
(a/2) TN :10a ()
€T D70 ‘00T ‘%9°L9 LIT/1T ‘60°C DT'0 ‘S'0¥T T:TISALT N T ddld: af009-Dd YOe[qUafoN : £9 T:€:9 09T L9 O
(a
/A) QWAIS: JHL T+ €
YISAL)SIN N ST'0 :.? o
T ;8 VW 0S ‘00T ‘%TT~ ,,SN/SN ‘G'0-S'T 18 yw 05 ‘stT D3N W L0  HALd : UOQIED THX XSIULId i 99 GT:6€:0S o= o
(a/a) AN@ : 1O0A A41d : afoo9
€T DT'0 ‘00T ‘%¥'86 IV v DT0 ‘8°€1T T:CISALITIN T -Dd Yoe[qualia) : 99 0T : 0€ : 09 STT 99 W,
O, on
L8 vyw0000T  (a/A) INA:TOQ *s
0 ;_8 VW 00S ‘00ST ‘%06 ¢ V11T ‘8'T-€"C pTT ¢ _8 VW 0S ‘LFT T:TISALITIN T HALd PR[qUI[aX : €9 0T : 0€ : 09 S6T S9 nd
O, OH
(a/a) FNA : T0A : ?ﬁ.v.
0L 18 VW 0S ‘0T ‘%s¥  LII/VT°0°T ‘0~ -3 v 0S ‘vIT T:TISALITIN T HALd :PR[qUa[9) : $9 0T : 0€ : 09 SIE ¥9 nd %
stowidjod pajednfuon
61T DT°0 ‘00€ ‘%L99 DT ‘008 ‘DT°0 ‘STet (a/a) INA : TOA MTXEW
Ry T:T €ONI'T N 2€°0 JualAy3ahjod : uoqred . xM/\ﬂwwml_,
81T OT°0 ‘00T ‘%8¥%L  ‘0°C-1'C ‘€C¢-¥'C DT°0 ‘00TT ‘ISALIT N 8€°0 9AIONPUOD : 8TT S:0T:SL $CL9T 8TIT Fobor®
o]
/zEH\z A
T
69 DT ‘00T ‘%€'8C  ,II/IT‘S8'T ‘S9'C DT ‘£L*DT°0 ‘STT HNADIL °AdI'T N T APAd:dD:T9 ST:0S5:6¢ JPPT 19 Ao =u b
NO.,
u _Z
cd
(a/4) OWa Nl/ _
89 DS ‘00T ‘%98  IT/VT ‘8T'T/EEC DT ‘LET DA P T "ODITIN T INDMIA : dAAd : 09 (m/m/m) 8:T: T S'86T 09 o
o]
Y S
(a/wr) DG %
L9 DT ‘00T ‘%cs I/ ‘€T°T/65°C D0T ‘06T DT ‘6TC :DA T:T YODITIN T APAd * INDMIN:6S T:8° 1 L1T 65 o
o]
O, s -
o [e]
et H ¥ ]
OQIO/V_kO&O
O N0
Ryt (a/8) DOIa
99  DS'0 ‘00T ‘%06-S6~ /I ‘LET/€6'C ‘TS'T DO0T ‘T *OT°0 ‘P8 DA T:T %AdI'TIN T 10ddd:dD:8S §'0:5:¢ ovT 8S
‘Jod JUdIIND 0UdI9Ja1 JUdIIND A[01309[H uonisodwod apo1da[x T\m yvw) # 2InPNINS
‘Sa[04d ‘uonualal ‘(A) uononpai ;-8 q vur) 0o,
SAJITIgRe]S JBUI[OAD uonepIxo oede)
Aiqess Surpd /,u0nepr koed
‘fenualod
(panunuod) T a1qel

'90UB217 paModun 0'g uong LNy suowiwoD aaireas) e sepun pasusol|siapiesiyl |[EEGEEL ()
"INV 62:85°9 GZ0Z/G/T U0 papeo|umod "9TOZ 8unf /0 UO pays!and B[o1Y sseooy usdO

Chem. Soc. Rev., 2016, 45, 6345-6404 | 6353

This journal is © The Royal Society of Chemistry 2016


http://creativecommons.org/licenses/by/3.0/
http://creativecommons.org/licenses/by/3.0/
https://doi.org/10.1039/c6cs00173d

View Article Online

Chem Soc Rev

Review Article

arereyayd [Anqip

82 DT0 ‘00T-0T ‘SSO[ %ET 4, IV/IV ‘6'T-T'T DT0 ‘08~ OINA:YDIV I:6'T :d 19dng:108T X[d JeU 8L €:T:€:9 ,9°6L 8L H
u
0T0 arerepyd [Lnqrp IXZI,V.YI
82 ‘00T-0T ‘SSO[ %9T-FI~ . IV/IV ‘8'1-9°0 D70 ‘0§~ OINA:f[DIV T:6'T :d 12dng:T08C X9 TBUA: £ €:T:€:9 6766 LL H
ENFOS,
BN _8 yw 008 (a/a) Da@ Ad1d:d : a
¢ ¢ 3 NTM ¢ ¢ ! ¢ it N
LL 8 VW 00T ‘00T ‘%L'96 /BN ¥'€ ‘8°¢/9°€ ‘0°¢ 92 ¢ S VW 0S ‘€€T DA T:T *AdeN W T 1adng:yoe[q US(dN 192 0T :0T:0T:09 S6 9L " H
eNfOS 08 os
108G
4+BN/eN (a/4) DEa %ZQ&"@M?@*
9, ,_8VW S ‘00T ‘%TL  ‘9€ ‘€g/LE ‘SE (-3 VW 0S ‘00T :DF T:T °AdeN W T dALd : €D :SI9qly UOQIed: §£ 0T : 0T+ 0T : 0S 00T Sz
(a HO
/A/A) DN : DAA : D
T:T:T 10 (a/A) DAA
S TU G fopL~ JINT ‘e~ DT'0°04C DA T:T°AdITIN T APAd €D ¥L 0T:0€:09 Vv VL
(a/4) TOQ N T:T
vL ;8 VW 0S ‘0ST ‘%S6 4+BN/EN ‘10T (8 VW oS ‘641 °AdeN pajeinjes APAd :¥oe[q uaf1dX 1 € 0T 0¥ 0F 4CVE €L
(a/8) TOQ:ANA T:T
vL 3 VW 0S ‘0ST ‘%T6 7+BN/EN ‘L6°T 13 vw 0S ‘29T %4deN pejeinjes APAd :Yoe[q U039 : 2L 0T : 0% 0F 4E8€ TL
(a/a) ANA : TOA ,_rﬂwzg
€L TU YV BT~ /ST~ D00S ‘22T ‘D0T ‘TTh T:T"OITIN T d 12dng: 1z 0%: 09 LTS 1L o
o
x/éeo
Raviy (a/a) ANA : 10A
€L 00T ‘000€ ‘%96 'Sy~ /SST~ D00S ‘8°C¥ *DOT ‘L°€S T:TYODITIN T d 12dng: 0z 0%:09 TYS 0L
(a/4) aNa : 10a
TL 8 VW 00S ‘00T ‘%89 7+EN/BN ‘80°C 18 v 05 ‘89T T:TISALEN W T . ]
8 VW 000S (a/a) ANA : 10A ~+s
TL 8 VW 00S ‘000T ‘%98 I ‘TT-¥'E ‘861 £, _8 VW 0S ‘SLT T:TISALIT N T A4Ld : dl009-DF YoB[quafa):69 T:€:9 88€ 69 0
‘Jod JUdIIND 0UdI9Ja1 JUdIIND A[01309[H uonisodwod apo1da[x T\m yvw) # 2InPNINS
‘Sa[04d ‘uonualal ‘(A) uononpai ;-8 q vur) 0o,
:L1qess 3urpAd /,UOTIBPIXO Aroeden
‘fenualod
(panunuod) T a)qel

'90UB217 paModun 0'g uong LNy suowiwoD aaireas) e sepun pasusol|siapiesiyl |[EEGEEL ()
"INV 62:85°9 GZ0Z/G/T U0 papeo|umod "9TOZ 8unf /0 UO pays!and B[o1Y sseooy usdO

This journal is © The Royal Society of Chemistry 2016

6354 | Chem. Soc. Rev., 2016, 45, 6345-6404


http://creativecommons.org/licenses/by/3.0/
http://creativecommons.org/licenses/by/3.0/
https://doi.org/10.1039/c6cs00173d

View Article Online

Review Article

Chem Soc Rev

(a/a/a)
ONAd : DINA : DA

'90UB217 paModun 0'g uong LNy suowiwoD aaireas) e sepun pasusol|siapiesiyl |[EEGEEL ()

"INV 62:85:9 G20Z/G/ZT UO papeo|umoq "9TOZ dUng /0 UO pausiiand 901y sseody uado

18 | 8 VW ST ‘69 ‘%I ¥L JINT‘see~ L BYW ST ‘T'8L TiT:T°ddITIN T FA1Ld : or[q dUd[K1908: €8 G: ST : 08 ,£81C €8 ¥
O, 0
:._.z O Y
OHO \
. O O o
(a/a/)
OWA : OWH : OF ¢
18 | 8 VW ST ‘0€ ‘%T99 I ‘st~ [ SVW ST ‘PE0T  TiT:TAdITIN T FALd : or[q dUd[K1208 : 78 G: ST 08 ,1°C6T €8 ¥
] o
r.._-z N3 =y
&) [e)
o, O O o
(a/a/n)
DINA : DINE : Dd @
18 , 3 VW 6T ‘SE ‘%0T~ I/ ‘S'I-G€C [ BVWETLT9 T:TITPAdITIIN T H41d :3e[q SUI[KI0E: T8 §: ST : 08 ,C'8€€ 18 4
[ o=+~
TSN
) z/ o
N Z\UQM
! =N
13 VW 000T ‘0S (m/0) DONa
08 | 8VWOOT ‘0§ ‘%t 4 I/ ‘ST-0F {3 VW 00T ‘LPT DA T:T %AdIT N T APAd : o[ dUd[A19€: 08 0T : 0F : 09 ¥1T 08 ]
HOOO O H=¥
[0} O
u
-3 L8V 06 ‘ST~ I193BM "
6/ V 10‘00S ‘%S66-86 HDS ‘€0—/S¥0~ $-8VT0‘09~ ul(*ON)SIN N €0 HALd 6L 0T:08 ATE 6L ¥
‘Jod JUdIIND 0UdI9Ja1 JUdIIND A[01309[H uonisodwod apo1da[x T\m yvw) # 2InPNINS
‘Sa[04d ‘uonualal ‘(A) uononpai ;-8 q vur) 0o,
:L1qess 3urpAd /,UOTIBPIXO Aroeden
‘fenualod
(panupuod) T 9)qel

Chem. Soc. Rev., 2016, 45, 6345-6404 | 6355

This journal is © The Royal Society of Chemistry 2016


http://creativecommons.org/licenses/by/3.0/
http://creativecommons.org/licenses/by/3.0/
https://doi.org/10.1039/c6cs00173d

View Article Online

Chem Soc Rev

Review Article

*9s0[N[[30 [AYIoWAXOqIEd = DND
£19qqNI SUATPEING-2UIAS = YIS OPLIO[Yd WNI[OZePIWTAYISW-E-[AYID-T = DINF {S9NIOUBU UOCIRD [[eMI[NW = INDMIA ‘97eU0qIed dU[AIng = D ‘OpPIUreuol[ns(aULYIdaWOION[JIN)SIq WNIPOS =
ISALEN ‘19139 [AYI2WIP [04]3 dUSIAYISIP = TINADAJ ‘1932 [AYIawIp [094]3 dUI[A1oe1Id) = FINADAL ‘9reuoqied duajhdoid = Dd {(aprxo aua[dy1a)Ajod = 0dd ‘(are[A1orow)Ajod = VAL ‘914011090
1owAjod Jrsodwod = gD ‘ouojns [Adoxdost [Ay10 = SdIF ‘s19q1y uoqred umoird-rodea = JDOA ‘(dudldyrooionjenal)ijod = F11d ‘9reuoqred [Ayraw [AYId = DINF ‘dUB[OXOIp = TOJ ‘dpIweuoyns
-(auetpowoIonIIn)siq = ISALIT “[oe[q UoqIed = gD .oumcoemu Apewp = DINA .Bmcoemo [A321p = DA ‘91eU0qIed JUIAYIR = DY ‘(oprIonfjouapiiAuia)fjod = JpAd :Se paulyap aIe J[qe) Y}
Ul pasn SUONEIASIQQE Y], *PIdo. dI[AXO(IRI-Z-2[OPUIAXOIPAYIP-9‘S PUB J[OPUIAXOIPAYIP-9‘S JO ONERI T: T B UO Paseq sI pariodal Aioeded [eone10ay) oy, *sytun 1owouow  1ad adreyo 1 Sundaooe
a[nosjowr Surpuodsaiiod a1} uo paseq st pajtodar Aroedes [eonaroay) oy, , *suonda(d 9 Sundadoe Jrun Jeadax m:ﬁ:o%@too a3 uo paseq s1 payiodar foedes [eonaioayy YL, JUUOD INJnS
91} uo paseq paje[ndfed si pazrodax bamamo [8213910313 Y[, 5 *dN01 2A1OE-X0Pa1 Y} 103 A[UO PauILIP st partodar Aroeded [8oRR109Y3 YL , "SU0NIIP ¥ Sundsdoe 250208 Zurpuodsa1iod
ay3 uo paseq st paitodar Aroedes [ed13R109Y3 YL , "SUONIIP g Sundedoe dmosjow Surpuodsariod ay3 uo paseq st pajodar Aroedes [ed19109Y) YL , "UOHONPAI ISIY Y3 103 SI pajtodar
renuaod oy, , .oEoE a3e3j0a urdos Jueoyrusis e sey payyoads a3uer a3eIjoa oYL , paISI] st (s)[enusod uononpar ay3 Auo jou st [enusiod UOLEPIXO Ay} t *pa310dal Jou anfeaA € sajouadp "I'U

(a/8) ANG .
areyosIp ,_wd 270d T:T *ONSD N NN
v g% ‘981eyd ,_wod WD VW 2% W S0°0 ‘“ONIT
11 VW 70 ‘06 ‘%E'€L 4 ,VIIT ‘SL'T-ST'T CLUD VW 6~ W T0ISALITINT  DIND/IAS :Y0B[q BUIP:6TT O0T:0T:08 9°€99 0CT
(a/4) ANA
T 1700 T+ T fONIT ausjfyadfod::
0TT "I'u ‘00T ‘;_ 3y VW 662 /IT‘T'c~ ‘S€C~ DT ‘6€£*DS°0 ‘CTCT W T0 ISALITIN T d 12dng + LHE : IJNSS : ST: 0L 5S49T 61T
YO[D8V NDOW
€8 Tu 8V ‘eP'T— ‘96°0— v oz ‘0TT~ "OIOVAL W T°0
YO103v NDIN
€8 U /3V ‘TL0— ‘TL0— v 0z ‘00T~ Y("OID)3W I T°0
YO1D8V
€8 TU /3 ‘TET— ‘60— V1 0L ‘S6~ NOSIN "OIDM W T°0
YO[D3V
€8 ru 3V ‘26'0— ‘€8°0— v 0L ‘02T~ NDIW OIDI'T W T°0 uonezuawAjod ns ur Tu S8
=1y
(m/m) DINA ApAd :TT
78 D¥°C ‘00Z ‘%00T LI/ ve/se DTT ‘8S D¥'C 69 DA T:T°AdITIN T d 129dnS:SIND:¥8 0T:07: L 1T €'8F ¥7'78 18
‘Jod JUdIIND 0UdI9Ja1 JUdIIND A[01309[H uonisodwod apo1da[x T\M yvw) # 2InPNINS
‘Sa[04d ‘uonualal ‘(A) uononpai ;-8 q vur) 102y
:L1qess 3urpAd /,UOTIBPIXO Aroeden
‘fenualod

(panupuod) T sgel

'90UB217 paModun 0'g uong LNy suowiwoD aaireas) e sepun pasusol|siapiesiyl |[EEGEEL ()
"INV 62:85°9 GZ0Z/G/T U0 papeo|umod "9TOZ 8unf /0 UO pays!and B[o1Y sseooy usdO

This journal is © The Royal Society of Chemistry 2016

6356 | Chem. Soc. Rev., 2016, 45, 6345-6404


http://creativecommons.org/licenses/by/3.0/
http://creativecommons.org/licenses/by/3.0/
https://doi.org/10.1039/c6cs00173d

View Article Online

Chem Soc Rev

Review Article

_3vor N
T .NN eNO O / O
o
00T —3V T 007 ‘%0L LEN/eN ‘S¥°0/19°0 ‘S6°0 {8 vw 0S ‘092 Od "O[DeN N T DD :dD: L6 0T :0%:0S LT L6
O HO
e (XD
‘ote (a/a) DOWa: 04
66 3V T0‘00€ ‘%S 69 LEN/eN ‘9°0/S°T {8V 500 ‘86¢ 1:TYO[DeN W T 0D PadNPaI:96 9°69: 70 06T 96 o
o]
0eN
BN (a/8) D@ : 0a dPAd : UOqIEd NG
86 OT ‘00€ ‘%T8 /N ‘0C'T ‘8T'T/8T'T ‘65T DS ‘65T *DT°0 ‘S9C 1:TYO[DeN W T 9AIIONPUOI : 6 OT  0€ * 09 16T S6 o
DST0°0 0da:od eNOO\ O
L6 ‘ov ;8 y yw oy~ LEN/EN ‘7°0/6°0 DST0°0 ‘L°LLT G'T:TISAEN W T DIND D ¥6 L €€ 09 S0T %6 \_0en
(a/a) pEa: o OWD:d mszOIOIAONZ
96 DT°0 ‘0ST ‘%001~ LBN/BN ‘€0~ D ,07 ‘00T *DT°0 ‘002  T:T "OIDEN N 80 10dng: €6 €'¥T1:9°8T: T°LS L8T €6 & o
ENQ o8N
LBN/eN ‘ST'T ‘ST'T ‘LT 8'T (a/8) OWa: od APAd gD [[PYSOD : €T ouWW/ﬁ
$6 | 3 VW 0T ‘00T ‘%0F~  /S80 ‘0T ‘ST'T ‘ST ‘S9'T 18 VW ,0T ‘€6C T:TYO[DeN W T 0T:0C:T'¥¥:6'SC 88C €I &
ENO o
QeN
(a/4) DWQ@: D4 eNo
574 I'U ‘00T ‘%68 LEN/EeN ‘CT°0/0¥%°0 DS ‘LTIT *DT°0 ‘L0T 1:T "O[DeN I T APAd :d 19dng:g6 S:0€: 59 L8T T6 0 eND
[a[e]eje] O O 000N
st ﬁ>\>v ONa 11000 O‘O 00011
16 ‘00T ;3 Yy v §gT JIMTTT OSTT‘CCc DA T'TAAITIN T d 12dns: 16 0% : 09 vee 16 i
(a
/A/A) DINE : DINA : D APAd * ADDA D 06
06 DT°0 ‘00T ‘%96 JIr1'8°0 IU‘09€ 0£:0F:0€ AdITIN T TIT:TTIT:TIT:L'99
(a
/A/A) DA : DINA : D ¥gS:DND 9D 06
68 DT°0 ‘0T ‘%001 LI/ ‘8°0 D10 ‘€T 0€:0¥7:0€°AdITIN T TEICSILELILLL o
(a/a) OWa JOVI&IAO:
88 DI ‘0S‘, 38 YyvwsIT /71 '88°0 DT ‘91 *DT'0 ‘00 DA T:T°AdITIN T d 12dns: 06 0% : 09 €5EC 06 )
J3xeyosIp JIY1L0 ‘To (a/a) DaA oy — =
L8 Y/, 11 ‘00T ‘%SE~ ‘0/6C ‘CT ‘T'T ‘70 YOS/ FTTC9eT DA T:T2MATIN T d 13dns:68 1:¢ 9'8IT 68 ¢ o
(a/8) DA : DA nog 4 B on
8 ru ot~ 13 vu 0g ‘058 T:1°4dI'T N 8°0 DIND:d 12dng:88 T:¢:¥ 76T 88 g =%
[¢]
(a/a) DA D& :ox:/\/\/:\o:
S8 ,_3 VW 0g ‘0S ‘%66~ LI/ 'sET 18 yw 0g ‘T¥T T:T %°4d'T N 8°0 DIND:d 12dng: /8 T:¢: ¥ 6 /8 0
.8 (a/a) Daa:od
S8 VW 0€ ‘0S-ST ‘%SL~ ¢+YI/IT°0°0-8°0 ‘18°0 -8 yu o€ ‘ces 1:1°4dI'T N 8°0 DD :d Todng:98 T:¢:¥
(a
/A/A) DN : DA : OF o, on
¥8 D50 ‘0S ‘,_8 Yy vw 0ST JIIT€8'0 DT ‘12T *DS0°0 ‘65¢ T:TT2UdITIN T APAd:9D:98 0T:0€:09 0¢ 98 oV O ao
So[nos[owW [[eWS
PEX| JuaLINd 20uaI19J91 ‘(A) uonONpaI JULIIND 9)A[01309[H uonisodwod oponddd  (;_Syvw) # 21N3oN1S
‘S910Ad ‘uonualax /,UOTIBPIXO :[BNIUI0J (-8 y vur) 10amn
:Kiqess urpiD Aoeden

'90UB217 paModun 0'g uong LNy suowiwoD aaireas) e sepun pasusol|siapiesiyl |[EEGEEL ()
"INV 62:85°9 GZ0Z/G/T U0 papeo|umod "9TOZ 8unf /0 UO pays!and B[o1Y sseooy usdO

sjela1ew apoue uol-jeyaly ¢ dlqel

6357

Chem. Soc. Rev., 2016, 45, 6345-6404

This journal is © The Royal Society of Chemistry 2016


http://creativecommons.org/licenses/by/3.0/
http://creativecommons.org/licenses/by/3.0/
https://doi.org/10.1039/c6cs00173d

View Article Online

Chem Soc Rev

Review Article

HALd : uoqied u
LOT 13 YW 0S ‘0T ‘%€8 d0S ‘S5°0—/07"0— 13 VW 0S ‘69T 193em Ul *ONBN I S TIX XU SOT T:€:9 ru
HALd : uoqied
L0T 3 VW ,00S ‘00T ‘%08 d0S ‘05°0—/6€0— (8 VW 00T ‘09T 1a7em Ul ONIT N § THX XU SOT T:€:9 U SOT
s1owiA[od pajedn[uod-uoN
"5y O
4
(e)
070 ‘ST ‘%06-08~ LEN/EN ‘20°T yoeld Wdf9X : 69-D
90T OT°0 ‘ST ‘%06-08~  ‘08°0 ‘£5°0/ST'T ‘660 ‘S9°0 TU09¢  JHISN ISABN W T Iadng uoqIed: FOT S:ST: 08 85T 0T
DT°0 ‘ST ‘%06-08 ~ LEN/EN yoeld uafax: 9-D
90T OT°0 ‘ST ‘%06-08 ~ ‘86°0 ‘6£°0/80°T ‘I8°0 TU0ST  JHISN ISABN W T Iadng uoqied: €01 S:ST: 08 85T €01
070 ‘ST ‘%06-08~ LEN/eN oeld Wdf9X : §9-D
90T O1°0 ‘ST ‘%06-08~ ‘66°0 ‘TE0/YT'T ‘£8°0 TU ‘02T AHIAN ISIeN I T Iadng uoqied: gOT S:ST: 08 85T 0T
0T'0 ‘ST LEN/eN ‘S8°0 Soe[d uaf3ax : 69-D
90T  ‘%T6 *DT°0 ‘ST ‘%S°L6 ‘S0 ‘€S°0/T0°T ‘060 ‘C9°0 OT'0 ‘89¢  AHIAN ISAeN W T Iadng uoqied: TOT S:ST: 08 85T 10T
(s/m) DNA DIND : 9e[q
FOT ,_8 VW ST ‘0TT ‘%t LE LEN/eN ‘L0~ TU90SE DA THT %AdeN W T SURJAI90B: 00T 0T :0€: 09 90T 00T
8V (w/m) DNA DIND : Yoe[q
POT ,_8 VW ST ‘OFT ‘%t 0¥ LBN/EN ‘S0 ‘£°£9 ¢, 3 VW 6T ‘T9¢ DA T:T °ddeN W T audlkjeoe: L€ 0T :0€:09 J£LT L€
€0T DS20°0 ‘00T ‘%0~ LEN/EN ‘0°T ‘€°1/T°T ‘9T DS20°0 ‘6'8CT Od °4deN W 8°0 ApAd:d 19dns:66 T:€:9 90T 66 o o
[e) ko]
eN—=N O N—EN
0T D9 ‘00S ‘%¥L HHS ‘€0°0—/ST0— OFC ‘0% *D9 ‘C9  193em OSEN N T APAd D86 0T :0€:09 98 86 owH O. Mo
APAd :3P®'lq
¥9 ru LEN/EN ‘ST0~ 13 v oS ‘08T Od °4deN W T SUOA}DB: £ G TT S LE0S
13 v 05T (8 vy 0STT (a/a) DaA: 0" APAd :¥e[q 0
10T ‘00T ‘%T8 LEN/BN ‘8T°0/2S°0  ‘6S ¢,_8 VW ST ‘8¥C 1:T "O[DeN I T QUITAIIR: LS 0T OF : OF GeN
18V 1007 ;- 8V 01 ‘Ce eNO.
00T 3y vweg LBN/eN ‘8T°0/5°0~ {3 vw oS ‘z6T Od "OIDeN I T DIND:€dD: LS 0T :0%: 09 SST LS o
PEN| JuaLINd 20uaI19J21 ‘(A) uonONpaI JU2IIND 9)A[01309[H uonisodwod spondd[d  (;_Syvw) # 21N3oN1S
‘S910Ad ‘uonualax /,UOTIBPIXO :[eU0J (,_8 4 vur) 109wy
Liqeas urpiD AroedeD

'90UB217 paModun 0'g uong LNy suowiwoD aaireas) e sepun pasusol|siapiesiyl |[EEGEEL ()

"INV 62:85:9 G20Z/G/ZT UO papeo|umoq "9TOZ dUng /0 UO pausiiand 901y sseody uado

(Ponupuod) g alqel

This journal is © The Royal Society of Chemistry 2016

6358 | Chem. Soc. Rev., 2016, 45, 6345-6404


http://creativecommons.org/licenses/by/3.0/
http://creativecommons.org/licenses/by/3.0/
https://doi.org/10.1039/c6cs00173d

View Article Online

Review Article

Chem Soc Rev

(m/am) DEA

urN N
wﬁﬁe ot
59761 OTT l¢) O
N

SoT D€ ‘000T ‘%L0T @ VTIT0°0-0'T D9 ‘LTEDT'0 ‘OTFT  :DH T:T °4dIT W T dPAd:SIND: so[oiredoueu: oTT 0T : 0% : 0L o
Y N
\ 7
(m/m) DFA zwwgzuﬂwm_”
SoT D€ ‘000T ‘%999 ¢ YIIT0°0-0'T D9 ‘€8T *DS0°0 ‘C¥PT  :DH T:T °4dIT W T dPAd:SLND:so[onIedoueu: 60T 0T:0¢: 0L 5888T 60T
oad "
%S (A/A) DINA: DA
TIT 8 VW 0T ‘00T ‘%00T ¢+BN/eN ‘0'0-5£'0~ -8 VW 0T ‘SPT T:TYO[DeN W T ru O O
18 v 000 DA %S (a/a/A) TOlz
.8 vu AR O ANA : 0T REEERY
TIT 00T ‘00T ‘,_3 U VW $0% 7+F 111 /0°0-0°1 18 VW 0T ‘0T T:T:TAdITIN T d41d:d 12dng: 80T 0T :0€:09 Tu 80T N
u, N
7\
I U ‘0S ‘%86 7 I ‘TT-0T D500 ‘C Dd "ODITIN T dPAd :d 19dng: £0T 0T : 0€: 09 U LOT 6.*
s1owidjod pajednfuon
o]
9POI3II3[3 IIY}
el “T'U ‘006 ‘%56 103v/3V ‘26°0-08"0— D009-T ‘0T 123EM Ul HOBN W 0T wu og ‘yseadorp 1owkjod clc ce1
(epoxoara o1y wiu 08 I93em Ul HOM APOIIA YOI}
TTT 103) ;_3V S ‘00€ ‘%06 ~ 103v/3V ‘90— -8V ¥e-€LIT 10 HOBN %M 0€ wu o¢ ‘9seadoip 1owi[od 67T TTI
(a/a) DA
0IT 3 VW 0% ‘00T ‘%08 LEN/eN ‘8%°0/1£°0 ;8 VW 0T ‘€80T :Dd T:T °4deN W T H4Ld :d 12dng: 90T S:0T: 68 ru
(a/a/n)
DINA : DINA : OF
0TT ;3 VW 0¥ ‘00T ‘%0L JIT/TT “28°0/90°T 18 VW 0T ‘¥8¥ LT AdITIN T H41d:d 12dng: 90T S:0T: 68 U 90T
.8 18 yw 0TSt ‘b8 (a/8) DA : 04
60T U VW 0FT ‘00S ‘%S6~  ,EN/EN ‘8'T ‘SC°¢/T'C ‘¥'C 13y 0L ‘0ST T:TYOIDeN W T APAd :9D:0S 0T:0S:0€ (1143
H4.Ld :oe[q
80T D 42 ‘000T ‘%56 ¢d0S ‘80— 01 T°0 D1 ,/€IT 10 06 Ioyem Ul *ONIT N § SUB[AI20E : 0S 0T 09 : 0€ 0cr oS
PEN| JuaLINd 20uaI19J21 ‘(A) uonONpaI JU2IIND 9)A[01309[H uonisodwod spondd[d  (;_Syvw) # 21N3oN1S
‘S910Ad ‘uonualax /,UOTIBPIXO :[eU0J (,_8 4 vur) 109wy
Liqeas urpiD AroedeD
(panunuod) g alqel

'90UB217 paModun 0'g uong LNy suowiwoD aaireas) e sepun pasusol|siapiesiyl |[EEGEEL ()
"INV 62:85°9 GZ0Z/G/T U0 papeo|umod "9TOZ 8unf /0 UO pays!and B[o1Y sseooy usdO

6359

Chem. Soc. Rev., 2016, 45, 6345-6404

This journal is © The Royal Society of Chemistry 2016


http://creativecommons.org/licenses/by/3.0/
http://creativecommons.org/licenses/by/3.0/
https://doi.org/10.1039/c6cs00173d

View Article Online

Chem Soc Rev

Review Article

SEM JUSWIDINSEAW Y, "UdZAX0 JO 20UISqe 1) Ul PaulIojiod Sem JUSWAINSBIW U, , "Ua3AX0 Jo souasaid oty ur pawniojiod sem JUSWIAINSBIW AT,

428

Vit

1421

1421

1411

1411

€11

DT°0 ‘ST ‘%00T ~
DT°0 ‘ST ‘%08-09~

DT°0 ‘ST ‘%0%

DS°T ‘000T %0ET

LEN/EN ‘09°0/£8°0

LEN/BN ‘7€°0/£8°0
LBN/EN ‘S9°0/6L°0
LBN/EN ‘S£°0/S6°0
LEN/BN ‘££°0/6£°0

LEN/BN ‘£¥°0/S8°0

I 0°0-6'T

OT0 ‘TIT~

OT°0 ‘9~
OT°0 ‘8ET~
OT°0 ‘08T
OT°0 ‘05~
OT°0 ‘0ST

18 VW OT16 ‘€0T
3 yw 00T ‘0SST

JHI-9N ISd4eN N T

JHI-9 ISdeN W T

JHI-9N ISdeN N T
JHI-9N ISdeN N T
JHI-9N ISdeN N T
JHI-9N ISdeN N T

(s/m) DAA
DATITPAAIIIN T

*9J8U0qIe) SUSAYIS0ION]J = DA 9IeUO0qIRd JUIAUIA =
DA OPOI393]9 [9WO[eD PAJEINIES = DS ‘OPOI1IdJ2 U2Z0IPAY pIepuels = FHS ‘OPTWIUOJ[NSIULYIIWIOION]JLI} WNIPOS = [STEN Se PIULIIP dIe J[qe) Y} UI PIsh SUONBIAIE YL D, 0S & paurroyrad
*uol WINII[ T 03 SUNBUIPIOOD WIOIE YoBd
uo paseq st payoda1 A1oeded [o1319109Y3 YL 5 “SIPOIIID YI0( JO SSBEW ) U0 Paseq ‘[[32 [[1f B Ul PINSLIW Sem UORUIRI Aj1oeded ay, , "suonds|d ¥ Sundedoe anosjow a3 uo paseq st pajiodal
Aoedes [ednerooy) aYL , D, 0¢ Jo armeradwd) Sunerado ue je paurelqo sem payrodar Aoeded oYL , *gD WO UOHNLIIUOD AU} 0 NP IN[LA [EI[2I09Y3 3y} ey} 1dY31y st parrodar Aoeded
aylL , “ayo1d a3eyjoa Surdofs Juedyrusis e sey payroads s3uer 93erfoa YL , "Pa3s sl (s)renusiod uononpar ay3 Ajuo pariodar Jou st [enu)0d UOLEPIXO 33 JI ,, ‘P9H0dS1 JOU SN[EA B S9JOUSP “I'U

69-D 1adng uoqieD : ZIT 0T: 08

69-D 12dng UOQILD : 9T 07 : 08
69-D 1adng uoqIe):SIT 0T : 08
§9-D 1adng uoqIeD : ¥IT 0T: 08

$9-D 12dng uoqIeD : €IT 07 : 08

$9-D 12dng uOQqIeD : TIT 07 : 08

APAd :SIND:TTT 0T:0C:0L

<0t

701

T€C

09¢
(453

6€€

£CT8T

LIT

91T

1T

Vit

€11

(441

1991

l:m\z (o]
74 4
SN0

ey
et
L P

H
ULN N
Cd
\HQ
N N
H

1od

JUIIND
‘S910Ad ‘uonualax
:Aiqeas 3urpdp

20uaI19J21 ‘(A) uonONpaI

/,TOTIEPIXO :[eNU10d

juarind

‘(-8 q vu)
foede)

914[01309[T

uonisodwod apond9[d

(-8 uvw)

105Uiry

21n3oNNS

'90UB217 paModun 0'g uong LNy suowiwoD aaireas) e sepun pasusol|siapiesiyl |[EEGEEL ()

"INV 62:85:9 G20Z/G/ZT UO papeo|umoq "9TOZ dUng /0 UO pausiiand 901y sseody uado

(Ponupuod) g alqel

This journal is © The Royal Society of Chemistry 2016

6360 | Chem. Soc. Rev., 2016, 45, 6345-6404


http://creativecommons.org/licenses/by/3.0/
http://creativecommons.org/licenses/by/3.0/
https://doi.org/10.1039/c6cs00173d

View Article Online

Review Article

Chem Soc Rev

APAd ‘1T
VET U ‘00T ‘%0€~ JI/TT‘SOv/0TE TU99 DINA:DAT:TAdITIN T d 12dng: 0€T €: LF: 0S €L OfT ©
£
vﬁzuA
0.0
cLwo v zee u w
€eT ‘0S ‘%S6~ L3V/3V ‘910 LW v 2767 ‘LT~ NDOW POIDVEL N T°0 Wiy Isedunds Yo1y3 wu 08 IU 6CT o
MI1IY) wu 1071
(4341 D000T ‘00T ‘%¢6 LBV/3V ‘€0 ‘T°0/7°0 ‘T°0 D000T-00T ‘S9T NDON °4dVAL W §°0 W[y paziawA[od-o109[d 18T 8TT
VSALETdd d41d : oeIq
€T TU 0T ‘%05~ SN/ ‘L T/0T~ L TU T8 {(FOSFAD)SN N T°0 uaf12) : £2T ST:9€: 6 0TT /2T
(a/a) DA : ANA APAd : ADDA: 92T
0€T DT ‘05T ‘%6°SL I ‘TE/sE DS ‘8¢ DT ‘80T 1:% YOIDIT N T°0 0T:08:0T €T 9CT
(a/4) SSd-10adad
6¢T DO0T ‘00T ‘%001~ 5 SIS E-6F D00T ‘S'6£ ‘DT ‘¥'66 OWA:DAT:TAdITIN T 1gD:STT T:0¥:0S 0CT SCT
s1owiA[od pajedn[uod-uoN
SOl S8
2. VIV ‘8S°T (a/8)
8¢1 7T ‘00T ‘%06 ‘et ‘eve ‘LoY JTU’98 “Iru ‘00 DHA:DA LT AdITIN T APAd:dD:¥CTI 0T:0L:01 78T ¥CI
SIS,
S, S S,
Io=CX=O
ong” S s7
a31eyosIp OG0 pue (a/a) FALd : oe[q S-S\ S-S
: S} 1 )= I Ny
LTT  93IBYD DT'0 ‘0€ ‘%SL~ 5 VI/VT ‘6 D00T ‘STT *DS°0 ‘96T DAA:DA T:T°AdITIN T QURAIOR: €TT T:L:T ¥IC €CT quHm wvau
Sa[nodd[ow [[ews
PEX| JUAIIND 20ua19Ja1 ‘(A) uonONPaAI JU2IIND 9)A[01309[H uonisodwod apondd[d  (,_8 y vw) # 21N3oN1S
‘sa104Ad ‘uonualax /,UO1IBPIXO :[eNIU0d ‘(,_8 y vur) 103w
:Aqess 3urpAD Aroeden

'90UB217 paModun 0'g uong LNy suowiwoD aaireas) e sepun pasusol|siapiesiyl |[EEGEEL ()
"INV 62:85°9 GZ0Z/G/T U0 papeo|umod "9TOZ 8unf /0 UO pays!and B[o1Y sseooy usdO

slelajew apoyied uol-lend ¢ a9el

6361

Chem. Soc. Rev., 2016, 45, 6345-6404

This journal is © The Royal Society of Chemistry 2016


http://creativecommons.org/licenses/by/3.0/
http://creativecommons.org/licenses/by/3.0/
https://doi.org/10.1039/c6cs00173d

View Article Online

Chem Soc Rev

Review Article

oroxaAd yam

:_:m__/

K

HO.

'90UB217 paModun 0'g uong LNy suowiwoD aaireas) e sepun pasusol|siapiesiyl |[EEGEEL ()
"INV 62:85°9 GZ0Z/G/T U0 papeo|umod "9TOZ 8unf /0 UO pays!and B[o1Y sseooy usdO

ovT ru ,I08V/3V ‘9°0-T°0 -3V Ts  193em ul "O[DH W T°0 poziawA[od-01309[d LT 8ET
oroxakd yam
fijas ‘U LI08v/3v ‘9°0-T°0 1 8VI‘9F  I9%em ul 'O[DH W 1°0 poziow[od-onoa[g 96T LET
upub
oroxiAd yam HO
oVt Iu LID3V/3V ‘9'0-T°0 3V 19y  Ioyem ut 'O[DH W 1°0 pazuawiAjod-0109[7 CET  9€T HO
s1owiA[od SNOSUB[AISTIA
u
Nz|©|2m
(-8 Vi 008 (a/a) APAd :30R[q mw\v
6€T ;8 VW 0T ‘0S ‘%9°S8 JIVTee ‘g'e ‘8°26 4, 8 VW 0T ‘T'6TT DNA:DA T: T °dd'TIN T SUDAYo0R 1 GET 0T : 0% 0S 0€T SE€T
N~ "N
< L
0
Bvoe (a/a) @5
86T ,_3V 0T ‘000T ‘%001~ 2¢S'€0 $.8VG600‘S9 DNA:DAT:T°AdVTIN T DIND €D :¥ET 0T:0C: 0L TU pET NN
foroy
(2a/m) APAd :ADDA:d N
LET DT'0 ‘0T-6 ‘%SL'66 > T E-0F D10 ‘08 DIWA:DAT:T°AdITIN T 1odng: €€T 0T:6:02: 59 TIT €€1 N
u
13 yu 001 APAd *2®Iq O
9€T  ,_8 VW 0T ‘0S ‘%0L~ LEN/BN ‘¥S°€/8L°€ ‘09 ¢, _8 vw 0T ‘0T Od "O[DeN N T SUS[A190B 1 TET OT: 0T : 08 €€T  CET
(reUOjINS SUIL)S )
SET ru 4§°0-0~ TUOT 0~ -p-wnipos)jod prjos Wiy TET YOIYI Wu 00T T TET
s1owdjod pajednfuon
PEN| JuaLINd 20ua1aJa1 ‘(A) uomONPaI JU2IIND 9)A[01309[H uonisodwos aponddd (8 y vw) # 21N3oN1S
‘sa104Ad ‘uonualax /,UOTIBPIXO :[eNUI0d ‘(,_8 y vur) 109w
:Aqess urpAD Aroeden
(panunuod) ¢ alqel

This journal is © The Royal Society of Chemistry 2016

6362 | Chem. Soc. Rev., 2016, 45, 6345-6404


http://creativecommons.org/licenses/by/3.0/
http://creativecommons.org/licenses/by/3.0/
https://doi.org/10.1039/c6cs00173d

View Article Online

Review Article

Chem Soc Rev

-oprwe(jAuojnsaueypawolonjin)siq wnrurpadididdord-N-[Ayow-N = VSALETAd ‘9re1ofyorad wnruowwe [Angendl = *O[DVIL

‘ayeydsoydoronfyexay wnruowwe [Anqens) = °4dVeL ;S pauyap aIe (e} Y3 Ul PIsn SUOLBIAdIqQE YL, D, 09 ¥e paytodar sem Aioeded oy, |, *o[yo1d ageajoa Surdoys yuedoyrudls e sey payads
dduer adeyfoa Y[, , *A1913eq OILNAWWAS © 10j ST pajiodar Aroedes oy, ¢ PSSt (s)renuaod wononpal a3 A[uo parrodar jou si [enuajod UOIEPIXO Y JT ,, “Pa310odal JOU AN[eA B SAJOUIP “I'U

oron1Ad yam

ubi

HO.

'90UB217 paModun 0'g uong LNy suowiwoD aaireas) e sepun pasusol|siapiesiyl |[EEGEEL ()
"INV 62:85°9 GZ0Z/G/T U0 papeo|umod "9TOZ 8unf /0 UO pays!and B[o1Y sseooy usdO

14 ru LI08V/3V ‘9°0-1°0 (BVTIy  I193em ur 'O[DH W T°0 pazizowiAjod-ono917 90T €PT HO
~,
o]
:_cm__lo OH
o I
oro11Ad yam
ovT ru LID8V/3V ‘9°0-T°0 18V 1‘cs  Ioyem ul FO[DH W 1°0 pazirowiA[od-on99[ S6  THT
oroxakd yam
ovT ru LID8V/3V ‘9°0-T°0 LBV I9S  Ioyem ul "O[DH W 10 paziawA[od-01309[d 8T T¥T
oroxakd yam
ovT U LID8V/3V ‘9°0-T°0 8V 1'69  Ioyem ul "O[DH W 1°0 paztawikod-onoag S8T oL
oroxiAd yam
ovT Iu LI038V/3V ‘9°0-1°0 1 8V TI‘6y  I93emul *O[DH W 1°0 paziiawiA[od-01309[7 LTT  6ET
PEN| JuaLINd 20ua1aJa1 ‘(A) uomONPaI JU2IIND 9)A[01309[H uonisodwos aponddd (8 y vw) # 21N3oN1S
‘sa104Ad ‘uonualax /,UOTIBPIXO :[eNUI0d ‘(,_8 y vur) 109w
:Aqess urpAD Aroeden
(Ponupuod) ¢ sqel

6363

Chem. Soc. Rev., 2016, 45, 6345-6404

This journal is © The Royal Society of Chemistry 2016


http://creativecommons.org/licenses/by/3.0/
http://creativecommons.org/licenses/by/3.0/
https://doi.org/10.1039/c6cs00173d

View Article Online

Chem Soc Rev

Review Article

"9PIXOIPAY WNIUOWWE [AINQe1}d) = HOVEL :Se PIUljop 918 9[(e} Y} Ul Pasn SUOIIBIAIICQE 9L *DTAIP JLIIOWWAS € 10§ ST pafroads aduex
233104 Y, , *3[yoid a3e3j0a Surdos e sey pagyoads a3uer 25eI[0A YL, , “Pa3sT] I (s)renusiod uononpar 3y A[uo jou 31 ‘pariodar st [enusiod UOLEPIXO 33 J1 ,, “Pal10da1 J0U an[eA B $9)0Up “I'U

[Nd _Z
0
L 8voTLT 5
8¢T TM V 0T ‘000T ‘%001 ~ 2q\ §7€-0 #\M V S0°0‘S9  (A/A) DINA:DF T:T °AdITIN T OINDdD:€E€T 0T:0C 0L U PET NN
stowijod parednfuon
o N o
0 o
[0 O
APAd * 4DDA : 3ydeis: op1 .
Wi “I'U ‘00T ‘%001 103v/3v ‘09'0— 0T ‘09 197em Ul HOVEL W T°0 0T:%2:95:0T 6 9VT
.0, w
[¢)
O
APAd : 3DOA  anyders: gp1 . WU
wr DT ‘0S ‘%00T 103v/3v ‘sc0— o1 ‘oF I9jem Ul HOVAL N T°0 0T:¥C:95:01 06 S¥VT
vrﬂ.ow\N
APAd : 409 anydels: pT n\vﬂ\*
i 0S°0 ‘0% ‘%S¢ [08v/3V ‘56 0— D60 ‘1§ I9jem Ul HOVEL W T°0 0T:%2:95:0T 6 T
s1owiA[od pajedn[uod-uoN
‘Jod  JUALIND ‘SI[OAD ‘UonuLlAl  90URILJAI (A) UOONpal JUaIIND 4A[01309[H uontsodwod apondd  (,_8 Yy vw) # 21n3onNns
:fiqess 3urpiDn /,uonepo ;enuatod  ‘(,_8 y vw) foeden 0oy

'90UB217 paModun 0'g uong LNy suowiwoD aaireas) e sepun pasusol|siapiesiyl |[EEGEEL ()

"INV 62:85:9 G20Z/G/ZT UO papeo|umoq "9TOZ dUng /0 UO pausiiand 901y sseody uado

sjelslewW apoue Uol jlenp/uoiuy ¢ 1qel

This journal is © The Royal Society of Chemistry 2016

6364 | Chem. Soc. Rev., 2016, 45, 6345-6404


http://creativecommons.org/licenses/by/3.0/
http://creativecommons.org/licenses/by/3.0/
https://doi.org/10.1039/c6cs00173d

View Article Online

Review Article

Chem Soc Rev

-age3[0A 231BYISIP 313 JO 9FeIaAE U UO Pased , "D, ¥ Jo ainjeradwal Supelado ue Je paurelqo sem Asuap 1amod ayg, , “pariodal Jou anfea B saj0ULp U

y—0T X 8°C :GST ;,_0T X 9°C ‘¥ST

WD VW 09

%S9 Hd
%1°C9 HA
%66 < ‘HO

8¥v1 ¢ 0T X £S'C SST . 0T X S6'C *PST °A ‘S3[04D 00T 1940 ‘%68 - TYV8s6: ™D 60 [OeN W S°T ‘SST I S°0 123!
* VA
L WD M ,2°0 WD M SP0< :dd %66< :dD z|\.mi//|z
LVT ~TUM89:ad WPV 1°0 ‘00T ‘%¥8 1YV LTHD D0S %0S ‘C'T HOMX W T €STIN S0
,u.z
QO
%08-SL~ dd
;- TUuMos:ad %66~ dD
9¥T ;0T X 9°£:CST ¢ 0T X 0°Z *IST :°q , WD YW 0T ‘0000T ‘%08 1YV T8 D0S %00T ‘T'T [OBN I T 1T
»_ 0T X 62°C X - *.
448 0ST ,_OT X TS'T:6FT , 0T X SG'T ‘8FT =Y 0s1
o (o: HOs. SPOH
| S bt K
9 0T X TL°€ 0ST W S0 ‘6¥VT W C°0 & HO
4748 0ST 4 0T X OF'€ ‘6¥T ,_OT X 8°€ ‘8¥T :°q “T'U ‘T ‘%00T ru DOS %00T ‘9°0 ‘proe duNJns YT W T 8r1
IFH N S€I0 €
9748 WO M T :ad U I 8°0 urcg ‘YOSTH W T Ul Z¥T
e 0T X TLY
o 0T X 8°€:°q
(DOS %0T) ,_Wd> M 9¥T°0 *
{(DOS %06) , WO V €T I8 ._Wd M 9°0 :dd 214[0y3ed 103 1gH W € $~on
(44" LB YMOS< ;TYMOS< :ad WDV S0 ‘ST ‘%66 “I'U DOS %06—0T ‘C6'0-69°0  ‘TOSTH W T Ul L¥T N T _Ig/aag
BEN| (;_S wd ) JuISUOD el I9ySUBIY (uarmd g9 ‘gA ‘@D ‘uarmd  (A) Jenusjod Sunerado 9A[01309[H # ,Bbo:< # ‘akoyreD

981eyd ‘(;_s ;Wd ) FUSPYFI0d UOISNPIP
‘(ad) Arsuap 1omod (ad) Aisuap A3roug

‘sa104> uonualaI)
Aqess SurpAd

‘("0) Aroeden

sjeu1ew Aiayieq Mo) Xxopal 23A104103)e snoanby g d)qe]

'90UB217 paModun 0'g uong LNy suowiwoD aaireas) e sepun pasusol|siapiesiyl |[EEGEEL ()
"INV 62:85°9 GZ0Z/G/T U0 papeo|umod "9TOZ 8unf /0 UO pays!and B[o1Y sseooy usdO

6365

Chem. Soc. Rev., 2016, 45, 6345-6404

This journal is © The Royal Society of Chemistry 2016


http://creativecommons.org/licenses/by/3.0/
http://creativecommons.org/licenses/by/3.0/
https://doi.org/10.1039/c6cs00173d

View Article Online

Chem Soc Rev

Review Article

*opIuII(JAUOJ[NSTAYISWOIONTJLI)SI WINTUOUIWIRAYIOBII)

= [SALVAL {57810qO0ION]JE1}9) WNIUOWWE [AYI9eNa) = YIGVEL :Se Pouyap SIe qE) Y3 Ul PIsn SUOHEBIASI](E dY, *28€3[0A SULSIBYDISIP 9Y) JO 25LIDAE UE UO Paseq , "D, 09 Jo saumeladway uonerado
Je PIUIE}(O 219M SIN[EA 3SIYL , “UOHN[OS SUNIWI] Y3 JO SSEW Y3 UO Paseq ST paprodar anfea sduesoeded oy, , “Apnis sIy3 Ul pasn a19m 8 JO $219YdSOIdNA , “Pa3Ioda1 Jou anfea B $a30UIP “I'U

%08~ a4 0 so1
%001~ *dD
8 vu $¢ T C@.O
95T 1Y M SS :ad L8 VW ¥T ‘00T ‘%se6 4,8 U v 69T %D 'S4 €P'T ‘PT ANADIL ISALIT W €T S9T N S0°0 [eou I o
o]
(8 v ,be 18 VW T - - *o -
96T ‘I ‘sa[okd 00T 1940 %0L~ . Byvw gL1:%) 11T sA0TC~  HNADAL ISALIT W €T $9T W 50°0 [elout 11 poT1
O/
\o/\/o
vu v'o Dd "adr1
SST 00T X 8T :°d ‘s[oAd 0€ 1940 9%SL~ %6°08 A JINT sae'e N §°0 [BLI9IBW 2AIOR AW T T3 17 £91
0
%69 dd N
WD VW 0°S %7178 dA (m/m/m) S:1:% DINA  3[a§ ayryderd VFM_A
$ST 1Y M 92T :ad ‘S3[0£D Q0T 1940 9508 ~ %¥8 D I sa g’ :Dd:0d °ddrT W €7 ‘OdIWAL N 0°C pareryIrT 91
\_/z: o \rzx Q
37818 XOPAI [[e 10 , 0T~ ¥ 0%8C-F HH Q.@ 0.0
%VV-€S "HA 94dVE.L INW 00T 9N /ﬂz: o /ﬂz: o
€ST $93e)S XOpaI [[B 10§ , 0T 03 , 0T :°q ‘I %T19-T8 :AD 0T T~/SET~ INDOIN ¢ € punoduiod Wur 0g 191 191
vig |
0T X /'F :uononpal pug - \u_
¢ 0T X 0'9 :UONONpPaI IST =y z
¢ 0T X 8'T :uononpar pug 3v/3v NDO Ul NW £ F g9 paonpal o
ST 0T X T'T :UONONPaI IST :°q I'u Iu Sa 8H'T— ‘T'T— ATNJ ‘NDI U A 9°T [BIINON 091 B/U
€40, S. of
g O
%76 D szu@\ zf
1ST Iu “I'U ‘s9hd 00T ‘%0, S Y v 490 ) 7T Od'AdrTI W 20 ‘6ST 10 8ST N S0°0 6S1 8S1
0, ~ 1 0.
%08~ *HH ~
%98~ ‘AA Q.O So~o
%¥6~ HD AN ISILVAL 1f
0T ‘TU . WD YW 0T ‘05 ‘%06 "TU‘,_TYVH0'T "D LE°T N 0°T ‘ST 10 9ST N 1°0 LST 9s1
%6°09 dd
%9°8L *HA
%S LL *HD Y fr\ u iy
N 69'LL 1T . . S Dy
U VU €70 W0 VW 6°0 Od *A9VAL I 0°T Ul 3oe[q uafa)
671 1u 914> 12d ‘%t'T F T00T  ¢,_8 Y vw 01T idsyy ST 113 ¢ ‘ouaydoryifod | 13 ¥°8 2 8L e 8L
PEX| (;_S wd ‘y) 3ueIsSuU0d djel I9sues}  (JUSLIND ‘9> UORULIRI)  HA ‘HA ‘AD YuSLIMd (A) ,renusjod A[01309[H # ‘91h[ouy # ‘a1k[oyreD
93reyd (;_s ,wd °q) FUSYF0d uoISnPIp Aqess Surpdd - {(%p 10 *p) Loede) mcﬁmhumo

-

‘(aq) Lisuap 1omod (ad) Aisuap A3roug

slelayew Alayeq Moy xopal 23410430919 dlueblQ 9 alqel

'90UB217 paModun 0'g uong LNy suowiwoD aaireas) e sepun pasusol|siapiesiyl |[EEGEEL ()

"INV 62:85:9 G20Z/G/ZT UO papeo|umoq "9TOZ dUng /0 UO pausiiand 901y sseody uado

This journal is © The Royal Society of Chemistry 2016

6366 | Chem. Soc. Rev., 2016, 45, 6345-6404


http://creativecommons.org/licenses/by/3.0/
http://creativecommons.org/licenses/by/3.0/
https://doi.org/10.1039/c6cs00173d

View Article Online

Review Article

Chem Soc Rev

‘Tu_3vuw00S ‘00T ‘%001

18 VW 000T ‘TOT
3 VW 00T ‘PTT :%0S
-0LT ,_3 VW 0002 ‘€TT
3 VW 00T ‘29T :%00T

=X="X - %001-0LT
JAyow=y
X="X - %0S-0L1

€91 :050S—0LT :9pONII[3 J[ZUIS  —0LT :dPONPID J3UIS ru,3v/3v ‘8'0-0 YOIOVEL N T°0 HALd:gD:0LT 0T:0£:0T OLT
(Ag)ru‘, _Svor (ag)
291 ‘000 0T ‘%<8 221430 | 3V T°0 ‘€°TIST 99140 §'€ 10 0°€ ‘69T ru TAGINIING FA1d D 69T S:01:S8 69T
BV 0T ‘T6L! 3 (a/n) SINMJ PIZIPIXO 03U
191 TU Y S0°0 ‘ETT~ 99190 ST YT VIV SH-S'T DINA:DI L€ °AdVTIN T paz11awA[0d-01309]9 989T 9891
‘Tu 3V 0T ‘00001
‘%<8 ‘%001~ ‘;_3V 0T 8V Or ‘LyT ¢ 8 (a/a) SINMJ PIZIPIX0 0Juo
191 ‘000T ‘%00T~ :21dA  V S0°0 ‘0TT~ 991490 YT VIV SH-S'T DINA:DH L€ °AdVTIN T paziowA[0d-0139319 q89T q89T
(a/a) SINMA P9ZIPIXO 0JUO
191 U 3V 60°0 ‘09~ 99149 SV T VIVISP-ST OINA:DH Li€AdITIN T paziowA[od-01309[0 89T BY9T
Tu‘ SvIo00r [ 8vVeE98TL SV HALd :O'[q dUd[4)0e
09T ‘958, :9po1O3[d JBUIS ‘90T :9PONPI[? J[3UIS ru 408 ‘1-0 YOS*H I T SAND:L9T G:0T:TL:eL £9T
yIut _8vor -3 v oz ‘vog (%63
6ST ‘00001 ‘%£8 :0149a ¢, 3V T ‘TI¥ 901490 1991 U 0T:0T~) VAd ‘POS°H wy 3uIpue)s-291g 0D uo
ru .8V ot ‘ese Iol©lo_._
6ST  “I'U‘0000T ‘%98 201, _3V T ‘Ti¥ 901800 T 991 ru YOS'H N 1 [10J 34 UO 99T pue 0D 99T
dundaooe-a3reys aanIsod
BEN| (@D “ua1Ind ‘Sa[Ad ‘9p) yuarmd ‘(;_3 a) (A) Tenuayod 20ua13J31 ‘(A) 9)A[01309[H uonisodwod # 21N3oN1S
Ariqels 3urpiDd souejroede) dunerado Tenuajod xopoy 9po13[A

‘9po1323[o 193UNoD

'90UB217 paModun 0'g uong LNy suowiwoD aaireas) e sepun pasusol|siapiesiyl |[EEGEEL ()

"INV 62:85:9 G20Z/G/ZT UO papeo|umoq "9TOZ dUng /0 UO pausiiand 901y sseody uado

sjeusyew Joyoedediadns 7/ ajgel

Chem. Soc. Rev., 2016, 45, 6345-6404 | 6367

This journal is © The Royal Society of Chemistry 2016


http://creativecommons.org/licenses/by/3.0/
http://creativecommons.org/licenses/by/3.0/
https://doi.org/10.1039/c6cs00173d

View Article Online

Chem Soc Rev

Review Article

18V ¢SLT ‘69T
£, 3V S0 ‘g TE 2010

Tu ru ‘00T ; 8V Se veITt SV I 108v/3v d oyuo
0LT  ‘%9'¥8 :9poNd3[d ASUIS ‘F'SET :PPO1DI[d S[3UIS I~ ‘8T ‘T'T 03 S0 NDOI Ul °4dve.lL paziswiAjod-o103[d  8£T
L 8VeLgee
£,_8V S0 ‘TTE 2013a WT0
Tu 3V 0T ‘000T ; SV SE‘OETT SV T [D3v/3Y :991400 INDA Ul °AdVEL 1d o3uo
0LT ‘04 T" €S :9POIIIIA J[3UIS ‘G ZET :9pOIII2 J[3UIS I~ ‘2/1 ‘I'T 01 G'0— W T°0 :9po1d3[d pazuowA[od-0n09[d LT B o
U3V 01 ‘009 L 8v¢ 103v/3v SI1Mm 3d 0IUO
69T ‘0¥"CE :9POIIDJA J[3UIS ‘F'60¢ :9POIII[ 9[3UIS Iu ‘T I-T'0~ IIdINING pazuawAjod-013091a
Tu‘ _3vor 18V 108v/3v 9g0°%ad pue aIIm 34 0IUO
69T hOom 6\0“@ 9poId wﬁwﬁ_m :Nmm 9poI3dI9 vﬁwcwm Iru T_”.._HI._“.OZ NO°9I ul woﬁuw‘._ WTO0 UwNCOE\ﬁOQ-O(EUQMm—
Tu’ 8V OT‘00S , 8V0E‘9CTt 8V S 103v/3y 11/ 3d 03UO )y
691 ‘04 G'GT :9POIIIA J[3UIS ‘¥'6¥C :9POIII[2 J[3UIS ‘Iru ‘T'I-T'0~ ND9W Ul YO[DI'T N T°0 pozirowA[jod-01109[d  9/T o S
u
il
o={_ Y=o
Tuf 8 3vo0s‘9sti, 8V To q41d *oeIq Y O
89T V T ‘0000T ‘%Z'06 901490 ‘€'90¥ :29po1303[d d[3UIg 60 ‘SLT [D8V/3V ‘6'0-T°0 YOS*H W T SUQIAIR:GLT G:0T:SL SLT H
o
zl©zs =Y ]
L8V 0S ‘766 ®
L9T Tu 8V S ‘T 01ea PI9LT 8V/EY ‘PI-1°0 DA Ul °AdveL W 10 swyy y£1 padoa-d ¥L1 4
o]
o M
M PIZI[euond
L PLa pazijeuonouny
%L6 ‘e WD ¥ T ‘0000T V 9°S ‘8°88C *, WDV 70 108v/3v 2)enIsqns I Pajeod IH/Ny uo u Y
99T ‘05G/ :9pOIDI[A J[SUIS  ‘G8E :9pO1I[d I[3UIS ru ‘6'0-T'0— YOIDH snoanbe W 1°0 oye[dway [edo auaikysflod  €£T N
183V ¢So
Tu 8 o qu LT ¢ 8
V €0 ‘000% ‘%b L. fTUuf 8 V60, WA T0T¢ S
S9T V S0 ‘000T ‘%E 8L 2018 V §°0 ‘91¢ :99149Q
L 8V1
WD JW F6'T Y 3V T
Iru m\m V1°00TC ‘. WO EVT wwm V10 WeoJ [[OTU U0 JJAd : d-19dng
S9T  ‘%T'88 PO UL ‘£TP PPO1I[A A3ulS 80 ‘¢LT  HDS ‘T0-0'T— IDIW T »TLLOT:0T:08 TLT
18V T0‘ wd VNI %M ST
PIT 10 “1°U ‘008 ‘%08 99149 AW S0°0 F T0'Y 991490 ste ‘dd T NDI Ul °4dVEL N T°0 ddH-09-APAd : TLT gD 0T:0¥: 05 TLT
FEX| (@D “Qua1Ind ‘s9[04d ‘op) yuarmd ‘(3 a) (A) rTenuayod doua1aya1 ‘(A) 9)A[01309[H uonisodwod # 21N3oN1S
Ariqels 3urpsDd souejroede) dunerado Tenuajod xopoy 9po1A[A
‘apo13oald 19juno)
(panunuod) /£ sqel

'90UB217 paModun 0'g uong LNy suowiwoD aaireas) e sepun pasusol|siapiesiyl |[EEGEEL ()
"INV 62:85°9 GZ0Z/G/T U0 papeo|umod "9TOZ 8unf /0 UO pays!and B[o1Y sseooy usdO

This journal is © The Royal Society of Chemistry 2016

6368 | Chem. Soc. Rev., 2016, 45, 6345-6404


http://creativecommons.org/licenses/by/3.0/
http://creativecommons.org/licenses/by/3.0/
https://doi.org/10.1039/c6cs00173d

View Article Online

Review Article

Chem Soc Rev

'90UB217 paModun 0'g uong LNy suowiwoD aaireas) e sepun pasusol|siapiesiyl |[EEGEEL ()
"INV 62:85°9 GZ0Z/G/T U0 papeo|umod "9TOZ 8unf /0 UO pays!and B[o1Y sseooy usdO

0T EONSY DINA : Dd
S/T TU VW T°0 ‘g6'F :901A9d  ‘U0qied pajeandy  /3v ‘0°0 03 0°C— T:T"A9VAL N T HALd %M € ‘P8T  ¥8T
u 0z
S/T  “I'U ‘00S ‘%06~ :991A0(d VW 1°0 ‘0°CT :901A0d  ‘U0QIBD PIIBAIDY
L FONSY DA :Dd
LT “IU ‘00S ‘%06~ :901A9 VW 170 ‘G0 991490 0°C ‘68T /3V ‘0°0 03 0°'C— T:T"A9VAL N T HALd %M € ‘€8T €8T
Iru v 11°0 hm\Eo
FLT ‘0ST ‘%0~ I'U ‘0S 901800 A TT F 6°L 012
%ST ‘. WOV 0T e WO V0T
“IUCIU g006€E WOV OOT ‘o WD J /8%, WOV 0T
“Iu I o609 WD YV ZT -00T ‘W 4 022—0TT o4 NO°I Ul *44VaL uoydey-ny ojuo
$LT “I'U “I'U :9pONIJ[ o_wcmm :9poIndI[ o_m:_m 7°C ‘1Oddd /24 ‘S'T— 03 6°0— N T°0 10 °AqSVA.L N T°0 UoNtuEbom.obuw_m 78T
¥ D182
9'7-£'0 WoIJ urusy
pasealdur oner H/s YA paZIjeuonduUny
‘-1 DT 3/V T 28T % DT (1oeN ny
6€T € D1 02T T DT 907 W 0°€) 1DN/103V (1:T) NDAN 01u0 pazuewAjod-omnoa]a urud E\A\@%
€/T I'u T DT :9pPoIdd[d Emc_m Iru \M< ‘8°0 03 20— 1 197eM/YOIDH N 0'T - Ta Sw ¢ pue ojox1dd N S20°0 T8T H
R
" =q
h.wz Z N\
]
Loy i n
S Tu o il 06T ‘000§ 0ST-0T ‘,_Wd JW 0°¢ 2 @.@ T
TLT  ‘SSO[ 9%/ :9POMII[D J[3UIS  —7'T :9POIDI[ 93Ul TU /o4 ‘G0 03 0°C— NDON UI °AdVAL N T°'0 NV 0IUO YIMOIZ [BUWLIIYI-0A[OS §n
o]
ru
-8V 1°0 ‘s9po4d 000S ‘,_8 8V 1001 103v o @
IL1 46 F OF :9pondd[d 9[8uls T 8% :9po1dI[a 9[3uls ru /8 ‘€0 03 10— YOS°H N T AQAd : D081 S:09:S€ 08T
Zundoaooe-a3reyo aane3aN
18V &L ‘seT
£, 8V ¢0 ‘coe Po19a NO9I Ul °4dVAL N T°0
IU “1u ‘0007 ; 8V SE ‘6'80T ¢, SV I [D3Y 901400 INDA Ul °AdVEL
oLT ‘0¥°8/ :9POIIIJ[A J[3UIS ‘€'6TT 901D 9[3UIS I~ ‘64T /3V ‘T'T 03 60— A T°0 :9pO103[H 1d 0yuo paziowA[od-0109[d 6T
FEX| (@D “Qua1Ind ‘s9[04d ‘op) yuarmd ‘(3 a) (A) rTenuayod doua1aya1 ‘(A) 9)A[01309[H uonisodwod # 21N3oN1S
Ariqels 3urpsDd souejroede) dunerado Tenuajod xopoy 9po1A[A
‘apo13oald 19juno)
(panunuos) /£ aqel

Chem. Soc. Rev., 2016, 45, 6345-6404 | 6369

This journal is © The Royal Society of Chemistry 2016


http://creativecommons.org/licenses/by/3.0/
http://creativecommons.org/licenses/by/3.0/
https://doi.org/10.1039/c6cs00173d

View Article Online

Chem Soc Rev

Review Article

-8V 0S ‘S'08T
£, _8V 1 ‘968t 00100

18V 00T ‘SETTt, 3V

*9)eUOWIUBOION[JEXIY WNIUOWIWIE [A1Nqe1)d)
= 94qSVdl ‘oudo0119) = o4 ‘aeydsoydoronpjexay wWNIOZePIWIAYIOW-¢-[ANg-T = AJNTING QUEYIdWOIONYDIP = DA ‘(eejdroeyow [Aypow)ijod = VNN ‘(suajddordoioniyexay-os-apriongy
-ouaprjAuis)Ajod = d4H-09-IPAd ‘91810qOION[JRIIA) WNI[OZBPIWIAYIOW-E-AYIL-T = YAGINIINA ‘(Joyoore [Auia)dlod = VAd ‘Saqnioueu uoqied pajfem-md) = INMA ‘39[are[douru auaydeid = JNO
iSE pouyap I 3[qe} Y} Ul P3SN SUOLBIAIGQE YL, ~"AGVAL 4[013d3]0 ul d1e pajiodal sanea YL, 5 “*AqSYEL SIA[0103[3 Ul a1 pajiodal San[ea sy , WU 0ST PUB WU 86 SSAUNDIYI JO Sl 103
ST paj10dal uonusia1 duEIdeded YL , “WU 0ST PUE 86 ‘79 SISSIUIIY} JO Sl 10§ d1€ partodar sanfea soueidedes 9yl , *D, 00§ & paut1ograd sem UOHEUTOIGIPO[IAD [BULIYL, , *ABdop JUa1Ind
MOTS Aq Pamo[[0F ‘S3[940 Md] IS11y S UT AJUO Pa1INdd0 SSOf dduEloede) , “d3ue SUIpuaq ,0ST B Je PI[oAd 20149p B 10§ pajiodar sem uonulal soueiede) |, ‘par1odal J0U dneA & S9I0UIP “I'U

Yoelq

(:¢) [9801pAy suoyderd
U0 POZI[IGOWT

64T ;_3V S ‘000T ‘%88 20149  ‘0S€ :9POII[ I3UIS ¥'T‘06T  dDS ‘0 T-70— YOS°H N T SUS[A}90E: 06T ST:S8 06T
.3
%00T~ ‘. _3V 0T ‘00SCT V09T ‘865 3VOT 103v/3v Wiy urgy LNDMS
8.1 ‘%6T8 :9PO1OIA J[3UIS ‘F'TIT :9POIIII[3 I[SUIS ru ‘S T-€0— Od ul *O[DI'T W T°0 ojuo pajeod-Aeids 68T
%09 ‘;,_8V T ‘0001 ‘%0¢ NDOIN Ul VININ SSIp 3d U0
LLT £ 3V T 00T ‘%SL 9019 |_S AW 0S ‘T6 991800 ST ‘88T Bvi8V ‘st %M 0T “4dVEL N T poztowi[od-0109[d 88T
%8¢ NDSN Ul VININA JSIp 3d uo
LLT 4,8V T 4IU “IU ad1ad S AW 00T ‘TOT 991890 ST ‘L8T BV/8V ‘ST %M 0T “ddVAL W T pazidwiA[od-0109[d 8T
TU S AW 0§
‘00T ‘%0~ :(A ST'T) 20100 “I'U :(A §T'T) 29180
Iu .Tm AW 007 1-S AW 0§
000 0T ‘%08 (A §°0) 901400 9T (A S°0) 2180
(S AW 0§ ‘,_Wd §T'T ‘981 :T 9010 L3v/3v Od ur (a/w) 9%/ uojdey-ny ojuo
9/1 “I'U :9POIDI[A J[SUIS JW £'T :9POII[A J[3UIS S°0Q ‘98T :T 0143 ‘8°'0 01 ¥'T—  VININA Ul ISALITIN T paoziowiA[od-01309[d 98T
srerrayewt 103dodoe-1ouoq
¢=u
0C EONSY/3V ONA :Dd
SLT TU VW T'0 ‘P6°F *01Add  ‘UOCIED PRIBALOY ‘0°0 03 0°C— T:T"A9VAL N T dALd %M € ‘'S8T  S8T
FEX| (@D “Qua1Ind ‘s9[04d ‘op) yuarmd ‘(3 a) (A) rTenuayod doua1aya1 ‘(A) 9)A[01309[H uonisodwod # 21N3oN1S
Ariqels 3urpsDd souejroede) dunerado Tenuajod xopoy 9po1A[A

‘9po13d3[a 193UNno)D

'90UB217 paModun 0'g uong LNy suowiwoD aaireas) e sepun pasusol|siapiesiyl |[EEGEEL ()

"INV 62:85:9 G20Z/G/ZT UO papeo|umoq "9TOZ dUng /0 UO pausiiand 901y sseody uado

(panupuod) £ s\gel

This journal is © The Royal Society of Chemistry 2016

6370 | Chem. Soc. Rev., 2016, 45, 6345-6404


http://creativecommons.org/licenses/by/3.0/
http://creativecommons.org/licenses/by/3.0/
https://doi.org/10.1039/c6cs00173d

Open Access Article. Published on 07 June 2016. Downloaded on 12/5/2025 6:58:29 AM.

Thisarticleislicensed under a Creative Commons Attribution 3.0 Unported Licence.

(cc)

Chem Soc Rev

molecular weight of the compound in g mol . Typically, the
Ciheor is used to assess how well the material could perform
under optimized conditions. If the Cy,eor is reached, then it is
expected that the electrode cannot accept any more charge.

The specific capacity (Csp) is the measured capacity of the
electrode at a specific current density for either charging or
discharging. The C, is reported in mA h g~! and by measuring
Cp at different rates (usually reported as a C-rate, where 1C is
the amount of current it would take to collect the total charge of
the Cineor in 1 hour) the rate capabilities of the electrode can be
determined. The Cgj, is typically calculated from galvanostatic
charge/discharge curves using eqn (2):

iAt

“=36xm

(2)

Here, i is the current in milliamperes, A¢ is the time of
discharging (charging) in seconds, and m is the mass of the
active material in grams. If the Cg, at low and high rates are
similar, it can be said that the electrode has high rate capabilities.
This typically depends on the electron transfer kinetics of the
compound, and the electronic and ionic conductivity of the
electrode and electrolyte.

The coulombic efficiency (CE) is measured by dividing the Ci,
for discharging by the Cj, for charging. This provides insight into
the reversibility of the redox reactions and indicates whether any
side reactions occur with the electrode and electrolyte. The CE is a
good indicator of whether a stable solid electrolyte interface (SEI)
is formed in the charging cycles and if the material itself will be
stable upon extended cycling. If the CE is low in the first charging
cycles but increases to ~100% afterwards, it is typically attributed
to SEI formation.

The cycling stability is an important parameter that quantifies
the retention of capacity upon charging and discharging the
electrode multiple times. Usually this measurement is performed
under galvanostatic conditions and is reported as a percentage
of the initial capacity after a specified number of cycles. The
current density (or C-rate) must be specified for these measure-
ments because the rate can have a significant effect on the
cycling stability. This effect is especially pronounced if capacity
fading is due to electrode dissolution, which is a common
problem with organic electrode materials.

The potential at which the redox process(es) occur(s) is also
a very important parameter. Combined with the capacity,
the redox potential can be used to predict the energy density
of the device when paired with an anode/cathode of known
redox potential. To have a high energy density, the potential of
cathode material should be as high as possible while that of
anode material should be as low as possible within the electro-
chemical window of the electrolyte, or within the electrolytes’
ability to form a stable SEI. Although an ideal battery maintains
a constant voltage while it discharges, real batteries tend to
have a decreased voltage with decreasing state-of-charge (SOC).
This creates a sloping voltage plateau that is especially apparent
in polymeric electrodes or in electrodes with multiple redox
events.”® The reduction and oxidation peak splitting is also
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important to provide insight into electron-transfer kinetics, and
to predict the energy efficiency of the device.

While energy and power density are important parameters to
gauge the performance of energy storage, we chose to exclude
them from our evaluation of solid organic electrode materials
since they pertain to fully assembled devices and relate to the
combined performance of all aspects of the device including both
the anode and cathode, the electrolyte, membrane, and resistances
associated with various aspects of the device. Additionally, it is
important to report the electrode formulations and procedure
for electrode manufacturing, electrode morphologies, electrode
thicknesses, electrolyte, and the conditions under which the
experiments are being performed. All of these factors can have
an enormous effect on device performance. For example, in our
lab we have observed that changes in the electrolyte solvent can
influence the electrochemical properties, such as the capacity,
by as much as an order of magnitude. Therefore, we encourage
others to report the details of electrode preparation and testing
in full.

2.2 Redox flow batteries

2.2.1 Redox flow battery working principle. RFBs are a
promising technology for grid energy storage, power quality
control, and load-leveling applications (providing relief for
electricity generation systems at peak times, and storage of
electricity at off-peak times). Some RFBs based on inorganic
redox couples have been operational since the 1990’s.>* The
first redox flow batteries date back to 1949, but recently there
has been a resurgence of interest into their design (Fig. 1c).
In RFBs the anolyte and catholyte are stored in tanks. The
electrodes are typically high surface area carbon (HSAC) and
the catholyte/anolyte penetrates into the electrode where it is
reduced/oxidized. Pumps for the anolyte and catholyte circulate
the liquid through the cell. A membrane, typically Nafion,
separates the anolyte and catholyte but allows ion migration
in order to balance the charged redox species. RFBs are typically
used for stationary energy storage for the grid and can be very
large, decoupling the energy density (size of the storage tanks)
from the power density (size of the HSAC electrodes). Hybrid
devices containing one solid electrode and one solution electrode
have also been reported.

2.2.2  Performance metrics of redox flow batteries. RFBs have
a variety of performance metrics that need to be considered.
When designing a redox couple for either the anolyte or catholyte,
one of the biggest requirements for a high performing device is
the solubility of the redox couple. The solubility should be
as high as possible without adding a large amount of redox-
inactive groups. This requirement stands in stark contrast to
solid-electrode batteries where the materials have a strict
requirement to be completely insoluble in the electrolyte of
interest. The diffusion kinetics and electron transfer rates are
also very important for the performance of the redox-active
electrolyte. Obviously, in order for a high rate capability, diffu-
sion kinetics and electron transfer rates should be as high as
possible. These parameters are inherently harder to predict
than solubility, and, therefore, reporting these properties are
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important for understanding device performance and the
development of new materials for RFBs. The potential where
the redox-active material operates is also important. For both
aqueous and organic RFBs, the anolyte and catholyte should be
near the extremes of the operating potential of the electrolyte to
allow for both high voltages and stable operation. The capacity
of RFBs is typically measured in terms of the volumetric
capacity (Cy) in Ah L™ " or in Cyp. The C, is calculated by eqn (3):

iAt

N =35xT (3)

Here, V is the volume of the anolyte or catholyte including the
redox couple and electrolyte.

In terms of overall device performance, the energy density
dictates the amount of energy the device can deliver. It is
usually reported in W h L™" and is calculated using eqn (4):

[iv(0)de

Energy density = 6%V

(4)
Here, V(¢) is the absolute voltage over time and d¢ is the change
in time over discharge. The power density is the amount of
energy released over time at a specific rate and is therefore
calculated using eqn (5):

Energy density
- - 5
& (5)

Power density =
The CE is also an important parameter that provides information
about the chemical reversibility of the system. CE is calculated the
same way as it is for batteries. Additionally, the voltage efficiency
(VE) provides information about the resistance and kinetics of the
device including the electrode polarization, diffusion polarization,
and membrane polarization. VE is calculated by dividing the
discharging voltage by the charging voltage. Energy efficiency
(EE) is another important metric, which provides the round-trip
efficiency of the device and the overall loss. EE is affected by all
the parameters included in the VE and CE and is calculated by
dividing the discharging energy density by the charging energy
density. The cycling stability is also important for evaluating
device performance. Typically, if the redox reaction is reversible
and there are no side reactions with the electrolyte or issues with
solubility, the capacity fading should be only due to leakages in
the system, an engineering problem that can be solved prior to
scaling up the device for commercial applications.

2.3 Supercapacitors

2.3.1 Supercapacitor working principle. Supercapacitors (SCs)
are EESSs that are very similar in architecture to solid electrode
batteries (Fig. 1d). Their ability to store charge is described by
their capacitance, rather than capacity. Capacitance is the ability
to store an electrical charge. In capacitors and SCs, capacitance
is constant over a defined voltage window.>® In a galvanostatic
charge/discharge experiment, an equal rise/fall in potential as a
function of charge is observed. In a cyclic voltammetry experi-
ment, this is observed as a constant current as a function of
potential (inset Fig. 1d).
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SCs have power densities orders of magnitude higher than
batteries and can store a significant amount of energy, although
typically less than batteries. SCs are intermediate in terms of their
power and energy densities compared to conventional capacitors
and batteries (Fig. 2). As such, they are ideal for complementing
or replacing batteries in applications that require rapid charge/
discharge, such as load-leveling, storage of energy generated from
intermittent renewable power sources, and for acceleration and
braking in electric vehicles. SCs are classified into two categories
based on their mechanism of charge storage: electric double layer
capacitors (EDLC); and pseudocapacitors. EDLCs are the more
traditional type of SCs, and store charge electrostatically between
the electrode and electrolyte interface. This type of capacitance
relies on a surface charging of conductive materials, usually
HSACs, therefore capacitance is limited by surface area.”” Pseudo-
capacitors store charge through fast, reversible surface (or near
surface) formal redox reactions. As Conway describes it, “pseudo-
capacitance arises when the extent of reaction, Q, is some
continuous function of potential, V, so that a derivative, dQ/dV,
arises that has properties of capacitance”.”® Pseudocapacitance
arises from many different mechanisms and the reader is referred
to the work of Conway for further information.®

2.3.2 Performance metrics of supercapacitors. The perfor-
mance of SC materials is evaluated based on a series of important
parameters. These include specific capacitance (Cp), operating
potential, cycling stability, and CE. The Cj,, or amount of charge
stored, can be calculated using cyclic voltammetry, galvanostatic-
charge discharge experiments or electrochemical impedance
spectroscopy, and is reported either in terms of gravimetric
(F g "), volumetric (F L"), or areal (F cm™?) capacitance. The
general equation to calculate Cp, is described in eqn (6):

_ i
Coe = @y yan (6)
Here, 7 is the current in amperes, m is either the mass, volume,
or area, and dV/dt is the change in voltage over the change in
time in volts per second. The potential at which SC materials
operate is important for the overall energy and power density of
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Fig. 2 Ragone plot comparing the performance of various EESSs.
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the devices. This is because the overall operating voltage of the
SC device has an exponential relationship with the maximum
power (Ppax) and the energy density according to eqn (7) and (8):

Viz
4dmR;

P, max — (7)

. 1
Energy density = ECPC V2 (8)

Here, V; is the initial voltage of the device in volts, R is the
equivalent series resistance in ohms, and V is the voltage of the
SC in volts.

Importantly, SC electrode materials must have high cycling
stability. Materials suitable for commercial devices must experi-
ence little capacity fade over thousands of cycles.

3. Solid electrode batteries
3.1 Metal-ion batteries

Organic materials can be used as the anode and/or cathode in
metal-ion batteries. Typically, organic materials are synthesized
in the neutral state without charge-balancing ions incorporated
into their structure. In order for metal-ion batteries to function,
the opposite electrode must contain the charge-balancing
metal ions. For example, if a cathode material does not contain
metal ions in its structure, the anode must contain metal ions
and vice versa. In order to satisfy this requirement, the counter
electrode is usually a reduced metal (e.g. magnesium, sodium,
lithium) regardless of whether the organic electrode is the anode
or cathode material. Using reduced metals as the counter
electrode maximizes the operating potential of the battery when
different cathode materials are tested. Recent work in organic
electrodes for metal-ion batteries has focussed on a number of
aspects in order to improve performance and the overall cost of
the entire device. The relatively low potential at which organic
electrodes operate limits the overall energy and power density
when incorporated into a full device. By adding electron with-
drawing groups (EWGs), the potential at which the organic
cathode accepts an electron is increased. Conversely, adding
electron-donating groups (EDGs) to anode materials lowers the
reduction potential and also increases the operating potential
of the device. These increase the overall operating voltage of the
device, but also have the effect of decreasing the Cipeor since
the EWG/EDGs typically add mass to the compound without
affecting the number of electrons it can accept. Other popular
strategies to tune the redox potential include substituting
heteroatoms into the aromatic core, and developing different
isomers without significantly changing the mass: charge ratio
of the compound.

Another popular strategy to overcome the low voltages of
organic compounds is to use compounds that inherently have a
high mass: charge ratio. These have high a Cyy,cor and can exhibit
high energy densities without necessarily having a high voltage.
Obviously, the best solution would be to combine the two
strategies of increasing voltage and Cineor, however more work
is needed to find an optimal trade-off between Cipeor and voltage.

This journal is © The Royal Society of Chemistry 2016
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Decreasing the cost of the electrode, especially the cathode,
is a major motivation for the investigation of organic electrode
materials. This is because the cathode in lithium-ion batteries
can account for ~30% of the cost of the device. Although the
investigation of organic electrode materials with high perfor-
mance is important, it is equally important to develop low cost
materials for applications that do not necessarily require a high
energy or power density. The use of electrolytes other than
lithium can also greatly decrease the cost of the device.
Although lithium has the lowest reduction potential and high-
est Cupeor Out of all the alkali metals, it is also the most
expensive. It is expected that the cost of lithium will continue
to increase due to depletion of resources.”

3.1.1 Small molecule cathodes. Small molecules are widely
studied in metal-ion batteries. Small molecule quinones, in
particular, represent the most widely studied molecules for
lithium-ion battery cathodes due to their two electron reduction
that provides a high Cineor, and fast, reversible electrochemis-
try. However, their solubility in battery electrolytes, low con-
ductivity, and low voltage limit their application in commercial
devices. Accordingly, recent work has focussed on decreasing
their solubility, attaining high conductivity to increase Cip’s,
and increasing their reduction potentials.

In an effort to both decrease the solubility and increase the
capacity of quinones, Zou et al synthesized a tetrahydro-
hexaquinone, 1, which has a high Cg,eor Of 628 mA h g 1.2°
When measured at 200 mA g~ ' it reaches 54.1% of its Cieor,
retaining 26.5% of that value when the current is increased
to 800 mA g~ '. The electrode has a sloping voltage plateau
between 3.5 and 2.4 V vs. Li/Li" due to the complex redox
chemistry of the multiple carbonyl groups on the compound.
The large aromatic structure along with a lack of solubilizing
alkyl groups make it less soluble than its parent anthraquinone.
Nevertheless, slight solubility still causes a decrease in cycling
stability to only 58.8% of the initial capacity after 40 cycles.
Although increasing the size of the aromatic structure decreases
solubility and can yield large Cieor's, the proximity of the redox
groups can impose electrostatic repulsion upon reduction. This
will limit the Cy, and may also disrupt the crystal packing
leading to dissolution and capacity fading.

Another strategy to improve the cycling stability and also
raise the reduction potential is to functionalize quinones
with ionic groups to prevent dissolution in organic electrolytes.
When anthraquinone was functionalized to form the mono- and
disodium sulfate anthraquinones 2 and 3, both compounds have
high Cgy’s, 130 and ~150 mA h g~' at 0.2C for 2 and 3
respectively, when studied in a lithium-ion battery.>** Compared
to the mono-substituted compound, further substitution of the
anthraquinone ring raises the average reduction potential by
150 mV due to the extra electron-withdrawing effect afforded by
the additional sodium sulfate group. The additional ionic group
also improves the cycling performance from ~50% to 92% after
100 cycles at 0.1C. This is an effective way to both increase
cycling stability and redox potential, however the heavy sulfate
groups have a significant impact on the Ciheor. The trade-off
between Cineor and redox potential, and its effect on energy
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density, is a general concern when designing electrodes materi-
als using this strategy.

Using porous carbons that can entrap the redox active
molecules to prevent dissolution is another strategy to improve
cycling stability. Li et al. attempted to improve the cycling
stability of bis-naphthoquinone 4 by impregnating it within
mesoporous carbon CMK-3.>" They found that it achieves
almost 100% of its Cheor at 0.1C, which is an improvement
from electrodes prepared by simply mixing with carbon black.
The capacity retention is also improved compared to that of the
conventional electrode, retaining 65.7% of the initial capacity
after 50 cycles at 0.1C. In a more recent report, this method was
extended towards compounds 5, 6, and 7.**> Using a highly
concentrated ether based electrolyte, a high capacity (>97%
of the Ciheor) is attained for each compound, as well as an
impressive 83.9% capacity retention after 100 cycles at 0.2C for
5. The Cy, for these compounds are very high, but the cycling
stability is inadequate for practical use. An effective way
to achieve higher Cy,’s is impregnating porous carbons with
redox active materials. This improves active material usage and
cycling stability, but cannot alleviate the problems associated
with dissolution; an issue similar to what has been observed in
metal-sulfur batteries. A combination of approaches to deal
with solubility issues will be required in the future development
of small molecule cathodes.

In another effort to improve the cycling stability and work-
ing potential of lithium-ion battery cathodes, a carbonyl group
on anthraquinone was replaced with a thiocarbonyl group to
form 8.%% It was found that the cathode prepared with 8 has a
222 mAh g~" Cy, at 0.1C with two discharge plateaus at 2.7 and
2.1 V vs. Li/Li". This material has improved cycling stability
compared to the parent compound, retaining 33.8% of the
initial capacity after 40 cycles, however the cycling stability is
still relatively poor, attributed to side reactions and dissolution.
The use of thiocarbonyls decreases solubility, but also increases
charge carrier mobility, as demonstrated by work on thionated
arylene diimides.>** It is therefore not surprising that thio-
carbonyls have improved performance. This work demonstrates
that substitution at redox active units modifies redox potential
in a favourable manner. However, the cycling stability is still far
from ideal, highlighting that the reversibility of the redox unit
must be considered along with potential.

In order to increase the reduction potential of anthraquinone
and phenanthrenequinone, 9, nitrogen containing heterocyclic
versions were investigated using both computational chemistry
and electrochemical analysis in lithium-ion batteries.>® The
authors found that replacing the carbon atoms in the 1, 4, 5,
and 8 positions with nitrogen to form 10 increases the reduction
potential from 2.13 V in anthraquinone to 2.75 V vs. Li/Li".
Similar results were obtained for compounds 11 and 12. In
addition to the inherent voltage gain by the electronegative
elements, positioning the nitrogens such that they can coordinate
with the lithium counter-ions increases the voltage even
further. This work demonstrates improving the voltage of
organic carbonyl cathodes without having a detrimental effect
on Ciheor- Combining this approach with ones that improve
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cycling stability, such as addition of ionic groups and/or
impregnating into porous carbon, might lead to even higher
performance electrodes.

Using crystalline nanostructures of small organic molecules
is another strategy to enhance cycling stability and performance.
Crystalline nanowires of 13 were synthesized in order to accom-
modate the lithium-ion insertion associated with charging as
well as overcome conductivity issues.>” The nanowire electrodes
have a 200 mA h g~' C, at 0.1C and 100 mA h g~ ' at 6C. The
nanowires retain 100% of their initial capacities after 110 cycles
at 0.2C, which is much better than the electrodes fabricated from
microwires or the bulk materials. This increased capacity reten-
tion is due to the nanowire electrode’s ability to accommodate
lithium-ion insertion without fracturing (Fig. 3). This is an
excellent demonstration of the profound effect that nanostruc-
turing has on the performance of crystalline organic electrode
materials. It is important to note that although the polarization
of the electrode remains close to 400 mV, it decreases with the
size of the nanostructures. Further decreasing the size of
the nanostructure should lead to an even lower polarization,
allowing for an even higher performing material with an increased
rate capability.

A . “
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10 pm
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(c

Fig. 3 SEM images of 13 (a) micropillars, (b) microwires, and (c) nanowires
after 100 cycles. (Reproduced from ref. 37, reprinted with permission,
copyright 2014, American Chemical Society).
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A clever way to increase the voltage in carbonyl containing
molecules without adding EWGs or electronegative atoms was
introduced by Gottis et al.*® The authors examined the voltage
gain in lithiated enolates with carbonyls in either the ortho-
or para-position. They found that when the carbonyl groups
were in the ortho-position, compound 14, a voltage gain of
~300 mV compared to the para regioisomer is observed. This
lithium enolate is very stable with a 100% retention of capacity
after 30 cycles, however, only 43.6% of the Cieor is Obtained.
Although the electrode morphology is not reported, the material
usage may be improved by decreasing the domain size of the
active material to improve homogeneity. Shimizu and coworkers
studied the effect of lithiocarboxy groups on the cycling stability
of carbonyl containing compounds 15, 16, and 17.%° In all cases,
the cycling stability is improved without significantly affecting
the voltage compared to the compounds without lithiocarboxy
groups. The improved stability is attributed to strong inter-
molecular interactions between the lithiooxycarbonyl groups
preventing dissolution (Fig. 4). In their best performing com-
pound, 17, the authors observe a 217 mAh g™ * Csp at 0.2C with
a potential of 2.39 V vs. Li/Li*, which decreases to 34.7 mAh g ™"
at 5C and retains 86% capacity after 20 cycles at 0.2C. This
shows how to improve cycling stability by taking advantage of
the ability of lithium to form an ionically bonded polymeric
network. However, the active material usage is low. Although the
morphology of the electrode was not reported, the active material
usage could be improved by decreasing the domain size of
active material in the electrode and improving homogeneity. In
an interesting report, Kim and coworkers re-examined the
dilithium rhodizonate salt, 18, that has a high Cy, (580 mA h g
at 50 mA g 1), but only a 20% retention in capacity after 25 cycles.*’
By using a combination of first principles and X-ray studies,
they concluded that the large capacity fading observed for 18
is due to a crystal structure change causing exfoliation during
lithium extraction. This report highlights the importance of
designing a crystal structure that does not undergo a phase
change after lithium insertion.

In another effort to increase the voltage of organic cathode
materials, Yokoji and coworkers examined the use of electron-
deficient benzoquinones 19-22.*" They found that the addition
of fluorinated EWGs improves the voltage by up to 600 mV from

Electron v
Acceptor _<\ /L'\

Electron
Acceptor
Electron
Acceptor

Electron
Acceptor

Fig. 4 Schematic of the intermolecular interactions provided by lithiooxy-
carbonyl groups preventing dissolution in 15, 16, and 17. (Reproduced from
ref. 39, reprinted with permission, copyright 2014, Elsevier Ltd.).
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2.5 V for 19 to 3.1 V vs. Li/Li" for 21 and 22, albeit with a
decrease in Cy,cor due to the addition of redox-inactive mass.
However, for compounds 21 and 22, the Cg, exceeds the Cineor,
which the authors hypothesize is due to the ability of each
molecule to accept extra charges because of the highly EWGs.
The extra capacity in the highly fluorinated compounds is
interesting, but the extra mass lowers the Ciheor and is not
offset by the increased voltage and Cg,. The authors also
observe an increase in stability for the fluorinated compounds
due to a stabilization of the radical and dilithiated intermediate
by lithium-fluorine interactions, although capacity fading is
still rapid due to dissolution. An alternative route to increase
the cycling stability of a battery without significant modifica-
tion of the chemical structure is to use a solid-state electrolyte.
Zhu and coworkers reported the use of pillar[5]quinone, 23, as
the cathode material in an all-solid-state battery that exhibits a
418 mA h g C,p, and a 94.7% capacity retention after 50 cycles
at 0.2C."® Although this is an effective strategy to increase
cycling stability, the rate capability of the cathode is relatively
low with ~50% retention of capacity when discharged at a rate
of 1C, likely due to the low ionic conductivity of the solid-state
electrolyte rather than the inherent properties of the cathode.

To design small organic molecule cathodes with high voltages,
Wu and coworkers examined the correlation between the
aromaticity and voltage of carbonyl containing polycyclic aro-
matics with density functional theory (DFT).**> The authors
found that molecules that form higher numbers of Clar sextets,
or have a positive change in aromaticity, upon reduction have a
higher voltage for reduction (Fig. 5). Using this principle, they
designed 24, which has a 2.77 V average voltage vs. Li/Li" and a
243 mA h g7 Cyp, 60.3% Of its Cyneor- This is a straightforward
strategy to design high voltage cathodes that takes into con-
sideration the difference in aromaticity in the neutral and
reduced compound. Voltages over 3.0 V vs. Li/Li" should be
attainable by combining this strategy with the introduction of
EWGs or heteroatoms to further increase the electron affinity.
Wang and coworkers reported an all-organic sodium-ion battery
that uses different oxidation states of the quinone compound,
25, as both the cathode and anode material.*> The quinone
groups on the molecule afford redox activity at high potentials
while the carboxylate groups are redox-active at low potentials
(Fig. 6). For the cathode, a 183 mA h g~ ' Cy, at 0.1C is attained,
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Fig. 5 Correlation between the change in aromaticity and the reduction
potential of small molecule quinones. (Reproduced from ref. 42, reprinted
with permission from The Royal Society of Chemistry).
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Fig. 6 Redox mechanism of compound 25 at low and high potential.
Adapted from ref. 43.

which is ~98% of its Cieor- When constructed as a half-cell with
sodium as the counter and reference electrode, the cathode has
two voltage plateaus at 2.36 and 2.10 V vs. Na/Na" and retains
84% of its initial capacity after 100 cycles at 0.1C. Improving
cycling stability and investigating the capacity fading mechanism
are important future topics for this material.

To determine the effect of halogen substitution on the
reduction potential of quinones for sodium-ion batteries, Kim
and coworkers used DFT to design a tetrachloroquinone, 26,
for sodium-ion battery cathodes.** The compound exhibits a
150 mA h g~ ' Cy, at 10 mA g~ ' with relatively high voltage
plateaus at 2.9 and 2.6 V vs. Na/Na'. Unfortunately, it undergoes
rapid capacity fading due to dissolution, retaining only 5%
of the capacity after 20 cycles. However, capacity retention is
improved to ~25% when 26 is impregnated into a porous
carbon. The positive effect that substitution with chlorine
atoms has on voltage is impressive, but capacity fading is still
the largest barrier towards a high performance material. Small
molecule quinones can also be used for multivalent batteries
such as magnesium-ion batteries. Dimethoxybenzoquinone (27) is
a promising cathode material for magnesium-ion batteries.*> By
cycling in a sulfolane electrolyte, 27 displays a 100 mA h g~ * Cep
after 10 cycles at 10 mA g~ " and retains 20% of this capacity after 50
cycles. Unfortunately, a high degree of polarization is required for
charging and discharging, with a 2.9 V potential needed for
charging, while only having a discharge voltage of 0.4 V vs. Mg/
Mg*". In an effort to improve reversibility, 27 was later examined in
a magnesium bis(trifluoromethane sulfonyl)imide (Mg(TFSI),)-
MgCl, dimethoxyethane (DME) electrolyte.*® This electrolyte greatly
improved the performance of 27, with the electrode having a
226 mAh g ' Cy, at 0.2C on the first cycle and a 2.0 V discharging
voltage vs. Mg/Mg>". However, due to the solubility of 27 in the
electrolyte, only 74 mA h g™ is retained after 30 cycles. Although
the performance of quinone materials in magnesium-ion batteries
is limited, magnesium-ion battery chemistry is still in its infancy.
Magnesium-ion battery electrolytes that promote reversible electro-
chemistry at both the anode and cathode are needed, and this
should allow organic electrode materials to be seriously considered.
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Arylene diimides are another popular class of small molecules
that have been investigated for metal-ion battery cathodes. Their
low cost, ease of functionalization and relatively low solubility
make them attractive candidates for energy storage. Due to steric
hindrance and electrostatic repulsion, the reduction of the third
and fourth carbonyl groups is irreversible, leading to decomposi-
tion (Fig. 7). Therefore, the maximum number of electrons that
each arylene diimide molecule can reversibly accept is two,
limiting the Cyeor.”” Arylene diimides suffer from the same low
voltage problem as other organic molecules, having a reduction
potential of ~2.5V for the unsubstituted naphthalene diimides
(NDIs). The most effective strategy for improving the perfor-
mance of this class of molecules is increasing the reduction
potential without adding a large amount of mass.

In an effort to increase the voltage of NDIs in lithium-ion
batteries, Vadhera and coworkers introduced different substi-
tuents onto the NDI core in compounds 28-34.*° They observed
that attachment of cyano groups to the NDI core in compound
34 increases the voltage from 2.55 V in the parent compound 32
to 2.90 V vs. Li/Li" for the first reduction. It was also observed
that when the diimide nitrogens were functionalized with hexyl
groups, the capacity faded rapidly due to dissolution. However,
when the unsubstituted compounds are used, a higher cycling
stability is observed but with a low capacity due to an unfavourable
crystal packing. The use of hexyl side chains will undoubtedly
lead to problems with dissolution and lower the Cineor. Although
the unsubstituted NDIs reported in this work performed poorly,
better results may be obtained by improving the morphology.
Improved morphology can be achieved with processing techni-
ques that improve homogeneity and decrease the domain size of
the active material. When a benzoic acid functionalized perylene
diimide (PDI) 35 is treated with hydrazine, it performs better
compared to an untreated sample.*® Hydrazine increases the
conductivity of the electrode and therefore improves material
usage as well as the rate capabilities with an 85 mA h g * Csp at
1C and 68 mA h g~ ' at 10C with an 88% capacity retention after
200 cycles at 5C. The low Cypeor 0Of 35 limits performance, but the
hydrazine treatment that improves conductivity could also be
applied to NDI analogs that have higher Cieor’s, and should be
investigated in the future.

In an effort to decrease solubility and improve cycling
stability of NDIs without adding excess mass, a triangular
shaped NDI, 36, was synthesized.>® The active material usage
is ~95% with a 146.4 mA h g™ ' Cy, at 0.1C and an excellent rate
capability with a 58.1 mA h g~' Cy, at an enormous rate of
100C. The low solubility of this compound affords good cycling
stability with ~60% retention after 300 cycles at 10C. 36 is

MO
+2e;+2M*

MO

Irreversible process, decomposition

Fig. 7 Arylene diimide reduction mechanism showing the decomposition during the third and fourth reductions. Adapted from ref. 103.
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slightly soluble in the neutral and reduced states and this leads
to capacity fading. The high rate performance is attributed
to lithium-ion diffusion through the triangular channels in
the NDI triangle. Additionally, this triangular arrangement
electronically couples the redox units allowing for electronic
conductivity. Synthesizing rigid materials with inherent porosity
is an effective way to make insoluble materials that can have
high rate capabilities. The cycling stability could be improved by
using the perylene diimide derivatives that are generally less
soluble, or by covalently linking triangular shaped units together
to form a network-like structure.

Arylene dianhydrides and diimides can also be used for
sodium-ion battery cathodes. Luo and coworkers success-
fully developed a sodium-ion battery cathode with perlyene
dianhydride 37.' The compound exhibits a high rate capability
with a 145 mA h g ' C, at 10 mA g ' and 91 mA h g !
1000 mA g~ '. 37 also has a moderate cycling stability with a
69% retention of the initial capacity after 200 cycles at 1.4C and
a high CE of ~100% after the first few cycles. This study
demonstrates that inexpensive organic pigments can be success-
fully applied as electrode materials for sodium-ion batteries. 37
has also been used as a potassium-ion battery cathode.’® Using
potassium as the anode, the Cyp, is 131 mA h g~ at 10 mA g~ *
and 73 mA h g ' at 500 mA g~ *. Deng and coworkers examined
crystalline PDI 38, also as a cathode for sodium-ion batteries.”?
38 has a relatively low voltage compared to the dianhydride 37,
with a 1.7 V reduction plateau vs. Na/Na" (2.3 V for 37). 38 has a
138.6 mAh g ' Cy, at 10 mA g~ !, which slightly exceeds its Cineor,
and a 90% retention of its initial capacity after 300 cycles.
Organic pigments can be used as inexpensive battery electrodes
with respectable performances, however issues such as cycling
stability and voltage still need to be addressed.

An increasingly popular strategy for developing sustainable
lithium-ion battery electrodes is to use bio-derived electrode
materials. Lee and coworkers built upon their previous work
using a flavin unit, 39, as a cathode material. By hybridizing the
flavin unit with single-walled carbon nanotubes (SWCNTs),
the electrode uses 98% of the Cipeor to provide a high Cj, of
204 mA h g~ at 1C compared to 84% of the Cypeor at 10 mA g~ "
in the previous report.”** Hybridizing with SWCNTs also
improved the cycling stability, with a 99.7% retention of capacity
after 100 cycles at 0.2 A g, due to the strong n-r interactions
between the aromatic rings in 39 and the SWCNT surface (Fig. 8).
This is a general strategy that can be applied to both anthraqui-
none and (—)-riboflavin, 40. In an effort to increase the C, of the
bio-derived molecules, the same group reported the use of
alloxazinic forms of flavin with more simplified structures 41,
42, and 43.°° They observed that while the Cypeor increases going
from 41 to 42 to 43, the Cj;, only increases for 42, suggesting that
there is strong electronic repulsion between molecules of 43
when accepting two electrons. A high Cy, (236 mA h g~ ' at 1C)
and a 92% capacity retention after 200 cycles at 1.0 A g
reported for 42, partly due to the use of the SWCNT hybridization
strategy for electrode preparation. The authors also reported that
41, 42, and 43 were useful for sodium-ion battery cathodes.
Although a higher Cy, for 42 is achieved in the sodium-ion
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Fig. 8 (a) Schematic representation of the hybridization between 39 and
SWCNTs giving better conductivity and strong n—m interactions. (b) Sche-
matic of the charge storage mechanism of 39. (Reproduced from ref. 55,
reprinted with permission, copyright 2014, Wiley-VCH).

battery (255 mA h ¢~ " at 50 mA g~ '), the cycling stability is poor,
with only a 50% retention after 20 cycles. This is an excellent way
to incorporate redox units found in biological systems into metal-
ion batteries, and addresses issues such as cycling stability,
voltage, and capacity.

Indigo carmine 44 is widely used as a food dye and was
investigated as a lithium and sodium-ion battery cathode. 44
has a 110 mA h g~' C,, at 10 mA g~ ' and a 2.2 V potential vs.
Li/Li* with a lithium electrolyte and 106 mA h g~ * at 10 mA g~ *
at a 1.8 V potential vs. Na/Na“ using a sodium electrolyte.®”
After 40 cycles, the compound retains 82.7% and 81.1% of its
initial capacity at 10 mA g ' in lithium and sodium-ion
batteries respectively. The sulfate groups on 44 decrease the
Ciheor and their electron-withdrawing character does not raise
the voltage enough to compensate for the low Cgp,.

In a recent report, hypervalent sulfur, 45, and selenium, 46,
compounds were isolated and used as cathode materials for
lithium-ion batteries.”® The compounds have 64.4 mA h g~*
and 76.7 mA h g~ ' Cyp’s at 1.2C for 45 and 46 respectively, with
a high stability of ~90% retention after 50 cycles for both
materials. Although these compounds are interesting, their low
Csp's need to be improved. Decreasing their molecular weight
by removing the perfluoroalkyl chains are suggested future
areas of inquiry. Fullerene Cg, 47, was recently studied as a
magnesium-ion battery cathode.>® Using a Grignard reagent/
AICl; electrolyte, it has a 50 mA h g™ * Csp in the first cycle but
decreases quickly after 10 cycles to ~5 mA h g~ ' because of
dissolution. Due to the lack of electrophilic functionalities
in 47, this compound is chemically stable in the Grignard
reagent-containing electrolyte required for reversible magnesium
stripping and plating. More work is needed in the area of
magnesium-ion batteries, but the relatively low voltage
hysteresis in 47 is promising.

3.1.2 Non-conjugated polymer cathodes. While small mole-
cules have a number of advantages in metal-ion batteries, such
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as high capacity and ease of functionalization, they often have
high solubility in electrolytes, leading to low cycling stability.
In an effort to improve the cycling stability but retain the
favourable properties of small molecule cathodes, an attractive
strategy has been to incorporate them into polymeric materials.
Polymeric materials can be designed to be insoluble, or less
soluble, in electrolyte solutions while still retaining the high
Ciheor Of small molecules.

Arylene diimides can be readily incorporated into non-
conjugated polymeric materials. This is because the parent
dianhydrides can be condensed with a diamine to form an
insoluble material in a one-step reaction. In an effort to form a
flexible and free standing cathode film, Wu and coworkers
performed an in situ polymerization of pyromellitic dianhy-
dride with ethylene diamine and SWCNTs to form 48.°° The
in situ polymerization formed a hierarchical structure with 48
wrapped around the SWCNTs to form a freestanding film,
which was used as a binder-free cathode. This material exhibits
good rate capabilities with a high Cy, of 226 mA h g~' at 0.1C
and 120 mA h g~ ' at 20C. The material also retains 85% of its
initial capacity after 200 cycles at 0.5C due to its insolubility in
the electrolyte. In a continuation of the work, 49 was synthe-
sized by polymerizing pyromellitic dianhydride with a triamine
in the presence of SWCNTs using the same in situ polymeriza-
tion strategy.®’ Similarly, the electrode forms a freestanding,
flexible film where 49 is wrapped around the SWCNTs (Fig. 9).
Although the Cy, is slightly lower than the previous work (179
mA h g~' at 0.1C), the cycling stability is slightly improved
(86.6% retention after 200 cycles at 0.5C), and the electrode is
very durable, with 80% retention of the initial capacity after
1000 bending cycles. This work demonstrates that the in situ
polymerization of arylene diimides is a promising technique to
make flexible electrodes. A series of different non-conjugated
arylene diimide polymers with pyromellitic, NDI, and PDI cores
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with different lengths of diamine spacers (compounds 48,
50-53) were studied for sodium-ion battery cathodes by Wang
and coworkers.®® By examining different arylene cores, a systematic
increase in voltage when increasing the ring size from pyromellitic
(48) to PDI (51) from 1.73 V to 1.94 V vs. Na/Na' is observed because
the increasing ring size increases the electron affinity. Additionally,
the Cyp varies from 124 mAh g ', 132 mAh g ', t0 107.7mAh g*
in 48, 50, and 51 respectively, although the capacity in the last
case can be increased to 148.9 mA h g~ " when the carbon content
is increased from 30% to 60%. Importantly, as the size of the
arylene core increases, the cycling stability also increases with an
83% retention after 150 cycles at 200 mA g for 51. When varying
the alkyl spacer length from propyl to butyl with the PDI core, the
Csp decreases to 116 mA h g ' and 100 mA h g~ " at 25 mA g~
for 52 and 53 respectively, likely due to the insulating effect of
the alkyl chains that prevents efficient charge transfer. The use
of arylene diimide polymers connected through the nitrogen
atoms is a straightforward way to synthesize inexpensive cathode
materials that can solve some of the capacity fading issues
with small molecules, especially dissolution. However, the cycling
stability still needs to be improved, and the low voltages of
these materials are still a concern. Future work should focus on
increasing the voltage through substitution of the aromatic
rings and increasing cycling stability.

To determine the effect of block copolymer structure on the
performance of arylene diimide lithium-ion battery cathodes,
54 and 55 were synthesized with varying poly(ethylene oxide)
(PEO) block lengths and incorporated into binder-free, low
carbon cathodes.®® Although the pyromellitic compound 54 has
a higher Cyeor, the NDI 55 performs the best, with a 196 mA h g’1
Csp at 0.1C and a 54% capacity retention after 100 cycles at 0.1C.
Interestingly, it was found that better performance is achieved
with longer PEO blocks due to an increase in ionic conductivity.
These polymers may find use in devices such as thin film batteries

Fig. 9

(@ and b) Photograph of hybrid 49/SWCNT film, scanning electron microscope image of (c) a cross-section of the hybrid film with a SWCNT

current collector, (d) the top of the bare SWCNT film, and (e) the hybrid 49/SWCNT film. (f) Transmission electron microscope image of hybrid 49/
SWCNT film. (Reproduced from ref. 61, reprinted with permission, copyright 2015, Wiley-VCH).
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due to their high ionic conductivity. However, the active material
content is still low, and increasing the amount of redox active
material while retaining ionic conductivity should be the focus
of future work.

A PDI derivative polymerized with hydrazine, 56, was
reported as a cathode material in an all organic sodium-ion
battery using sodium terephthalate, 57, as the anode.®* The
cathode has a 126 mA h g Cy, at 100 mA g~ " with two voltage
plateaus at 2.45 and 1.86 V vs. Na/Na‘. When used in the all-
organic battery, the full cell has an initial Cs, of 73 mA h g !
with a 1.35 V open circuit voltage. This device has a relatively
low open circuit voltage, but this could be further improved by
using a different anode material.

Pendant polymers have become very popular in the field of
organic radical electrodes, with extensive work performed by
the Nishide group.®® This has recently been extended towards
the “rocking chair” style of metal-ion batteries. In an interest-
ing example of this class of molecules, a dendronized polymer
was synthesized with anthraquinone groups pendant to the
dendrons (58).°® Compound 58 exhibits an 84 mA h g~ Cy, at
0.1C and a high capacity retention (~90-95% after 100 cycles at
0.5C). This is the first example of a dendronized polymer for
energy storage applications and, due to the large macromole-
cular nature, the cycling stability is high. The low usage of
active material is an issue that may be caused by large polymer
domains that are electrically isolated from the conductive
pathway of carbon black particles. A dithiophenedione contain-
ing polymer, 59, was synthesized by the Schubert group and
exhibits a 219 mA h g~ Cy;, at 1C and has a high rate capability,
retaining 190 mA h g~' at 10C when used as a lithium-ion
battery cathode.®” Unfortunately, the capacity fading was
significant, only 52% of the initial capacity is retained after
100 cycles at 1C. The polymer was insoluble in the electrolyte
solution, ruling out dissolution as the capacity fading mechanism,
but spectroelectrochemistry results point to side reactions as
the main contributor to the degradation of performance.
Although this polymer degrades rapidly in the lithium-
containing electrolyte, its high capacity and rate capability
may allow it to be used in other battery electrolytes where the
redox chemistry is fully reversible. This will depend on the exact
mechanism of chemical degradation, and if it can be prevented
by using different salts or solvents. Schmidt and coworkers
reported the synthesis and use of 60 as a lithium-ion battery
cathode with a 258.5 mA h g7 Cipeor-*® The polymer exhibits a
two-step reduction process in solution, but in the composite
electrode with the conductive carbon and binder the reduction
process only has one step. Since the Cy, is ~50% of the Cieor
(137 mA h g™ "), this suggests that each repeat unit accepts only
one electron. The polymer retains 86% of the initial capacity
after 100 cycles at 5C. Interestingly, when the polymer is cross-
linked, the Cy;, decreases but the cycling stability is improved. The
performance of 60 changes from solution to the uncross-linked
and cross-linked film. This indicates that there is room to
improve this system. If conditions are found to improve the
capacity and the cycle life of 60, it should become useful in
some applications.

This journal is © The Royal Society of Chemistry 2016

View Article Online

Review Article

Recently, we have reported the first bio-derived pendant
polymer cathode, 61, using a norbornene-based backbone with
pendant flavin units.®® When built into a device with a lithium
anode, 61 hasa125mAhg ' Cy,at0.1Cand 77mAh g "at 1C.
The capacity degrades fairly quickly, with only 28.3% of the initial
capacity after 200 cycles at 1C, but this is improved to 110% when
cycled with a limited potential window. The increase in capacity
upon cycling is due to an increased electrolyte penetration into
the electrode. Degradation is caused by geometry changes in the
repeating unit upon reduction (Fig. 10). This causes a the flavin
redox units to become isolated from the conductive carbon as
evidenced by the Raman, XPS, and FTIR spectra, and this also
causes an increase in charge transfer resistance. Changing the
connectivity to reduce this geometry change should increase
stability and future work is focussed on addressing this issue,
as well as rate capability.

3.1.3 Conjugated polymer cathodes. Conjugated polymers
have been investigated for metal-ion batteries due to their
inherent conductivity and redox activity. These properties allow
them to be constructed into electrodes with high rate performance
and low amounts of inactive fillers, such as carbon additives
and binders. However, the Cj, is usually low due to the charge-
repulsion from delocalized polarons and bipolarons on the
backbone. In order to mitigate these problems, conjugated
polymers with redox-active groups known to have rapid, rever-
sible electrochemistry and localized charges are designed in
order to reduce charge-repulsion.

Chloroanilic acid and dilithium chloranilate, 62 and 63
respectively, were examined as lithium-ion battery cathodes.”
62hasa119 mAhg ' Cy, at 50 mA g~ with two voltage plateaus
at 3.0 V and 2.0 V vs. Li/Li*, while 63 has a 193 mA h g* Csp
with a sloping voltage plateau between 2.3 and 1.8 V. 63 also
has a better cycling stability with ~75% capacity retention after
20 cycles due to the strong ionic interactions helping to prevent
dissolution. When polymerized with sulfur, these oligomers
exhibit214 mAh g 'and 247 mAh g ' Cyy’sat 50 mA g~ ' for 64
and 65 respectively. The lithiated derivative 65 exhibits a very
high rate capability and cycling stability with a 124 mA h g~*
Csp at a high rate of 10000 mA g~ " and a 90% capacity retention

2 a‘a 34 |
& J. J"a' } ) & QI‘ /
J‘\‘b J) ‘?‘o > I
£ s 4
O3, ad be WY 32
e’ S g 1
"\“: Neutral n? 14
?f‘J /
0
ok o ';f ) 28 70 /60A80
S h
j‘:.:.a (:»; j N J;:‘, apa::lty mAh g
IO
< Q 9.9
@00 % P "QQ‘ ! 43\ »
> > s 2 " - .4
J‘\)A ° 4 J
A“\“ Negative 2 Jf 4“ 2
¥ ,! J: Negative 4

Jfﬁ

Fig. 10 Geometry changes in the repeating unit of 61 when discharging.
These geometry changes are expected to be responsible for capacity
fading. Adapted from ref. 69.

Chem. Soc. Rev., 2016, 45, 6345-6404 | 6379


http://creativecommons.org/licenses/by/3.0/
http://creativecommons.org/licenses/by/3.0/
https://doi.org/10.1039/c6cs00173d

Open Access Article. Published on 07 June 2016. Downloaded on 12/5/2025 6:58:29 AM.

Thisarticleislicensed under a Creative Commons Attribution 3.0 Unported Licence.

(cc)

Review Article

Y —

4 —
£ S ey
-
B
‘ ++
“ e -
d B R -}
AQ PAQS PraAQ P15AQ
b 3of
LY
28 6%
= 26 68
- 67
g 24 | = —
> 22 - e
gzo
18
>
14 \
14
00 04 O3 12 18 20
©) 200
>
£ 40}
?zoo
gvu
-
&1
s oo}
9
2 w}
"
°
Cyche Number
9 AQ 68 8 7

[ ———

— S - - S
Fig. 11 (a) Electronic configuration of anthraquinone, 66—-68, calculated
by DFT. (b) Charging/discharging and (c) cycling performance of the
electrodes fabricated using anthraquinone and compounds 66-68.
(d) Solubility of the charged and discharged electrodes in a 1 M LiTFSI
DOL:DME 2:1 electrolyte. (Reproduced from ref. 23, reprinted with
permission, copyright 2015, Wiley-VCH).

after 1500 cycles at 500 mA g~ . This is in contrast to the non-
lithiated derivative 64 that has a 47% capacity retention after
20 cycles at 50 mA g " In a follow up study, the same
authors polymerized different isomers of anthraquinone with
either sulfur or by a condensation polymerization forming
compounds 66-68.>> The 1,4-isomer of the anthraquinone
formed by the condensation polymerization, 68, performs the
best with a 263 mA h g~' Cy, at 0.2C and a 98.3% capacity
retention after 100 cycles at 0.2C. They attribute the superior
performance of 68 to highly reversible redox reactions and the
insolubility of both the neutral and the reduced forms of the
polymer (Fig. 11). Additionally, 66 can be used as a magnesium-
ion battery cathode.”* The polymer displays a 225 mAh g™ Cy,
in the first cycle at 50 mA g~ ' with a 1.5 V to 0.5 V sloping voltage
plateau vs. Mg/Mg>*. However, 66 suffers from poor cycling
stability, with only ~22% capacity retention after 100 cycles.
Song and coworkers also reported the synthesis of polybenzo-
quinonyl sulfide, 69, and its use as a lithium-ion battery
cathode.”” Due to low amount of inactive mass in 69, it has a
high Cineor Of 388 mA h g making it an attractive electrode
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material. The Cg, reaches 275 mA h g' at 50 mA g~' and
198 mA h g~' at 5000 mA g~ ', with an 86% retention of the
initial capacity after 1000 cycles at 500 mA g~ * and a high CE of
99.5%. As a sodium-ion battery cathode, 69 has a 268 mAh g™ *
Csp at 50 mA g~ ' and a 68% capacity retention after 100 cycles
at 500 mA g . This work shows that polymerization with sulfur
is an attractive strategy to design high performance organic
cathodes. These materials are currently the highest capacity
conjugated polymers for metal-ion battery cathodes and are
excellent examples of stable, high capacity battery materials.
Obtaining polymers with higher molecular weight and high purity
should improve performance and commercial applicability.
Additionally, in order to gain insight into the development of
organic sodium-ion batteries, the reasons for incompatibility
with sodium-ion battery electrolytes should be resolved.

Donor-acceptor copolymers 70 and 71 have also been studied
as ultrafast lithium-ion battery cathodes.”® Although the Cyeor Of
these polymer are low, 54.2 and 52.7 mA h g~ ' for 70 and 71
respectively, the very high rate capabilities of 70 allows it to have
a42.8 mAh g ' Cyp, at 500C. Additionally, 70 has a 96% capacity
retention after 3000 cycles at 10C. The authors found that when
the polymer conjugation is interrupted with a saturated ethylene
linker such as that in 71 (Fig. 12), the rate capability decreases.
This work introduces the first use of donor-acceptor copolymers
for use in lithium-ion battery electrodes. Although the stability
and rate capability is excellent, the Cj, is relatively poor and
could be improved if the solubilizing alkyl chains were removed.
Arylene diimide-co-anthraquinone alternating copolymers were
also studied for sodium-ion battery cathodes.”* Surprisingly, the
voltages were very similar for the pyromellitic (72) and the NDI
(73) polymers. This is in contrast to other reports comparing
different arylene cores, which suggests that the anthraquinone
unit has more influence on the redox potentials. The NDI
polymer 73 did, however, have a higher Cy, (179 mA h g~' at
50 mA g ') and also a slightly better capacity retention (95%
after 150 cycles at 50 mA g~ '). The concept of polymerizing
arylene diimides with other redox active groups is unique, and
provides for materials with high capacities. However, the low
redox potential of these materials need to be addressed.

Vlad and coworkers reported the polymerization of a polyaniline-
type monomer with methoxy groups attached to the benzene ring,
followed by deprotection to reveal the hydroquinone polymer 74,
which displays quinone-like redox activity.”> The polymer’s
electron conduction pathway is along the polyaniline-type back-
bone while the redox activity is due to the quinone groups on
the benzene ring (Fig. 13). The polymer exhibits a 270 mAh g™*
Csp at 0.1C in the first cycle, however, it has poor cycling
stability with only 7% retention after 5 cycles attributed to an
irreversible keto—enol tautomerization. The concept of using a
polyaniline backbone in a novel redox-active polymer is very
interesting and could lead to high performance organic elec-
trodes without conductive carbon additives. The stability of 74
could be improved through chemical modification to drive the
equilibrium towards the keto form. The use of self-doped
polymers provides a way to integrate positive charge-accepting
polymers into the “rocking chair” style of metal-ion batteries.

This journal is © The Royal Society of Chemistry 2016
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A polyaniline polymer with phenyl sulfonate groups attached to
the polyaniline nitrogen, 75, was used as a cation-exchanging
organic cathode for sodium-ion batteries.”® The cathode has a
very high redox potential, with a sloping voltage plateau
between 3.3 and 3.6 V vs. Na/Na*, and a 100 mA h g™ ' Csp at
50 mA g~ '. The capacity retention is 72% after 100 cycles at
50 mA g '. In an effort to improve upon this performance,
sulfonated polyaniline 76 was synthesized.”” Here, the sodium
ions are ionically bonded to the sulfonate groups when dis-
charged. Upon charging, the sodium ions migrate out of the
electrode and charge on the polyaniline backbone is compen-
sated by the sulfonate groups (Fig. 14). This polymer has an
improved Cg, of 133 mA h g~ ' with a similar voltage as 75.
The capacity retention is also greatly improved to 96.7% after
200 cycles at 100 mA g~ *. The use of self-doped polymers is an
excellent strategy to attain high voltages. However the use of
polymers that have highly delocalized polarons and require
heavy sulfate groups limits the Cjp,.

Conjugated polymers have also been investigated for multi-
valent metal-ion battery cathodes. Polypyrrole, 77, and poly-
thiophene, 78, were investigated for aluminium-ion battery
cathodes.”® Used in AICl; and 1-ethyl-3-methylimidazolium
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Fig. 14 The sodium insertion mechanism of the self-doped polymer 76.
Adapted from ref. 77.

chloride electrolyte, a ‘rocking-chair’ mechanism can occur by
reducing chloroaluminate ions at the anode to form aluminium
metal and using the chloroaluminate ions to dope the polymers
when they are positively charged. At 0.2C, 77 hasa 50 mAh g™'
Cspand 78 has an 80 mA h g ! Csp with sloping voltage plateaus
between 0.6 to 1.8 V and 1.1 to 1.9 V vs. Al/AI**, respectively.
A bio-derived melanin polymer, 79, with a high amount of
redox-active carbonyl groups, was investigated as a cathode
material for magnesium-ion batteries.”® This polymer displays
a~60mAhg 'Cy,at0.1Ag "and ~15mAhg 'at5.0Ag "},
with a high cycling stability (98-99.5% retention after 50 cycles
at 0.1 A g7'). While the development of multivalent metal-
ion batteries is still in its early stages, and the performance
of these materials are poor compared to lithium- and sodium-
ion batteries, these studies represent important advances in
the field.

3.1.4 Porous aromatic cathodes. Porous aromatic frame-
works are also an attractive class of materials for energy
storage. They allow ion diffusion throughout the electrode
due to their porosity, are completely insoluble, and can have
redox active linkers and/or vertices allowing them to have high
Ciheor' S- Additionally, they can be designed to have a conjugated
structure to increase conductivity. A hexaazatrinaphthalene
framework, 80, was reported as a cathode material for lithium-
ion batteries.®” This material exhibits a 147 mA h g~' Cy,
at 100 mA g ', with a sloping voltage plateau between 4.0
and 1.5 V vs. Li/Li". The cycling stability is reasonable, with a
91 mA h g~ capacity retention after 50 cycles at 100 mA g~ *. The
large change in voltage of over 1.25 V while discharging is of
concern if this material is to be used as a battery electrode, where
constant voltage plateaus are needed.

A comparative study was carried out on the application of
arylene diimide frameworks for lithium-ion battery cathodes as
well as for gas storage.’’ When varying the arylene core from
pyromellitic (81) to NDI (82) and PDI (83), a noticeable trend in
Csp is not observed and the voltage remains relatively constant
at ~2.35 Vvs. Li/Li". The capacity retention, however, increases
when increasing the size of the aromatic core, with 83 having
a 74.1% capacity retention after 65 cycles at 25 mA g .
The introduction of carbon nanotubes (CNTs) into NDI-based
framework, 84, was shown to increase the performance com-
pared to materials synthesized without CNTs.** The material
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has a 69 mA h g™* Csp at 2.4C, 81% of Ceor, and incredible
stability with 100% capacity retention after 700 cycles at 2.4C.
The low C, and low voltage means that these materials require
further improvement. The introduction of carbon additives
in situ increases performance by forming well-dispersed conduc-
tive pathways. This strategy could be one solution to increase the
active material content in organic electrodes and should be
explored with high capacity materials.

DeBlase and coworkers synthesized a -ketoenamine-linked
NDI framework, 85, that operates in a wide variety of electro-
lytes for electrochemical energy storage.®” This work demon-
strates the versatility of porous aromatic frameworks in energy
storage with 100, 120, 95, and 110 mA h g~' Cy’s for magne-
sium, lithium, potassium and tetrabutyl ammonium electro-
lytes respectively. The redox potentials shift depending on the
electrolyte, with the highest redox potential for the magnesium
salts and the lowest being for the tetrabutyl ammonium salts
due to the differences in coordination energy with the reduced
framework (Fig. 15). The use of arylene diimide frameworks
reduces solubility and creates well-defined pores to enhance
ionic conductivity. These materials still require research to
increase the Cg, and the voltage in order to compete with other
classes of materials.

3.1.5 Small molecule anodes. Just as small carbonyl-
containing molecules can be used as cathodes in metal-ion
batteries, they can also be used as anode materials. Many of the
same strategies are used to design these materials, but in a
complementary fashion. For example, instead of introducing
EWGs or heteroatoms that have a greater electronegativity to
raise the reduction potential in cathodes, EDGs are used to
lower the reduction potential of anode materials to create a
large operating voltage in a full device. Similar to cathodes, the
work performed on organic anodes also looks to increase
capacity and increase cycling stability.

There have been a number of studies on terephthalates for
use in metal-ion batteries due to their high abundance,
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Fig. 15 Changes in redox potential for 85 with different electrolytes
in (A) solution and (B) solid state. (Reproduced from ref. 83, reprinted with
permission, copyright 2015, Wiley-VCH).
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simplicity, and the redox activity of the carboxylate groups
(~1.2 V and 0.01 V vs. Li/Li"). Lithium terephthalate (86) has
been heavily studied as a lithium-ion battery anode. In an
improvement of previous work on 86, Zhang and coworkers
synthesized porous microspheres consisting of 86 nano-
particles via a spray drying method, followed by coating them
in an N-doped carbon layer to improve the electronic conduc-
tivity and diffusion of lithium ions.® The goal of this study was
to improve the cycling stability and rate capability of the
resultant electrode. The Cy, reaches 259 mA h ¢! at 0.05C
and 121 mA h g~ " at 1C. The capacity retention after 50 cycles at
0.5C is 150 mA h g '. This value is an improvement upon
the electrode fabricated by standard electrode processing and
formulations. This work shows that changes in processing
methods can result in large changes in performance. Although
more work needs to be done to improve the rate capabilities,
optimizing electrode fabrication and formulation offers an
alternative and complementary way to improve performance
beyond chemical modification.

Investigating excess capacity in conjugated carboxylates, Lee
and coworkers studied compounds 86, 87, and 88 at voltages
below 0.7 V vs. Li/Li".?> This follows that of others who report
the excess capacity obtained in some conjugated systems.?® In
86, they found that when they discharged the electrode to 0 V,
there is a reduction plateau at 0.81 V and another sloping
voltage plateau from 0.8 V to 0.0 V that gives a 522 mAh g™ ! Csp
after 15 cycles at 30 mA g~ . This is much higher than the Cyeor
(302 mA h g~ ") based on the insertion of one lithium ion per
carboxylate group. When they performed the same cycling
experiments with the linear compound 87, they did not observe
excess capacity. However, with the thiophene derivative 88, the
Csp is 850 mA h g~ '. Through a combination of X-ray, solid-
state ">C NMR, and isotope labelling, they were able to deter-
mine that the extra capacity is due to the insertion of lithium
ions into the internal alkene of the cyclic compounds. This
excess capacity is not observed with the linear compound, likely
because it causes a break in the conjugation of the structure
(Fig. 16). This ‘superlithiation’ has also recently been demonstrated
in dilithium benzenedipropiolate, 89.>” This material exhibits
the highest Cj;, for a lithium carboxylate (1363 mA h g~ '), with
11.5 lithium ions inserted per molecule. Using DFT, the authors
determined that lithiation occurs at the carbonyls first as
expected, followed by the triple bonds, and finally the aromatic
rings. ‘Superlithiated’ compounds open up a new strategy to
design organic anodes where the carboxylate groups are not the
sole contributors to the redox-activity. However, this mechanism
of charge storage is rate limited. The long sloping discharge
plateau for most of the ‘superlithiated’ compounds could
impose limits on practical use. Further research into these
compounds could prove to be fruitful.

Inspired by work suggesting that extension of the electronic
conjugation between carboxylates can increase the rate cap-
ability of an organic electrode, Fédele and coworkers studied
2,6-naphthalene dicarboxylate, 90, as an anode material for
lithium-ion batteries.®® The morphology and homogeneity of
the electrode is much better when it is fabricated by a freeze

This journal is © The Royal Society of Chemistry 2016
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Fig. 16 Mechanism of extra capacity in conjugated carboxylates exem-
plified by 86. (Reproduced from ref. 85, reprinted with permission, copy-
right 2014, American Chemical Society).

drying technique than ball milling. The electrode has a
200 mA h g~' Cy, at 0.1C and 176 mA h g at 1C, retaining
115 mA h g~ after 50 cycles at 1C. The extended conjugation
of the naphthalene core provides higher rate capabilities com-
pared to that of 86. By preparing highly crystalline 90, the
electrode behaves as an insertion metal-organic framework
(iMOF).*® This iMOF has a short distance between aromatic
rings, allowing for efficient electron conduction. Also, favourable
crystal packing allows for high lithium ion conduction through-
out the crystal (Fig. 17). The iMOF of 90 hasa 213 mAh g ' Cy,
at 0.1C and 100% capacity retention after 10 cycles at 0.1C.
Additionally, due to its reduction potential at 0.8 V vs. Li/Li*, 90
can be cast on an aluminium foil current collector allowing 90 to
operate in a bipolar electrode.’® Coupled with a LiNi, sMn; 50,
cathode, 90 exhibits a voltage of 8 V in a stacked cell using
a bipolar electrode. This work highlights the ability to use
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Fig. 17 (a) Rietveld refinement for lithium-intercalated 90; the experi-
mental diffraction pattern, the calculated diffraction pattern and the
difference (red line, green solid line and pink solid line respectively).
(b and c¢) The structure of the lithium-intercalated 90 in two proposed
models. (d and e) The coordination geometry of the lithium-intercalated
state of 90 of the two corresponding models depicted in (b) and
(c) respectively. (Reproduced from ref. 90, reprinted with permission,
copyright 2014, Wiley-VCH).
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organic electrodes to make high voltage devices using less
inactive material for the cell components compared to current
lithium-ion battery anodes. Additionally, this shows that com-
pounds with favourable crystal structures can allow high ionic
and electronic conductivity. However, more cycling experiments
should be performed in order to prove that the cycling stability is
high. In an effort to extend the aromatic core of organic carboxyl-
ate anodes to achieve even higher rate capabilities, a perylene
tetracarboxylate, 91, was synthesized and tested as a lithium-ion
battery anode.’’ This compound achieves ~95% of its Cineor at
1.25C with a 222 mA h g~ Cy,,. The authors also demonstrate that
91 retains 125 mA h g~ after 100 cycles at 1.25C, although they
note that the cycling stability increases when a much deeper
cycling is used. Although the authors succeed at increasing the
rate capabilities of the electrode by using a larger aromatic core,
they do so at the expense of the cycling stability, and this is an
important area for future improvement.

The need for anode materials for sodium-ion batteries is even
greater than that for lithium-ion batteries because sodium ions
typically cannot insert into the commonly used anode, graphite,
like lithium ions. However, some recent work has shown that
under certain conditions, insertion is possible.”>** Wang and
coworkers demonstrated that 92 can be used as an anode material
in sodium-ion batteries.** At higher potentials and at a different
oxidation state (compound 25) this compound can also function
as the cathode in order to make symmetric, all-organic sodium-
ion batteries. With an oxidation potential of 0.40 V vs. Na/Na*, 92
has a 207 mA h g~! Cyp at 0.1C and decreases to 117 mA h g™ " at
5C. Additionally, the compound is very stable, with an 89%
capacity retention after 100 cycles. The exceptional performance
of this material and its chemical simplicity make 92 one of the
most promising anode materials for sodium-ion battery anodes.

Croconic acid, 13, has also been used as a sodium-ion
battery anode.’® The best performance is achieved by preparing
graphene oxide (GO) covered 13 by spray pyrolysis to prevent
particle pulverization. A 293 mA h g~' Cy, is observed at
20 mA g~ with ~40% capacity retention after 100 cycles.
The high Cj;, of this material is attractive for sodium-ion battery
anodes but the rapid capacity fading and the complex electro-
chemical profile over a wide potential range are concerns.
Capacity fading could be improved by optimizing the particle
size and/or nanostructuring, varying the GO content, and spray
pyrolysis conditions. The complex electrochemical profile,
however, is a harder issue to solve. Biphenyl dicarboxylate,
93, can also be used as a sodium-ion battery anode.’® The
compound hasa 187 mA h g’1 Cineor While the Cg, exceeds this
at 0.1C when cycled at 30 °C. It has a high rate capability,
retaining 100 mA h ¢~ at 20C and also a very high stability with
~100% capacity retention after 150 cycles at 0.1C. The com-
pound needs to be fully deprotonated to be stable when cycling,
likely because the protonated form reacts with the electrolyte at
low potentials. The well-defined, low-potential voltage plateau,
along with high rate capability, high stability, and Cj, give this
material advantages as a sodium-ion battery anode.

The sodiated salt of benzene diacrylate, 94, was also reported
as an anode material for sodium-ion batteries.”” The compound
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exhibits a 177.7 mA h g~' C; at 0.025C with a 91% CE, but
decreases to ~40 mA h g~ after 40 cycles. The authors suggest
that the capacity fading is due to dissolution of the active
material in the electrolyte or a decomposition reaction. Inter-
estingly, the lithiated analog of 94 does not suffer from capacity
fading. This is likely because lithium salts form a polymeric
network, which leads to less dissolution. Changing the counter-
ion from bis(fluorosulfonyl)imide (FSI) for the sodium salt
compared to the bis(trifluoromethane)sulfonamide (TFSI) for
the lithium salt may result in a different SEI and/or electro-
chemical degradation products. It is important to perform
comparisons between different compounds using as similar
conditions as possible in order to rule out any effects not
related to the structure.

The quinone derivative 95 was also reported to operate as a
sodium-ion anode.”® The compound has a 265 mAh g™ ' C, at
0.1C and also has a good rate capability, retaining 159 mAh g™"
at 5C. 95 has a relatively high potential for anode materials,
with anodic peaks at 1.59 V and 1.28 V vs. Na/Na', and has good
stability with 81% capacity retention after 300 cycles. Although
the high C,, good rate capability, and stability make this
material attractive, the relatively high reduction potential will
result in a very low voltage if paired with sodium-ion battery
cathodes. For example, a maximum voltage of ~2.3 V will
result if 95 is paired with the highest voltage sodium-ion battery
cathode reported in this review (compound 75).

Biomolecules can also be used for sodium-ion battery anodes.
Juglone, 96, is a promising high capacity anode material.”® The
Csp Of 96 reaches 398 mA h g~ " at 0.05 A g~ ', which is higher than
the Cineor (290 mA h g™, although the authors attribute the
excess capacity to the contribution from reduced GO from the
electrode formulation. The anodic peak for this compound occurs
at 1.5 V vs. Na/Na" and it retains 69.5% of its initial capacity
after 300 cycles at 0.1 A g~'. The large change in voltage over
discharge and capacity retention are concerns for this material,
but the investigation of biomolecules for battery materials
remains important for low cost, sustainable batteries.

In an effort to examine the effect of extended n conjugation
on the performance of sodium-ion battery anodes, a compara-
tive study between 97 and 57 was performed.'® The authors
found that 97 exhibits a 260 mA h g ' Cy, at 50 mA g !
and 72 mA h g~ ' at 10 A g~ ' compared to 57 which has a
192mAhg ' Cy,at50mAg 'and 22 mAhg 'at10Ag ' This
work highlights the importance of extended © conjugation on
charge transport, demonstrating that enhanced intermolecular
interactions and packing facilitate sodium-ion diffusion in
compound 97. In a separate study to improve the performance
of 57, nanosheets were synthesized that provide a 248 mAh g ™'
Csp at 25 mA g~ ' and 59 mA h g~' at 1250 mA g~ '.'*" This
is greatly improved compared to the electrodes prepared from
the bulk material. 57 was also reported as an anode for an
all-organic sodium-ion battery using 56 as the cathode.®* The
anode provides a 180 mA h g~' Cy, at 50 mA g ' with a
reduction potential of ~0.25 V vs. Na/Na'. Organic dicarboxy-
lates are important sodium-ion battery anodes because they
have high electrochemical activity at low potentials, high Cy’s,
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and moderate rate capability and cycling stability. For the most
part, the Cyeor can be attained for these compounds. The cycling
stability and rate capability could be further improved by nano-
structuring, coating with conductive materials, and optimizing
electrode formulation and fabrication.

The sodium salt of NDI, 98, can also be used as an aqueous
sodium-ion battery anode because its reduction potential
occurs in the operating potential of aqueous electrolytes.*>
98 provides a 62 mA h g~ ' Cy;, at 6C and has high rate capability
with a 40 mA h g~ ' Cy, at 24C. The device with a Prussian blue
analog as the cathode has a 1.1 V operating potential. The
reduction potential of 98 is close to the water reduction potential,
so this material is uniquely suited for an aqueous sodium-ion
battery anode. Improvements in material structure to attain
higher Cg,’s need to be considered in order to make aqueous
batteries viable. A sodium salt of pyromellitic diimide, 99, was
also used as a sodium-ion battery anode."® With anodic peaks at
1.6 and 1.2 Vvs. Na/Na', it delivers 2 128.9 mAh g~* Cspat 0.025C.
However, due to irreversible side reactions, it only retains 70% of
its initial capacity after 100 cycles at 0.025C. This material has
obstacles that need to be overcome before it can be relevant for a
sodium-ion battery, such as its cycling stability, and its relatively
high reduction potential. However, 99 may prove to be useful in
an aqueous device, much like compound 98.

Perylene dianhydride, 37, can also be used as an anode
material for sodium-ion batteries.'®* The compound exhibits a
361 mA h g~' Cy, when taking into account the contribution
from the conductive carbon additive. This is much higher than
the Cineor, 273 mA h g™, which suggests that another mechanism
is contributing to the increased capacity of the compound. The
authors conduct additional experiments to prove that the
addition of sodium ions across the unsaturated double bonds
of the aromatic core, a mechanism suggested for lithium ions
in a number of different aromatic anode materials, does not
occur.®®'%® The authors did not observe an increase in capacity
with the size of the aromatic cores. They therefore conclude
that the extra capacity is due to the formation of a SEI and the
decomposition of the electrolyte when reducing the compound.
This is supported by the Cj, stabilizing to 250.5 mA h g!
after 140 cycles at 25 mA g . They also study 100, which
has a 350.6 mA h g’1 Csp in the first cycle, but decreases to
131.1 mA h g~ " after 120 cycles at 25 mA g . Although 37 does
not undergo ‘supersodiation’, it still has good performance in
terms of voltage and Csp. 37 is a prime candidate for high
performance sodium-ion battery anodes if the cycling stability
issues are alleviated.

Oligomeric-Schiff bases have also been examined as anode
materials for sodium-ion batteries.' By examining the different
connectivities and lengths of compounds 101 to 104 in sodium-
ion batteries and by DFT, the authors find that the redox activity
comes from coplanar Hiickel groups, giving high Cg,’s for 101
and 104 above 250 mA h g~ ' at 0.1C. Additionally, the sodium
salt compounds have much better performance due to reduced
hydrogen bonding between units allowing for higher ionic
conductivity. The simplicity and high Cy, of these materials
make them promising sodium-ion battery anodes. This work
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provides a solid foundation upon which the further develop-
ment of Schiff base anodes can be built. However, more
detailed electrochemical characterization is required in order
to fully judge their applicability in sodium-ion batteries.

3.1.6 Non-conjugated polymer anodes. The construction of
aqueous, rechargeable lithium and sodium-ion batteries have
also been investigated using non-conjugated polymer anodes.
A recent example is NDI-based polymer, 105, used as the anode
in both an aqueous lithium- and sodium-ion battery."” In a
lithium electrolyte, 105 has a 160 mA h g~ Cyp, at 100 mA g~ .
Used with a LiCoO, cathode, it delivers a 71 mA h g™* Csp With
an operating potential of 1.12 V. With a sodium electrolyte, the
Csp is 165 mA h g7', and in a full device with NavPO, as the
cathode, the Cyp, is 40 mA h g~'. The polymeric nature of 105
undoubtedly aids in the cycling stability by preventing dissolu-
tion. The aqueous lithium- and sodium-ion battery performance
using this material is good, especially when taking into account
the device voltages. Additionally, NDI polymer 50 was also used
as an anode for aqueous lithium-ion batteries.'®® The anode was
stable to overcharging in aqueous electrolytes, where the O, gas
generated upon overcharging can convert the reduced anode
back to neutral polyimide. 50 was also used as a sodium-ion
battery anode in an organic electrolyte.' The polymer displays a
150 mAh g ' Cspat 70 mA g " and has a high stability, retaining
~95% of its Cy, after 500 cycles. The use of 50 as an anode
material in an aqueous system has advantages due to its redox
potential. In particular, it can solve problems associated with
overcharging by taking advantage of evolved oxygen in the
electrolyte. However, due to the relatively high potential com-
pared to Na/Na®, 50 does not offer advantages when used as an
anode in an organic electrolyte.

Biopolymers are also useful for lithium and sodium-ion battery
anodes. Humic acid, 106, can function as both a lithium-ion
and sodium-ion battery anode, providing a 484 mA h g~ and
208.3 mAh g C, respectively in an organic electrolyte."'’ The
capacity retention is 70% and 80% of the initial capacity after
200 cycles at 40 mA g~ ' respectively for lithium and sodium-ion
batteries. This is an interesting example of using a relatively
undefined biopolymer as an energy storage electrode. The
performance metrics are very good, especially considering
the 85% active material loading. Further investigation into
these types of biopolymers is expected to yield very promising
candidates for electrode materials. In general, non-conjugated
polymers are used less often as anode materials for metal-ion
batteries. This is because the backbone is susceptible to
decomposition at low voltages and therefore they are mostly
used as aqueous battery anodes making 106 a very interesting
compound.

3.1.7 Conjugated polymer anodes. Conjugated polymer
anodes have been used for metal-ion batteries with mixed
success. Polypyridine, 107, has been proposed as a lithium-
ion battery anode.""" With a broad reduction between 2.0 and
1.2 V vs. Li/Li", the C, reaches 2 mA h g~ ! at 0.05C. Although
this material exhibits a low capacity, it has a capacity retention
of 98% after 50 cycles and the authors suggest that adding
redox-active pendant groups could improve the performance.

This journal is © The Royal Society of Chemistry 2016

View Article Online

Review Article

This could prove useful as a redox-active binder and/or a
conductive additive for electrode materials with a high capacity.
A conjugated microporous polymer, 108, was investigated for
both sodium and lithium-ion battery anodes."** When used as
a lithium-ion battery anode, it exhibits a 1042 mA h g~ Cy,
at 20 mA g ' with a sloping voltage plateau between 1.0 V
and 0.0 V vs. Li/Li". As a sodium-ion battery anode, it has a
145 mA h g ' Cyp at 20 mA g~ . The high capacity of 108 in a
lithium-containing electrolyte is interesting and further investi-
gation may show that 108 undergoes ‘superlithiation’ similar to
previously discussed compounds. This is supported by the much
lower capacity observed in a sodium-containing electrolyte. The
authors postulate that the differences between the performance
of 108 in a lithium- versus sodium-ion battery are attributed to
the difference in thermodynamics and larger ionic radius of
sodium compared to lithium, which led to sluggish kinetics.

Ladder polymers have recently become of interest for lithium-ion
battery anodes. Compound 109 was found to have a 1442 mA h g~*
Csp at 0.05C between 1.0 V and 0.0 V vs. Li/Li".'” The authors
suggest the mechanism of charge storage is the insertion of one
lithium ion per atom in the structure of the compound (ie.
‘superlithiation’). In the same report, 110 was found to operate
by the same insertion mechanism and provide a 1416 mA h g~*
Csp at 0.1C. In a similar report by the same authors, 111 was
proposed to operate by the same lithium insertion mechanism
and was found to provide a 1550 mA h g™* Cp after 100 cycles
with a sloping profile between 1.5 V and 0 V vs. Li/Li"."" These are
some of the first reports of ‘superlithiation’ in organic materials
and of ladder-type polymers. These reactions have slow kinetics
and therefore could find more in use in batteries that operate at
elevated temperatures. Additionally, these materials also suffer
from a large change in voltage over discharge. However, their high
capacities make them useful as lithium-ion battery anodes.

Polymeric Schiff bases were also investigated for use as sodium-
ion anode materials."* A systematic study on the variation of both
backbone and substituents was conducted on compounds 112 to
117. Increasing the length in the non-conjugated spacer results
in poor electrochemical performance, and inverting the Schiff
base in 112 leads to very little electrochemical activity. The best
performing polymer, 114, has a 180 mA h g C;, at 0.1C with
100% retention after 25 cycles at 0.1C. The use of polymeric
Schiff bases for sodium-ion battery anodes is promising. While
more work is needed to achieve the Cieor, the design principles
outlined in this work, along with other work from the same
group on oligomeric Schiff bases, is expected to aid in the
further development of these materials.

3.2 Metal-sulfur batteries

There has been a great deal of interest in metal-sulfur batteries
in the research community due to their high theoretical energy
density, making them attractive candidates for replacing lithium-
ion batteries. The main focus is improving sulfur cathodes,
specifically increasing the usage of sulfur to attain the Cieor
and decreasing polysulfide dissolution. Metal-sulfur cathodes
have the same requirement as metal-ion batteries: the anode
must contain metal ions in order for the system to function.

Chem. Soc. Rev., 2016, 45, 6345-6404 | 6385


http://creativecommons.org/licenses/by/3.0/
http://creativecommons.org/licenses/by/3.0/
https://doi.org/10.1039/c6cs00173d

Open Access Article. Published on 07 June 2016. Downloaded on 12/5/2025 6:58:29 AM.

Thisarticleislicensed under a Creative Commons Attribution 3.0 Unported Licence.

(cc)

Review Article

To improve active material usage, organic materials have been
used as redox shuttles to direct the growth of lithium sulfide
deposits and facilitate charge transport between sulfur and
the current collector in both lithium-sulfur batteries and
dissolved polysulfide batteries.'**'® The use of pyrite (FeS,)
as a cathode additive sequesters lithium polysulfides via S-S
covalent bonds, thereby increasing the cycling stability.""”
Since these materials are not used to store the charge, this is
beyond the scope of this review.

Organic materials can be incorporated into the sulfur cathode
in an effort to improve conductivity, increase active material
usage, and prevent dissolution. This was first studied in the
seminal report by Chung and coworkers has increased interest in
polymerizing sulfur with unsaturated organic compounds.'*®
Heating molten sulfur with diisopropenylbenzene leads to the
formation of a highly cross-linked polymer network 118 (Fig. 18).
At a current of 0.1C, 118 displays a 1100 mA h g~ Cg;, on the
first cycle and, importantly, retains 74.8% capacity after
100 cycles. In a later publication, the same group improved
the C;p to 1225 mA h g ' at 0.1C."" The capacity fading
improves on prior work, and polymerization with unsaturated
organic molecules is a promising alternative compared to
encapsulation with conductive carbon. The ability to mould
the electrode and form free-standing films is an opportunity to
conform to different form factors for a range of battery archi-
tectures. Following a similar procedure, allyl terminated poly(3-
hexylthiophene) (P3HT) was heated with molten sulfur to form
119 in order to improve the conductivity of the electrode.'*® The
Csp is 1212 mA h g~ " at 0.5C and decreases to 739 mA h g~ " at
1C. The capacity retention was similar to the reports of 118,
retaining 799 mA h g~ ! after 100 cycles. The advantage of 119
over 118 is that the use of a conjugated polymer allows the
material to form a microstructure due to the phase separation
of the P3HT and the sulfur domains, and the semiconducting
P3HT phase can transport charge into the sulfur domains. In
another report, poly(acrylonitrile) was ball milled with sulfur
followed by a heating step to form 120 which can be used as a
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Fig. 18 (a) Synthesis of 118 by a melt polymerization of sulfur and
diisopropenylbenzene. (b) Images of the molten sulfur and resultant 118
after polymerization. (Reproduced from ref. 118, reprinted with permission,
copyright 2013, Nature Publishing Group).
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lithium-sulfur cathode.”*" The material has an ~9 mA h cm™
areal capacity at 4.2 mA cm™ > and retains 73.3% of its capacity
after 90 cycles at 0.42 mA cm > for charging and 4.2 mA ¢cm >
for discharging. It should be noted that to prevent polysulfide
shuttling, the investigators coated the separator in polydopamine
and added 0.05 M CsNO; to the electrolyte to prevent lithium
dendrites. It is expected that the use of organic compounds for
metal-sulfur batteries will increase due to the groundwork
being laid by polymerizing sulfur with unsaturated organic
compounds."'® However, the introduction of a commerecially viable
metal-sulfur battery is expected to result from a combination of
strategies to encapsulate polysulfides, prevent dissolution and
shuttling, and increase conductivity of the cathode.

3.3 Metal-air batteries

Metal-air batteries are a promising new class of batteries that
use an oxygen cathode. The oxygen cathode is usually a con-
ductive carbon support with an oxygen reduction/oxidation
catalyst. It is likely that only the anode can be an organic
material since the generation of superoxides and peroxides at
the cathode would likely deteriorate organic compounds. With
metal-air batteries, the anode needs to be in the reduced state
to contain metal ions in order for the system to function,
similar to metal-ion and metal-sulfur batteries.

The first example of an organic metal-air battery was a
poly(vinylanthraquinone), 121, designed as an aqueous
sodium-air battery anode.'*” 121 was prepared as a thin film
with a thickness of 30 nm and has a 214 mA h g™ C;, at current
rates of 15 to 150C. The device had an operating voltage of
0.63 V, and maintained ~70% of its capacity after 500 cycles at
15 A g~ . The use of a norbornene-based polymer with pendant
anthraquinone units, 122, has also been demonstrated.'?®
A 50 nm thick film of the polymer exhibited a 210 mA h g™*
Csp at current rates of 1 to 600C. The electrode is stable with
respect to cycling, retaining 95% of its capacity after 500 cycles.
When used in a full device, the operating voltage was 0.68 V.
Although the Cgp, cycling stability and rate capability is very
high in both 121 and 122, the films are very thin. Thicker films
will be required for metal-air batteries, and the increased
thickness may have a dramatic effect on performance.

3.4 Dual-ion batteries

Dual-ion batteries rely on the diffusion of both anions and
cations in the electrolyte to balance charge at the cathode and
anode respectively. This requires a relatively large amount of
electrolyte compared to metal-ion batteries because the ions are
not replenished by a ‘rocking-chair’ type mechanism. Overall,
this increases the mass of the device, decreasing the Cg;, of
a full cell. However, the use of a positive charge-accepting
cathode does have advantages. Dual-ion batteries do not
require one electrode to contain metal ions. The electrodes
can both be in the uncharged state and assembled without pre-
treatment steps, such as electrochemical doping. They also are
able to be paired with a diverse set of electrode materials.
Additionally, these cathodes operate at high voltages, achieving
device voltages of over 3.5 V when an alkali metal is used as
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the anode. Much work has been carried out on radical-type poly-
mers, especially the use of 2,2,6,6-tetramethylpiperdinyloxyl (TEMPO)
as the redox-active unit.*>"**"*® While we acknowledge the impor-
tance of this work in the field of organic energy storage devices, we
will focus on recent examples of materials for dual-ion batteries.

3.4.1 Small molecule cathodes. Tetrathiafulvalene deriva-
tive 123 was used a cathode material for dual-ion batteries with
lithium as the anode."” This compound has a high Cj;, of 196
mA h g~ at 0.5C, high rate capabilities, and a redox potential
between 3 V and 4 V vs. Li/Li". The cycling stability is modest,
with ~75% retention after 30 cycles at 0.2C charging and
0.5C discharging rate. This material offers several advantages
because of its performance, but the cycling stability should be
improved. The 90° twist that is associated with charging could
contribute to capacity fading by disrupting crystal structure,
dissolution, and/or isolating the redox units. The use of an
antiaromatic porphyrinoid, 124, as the anode and the cathode
material in a symmetric dual-ion battery has also been demon-
strated.’*® Since the neutral compound is antiaromatic, it can
accept or give up two electrons to regain aromaticity, allowing it
to operate over a large voltage range (Fig. 19). The cathode
exhibits a 200 mA h g~! C,;, using lithium as the anode and has
a sloping voltage plateau between 4.25 V and 1.0 V vs. Li/Li".
The compound also has high stability in a symmetric all-
organic battery, retaining 90% of the initial capacity after
100 cycles. Although this battery has a high voltage and
stability, the widely spaced redox events manifest into a long,
sloping discharge profile that does not have obvious plateaus.
Chemical modification to the norcorrole ring structure could
provide this class of compounds with redox chemistry that is
more like a traditional battery.
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Fig. 19 The redox mechanism of compound 124. The bold lines indicate
the pathway of conjugation that gives aromaticity or antiaromaticity.
Adapted from ref. 128.
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3.4.2 Non-conjugated polymer cathodes. Using a poly(3,4-
ethylenedioxythiophene) poly(styrenesulfonate) (PEDOT:PSS)
binder, 125 was used as a non-conjugated polymer cathode
for dual-ion batteries.'*® With lithium as the anode, 125 has a
99.4mAh g ' Cy,at 1C and 79.5 mA h g~ ' at 100C. Due to the
high conductivity of the binder which is entangled with 125
(Fig. 20), electron transport is facilitated throughout the
electrode. This conductive pathway allows it to have a high rate
capability and also a high stability with ~100% retention after
100 cycles at 10C. This work shows that the use of conductive
binders for organic cathodes is an effective strategy towards
high performance dual-ion batteries, and this strategy is not
limited to 125. A polymeric tetrathiafulvalene derivative, 126, was
also used as a cathode material for dual-ion batteries."** This
tetrathiafulvalene derivative displays a 108 mA h g~ ' C,;, at 1C
with a 75.9% capacity retention after 250 cycles. The electrode
has poor rate performance, however, with a 38 mA h g™' Cy,
at 5C. Since a large amount of VGCF is used, the low rate
performance is likely due to low ionic conductivity rather than
electrical conductivity. Increasing the ionic conductivity by
using an ionically conductive binder could improve perfor-
mance and perhaps lower the voltage hysteresis.

A battery using only anions to balance charge was designed
using a TEMPO-based polymer 127 as the cathode and magne-
sium as the anode."*' TFSI ions decompose on the metal anode
forming a polymeric network that can store charge by the
insertion of anions. This is in contrast to the reversible stripping
and plating of magnesium on the anode to create a dual-ion
battery. The battery has an 84.2 mA h g™" Cy, with a 1.7 V voltage
vs. Mg/Mg®" and 50% capacity retention after 10 cycles. Since
reversible magnesium stripping and plating is one of the
downfalls of magnesium-ion batteries, this could be a solution,

Fig. 20 (a) Schematic of 125 (red) and PEDOT:PSS (blue) entangled.
Transmission electron microscope images of (b) 125, (c) PEDOT:PSS,
and (d) the mixture of 125 and PEDOT:PSS. (Reproduced from ref. 129,
reprinted with permission from the PCCP Owner Societies).
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however cycling stability issues still need to be resolved. This
will require characterization of the anion insertion network.

Main-chain benzidine polymer, 128, was demonstrated to
attain a high rate capability.">* A 165 mA h g~ Cp, 91.2% of
the Ciheor, is reached at a rate of 100 to 1000C. Additionally, 128
retains 92% of its capacity after 100 cycles at 1000C. It is curious
that increasing the length of alkyl chain spacer between aniline
groups facilitates the electropolymerization and results in better
electrochemical performance. The high rate capability, capacity,
and electrochromic nature open up the possibility of constructing
a high performance electrochromic, thin film battery using 128.
In order to investigate the effect of block copolymer self-assembly
on electrochemical performance, films of a polystyrene-
TEMPO block copolymer, 129, were prepared and tested.'** With
different annealing conditions, different morphologies can be
obtained (Fig. 21). The total Cjp, of the film is ~27 mA h g ' at
23.7 pA cm ™2, with ~95% capacity retention after 50 cycles. The
spuncast films were ~80 nm thick and formed cylindrical
nanostructures when the sample was solvent annealed. The
polymer films are expected to have superior mechanical proper-
ties due to the nanoscale morphology. This work demonstrates
the application of block copolymer self-assembly towards organic
electrodes for energy storage. It is expected that an even greater
performance will be achieved by selecting blocks that can be used
to provide ionic/electronic conduction pathways. However, the
amount of active material in the electrode needs to be considered
in order to maximize the capacity of the device.

A high voltage thianthrene pendant polymer 130 was synthe-
sized and tested for dual-ion batteries with a lithium metal
anode.”* The electrode has a 4.10 V and 4.05 V charging and
discharging voltage vs. Li/Li" respectively, with a 66 mA h g~*
Csp after 14 cycles with >96% CE. The fast capacity fading after
100 cycles (only 30% retention) is attributed to irreversible
anion intercalation. The geometry change upon cycling may
play an important role in this capacity fading. It is also
interesting that the polymer with two thianthrene units in the
repeat unit did not perform as well. This suggests that charge
repulsion may not allow complete charging in this system.
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3.4.3 Conjugated polymer cathodes. In an interesting
example of an all-polymer-air battery, PEDOT combined with
poly(styrenesulfonate), 131, was used as both the anode and
cathode in an all polymer-air device."*> A layer of poly(ethylene-
imine) was deposited onto the anode to ensure air stability of
neutral PEDOT, and keep it in the reduced state. Poly(ethylene-
imine) reduces the anode while oxygen oxidizes the cathode in
order to recharge the battery under atmosphere. Importantly,
little self-discharge is observed even after one month. The
device has low Cgp, of ~0.10 mA h g~ ', however this work
demonstrates that organic polymers can be used as cathodes in
an air battery. If the energy density of this device is improved by
increasing the capacity of each electrode or increasing the
voltage, this all-polymer-air battery will be promising for
energy storage applications.

An oligomeric pyrene polymer, 132, was investigated as a
conjugated polymer cathode for dual-ion batteries."*® 132 reaches
90.2% of its Ciheor, having a 120 mA h gf1 Csp at 20 mA gf1 ata
high discharging voltage of 3.54 V vs. Na/Na' and ~70%
capacity retention after 50 cycles at 20 mA g . Interestingly,
the best performance is observed for amorphous 132, rather
than crystalline, which is unexpected based on results from
small molecule electrodes. The performance of the crystalline
pyrene suggests that the ionic conductivity through the electrode
is more important that the electrical conductivity, since crystal-
line materials typically have higher electronic conductivity. The
cycling performance needs to be addressed. Investigating a
number of phenazine polymers, the authors found that having
slightly different substituents has a significant impact on per-
formance."”” Compound 133 has the best performance because
it has the smallest calculated geometry change upon charging,
and therefore the largest electron transfer rate. Formulating 133
into a cathode gives an 80 mA h g~ Cy, at 0.1C with a sloping
discharging plateau between 4.0 V and 3.2 V vs. Li/Li". This work
provides important insight into the use of DFT to rationalize
the behaviour of different compounds with small variations in
structure. Although the capacity of this material limits its
applicability, this work emphasizes that geometry changes

Fig. 21 Atomic force microscopy images of 129 (a) after spin coating without annealing, (b) after annealing with diethyl carbonate and water, (c) after
annealing with dimethylformamide and diethyl carbonate. (Reproduced from ref. 133, reprinted with permission from Royal Society of Chemistry).
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upon charging can greatly influence electron transfer rates,
which is an important consideration when designing organic
battery electrodes.

In an interesting report, 134 was used as both the anode and
cathode in an all-organic dual-ion battery."*® The device exhibits
a65mAhg 'C,at005Ag "and17mAhg 'at2.0Ag "
Incredibly, it has a high stability with ~100% retention after
1000 cycles and a voltage of up to 3.5 V. The low capacity is likely
due to the minimal redox activity of the material, as indicated by
the lack of voltage plateaus in the charge/discharge curve. A
polytriphenylamine derivative 135 was reported as a cathode
material for dual-ion batteries, using lithium as the anode, that
had a better performance than polytriphenyl amine itself."** Due
to the higher radical density and Cineor than polytriphenyl
amine, 135 achieves a much higher Cg, (129.1 mA h g ! at
20 mA g ' and 92.8 mA h g ! at 500 mA g~ ). This material has
two voltage plateaus at 3.8 V and 3.3 V vs. Li/Li" and an 85.6%
capacity retention after 50 cycles at 20 mA g~ . The high radical
density allows 135 to transport charge rapidly through the film
allowing for high rate capabilities.

3.4.4 Miscellaneous polymer cathodes. In an example of using
a bio-derived polymer for aqueous batteries, compounds 136-143
were polymerized with polypyrrole to form the electrodes."*°
These compounds are derived from lignin and contain a
number of quinone units that are redox active. By introducing
slight modifications in the structure and examining their
performance, the investigators find that compound 142 per-
forms the best, with a 54 mA h g~ Cy, at 1 A g~ The peaks
between 0.3 V and 0.6 V vs. Ag/AgCl are attributed to the lignin
contribution and the region between 0.1 V and 0.3 V are the
polypyrrole contribution to the capacity. The capacity and
moderate voltage of 136-143 make it difficult to construct a
high performing device.

3.4.5 Non-conjugated polymer anodes. Typically, anode
materials for batteries are low-voltage materials or metals to
increase the operating voltage of the device. High-voltage devices
require organic electrolytes to accommodate this large voltage
window. In an effort to create low cost devices, aqueous devices
deserve serious consideration. Coupling aqueous devices to
organic electrodes provides a favourable route towards commer-
cially viable, inexpensive batteries. The lack of high performance
aqueous organic anodes limits their commercial viability and
therefore, exploration of more organic anodes is required.

In an effort to understand the performance of phenoxy
radical polymers as aqueous anode materials, a series of poly-
mer structures were synthesized bearing different backbones
and phenoxy radicals (144-146)."*' Bulky alkyl groups are
required on the aromatic ring to stabilize the radical species.
Compound 146 has the best performance, with a 60 mA h g~*
Csp at 1C and 100% capacity retention after 100 cycles. The low
Csp is in part due to the bulky groups required to stabilize the
radicals and the redox unit’s ability to accept only one charge.
The low content of active material is a concern, which may
be due to the hydrophobic polymer backbone and carbon
additives. This draws attention to the importance of the wett-
ability of the electrode.
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4. Redox flow batteries

Traditional RFBs use vanadium and bromine as the redox couples
in an aqueous electrolyte. These systems have the disadvantage
of being vulnerable to changes in the price of the metal, they
typically use highly corrosive electrolytes, and bromine itself is
volatile and hazardous. RFBs have recently come back into the
spotlight for research. This is likely due to the push towards
renewable energy and the need for inexpensive grid storage that
is reliable and can be easily scaled up without the safety
concerns such as those associated with large-scale lithium-ion
batteries. Consequently, the development of organic materials for
RFBs has increased, with most research focused on quinones.
There is great interest in replacing both the anolyte and catholyte
with organic materials and also increasing the operating potential
of RFBs by replacing the aqueous electrolyte with an organic
electrolyte. Here we will highlight some of the novel structures
and major advances.

4.1 Aqueous electrolyte RFBs

Aqueous RFBs are the most popular type of flow battery system.
This is because water is highly abundant and inexpensive,
relatively non-volatile, has high ionic conductivity, and can
dissolve high concentrations of the metal salts usually used
as the redox couples in commercial RFBs. The use of organic
redox couples has in the past been plagued with the low
solubility of organic compounds in aqueous solutions causing
low energy density and high cost. However, in a seminal paper
by Huskinson and coworkers, the ability to use a 2,6-bisulfonated
anthraquinone, 147, in an aqueous electrolyte was demonstrated.'**
They showed that not only can 147 be dissolved in high concentra-
tions on the order of 1 M, but by using it as the anolyte and bromine
as the catholyte, an operating voltage of 0.92 V at 90% SOC is
achieved. This RFB has a high cycling stability of >99%
retention per cycle and an energy density of >50 W h kg™ ™.
This research spurred the development of numerous quinone
derivatives and highlights that solubility can be imparted by
sulfonation of aromatic rings. Additional work was conducted
on improving the performance of the device in terms of power
density, attaining 1 W ecm 2, which is about 75% of the highest
value reported in the literature for vanadium RFBs."** Although
the voltage of the battery was moderate, it could be improved
with the use of a different catholyte. This work is the first
to demonstrate that organic materials can be used in high
performing aqueous RFBs. In order to address the issues of
using molecular bromine as the redox couple in aqueous RFBs,
an organic catholyte was introduced to construct an all-organic
RFB."* The disulfonated benzoquinone, 148, was used as the
catholyte in conjunction with either 149 or 150 as the anolyte.
This all-organic RFB has a 0.6 V voltage at 100% SOC using 150
as the anolyte, with no noticeable change in capacity after 12
charge/discharge cycles. The voltage of this device is low due to
the relatively low redox potential of the catholyte, however this
work demonstrates that the development of an aqueous RFB
using only organic redox couples is feasible. The development
of high voltage, and highly soluble catholytes is an area of
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research that has been met with significant challenges. This is
because the ionic groups typically used to impart high solubi-
lity in aqueous electrolytes are electron-withdrawing, which
lowers the redox potential.

A significant hurdle in RFB research is reducing cost, which
has been difficult in the past due to the expensive Nafion
membrane typically used in aqueous RFBs. In an effort to
reduce this cost, a polymeric catholyte, 151, and anolyte, 152,
were developed.'*>*® These polymers are soluble in a 2 M NaCl
solution and the device has a 1.1 V open circuit voltage at 100%
SOC. The RFB made with 151 and 152 hasan 8.2 Ah L™ C,, an
8.0 W h L' energy density, and a high capacity retention of
80% after 10 000 cycles at 20 mA cm™>. Importantly, due to the
macromolecular nature of the polymers, the Nafion membrane
can be replaced with a dialysis membrane, preventing crossover
by size exclusion (Fig. 22). This represents a significant step
forward in the design of aqueous RFBs using only organic redox
couples for two reasons: (1) the replacement of the Nafion
membrane will significantly lower costs; and (2) the operating
potential is 1.1 V, which is very close to reaching the limits
imposed by aqueous electrolytes. Further improvement in this
area could be achieved by using polymers that do not require
solubilizing blocks, as these inherently lower the redox active
group content in the polymer and decrease the C,. This could
be achieved by using ionic polymer backbones with pendant
redox groups or by using redox active backbones with pendant
solubilizing groups.

An example of using an alkaline electrolyte in RFBs was
reported where 153 is used as the anolyte and Fe(CN)g*~ is used
as the catholyte.'” The authors postulated that insignificant
crossover would occur with a Nafion membrane since both
redox species are negatively charged. The RFB has a 1.2 V open
circuit voltage at 50% SOC, and the 153 anolyte hasa27 AhL™"
C,. The capacity retention was 84% after 100 cycles, attributed
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to hydraulic leakage from the gaskets rather than chemical
degradation or crossover. Additionally, the full cell has a
6.8 W h L' energy density and a 0.7 W cm > power density
at 45 °C. This high performance redox flow battery prevents
crossover and uses non-toxic chemicals to store energy. Due to
the basicity of the electrolyte and the use of carbon electrodes,
the potential window can be expanded to a maximum of ~2.0V
before electrolyte breakdown is observed. This large voltage can
be achieved through chemical design and it is expected that
alkaline redox flow batteries will be the subject of further
investigation because of their high voltage limit. Exploring
low cost redox-active materials, a TEMPO based small mole-
cule, 154, was synthesized and used as a catholyte with methyl
viologen, 155, as the anolyte in an aqueous RFB.'*® The RFB
displays a high C, of 9.58 A h L™ with 62.1%, 62.5%, and
>99% VE, EE, and CE’s respectively. The flow battery using
0.5 M of each redox couple has an 89% capacity retention after
100 cycles. Interestingly, using a lower concentration increases
the cycling stability, but decreases the other performance
parameters. The high diffusion coefficients of these molecules
should allow them to attain high power densities, however, a
detailed investigation of the capacity degradation mechanism
along with the low VE and EE should be undertaken.

4.2 Organic electrolyte RFBs

The inherent problem with any aqueous device is the limitation
of the operating voltage due to water oxidation and reduction.
By using organic electrolytes, the voltage window can be
increased significantly and thereby increase the energy and
power density. Much of the research in organic electrolyte RFBs
has been focussed on improving the redox potentials of the
active materials, increasing the capacity, and, possibly the most
challenging, improving solubility of the redox-active species.
An interesting strategy to overcome solubility issues is to use
polythiophene, 78, microspheres suspended in a propylene
carbonate electrolyte.'*® By taking advantage of 78’s ability to
be both n- and p-doped, a symmetric device can be constructed
that mitigates problems associated with crossover. The sym-
metric device attains a large operating potential of 2.5 V and
hasa110 mAh g ' Cypat 0.5 mA cm ™ > based on the mass of 78,
with a 77.5% CE, a 78.6% VE, and a 60.9% EE. The high voltage
of this battery is a significant advantage, but the instability of
78 is a concern, and it may explain the low efficiency values.
In another effort to construct an all organic RFB, 156 and 157
were used as the catholyte and anolyte respectively to achieve a
2.37 V operating voltage.’>® When the anolyte was cycled in
acetonitrile, significant decomposition reactions occur, but
when a DME electrolyte is used, the stability increases. Using
this optimized electrolyte, the C, reaches 1.04 Ah L™ " and a 90%
capacity retention is achieved after 50 cycles at 10 mA cm 2.
An important part of this work is the investigation of the
capacity fading mechanism and suggestions of possible solu-
tions to this problem. The establishments of guidelines that
can be used to avoid capacity fade are of paramount impor-
tance to the development of highly stable and high performing
materials for RFBs. Using a phenothiazine derivative, 158, as a
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catholyte and 159 as the anolyte, another all organic RFB was
developed."® This RFB has a 0.62 mA h g~ Cy, based on the
mass of the limiting solution and an average of 1.4 V dischar-
ging voltage with a 92% CE. Unfortunately, the cycling stability
is poor, losing most of the initial capacity after 100 cycles.
However, the authors found that using a higher concentration
slightly improves stability. This system has a low voltage and
low cycling stability. By coupling each material with a different
anolyte/catholyte, an improved device could be constructed.

An interesting study on the development of an RFB anolyte
was performed by Sevov and coworkers taking into account the
redox potential, solubility, stability, and Cneor. "> After a series
of optimization steps, the authors designed pyridinium deriva-
tive, 160, which has reduction potentials centred at —1.1 and
—1.48 V vs. Ag/Ag" and can be dissolved up to 1.6 M
in acetonitrile. The compound has diffusion coefficients of
1.1 x 10> cm®s " and 1.8 x 10~> cm” s~ " and electron transfer
rate constants of 6 x 10 > cm s~ " and 4.7 x 10 cm s~ for the
first and second reductions respectively. Although the solubility
of the neutral species was optimized, the authors note that the
solubility of the fully reduced species is low and this needs
to be taken into account in the future. The stepwise design
process of organic RFB redox couples is described especially
well in this work and provides great insight into the considera-
tion of almost all aspects of optimizing performance metrics.
This should be a general strategy for the design of future
organic RFB redox couples.

A symmetric all organic RFB was investigated using 161 as
both the anolyte and the catholyte.’>® By using a combination
of simulations and experimental studies, the authors outline
the definition, properties and advantages of symmetric RFBs.
The battery displays relatively low EE’s between 43% and 28%,
likely due to a number of factors contributing to polarization,
including the low solubility of the compound in the electrolyte.
The design of symmetric RFBs has clear advantages as outlined
in this work.

Hybrid devices using a solid-state anode have also been
reported, with the intention of developing a specific catholyte
and highlighting the ability to construct a hybrid flow-
solid electrode battery. Wei and coworkers reported the use of
TEMPO, 162, a catholyte that is soluble up to 2.0 M in a
carbonate electrolyte mixture.'>* With lithiated graphite as
the anode, 162 has a high voltage of 3.5 V vs. Li/Li" and a high
energy density of 126 W h L™ with an 84% CE, 82% VE, and a
69% EE. The high voltage of the device along with the respect-
able energy density is certainly an advantage. The capacity
fading may be caused by charge-shuttling by the soluble
catholyte. A series of alkoxybenzenes were investigated for
redox flow catholytes using lithium as the anode.' It was
found that 163 functions well as a catholyte because it is a
liquid, and can be dissolved in higher amounts than a solid
compound of similar structure. It has a 3.9 V vs. Li/Li" voltage
with a ~75% capacity retention after 30 cycles at 0.4 mA, and
an 80.9% EE after the first cycle. The high voltage is very
attractive, but an investigation into the capacity fading mecha-
nism is very important in order to design future materials. In
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an attempt to construct a flexible hybrid battery containing a
solid lithium anode and a liquid organic catholyte, compounds
164 and 165 were studied (Fig. 23).">® Out of the two com-
pounds, the most promising is 165 with a 169 mAh g~ ' C;, at
24 mA ¢ ! and two voltage plateaus at 2.43 V and 2.24 V vs.
Li/Li*. The flexible device has a 93.5% capacity retention after
100 cycles when cycled at an elevated temperature of 60 °C. This
work demonstrates that liquid catholyte-containing devices are
not limited to stationary grid storage and can also be used in
portable electronics. In general, these hybrid devices seem to be
fairly unstable compared to most the other RFB systems. The
reasons for this are rarely discussed in detail, and in order for
these systems to become viable this issue needs to be addressed.

5. Supercapacitors

Due to their redox activity, organic materials used in SCs
typically store charge by pseudocapacitance. Important pseu-
docapacitive materials include metal oxides and conjugated
polymers. Metal oxides, such as RuO,, have some of the highest
specific capacitances, however they typically have low flexibility
and conductivity (leading to limited rate capability), contain
rare materials, and can be expensive.">” Conjugated polymers
are promising alternatives to metal oxides to store energy in
SCs because they can be synthesized from abundant materials,
their properties can be tuned through synthetic modification,
they are flexible, light weight, and are potentially inexpensive.
Conjugated polymers are promising in different roles for SC
electrodes other than to store energy, such as transparent
current collectors."®

Most research on organic SC materials has focused on
p-dopable conjugated polymers such as polyaniline, polythio-
phene, and polypyrrole. However, the key to improvement
and widespread implementation of pseudocapacitive SC tech-
nologies is innovation at the materials level. This hinges on
uncovering the fundamental relationship between polymer
structure and device performance. From an organic materials
design standpoint, it is difficult to predict pseudocapacitive
behavior in organic compounds because, to the best of our
knowledge, there are no quantitative guidelines or certain
electronic properties of organic materials that can be modeled
computationally to distinguish between battery-like or SC-like
behaviour. Qualitatively, however, highly conductive organic
materials seem to possess pseudocapacitive electrochemical
profiles and we suggest this could be a guideline for designing
new materials. This is supported by the fact that the majority of
organic SC publications have focused on highly conductive
conjugated polymers such as PEDOT, polyaniline, polypyrrole
and derivatives of these materials. In fact, the majority of new
SC organic materials are conjugated polymers, compared to
the relatively small amount studied for battery applications.
Current research in supercapacitors focuses on increasing
cycling stability, energy density, power density, and decreasing
the cost of the device. To this end, we will review recent
advances in novel materials for applications in SCs.
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5.1 Positive charge-accepting materials

Functionalization of various carbons, such as graphene and
carbon nanotubes, with pseudocapacitive materials is an
important area of research, aimed at harnessing the favourable
properties of HSACs (high surface area and pore structure),
while increasing their capacitance. In a study by Duan et al.,
graphene hydrogels were functionalized with hydroquinones
166."> The high Cp. of a symmetric SC constructed using 166
(441 Fg " at 1 A g ') compared to unfunctionalized graphene
hydrogels (211 F g ') is attributed to a large surface area
for hydroquinone n-n interactions, leading to a large pseudo-
capacitive contribution. The device exhibits exceptional stability,
with only a 14% decrease in Cp,. over 10000 cycles. In a solid-
state device using a gel electrolyte, 166 demonstrates similar
Cpe (412 F g7 at 1 A g7') and stability (87% retention over
10000 cycles) (Fig. 24). Interestingly, the device displays
excellent mechanical flexibility, performing exceptionally at a
150° bending angle. Non-covalently functionalizing conductive
carbons with pseudocapacitive materials is an effective way to
combine high surface area and redox activity, without affecting
the conductivity.

Functionalized graphene nanoplatelets with the thiophene-
based polymer 167 has an enhanced Cp. of 206 Fg 'at 1A g™ "
compared to unfunctionalized graphene nanoplatelets.'®® The
composite electrode has a 78% capacitance retention over

6392 | Chem. Soc. Rev., 2016, 45, 6345-6404

1000 cycles. This is similarly attributed to the strong n-n
interaction between the nanoplatelets and 167, increasing the
effective conjugation length of 167, as evidenced by Raman
spectroscopy. Furthermore, the electron donating functionality
of this polymer helps stabilize the doped state. Graphene
nanoplatelets increase the conjugation length of the polymer,
decrease the resistance of the electrode, and make the mor-
phology of the electrode more favourable for ion diffusion.
Thiophene moieties could lead to stability issues due to cou-
pling and cross-linking reactions at the unsubstituted positions
upon oxidation.

Similar electrostatic interactions between carboxylate func-
tional groups on few-walled nanotubes and ammonium groups
on an amino-functionalized pyrene polymer 168b leads to strong
electrostatic interactions and uniform coating.'®* A hybrid device
using a lithium negative electrode attains a 210 F g~ " Cp, with
100% CE at 0.05 A g~ *. This composite electrode demonstrates
superior cycling stability, with minimal capacitance loss after
1000 cycles, and only a 15% loss after 11000 cycles. Using
functional groups that have strong electrostatic interactions with
carbon composites can provide better interfacial interactions,
facilitate charge transfer, and increase Cp,. and stability.

Well-defined, high surface area materials with tunable pore
sizes such as covalent organic frameworks are attractive candi-
dates for capacitive energy storage. The effect of synthesis
temperature on the capacitance of a triazine based framework,

This journal is © The Royal Society of Chemistry 2016


http://creativecommons.org/licenses/by/3.0/
http://creativecommons.org/licenses/by/3.0/
https://doi.org/10.1039/c6cs00173d

Open Access Article. Published on 07 June 2016. Downloaded on 12/5/2025 6:58:29 AM.

Thisarticleislicensed under a Creative Commons Attribution 3.0 Unported Licence.

(cc)

Chem Soc Rev

:\;1001
]
_g 80 - 24
s | 4]
® 604 2
@
14 { < 04
8 40 8
e 1 €-11
8 {1 g ——1st cycle
g 20 - 5-2- ' : '—‘I'Oooo'thcy?le
% 0.0 0.2 04 0.6 0.8 1.0
3) 0 Potential (V)

v T * T - T v T -

0 2000 4000 6000 8000 10000
Cycle Number
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Inset shows a cyclic voltammogram of the device at 5 mV s~ after the 1st

and 10000th galvanostatic charge/discharge cycle. (Reproduced from
ref. 159, reprinted with permission, copyright 2013, Wiley-VCH).

169, was investigated and tested in a symmetric SC."®* Increas-
ing the synthesis temperature from 550 to 700 °C was found to
increase crosslinking, conductivity, and surface area, and also
tune pore surfaces (Fig. 25). However, only a slight increase in
Cpe from 147.1 F g~ ' to 151.3 F g~ at 0.1 A g~ was observed.
This is attributed to the decrease in nitrogen content with increasing
temperature, causing a decreased interaction between the electrode
and electrolyte, therefore decreasing capacitance and counteracting
the increase in surface area. A symmetric SC made with 169
synthesized at 700 °C had high energy and power densities of
474 Whkg ' and 7.5 kW kg ' at 3V, and 62.7 W h kg"* and
8.75 kW kg™! at 3.5 V, respectively. At 10 A ¢! and 3 V the
700 °C SC maintains 85% of the capacitance after 10 000 cycles,
indicating the impressive stability of this material. This work
provides insight into the relationship between heat treatment
temperature, heteroatom content, and surface area for synthe-
sizing triazine frameworks. Increasing microporosity while
preserving a high nitrogen content, would be a very important
contribution to the field.

In 2015, the Jiang group developed the first radical-
functionalized porous material for energy storage.'®® By first
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synthesizing a porphyrin-based framework and then function-
alizing it with TEMPO groups, compound 170 was synthesized.
The framework 50% functionalized with TEMPO has a
124 F ¢! Cpe at 0.1 A g ', with 81% capacity retention when
increasing the current density to 2 A g '. The framework
100% functionalized with TEMPO groups has a 167 F g~' Cp,,
however only 68% capacity retention upon increasing the current
density to 2 A g~ " due to a decrease in porosity, leading to slower
ion transport. Importantly, the Cp. of 170 functionalized 50%
with TEMPO groups is completely retained over 100 cycles at
500 mA g~ due to the insolubility of the redox active groups.
Increasing the pore size should improve the ionic conductivity
and would increase the rate performance of the 100% functio-
nalized frameworks. Future work should focus on decreasing
the mass of the redox inactive components while retaining
conductivity and insolubility. Our group recently developed a
novel 3-D framework containing thiophene, 171, and heavier
group 16 heterocycles selenophene and tellurophene.'®* 171 was
found to be a promising positive electrode for asymmetric
supercapacitors. An asymmetric device using 171 as the positive
electrode and carbon black as the negative electrode has a 4.01 +
0.05 mF cm ™ areal capacitance at 0.1 A g~ ', with 80% capacity
retention after 500 cycles. This loss occurs within the first
few cycles, and remains constant thereafter, highlighting the
stability of this novel material (Fig. 26). Furthermore, areal
capacitance is highly dependent on the thickness of the electrode,
and could be improved by increasing the film thickness. Improving
conductivity, device and film optimization, and pore size optimiza-
tion are expected to lead to improved capacity and rate capability.
This novel material demonstrates that 3-D porous materials can be
used successfully as SC materials.

Zhang and coworkers demonstrated the ability to synthesize
a high surface area, cross-linked structure of pyrroles, 172, by
thermal cyclodebromination of polybromopyrroles.*®® The elec-
trode has a 423 F g' Cp. and a 143 F cm ° volumetric
capacitance at 0.1 A g~ ', retaining 88.2% of its initial Cp. after
2100 cycles at 1 A g~ '. A symmetric device of 172 hasa 216 Fg ™"
Cpe and a 101 F em™’ volumetric capacitance at 0.5 A g .
Stability tests reveal a 78.3% and 77.4% capacitance retention
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Fig. 25 The effect of reaction temperature of 169 on (a) pore size, determined by DFT (with inset specific capacitance vs. effective specific surface area
at 0.1 A g~} and (b) nitrogen content, determined using elemental analysis and X-ray photoelectron spectroscopy. (Reproduced from ref. 162, reprinted

with permission, copyright 2014, American Chemical Society).
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Fig. 26 Cycling stability of SC using 171 as the positive electrode and
carbon black as the negative electrode at 0.1 A g~*. Adapted from ref. 164.

after 2000 and 4000 cycles respectively at 0.5 A g '. The
impressive performance of this material in terms of Cp,. and
cycling stability makes it very attractive. The device voltage
should be improved by using a different counter electrode
material or by switching to an organic electrolyte. A high
surface area, 3-D structured electrode consisting of polypyrrole
functionalized with a catechol derivative through non-covalent
interactions, 173, attains a similarly high C,. of 385 F g~ at
0.4 A cm>."°® Functionalization facilitates a synergetic charge
storage mechanism of polypyrrole and quinone-hydroxyquinone
redox reactions, while the 3-D structure enables fast ion trans-
port and charge transfer. Impressively, 173 retains 75% of its
initial Cp. after 10000 cycles at 2 A cm °, with 97% CE.
The authors predict that this stability is due to passivation of
polypyrrole by the catechol. The strong non-covalent interactions
between polypyrrole and the catechol derivatives make this
material very attractive for SC electrodes and limits the possibi-
lity for charge shuttling. A conjugated microporous polymer film
containing zinc porphyrins and carbazole moieties, 174, reaches
al142 F g~ ' Cpc at 5 A g~ ', with 70% capacity retention of the
initial C,. upon increasing from 10 to 50 A g~'.'*” The highly
cross-linked, porous network can be peeled off of the current
collector to form free-standing, flexible films and can be used
directly as the electrode, making it promising for flexible SC
applications. This material uses the redox activity from both the
zinc porphyrin rings and the carbazole moieties, which gives it a
series of overlapping redox peaks and ideal-like SC behavior. The
material should be tested in an electrolyte that is more feasible
for commercial applications, rather than DCM.

A poly(aminoanthraquinone) polymer, 175, demonstrates
excellent charge accepting ability, with a high Cy,. of 406.3 F g~*
at 0.2 A g 1'% The optimized synthesis of this polymer with
chemical oxidant Ce(SO,), at 20 °C led to homogenous submicron
particles and higher conductivity than previously reported. The
material exhibits good rate capability with a 63% capacity reten-
tion at an increased current density of 50 A g~ ". A symmetric SC
also demonstrates only a 9.3% loss in capacity over 20 000 cycles
at 1 Ag . This superior cycling stability is attributed to the strong
n-n stacking of anthracene rings and hydrogen bonding between
N-H and C=O groups, forming a supramolecular structure.
This polymer is a promising material for SCs because of its low
cost, no required additives, industrially scalable synthesis and
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outstanding stability. The negative charge-accepting capabilities
of the anthraquinone groups should be investigated. Xu and
coworkers demonstrated that a furan-thiophene copolymer, 176,
could be electrochemically synthesized and the resultant polymer
is promising for supercapacitor electrodes.'® Electrodes tested in
acetonitrile lithium perchlorate electrolytes display moderate
Cpc’s, however, only 25.5% of the initial Cp, is retained after 500
cycles, thought to be due to side reactions with residual water.
When cycled with an electrolyte containing boron trifluoride
diethyl etherate, the Cp, reaches 392 Fg~ " at 5 A g™ '. Additionally,
the cycling stability increases to 67% retention after 500 cycles at
10 A g~ ". This improved performance is attributed to the high
conductivity of the electrolyte, its ability to increase ion diffusion
and the reduced oxidation potential of 176, thereby increasing
its stability. The high oxidation potential of unsubstituted poly-
thiophene may be the reason for the instability during electro-
chemical cycling. Increasing stability, and improving other
performance metrics by lowering the oxidation potential with a
Lewis acid is very interesting. However, boron trifluoride diethyl
etherate may generate hydrofluoric acid.

Three similar conjugated polymers based on PEDOT, con-
taining different alkyl side chains, 177-179, all display similar
Cpc’s 0f 132.5,135.4,and 129.3 F g~ ' at 1 A g ' respectively, and
a decrease to 123.6, 112.4, and 108.9 F g~ ' at 10 A g ~.'7°
Symmetric SCs were fabricated with low Cp.’s of 31.2, 31.8, and
30.2 Fg 'at0.5Ag ! for 177, 178, and 179 respectively, with
maximum specific energies of 11.1, 11.3 and 10.7 W h kg™ .
These energies exceed those of most commercial SCs. Specific
power values of 11.6, 13.8 and 13.9 kW kg~ " are obtained with
76.3%, 84.5% and 86.4% capacity retentions upon increasing
the current density to 17.5 A g~ '. Although the performance is
acceptable, the use of polymers with solubilizing side chains
does not seem to offer many advantages over PEDOT itself.

5.2 Negative charge-accepting materials

The development of negative charge-accepting materials is
essential to increasing the operating voltage of SCs and there-
fore energy and power densities. In 2013, the Dichtel group
demonstrated the use of a high surface area, amorphous 2-D
covalent organic framework with redox-active moieties, 180, as
a negative charge-accepting electrode material.'”" Importantly,
this was the first example of a 2-D covalent organic framework
with reversible redox behaviour of the two electron, two proton
reduction of the quinone groups. Low C,. values (48 10 F g~ *
at 0.1 A g~ %) result from poor electrical contact between the
compound and current collector that leads to the accessibility
of only 2.5% of the redox active groups. Cycling experiments
reveal an initial decrease in Cp. (40 = 9 F g~ ') in the first 10
cycles, but no further decrease over the next 5000 cycles. Ditchel
and co-workers later improved upon this work by forming
oriented thin films of the same material, 180.'”> They observed
a remarkable 400% increase in Cp. compared to the randomly
oriented film, attributed to the oriented crystalline morphology
facilitating conduction between the redox layers (Fig. 27).
Again, excellent cycling stability of films is demonstrated, with
only 7% loss over 5000 cycles. The conductivity of the material
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Fig. 27 Capacitance retention over 5000 cycles for 180 slurry, blank Au
electrode, and oriented thin films as a function of thickness: 250 nm (red),
98 nm (blue), 62 nm (green). (Reproduced from ref. 172, reprinted with
permission, copyright 2015, American Chemical Society).

in the oriented crystal allows for relatively high rate capabil-
ities. However, the thicknesses of the films are fairly low. If the
thickness of the films could be increased while retaining high
crystallinity, this material would be even more attractive.

In an effort to reduce the cost of electrode materials, bio-derived
lignin, the second most abundant biopolymer and waste product of
paper production, can be used as a pseudocapacitive electrode.'”?
Lignins contain quinone groups that can contribute to the pseudo-
capacitance afforded by the polypyrrole electrodes and thereby
increase Cp,.. Using polypyrrole and four lignin samples, 181, with
varying concentrations of monolignols syringyl (S), guaiacyl (G),
and hydroxyphenyl (H), the electrodes displayed 206, 220, 239, and
282 F g ' Cp’s at 1 A g ' with increasing S/G ratio from 0.3-2.6.
The use of biopolymers in conjunction with conductive polymers
is an effective way to increase performance of electrodes without
having the charge-shuttling problem associated with small mole-
cule additives. Full characterization of the electrode, including the
cycling stability, is required in order to make further conclusions
about the practical applicability of this approach.

In 2014, our group reported an electrochemically polymer-
ized fullerene, 182, used as a negative electrode in SCs."”* This
highly cross-linked material has high C,. values ranging from
110-220 F cm™> at 100-10 A cm >, due to its ability to accept
multiple electrons per monomer unit. The cycling stability
of the electrode was poor, with a complete loss in Cp,. after
250 cycles, which was attributed to ion influx when charging.
An asymmetric type IV device using PEDOT as the positive
electrode hasa 7.9 £ 1.1 F cm ™ Cp at 0.11 mA. The high device
voltage of 2.2 Vled to a 5.3 + 0.7 W h L™ ' energy density, and a
4270 kW L™ P Importantly, the device has a power density
two to three times higher than a symmetric PEDOT/PEDOT SC
(Fig. 28). Despite the high C,. of the electrode, the cycling stability
and the low film thickness present a barrier. Future work on this
system should be focused on improving the film thickness and
stability by optimizing synthesis and electrolyte.

Three hyper-branched polymers, 183-185, with increasing
numbers of thiophene linkers and terminal NDI groups were
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Fig. 28 Ragone plot of symmetric PEDOT SC and asymmetric 182 SC
plotted with commercially available 3 V 0.2 F activated carbon SC and a
3.6 V 110 mA h lithium-ion battery. Adapted from ref. 174.

fabricated into asymmetric and symmetric SCs."”> Asymmetric

devices of 183-185, using activated carbon as the positive electrode
yields 22.0, 4.92, and 4.94 F g~' Cp’s at 0.1 mA. Increasing
thiophene spacers led to an increase in porosity, but also an
increase in charge transfer resistance. While the C. values are
low, 183 demonstrated high cycling stability, with approximately
90% retention after 500 cycles. This material was fabricated into a
symmetric device that has a low Cy, of 0.5 F g™, but maintains the
same high cycling stability. The low Cp,. of these materials may
exclude them from practical use, however the trends between the
polymers with different pore sizes is fundamentally important.

5.3 Donor-acceptor materials

Donor-acceptor polymers, commonly used in organic photovol-
taics, accept both positive and negative charge, making them
ideally suited for symmetric SCs with high operating voltages.
Reynolds and coworkers demonstrated the use of a novel donor-
acceptor polymer, 186, in SCs.'”® The EDOT functionality allows
the material to accept positive charge and the isoindigo func-
tionality allows the material to accept negative charge. As such,
186 was fabricated into a symmetric device with a 2.25 V operat-
ing potential due to the negative and positive charge-accepting
properties of the polymer. The lack of n-type stability for 186
limits its use in a symmetric device with a large operating
voltage, but this work provides fundamental insight into the
development of donor-acceptor polymers for symmetric SCs.
Our group demonstrated an example of donor-acceptor poly-
mers 187 and 188 in SCs with large potential windows of 2.5 V
and impressive Cp.’'s of 201 Fg ' at 100 mVs 'and 91 F g 'at
50 mV s~ for 187 and 188 respectively.'”” A second acceptor unit
is found to increase charge stabilization, despite diminished
cycle stability of 75% after 100 cycles and 30% after 1000 cycles
at 500 mV s~ ' (Fig. 29). While the cycling stability is not ideal,
this is a significant step forward and provides insight into
performance improvement for donor-acceptor polymers by
demonstrating that increasing the amount of acceptors in the
polymer can lead to greater charge stabilization. Further increas-
ing the acceptor content in donor-acceptor polymers is expected
to lead to higher conductivity and stability.

The donor-acceptor polymer 189 was studied for its electro-
chemical and electrochromic properties. With distinct colours
in each charged state, 189 is ideal for smart electronics as an
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Fig. 29 Electrochemical characterization of symmetric 187 and 188 SCs
(structure inset in each column). (a and b) Cyclic voltammogram at 50,
100, 200, 500, 750 and 1000 mV s~*. Blue indicates an electrode where
the electron donor material stores charge, red indicates where the
electron acceptor stores charge, and white indicates a neutral electrode.
The SOC of the electrodes are indicated by “"+" and “"—". (c and d) Peak
capacitance vs. scan rate. Adapted from ref. 158.

energy storage device capable of indicating its immediate
capacity.'”® While 189 has a modest C,. (1124 F g ' at
1.0Ag ' and 59.8 F g ' at 16.0 A g '), it has excellent cycling
stability, with 82% capacity retention after 12500 cycles at
1.0 A g™, and a CE of 100%. The electrodes reach a 16.6 kW kg™*
maximum power density, and a high maximum specific energy
of 49.8 W h kg~ ". The exceptional stability of this polymer is
only observed in the positive charge-accepting regime. It would
be interesting to see the effect of a long alkyl chain on the
negative charge-accepting stability of the polymer.

Using the redox-active small molecule alizarin 190, graphene
hydrogels were non-covalently functionalized and used as SC
electrodes."”® The hydroxyl and carbonyl groups allow 190 to
accept both positive and negative charge, enlarging the
potential window to 1.4 V in a symmetric device. The resulting
macroporous framework facilitates excellent ion diffusion and
electron transfer. The electrode exhibits a 350 F g~ Cp at
1 A g~', much higher than its individual components, with
exceptional rate capability (61% capacity retention at 200 A g ). The
symmetric SC has a 285.6 F g ' Cyc at 1 A g~ ', and an impressive
energy density of 18.2 W h kg™ (at a power of 0.7 kW kg™ '). The
device also shows excellent rate capability (64% retention at
50 A g~ ") and cycle stability (88% retention after 1000 cycles at
5 A g "). The high capacity, relatively large operating potential,
and high cycling stability makes this an excellent candidate
for SCs.

6. Computational design of electrode
materials

Organic compounds are infinitely diverse due to the large
number of atom combinations, connectivity, stereochemistry,
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size, etc. The number of possible organic compounds that can
be explored as useful materials for energy storage is immense,
even when we only consider the compounds that are syntheti-
cally and practically relevant. Fortunately, due to the incredible
developments in computational chemistry, the ability to ration-
ally design molecules in silico can greatly reduce the number
of candidates for devices, saving valuable time and money.
Computational chemistry, particularly DFT, has become a
staple for the design and study of molecules for almost all
organic electronic devices. DFT and other computational methods
can be used as a screening tool to choose the most promising
candidate for synthesis or as a tool to rationalize unexpected
behaviour from systems already examined experimentally. Below,
we highlight some recent work on the use of computational
chemistry for the design of all of the above energy storage
devices, and how this tool is being used for the design of high
performance materials.

6.1 Solid electrode batteries

The majority of the work performed on organic materials for
energy storage using computational chemistry has focussed on
solid electrode batteries. This is not surprising because, over-
whelmingly, solid electrode batteries are the most studied in
the literature. The recent theoretical work in this field has
focussed on a few key points: (1) developing structure-property
relationships for classes of organic compounds in order to
improve battery performance; (2) assessing the mechanism of
charge transport in organic films; (3) screening molecular
crystals using new DFT methods in order to determine the
effect of crystal structure on performance and; (4) assessing the
strength of van der Waals interactions between redox-active
molecules and different substrates.

Quinones have been studied extensively for use in batteries,
however, they typically suffer from low voltages compared to
inorganic cathodes. In order to provide structure-property relation-
ships for the development of high performance quinoide-type
molecules, DFT was used to analyze different derivatives
of quinones that are connected by a two-atom bridge."*® By
substituting carbons in the quinone ring with heteroatoms,
changing the carbonyl redox group to more electron-withdrawing
groups, or by adding substituents to the quinone ring, a wide
voltage range between ~1 to 3 V vs. Li/Li' can be theoretically
attained (Fig. 30). The authors note that placing substituents on the
two-atom bridge have little effect on the redox potential, and
changes that modify the stabilization energies of the aromatic
ring have the largest effect. The same authors later reported the
effect of isomerization and nitrogen substitution on the reduction
potential of an unexplored class of compounds for energy storage,
pentalenediones.'®" The highest voltage occurs in isomers where
the spin density is mostly located on the oxygen atoms in the
reduced form, or in other words, when the five-membered ring is
stabilized. In general, nitrogen substitution in the ring raises the
reduction potential of the derivatives, except when they appear
next to each other in the ring.

In another effort to elucidate structure-property relationships
for designing high-voltage cathodes, a qualitative methodology
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capacity for a one-electron process. (Reproduced from ref. 133, reprinted
with permission from the PCCP Owner Societies).

based on Clar’s sextet was developed and validated using
DFT.*?> The authors hypothesized that an increased number
of Clar sextets would result in a higher reduction potential
based on the increased aromaticity, or in other words a higher
stabilization energy. When tested using DFT, a positive correla-
tion was found between the average change in Clar sextet
numbers when two lithium atoms are inserted into the material,
denoted as AC,;;, and the voltage. The authors also investigated
compound 24, which has a positive AC,y;, in order to further
support their hypothesis. A novel set of carbonyl containing
heteroaromatic compounds with a six-membered quinone ring
fused with a five-membered heterocycle were also examined by
DFT, giving rise to a set of structure-property relationships.'®> In
general, increasing the aromaticity of the anion leads to greater
stability and a higher reduction potential, similar to what others
have found. The authors warn against adding heteroatoms and
other groups to molecules without considering the effect of the
excess mass because it can result in a lower energy density
although a higher voltage can be attained.

Radical polymers are an important class of materials for dual-
ion batteries. The ability to quickly screen radical compounds for
their redox potentials is very useful for the development of
radical-based electrodes. Dardenne and coworkers tested a 4
self-consistent field procedure based on DFT with a polarizable
continuum model to account for solvent interactions.'®® The
authors show that this method can be used to accurately predict
the redox potentials of organic radicals with little computational
cost. This method is expected to be important for the design of
high voltage organic radicals for use in batteries.

It is also important to determine the mechanism of charge
transport in radical polymers because the morphology of the
polymer films and the orientation of redox-active groups rela-
tive to each other can impact the rate of charge transport. This
knowledge can lead to the development of radical polymers
that have high charge carrier mobilities and therefore high
rate capabilities. Using a combination of molecular dynamics
simulations and DFT, the intermolecular packing and its effect
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on charge transport were determined in a TEMPO-based pen-
dant polymer.'® Charge transport between pendant TEMPO
groups occurs predominantly through intermolecular interac-
tions. Favourable molecular orbital overlap occurs when the
TEMPO oxygen-nitrogen bonds stack parallel to each other,
and this facilitates charge transport. This work suggests that
the stabilizing methyl groups should be replaced with some-
thing that allows for closer contact between TEMPO groups to
allow these interactions to contribute significantly to the overall
charge transport mechanism.

Dispersion-corrected DFT (DFT-D) has been developed pre-
viously to study organic crystal systems. Recently, it has been
applied to a previously reported lithium 2,6-bis(ethoxycarbonyl)-
3,7-dioxo-3,7-dihydro-s-indacene-1,5-bis(olate) battery cathode to
determine the method’s utility in predicting the properties that
are important to function in a lithium-ion battery.'®> The
authors show that DFT-D is an effective method to predict both
the geometry and the discharge potential of the electrode.
Additionally, the authors find that modeling the periodic crystal
structure is a better means to determine properties than model-
ing a single molecule. This work was recently extended to nine
other crystalline organic materials that were previously studied
for lithium-ion batteries and thirty-one other randomly selected
organic crystallites.'®® The authors also highlight the need for
molecules with small band gaps in order to attain sufficient
conductivities to facilitate charge transport.

DFT-D was also used to study the diffusion of lithium-ions
in tetracyanoquinodimethane."®” Crystals of tetracyanoquino-
dimethane are highly porous, with an electronic band gap of
~1.0 eV, suggesting that the compound should have good elec-
trical conductivity, however the dynamic performance is poor. The
authors show that there is a high coulombic barrier for lithium ion
diffusion through the crystal due to the interaction with the
negative charge on the tetracyanoquinodimethane molecules. The
authors suggest making nanoparticles of the molecule to shorten
diffusion pathways and blending with an ionic conductor in order
to improve performance in this promising material.

In order to enhance the cycling stability of organic small
molecules for batteries, one strategy is to adsorb them onto a
highly conjugated sp> carbon (or heteroaromatic) network where
the n-n stacking will be strong enough to prevent dissolution. In
order to quantify this interaction, DFT-D was used to measure
the binding energy between different organic molecules on
graphene or hexagonal boron nitride."®® The calculations show
that there is a strong binding interaction between these mole-
cules and each substrate. The work function is shifted relative to
isolated graphene or boron nitride nanosheet, indicating that a
strong interaction is in fact occurring. The authors suggest that
adding graphene or boron nitride can prevent dissolution and
increase the cycling stability of the organic electrode.

6.2 Redox flow batteries

The use of DFT to predict the properties of organic molecules
for RFBs is becoming increasingly popular. The calculation
is somewhat simplified compared to organic crystals, because
a solvent model can be used to accurately predict the
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performance with solvation effects accounted for. Below are
some recent examples that exclusively use computational
chemistry to give structure-property relationships in order to
guide the design of high performance materials for RFBs.

Anthraquinones are the mostly widely studied class of com-
pounds for RFBs. Due to their high abundance, facile functiona-
lization, and wide range of synthetically accessible derivatives, they
are prime candidates to study via computational chemistry in
order to determine the most promising materials. Bachman and
coworkers investigated the redox properties of a number of
anthraquinone derivatives by DFT."®° The goals of their study were
to determine the influence of lithium salts and the decomposition
of these salts under normal battery operating conditions on the
reduction potential, the influence of various functional groups on
the reduction potential, the influence of functional groups on the
solvation energy (closely related to solubility), and the identifi-
cation of stable anthraquinone derivatives. In general, the authors
found that lithium salts increase the reduction potential of
anthraquinones by ~0.4 V due to a complexation effect, which
is favourable for catholytes. Furthermore, they predicted that
substitution of the aryl ring with methyl groups lowers the
reduction potential, which is favourable for anolytes. They also
identify oxy-methyl dioxolane substituents as the best choice for
increasing the solvation energy and suggest that anthraquinone
anions are likely to be stable with respect to reduction in solution.
Thiophenoquinones were also examined using DFT for aqueous
RFBs." The authors identified 1056 derivatives that have pre-
dicted solubilities of >2 M and out of these, 36 that have
reduction potentials lower than 0.25 V, and 15 with reduction
potential higher than 0.95 V vs. the standard hydrogen electrode.
While substitution on the quinone ring with EDG and EWG
groups has the expected trends of lowering and raising the
reduction potentials respectively, when substitution occurs on
the thiophene ring, sometimes the opposite effect is observed.

In another study, Er and coworkers computationally design
an all-quinone RFB by examining the solubility and redox
potentials of 1710 quinone and hydroquinone redox couples."*
The author’s report a quantitative structure—property relation-
ship using high throughput DFT calculations on different ring
sizes, isomers, and substitutions on the quinone rings. It was
discovered that substitution near the carbonyl groups on the
quinones has the largest effect on the reduction potential of the
molecule, with the expected trends for EDGs and EWGs. They
also discover that substitution away from the carbonyl groups
on the quinone leads to the greatest improvement in solubility.

6.3 Supercapacitors

The majority of the computational predictions on SCs have
focused on modelling the charge distribution in the pores of
HSACs, the interaction of different electrolytes on charged
surfaces, and ion dynamics when under the influence of an
external electric field."®>™%” Much less work has been performed
on the design of organic materials for supercapacitors. This
might be because the electronic structure required for pseudo-
capacitive behaviour is hard to predict and, quite frankly, seems
to be poorly understood. As a qualitative observation, it seems as
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though only highly conducting materials, or materials with
broad, overlapping redox peaks, exhibit a pseudocapacitive
profile. While this phenomenon has yet to be calculated in
detail, to the best of our knowledge, there has been a few recent
works that look at various aspects of organic SC materials.

Burkhardt and coworkers investigated a method to predict
the redox potentials of small violene molecules using DFT."®
The authors examine the applicability of each compound for
energy storage based on the predicted redox potential and the
molecular weight of the redox unit to give an idea of the
expected energy density. The authors found that the hetero-
atom in the ring has a predictable shift in redox potential
following the trend of sulfur > oxygen > nitrogen and that the
oxidation potential can be shifted higher when the aromatic
system decreases in size, or if additional nitrogen heteroatoms
are added to the ring. They also found predictable shifts in
redox potential for EDGs. The authors note that the usefulness
of these compounds will rely on the ability to attach them to a
conjugated polymer backbone to afford additional capacitance
and high conductivity.

Our group has also provided some insight into the design of
conjugated donor-acceptor polymers for SCs.'”” The delocaliza-
tion of charges on a conjugated polymer backbone is important
to determine the conductivity and electrochemical characteri-
stics of the material (i.e. battery or SC-like behaviour). We have
quantified the extent of delocalization of charges on a donor-
acceptor polymer by the bond length change calculated by DFT
when a positive or negative charge is placed on the backbone.
We have found that in the case of donor-acceptor polymers, the
extent of delocalization is not as great as that of a homopolymer
such as poly(3,4-diethoxythiophene) (Fig. 31). This suggests that
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the conductivity and electrochemical characteristics, such as
oxidation/reduction profile and stability, are not as favourable
as for a homopolymer. This work was also corroborated with
experimental work on donor-acceptor conjugated polymers. We
have also performed similar calculations on block-copolymers of
donor and acceptor moieties and found that these polymers
should have a great extent of charge delocalization. These
polymers are prime candidates for future work in the area of
conjugated polymer SCs.

7. Summary and outlook

In this review, we have shown that organic materials are
promising candidates for low cost and high performance
electrodes for all EESSs (Fig. 32). The use of organic electrodes
for solid electrode batteries is, by far, the most studied. This is
due to the large market share that solid electrode batteries
have, in particular lithium-ion batteries. Organic electrodes are
important for solid electrode batteries because they can decrease
the cost of the device, allow flexibility, and can also open up
opportunities for the use of multivalent ions without the pro-
blems typically associated with inorganic compounds. Several
issues still exist that need to be addressed before organic
electrodes can become commercially viable, such as a low cycling
stability, low voltage, and low capacity. Strategies have been
proposed to address these problems with varying success. The
functionalization of small molecules with ionic groups, the
incorporation of the redox functionalities into polymers and
organic frameworks, and the adsorption of molecules onto
highly conjugated, graphitic-like surfaces are all promising ways
to improve the cycling stability of redox-active organic molecules
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and have even shown to improve other performance metrics
such as rate capability. Structural modification of organic mole-
cules with EWGs or EDGs, or by the substitution of carbon with
more electronegative atoms, can provide for an efficient way to
tune the redox potential. Additionally, the use of biologically-
derived and industrially abundant materials lends itself to the
design of low cost materials for solid electrode batteries and
RFBs. This is expected to be an increasingly popular strategy for
both academia and industry in order to fabricate sustainable and
inexpensive energy storage devices. Investigating structures that
possess a high charge:mass ratio is a strategy to overcome
capacity issues, however, the discovery of unexpected charge-
accepting mechanisms is important for the design of high capacity
materials. With a combination of these strategies, voltages com-
parable to traditional lithium-ion batteries (~3.6 V), and even
higher for dual-ion batteries, stabilities exceeding thousands of
cycles, and capacities above 300 mA h g¢~' can be realistically
achieved. These metrics will require further investigation into both
anode and cathode materials and also into electrolytes in order to
achieve high voltages, capacities, and stabilities.

In the realm of RFBs, organic materials have shown great
potential. These materials promise low cost, stable operation,
high capacity, and high voltages due to their abundance,
reversible electrochemistry, and versatility in structure. Here,
the biggest issues are the device voltages, and the low solubility
which leads to low capacities and cycling stabilities. Many of
the same strategies used in solid electrode batteries can be used
to address these issues. Functionalization with ionic groups or
organic motifs can afford a greater solubility in the desired
electrolyte and can also adjust the redox potentials. The design
of high performance materials for RFBs can be greatly simplified
by targeting the most promising candidates to synthesize and
test by examining the predicted solubility of the compounds at
all oxidation states by computational chemistry. The design of
symmetric RFBs is a promising strategy to overcome crossover
issues, however, this can pose challenges with both solubility
and stability for all redox states involved. Additionally, one of the
challenges lies in replacing the expensive Nafion separator. An
effective strategy is to design soluble redox-active polymers that
can be excluded from crossover by size, allowing Nafion to be
replaced by an inexpensive dialysis membrane. There have also
been developments in new low cost separators to replace Nafion.
It is expected that RFBs using organic materials will play a large
role in grid energy storage in the future.

Organic materials are also promising for SCs because they can
be flexible, and have high capacitances due to their pseudocapa-
citive properties. The design of new SC materials should focus on
improving capacitance through the incorporation of redox motifs
into traditional EDLC and known pseudocapacitive polymers.
There has been a significant amount of work on novel pseudo-
capacitive conjugated polymers. However, the design of these
novel materials is difficult due to the lack of predictive methods
for pseudocapacitive behaviour (compared to battery-like beha-
viour). For now, the main strategy is focused on using known
pseudocapacitive polymers that can be derivatized, although a
few novel polymers have been discovered that surprisingly
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exhibit the necessary electrochemical behaviour for SCs. These
discoveries have led to advances in designing pseudocapacitive
materials that have larger operating voltages and higher capa-
cities. We hope that going forward, predictive methods for
pseudocapacitive behaviour will be developed to propel the
design of new pseudocapacitive materials with high capaci-
tance, stability, and voltages.

With the development of more accurate computational meth-
ods and the use of existing techniques, we expect that DFT will
become a standard technique for designing materials and ratio-
nalizing behaviour. This is already becoming apparent in the
literature, with a significant proportion of researchers using
DFT to investigate energy storage materials. Innovation at the
structural level is essential for the commercialization organic
energy storage materials. With an interdisciplinary and collabora-
tive effort, we believe that high performance and low cost organic
EESSs are attainable in the foreseeable future.

Abbreviations

BC Butylene carbonate

BMIMPF¢  1-Butyl-3-methylimidazolium hexafluorophoshate
CB Carbon black

CE Coulombic efficiency

CMC Carboxyl methyl cellulose
CNTs Carbon nanotubes

Che Specific capacitance

CPE Composite polymer electrolyte
Csp Specific capacity

Ctheor Theoretical capacity

Cy Volumeric capacity

DCM Dichloromethane

DEC Diethyl carbonate

DEGDME  Diethylene glycol dimethyl ether
DFT Density functional theory
DFT-D Dispersion-corrected DFT
DMC Dimethylcarbonate

DME Dimethoxyethane

DOL Dioxolane

EC Ethylene carbonate

EDGs Electron donating groups
EDLC Electric double layer capacitors

EE Energy efficiency

EESS Electrochemical energy storage system
EiPS Ethyl isopropyl sulfone

EMC Ethyl methyl carbonate

EMIC 1-Ethyl-3-methylimidazolium chloride
EMIMBF,  1-Ethyl-3-methylimidazolium tetrafluoroborate
EWGs Electron withdrawing groups

F Faradys’s constant

Fc Ferrocene

FEC Fluoroethylene carbonate

FWNT Few-walled carbon nanotubes

G Guaiacyl

GNP Graphene nanoplatelet
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GO Graphene oxide
H Hydroxyphenyl

HSAC High surface area carbon
iMOF Insertion metal-organic framework
LiTFSI Lithium bis(trifluoromethane)sulfonimide

M Molecular weight of the compound in g mol ™"

MWCNT Multiwall carbon nanotubes

NaFSI Sodium trifluoromethanesulfonimide
NaTFSI Sodium bis(trifluoromethane)sulfonimide
NDIs Naphthalene diimides

P3HT Poly(3-hexylthiophene)

PC Propylene carbonate

PDI Perylene diimide

PEDOT:PSS Poly(3,4-ethylenedioxythiophene):
poly(styrenesulfonate)

PEO Poly(ethylene oxide)

PMA Poly(methacrylate)

Proax Maximum power

PMMA Poly(methyl methacrylate)

PP13 TFSA N-Methyl-N-propylpiperidinium
bis(trifluoromethanesulfonyl)amide

PTFE Poly(tetrafluoroethylene)

PVA Poly(vinyl alcohol)

PVdF Poly(vinylidenefluoride)

PVdF-co-HFP Poly(vinylidene fluoride-co-hexafluoropropylene)

RFBs Redox flow batteries

Rs Equivalent series resistance in ohms

S Syringyl

SBR Styrene-butadiene rubber

SCE Saturated calomel electrode

SCs Supercapacitors

SEI Solid electrolyte interface

SHE Standard hydrogen electrode

SoC State-of-charge

SWCNTs Single-walled carbon nanotubes

TBACIO, Tetrabutyl ammonium perchlorate

TBAOH Tetrabutyl ammonium hydroxide

TBASbF¢ Tetrabutyl ammonium hexafluoroantimonate

TBAPF, Tetrabutyl ammonium hexafluorophosphate

TEATFSI Tetraethyl ammonium bis(trifluoromethylsulfonyl)-
imide

TEABF, Tetraethyl ammonium tetrafluoroborate

TEGDME  Tetraethylene glycol dimethyl ether

TEMPO 2,2,6,6-Tetramethylpiperdinyloxyl

TFSI Trifluoromethane sulfonyl-amide

1% Voltage of the SC in volts

vC Vinylene carbonate

VE Voltage efficiency

VGCF Vapor-grown carbon fibers

Vi Initial voltage of the device in volts
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