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A microwave synthesized CuxS and graphene oxide
nanoribbon composite as a highly efficient counter
electrode for quantum dot sensitized solar cells†

Dibyendu Ghosh, Ganga Halder, Atharva Sahasrabudhe and Sayan Bhattacharyya*

To boost the photoconversion efficiency (PCE) of ever promising quantum dot sensitized solar cells

(QDSSCs), and to improve the design of photoanodes, the ability of the counter electrode (CE) to effec-

tively reduce the oxidized electrolyte needs special attention. A composite of a 15 wt% graphene oxide

nanoribbon (GOR), obtained by unzipping multi-walled carbon nanotubes (MWCNTs), and CuxS intersect-

ing hexagonal nanoplates, synthesized by a low cost, facile and scalable microwave synthesis route, is

reported as a fascinating CE for QDSSCs. The best performing Cu1.18S–GOR CE could notably achieve a

record PCE of ∼3.55% for CdS sensitized QDSSCs, ∼5.42% for in situ deposited CdS/CdSe co-sensitized

QDSSCs and ∼6.81% for CdTe/CdS/CdS dual sensitized QDSSCs, apart from increasing the PCE of pre-

viously reported QDSSCs. A systematic investigation of the CE design revealed the high electrocatalytic

activity of GOR due to the presence of organic functional groups, graphitic edge sites and a quasi-one-

dimensional (quasi-1D) structure, which increases the interfacial charge transfer kinetics from the CE to

the polysulfide electrolyte. The highly stable Cu1.18S–GOR CE has the added advantage of a favourable

energy band alignment with the redox potential of the polysulfide electrolyte, which reduces the loss of

charge carriers and thus can increase the PCE of QDSSCs.

1. Introduction

The low cost third generation solar cells fabricated using semi-
conductor quantum dots (QDs) as light harvesters are extre-
mely appealing because of the solution processability of QDs
and their tunable band gap, high absorption coefficient and
possibilities of multiple exciton generation.1,2 Although over-
shadowed by the rapidly increasing efficiencies of organometal
halide perovskite solar cells,3 quantum dot sensitized solar
cells (QDSSCs) have started to demonstrate promising PCE,4–9

whereas the current efficiency scenario for QDSSC has just
reached above 9% for the liquid junction QDSSC,10 and 10.7%
for the solid state device.11 To improve the overall perform-
ance, all three basic components of QDSSCs, viz. the
photoanode,12–15 the electrolyte,16,17 and the CE,18–22 need to
be optimized. The role of a CE is to collect electrons from the
external circuit and catalytically reduce the redox electrolyte,
the latter being oxidized after hole scavenging from the sensi-
tizer. In the popularly used polysulfide electrolyte, an ideal CE
should be stable without any sulfur poisoning, possess high

electrocatalytic activity, pose lower charge-transfer resistance at
the CE–electrolyte interface and be cost-effective.

Pt CEs are prone to surface adsorb sulphur atoms from the
polysulfide electrolytes, which decreases their conductivity and
electrocatalytic reducing property, thereby affecting the PCE of
QDSSCs.23 A large variety of replacement materials, such as
CuxS,

24–27 Co–S,28,29 NiS,30 PbS,31,32 Bi2S3,
33 Cu2ZnSnS4,

34 and
carbon–CuxS composites,18,23 have been investigated for
designing next-generation CEs. CuxS and its composite with
different carbon allotropes show better performance and stabi-
lity. Recently a CuS/Cu1.8S CE was reported for a CdSe-sensitized
solar cell to attain 6.28% PCE,35 and FeSe2, Cu1.8S, and CuSe
films were reported as efficient CEs for both dye-sensitized solar
cells (DSSCs) and QDSSCs.36 As composites with carbon, the
highly catalytic reduced graphene oxide (RGO)–Cu2S CE with the
CdS/CdSe co-sensitizer had a PCE of 4.4%;18 however, with a
similar photoanode, CuS and Cu1.8S nanosheet arrays as CEs
achieved a PCE of 6.53%.37 Other than a chalcogenide based CE,
composites of carbon dots and Au nanoraspberries achieved
∼5.4% PCE with a ZnO nanowire/CdS/CdSe photoanode.38

In fact, the 2D carbon nanostructure GOR with superior
electrical, optical, thermal, and mechanical properties is
useful as a hole extracting layer as well as electron blocking
layer in solar cells.39,40 GORs with high aspect ratios and
quasi-1D confinement of charge carriers are narrow elongated
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strips of graphene oxide (GO) with large catalytic edges and
prepared by unzipping CNTs.40,41 GOR has larger surface area
for interaction with the electrolyte and chalcogenide nano-
structures than the parent CNTs, GO or RGO, conveniently pre-
pared by greener routes.42 Even if GOR shows unique solution
processability, there has been no report offering an optimi-
zation of the metal chalcogenide and the GOR composite that
can offer high electrocatalytic performance as a CE in QDSSCs.
The catalytic performance of the CE in QDSSCs depends on
the available active sites and how fast the electrons flow back
into the electrolyte from the external circuit, creating electron
pathways to complete the circuit. So the carrier mobility of a
CE should be good enough to reduce the charge transfer resist-
ance (RCT). RCT will add up to the overall series resistance (Rs),
which determines the most important parameter of QDSSC,
the fill factor (FF). So the catalytically efficient CE will reduce
Rs and improve FF, resulting in a higher PCE. GOR offers one
of the greatest intrinsic carrier mobilities at room temperature,
with a perfect atomic lattice, a promising mechanical strength,
and chemical and thermal stability with additional
functionalization of –OH and –COOH groups.

Previously the CuxS CE was prepared via exposing a brass
foil to the polysulfide electrolyte,43,44 electrochemical depo-
sition,45 electrospinning,46 solvothermal,47 successive ion layer
adsorption and reaction (SILAR) etc.48 Unlike the detailed syn-
thesis strategies involving surfactants, organic solvents and an
inert atmosphere required for controlling the domain sizes
and topologies,49 in this report a low cost microwave
irradiation technique was used for the scalable production of
CuxS nanostructures with a tunable chemical composition,
whereas GOR was synthesized by oxidative unzipping of
MWCNTs. The superiority of GOR as a composite material
over GO and CNTs is discussed based on electrochemical
experiments. The CE made by doctor blading a paste of CuxS–
GOR composite on FTO glass shows enhanced catalytic
activity, which is stable over several cycles and could improve
the PCE of reported QDSSCs.

2. Results and discussion

In this section, after individual characterizations of the CuxS
and carbon nanostructures, the design of the optimized CE
will be discussed in the following steps: (i) to optimize the Cu:S
stoichiometry for the best photovoltaic and catalytic activity
of CuxS, (ii) to investigate the reason why GOR is a superior
composite material over CNTs and GO, and (iii) to optimize
the weight% of GOR with respect to CuxS. Finally the opti-
mized CuxS–GOR CE will be demonstrated to increase the PCE
of reported photoanodes.

2.1 Characterization of the individual components of CE

2.1.1 CuxS nanostructures. Fig. 1a shows the X-ray diffrac-
tion (XRD) patterns of seven different compositions of CuxS
nanostructures. The XRD reflections match with the hexagonal
crystal structure of covellite CuxS (JCPDS no. 06-0464). The

reflection at 2θ = 46.5° for the (101) plane is observed for Cu/S
ratio >1.18 due to the formation of the chalcocite Cu2S phase
(JCPDS no. 01-0831462). In Cu1.42S the (101) reflection
increases at the cost of the (110) reflection at 2θ = 47.9°, which
is more prominent in Cu1.7S. The Cu:S stoichiometry was con-
firmed from the energy dispersive analysis of X-ray (EDAX)
spectra recorded over 6 areas on each CuxS sample (ESI,
Fig. S1†). Elemental mapping confirms the uniform compo-
sition of Cu:S over the entire nanostructure (Fig. S1h†). Fig. 1b
shows a field emission scanning electron microscope (FESEM)
3-dimensional image of the representative Cu1.18S nano-
structure. The CuxS nanostructures are composed of intersect-
ing hexagonal nanoplates, the thickness of which increases
from ∼50 nm for x = 0.24 to ∼80 nm for x = 1.03 and thereafter
remains constant at 55–65 nm for x = 1.18–1.7 (Fig. S2†). Two of
the major changes with increasing Cu/S ratio are the decrease
in lateral dimension of the plates, say from >2 µm for Cu0.24S to
∼200 nm for Cu1.7S, and the gradual increase in roughness of
the smaller plates at low S content. At a mean Cu/S ratio of x =
1.18, the diameter of the moderately rough surfaced plates is
∼600 nm and the thickness of the plates remains at ∼57 nm.
Fig. 1c shows the transmission electron microscopy (TEM)
image of Cu1.18S and the interplanar spacing corresponding to
d102 = 0.28 nm is observed in Fig. 1d. The corresponding
selected area electron diffraction (SAED) pattern (inset of
Fig. 1d) shows the high crystallinity of Cu1.18S nanoplates.

2.1.2 Carbon nanostructures: CNT, GO and GOR. The com-
mercial MWCNT (Fig. 2a) was unzipped by oxidative cleavage
to produce GOR (Fig. 2b) whereas GO (Fig. 2c) was synthesized
by the modified Hummers method. The TEM image of GOR
(Fig. 2d) shows a multifaceted disordered structure with a
distinct CNT wall opening giving rise to the ribbon-like
morphology. As observed in the XRD patterns in Fig. 2e, the

Fig. 1 (a) XRD spectra of CuxS nanostructures. (b) FESEM and (c) TEM
images of Cu1.18S nanostructures. (d) High resolution TEM image
showing the interplanar spacing of Cu1.18S and the inset shows the SAED
pattern.
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graphitic (002) reflection of the CNTs at 2θ ∼ 26.08° (JCPDS
no. 75-1621) is absent in GO and GOR and a new peak at 2θ ∼
9.56° corresponding to the (001) plane (JCPDS no. 89-8487)
appears. The appearance of the (001) reflection and the
absence of the (002) peak indicate the successful unzipping
and exfoliation of the graphitic sheets into graphene oxide
layers.40,50 Room temperature Raman spectra (Fig. 2f) show
the disorder induced D-band at 1355 cm−1 and the G-band
corresponding to the phonon stretching mode of the sp2

carbon atoms at 1599 cm−1. The intensity ratio of D and G
bands increases from the CNTs towards GOR due to an
increase in disorder due to unzipping. The 2D-band being an
overtone of the D-band due to two-phonon scattering on a con-
tinuous graphene domain50,51 could be observed in CNTs but
is absent after unzipping due to incomplete exfoliation of the
staged graphene sheets. Both oxidative unzipping of CNTs to
produce GOR and the modified Hummers method result in
organic functionalities such as hydroxyl, carboxylic acid, keto,
and epoxy groups attached to the carbon sheets, which result
in structural defects as shown in the schematics of Fig. 2b and
c. Fourier transform infrared (FTIR) spectra (Fig. S3†) confirm
the above organic linkages. The carboxylic (–COOH) and
hydroxyl (–OH) groups give rise to the broad peak at
3000–3700 cm−1, and the peak at 1600–1750 cm−1 is due to
both ketonic CvO stretching and sp2 CvC stretching frequen-
cies. Due to the higher fraction of CvO in GOR the peak inten-
sity also increases compared to CNT. The vibration modes of
epoxide (C–O–C) in GO and GOR are also observed at 1084 and
1387 cm−1.52,53 The optical band gap of GOR calculated from
the UV-vis spectra (Fig. S4†) is ∼3.45 eV.

2.2 Photovoltaic performance of CuxS nanostructure CEs

The CuxS nanostructures deposited on FTO substrates
(Fig. S5†) were applied as CEs in the QDSSCs assembled with

the CdS sensitized photoanode. Fig. 3a shows the current–
voltage ( J–V) characteristics for seven different CEs and Table 1
summarizes the photovoltaic parameters of the resulting
QDSSCs. The device shows better performance with slightly
copper rich films (Cu1.18S) than excess copper (Cu1.7S) or
sulfur (Cu0.24S) containing films. Without the addition of
carbon nanostructures, the CE prepared with Cu1.18S shows
the highest efficiency of ∼3.05% with a corresponding open
circuit voltage (Voc), short circuit current density ( Jsc) and FF of
∼0.544 V, ∼10.68 mA cm−2 and ∼0.53, respectively. Electro-
chemical impedance spectroscopy (EIS) measurements on
symmetric cells of the CE material were performed to analyze
the photovoltaic performance. The Nyquist plots are shown in
Fig. 3b and Rs and RCT extracted from the equivalent circuit
(inset of Fig. 3b) are summarized in Table 1.37 Being a p-type
material the electrical conductivity of CuxS is a signature of
the free holes created by Cu-vacancies and, accordingly, with
decreasing x, the electrical conductivity should also increase.54

According to the Rs and RCT values, although this analogy
holds true for Cu/S ratios from Cu1.7S to Cu1.18S, an opposite
trend is followed at higher Cu-deficiencies up to Cu0.24S. In
fact, moving away from x = 1.18, Cu-rich films show better
charge transfer kinetics than S-rich films. The nanoplate thick-
ness does not show a systematic trend with Cu:S stoichiometry,
still the roughness of these nanoplates with lower sulphur
content can play a role in increasing the catalytically active
sites. At x < 1.18, the smoother nanoplates cannot possess
enough catalytic sites, which likely overrides the factor of the
generation of a larger number of free holes from higher Cu-
vacancies. Therefore, with decreasing Cu/S ratio the range of
variation of Rs is only from 2.49 to 1.62 Ω and again rises with
a high excess of sulphur, hence Rs does not have a great
impact on the QDSSC performance. The main contribution

Fig. 2 (a) FESEM image of a single CNT. FESEM images and schematics
of (b) GOR synthesized by unzipping CNT (enlarged view shown in the
inset) and (c) GO. (d) TEM image of GOR. (e) XRD and (f ) Raman spectra
of CNT, GOR and GO.

Fig. 3 (a) J–V characteristics of a representative CdS sensitized photo-
anode with different CuxS CEs. (b) Nyquist plot and (c) Tafel polarization
characteristics measured with a symmetric dummy cell. The inset of (b)
shows the equivalent circuit where CPE stands for the constant phase
element. (d) CV plots measured with a conventional three electrode cell
for seven different CuxS nanostructures as the working electrode.
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towards PCE is from the interfacial charge transfer resistance
(RCT) associated with the CE. Since RCT is the lowest for
Cu1.18S, the charge transfer from the polysulfide electrolyte to
the CE is faster, reflecting its superior PCE.

2.3 Electrochemical analysis of CuxS nanostructures

The electrochemical activity of the CuxS nanostructures was
investigated in terms of Tafel polarization and cyclic voltamme-
try (CV) studies. Fig. 3c shows the Tafel plots of symmetric cells
for different CuxS films. The Tafel polarization measurement
gives information on charge transfer kinetics. The exchange
current density ( Jo) estimated from the extrapolated intercepts
of the anodic and cathodic branches of the Tafel polarization
curves is related to RCT according to the following equation:28,37

Jo ¼ RT
nFRCT

ð1Þ

where R is the gas constant, T is the absolute temperature, n is
the number of electrons involved in the polysulfide reduction
and F is the Faraday constant. The variation of Jo derived from
the Tafel plots (Table 1) is in good agreement with the EIS
results, reconfirming the smaller RCT for the Cu1.18S electrode.
The catalytic properties can also be derived from the limiting
current density ( Jlim), which is mainly the diffusion velocity of
the ionic carriers (polysulfide) between the two electrodes. Jlim
is related to the diffusion coefficient (D) by the relation:36,38

Jlim ¼ 2nCFD
l

ð2Þ

where l is the electrolyte thickness, n is the number of elec-
trons involved in the reduction of disulfide at CE, F is the
Faraday constant, and C is the polysulfide concentration. Jlim
is directly proportional to the diffusion of charge carriers, and
the relatively high Jlim for the Cu1.18S CE (Table 1) relates to its
higher catalytic activity towards polysulfide reduction. The
electrocatalytic activity of the CuxS CEs was also cross-checked
by the cyclic voltammetry (CV) analysis in a three electrode
setup (Fig. 3d). Since the positive and negative currents corres-
pond to the oxidation of S2− ions and the reduction of Sn

2−

ions in the redox polysulfide electrolyte,37 the relatively high
reduction peak current densities of Cu1.18S electrodes reflect
its agreement with the parameters obtained from Tafel plots.
The next step will be to increase the FF of the QDSSCs with a
composite CE of Cu1.18S and the carbon nanostructure.

2.4 Solar cell characteristics and EIS analysis of the
composite CEs

For testing the most suitable carbon nanostructure, 10 wt% of
either CNT, GO or GOR were mixed with Cu1.18S and the com-
posite CEs termed as Cu1.18S–CNT, Cu1.18S–GO and Cu1.18S–
GOR, respectively. Although the XRD patterns of the compo-
sites exhibit the hexagonal covellite structure of Cu1.18S, due to
a low wt% of the carbon counterparts, a relatively weak (001)
reflection is observed for CNT, GO and GOR (Fig. S6†). The
CNT composite still exhibits the additional (002) hump. In
contrast, the Raman spectra show the typical D- and G-bands
of carbon without any observable vibration mode of Cu1.18S
(Fig. S6†). The J–V characteristics of the FTO/TiO2/CdS photo-
anode show significant improvement in FF and PCE with both
Cu1.18S–GO and Cu1.18S–GOR (Fig. 4a and Table 2), although
CNTs did not help to increase the PCE. In the case of Cu1.18S–
GOR CE, the maximum FF of 0.57 and increased device
efficiency up to 3.38% are achieved. A possible reason for such
an improvement in the device performance is the presence of
highly catalytic crystalline edges of GOR (shown later in
Fig. 5a), which effectively takes part in the polysulfide
reduction process. Comparing this aspect with the morphology
of CNT and GO (Fig. 2c and d), GOR has larger edge sites with
attached functional groups (Fig. S3†) than CNT and GO, which
helps faster reduction kinetics.55,56 From a general perspective,
the presence of edge sites in GOR is apparent since unzipping
along the cylindrical morphology of the CNT will result in a
higher number of dangling bonds at the unzipped edges
which should be catalytically active. Also the quasi-1D struc-
ture of GOR helps in faster electron transfer through the 1D
channel and therefore increases the device efficiency. The per-
formance of the composite CEs was found to be far superior
with respect to the conventional Pt and brass/Cu2S CE
(Table 2). The Rs values in Table 2 obtained from the Nyquist
plots (Fig. 4b) of EIS measurements for the three composite
CEs are slightly higher than those for Pt and brass/Cu2S CEs
(Fig. 4b, inset), due to the metallic nature of the latter. In fact,
the large RCT of Pt (1988 Ω) and brass/Cu2S (1588 Ω) has a
huge impact on the QDSSC performance. Interestingly,
Cu1.18S–GOR shows the lowest RCT (1.26 Ω) as compared to
Cu1.18S–GO (1.63 Ω) and Cu1.18S–CNT (3.17 Ω) which is also
less than Cu1.18S (10.15 Ω) itself. Since RCT is related to
the charge transfer at the CE–electrolyte interface, lower RCT

Table 1 QDSSC parameters derived from J–V, impedance and Tafel plots

Sample name Voc (V) Jsc (mA cm−2) FF η a (%) Rs (Ω) RCT (Ω) Jo (mA cm−2) Jlim (mA cm−2)

Cu1.7S 0.512 8.92 0.56 2.61 ± 0.08 2.49 18.01 0.49 5.52
Cu1.42S 0.540 10.07 0.50 2.74 ± 0.04 2.23 22.53 0.47 5.37
Cu1.23S 0.537 10.05 0.54 2.91 ± 0.05 1.93 11.5 0.57 7.58
Cu1.18S 0.544 10.68 0.53 3.05 ± 0.06 1.68 10.15 0.67 8.31
Cu1.03S 0.525 9.76 0.48 2.44 ± 0.10 1.65 15.93 0.39 3.71
Cu0.94S 0.519 7.91 0.55 2.41 ± 0.09 1.62 26.33 0.32 2.75
Cu0.24S 0.494 9.55 0.61 2.36 ± 0.11 2.83 27.48 0.23 1.44

a The efficiency data shown are the average values obtained from 3 devices.
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signifies higher charge transfer kinetics, which helps in
improving the PCE with the Cu1.18S–GOR CE.

2.5 Tafel plots and CV analysis of the composite CEs

Fig. 4c shows the Tafel plots of symmetric cells for all the CEs
discussed above. The Cu1.18S–GOR CE shows the highest Jo
(Table 2), which according to eqn (1) relates to the lowest RCT
obtained from EIS measurements. Also Jlim is higher for the
Cu1.18S–GOR CE (Table 2), which implies larger diffusion of
charge carriers following eqn (2). Since stability has been a
major issue of CE for several years,36 consecutive 50 CV cycles

were tested in a conventional three electrode cell with the poly-
sulfide electrolyte for both Cu1.18S and Cu1.18S–GOR electrodes
with excellent results (Fig. 4d). In contrast, a Pt working elec-
trode with only 10 cycles shows a downward shift indicating
poor stability owing to the poisoning effect of sulfur ions on
Pt.22 The superiority of the Cu1.18S–GOR CE over Pt or Cu1.18S–
CNT, Cu1.18S–GO composite CEs could be better understood
from the parameters obtained from CV analyses (Table S7†).
The electrochemical active surface area (ECSA) was calculated
from the CV plots (Discussion and Fig. S7†) according to a
standard protocol.57,58 Cu1.18S–GOR exhibits an ECSA of
575.2 cm2 mg−1, higher than 538.0, 420.2 and 264.7 cm2 mg−1

for Cu1.18S–GO, Cu1.18S–CNT and Pt, respectively. Higher ECSA
of Cu1.18S–GOR CE results in better interaction with the poly-
sulfide electrolyte. Moreover, the relatively high negative
current density (−25.35 mA cm−2) of Cu1.18S–GOR CE also
confirms its superior catalytic activity towards the reduction
process.

So far it has been obvious that the higher electrocatalytic
activity of Cu1.18S–GOR CE is the prime reason for its superior
performance in increasing the PCE. In fact, the band diagram

Fig. 4 (a) J–V characteristics, (b) Nyquist plot and (c) Tafel polarization
characteristics of Pt, brass/Cu2S and Cu1.18S composites with 10 wt%
CNT, GOR and GO. (d) Stability tests: 50 cycles of CV plots for Cu1.18S–
GOR as the working electrode in a three electrode cell. The insets show
the CV plots of the Cu1.18S working electrode for 50 cycles and Pt for 10
cycles, with an arrow showing the downward shift in current density
over an increasing number of cycles. (e) Energy band diagram (not to
scale) of Cu1.18S–GOR CE showing electron transfer. The energy levels
of GO are also indicated.

Fig. 5 (a) TEM micrograph of the 15 wt% GOR and Cu1.18S composite.
The magnified regions show inter-planar spacing. (b) SAED patterns
from the composite show the indexed crystallographic planes of Cu1.18S.
The (002) plane corresponds to GOR. (c) J–V characteristics for
different GOR wt% in the Cu1.18S–GOR composite CE. (d) Photogene-
rated charge carrier lifetime from Voc decay for the composite CEs,
Cu1.18S and Pt. The inset shows the IPCE spectra.

Table 2 QDSSC parameters for five different CEs derived from J–V, impedance and Tafel plots. The composite CEs with Cu1.18S are with 10 wt%
CNT, GOR and GO

Sample name Voc (V) Jsc (mA cm−2) FF η a (%) Rs (Ω) RCT (Ω) Jo (mA cm−2) Jlim (mA cm−2)

Cu1.18S–CNT 0.543 11.35 0.50 3.1 ± 0.04 11.16 3.17 0.274 7.24
Cu1.18S–GOR 0.543 10.92 0.57 3.38 ± 0.05 11.02 1.26 0.467 9.12
Cu1.18S–GO 0.543 11.08 0.53 3.22 ± 0.02 10.95 1.63 0.350 8.12
Pt 0.458 5.34 0.21 0.5 ± 0.02 9.95 1988 0.005 0.24
Brass/Cu2S 0.514 9.6 0.50 2.48 ± 0.10 10.58 1544 0.010 0.14

a The efficiency data shown are the average values obtained from 3 devices.
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explanation (Fig. 4e) based on the available literature also jus-
tifies the experimental observations.16,40 The standard
reduction potential for polysulfide (Sn

2−/S2−) is −5.0 eV from
the vacuum level.16 The valence band maximum for CuS is
−5.3 eV and the highest occupied molecular orbital (HOMO)
level of GOR as measured by Dai et al.40 is −5.0 eV. Because of
the p-type nature of CuxS the Fermi level (EF) will be close to
the valence band and will be in equilibrium with the reduction
potential of the polysulfide under dark conditions. Since the
HOMO level of GOR also matches with the reduction potential
of polysulfide, it closely overlaps with the EF of CuxS (Fig. 4e).
GOR helps in increasing the number of available states close
to its HOMO level facilitating the electron transfer, whereas
CuxS actually participates in the reduction process. In QDSSCs,
when the electron will move from the photoanode to CE to
reduce the polysulfide, if the redox potential for polysulfide is
closer to the HOMO level of GOR it will supply the electrons
faster than Cu1.18S itself. This particular band alignment will
therefore reduce the carrier loss and hence increase the PCE.
The optical band gap of GO calculated from the UV-vis spectra
is ∼3.65 eV (Fig. S8†). Although the HOMO level of GO
matches well with the Fermi level of the FTO contact (both
∼−4.7 eV),59,60 it is slightly higher above the redox potential of
the polysulfide, which makes the transfer of electrons a little
stringent compared to GOR.

2.6 Optimization of the composite CE and photovoltaic
parameters

A TEM image of a representative composite with 15 wt% GOR
and Cu1.18S is shown in Fig. 5a, where GOR wraps around the
Cu1.18S plates shown by undulated nanoplate edges with lower
contrast. GOR is observed to have graphitic edges and the com-
posite as a whole is perfectly crystalline (Fig. 5a and b). The
following step to improve the device performance is to alter
the GOR wt% in the Cu1.18S–GOR CEs. Fig. 5c shows the J–V
curves for four different GOR percentages wherein PCE
increases up to 15 wt% GOR and then decreases (Table 3).
Since Cu1.18S is the reducing agent of oxidized polysulfide and
GOR acts as the medium of charge transport between the
Cu1.18S domains and then to FTO, excess GOR will block the
active catalytic sites and decrease the electrochemical activity
of Cu1.18S. With 15 wt% GOR, the maximum PCE of 3.55%

with a Voc of ∼0.551 V and a Jsc of ∼11.33 mA cm−2 was
achieved. The photogenerated charge carrier lifetime (τn) can
be extracted from Voc decay measurements using the
equation:14

τn ¼ kT
q

dVoc
dt

� ��1

ð3Þ

where k is the Boltzmann constant, q the elemental charge,
and T the absolute temperature. Fig. 5d shows the plots of τn
versus Voc, and the actual decay curves of QDSSCs with CEs
consisting of a composite of Cu1.18S with 15 wt% each of CNT,
GO and GOR are shown in Fig. S9.† The faster decay corres-
ponds to fast recombination kinetics and higher loss of charge
carriers. From the decay curve it is evident that Cu1.18S–GOR
has the slowest decay owing to less recombination kinetics
whereas Pt has the fastest decay. Considering the maximum
power point condition (where Voc∼ 0.4 V) in Fig. 5d, τn is also
maximum for the Cu1.18S–GOR CE. With 15 wt% GOR, the cat-
alytically active Cu1.18S–GOR CE experiences less RCT in poly-
sulfide reduction and hence it can reduce Sn

2− to S2− ions
faster leading to lower recombination losses and higher τn.
The incident photon-to-current conversion efficiency (IPCE)
spectra for different CEs exhibit a superior photoresponse over
the range from 300 to 550 nm (Fig. 5d, inset). Although the
IPCE spectra for Cu1.18S and its composites with 15 wt% CNT,
GO and GOR do not show significant differences, they are far

Table 3 QDSSC parameters for Cu1.18S–GOR CEs with different weight
percentages of GOR

Cu1.18S–GOR
Voc (V) Jsc (mA cm−2) FF η a (%)GOR (wt%)

5 0.538 10.94 0.55 3.22 ± 0.09
10 0.543 10.98 0.57 3.38 ± 0.05
15 0.551 11.33 0.58 3.55 ± 0.07
20 0.548 11.51 0.44 2.80 ± 0.12

a The efficiency data shown are the average values obtained from 3
devices.

Fig. 6 J–V characteristics showing the improvement of PCE with
Cu1.18S–GOR CE for (a) CdTe/CdS/CdS core/shell/quasi-shell, (b) Mn-
doped CdS, and (c) CdS/CdSe photoanodes. The inset in (a) shows the
corresponding IPCE spectra.
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superior with respect to Pt or brass/Cu2S CEs. Since IPCE is
directly related to the photocurrent and there are minimal
differences in Jsc with different composite CEs, IPCE also
follows suit.

2.7 Improvement of previously reported PCEs

When Cu1.18S–GOR is used as the CE on previously reported
CdTe/CdS/CdS core/shell/quasi-shell QDSSC,14 the PCE
improves to 6.81% from earlier reported 6.32% using the
brass/Cu2S CE (Fig. 6a) due to a proportionate increase in FF
from 0.50 to 0.53 (Table 4). Fig. 6a (inset) shows the corres-
ponding IPCE characteristics with brass/Cu2S and Cu1.18S–
GOR CEs, where the photo-response is observed from 300 to
750 nm with a small enhancement in IPCE. In addition, the
PCE of 1.44 at% Mn doped CdS QDSSC61 is also improved
from 2.08 to 2.42% with an increase in FF from 0.49 to 0.56
(Fig. 6b and Table 4). The performance of Cu1.18S–GOR CE is
also evaluated with respect to other reported CEs with a
common SILAR deposited CdS/CdSe co-sensitized photo-
anode. The Cu1.18S–GOR CE achieves a record PCE of 5.42%
with a Voc of ∼0.52 V and a Jsc of ∼18.04 mA cm−2 (Fig. 6c),
higher than the PCEs reported with other CEs
(Table 4).18,25,30,62–64

3. Conclusions

In conclusion, a highly efficient electrocatalytic CE for QDSSCs
was designed through a composite of microwave synthesized
Cu1.18S nanostructures and 15 wt% GOR, prepared by unzip-
ping MWCNTs. Seven different compositions of CuxS were
tested by photovoltaic and electrocatalytic performance to
determine the best performing stoichiometry of x = 1.18. The
composite of GOR with Cu1.18S was found to be superior with
respect to those with CNT and GO, due to higher functionali-
zation, graphitic edge sites and quasi-1D structure in GOR.
The reasons pertaining to better photovoltaic performance
have been elucidated by EIS analysis and the electrocatalytic
performance by Tafel polarization and CV studies. The high

electrocatalytic activity of GOR could be retained after several
cycles, maintaining a low RCT for efficient electron transfer
from the CE to the polysulfide electrolyte. A record PCE
∼3.55% for SILAR deposited CdS sensitized QDSSC was
achieved, apart from a significant increase in PCE of reported
QDSSCs. Moreover, the comparison of different CEs in the
case of CdS/CdSe co-sensitized QDSSC has demonstrated the
superiority of Cu1.18S–GOR CE. However, there is enough room
to further optimize the CEs for improved QDSSC performance
and research is underway in this direction.

4. Experimental details
4.1 Materials

Cu(NO3)2·3H2O (≥99%), sulfur powder (99%), ethylene glycol
(≥99%), cadmium acetate dihydrate (≥99%), potassium chlor-
ide (99%), sodium sulphide flakes (≥50%), zinc acetate dihy-
drate (≥99%), sulfuric acid (98%), ethanol (absolute), and
titanium tetrachloride (99%) were purchased from Merck,
India. MWCNT (≥95%) was purchased from SRL Pvt. Ltd,
Mumbai, India. 1-Methyl-2-pyrrolidone (NMP, 99%), Zn
(NO3)2·6H2O (98%), and polyvinylidene fluoride (PVDF)
powder were purchased from Sigma Aldrich. F:SnO2 (FTO)-
coated glass (TCO 22-7), TiO2 paste (Ti-nanoxide T/SP, average
size ∼20 nm), and scattering TiO2 paste (Ti-nanoxide R/SP,
average size >100 nm) were purchased from Solaronix. Graph-
ite powder (99.99%) and a brass foil (0.25 mm thick) were pur-
chased from Alfa Aesar. All reagents were used as received.

4.2 Methods

4.2.1. Synthesis of CuxS nanostructures. A flux of 5 mmol
Cu(NO3)2·6H2O and 5 mmol sulfur powder in 100 mL ethylene
glycol was irradiated in a microwave chamber for 12 min at
600 W and 125 °C with constant stirring at 2000 rpm. For
different Cu/S ratios the solution turned from deep green to
greyish and the grey product was centrifuged at 6500 rpm for
15 min, washed with ethanol and dried at 80 °C for 1.5 h to
obtain the CuxS nanostructures.

Table 4 Photovoltaic parameters for different photoanodes and CEs providing a comparison of Cu1.18S–GOR with the literature reported CEs. Here
Cu1.18S–GOR represents a composite with 15 wt% GOR

QDs CEs Voc (V) Jsc (mA cm−2) FF η (%) Ref.

CdTe/CdS/CdS Brass/Cu2S 0.630 20.31 0.50 6.32 14
Cu1.18S–GOR 0.626 20.55 0.53 6.81 This work

Mn:CdS Brass/Cu2S 0.501 8.39 0.49 2.08 60
Cu1.18S–GOR 0.501 8.64 0.56 2.42 This work

CdS/CdSe CuS 0.42 9.38 0.37 1.47 30
Cu2S 0.54 11.70 0.48 3.04 25
Carbon–Cu2S 0.49 10.70 0.58 3.08 62
Cu2S 0.60 11.69 0.44 3.18 63
Cu1.8S/CuS 0.54 14.50 0.41 3.22 64
RGO–Cu2S 0.52 18.40 0.46 4.40 18
Brass/Cu2S 0.504 15.66 0.56 4.50 This work
Cu1.18S–GOR 0.520 18.04 0.58 5.42 This work
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4.2.2. Synthesis of GOR and GO. GOR was synthesized
modifying the procedure of Dai et al.40 50 mg MWCNTs was
bath sonicated in 50 mL 98% H2SO4 for 30 min and stirred
overnight at room temperature. 250 mg 500 wt% KMnO4 was
added to this dispersion slowly over 2 h under constant stir-
ring at room temperature followed by additional stirring at
70 °C for 2 h during which 100 mg KMnO4 was added slowly
and the colour changed from grey to dark brown indicating
completion of the reaction. The reaction mixture was allowed
to cool to room temperature and poured into a mixture of
150 ml ice and 2.5 mL H2O2 under stirring. Finally, the resul-
tant dispersion was diluted by adding 2 L of cold distilled
ionized (DI) water and vacuum filtered through a PTFE mem-
brane (0.45 μm pore size). The product was removed and
stirred in 100 mL ethanol for 30 min. The final product was
washed twice with ethanol to obtain the dried GOR as a dark
precipitate.

GO was prepared by a modified Hummers method.65 The
mixture of 1 g graphite powder, 0.5 g NaNO3 and 25 mL conc.
H2SO4 was cooled to 0 °C in an ice bath and stirred for 2 h. 3 g
KMnO4 was added slowly with continuous stirring for another
1 h, followed by 30 mL DI water at room temperature. The
temperature of the mixture was then increased to 90 °C in an
oil bath and 100 mL DI water was added under continuous
stirring for 1 h until the colour of the mixture turned to mud
brown. The mixture was further treated with 10 mL 30% H2O2,
diluted with 2.5 L excess DI water, filtered and, after drying
overnight under vacuum conditions, GO was collected.

4.2.3. Preparation of QD-sensitized photoanodes. FTO
coated glass was washed in a soap solution, DI water, and
ethanol under sonication for 20 min each. A compact TiO2

layer was deposited on the FTO glass by dip coating in 40 mM
TiCl4 solution at 80 °C for 40 min and washed with DI water
and ethanol. A 8 μm thick mesoporous TiO2 active layer was
then doctor-bladed onto the compact TiO2 layer coated FTO
and dried at 80 °C for 30 min, followed by annealing at 500 °C
for 1 h in a box furnace. A 4 μm thick scattering TiO2 layer was
similarly doctor bladed on top of the active layer and annealed
at 500 °C for 1 h.

CdS photoanode. CdS QDs were deposited through the SILAR
process. In brief, the TiO2 films were dipped alternately in a
0.1 M methanol solution of Cd(OAc)2·2H2O and a 0.1 M
methanol : water (1 : 1) solution of Na2S·9H2O for 1 min. The
films were washed with DI water and dried in air between each
step to complete one SILAR cycle. The total number of CdS
SILAR cycles was 8, followed by two SILAR cycles of a ZnS pas-
sivation layer deposited from 0.1 M aqueous solutions of
Zn(NO3)2·6H2O and Na2S·9H2O, respectively. Finally, the films
were washed with excess amounts of DI water and allowed to
dry in air at room temperature.

The CdTe/CdS/CdS core/shell/quasi-shell sensitizer. CdTe/CdS
core/shell QDs were prepared according to our previous
report.14 In brief, the mercaptopropionic acid capped core/
shell QDs were deposited on TiO2 coated FTO glass by dipping
into this sensitizing solution with pH ∼ 13 for 12 h and
washed sequentially with DI water and ethanol. After loading

the pre-synthesized core/shell QDs, the CdS quasi-shell was de-
posited through 4 cycles of SILAR and 2 cycles of ZnS and
finally washed and dried at room temperature.

The Mn-doped CdS QD sensitizer. Mn-doped CdS QDs were
also prepared according to our previous report.61 In brief, the
degassed solution of 1 mmol CdCl2·H2O, MnCl2·4H2O (Mn:Cd
at% 1.44) and 5 mL of oleylamine was heated and aged at
100 °C for 30 min followed by the injection of sulfur–oleyl-
amine solution at 170 °C. The colloidal solution was aged at
170 °C for 70 min followed by cooling the flask to room temp-
erature, precipitation of the product with isopropanol, cen-
trifugation, and washing with ethanol to obtain the QDs
finally suspended in chloroform. The Mn-doped CdS QDs were
deposited on the FTO/TiO2 photoanode by electrophoretic
deposition.61

CdS/CdSe photoanode. Firstly, the TiO2 film on FTO was
alternately dipped into a 0.1 Cd(OAc)2 and 0.1 M Na2S solution
five times for 1 min in each dipping cycle. Secondly, the TiO2/
CdS film was dipped into a bath of 0.1 M Cd(OAc)2 and
Na2SeSO3 solution for 3 h. The aqueous solution of Na2SeSO3

was prepared by refluxing 0.1 M Se and 0.2 M Na2SO3 in an
aqueous solution at 100 °C for 3 h. Finally, the TiO2/CdS/CdSe
electrodes were passivated with ZnS by alternate dipping into
0.1 M Zn(NO3)2 and 0.1 M Na2S solutions two times for 2 min
for each dipping cycle.

4.2.4. Preparation of CE. A paste of CuxS was prepared by
stirring overnight a mixture of 100 mg of CuxS nanostructures,
10 mg PVDF and 300 μL NMP. The paste was doctor bladed on
pre-cleaned FTO with a layer thickness of ∼2 μm, dried and
annealed at 80 °C for 1.5 h. The composites of CuxS with GOR,
GO and MWCNT were prepared by making a similar paste of
CuxS and GOR/GO/MWCNT in different proportions. The Pt
electrode was prepared by doctor blading platisol (T/SP, Solaro-
nix) on cleaned FTO followed by annealing at 500 °C for 1 h.
The Cu2S on brass foil counter electrodes (named as brass foil)
were prepared by immersing a brass foil in HCl solution at
70 °C for 10 min followed by vulcanization using the polysul-
fide electrolyte solution. The polysulfide electrolyte solution
consists of 2 M Na2S, 2 M S, and 0.2 M KCl in a methanol–
water (1 : 1, v/v) solution.

4.2.5. Device fabrication. The solar cell devices were pre-
pared by assembling the QD-sensitized photoanode and
counter electrode using a parafilm spacer (50 μm) in a sand-
wich configuration. A 80 μL droplet of the polysulfide electro-
lyte was employed between the two electrodes before
assembling them. The active area of the working electrodes
was 0.23 cm2.

4.2.6. Characterization. The FESEM images were recorded
using a Carl Zeiss SUPRA 55VP FESEM. EDAX spectra were
recorded with an Oxford Instruments X-Max with the INCA
software coupled to the FESEM. The XRD measurements were
carried out with a Rigaku (Mini Flex II, Japan) powder X-ray
diffractometer having Cu Kα = 1.54059 Å radiation. TEM
images were obtained with a UHR-FEG TEM system (JEOL,
Model JEM 2100 F) using a 200 kV electron source. A LABRAM
HR800 Raman spectrometer was employed using the 633 nm
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line of a He–Ne ion laser as the excitation source to analyze
the nanostructures. FTIR studies were performed with a Perkin
Elmer spectrum RX1 with KBr pellets. UV-vis absorbance
spectra were recorded using a Jasco Model V-670 spectrophoto-
meter equipped with an integrating sphere. Photovoltaic per-
formances ( J–V curves) of QDSSCs were measured using an
electrochemical workstation (CH Instruments, Model
CHI604D), and the illumination source was a 150 W AM 1.5G
solar simulator (Newport, Model no. 65007). The intensity of
the simulated solar light was calibrated to 100 mW cm−2 using
a standard silicon solar cell (NREL). EIS measurements were
performed by making a symmetric dummy cell on a work-
station (CH Instruments, Model CHI604D) in the dark at zero
bias, with a frequency ranging from 1 MHz to 0.1 Hz. Tafel
polarization characteristics were also measured on the dummy
cells with a scan rate of 50 mV s−1. Open circuit voltage decay
measurements were performed by illuminating the cell until a
steady photovoltage was registered, after which the illumina-
tion was instantaneously switched off while monitoring the
change in Voc with time. IPCE spectra were recorded using a
Newport Apex monochromator illuminator. The CV studies
were performed with a conventional three electrode cell in a
CHI604D electrochemical workstation. The three electrode cell
was assembled by using a Pt wire as the counter electrode, a
saturated Ag/AgCl as the reference electrode and a CuxS or
CuxS–GOR on FTO as the working electrode. The scanning rate
was maintained constant at 50 mV s−1.
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