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Synthesis of single-walled carbon nanotubes (SWNTs) with well-defined atomic arrangements has been

widely recognized in the past few decades as the biggest challenge in the SWNT community, and has

become a bottleneck for the application of SWNTs in nano-electronics. Here, we report a selective syn-

thesis of (12, 6) SWNTs with an enrichment of 50%–70% by chemical vapor deposition (CVD) using sput-

tered Co–W as a catalyst. This is achieved under much milder reduction and growth conditions than

those in the previous report using transition-metal molecule clusters as catalyst precursors (Nature, 2014,

510, 522). Meanwhile, in-plane transmission electron microscopy unambiguously identified an intermedi-

ate structure of Co6W6C, which is strongly associated with selective growth. However, most of the W

atoms disappear after a 5 min CVD growth, which implies that anchoring W may be important in this

puzzling Co–W system.

Introduction

Single-Walled carbon nanotubes (SWNTs) have been attracting
much attention during the last few decades due to their
unique structure and ensuing interesting electronic properties,
including ultra-high carrier mobility and chirality dependent
electron conductivity.1,2 Various proof-of-concept applications
have been demonstrated using the unique electronic pro-
perties of this material.3–5 Though tremendous progress has
been made towards the realistic applications of SWNTs, it is
still widely recognized that the absence of techniques to
control the structure/chirality of produced SWNTs has been a
bottleneck for further development, particularly for appli-
cations in electronics and optics.

Chemical vapor deposition (CVD) has been proposed to be
one of the most promising methods to synthesize SWNTs with

high efficiencies. However, the produced SWNTs, in almost all
cases, contain both semi-conducting and metallic SWNTs with
mixed chiralities. Researchers have made significant efforts to
explore possible approaches towards structure selective growth
from both experimental and theoretical aspects. For example,
D. E. Resasco et al. reported a supported CoMo catalyzed syn-
thesis of (6, 5) dominant SWNTs by tailoring growth con-
ditions and supported materials.6 Y. Miyauchi et al. obtained a
similar chirality enrichment in a low temperature alcohol cata-
lytic CVD.7 J. Liu et al. claimed the synthesis of semi-conduct-
ing SWNTs by using an ethanol/methanol mixture or by water
etching.8–10 J. Zhang et al. found that metallic SWNTs can be
destroyed by using UV light during the growth.11

A. R. Harutyunyan et al. reported a direct synthesis of metallic
SWNTs as high as 91% by modulating the ambient gas during
annealing.12 Y. Chen et al. achieved selective synthesis of (9, 8)
with 33.5% abundance among all species.13–15 B. Yakobson
et al. demonstrated that near armchair SWNTs are kinetically
favorable during growth, which results in a greater length and
abundance.16 This model was later supported by B. Maruyama
et al. through an in situ Raman experiment.17 More recently,
they concurrently considered kinetic and thermodynamic
aspects of CNT growth and explained the different enrich-
ments under different CVD conditions.18

In spite of these advances, direct CVD synthesis of single
chirality SWNTs has been believed to be challenging. One
breakthrough was reported in 2014 by F. Yang et al., who
claimed the selective synthesis of (12, 6) SWNTs at an enrich-
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ment of 92%.19 The key to this high selectivity is the use of the
Co–W catalyst, which forms a Co7W6 alloy that structurally
matches with (12, 6) SWNTs. The catalyst they used is a unique
crown-type structure molecule that contains six Co atoms
encapsulated with a W-based polyoxoanion shell, which favors
the formation of the Co7W6 alloy at high temperature.20 If this
growth selectivity is governed by catalyst structure21 regardless
of the precursor molecules, preparing a catalyst by more versa-
tile optional methods will not only verify the robustness of this
Co–W combination, but may also benefit possible scalable pro-
duction in the future. In this context, we present here that,
with a simple sputtered Co–W catalyst, selective growth can
also be achieved with a (12, 6) enrichment of 50–70%. An inter-
mediate structure of Co6W6C is also identified by our recently
proposed in-plane transmission electron microscope (TEM)
technique, and is found to be strongly associated with the
selective nucleation.

Results and discussion

Fig. 1a shows a representative SEM image of the as-grown
SWNTs formed at a growth temperature of 750 °C. A sample

grown from pure Co under the same conditions is shown as
the inset for comparison. Without the presence of W, the
SWNTs form into a thick mat with a high nucleation density,
while in the case of Co–W, the SWNT density decreases signifi-
cantly. The length of the SWNTs obtained from Co–W after a
5 min growth is usually several micrometers according to high
resolution SEM and TEM observations, which shows not much
difference from those obtained from pure Co. The SWNTs
grown from Co–W seem to be covered with some amorphous
as well as particle-like impurities. This will be further charac-
terized and discussed later. However, since the catalyst is pre-
pared by sputtering, in either case, SWNTs grow uniformly
over the entire substrate. This spatial uniformity will be impor-
tant for future device fabrications.

Raman spectroscopy is used to confirm the existence and
the structure of SWNTs. The G-bands of both samples (grown
from Co and Co–W catalyst) show typical features of SWNTs,
with a clear split into G+ and G−. The D bands of both samples
are not strong, and typical G/D ratios are about 15 to 20
(Fig. S1†). However, clear differences are observed between the
two samples in Radial Breathing Mode (RBM) regions
(Fig. 1b). In the case of pure Co, the RBM peaks from four
excitation lasers demonstrate a wide distribution, while for
Co–W, though SWNTs with other chiralities also exist, the
peak locating at 197 cm−1 excited by a 633 nm laser becomes
dominant. The index of the dominant SWNTs is assigned as
(12, 6) according to the diameter and the excited transition
energy in the Kataura plot (Fig. S2†). As the environment, the
substrate and even the amorphous carbon coating may affect
the vibration of a SWNT, the inverse relationship of the RBM
frequency and the diameter of the SWNTs is determined by
ωRBM = 235.9/dt + 5.5,22 which was carefully calibrated and
specified for SWNTs on flat Si/SiO2 in this range. (9, 9) is
excluded because of the G-band shape which shows an asym-
metric G− with a Breit–Wigner–Fano (BWF) feature.23

Raman mapping was performed to obtain more quantitat-
ive results about the SWNT content. In this Raman scanning, a
step of 8 μm is used. Since the spot size of the laser is smaller
than 2 μm and the SWNT length is approximately 2–5 μm as
obtained from SEM characterization, 8 μm spacing is reason-
able to measure one SWNT only once (though in each spot
there might exist more than one SWNT), and to avoid the over-
counting of the same SWNT. By this approach, we measured a
1 cm × 1 cm sample by four different excitations (totally 1826
points), and obtained 1157 observable RBM peaks, within
which 607 are assigned as (12, 6). From these statistics, assum-
ing that each (12, 6) peak comes from one SWNT, the pro-
portion of (12, 6) peaks among all detectable RBMs can be
calculated to be about 53%. Considering that there are high
possibilities that one peak at 197 cm−1 comes from two or
more (12, 6) tubes under one laser spot, the real enrichment of
(12, 6) tubes can be higher. In the original report, F. Yang
et al.19 observed approx. seven SWNTs under one laser spot
and concluded a selectivity of over 90%. Assuming that there
are x SWNTs on average under one laser spot, the enrichment
in this sample can be calibrated to be 67%, 75%, 82%, and

Fig. 1 Characterization of SWNTs grown from sputtered Co-W. (a) A
typical SEM image of SWNTs grown from Co-W. Inset: SWNT arrays
obtained from pure Co. (b) Averaged Raman spectra in the RBM region
of SWNTs grown from pure Co and Co-W with four different excitation
wavelengths. (c) Raman spectra of SWNTs with multi data excited at
633 nm. (d) An optical absorption spectrum of SWNT samples after dis-
persion. (e) Statistical analysis on SWNTs of (12, 6) with RBM occurrence
frequencies excited by four lasers: 488, 532, 633 and 785 nm.
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89% if x equals to 2, 3, 4, and 7, respectively. In our case, the
SWNTs are sparser and there are usually 3 to 4 SWNTs on
average under one laser spot, so (12, 6) enrichment after this
calibration is over 70% with conservative estimation. We claim
that this number does not always reflect the exact percentage
in SWNTs, because there could be other SWNTs that are not
resonant at all these four excitation wavelengths (due to
the well-known resonance effect), and/or some SWNTs could
be too short to be identified from the background. However, it
seems to be clear that the produced SWNT sample is highly
(12, 6) enriched according to this Raman analysis, and we con-
clude here that the enrichment is 50–70% from the current
Raman analysis.

Optical absorption usually gives more reliable evaluations
of the entire sample. Fig. 1d shows a dominant absorption
peak at ∼610 nm, which is consistent with the M11 transition
of (12, 6) SWNTs. However, due to the low SWNT yield, the
peak is not satisfactorily strong, though over 30 samples were
used to prepare one solution. Also, the broad peak suggests
the possible coexistence of impurities and other SWNTs. Poss-
ibly because of these two reasons; we cannot observe a peak
splitting that was clearly shown for spectroscopically pure
semimetal SWNTs.24,25 Compared with the original report of
over 90%,19 this relatively low selectivity could be related to the
lower growth temperature and/or to a different catalyst prepa-
ration method. Except for this, it is convincing to us that the
incorporation of W into a Co catalyst leads to a clear shift and
narrowing down of the chirality distribution.

The reduction temperature of the catalyst is found crucial
for SWNT yield as well as for the selectivity of (12, 6) SWNTs.
Fig. 2 shows SEM images and the corresponding average
Raman spectra of SWNTs grown from the catalyst reduced at
different temperatures. In all three cases, the growth tempera-
ture was set the same (750 °C) to compare the possible struc-
ture change of the catalyst during reduction. When the

reduction temperature is low (600 °C), the SWNT yield is much
higher than that of the other two samples. The Raman spec-
trum suggests that this low temperature reduced sample is
very similar to those grown from pure Co (Fig. S3†). The rela-
tive intensity of the 197 cm−1 peak (to other peaks) is remark-
ably decreased. For the samples grown from the higher
temperature (750 °C) reduced catalyst, however, the (12, 6)
peak significantly dominates the RBM peaks (SWNT yield
decreases to 5% roughly estimated from Raman). When the
reduction temperature goes up to 850 °C, the selectivity
slightly improves but the yield becomes much lower. The
changes in relative intensities at the 197 cm−1 peak with
respect to the total sum intensity are shown in Fig. S4,† reveal-
ing a developing selectivity with the increasing reduction
temperature. This trend suggests that despite the reduction at
this relatively low temperature, the introduction of W is still
effective for the selectivity, which indicates that the catalyst
structure may have already changed. Compared to the original
report by F. Yang et al.,19 where they claimed that 1030 °C is
necessary, nearly 300 °C lower reduction/growth temperature
is puzzling. If not explainable by a further downshift of the
bulk phase diagram and therefore the easier formation of the
alloy at lower temperatures, there might be some other un-
identified factors that are playing a critical role.

In order to tackle this puzzle, we further performed an in-
plane TEM study on these sputtered Co–W catalysts. In these
experiments, the Co–W catalysts are directly prepared onto a
SiO2 TEM grid. The advantage of this technique is that this
TEM grid can be used for high temperature reactions.26

Though atomic resolution is not always easy due to the thick
SiO2 background, the most original and realistic catalyst mor-
phology and structure are retained. Furthermore, the in-plane
view also provides a chance to access the statistical infor-
mation of one sample, which is hardly obtainable in conven-
tional TEM observations.

Fig. 2 SEM images and average Raman spectra of SWNTs grown at different reduction temperatures: (a, d) 600 °C, (b, e) 750 °C and (c, f ) 850 °C.
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Fig. 3 shows representative TEM images of samples grown
at 750 °C but were reduced at different temperatures (similar
to samples in Fig. 2). In Fig. 3a and b, clear differences in the
catalyst morphology are observed between the two samples. At
a low reduction temperature (600 °C), W and/or C atoms
migrate and form a wormlike/island structure, which may be a
transition morphology from an as-deposited continuous film
(not shown) to nano-sized particles. The 750 °C reduced cata-
lyst (Fig. 3b), however, shows a more complex and polycrystal-
like contrast. Though the melting temperature of W is 3422 °C
in bulk, it is apparent that W starts to aggregate and form ir-
regular particles at a temperature as low as 750 °C. Particularly,
the regions near larger W particles seem to have been “swal-
lowed” by the center. Therefore, possibly from this stage, W
begins to form an alloy/composite with Co, and those particles
with a complex contrast contain both Co and W (structure to
be determined later). The 850 °C reduced catalysts in Fig. 3c
show a particle-like morphology similar to the 750 °C reduced
sample, except that the particles are more spherical and the
number density is slightly smaller. The simplified illustrations
of these changes are shown as the insets of Fig. 3a–c. The in-
plane images of these samples after SWNT growth are shown
in Fig. 3d–f. The most noticeable difference is the SWNT yield,
which agrees well with the SEM and Raman observation
(Fig. 2). At the same time, all three samples contain particles
with a diameter of 5–30 nm, which are possibly those impuri-
ties in SEM observations discussed previously. Besides these
three representative samples, we also grew SWNTs from
650 °C, 700 °C and 800 °C reduced catalysts, which show inter-
mediate morphologies (Fig. S5†). Three reduction tempera-
tures are shown here to demonstrate a clearer trend from
islands to spherical particles. In all these observations, identi-
fying the contrast of SWNTs is very difficult due to the strong

background of SiO2. Few layer graphite sheets are sometimes
observed on large particles (possibly excess of W as to be dis-
cussed later), but no few- or multi-walled carbon nanotubes
exist.

One uniqueness of in-plane TEM is its capability of provid-
ing comprehensive structural information in a large area. We
compared the selected area electron diffraction (SAED) pat-
terns of the samples before and after growth, as shown in
Fig. 4. In this experiment, each diffraction pattern was taken
with the selected area aperture diameter of several
micrometers, and therefore contains the average information
of more than 10 000 particles. Lower-temperature reduced
samples show a clear and dominant phase of the BCC struc-
ture of metallic W (JCPDS-International Centre for Diffraction
Data 2004, card no. PDF#04-0806). Co is not visible possibly
due to the lower relative amount, alloying with W and/or oxi-
dized after exposure to air. However, since the obtained
SWNTs are very similar to those from pure Co, probably the
interaction between Co and W at this lower temperature is less
significant and most SWNTs are grown from pure Co. For the
high temperature reduced catalysts, additional diffraction
rings appear at around 110 of metallic W (Fig. 4a), suggesting
the formation of a new crystal phase. These diffraction rings
match perfectly with Co6W6C (card no. PDF#23-0939). Though
the as-reduced catalyst is not supposed to have carbon, this
structure is consistently identified in all our experiments
where selective growth is achieved. This un-intentionally incor-
porated carbon (possibly from carbon contamination and/or
residue in CVD apparatus) may contribute to the formation of
Co6W6C. This influence of un-intentionally introduced species
is not unique and is also reported previously in an Fe-based
system.27 Since no additional Co related diffraction patterns
are observed, it is very likely that this structure is responsible

Fig. 3 TEM micrographs of different temperature reduced (600 °C, 750 °C and 850 °C, respectively) Co-W catalysts. (a), (b), and (c) Before CVD and
(d), (e), and (f ) after a 5 min growth at 750 °C.
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for the nucleation of SWNTs. At this stage, we are not able to
rule out the possibility of coexistence of some small amounts
of metallic Co particles. However, according to the control
experiment described previously, pure Co tends to grow
SWNTs with a wide chirality distribution and thus is unlikely
dominant in this case (Fig. S6†). Except this ternary Co6W6C,
no other Co–W alloy phases, e.g. Co7W6, are identified in all
our experiments.

Another interesting phenomenon that we found here is that
after growth, in both low and high temperature reduced
samples, W related phases disappear almost completely.
Neither noticeable metallic W nor any other W related phases
remain after a 5 min growth. Only the existence of pure met-
allic Co was confirmed by the SAED patterns in Fig. 4b. The
loss of W species is likely due to a reaction with ethanol
during the SWNT growth. Ethanol molecules partially decom-
pose at the CVD temperature with water and ethylene as the
main products.28 At the same time, metallic W is reported to
be easily oxidized in a water vapor environment to form vola-
tile WO2(OH)2, which can easily disappear at high tempera-
tures through the gas phase.29 This dynamic change of the
catalyst structure makes it more challenging to identify the
active nucleation sites for growth, which suggests that growth
time is another important parameter for more precise control
over selective growth. Further studies may be focused on CVD
time dependent (12, 6) enrichment. Meanwhile, the yield in
the present study is extremely low and we are not yet able to
increase carbon yield without compensation of selectivity.
Also, it is still unclear whether high selectivity and low yield
are always strongly coupled (e.g. an earlier work showed no
chirality selectivity for Co–W at a higher carbon yield30).
Besides growth, more sophisticated characterization may be
needed for more precise quantification (e.g. a laser close to
633 nm may excite more SWNT “impurities” that have dia-
meter close to 1.2 nm but are not resonant in current measure-
ment). Nevertheless, we believe that the capability of the Co–W
bimetallic catalyst in selective growth is well reproduced and
the critical role of W in changing the catalyst structure has
been clearly demonstrated. Importantly in this work, the cata-

lyst is prepared by simple sputtering, which is preferable for
future larger scale, more uniform synthesis of SWNTs, and
hopefully potential applications using chirality specific SWNT
samples. This study also brings out more open questions for
this complicated system, which definitely needs more effort
from the whole community.

Conclusions

In summary, we demonstrated a Co–W catalyst prepared by
simple sputtering, which is capable of producing (12, 6) SWNTs
with a selectivity of 50–70% under much milder growth con-
ditions. Reduction of the catalyst is crucial for selective growth,
which only occurs when the reduction temperature is above
750 °C. In-plane TEM revealed clear morphological differences
between low-temperature and high-temperature reduced cata-
lysts. An intermediate structure of Co6W6C is unambiguously
identified and associated with selective growth of (12, 6)
SWNTs. However, the W related structure is also found to be
surprisingly unstable in a growth atmosphere after only a few
minutes of growth, suggesting that more effort is needed for
more precise control of this complex Co–W catalyst.

Experimental methods
Catalyst preparation

The Co–W catalyst is prepared by magnetron sputtering (Ulvac-
Riko). The p-doped Si substrate with a 300-nm layer of SiO2 is
attached to the substrate holder and metallic W (nominal
thickness 0.7 nm) and metallic Co (nominal thickness 0.3 nm)
are deposited in sequence followed by a 5 min annealing at
400 °C in air. The prepared substrate is used for CVD growth.

SWNT growth

SWNTs are synthesized by alcohol catalytic chemical vapor
deposition (ACCVD).31 Briefly, the prepared substrate is placed
in a 1 inch quartz tube. A 300 sccm Ar/H2 (3%) mixture gas is

Fig. 4 Electron diffraction patterns of catalysts reduced at 600 °C and 850 °C. (a) Before and (b) after growth with the assigned materials and struc-
ture. The insets are the relative intensity of electron diffraction rings.
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purged through the tube during the heating process at a
pressure of 40 kPa. Upon reaching the reduction temperature,
the sample is kept for another 5 min before heating or cooling
to 750 °C in an Ar atmosphere (SWNTs are grown at 750 °C in
all cases). After that, ethanol is introduced at a flow rate of
150–450 sccm for a 5 min growth at the total pressure of
1.3 kPa. Finally, the tube is cooled down to room temperature
with 300 sccm Ar.

SWNT characterization

As-grown SWNTs are characterized by using a scanning electron
microscope (SEM, Hitachi S-4800) at an accelerating voltage of 1
kV. Raman spectra are obtained by using Renishaw inVia, with
excitation wavelengths of 488, 532, 633, and 785 nm. Optical
absorptions are obtained on the dispersed samples by using a
UV-vis-NIR optical spectrometer (Shimadzu UV-3150). Since the
SWNT yield on the surface is not high enough, 30 pieces of
1 cm × 1 cm samples are sonicated in D2O solution with 1.25
w/v% SDS to obtain sufficient optical density.

In-plane TEM

For in-plane TEM characterization, the Co–W catalyst is
directly sputtered onto a Si/SiO2 TEM grid with a SiO2 (20 nm)
fabricated by standard photolithography and etching. The pre-
pared SiO2 grid is then used for the growth of SWNTs together
with the standard Si/SiO2 wafer substrate. TEM images are
obtained by using JEM-2000EX-II (JEOL Co. Ltd) and
JEM-2010F (JEOL Co., Ltd) operated at 200 keV, and selected
area electron diffraction (SAED) patterns are obtained by using
JEM-2010F with a camera length of 60 cm.
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