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f Cu2O microstructures and their
morphology dependent electrochemical
supercapacitor properties†

Rudra Kumar, Prabhakar Rai* and Ashutosh Sharma*

In this study, Cu2O microcubes and microspheres were synthesized using facile hydrothermal methods by

manipulating the synthesis parameters. The Cu2O microcubes (�2 mm in diameter) were formed in

presence of formic acid, whereas hierarchical Cu2O microspheres (�5 mm in diameter) were formed in

acetic acid. Transmission electron microscopy (TEM) confirmed the formation of single crystalline

microcubes and polycrystalline microspheres. The possible growth mechanism suggested that

microcubes were formed due to the cubic crystal structure of Cu2O and the formation kinetics, whereas

microspheres were formed due to the orientational attachment of nuclei with similar aggregation

velocities along every direction. The electrochemical properties of the Cu2O microcubes and

microspheres were investigated to understand the role of the morphology on the supercapacitor

properties. The Cu2O microcubes exhibited a higher specific capacitance, better rate capability and

cycling stability as compared to microspheres, although the particle size and pore size were larger and

surface area was lower. The specific capacitance of the Cu2O microcubes and microspheres were 660

and 516 F g�1, respectively, at a 1 A g�1 current density. The Cu2O microcubes showed 80% specific

capacitance retention at a 5 A g�1 current density after 1000 cycles. The single crystalline nature and the

presence of a smaller number of grain boundaries in the microcubes compared to the microspheres

resulted in an increase in conductivity and an increase in capacitance. The results showed that the Cu2O

microcubes can be a promising electrode material for high performance supercapacitors.
Introduction

The overwhelming increase in the human population and
urbanization over the past century resulted in the excessive use
of natural resources such as fossil fuels to full the energy
demand. This has resulted in severe fossil fuel depletion as well
as environmental pollution. To overcome these problems, it is
desirable to use renewable energy sources, such as solar cells
and fuel cells because they are independent of fossil fuels and
produce no or little environmental pollution. Therefore,
renewable energy sources are expected to play a very important
role in this century. To meet the energy demand, rechargeable
batteries and supercapacitors as energy storage devices have
attracted increasing attention in recent times.1–4 Among the
energy storage devices available, the supercapacitor is one of the
most promising candidates because of its high power density
and rapid charge discharge rate, as well as excellent cycle
stability.5,6 According to the charge storage mechanism, the
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supercapacitor is classied into two categories: electric double
layer capacitor (EDLCs) and pseudo-capacitors.7,8 In EDLCs,
charge can be stored in the electric double layered formed with
the accumulation of electric charge in between the electrode
and electrolyte interfaces. Carbon-based materials, such as
activated carbon, carbon nanotubes (CNTs) and graphene, store
charge in EDLCs with a lower specic capacitance and energy
density, which limits the practical applications.9–14 Pseudo-
capacitors store energy by a faradic redox reaction between
the electrode material and electrolyte at the electrode surface.15

Transition metal oxide, metal hydroxides and conducting
polymers exhibit pseudo-capacitance behaviour. They possess
higher specic capacitance and high energy density compared
to EDLCs.8,16–20

Among the metal oxides, RuO2 is used widely as a pseudo-
capacitive material owing to its high specic capacitance and
high rate capability.16 However, the toxicity and high cost of
RuO2 prevent its practical use in supercapacitors. Therefore,
researchers are devoted to nding other economic and eco-
friendly electrode materials for advanced supercapacitors.
Recently, less expansive metal oxides, such as MnO2, V2O5,
NiO, Fe3O4, and Co3O4, have been widely used in super-
capacitors.21–25 However, metal oxides have poor electronic
conductivity and cycling stability, which limit their use in
RSC Adv., 2016, 6, 3815–3822 | 3815
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high power supercapacitor devices. The mixing of metal oxide
with carbon material with large surface areas and high elec-
trical conductivity is an important approach to overcome this
problem. Furthermore, the use of electrode materials in
having a battery-type faradaic current prole is another
approach to develop high performance supercapacitors.15

Among the transition metal oxides, copper oxide (CuO and
Cu2O) is another alternative for supercapacitor applications
because of its low cost and its potential to provide high
specic capacitance.26–31 Their application in batteries
suggests the feasibility of their application in supercapacitors,
because similar faradaic redox reactions to those in Li-ion
batteries are also used in supercapacitors.32,33 Among the
copper oxides available, cupric oxide (CuO) is used widely for
supercapacitor applications.26–31 These copper oxides have
been synthesized by various routes and applied to super-
capacitor appliacations.26–29 Vidyadharan et al. reported CuO
nanowires synthesised by the electrospinning method as an
anode material for supercapacitors.28 They obtained 620 F g�1

specic capacitance in an aqueous electrolyte. Dubal et al.
synthesised CuO cauliower by potentiodynamic deposition
and copper oxide multilayer nanosheets for supercapacitors
with a specic capacitance of 179 F g�1 and 43 F g�1 in 1 M
Na2SO4 aqueous electrolyte.29 However, there are very few
reports on cuprous oxide (Cu2O)-based electrode mate-
rials.34–37 Patake et al. reported electrodeposited copper oxide
thin lm for supercapacitors with maximum specic capaci-
tance of 36 F g�1.34 Dong et al. reports the Cu2O nanoneedle
grown on a Cu foil as a binder free electrode for super-
capacitor with an 862 F g�1 specic capacitance with excellent
cycling stability.35 Thus, different morphologies of Cu2O are
used to fabricate the electrode, but the effects of the
morphology on supercapacitor properties have not been
investigated. Although the effect of morphology on super-
capacitor property of the anode has been investigated using
other materials, a clear relationship between the morphology
and property has not been established.31,38 It is well known
that the morphologies of Cu2O play a vital role in their
physical and chemical properties.39,40 Therefore, in this study,
different morphologies of Cu2O were synthesized via a hydro-
thermal method to examine the effects of morphology on the
supercapacitor properties. The morphology of Cu2O was
tuned from cubic to spherical under hydrothermal conditions
with the assistance of a capping agent. The cubic shape Cu2O
microstructures showed better capacitance cycling stability
than of the spherical microstructure. The crystallinity,
particle size, grain boundaries, and electron mobility of the
materials have an important role in supercapacitor
applications.

Experimental
Material

Copper nitrate trihydrate (Cu(NO3)2$3H2O), ethanol, formic
acid, acetic acid, potassium hydroxide (KOH) were purchased
from Fisher Scientic, and nickel foam was purchased from
MTI Corporation.
3816 | RSC Adv., 2016, 6, 3815–3822
Methods

The synthesis of Cu2O microstructures was carried out using
procedure reported elsewhere with substantial modication.41

In a typical procedure, Cu(NO3)2$3H2O (0.025 M) was dissolved
in 30 mL ethanol with vigorous stirring. Equal amounts of (1.5
mL) formic acid or acetic acid were added as a morphology
tuner. The solution mixture was sonicated in an ultrasonic
water bath for 5 min before the reaction. Finally, the solution
was transferred to a Teon lined stainless steel autoclave, which
was lled to 80% of its capacity (40 mL) and the reactions were
carried out in an electric oven at 180 �C for 2 h. The brick red
(microspheres) or dark purple (microcubes) precipitate was
collected and washed several times with distilled water and
ethanol and dried at 60 �C for 12 h.
Material characterization

The structural and morphological characterizations of the Cu2O
microcubes and microspheres was measured by eld emission
scanning electron microscopy (FESEM, ZEISS Supra 40VP,
Germany) and transmission electron microscopy (TEM; FEI
Tecnai G2 12 Twin TEM 120 kV). The energy dispersive X-ray
spectroscopy (EDX) was performed to determine the elements
present in Cu2O using an Oxford Instruments EDS system
attached to the FESEM. The selected area electron diffraction
pattern (SAED) was analysed by TEM to determine the amor-
phous and crystalline nature. The crystal structures of Cu2O
microcubes and microspheres were measured by X-ray diffrac-
tion (XRD) (PANalytical, Germany) of Cu Ka radiation (l ¼
1.5406�A) from 5� to 80� at a scanning speed of 2� min�1. Surface
area analysis was carried out using the Brunauer–Emmett–
Teller (BET) nitrogen adsorption method (Quanta Chrome).
Raman spectroscopy (Alpha; Witec, Germany) was analysed in
the 50–1000 cm�1 frequency range with a 514 nm laser source.
The electrical conductivity was measured using a four point
conductivity probe (SES Instrument, India), which was attached
to a Keithley current source and voltmeter.
Electrochemical measurements

Nickel foam was used as the substrate for the fabrication of the
Cu2O microstructure electrode. The nickel foam was cleaned by
degreasing in acetone, etching in 1 M HCl for 15 min, and
washing sequentially with water and ethanol for 5 min each. For
the fabrication of the working electrode, the Cu2O microstruc-
tures were rst mixed with polyvinylidene uoride (PVDF;
Sigma Aldrich) and carbon black (Super P conductive, Alfa
Aesar) at a ratio of 75 : 15 : 10. This mixture was stirred in N-
methyl-2-pyrrolidinone for better homogeneity. The slurry of
the Cu2O microstructures were then pasted on a nickel foam
and dried overnight in an oven at 120 �C. The electrochemical
measurements were performed in a three-electrode system, in
which the Cu2O microstructure deposited on the nickel foam
was used as the working electrode, and Pt rod and Ag/AgCl (3 M
KCl) electrodes were used as the counter and reference elec-
trodes, respectively. The geometric surface area of each working
electrode was 1 cm2 and they contained about 1.0 mg of the
This journal is © The Royal Society of Chemistry 2016
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Fig. 1 (a) XRD patterns and (b) Raman spectra of Cu2O microcubes
and microspheres.
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electroactive material. Cyclic voltammetry (CV), galvanostatic
charge–discharge (GCD), and electrochemical impedance
spectroscopy (EIS) were carried out in the three-electrode
systems. The CV curves were measured from �0.2 to 0.5 V (vs.
Ag/AgCl) voltage range at the scan rate from 2 to 100 mV s�1.
The EIS measurement was tested at the frequency range from
100 kHz to 10 mHz with an AC amplitude of 10 mV under an
open circuit potential of 0.01 V. These electrochemical
measurements were carried out on a potentiostat/galvanostat
(Autolab 302N, Netherlands) at room temperature using a 6 M
KOH solution as the aqueous electrolyte. The specic capaci-
tance (C) was calculated from the CV curve using the equation,
Cm ¼ 1/mRDV

Ð
I(v) dV, where Cm is the specic capacitance (F

g�1),m is the mass of the active material, R is the scan rate,DV is
the potential window of scanning and the integral area under
the CV curve. In addition, the specic capacitance was calcu-
lated by GCD as C ¼ IDt/mDV, where C is the specic capaci-
tance in F g�1, I is the current applied in ampere, Dt is the
discharge time in second, m is the mass of active material
deposited in g and DV is the potential window in volts. The
energy and power density was calculated from the equation, E¼
1/2CV2 and P ¼ E/t, respectively, where E is energy density in W
h kg�1, P is the power density in W kg�1 and t is the discharge
time.

Results and discussion

The XRD patterns of the Cu2O microcubes and microspheres
are shown in Fig. 1a. The peaks identied at the 2q angles of
29.6�, 36.4�, 42.3�, 61.5�, 73.7�, and 77.6� correspond to the
(110), (111), (200), (220), (311), and (222) planes of Cu2O,
respectively. All existing peaks conrm the successful formation
of the Cu2O crystal structure and no other phases are detected
(JCPDS le no 05-0667). The XRD patterns also show no other
impurity-related peaks, which conrm the high purity of both
the specimens. The crystallite size of the Cu2O microstructures
was calculated using the Scherrer formula (t ¼ kl/B cos q),
where t ¼ crystallite size, k ¼ constant dependent on the crys-
tallite shape, l ¼ X-ray wavelength, B ¼ FWHM, and q ¼ Bragg
angle. The crystallite size of the microcubes and microspheres
were 25.2 and 12.3 nm, respectively.

The structural information of the Cu2O microcubes and
microspheres were also studied by Raman scattering and are
shown in Fig. 1b. The Raman spectra of both specimens show
the characteristic peaks related to the crystalline Cu2O. The
intense peak at 98 cm�1 can be assigned to the inactive Raman
mode. A shoulder peak at 154 cm�1 is recorded in the spectra of
both samples, which may be attributed to Raman scattering
from the phonons of symmetry G15.42 The strong peak at 218
cm�1 and the weak peak at 524 cm�1 originated from the
Raman-allowed mode of the Cu2O crystals.43 The peak at 408
cm�1 was assigned to one fourth-order overtone 4 G12.44 The
peak related to infrared-allowed mode is recorded at 620
cm�1.43 Furthermore, the intensity of the band at 218 cm�1 is
much stronger than those of bands at 154 and 620 cm�1,
respectively, indicating that the as-prepared Cu2O microstruc-
tures have a strong enhancement of resonance Raman at 218
This journal is © The Royal Society of Chemistry 2016
cm�1. Thus, the Raman spectra conrm the formation of pure
Cu2O microstructures. In addition, the intensity of Raman
peaks of microcube is much higher as compared to micro-
spheres, which indicates the high crystallinity and crystal
quality. This result is also supported by the XRD data as the
crystallinity of microcubes are higher compared to the
microspheres.

The morphology of the as-synthesised Cu2O microcubes and
microspheres were analysed by FESEM and are displayed in
Fig. 2. It has been found that cubic shape microstructures are
formed in the presence of formic acid under hydrothermal
conditions, as shown in Fig. 2a and b. The size of these
microcubes was around 2–3 mm. However, some very small
cubes can also be found in the FESEM image (Fig. 2a), which
suggests that larger cubes are formed due to orientational
attachment of smaller cubes. The change in formic acid with
acetic acid resulted in the formation of 3–5 mmmicrospheres, as
displayed in Fig. 2c and d. These microspheres appear to be
composed of tiny particles, which suggest that these micro-
spheres are formed due to the self-assembly of these tiny
particles. These results suggest that formic and acetic acids
greatly affected the crystal growth and played a signicant role
in the formation of these structures. Furthermore, these
RSC Adv., 2016, 6, 3815–3822 | 3817
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Fig. 2 FESEM images of Cu2O (a and b) microcubes and (c and d)
microspheres.
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structures are porous in nature with a rough surface, as
visualised in Fig. 2b and d. The composition of the as-
synthesized Cu2O microstructures were analysed by EDS
(Fig. S1†), which conrmed the presence of copper and oxygen
in the both specimens. The peak for aluminium was present
because the materials were deposited on the aluminium foil for
FESEM analysis.

Detail structural analysis was carried out by TEM and
exhibited in Fig. 3. The TEM images are not clear due to large
size of the particles. However, it shows the formation of 2–3
mm microcubes (Fig. 3a), but �5 mm microspheres (Fig. 3c).
Furthermore, the outer surface of the microspheres was rough
in nature as compared to the smooth surface of microcubes.
The SAED pattern of the microcubes shows some ordered
pattern, which conrms the formation of a single crystalline
structure (Fig. 3b). However, the presence of a ring pattern in
microspheres SAED pattern conrms its polycrystalline nature
(Fig. 3d). This suggests that these microspheres are composed
Fig. 3 TEM images along with the SAED pattern of (a and b) micro-
cubes and (c and d) microspheres.

3818 | RSC Adv., 2016, 6, 3815–3822
of single crystalline nanoparticles. Although the TEM images
do not provide a clear image of the microspheres due to its
larger particles size, the rough outer surface of microspheres
suggests that it may be composed of 10–20 nm primary
particles.

The specic surface area of the as-synthesised Cu2O micro-
cubes and microspheres was analysed by N2 adsorption
desorption measurements and shown in Fig. S2.† The adsorp-
tion desorption curve of both specimens can be classied as
a type IV isotherm. The BET surface area of the Cu2O micro-
cubes and microspheres was calculated as 7.39 and 15.28 m2

g�1, respectively. The presence of a hysteresis loop in the curves
of both specimens conrms the presence of mesopores in the
samples. The pore size distribution of the Cu2Omicrocubes and
microspheres was calculated from the Barrett–Joyner–Halenda
(BJH) desorption method and shown in the inset in Fig. 2Sa and
b,† respectively. Both the specimens were mesoporous in nature
as the average pore size distribution was below 50 nm. The
average pore size for Cu2O microcubes and microspheres was
25.7 and 12.8 nm, respectively. The total pore volume of
microcubes and microspheres was 0.02 and 0.03 cm3 g�1,
respectively. These results indicate that there is no big differ-
ence in surface area, average pore size and pore size volume
between the two specimens. However, the pore size and their
distributions are favourable for the penetration of electrolytes
inside the pores, which can help in the delivery of a high
specic capacitance.

The formation of two different morphologies by changing
the capping agent suggests that they play an important role as
a structure directing agent. A schematic of growth mechanism
of Cu2O microstructure in two different capping agents is
shown in Fig. 4. The formic and acetic acids are a weak reducing
agent and in the present study, they were used for the reduction
of copper nitrate solution to form Cu2O precipitates.45,46
Fig. 4 Schematic of the growth mechanism of Cu2O microcubes and
microspheres.

This journal is © The Royal Society of Chemistry 2016
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Fig. 5 Electrochemical characterization of the Cu2O microcubes and
microspheres in a 6 M KOH aqueous solution. CV curves and corre-
sponding anodic and cathodic peak current vs. square root of scan rate
of (a and b) microcubes and (c and d) microspheres.
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2Cu(aq)
2+ + HCOOH(aq) + H2O /

Cu2O(s) + CO2 + 4H(aq)
+ (1)

2Cu(aq)
2+ + CH3COOH(aq) + 2H2O /

Cu2O(s) + 2CO2 + 8H(aq)
+ (2)

In the initial stage, Cu2O nucleated and grew to nanosized
particles. It is well known that the nanoparticles are highly
reactive due to the presence of tremendous interfacial energy.
Therefore, these nanocrystals aggregated together to form
larger particles by the attachment of their high-index planes.
This aggregation of nanoparticle to larger ones is thermody-
namically feasible, as the reduction in the number of particles
decrease the excess energy associated with their interfaces. If
the aggregation process can be controlled, then it is possible to
produce novel structures. It has been reported that the capping
agent can tune the attachment process as well as crystal growth
direction due to their selective adsorption to some specic
crystal planes of materials. The stability of different crystal faces
of Cu2O in a weak acidic solution falls in the order of (100) J
(111) > (110), which plays a decisive role in the formation of
different morphologies of Cu2O nanocrystals.47 The morpho-
logical evolution always tends to expose the most stable planes
as much as possible, which results in the formation of cubic
Cu2O nanocrystals because of the exclusively exposed most
stable (100) planes. Therefore, the formation of cubic shape
Cu2O microstructure is related to the cubic crystal structure of
Cu2O and the formation kinetics, and there was little role of
formic acid in morphological evolution. Formic acid possibly
helped in the orientational attachment of the nanocubes to
form microcubes, as evidenced from the SEM image (Fig. 2a).
On the other hand, acetic acid plays a different role compared to
formic acid because it can complex with terminated ‘‘Cu’’ as
a ligand, and therefore prefers to adsorb on certain planes. In
the Cu2O crystal lattice, the (100) plane is highly stable because
it is electrically neutral as it is composed of Cu or O atoms only.
In contrast, (111) and (110) planes are completely different from
the (100) plane of Cu2O as they are formed with Cu and O atoms
and the Cu atoms with dangling bonds, which can make them
positively charged. Therefore, acetic acid interacting with the
terminated ‘‘Cu’’ of the (110) plane may have changed the
growth rate along the [110] direction, and therefore nano-
particles are formed instead of nanocubes. Furthermore, the
adsorption of acetic acid on the surface of nanoparticles may
have resulted in the formation of microspheres due to same
aggregation velocity along every direction. Thus, the chemistry
of the capping agent and crystal growth characteristics of Cu2O
are responsible for the formation of these two types of
morphologies under hydrothermal conditions.

CV analysis of Cu2O microcubes and microspheres was
carried out to investigate their use as an electrode material for
supercapacitor applications. The CV of Cu2O microcubes and
microspheres at various scan rates are shown in Fig. 5a and c.
It shows a linear increase in the electrochemical response
current with increasing current rate in both the specimens
(Fig. 5b and d). In both devices, the oxidation peak shied
This journal is © The Royal Society of Chemistry 2016
towards a positive potential, while the reduction peak shied
towards a negative potential. This shi in peak position is
related to internal resistance of the electrode, which conrms
the pseudocapacitive characteristics.35,48 Indeed, this shi was
attributed to an increase in the charge diffusion polarization
with the pseudocapacitive electrode.49 The increase in the
current response with the scan rate also suggests that the
kinetics of interfacial faradic redox reactions and the rates of
electronic and ionic transport are signicantly fast even when
the scan rate is as high as 100 mV s�1.50 The specic capaci-
tance from the CV curve for Cu2O microcube and microsphere
was 645 F g�1 and 545 F g�1, respectively, at a scan rate of 2 mV
s�1 (Fig. S3†). The detail calculation is reported in ESI.†
Furthermore, the specic capacitance decreases gradually
with increasing scan rate. The lower capacitance at a high scan
rate is due to the limited diffusion and the migration of
electrolyte ions at the electrode surface. However, at a lower
scan rate, the bulk diffusion of electrolyte ions yields larger
capacitance.28 As shown in the CV curve, the anodic peak
appears due to the oxidation of Cu2O microstructure to CuO
and Cu(OH)2.35 The cathodic peak can be ascribed to the
reduction of CuO and Cu(OH)2 to Cu2O. The following reac-
tions between Cu(I) and Cu(II) species exist as described in
reactions (3) and (4).

Cu2O + 2OH� 4 2CuO + H2O + 2e� (3)

2Cu(OH)2 + 2e� 4 Cu2O + 2OH� + H2O (4)

Furthermore, in pseudocapacitive materials such as Cu2O,
the relationship of the anodic and cathodic peak current with
scan rate determine if the capacitance arises from the surface
redox reactions or from the bulk diffusion. Fig. 5b and d show
an almost linear relationship, which suggests that the electrode
reaction is diffusion-controlled.
RSC Adv., 2016, 6, 3815–3822 | 3819
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The GCD of the Cu2O microcubes and microspheres at
different current densities (1–10 A g�1) are shown in Fig. 6a and
b. The specic capacitance was calculated from GCD using the
equation, CS ¼ It/mDV, where I, t, m, and DV are the applied
current, discharge time, active mass of the electrode materials,
and voltage window of the charging and discharging, respec-
tively. Fig. 6c shows the specic capacitance as a function of the
current density. The specic capacitance of the microcubes was
660, 624, 585, 566, and 550 F g�1 at 1, 3, 5, 8, and 10 A g�1,
respectively. However, the specic capacitance of the micro-
spheres was 516, 448, 408, 377, and 357 F g�1 at 1, 3, 5, 8, and 10A
g�1, respectively. These results conrm that the microcubes
contribute higher specic capacitance and better rate capability.
In addition, the long-term cycle stability of the microcubes and
microsphereswas also investigatedby repeating theGCD. Fig. 6d
shows the cycling performance of the microcubes and micro-
spheres at a current density of 10 A g�1 for 1000 cycles. The
specic capacitance of microcubes was 295 F g�1 (55% capaci-
tance retention), whereas the microspheres was 172 F g�1 (42%
capacitance retention) aer 1000 charge–discharge cycle at
a current density of 10 A g�1. The specic capacitance of the
microcubeswas 550 F g�1 (80% capacitance retention) aer 1000
cycles, when the current density was decreased from10 to 5 A g�1

(Fig. S4†). The specic capacitance loss occurs due to the
mechanical expansion of the electrode material during the
charging and discharging process and the small amount of
dissolution of some electrode materials during cycling.51 The
lower loss in specic capacitance of themicrocubes as compared
to microspheres is possibly related to its single crystalline
nature. The supercapacitor performance of Cu2O microcubes
was compared with similar system reported elsewhere, which
shows that Cu2O microcubes have the potential to be used as an
electrode for supercapacitor applications (Table S1†).

The power density and energy density can be further calcu-
lated from the GCD. For the Cu2O microcubes, the energy
densities were 14.6, 13.5, 12.8, and 12.2 W h kg�1, and the
Fig. 6 GCD curves of the Cu2O (a) microcubes and (b) microspheres,
(c) specific capacitance of the microcubes and microspheres as
a function of current density and (d) cycling performance and
coulombic efficiency of microcubes and microspheres at a constant
current density of 10 A g�1.

3820 | RSC Adv., 2016, 6, 3815–3822
power densities were 200, 800, 1400, and 2000W kg�1 at current
densities of 1, 4, 7, and 10 A g�1, respectively. For the Cu2O
microspheres, the energy densities were 11.4, 9.5, 8.6, and 7.9W
h kg�1, and the same power densities at current densities of 1,
4, 7, and 10 A g�1, respectively. Thus, the energy and power
densities of the microcubes are better than microspheres.

Furthermore, the effects of the electrolyte concentration on
supercapacitor properties have been investigated and results
are shown in Fig. S5.† The CV curve of Cu2O microcubes at 1, 3
and 6 M KOH electrolyte concentration at a 50 mV s�1 scan rate
are shown in Fig. S5a.† The concentration of KOH has a signif-
icant effect on the prole of the CVs. As shown in gure, the area
swept by the CV curve increases with increasing KOH concen-
tration.52 The charges corresponding to anodic and cathodic
peak increase with increasing KOH concentration. These effects
show that a higher specic capacitance can be achieved with an
increase in electrolyte concentration. The cycling stability of the
Cu2O microcubes up to 500 cycles at a 50 mV s�1 scan rate is
displayed in Fig. S5b.† It shows very small diminishing of
anodic and cathodic peaks, which indicates that the Cu2O
microcubes are excellent candidates for supercapacitor elec-
trode materials. The galvanostatic charge–discharge curve at
different electrolyte concentrations is shown in Fig. S5c.† The
longer discharge time at a higher KOH concentration shows
higher specic capacitance, which is consistent with the CV
curve. The specic capacitance of the 1 and 3 M KOH concen-
tration was 110 and 380 F g�1, respectively, as shown in
Fig. S5d.† Furthermore, the coulombic efficiency was calculated
using the equation, h ¼ (td/tc) � 100, where, td ¼ galvanostatic
discharge time and tc ¼ galvanostatic charge time. The
coulombic efficiency was nearly constant at 90% within 1000
cycles, as shown in Fig. S6.†

EIS was performed to determine the charge kinetics of the
electrode materials by applying an AC voltage with a 10 mV
amplitude over a frequency range from 0.01 Hz to 100 kHz
(Fig. S7†). The series resistance (Rs) in the EIS plot measured at
the high frequency region corresponds to the intrinsic resis-
tance of the electroactive electrode material, bulk resistance of
the electrolyte, and the contact resistance between the electro-
lyte and electrode at the interface. The charge transfer resis-
tance (Rct) can be measured from the diameter of the semicircle
from the high frequency range. The slope of the EIS curve in the
low frequency range reects the Warburg resistance (Rw), which
describes the diffusion of redox species in the electrolyte solu-
tion. The EIS plot of the microcubes andmicrospheres is shown
in Fig. S7a.† The steeper vertical line of the microcubes shows
better capacitive behaviour compared to the microspheres. The
series resistance of the Cu2O microcubes and microspheres was
1.26U and 1.4U, respectively, indicating the improved electrical
conductivity of the Cu2O microcubes. A small semi-circle was
observed for microcubes and microspheres in the high
frequency region (Fig. S7b and c†), which can be used to
calculate the charge transfer resistance. The Rct values were 0.8
and 1.2 U for the microcubes and microspheres, respectively.
These parameters indicate the good electrical conductivity and
ion-diffusion behavior of the electrodes. The low Rs and Rct

value of microcubes compared to the microspheres reects the
This journal is © The Royal Society of Chemistry 2016
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low charge transfer resistance and better mass transfer. In
addition, the relatively lower equivalent series resistance (ESR)
of the Cu2O microcubes could be attributed to its morphology
and superior crystallinity. This result was supported further by
the I–V curve measurement of the Cu2O microcubes and
microspheres (Fig. S8†). The specimen for measurement was
prepared by making a pellet. The pellet was made by mixing the
Cu2O microstructures with polyvinylidene uoride and carbon
black in the ratio 75 : 15 : 10. The resistivity was calculated
using the equation, r ¼ 4.52 � (V/I) � t, where r, V, I, and t are
the resistivity (U cm), voltage (V), current (A), and thickness (cm)
of the electrode, respectively. The electrical conductivity was
calculated as s ¼ 1/r, where s is the electrical conductivity (S
cm�1).53 The conductivity of the Cu2O microcubes and micro-
spheres were 0.273� 10�3 and 0.189� 10�3 S m�1, respectively.
Thus, the Cu2O microcubes are more conducting as compared
to the microspheres.

The enhanced electrochemical performance of the Cu2O
microstructure is related to its structure, which has shorten
the diffusion of electrons and ions and resulted in reduced
internal resistance and charge transfer resistance. Further-
more, the 3-dimensional (3D) structure of the Ni foam
conductive substrate can provide fast electronic transfer
channels and exhibit more active reaction sites with the elec-
trolyte to participate in the fast redox reactions and display
stronger adhesion with the current collector to improve the
electrochemical performance.28,54 Interestingly, the micro-
cubes show better specic capacitance and cycling property
than the microspheres, even though its surface area is lower
and pore size is wider. The electrochemical performance
depends mainly on the surface area, pore size, crystallinity,
and electrical conductivity.55 The crystallinity of the materials
may play an important role, and the microcubes show better
electrochemical performance due to their single crystalline
nature. The poor cycling property of microspheres is due to its
polycrystalline nature, which is highly defective due to the
presence of a large number of grain boundaries. The presence
of grain boundaries also affects the electrical conductivity, as
the electrical conductivity depends on the density andmobility
of the charge carriers in a material. The charge carrier mobility
depends on all inelastic scattering processes through which
current ow is impeded. The presence of grain boundaries in
a material results in the scattering of charge carriers at the
Fig. 7 Conduction of current in the Cu2O microcubes and micro-
spheres containing grain boundaries.

This journal is © The Royal Society of Chemistry 2016
interfaces between grains (Fig. 7). Therefore, the movement of
an electric current is oen far from the idealized picture under
the inuence of an applied electric eld, if the grain bound-
aries are present in the material.56

Tamaki et al. proposed a relationship between the number of
grains and the resistance, which state that the resistance is
directly proportional to the number of grains between the two
electrodes.57

Ra ¼ 2Ra(i) + (N � 1) Ra(gb) ¼ (2Ra(i) � Ra(gb)) + Ra(gb)N

(5)

herein, Ra(i) and Ra(gb) are the resistance at interface and grain
boundary in air, respectively, and N is the number of grains
included in the gap. Because the microspheres are poly-
crystalline in nature and their crystallite size is smaller than the
microcubes, the number of grain boundaries could be higher.
Thus, the electrical conductivity of the microcubes will be better
than in the microspheres. However, this is a preliminary study
and more detail study will be needed to fully understand the
morphology–supercapacitance relationship. Overall, these
results demonstrate the high specic capacitance and excellent
cycling property of the Cu2O microcubes, and thereby making
them a promising electrode material for supercapacitor
applications.
Conclusions

In summary, we successfully synthesized mesoporous Cu2O
microcubes and microspheres using a one pot hydrothermal
method by varying the synthesis parameters. The mesoporous
Cu2O microcubes and microspheres were assembled by the
orientational growth of nuclei. Compared to the microsphere,
microcubes were smaller in size and single crystalline in
nature, but the surface area of the microspheres was higher.
The electrochemical properties of these materials were
investigated for applications as an electrode in super-
capacitors. The Cu2O microcubes displayed higher specic
capacitance, better rate capability and cycling stability than
the microspheres. The effect of the morphology on the
supercapacitor property suggested that microcubes with
a single crystalline nature and lower number of grain
boundaries resulted in an increase in electrical conductivity,
and therefore improvement in electrochemical performance.
These results show that the mesoporous Cu2O microcubes
have great potential for use as an advanced electrode material
for high-performance supercapacitors.
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