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gical features of carbonaceous
materials for improved mechanical properties of
epoxy nanocomposites

R. Atif, J. Wei, I. Shyha and F. Inam*

The influence of reinforcement morphology on damage tolerance and fracture toughness of epoxy based

nanocomposites has been studied. Two different forms of carbonaceous reinforcements were used: multi-

layered graphene (MLG) and nanostructured graphite (NSG). The maximum increase in Young's modulus

was observed from 609.6 MPa to 766 MPa (25.7% increase) in the case of 0.1 wt% NSG. The NSG

showed a maximum increase in hardness up to 7.9% while MLG showed up to 18.3%. The MLG and NSG

increased the storage modulus and Tg while loss modulus and tan d decreased with MLG and NSG. SEM

images of the fractured surfaces of tensile specimens showed that the fracture mode was significantly

altered by MLG and NSG.
Introduction

The exploitation of morphologically modied geometries
in synthetic and bioinspired materials is a novel area of
research.1–3 The morphologically modied carbonaceous
materials are produced by various methods and have found
numerous applications.4–6 It was shown that the superior elec-
tronic properties of graphene are sensitive to surface features.7

Through their crack deection modeling, Faber and Evans
showed that maximum improvement in fracture toughness,
among all other nano-reinforcements, can be obtained using
graphene mainly because of its better capability of deecting
the propagating cracks.8,9 The graphene sheets have coiled
structure that helps them to store sufficient amount of
energy.10,11 The individual sheet and chunk of sheets together
are subjected to plastic deformation at the application of
external load. The applied energy is utilized in undertaking
plastic work that enhances the material's ability to absorb more
energy.12 Graphene has shown inclination for stable folding and
bending energy at folds is compensated by intersheet adhesion
(van der Waals interactions).13 The individual layers of gra-
phene, under external loadings and thermal stresses, undergo
out-of-plane wrapping,14 rippling,15 folding,16 scrolling,17 and
crumpling,18 making graphene suitable to enhance the tough-
ness of polymers. These phenomena can be observed experi-
mentally and explored using computer simulations.19,20

Although various methods have been employed to produce
morphologically modied carbonaceousmaterials and explored
for various applications, an obvious gap in the literature can
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clearly be observed regarding detailed study about inuence of
morphology on damage tolerance and fracture toughness of
polymers. The damage tolerance is the ability of a critical
structure to withstand a level of service or manufacturing-
induced damage or aws while maintaining its function.21

The ability of a material containing crack to resist fracture,
known as fracture toughness, is a simple yet trustworthy indi-
cator of the material's damage tolerance and hindrance against
fracture, and is considered as one of the most important
mechanical properties.

In this work, two different forms of carbonaceous materials
were explored: multi-layered graphene (MLG) and nano-
structured graphite (NSG). The NSG had wide particle size
distribution compared with MLG. Multi-layered graphene–
epoxy (MLG–EP) and nanostructured graphite–epoxy (NSG–EP)
samples were produced. The measured properties indicate that
the performance of produced nanocomposites is strongly
dependent on the morphological features of nanocomposites.
Experimental section
Materials

NSG of thickness 10–300 nm and lateral size 100–500 nm with
specic surface area of 250 m2 g�1 and purity 99% was
purchased from Graphene Supermarket. MLG of 12 nm average
thickness and 4.5 mm average lateral size with specic surface
area of 80 m2 g�1 and purity 99.2% was purchased from Gra-
phene Supermarket. Both ller were washed extensively with
acetone to remove any impurities and tip sonicated for 6 h to
fragment any aggregates. Bisphenol A-epichlorohydrin based
epoxy having density of �1.3 g cm�3 resin was purchased from
polybre suppliers. Dimethylbenzylamine isophorone diamine
based low viscosity fast curing hardener with �1.1 g cm�3
RSC Adv., 2016, 6, 1351–1359 | 1351
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density was used to cure the epoxy and purchased from poly-
bre suppliers. The low viscosity of the hardener helped
improving the dispersion state and the fast curing helped
prevention of reinforcement agglomeration. The gelation time
of the resin was 43 min at room temperature (RT).
Samples production

The MLG and NSG of different weight fractions (0.1 wt%, 0.3
wt%, 0.5 wt%, and 1.0 wt%) were taken and dispersed in
hardener at RT using tip sonication for 3 h. The reinforcement
dispersed hardener and epoxy were vacuum degassed separately
for 30 min. Then, the resins were mixed in epoxy: hardener ratio
f
�
a=w

�
¼

h�
2þ a

w

�n
0:0866þ 4:64

�a
w

�
� 13:32

�a
w

�2

þ 14:72
�a
w

�3

� 5:6
�a
w

�4oi

�
1� a

w

�3=2
(2)
of 2 : 1. Following thorough hand mixing for 10 min, vacuum
degassing was again carried out for 15 min. The resin was
poured into molds and cured at room temperature for 6 h fol-
lowed by post-curing at 80 �C for 6 h.
Characterization

The densication of samples was calculated according to ASTM
Standard D792. The densities of epoxy, hardener, MLG, NSG,
and water were, 1.3, 1.1, 2.26, 2.26, and 0.9975 g cm�3,
respectively. Vickers microhardness test was conducted using
Buehler Micromet II to determine the hardness values of
samples. A load of 200 g was applied for 10 seconds. Light
transmittance in the UV-visible spectroscopy (HITACHI U-3000)
was used to quantify the dispersion state of MLG at xed
wavelength of 450 nm. Standard polystyrene cuvettes with an
optical path length of 10 mm were used for transmittance
measurement. To determine the inuence of sonication on
particle size and possible delayering, particle size of MLG and
NSG before and aer sonication was measured using Malvern
Mastersizer 2000. The sonication was carried out using tip
sonicator of power 750 W and frequency 250 kHz (Vibra-cell
model VC 750, USA). The operation mode was 70% power
with 10 s vibration and 5 s break.

Tensile, three point bend, and fracture toughness tests were
conducted using Instron Universal Testing Machine (Model
3382). The displacement rate was kept 1 mmmin�1 for all three
tests. Five specimens were tested for each composition. Tensile
properties were measured according to ASTM D638 Type-V
geometry with specimen thickness 4 mm. Three point bend
test was conducted according to ASTM D790 with specimen
dimensions 3 � 12.7 � 48 mm. A single-edge-notch three point
bending (SEN-TPB) specimen was used to determine mode-I
fracture toughness (K1C) according to ASTM D5045. The spec-
imen dimensions were 3 � 6 � 36 mm with a crack of length 3
mm. The notch was made at the mid of sample and tapped to
sharpen by a fresh razor blade. The K1C was calculated using
eqn (1),
1352 | RSC Adv., 2016, 6, 1351–1359
K1C ¼
Pmaxf

�a
w

�

BW
1 =

2
(1)

where, Pmax is maximum load of load–displacement curve (N),
f(a/w) is constant related to geometry of the sample and was
calculated using eqn (2), B is sample thickness (mm), W is
sample width (mm), and a is crack length (kept between 0.45 W
and 0.55 W). The critical strain energy release rate (G1C) was
calculated using eqn (3) where E is the Young's modulus ob-
tained from the tensile tests (MPa), and n is the Poisson's ratio
of the polymer, taken to be 0.35.
G1C ¼ K1C
2ð1� n2Þ
E

(3)

Charpy impact toughness test was carried out according to
ASTM D6110 using notched specimen with dimensions 3.2 �
12.7 � 64 mm. A V-notch (45�) was made in the middle of the
specimen whose depth was 2.5 mm and tip radius of 0.25 mm.
The specimen was placed as simply supported beam and hit by
hammer from behind the notch. The impact toughness was
calculated using eqn (4),

Impact toughness ¼ mghðcos b� cos aÞ
wt

(4)

where, m is hammer mass (kg), g is standard gravity (9.8 m s�2),
h is length of hammer arm (m), b is hammer swing up angle
aer test piece broken (rad), a is hammer liing up angle (rad),
w is sample width (mm), and t is sample thickness (mm). DMA
(Model 8000, Perkin-Elmer) was used to determine dynamic
storage modulus (E0), and loss modulus (E00) of the samples. The
loss factor tan d was calculated as the ratio (E00/E0). Rectangular
test specimens of dimensions 2.5 � 8 � 30 mm were used with
a single cantilever clamp. All tests were carried out by temper-
ature sweep method (temperature ramp from 30 �C to 180 �C at
10 �C min�1) at a constant frequency of 1 Hz. The glass tran-
sition temperature (Tg) was taken as the temperature value at
the peak of tan d curves. Scanning electron microscopy analysis
using SEM FEI Quanta 200, was carried out of the fractured
surfaces of tensile specimens to evaluate the fracture modes in
the samples. The fractured portions were cut from the speci-
mens and a layer of gold was applied using Emscope sputter
coater model SC500A.
Results and discussion

The SEM images of as-received MLG and NSG are shown in
Fig. 1(a–c) and (d–f), respectively. It can be observed that NSG is
ner and has wider particle size distribution than MLG. The
This journal is © The Royal Society of Chemistry 2016
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Fig. 1 SEM images: (a–c) MLG, and (d–f) NSG.

Fig. 3 Light absorption with (a) sonication time, and (b) storage time.
Mean dimensions of MLG and NSG (c) before sonication (BS), and (d)
after sonication (AS).

Paper RSC Advances

O
pe

n 
A

cc
es

s 
A

rt
ic

le
. P

ub
lis

he
d 

on
 1

5 
D

ec
em

be
r 

20
15

. D
ow

nl
oa

de
d 

on
 6

/2
2/

20
24

 7
:3

0:
56

 A
M

. 
 T

hi
s 

ar
tic

le
 is

 li
ce

ns
ed

 u
nd

er
 a

 C
re

at
iv

e 
C

om
m

on
s 

A
ttr

ib
ut

io
n 

3.
0 

U
np

or
te

d 
L

ic
en

ce
.

View Article Online
MLG has wrinkles on its surface while NSG has more corrugated
and porous structure. The wide particle size distribution of NSG
is helpful for strong interfacial bonding and mechanical inter-
locking. To determine the dispersion state of reinforcement in
different media as a function of sonication time, reinforcement
was dispersed in three different media: (a) epoxy (EP), (b)
hardener (HD), and (c) mixture of epoxy and hardener (EP +
HD). The sonication process was carried out up to 1 h. The MLG
dispersed in epoxy and hardener is shown in Fig. 2 and light
absorption trends are shown in Fig. 3(a). The graph shows
a signicant increase in light absorbance for the MLG dispersed
in hardener (HD) within the rst 12 min. This high magnitude
slope suggests a relatively higher tendency of MLG to disperse
uniformly in hardener. Before sonication, MLG is present in
agglomerated form which lowered the light absorbance as most
of the light was able to transmit through transparent suspen-
sion media. However, the dispersion state signicantly
improved aer sonication and a larger portion of the suspen-
sion media contained dispersed reinforcement. Because of the
opacity of graphene, a little shard of light was transmitted and
most of the light was absorbed.22

A similar trend was observed for the MLG dispersed in epoxy
(EP), where light transmittance also decreased with the
Fig. 2 Qualitative analyses of, (a) graphene–EP and (b) graphene–HD
(concentration from left to right: 0.005 wt%, 0.0125 wt%, 0.025 wt%,
0.05 wt%, 0.1 wt%).

This journal is © The Royal Society of Chemistry 2016
sonication time. However, the slope is much lower than in case
of hardener which can be attributed to relatively poor disper-
sion of MLG in epoxy compared with that in hardener. It is
noteworthy that as compared to 15% drop in epoxy and 26%
drop in hardener, there is just 11% drop in the transmittance
for graphene dispersion in the mixture of epoxy and hardener
(EP + HD). It can be attributed to the onset of curing process.
The dispersion of MLG becomes difficult in high viscosity
media. Therefore, lowest light absorption values were observed
in case of EP + HD.

The primary objective of light absorption studies was to
optimize sonication parameters. What we observed that the
dispersion state nearly became constant aer 30 min of soni-
cation time. Considering this fact, sonication process for
composite samples was maintained 3 h which is signicantly
greater than 30 min. It was to ensure nearly uniform dispersion
in the samples. In addition, it was observed that dispersion
state is better in hardener than in epoxy resin. Therefore, llers
were dispersed in hardener instead of epoxy. One might suggest
that we could use organic solvents, such as acetone or DMF, to
obtain uniform dispersion. However, it is well-established that
proper removal of organic solvent may be a problem and some
remnants can adversely affect the properties.23–27 Loos et al.28

produced epoxy samples with varied amount of acetone (0, 7,
10, 13 wt%). They reported signicant drop in Young's
modulus, tensile strength and fracture strain as a result of
residual acetone. The drop in mechanical properties was found
directly related with the amount of acetone used.28 The traces of
organic solvents inuence cure kinetics and restrict cross-
linking process.29 Hong and Wu30 mentioned that residues of
organic solvents result in lower curing exotherm, reaction rate,
initial curing rate, glass transition temperature (Tg), and reac-
tion order. They also reported that organic solvents with higher
boiling points have greater effect on cure kinetics and
mechanical properties of epoxy.30

As the title suggests, our primary objective was to study the
inuence of “morphological features” onmechanical properties
of produced nanocomposites. Therefore, we wanted to restrict
parameters as much as possible. For example, if we had used
RSC Adv., 2016, 6, 1351–1359 | 1353
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organic solvents, then questions could arise that how was it
ensured that organic solvent was completely removed? If there
are any remnants, then what is the porosity size in both samples
as stress concentration is dependent on notch size and shape.
And any change in densication is stemming from the llers or
residuum of the organic solvent? To ward these queries off,
organic solvent was not used and all other parameters were
meticulously xed so that any change observed in mechanical
properties could be correlated with the morphological features
of the llers.

Fig. 3(b) shows the light absorption of MLG dispersion
against storage time. The sonication was carried out for 1 h.
Within the rst 5 days, the behavior of MLG in EP and HD is
similar. Both dispersions showed slight increment in light
transmittance, which are 5% and 4% in EP and HD, respec-
tively. This increment indicated that some level of re-
aggregation took place during this time or possibly the lighter
particles moved to surface of the suspension media and heavier
particles settled down. Up to 10 days, the light transmittance
did not change signicantly indicating the dispersions
remained stable during this period. The light transmittance in
case of MLG dispersed in EP + HD kept constant because the
system became stable aer the epoxy resin was fully cured
within 24 hours.

The inuence of sonication on particle size of MLG and NSG
is shown in Fig. 3(c and d). The mean dimensions of MLG are
2.95 mm and that of NSG are 3.64 mm before sonication. Aer
sonication, the mean dimensions of MLG and NSG became 0.06
mm and 0.24 mm, respectively. It can be observed that the
particle size distribution of NSG is relatively wider than MLG. In
addition, a signicant delayering took place during sonication.
During sonication, shear forces and cavitation i.e. the growth
and collapse of the micrometer-sized bubbles or voids in liquids
due to pressure uctuations, act on the bulk material and
induce exfoliation.31,32 The cavitation effect during graphene
dispersion requires two conditions; presence of uids and
pressure uctuations. Once these conditions are available, it
may be approximated about whether cavitation effect was
observed or not from the delayering and/or reduction in mean
dimensions of the ller. In current study (Fig. 3), the mean
dimensions signicantly reduced aer sonication; therefore, it
can be assumed that cavitation effect was a favorable
phenomenon to occur and caused exfoliation.

The densication of samples is shown in Fig. 4(a) where
maximum densication for MLG–EP samples was observed at
0.3 wt% of MLG while at 0.1 wt% of NSG for NSG–EP samples.
The decrease in densication with increase in weight fraction of
MLG and NSG can be attributed to agglomeration and bridging
of reinforcement particles. Voids are created inside the con-
nected series of particles which are not lled by resin thereby
causing porosity.33 The other reason could be prevention of the
escape of volatiles.34–36

Monolithic epoxy, because of its stiffness, cannot prevent
crack propagation and is vulnerable to fracture. However, when
reinforced especially by nano-llers, such as metallic oxides,37

clays,38 carbon nanotubes (CNTs),39 and other carbonaceous
materials,40 its ability to withstand crack propagation is
1354 | RSC Adv., 2016, 6, 1351–1359
propitiously improved and is reected in mechanical properties
of produced nanocomposites as shown in Fig. 4. The variation
in Vickers microhardness is shown in Fig. 4(b). The NSG
showed maximum increase in microhardness at 0.1 wt% and
microhardness increased from 287.4 Hv to 310 Hv (7.9%
increase). The MLG showed maximum increase in microhard-
ness from 287.4 Hv to 340 Hv (18.3% increase) at 0.3 wt% MLG.
It shows that MLG is more effective in increasing the hardness
of samples compared with NSG. The variation in Young's
modulus is shown in Fig. 4(c). The Young's modulus was
increased by both MLG and NSG. The maximum increase in
Young's modulus was from 609.6 MPa to 766 MPa (25.7%
increase) in case of 0.1 wt% NSG. The MLG also showed
signicant increase in Young's modulus. The maximum
increase was observed at 0.3 wt% MLG and Young's modulus
increased from 609.6 MPa to 758.2 MPa (24.4% increase). The
Ultimate Tensile Strength (UTS) was also signicantly increased
by MLG and NSG as shown in Fig. 4(d). The maximum increase
in UTS was from 45.5 MPa to 65.1 MPa (43.1% increase) in case
of 0.1 wt%NSG. TheMLG also showedmaximum increase at 0.1
wt% and UTS increased up to 25.3%. The variation in tensile
strain (%) is shown in Fig. 4(e). The tensile strain was taken as
the % value of strain corresponding to UTS. In general, the
tensile strain decreases with the addition of strong and stiff
reinforcement. The same trend was observed in case of MLG
where tensile strain decreased with the increasing weight frac-
tion of MLG. However, an exceptional behavior was shown by
NSG where tensile strain increased with the incorporation of
NSG with maximum increase observed in case of 0.1 wt% NSG.
It can be attributed to mechanical interlocking. Surfaces can be
made porous or rough to enhance the extent of mechanical
interlocking.41 Karger-Kocsis et al. have studied that hierar-
chical and hairy llers have high surface area and capillary
wetting by the polymers.42 The textured llers also exhibit
mechanical interlocking with the polymers and cause local
reinforcement of the ber-matrix interphase.42 Moon and Jang
studied the mechanical interlocking and wetting at the inter-
face between argon plasma treated ultra-high modulus poly-
ethylene (UHMPE) ber reinforced vinylester resin composite.43

They observed a signicant increase in interlaminar shear
strength. It has been shown that plasma etching of UHMPE
produces micro-pittings on ber surface and this spongy
surface structure helps improving the mechanical interlocking
with the polymer matrix and causes a signicant increase in
interlaminar shear strength.44–47 Therefore, the increase in
fracture strain by NSG can be attributed to mechanical inter-
locking because of which the polymer chains kept elongating
without fracture. The variation in exural modulus is shown in
Fig. 5(f). The NSG showed maximum increase in exural
modulus at 0.1 wt% and exural modulus increased from 2.33
GPa to 3.31 GPa (42.6% increase). The MLG showed maximum
increase in exural modulus at 0.3 wt% and exural modulus
increased from 2.33 GPa to 3.42 GPa (47.1% increase). The
variation in exural strength is shown in Fig. 5(g). The
maximum increase in exural strength was observed in case of
0.1 wt% NSG where exural strength increased from 74.3 MPa
to 110.8 MPa (49.2% increase). The MLG showed maximum
This journal is © The Royal Society of Chemistry 2016
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Fig. 4 Densification and mechanical properties: (a) densification, (b) microhardness (Hv), (c) Young's modulus, (d) ultimate tensile strength, (e)
tensile strain (%), (f) flexural modulus, (g) flexural strength, (h) flexural strain (%), (i) K1C, (j) G1C, and (k) Charpy impact toughness.
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increase in exural strength at 0.1 wt% and exural strength
increased from 74.3 MPa to 96.6 MPa (30.1% increase). The
variation in exural strain (%) is shown in Fig. 4(h). The exural
strain was taken as the % value of strain corresponding to
exural strength. The exural strain decreased with increasing
weight fraction of MLG. In contrary, the NSG showed an
increase in exural strain (%). The maximum increase in ex-
ural strain was observed at 0.3 wt% NSG and exural strain
increased from 3.4% to 4.4% (27.5% increase). The variation in
mode-1 fracture toughness (K1C) is shown in Fig. 4(i). The
maximum increase in K1C was from 0.85 MPa m1/2 to 1.2 MPa
m1/2 (41.2% increase) in case of 0.1 wt% NSG. The MLG also
showed maximum increase at 0.1 wt% and K1C increased from
0.85 MPam1/2 to 1.1 MPam1/2 (29.4% increase). The variation in
critical strain energy release rate (G1C) is shown in Fig. 4(j). The
NSG showed maximum increase at 0.1 wt% and G1C increased
This journal is © The Royal Society of Chemistry 2016
from 630.5 J m�2 to 685.2 J m�2 (8.7% increase). The MLG also
showed maximum increase at 0.1 wt% and G1C increased from
630.5 J m�2 to 674.6 J m�2 (7% increase). The variation in
Charpy impact toughness is shown in Fig. 4(k). The NSG showed
maximum increase at 0.1 wt% and Charpy impact toughness
increased from 0.83 kJ m�2 to 1.503 kJ m�2 (81.1% increase).
The MLG showed maximum increase at 0.3 wt% and Charpy
impact toughness increased from 0.83 kJ m�2 to 1.575 kJ m�2

(89.7% increase). In most of the cases, maximum increase in
mechanical properties was observed at 0.1 wt% of the llers.
The improvement in mechanical properties is due to the rein-
forcing effect of carbonaceous llers while decrease in
mechanical properties can be attributed to crack generation
and agglomeration. The other reason for such behavior is due to
high probability of agglomeration at higher weight fractions
arising from Van der Waals forces. Wang et al. have also
RSC Adv., 2016, 6, 1351–1359 | 1355
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Fig. 5 Dynamic mechanical properties: (a) storage modulus, (b) loss
modulus, (c) tan d, and (d) Tg, and values of storage modulus, loss
modulus and tan d at Tg.

Fig. 6 SEM images of fractured tensile specimens: (a, b) monolithic
epoxy, (c, d) 0.1 wt% MLG–EP, and (e, f) 0.1 wt% NSG–EP.
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reported that maximum improvement in mechanical properties
was observed in case of 0.1 wt% of graphene oxide.48

The sonication time to achieve uniform dispersion may vary
with increasing weight fraction of ller. In Fig. 3, it was
observed that dispersion state became nearly “constant” aer
30 min of sonication. However, “constant” does not mean
uniform dispersion as it may be possible that applied sonica-
tion power is not enough to break all of any agglomerates
present. Therefore, whether dispersion is uniform or not,
cannot be quantitatively measured based on the light absorp-
tion. Therefore, literature was consulted to x a reasonable
time.49,50 We reached the conclusion that 3 h would be enough
to get a reasonable dispersion. Here, we would like to refer to
title of the paper, “morphological features.” As our primary
objective was to correlate the mechanical properties with
morphological features, therefore, sonication time would not be
direct inuential parameter provided that it remained the same
for both the cases, which was maintained at 3 h in current work.
As the mechanical properties started to decrease aer 0.3 wt%
of both llers, one might suggest that 3 h sonication with other
processing parameters may not be enough to achieve uniform
dispersion of the llers, especially at higher weight fractions.
Future work may be carried out to study the inuence of
morphological features on dispersion state of varying weight
fractions of llers in different polymers.

The graphene based reinforcements affect the crosslink
density of epoxy.51 When carbonaceous materials are dispersed
in polymer, the polymer chains are restricted and crosslinking
is altered which inuence the thermo-mechanical properties of
nanocomposites. The inuence of morphological features was
also manifested in dynamic mechanical properties as shown in
Fig. 5. A shi in storage modulus can be observed in Fig. 5(a)
which can be attributed to the stiffness and restriction in
polymer chains caused by MLG and NSG. Because of the high
stiffness of graphene, the viscous behavior of produced nano-
composites also varies as shown in Fig. 5(b). The loss modulus
was decreased by both MLG and NSG. However, a larger shi in
storage and loss moduli was observed in case of NSG. The
1356 | RSC Adv., 2016, 6, 1351–1359
variation in tan d is shown in Fig. 5(c) that shows that both MLG
and NSG decreased tan d. One indicator of restriction in poly-
mer chains is glass transition temperature (Tg) as shown in
Fig. 5(d). The Tg increased from 76.5 �C to 78.5 �C in case of 0.1
wt% of MLG and up to 80.4 �C with 0.1 wt% NSG. An increase in
Tg with MLG and NSG shows that reinforcement is relatively
uniformly dispersed. When reinforcement is uniformly
dispersed, the wrinkled texture of reinforcement along with
high surface area inuence the maximum exothermic heat ow
temperature by restricting polymer chain mobility that results
in Tg rise.52 Fig. 5(d) also shows storage modulus, loss modulus,
and tan d values at Tg. It can be observed that storage modulus
increased while loss modulus and tan d decreased with the
addition of reinforcement with NSG showing more signicant
effect.

The DMA results are reported which give a qualitative
measure of crosslink density in terms of variation in Tg. The Tg
was varied by the llers which can be attributed to variation in
crosslink density and cure kinetics due to the ller addition.
However, why was the increase in Tg about 2 �C in case of MLG
and about 4 �C in case of NSG while ller content and pro-
cessing and testing conditions were the same? This difference
in Tg can be attributed to morphology of the llers as all other
parameters were xed. When we say that morphology has
inuence on the mechanical properties of polymers, we do not
refute the fact that llers affect the crosslink density and cure
kinetics. Instead, we present the evidence that morphology of
llers is an additional factor to control the crosslink density,
cure kinetics, and overall reinforcing character of llers.

The SEM images of fractured surfaces of tensile specimens
are shown in Fig. 6. Fig. 6(a and b) show SEM images of frac-
tured tensile specimen of monolithic epoxy. River markings can
This journal is © The Royal Society of Chemistry 2016
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Fig. 7 Schematics of influence of morphological features on
mechanical properties and fracture modes: (a) uniform size of the
particles with large voids, and (b) wide particle size distribution with
efficiently connected network. (c) Smooth and rough surfaces sliding
against each other. The coefficient of friction in latter case will be
higher because of strong mechanical interlocking. (d) Smooth and flat
MLG offers strong resistance to indenter, and (e) spongy NSG structure
with relatively poor resistance against indentation (figures not drawn to
scale). A comparison of brittle and dimple fracture: (f) structural
member subjected to axial loading, (g) brittle fracture producing
straight and smooth surfaces, (h) dimple fracture producing a corru-
gated surface which is an indication of ductile fracture, and (i) top view
of dimple fracture.
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be observed which indicate that brittle fracture has taken
place.52 It is because there are no crack bridging mechanisms
available inmonolithic epoxy. Therefore, once crack is initiated,
it propagates without any diversions and results in straight
fracture paths. However, when reinforcement is introduced,
fracture mode changes due to obstruction of cracks by the
reinforcement. This can be observed in Fig. 6(c and d) which
show fractured tensile specimen of 0.1 wt% MLG–EP where no
specic orientation of crack propagation was observed apart
from a few ravines indicated by double arrows. It is because the
MLG has the ability to prevent the advancement of cracks and
cracks detour around the MLG to proceed.53 The SEM images of
0.1 wt% NSG–EP tensile specimen are shown in Fig. 6(e and f). A
signicant difference can be observed in fracture modes. A very
rough surface can be observed with completely disparate crack
orientations. It comes from the NSG reinforcement that caused
the cracks to detour at each step prior to fracture. The specimen
did not show straight line brittle fracture. Instead a multi-
layered fracture takes place and each layer shows rough
surface without any particular crack orientation. Trenches can
be observed at higher magnications with embedded NSG
indicated by single arrows. This bowl-like fracture resembles
dimple fracture observed in ductile metals such as aluminum.
Another typical example of dimple fracture with corrugated
surface is observed in low carbon steels. The low carbon steels
show cup-and-cone failure which is an indication of ductile
fracture.54

Although both MLG and NSG caused an increase in tensile
and exural properties, however, NSG showed more
pronounced effect. The mechanical properties are improved
when load is efficiently transferred from matrix to reinforce-
ment. One of the controlling factors for load transfer mecha-
nism is networking of reinforcement. The load can only be
transferred from the matrix to the reinforcement if a connected
network of reinforcing particles is available. Any disjoint in the
network will act as weakest link for load transfer and polymer
matrix will be prone to external loading. One of the factors
inuencing network formation is lling ratio (or packing
density). The lling ratio depends on particle size distribution
and is schematically shown in Fig. 7(a and b). When particle
size distribution is narrow as shown in Fig. 7(a), the voids
between the particles would not be lled and those ller-free or
empty locations will be a preferred route for the cracks to
surmount the reinforcement particles. On the other hand, when
reinforcement has wide size distribution as shown in Fig. 7(b),
the ner particles can occupy the empty spaces in between large
particles. It increases the lling ratio and makes an efficiently
connected network of reinforcement. Sohn and Moreland have
shown that packing density is dependent on particle size
distribution and shows a direct relationship, i.e. packing
density increases as the particle size distribution is extended.55

It was also found that packing density is independent of particle
size. They also reported that particle shape also inuences
packing density. It is obvious as perfect cubes will have 100%
packing while voids will be certain in spherical particle which
will lower the packing density. Therefore, a wide size distribu-
tion is helpful in improving the mechanical properties as strong
This journal is © The Royal Society of Chemistry 2016
networking of reinforcing particle can take place because of
high packing density. We tried hard to nd solid evidence
during SEM fractography analysis to come up with exact
condition as schematically shown in Fig. 7(b). We could only
present a case as shown in Fig. 6(f) where ller particles of three
different sizes could be observed lying nearby but still not
touching each other. The schematic condition shown in
Fig. 7(b) would be more likely in samples with very high weight
fraction of ller. In current work, it was only 0.1 wt% which
restricted the scope of observing the case where ner particles
are sitting exactly in the spaces created between the larger
particles. However, a slight increase in densication (Fig. 4) of
NSG samples compared with MLG samples may be cited as
indirect evidence that ller ratio can be increased with wide
particle size distribution. The reported work of Sohn and
Moreland further corroborates that ller ratio increases with
extended particle size distribution.55

Although both MLG and NSG increased the fracture tough-
ness, however, NSG showed higher increment. It can be attrib-
uted to the morphology and particle size distribution of NSG. By
modifying the morphology, surface area of the same sized
particle can be increased compared with at and smooth
particle. In addition, a porous and rough particle can signi-
cantly increase the coefficient of friction between thematrix and
reinforcement. Cumberland et al. have shown that coefficient of
friction depends upon morphological features of particles.56 A
large amount of energy will be dissipated to work against
RSC Adv., 2016, 6, 1351–1359 | 1357
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friction that will increase the toughness of the polymer prior to
fracture. A comparison of the mechanical interlocking between
smooth and rough surfaces, when subjected to shear loading, is
schematically shown in Fig. 7(c). When the reinforcement has
smooth surface, the interfacial interactions will be weak that
will yield inferior mechanical properties. On the contrary, when
surface is rough and porous, there will be strong bonding due to
mechanical interlocking and increased surface area. A large
amount of energy is required to work against coefficient of
friction thereby resulting in increased toughness. Therefore,
controlled morphological features and wide particle size
distribution are preferable with large surface area and
enhanced interfacial interactions to engender superior
mechanical properties. The NSG showed maximum increase in
hardness up to 7.9% while MLG showed up to 18.3%. It shows
that MLG is more effective in increasing the hardness of
samples compared with NSG. The relatively lower increase in
hardness by NSG can be attributed to corrugated structure of
NSG. The MLG is relatively smooth and at as schematically
shown in Fig. 7(d) and SEM image shown in Fig. 1(c). The
indenter sits perfectly on MLG sheets and MLG can offer suffi-
cient amount of resistance toward indentation owing to its very
high strength and modulus values.57–59 Therefore, MLG showed
a signicant increase in hardness. On the contrary, NSG is
heavily corrugated as schematically shown in Fig. 7(e) and SEM
image shown in Fig. 1(f). In this case, the indenter faces a little
resistance due to the sponge-like structure. Similar results were
reported by Jana and Zhong.60 They expanded the graphite
akes at 1000 �C for 30 s in an auto-controlled electronic
furnace.60 The cause behind this expansion was CO2 which was
generated from the decomposition of intercalant between
graphite sheets. The augmentation of CO2 in the interstices
caused exfoliation of graphene sheets. The expanded graphite
akes were ground down to nm scale using a planetary ball mill
and the product was called as “puffed” graphite.60 The elastic
modulus and hardness of puffed graphite as calculated by
nanoindentation test were found to be lower than that of
precursor graphite akes.60 It is also possible that indenter may
go inside the trenches and does not come in contact with NSG at
all. However, it should follow with no increase in hardness. The
hardness reported here is the average of 20 values. Therefore, it
indicates that ller is dispersed to an extent that indenter gets
in contact with the ller and signicantly affects hardness. A
relatively lower increase caused by NSG thanMLG indicates that
indenter did not face much resistance in case of NSG because of
its spongy structure. As the polymer has lower hardness,
therefore the overall increase in hardness observed in case of
NSG is lower than that observed with MLG. As MLG and NSG
had different morphology and particle size distribution, the
fracture patterns observed in tensile specimens were also
different. The two mainly observed fracture modes are sche-
matically shown in Fig. 7(f–i). When a structural member is
subjected to axial loading as shown in Fig. 7(f), fracture takes
place when the loading exceeds UTS. When the material is
brittle, the crack proceeds in straight path as shown in Fig. 7(g).
On the other hand, when material is so, crack tip is followed
by a plastic work zone.61 Because of this plasticity, a rough and
1358 | RSC Adv., 2016, 6, 1351–1359
corrugated surface results as shown in Fig. 7(h) whose top view
is shown in Fig. 7(i). The crack is intergranular and dimple
fracture occurs which is an indication of ductile fracture.

Conclusions

The damage tolerance and fracture toughness of epoxy nano-
composites are strongly dependent on morphological features
of carbonaceous materials. A signicant increase in mechanical
properties with NSG indicates that an efficient network of
reinforcement particles can be achieved by using wide particle
size distribution. When particle size distribution is narrow, the
voids between the particles would not be lled and those ller-
free or empty locations will be a preferred route for the cracks to
surmount the reinforcement particles. On the other hand, when
reinforcement has wide size distribution, the ner particles can
occupy the empty spaces in between large particles. It increases
the lling ratio and makes an efficiently connected network of
reinforcement. The wider morphology of reinforcement
increases packing density, interfacial area, and mechanical
interlocking with the polymer chains. In addition, morpholog-
ically modied particles can signicantly increase the coeffi-
cient of friction between reinforcement–reinforcement and
reinforcement–matrix interfaces. A large amount of energy will
be dissipated to work against friction that will increase the
toughness of the samples prior to fracture. The NSG showed
maximum increase in hardness up to 7.9% while MLG showed
up to 18.3%. It shows that MLG is more effective in increasing
the hardness of samples compared with NSG. The MLG and
NSG increased the storage modulus and Tg while loss modulus
and tan d decreased. SEM images of fractured surfaces of tensile
specimens showed that fracture mode was signicantly altered
by MLG and NSG. Monolithic epoxy showed river markings that
indicate typical brittle fracture observed in epoxy. With the
incorporation of MLG, no specic orientation of crack propa-
gation was observed. With the addition of NSG, a very rough
dimple-like fracture surface was observed which shows that
fracture mode shied from brittle to ductile fracture.
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