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anical performance of epoxy
thermosets via designing a block copolymer to self-
organize into “core–shell” nanostructure
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Huawei Zou*a and Mei Lianga

A rigid-flexible amphiphilic pentablock copolymer, polystyrene-block-poly(3-caprolactone)-block-

polydimethylsiloxane-block-poly(3-caprolactone)-block-polystyrene (PS-PCL-PDMS-PCL-PS, SLDLS),

was designed. SLDLS block copolymers will self-organize into “core–shell” nanostructures in epoxy

thermosets, with rigid PS as the “shell” and flexible PDMS as the “core”. Due to the incorporation of the

“core–shell” nanostructures, the tensile strength and toughness of the epoxy composites were

simultaneously improved and the storage modulus maintained. It is believed that designing specific

structures in epoxy resins through self-organization could provide new methods for the preparation of

advanced functional epoxy composites.
1. Introduction

Self-organization is a very common phenomenon in nature.
Depending on the inherent characteristics, various structures
with their corresponding properties could be obtained. A typical
example of self-assembly is nacre, which is composed of an
aragonite layer and elastic biopolymer layer. Because of the
unique layer-by-layer structure, nacre exhibits exible and
stable features.1 Over the past decades, materials scientists have
aspired to exploit nature's assembly principles to create arti-
cial materials, with hierarchical structures and tailored prop-
erties, for the fabrication of functional devices.

As a most important class of thermosets resins, epoxy resins
(EP) are widely utilized in many applications (i.e., aerospace,
automotive industry etc.) owing to their excellent mechanical
performance, resistance to chemicals and low shrinkage during
curing. However, undesirable properties, such as their inher-
ently brittle and poor damping property, adversely affected
most of the physical and mechanical properties, which limited
their applications in high performance composites.

Block copolymers have attracted much research interest
because they could self-organize into different nanostructures
in the selective solvent. For example, in selective solvent,
because polymer surfactants could self-assemble into micelles
or vesicles, they were widespread studied in the eld of drug
carrier. Similarly, when epoxy served as a selective solvent, block
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copolymers could also self-organize into nanostructures with
various morphologies, such as spherical, spheres on spheres,
cylindrical and so on.2–4 However, research on obtaining the
desired properties by designing block copolymers and the
nanostructures in epoxy is rarely targeted.5

As one of the most widely utilized thermosets, epoxy resins
have various advantages, while its inherent brittleness is an
unavoidable issue. “Core–shell” nanoparticles have been proved
to be a classical method to tough epoxy.6–8 These particles
consist of a so rubbery core with a rigid shell around it. Pol-
y(methyl methacrylate), which is compatible with the epoxy
matrix, is usually used as shell material, so materials (poly-
urethane, siloxane, butadiene etc.) are chosen as core materials.
Giannakopoulos9 reported that the fracture energy of composite
containing 15 wt% core–shell rubber (CSR) particles was
increased to 860 J m�2 compared with the unmodied epoxy (77
J m�2). Chen's work also shown CSR particles increased the
fracture toughness signicantly at room temperature and
cryogenic temperatures.9 However, both of them indicated the
Young's modulus and tensile strength of the epoxy polymer
would reduce because of the addition of the CSR particles.
Generally, it is shown that the classical “core–shell” rubber
particles could signicantly improve the toughness9–11 while the
strength and modulus were inevitably decreased. Thus, rigid
particles were incorporated to cope with this disadvantage.12,13

The dispersity of the modiers, however, is still a problem. In
this context, nanostructures with rigid “shell” and exible
“core” were prepared to maximize the advantages of classical
“core–shell” structure.

Herein, a novel kind of rigid-exible amphiphilic block
copolymer, polystyrene-block-poly(3-caprolactone)-block-poly-
dimethylsiloxane-block-poly(3-caprolactone)-block-polystyrene
This journal is © The Royal Society of Chemistry 2016
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(PS-PCL-PDMS-PCL-PS, SLDLS), was designed and incorporated
into epoxy thermosets. Compared with those “core–shell”
nanoparticles mentioned above, except for the so-core (PDMS)
and the rigid shell (PS), we introduce a new PCL subchain,
which is miscible with the epoxy matrix, to optimize the inter-
actions between the matrix and the modier. The “so core–
rigid shell” nanostructures, where the rigid PS as the “shell” and
the exible PDMS as the “core”, were self-organized in the
selective solvent epoxy through the mechanisms of self-
assembly and reaction-induced microphase separation during
the curing reaction in our study. Besides, the interfacial
bonding could obviously improve due to the appearance of
miscible PCL subchain. Hence, it is reasonable to obtain a new
family of epoxy thermosets, which the storage modulus, main-
tained, the tensile strength and toughness were simultaneously
improved.
2. Materials

The hydroxyl-terminated polydimethylsiloxane (HTPDMS) was
kindly supplied by Shin-Etsu Chemical Co., Ltd., Japan. Before
use, it was dried by azeotropic distillation with anhydrous
toluene. The monomer of 3-caprolactone (3-CL) (Aladdin, 99%)
was dried over calcium hydride (CaH2) and distilled under
decreased pressure prior to use. Stannous octanoate [Sn(Oct)2]
was purchased from Aladdin Co. and used as the catalyst.
N,N,N0,N0,N0-Pentamethyldiethylenetriamine (PMDETA), 2-bro-
moisobutyryl bromide and copper(I) bromide (CuBr) were
purchased from Aldrich Co. Prior to use, CuBr was puried by
stirring in glacial acetic acid overnight, ltered off, washed with
ethanol, and then dried in a vacuum oven at 60 �C for 24 h.
Styrene was purchased from Chemical Reagent Factory of
Kelong and washed with an aqueous solution of sodium
hydroxide (5 wt%) three times and then with water until
neutralization. It was also dried by azeotropic distillation with
anhydrous toluene prior to use. 4-Dimethylaminopyridine
(DMAP) was purchased from Nanjing Tianhua Reagent Co.,
China, and recrystallized in toluene at 80 �C. Epoxy resins used
in this work are diglycidyl ether of bisphenol A-based (DGEBA)
epoxy resin E-51, which was obtained from Jiangsu Wuxi Resin
Plant, China. 3,30-Dichloro-4,40-diamino diphenyl methane
(MOCA), which was purchased from Changshan beier Co.,
China, is used as curing agent. All other solvent were used as
received.
2.1 Synthesis of PCL-b-PDMS-b-PCL (LDL) triblock
copolymer

Poly(3-caprolactone)-block-polydimethylsiloxane-block-poly-
(3-caprolactone) triblock copolymer (PCL-b-PDMS-b-PCL, LDL)
was synthesized via the ring-opening polymerization (ROP)
of 3-caprolactone (3-CL) in the presence of hydroxyl-terminated
polydimethylsiloxane (HTPDMS). Stannous octanoate [Sn(Oct)2]
was used as the catalyst. Typically, HTPDMS (25.404 g, 10.11
mmol) and 3-CL (80.88 g, 709.44 mmol) were charged to a 250
ml pre-dried round-bottom Schlenk ask equipped with
a magnetic stirrer then Sn(Oct)2 was added at the ratio of 1/1000
This journal is © The Royal Society of Chemistry 2016
(w/w) with respect to 3-CL using a syringe. The ask was con-
nected to a standard Schlenk line system and the freeze–pump–
thaw cycle was repeated for three times to eliminate moisture.
Then the ask was immersed into a thermostatted oil bath at
120 �C to initiate the ring-opening polymerization. Aer the
polymerization was carried out for 36 h, the system was cooled
to room temperature and the crude product was dissolved in
tetrahydrofuran (THF). The solution was slowly dropped into
a great amount of petroleum ether to afford the precipitates,
repeated several times until white solids were obtain. The
product was dried in a vacuum oven at 40 �C until a constant
weight was obtained with a yield of 93.8%.

2.2 Synthesis of PS-b-PCL-b-PDMS-b-PCL-b-PS (SLDLS)
pentablock copolymer

The macromolecular initiator was rst prepared by following
the literature method.14,15 LDL (50 g, 4.76 mmol), DMAP (3.491
g, 28.58 mmol) and triethylamine (TEA, 2.64 mL, 19.05 mmol)
were dissolved in 100 mL of CH2Cl2 and the solution was cooled
to 0 �C. 2-Bromo-isobutyryl bromide (BiBB, 5.91 mL, 47.63
mmol) in 50 mL of CH2Cl2 was slowly injected dropwise for
about 2 h. Aer the addition was completed, the temperature
was allowed to rise to room temperature. The mixture reacted
for another 24 h at room temperature under stirring. Then the
solution was removed in a rotary evaporator. The crude mac-
roinitiator was dropped into an excessive amount of cold
methanol to afford the precipitates, recrystallized for 3 times,
and dried in a vacuum oven at 40 �C for 48 h.

Then above macroinitiator was used as the macroinitiator of
atom transfer radical polymerization for styrene to obtain the
PS-b-PCL-b-PDMS-b-PCL-b-PS pentablock copolymer. General,
to a 250 mL pre-dried round-bottom Schlenk ask, macro-
initiator (46.8 g, 4.457 mmol) was rst dried by azeotropic
distillation with anhydrous toluene, then CuBr (1 g, 6.971
mmol), PMDETA (1.483 mL, 7.077 mmol), and styrene (72.8 g,
700 mmol) were charged. The reactive system was degassed via
three freeze–pump–thaw cycles and then immersed in a ther-
mostatted oil bath at 110 �C. Aer 16 h, the Schlenk ask was
exposed to air, cooled to room temperature and further dis-
solved in THF. Then the solution was passed over a column of
neutral alumina, concentrated and dropped into an excessive
amount of cold methanol to afford the precipitates. The product
was dried in a vacuum oven at 40 �C until a constant weight was
obtained with a yield of 59.9%. The process of synthesis for
SLDLS block copolymer is summarized in Fig. 1.

2.3 Preparation of nanostructured epoxy resin

The desired amount of PS-b-PCL-b-PDMS-b-PCL-b-PS penta-
block copolymer and DGEBA weremixed at 120 �C with vigorous
stirring until the mixtures became homogenous. Then the
curing agent MOCA was added to system with continuously
vigorous stirring. The mixtures were degassed under vacuum,
poured into Teon molds and subjected to the thermal curing
at 150 �C for 2 h plus 180 �C for 2 h for post curing. The ther-
mosets containing PS-b-PCL-b-PDMS-b-PCL-b-PS pentablock
copolymer up to 20 wt% were prepared.
RSC Adv., 2016, 6, 77030–77036 | 77031
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Fig. 1 The process of synthesis for PS-b-PCL-b-PDMS-b-PCL-b-PS pentablock copolymer.
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2.4 Measurement and characterization

2.4.1 Nuclear magnetic resonance spectroscopy (NMR).
The NMRmeasurements were carried out on a DRX-400 (Bruker
Company, Germany) 400 MHz NMR spectrometer to obtain 1H-
NMR spectra at 25 �C. The samples were dissolved in CDCl3.

2.4.2 Gel permeation chromatography (GPC). The molec-
ular weights of triblock copolymer was measured using a gel
permeation chromatography (Waters 1515, America), which
equipped with three columns (styragel@ HR THF, 7.8 � 300
mm) in serials. The samples were analyzed at 30 �C with THF as
an eluent and the ow rate was set at 0.5 mL min�1. Polystyrene
(PS) was used as calibration standards.

2.4.3 Transmission electron microscopy (TEM). The
dispersion of pentablock copolymer and phase morphology in
Scheme 1 The dimensions of the tensile specimens.

77032 | RSC Adv., 2016, 6, 77030–77036
nanocomposites was observed by a transmission electron
microscope (TEM; Tecnai G2 F20, FEI, USA), at an acceleration
voltage of 120 kV. The ultrathin sections with a thickness of 100
nmwere cryogenically microtomed by using an ultra-microtome
(EM UC7, LEICA, Germany).

2.4.4 Mechanical properties. Tensile properties of the
cured specimens were measured with an Instron (Instron 5567,
Instron, USA) universal testing instrument at a rate of 10 mm
min�1 according to GB/T 1040.2-2006. The dimensions of
tensile specimen were shown in the Scheme 1. Test specimens
were examined for each composition and the average result of
ve highest readings at peak load was reported as tensile
strength. The strain values at the breaking point were also used
to characterize the properties of the composite. All mechanical
values were taken from an average of ve samples.
This journal is © The Royal Society of Chemistry 2016
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2.4.5 Scanning electron microscopy (SEM). The fracture
surface of the specimens aer fracture toughness tests were
observed by scanning electron microscope (SEM; JSM-5900,
JEOL, Tokyo, Japan) instrument with an acceleration
voltage of 15 kV. The fracture surfaces were coated with thin
layers of gold to ensure surface conductivity during
observation.

2.4.6 Dynamic mechanical analysis (DMA). Dynamic
mechanical experiment was performed at 40 Hz with
a heating rate of 3 �C min�1 from 30 to 200 �C with the three-
point bending mode by using a TA Instruments Q800 (USA)
apparatus. In addition, the neat epoxy and composites con-
taining 5 wt% and 20 wt% PS-b-PCL-b-PDMS-b-PCL-b-PS
pentablock copolymer were measured from �100 to 200 �C.
The samples were rectangular bars with size of 20 mm � 10
mm � 4 mm.

3. Results and discussion
3.1 Synthesis of PCL-b-PDMS-b-PCL triblock copolymer

Fig. 2 presented the 1H NMR spectrum of the PCL-b-PDMS-b-
PCL triblock copolymer. The signal at 0.07–0.09 was ascribed to
[Si(CH3)2], which is the characteristic group of PDMS. Mean-
while, the signals at 1.35–1.41, 1.60–1.68, 2.28–2.38, 4.04–4.07
were also observed in the 1H-NMR spectrum, which were
Fig. 2 1H NMR spectrum of the PCL-b-PDMS-b-PCL triblock
copolymer.

Fig. 3 GPC curves of PDMS, PCL-b-PDMS-b-PCL and PS-b-PCL-b-
PDMS-b-PCL-b-PS block copolymers.

This journal is © The Royal Society of Chemistry 2016
attributed to the methylene protons of PCL, [OCOCH2CH2-
CH2CH2CH2], [OCOCH2CH2CH2CH2CH2], [OCOCH2(CH2)4],
[OCO(CH2)4CH2], respectively. The results indicate that the
resulting polymer combined the structural features from both
PCL and PDMS. The triblock copolymer was also subjected to
gel permeation chromatography (GPC) to measure the molec-
ular weight, and the GPC curves were shown in Fig. 3. The GPC
curves displayed a unimodal distribution of molecular weight,
and the molecular weight of PDMS and the triblock copolymer
were determined to be Mn ¼ 3123 and 11 551 g mol�1, respec-
tively. The results of 1H NMR and GPC indicated that the PCL-b-
PDMS-b-PCL triblock copolymer was successfully obtained.
3.2 Synthesis of PS-b-PCL-b-PDMS-b-PCL-b-PS pentablock
copolymer

The 1H NMR spectrum of the PS-b-PCL-b-PDMS-b-PCL-b-PS
pentablock copolymer was shown in Fig. 4. In addition to the
above peaks appeared in the 1H NMR spectrum of the PCL-b-
PDMS-b-PCL triblock copolymer, some new signals were
observed. The signals at 6.30–7.30 and 1.29–2.12 ppm are
ascribed to the phenyl protons and methylene/methine from
styrene repeating units, respectively. The pentablock copolymer
was also measured by GPC (see Fig. 3), the result shown that
GPC curve displayed a unimodal distribution of molecular
weight, and the molecular weight was determined to be Mn ¼
48 227 g mol�1. Both 1H NMR and GPC indicate that the PS-b-
PCL-b-PDMS-b-PCL-b-PS pentablock copolymer was successfully
obtained.
3.3 Nanostructures in epoxy thermosets containing PS-b-
PCL-b-PDMS-b-PCL-b-PS

As mentioned above, the SLDLS pentablock copolymer was
synthesized via a combination of the ring-opening polymeriza-
tion and atom transfer radical polymerization. Then it was
incorporated in to epoxy to prepare the nanostructured ther-
mosets. Aer curing, all the specimens were homogenous and
transparent, which indicated that no macroscopic phase sepa-
ration occurred.
Fig. 4 1H NMR spectrum of the PS-b-PCL-b-PDMS-b-PCL-b-PS
pentablock copolymer.

RSC Adv., 2016, 6, 77030–77036 | 77033
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The nanostructures were further measured by transmission
electron microscopy (TEM). The TEM images of the epoxy
thermosets containing 10 wt% and 20 wt% SLDLS pentablock
copolymer are shown in Fig. 5. In order to increase the electron
density contrast, the ultrathin sections of the epoxy thermosets
was stained with RuO4. In this case, PDMS nanodomains
remained almost unaffected whereas PS nanodomains were
stained. It is seen that SLDLS pentablock copolymers were
homogeneously dispersed into the continuous epoxy matrix for
both of the thermosets containing 10 wt% and 20 wt% (Fig. 5a
and b). Besides, in the higher magnication TEM image, all the
spherical nanodomains displayed a typical “core–shell” struc-
ture, which is composed of the gray “core” and the black “shell”
(Fig. 5a0 and b0). It is proposed that the outer “shell” is attrib-
utable to PS phase whereas the “core” to PDMS phase. And the
diameter of the “core–shell” structure was about �150 nm.
3.4 The formation mechanism of nanostructures

The formation of nanostructures in thermosets containing
amphiphilic block copolymers could follow self-assembly16–18
Fig. 6 The formation of nanostructures in the epoxy thermosets contai

Fig. 5 The TEM images of the epoxy thermosets containing 10 wt% (a
and a0) and 20 wt% (b and b0) PS-b-PCL-b-PDMS-b-PCL-b-PS pen-
tablock copolymer.

77034 | RSC Adv., 2016, 6, 77030–77036
and/or reaction induced microphase separation (RIMPS).19–22 In
self-assembly approach, nanostructures were formed via self-
assembly of the block copolymers prior to curing and further
xed through subsequent curing reaction. For the mechanism
of RIMPS, all the copolymer blocks are miscible with the ther-
mosets. The nanostructures were not created until the curing
reaction was performed with sufficiently high conversion.

In the present study, SLDLS pentablock copolymer was
constituted by PDMS, PCL and PS subchains. Own to the big
difference in solubility parameter between epoxy and PDMS,
PDMS was immiscible with epoxy before and aer curing
reaction. As for PCL subchain, because of the intermolecular
specic interactions (e.g., hydrogen-bonding) between PCL and
epoxy matrix, it remained miscible with epoxy aer curing,23

which is consistent with the results of DMA (Fig. 7). It has been
known that the blends of PS and epoxy displayed an upper
critical solution temperature (UCST) behavior, PS blocks were
miscible with epoxy prior to curing.22 While during the process
of the subsequent curing reaction, reaction-induced phase
separation would occur. Therefore, in this work, both self-
assembly and reaction-induced microphase separation mecha-
nisms were concurrently involved with the formation of the
nanostructures in the thermosets.

The formation of nanostructures could speculate as below,
PDMS subchain was rst self-assembled into spherical prior to
curing, then the preformed PDMS sphere acted as the templates
of the reaction-induced microphase separation of PS subchain
ning PS-b-PCL-b-PDMS-b-PCL-b-PS pentablock copolymer.

Fig. 7 Dynamic mechanical analysis of the composites containing PS-
b-PCL-b-PDMS-b-PCL-b-PS pentablock copolymer.

This journal is © The Royal Society of Chemistry 2016
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Table 1 The glass transition temperature and damping temperature range of the composites containing PS-b-PCL-b-PDMS-b-PCL-b-PS
pentablock copolymer

Sample code EP SLDLS-5 SLDLS-10 SLDLS-15 SLDLS-20

Tg (�C) 170.7 158.6 145.3 143.4 144.0
Damping temperature in range tan d >
0.2 (�C)

157.7–182.3 143.3–172.8 126.1–162.1 120.8–160.0 119.4–162.1
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to form “core–shell” nanostructures, where the rigid PS as the
“shell” and the exible PDMS as the “core” (see Fig. 6). This is
also veried by the results of TEM shown in Fig. 5.

3.5 Dynamic mechanical properties

The nanostructured composites containing SLDLS pentablock
copolymer were also subjected to dynamic mechanical analysis
in Fig. 7. For the neat epoxy, apart from the a transition, the
thermosets exhibited the secondary transitions (viz. b-relaxa-
tion) at 68.8 �C and �55.6 �C, respectively.24 The former is
attributed predominantly to the motion of diphenyl groups in
amine-crosslinked epoxy, while the latter to that of hydroxyl
ether structural units. It is known that the Tg of PCL are
approximately �65 �C, however, this transition was not
observed for the thermosets containing 5 wt% and 20 wt%
SLDLS. Thus, it is concluded that PCL subchains that connected
with PDMS/PS through covalent bond were remain xed in the
epoxy network aer curing.

Adding the triblock copolymer into the thermosets, the
damping temperature range of the composites were broaden
from 24.6 �C to 42.7 �C (Table 1), which suggested that the
Table 2 The effect of the block copolymer concentration on mechanic

Sample code EP SLDLS-5

Tensile strength (MPa) 57.6 � 3.9 59.2 � 3.9
Elongation at break (%) 3.0 3.7

Fig. 8 The stress–strain curves of the epoxy thermosets containing
PS-b-PCL-b-PDMS-b-PCL-b-PS pentablock copolymer.

This journal is © The Royal Society of Chemistry 2016
pentablock copolymers were well interpenetrated into the epoxy
network and thereby enhanced the damping characteristics of
the composites.25 Besides, this implied that the incorporation of
the pentablock copolymers enhanced the energy dissipation
capacity of the epoxy matrix. Owning to the incorporation of
PDMS subchains with excellent damping property, so PDMS
phase would dissipate more energy than the matrix. Because
so PDMS was connected with PS through the PCL subchains,
when the composites were subjected to the outer forces, PDMS
subchains would be limited by the restrictions of the PS sub-
chains, which could also dissipate more energy. Meanwhile,
PCL remained miscible with epoxy, which play role of plasti-
cizers. Thus the damping temperature range become broader
compared with the neat epoxy.

It also observed storage modulus was greater for the modi-
ed epoxy than the neat at room temperature indicating that
the modulus of the composites were not compromised by the
incorporation of the pentablock copolymer. Meanwhile, the Tgs
of the epoxy phase decreased slightly for the modied
composites due to the plasticization effect of miscible PCL
subchains in the epoxy matrix, which has a good agreement
with the ref. 20.
3.6 Tensile properties

It is known that the morphology of the separated phases is a key
factor to determine the properties of the composites. The
stress–strain curves of the epoxy thermosets containing SLDLS
pentablock copolymer were shown in Fig. 8. The tensile
strength and elongation at break of neat epoxy were 57.6 MPa
and 3.0%, respectively (Table 2). When the “core–shell” nano-
structures was incorporated, the tensile strength and toughness
of the epoxy composites were simultaneously improved. And the
maximum values were obtained when the content was 20 wt%,
75.1 MPa and 6.0%, respectively.

The tensile fracture surfaces of neat epoxy and composites
containing 10 wt%, 15 wt% and 20 wt% SLDLS block copoly-
mers were shown in Fig. 9. The neat epoxy fracture surfaces
revealed a mostly smooth fracture surface, representative of
brittle failure (Fig. 9a). With the introduction of the SLDLS
al properties

SLDLS-10 SLDLS-15 SLDLS-20

68.3 � 0.53 73.6 � 4.9 75.1 � 0.37
4.6 5.0 6.0

RSC Adv., 2016, 6, 77030–77036 | 77035
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Fig. 9 The tensile fracture surfaces of neat epoxy (a) and composites
containing 10 wt% (b), 15 wt% (c) and 20 wt% (d) PS-b-PCL-b-PDMS-
b-PCL-b-PS pentablock copolymer.
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pentablock copolymer, the fracture surface became rougher.
Owing to the appearance of “so core–rigid shell” nano-
structures, the interfacial bonding between the pentablock
copolymers and epoxy matrix was obviously improved. Besides,
PCL subchains that connected with PDMS/PS through covalent
bond were remain xed in the epoxy network aer curing, which
was further optimized the interactions between the matrix and
the modier, and would further dissipate more energy than the
matrix during stretching. Hence, mechanical properties of the
composites were improved.

4. Conclusions

In summary, SLDLS pentablock copolymer was designed and
synthesized via the combination of the ring-opening polymeri-
zation and atom transfer radical polymerization. Own to the
difference of every blocks of SLDLS and epoxy matrix, SLDLS
pentablock copolymer could self-organize into “core–shell”
nanostructure in epoxy through the mechanism of self-
assembly and reaction-induced microphase separation. The
mechanical results showed that these self-organized “core–
shell” nanostructures could optimize the advantages of classical
“core–shell” rubber particles, meanwhile, the tensile strength,
storage modulus and damping temperature rang were simul-
taneously improved compared with the neat epoxy.
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