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Nanostructuring the perovskite oxide SrTiO3 via 3D assemblage of nanocubes is shown to lower the thermal
conductivity over a broad range of temperatures. This is particularly valuable in thermoelectric material
applications. The assemblages are composed of pristine perovskite grain interiors confined by SrO or
TiO,-rich interfaces resembling Ruddlesden Popper and Magneli phases. The optimum performance in
terms of the thermoelectric device applications are predicted to come from SrTiOs nanocubes
synthesised in a Sr-rich environment, although TiO,-rich nanocubes would have an increased strength.
The vibrational fingerprint of the assemblages, characterized by a combination of lattice and molecular
dynamics, display the characteristic modes of the perovskite structure and significant interface

vibrational modes, some at very low frequency. TiO,-rich assemblages display splitting of the active
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Accepted 28th November 2016 modes similar to anatase providing a way to distinguish them from SrO-rich assemblages. Finally, we
show that the IR active low vibrational frequencies are sensitive to the structure and stacking of the

DOI: 10.1035/c6ra23887d nanocubes indicating that it could be an efficient experimental route for identifying and characterizing
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Introduction

New opportunities for power generation arise from the optimi-
zation of thermoelectric (TE) materials implemented in TE
generators, where alternating series of p-type and n-type con-
ducting materials are coupled to convert heat into electricity.
Amongst the candidate materials, oxides are increasingly
attracting interest, due to their stability at high temperatures
and oxidizing conditions, their relatively low toxicity and the
high abundance of their constituent elements, unlike conven-
tional TE materials.”> TE energy conversion efficiency is
elegantly defined by the dimensionless figure of merit ZT =
(ToS?)/(x. + 1), which arises from an intricate balance between
the Seebeck coefficient, S, the electrical conductivity, o, the
electronic (ko) and lattice (k;) contributions to the thermal
conductivity and the absolute temperature, 7. Oxide materials
are promising but they lag behind conventional TE materials
because of their generally low electrical conductivity and
high thermal conductivity. Whereas progress has been made on
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the material with very low thermal conductivity.

p-type materials,** a highly efficient n-type counterpart has yet to
emerge.>® SrTiOj; is one of the most promising materials for an
n-type thermoelectric oxide. SrTiO; systems are generally doped
to improve the electrical properties; further improvement of ZT'
therefore comes from lowering the thermal conductivity, which
is most likely to be gained via nanostructuring.”

Nanotechnology has changed our perspective on the manip-
ulation of matter, but the exploitation of oxide nanostructured
materials has to take into account different aspects of their
production, from the synthesis to the final product. The
synthetic protocol generally requires a complex procedure,*®
which may give rise to heterogeneous products and unwanted
geometries. This ambiguity arises because the properties of the
resulting nanostructured oxide are generally unknown, which
suggests that a better knowledge of the properties of the nano-
structure may give rise to a more refined and sustainable
production approach. Computational methodologies can probe
these properties and thus aid the prediction of desirable nano-
structures with enhanced material properties. Successful appli-
cations relate to structural features of oxide materials, including
dislocations,'® grain boundaries,"*** nanoparticles,"** and
mesostructures.'”*® It is also worth mentioning that the gener-
ation of large repositories of material properties**" is currently
restricted to bulk structures, however there is no conceptual
limitation to extending these repositories to more complex
structures.

Nanostructuring may take many forms and can impact on
both the electrical and thermal properties.”*** To this end,
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assembled SrTiO; nanocubes were proposed”*** due to the
high density of interfaces, which inhibit thermal transport via
phonons by increased scattering and confinement in suffi-
ciently small systems. Benefits also arise from the presence of
grain boundaries which may improve the electrical properties
on formation of 2DEG systems?® or energy filtering.”” Here, we
provide a strategy to generate reliable atomistic models of
assemblages of SrTiO; nanocubes with different packing and to
predict their relative stability and the contribution of extended
defects in the form of TiO, and SrO-rich interfaces to thermal
conductivity. This general procedure using nanostructured
assemblages may be extended to other oxide materials with
their abundant choice of structural features, and could open the
route to generating a repository of nanostructures and their
corresponding properties.”®*

Methodology

A nanocube is terminated by the six low Miller index {001}
surfaces of perovskite SrTiO; and is charge neutral with defined
stoichiometry (Table SI1t). We investigated the effect of the
surface termination by generating nanocubes where all faces
were either SrO or TiO, terminated {001} surfaces. The nano-
cubes were ~7 nm, chosen as there are defined experimental
routes for their synthesis and characterization.”**** This gives
rise to a defined stoichiometry of Sry 13TiO; 15 for the SrO-rich
cube and SrTi; 50336 for the TiO,rich cube, and thus
provides the means to study the effect of interface composition
on the lattice thermal conductivity. The nanocubes were
assembled with three packing arrangements as shown in Fig. 1
using the METADISE code® to allow us to access the relative
stability and sensitivity of the results to the packing.

The assemblages of nanocubes were annealed at high
temperature, typically 1500 K, using molecular dynamics
calculations and the potential model developed by Teter®
(Table SI21) to obtain thermally equilibrated {100}||{100}
interfaces between the cubes. The lattice thermal conductivity
was calculated using the Green-Kubo method®*** as imple-
mented in the LAMMPS code.** All the nanocubes were

a Perfect Stacking

St b X - Displacement
(Pm3m)

(Cmmm)

C XY - Displacement
(l4/mmm)

. SrTiO, Cube D SrO / TiO, Interface

Fig. 1 Representation of self-assembly of SrTiOz nanocubes in (a)
a perfect cubic stacking (Pm3m), and displaced assemblages of (b) an
X-displacement configuration in the X direction of half a cube width
relative to the neighbouring cube (Cmmm) and (c) an XY-displacement
configuration in the XY plane of a quarter of a cube width relative to the
neighbouring cube (I4/mmm). X, Y and Z are the directions of the unit
cell.

Y X
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simulated at five different temperatures. Each system was
equilibrated for 50 ps with a timestep of 1 fs using an NPT
triclinic ensemble with the exception of the Pm3m systems
which were equilibrated isotropically. The ensemble employed
a Nosé-Hoover thermostat and barostat. The lattice vectors
were averaged every 10 fs. The simulation was deemed to
converge if the energy fluctuations were consistently less than
0.1% of the average energy value and the volume fluctuations
were less than 0.5% of the average volume. The averaged vectors
were then imposed on the structure for the data collection
phase. Heat-flux data was collected for 20 ns and the heat flux
sampled every 10 fs. The heat-flux data collection was sequential
for the non-displaced systems and parallel for the displaced
systems (as four runs of 5 ns). The difference in data collection
approaches has no significant effect as the correlation times for
these systems are expected to be many orders of magnitude
smaller than the individual runs. The heat-flux was numerically
integrated to give the autocorrelation function, which is then
averaged over a portion of the integral to reduce the noise in the
thermal conductivity.?

To aid in the interpretation of the spectrum of the resulting
heat-flux autocorrelation function also known as the spectrum
of the heat-current autocorrelation function (HCACF spec-
trum), we performed lattice dynamics calculations on a simple
model system using the PHONOPY code®***” based on the force
calculations from the same force field. This provides informa-
tion on the phonon partial density of states (PDOS) at the I’
point and hence which species within the lattice are involved in
the scattering process contributing to lowering the thermal
conductivity. We present PDOS that contains only the optical
phonon frequencies at the I' point and can be compared to the
HFACF spectra directly. The peaks in both PDOS and HFACF are
also IR active modes as there will usually be an accompanying
change in dipole with the vibration (details in ESIf).

Results and discussion

We generated assemblages of nanocubes composed of perov-
skite SrTiO; and predicted their lattice thermal conductivity as
a function of the packing of cubes and the composition at the
resulting interfaces. We then discuss their vibrational finger-
print as a way of providing a predictive approach for dis-
tinguishing their structure and to assessing their thermoelectric
performance in lowering the thermal conductivity.

Structural characterization of nanocube assemblages

Each nanocube has six identical low Miller index {001} surfaces
of 7 nm width (accessible to experiments and proposed to
display lower thermal conductivity’). The consequence of
having identical surfaces is that the nanocubes do not have
ideal stoichiometry, but are Sr; 15TiO3 15 for the SrO-rich cube
and SrTi; 130536 for the TiO,-rich cube. The packing assem-
blage is shown in Fig. 1. The perfect packing has side to side
facing cubes whereas in the X-displacement configuration the
adjacent cube is displaced by 3.5 nm in the X direction and
in the XY-displacement configuration the adjacent cube is

This journal is © The Royal Society of Chemistry 2016
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displaced by 3.5 nm in the X and Y directions; the configura-
tions are referred to as Pm3m, Cmmm and I4/mmm respectively,
reflecting the space group symmetry of the assemblages.

The interfaces between the nanocubes remained crystalline
after annealing and show similar features regardless of the
packing. Ti and Sr sites at edges and corners of the cubes have
lower oxygen coordination compare to bulk species. This type of
reconstruction, where SrTiO; nanocube shaped particles show
rounded edges and corners as well as faceting has been
observed experimentally®® and implies that under-coordinated
environments reconstruct to regain oxygen coordination. The
TiO,-rich interface has edge and corner sharing TiOs octahedra
in different directions of the interface plane as shown in Fig. 2a
and b. The interfaces, similar to bulk TiO, structures anatase
and rutile, show 3-fold coordinated oxygen species. The SrO-
rich interface has interface Sr species in a 9-fold coordination
environment, as shown in Fig. 2c, where Sr retains 8 oxygen
atoms from the regular cuboctahedral coordination (12 oxygen)
in the perovskite structure and an apical oxygen from the Ti
octahedron of the adjacent cube. On average the Sr-O distances
are between 2.6 and 2.9 A. Both SrO and TiO,-rich interfaces
display low or distorted coordination of Ti sites, generally at the
edges and corners of the cubes. Some Ti cations are in a 4 fold
tetrahedral coordination (Fig. 2e), which is not unusual
and seen in garnets,* orthotitanates,* zeolites,*" and glasses.**

a g
Fig.2 The 12-fold coordination environment of Sr species at (a and b)
TiO,-rich interface and 9-fold at (c) SrO-rich interface. Coordination

environments of Ti species at SrO and TiO,-rich interfaces (d) dynamic
octahedral coordination, (e) tetrahedral and (f) distorted octahedral.
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Fig. 2f shows an example of a distorted octahedron typically
found at the interface, which resembles the VOg4 octahedral
environment where vanadium does not reside in the oxygen
equatorial plane but it is slightly displaced towards the apical
oxygen. Finally, visual inspection showed that some Ti envi-
ronments swap between edge sharing and corner sharing
resulting in a 5-fold coordinated environment (Fig. 2d) similar
to that found at the most stable {110} surface of rutile.** Dis-
torted TiOe_, units have been seen on {001} surfaces of
SITiO;. %48

Energetics of nanocube assemblages

We evaluated the relative stability of self-assembled cube
configurations to determine their likely packing and the varia-
tion in packing that may be expected experimentally. To eval-
uate the order of stability, we calculated the excess surface
energy due to the presence of TiO, or SrO-rich interfaces in the
nanostructures, following the scheme 0SrTiO; + mSrO + nTiO,
— cube,ssemplea- The energy of the nano-assemblages and the
parent bulk materials (SrTiOs, SrO and TiO, anatase and rutile)
were calculated using 20 ns molecular dynamics simulations at
500 K.

The SrO-rich configurations are predicted to be lower in
energy than the TiO,-rich configurations although their
formation would depend on the relative chemical potential of Sr
and Ti. The order of stability of the SrO-rich configurations
follows the order Pm3m < Cmmm < I4/mmm (0.19 < 0.30 < 0.39 ]
m™?) while for the TiO,-rich follows the order Pm3m < I4/mmm <
Cmmm (0.51 < 0.66 < 0.76 ] m~>). The perfect packing (Pm3m) of
nanocubes is always more stable than any displaced assemblage
of the nanocubes. These trends are also seen in the cleavage
energy following the scheme cube,gsemplea = CUb€jsolatea. In this
case, molecular dynamics calculations were performed on iso-
lated SrO and TiO,-rich nanocubes at 500 K. The SrO-rich
assemblages always resulted in a lower cleavage energy
compared to the TiO,-rich assemblages and for both the perfect
stacking arrangement had the highest cleavage energy. The
cleavage energies of SrO-rich assemblages follow the order
Pm3m > Cmmm > I4/mmm (0.81 > 0.70 > 0.61 ] m~ %) while for the
TiO,-rich, they follow the order Pm3m > I4/mmm > Cmmm (1.13 <
0.97 < 0.88 J m™?). The higher cleavage energy of TiO,-rich
nanocubes arises from the covalent nature of the TiO, sub-
lattice at the interface made of face and edge sharing cross-
linked octahedral TiOg interfacial units (Fig. 2a and b). This
suggests that when grown in excess titania, the adhesion of the
cubes would be stronger and if synthesized at significantly low
temperature, the cubes are predicted to self-assemble in an
ordered way.

Thermal conductivity of nanocube assemblages

Before discussing the thermal conductivity of the nanocube
assemblages, we consider stoichiometric bulk perovskite
SrTiO;. The cubic structure is retained during simulation with
a=23.91A at 500 K and a calculated thermal expansion of 1.13 x
107° K~ ' compared to the experimental value of 1.10 x 107>
K™' (Fig. SI11).* This indicates that the potential model®

RSC Adv., 2016, 6, 114069-114077 | 114071
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reproduces the anharmonic interactions, which are funda-
mental for the evaluation of phonon-phonon scattering. The
lattice thermal conductivity of bulk SrTiO; calculated in the
temperature range between 500 K and 1300 K (Fig. 3) compares
well with the experimental values for crystalline®®** and poly-
crystalline (corrected to 100% density) SrTiO; samples.*> The
thermal conductivity displays a power law decay which indi-
cates that the primary scattering mechanism arises from
phonon-phonon interactions.>*>*

The calculated total lattice thermal conductivity of nanocube
assemblages as a function of temperature (Fig. 4) is consistently
lower than that of bulk SrTiO; and shows a small dependence
on temperature in the range between 500 K and 1300 K. Unlike
in bulk SrTiO;, this behaviour is attributed to interface-acoustic
phonon scattering processes which becomes the primary
mechanism over the whole temperature range and dominates
over acoustic-acoustic phonon scattering. A homogeneous
thermal conductivity over a broad temperature range is partic-
ularly valuable in developing engineered TE material to avoid
thermal shocks.

The thermal conductivity of TiO,-rich nanocubes is consis-
tently higher than that of SrO-rich nanocubes by ~1 Wm ™' K™*
and displays a larger reduction with temperature. One could
argue that as the mass ratio between cations (Ti and Sr) and
oxygen, which is higher in Sr/O compared to Ti/O, would lead to
a more effective scattering of heat carrying phonons in SrO-rich
nanocubes. The higher thermal conductivity of TiO,-rich
nanocubes arises also from the more covalent nature of the TiO,
sublattice at the interface made of face and edge sharing cross-
linked octahedral TiOg interfacial units (Fig. 2a and b). There is
a threshold of ~2.5 W m™' K™', which defines the upper
boundary for the thermal conductivity of SrO-rich nanocubes
systems and the lower boundary of TiO,-rich nanocubes. This
indicates that the composition at the interface influences
drastically phonon scattering, which is consistent with the
lower excess surface and cleavage energies for SrO-rich
compared to TiO,-rich nanocubes.

Although the surface excess energies of different packing
arrangements are different, this appears to be more evident in
TiO,-rich than SrO-rich nanocubes. The packing of nanocubes

Temperature (K)

400 600 800 1000 1200 1400
Q_ 9.00 r . .
§ 8.00 | ©This Work
< ©Muta et al.
£ 7.00 + ©Yamanaka et al.
E 6.00 ©Wang et al.
©
5
£ 400 f
)
£ 3.00

Fig. 3 Thermal conductivity of bulk SrTiOz calculated using the
Green—Kubo method compared to experimental data.>°->2
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Fig. 4 Thermal conductivity of the (a) SrO-rich and (b) TiO,-rich
nanocube systems, comparing the perfect stacking (Pm3m) with the
displaced Cmmm and [4/mmm assemblages. Analysis of the three
directional components of the thermal conductivity (i.e. X, Y and 2)
does not show any relevant difference and therefore is not shown.

has indeed little impact on the lattice thermal conductivity of
SrO-rich nanocubes whereas it has a larger effect on TiO,-rich
nanocubes. The difference in the thermal conductivity follows
the order of stability of the different nanocube assemblages
with the most stable configuration, the perfect stacking dis-
playing the highest value and vice versa. The similar thermal
conductivity of SrO-rich nanocubes indicates that the self-
assemblage of nanocubes is less significant and it may not be
a critical part of the synthesis. Thus, our results indicate that
controlled synthetic protocols to favor high chemical potential
of Sr, should be implemented to tune the composition of the
resulting nanocubes, as the difference in interfacial composi-
tion has a greater impact on thermal conductivity than the
packing arrangement.

Vibrational fingerprint of nanocube assemblages

For the development of approaches for characterizing and
ultimately controlling thermal conductivity it is essential to
begin mapping the key phonon modes involved in the scat-
tering process. We can achieve this by computing the Fourier
transform of the heat-flux autocorrelation functions (HFACF)
calculated using molecular dynamics. The characteristic peaks
provide a means of identifying the optic modes interacting with
heat-flux. We will show that this coupled with the phonon
density of states (PDOS) calculated using lattice dynamics
provides a powerful combination for interpreting the vibra-
tional properties.

This journal is © The Royal Society of Chemistry 2016


http://creativecommons.org/licenses/by/3.0/
http://creativecommons.org/licenses/by/3.0/
https://doi.org/10.1039/c6ra23887d

Open Access Article. Published on 28 November 2016. Downloaded on 1/14/2026 7:49:05 PM.

Thisarticleislicensed under a Creative Commons Attribution 3.0 Unported Licence.

(cc)

Paper

The HFACF spectra of SrO-rich and TiO,-rich nanocubes
(Fig. 6) show common features, peaks at ~6 THz, ~14 THz and
21 THz. This is the fingerprint of the SrTiO; perovskite struc-
ture. To demonstrate this, one can use a simple model: bulk
SrTiO;. The PDOS of SrTiO; (Fig. 5) displays three vibrational
modes at 5.7 THz, 14.1 THz and 22.4 THz, which are shifted to
lower frequencies in the HFACF spectrum at 500 K due to finite
temperature effects,” and correspond to motions associated
with heavier Sr, Ti and lighter O species at low, middle and high
frequencies, respectively. Each peak is therefore associated with
the vibration of local environments of Sr atoms (12-fold
cuboctahedral coordination), Ti atoms (6-fold octahedral coor-
dination) and O atoms, which is in agreement with experi-
mental reports of (LO) IR active modes appearing at
approximately 5 THz, 14 THz and 23.5 THz in SrTiO;.*® There-
fore the advantage of calculating HFACF spectra of polar
materials is to directly reproduce the IR spectra and unlike the
PDOS readily gives the peak width of each mode. This allows
direct evidence of the optical scattering modes interacting with
the heat-flux of the system.

Apart from the three major peaks of the perovskite structure,
all HFACF spectra for the nanocube assemblages (with the
exception of Pm3m[SrO] assemblage) show splitting or coupling
of optical modes in the region above and below ~14 THz, which
correspond to the vibration of the Ti environment. The HFACF
spectra of TiO,-rich nanocubes, unlike the SrO-rich, display also
splitting of the Sr peak ~5 THz, with a strong peak appearing at
~4.5 THz. Furthermore, all nanocubes show many new peaks at
very low frequencies below 5 THz (Fig. 6).

Low frequency modes are more efficient in quenching the
thermal conductivity and this is generally achieved in TE mate-
rials via doping to maximize the scattering of low frequency
acoustic phonons through rattling modes.”” However, we
wanted to demonstrate that the introduction of low frequency
vibrational modes can also be achieved via nanostructuring, i.e.

1.E+05
—HFACF

1.E+04 -LD
B
8
> 1.E+03
K7
[ =
g
£ 1.E+02

1.E+01 :

0 5 10 15 20 25

Frequency (THz)

Fig. 5 Displacement weighted lattice dynamics phonon DOS calcu-
lated neglecting the effect of temperature, and HFACF spectrum at
500 K of bulk SrTiOs. The intensities (in arbitrary units) are assigned
from the magnitude of the eigenvector sum and serve as a guide to the
eye. The variation of HFACF spectra with temperature displays well-
resolved peaks that broaden and shift to lower frequencies with
increasing temperature demonstrating that large fluctuations in the
autocorrelation functions are consistent with long-lived optical
modes, rather than random noise (Fig. SI27).
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Fig. 6 HFACF spectra at 500 K of SrO-rich (a) Pm3m, (b) Cmmm and
(c) 14/mmm assemblages and TiO,-rich (d) Pm3m, (€) Cmmm and (f)
14/mmm assemblages. The X, Y, Z components of the HFACF spec-
trum are shown in blue, red and green respectively. Intensity in arbi-
trary units on logarithmic scale. The temperature dependence of
HFACF spectra displays the same features as for bulk SrTiOs.

introducing extended defects such as interfaces. Thus, the
formation of assemblages of SrTiO; nanocubes is a way to form
engineered nanostructures with structural features and inter-
faces parallel and perpendicular to each other that limit the
phonon wavelengths, thus giving rise to new vibrational modes
capable of scattering bulk acoustic modes, and ultimately
lowering the lattice thermal conductivity.****

Despite the HFACF spectra revealing the phonon optical
frequencies interacting with the heat-flux, direct information on
the species involved in specific modes is difficult to ascertain. As
the vibrational fingerprint of complex nanostructures display
a certain level of complexity (Fig. 6), the challenge thus becomes
the interpretation of the HFACF spectra in a relatively simple
way to help rationalize material synthesis. As shown for bulk
SrTiO;, the combination of lattice and molecular dynamics
enables us to characterize the vibrational modes displayed in
HFACF spectra. However to identify the microstructure and
composition of more complex structures with suitable vibra-
tions computationally, one has to devise simple model to mimic
the interface structure and composition of the nanocube
assemblages. We have therefore considered model structures to
help in “fingerprinting” the complex HFACF spectra and iden-
tify the vibrational motions. First we present the SrO-rich and
then the TiO,-rich nanocubes for clarity.

Interpretation SrO-rich nanocube assemblages

The interface of SrO-rich assemblages have excess SrO with
a composition of 1 : 2 Sr : O ratio compared to the 1 : 3 ratio in
bulk SrTiO;. However, the local coordination environment of Sr

RSC Adv., 2016, 6, 114069-114077 | 114073


http://creativecommons.org/licenses/by/3.0/
http://creativecommons.org/licenses/by/3.0/
https://doi.org/10.1039/c6ra23887d

Open Access Article. Published on 28 November 2016. Downloaded on 1/14/2026 7:49:05 PM.

Thisarticleislicensed under a Creative Commons Attribution 3.0 Unported Licence.

(cc)

RSC Advances

atoms at the interface determines the vibrational fingerprint. To
demonstrate it, we used two model structures: the binary oxide
SrO with Sr cations in a 6 fold coordination environment and
a Ruddlesden-Popper structure, hereafter referred to as RP
interface,* which is characterized by 9-fold coordinated Sr
environments. The RP interface is a thin films of bulk SrTiO;
with SrO-rich interfaces equally spaced at ~7 nm with the same
composition and structure of the interface between the SrO-rich
nanocubes simulated in molecular dynamics (Fig. 2c). The
vibrational fingerprint of these two models determines whether
they are reasonable approximants of the SrO-rich nanocube
assemblage.

The PDOS of bulk SrO display an intense peak at ~10 THz,
which involves the vibration of the cation and anion sublattice
with respect to the other (Fig. 8). The HFACF spectrum from an
MD simulation of bulk SrO shows an intense peak in the same
region surrounded by weak peaks at higher and lower
frequencies due to the breaking of the symmetry (Fig. 8). There
is a clear resemblance of the PDOS and the HFACF, although
the HFACF spectrum captures the TO-LO splitting due to
symmetry breaking during the simulation, the PDOS does not.
This is further evidence that the HFACF spectrum can be used
to approximate the IR spectrum. It is indeed noted in the
literature that the phonon frequency distribution of SrO
displays the transverse modes at lower frequency and the
longitudinal modes at higher frequency compared to the main
peak at ~9 THz * and that SrO IR spectrum displays a large
peak between 6 THz and 14 THz.*»%

The PDOS of RP interface is presented in Fig. 7a. The
direction across the interface is Z, whereas X and Y are parallel

Intensity (a.u.)

10

15 20 25
Frequency (THz) X -y -z

Intensity (a.u.)
N

LAl 4

0 5 10 15 20 25
Frequency (THz) -xX -y -z

Fig.7 Phonon DOS calculated neglecting the effect of temperature of
thin film structures of (a) SrO-rich (Ruddlesden—Popper) and (b) TiO,-
rich (Magneli) interface. Intensity in arbitrary units.
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Fig. 8 HFACF spectrum at 500 K in log;o scale and phonon DOS
calculated neglecting the effect of temperature of stoichiometric SrO.
Intensity in arbitrary units.

to the interface plane and as the interface is identically struc-
tured in the X and Y directions, they gives rise to the same
PDOS. The thin film structure can be conceptually divided in to
two regions. The interface region extends for ~6 A both sides of
the interface plane, whereas the bulk region represents the
grain interior. The vibrational fingerprint of RP interface
displays three intense peaks at ~6 THz, ~14 THz and ~22 THz
characteristic of bulk Sr, Ti and O environments (Fig. 5), which
correspond to the pristine perovskite grain interior. Visual
inspection of the vibrations indicate that new low intensity
peaks arise from modes caused by the presence of the interface
but do not necessarily involve the species at the interface. This
indicates that the interfaces affect the motions of atoms well
away from the interface by limiting the allowed phonon mean
free path. These vibrational modes appear in different direc-
tions both at lower and higher frequencies of the main bulk
SrTiO; peaks.

A last comment is on the presence of interface modes that
appear below 5 THz. These appear in the same region of rigid
unit modes (RUMs) proposed in (covalently bonded) SiO,
systems.®>*” Visual inspection of the vibrations however did not
show any correspondence to RUMs, although very low frequency
modes contribute to lowering the lattice thermal conductivity via
interactions with low frequency acoustic modes.

The HFACF spectrum of SrO-rich nanocubes perfectly stacked
(Pm3m[SrO], Fig. 6a) is SrTiO; bulk-like (Fig. 5) with features that
compare well with the PDOS of the RP interface (Fig. 7a). The
splitting of Sr (~6 THz) peaks are less pronounced, and Ti (~14
THz) are more pronounced in Cmmm[SrO] (Fig. 6b) and I4/mmm
[SrO] (Fig. 6¢c) structures. This split affects the vibration in
different directions differently, inducing shifting of the peaks at
lower or higher frequencies (red and green lines Fig. 7a). As Ti is
lighter than Sr, the splitting is more pronounced.

We can therefore conclude that the vibrational fingerprint of
the SrO-rich interface in the nanocube assemblages cannot be
approximated by using the simple rock salt structure. Although
the interface is SrO rich, the structural arrangement of the SrO
units and the local coordination environment of Sr atoms at the
interface are the factors which primarily influence the vibra-
tional fingerprint.

This journal is © The Royal Society of Chemistry 2016
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Interpretation TiO,-rich nanocube assemblages

For the TiO,-rich nanocubes, we used TiO, rutile and anatase
and a TiO,-rich interface with the same structural characteristic
(structure and composition) of the thin film made to interpret
the SrO-rich interface, which resembles a Magneli structure,
hereafter referred to as M interface (Fig. 2a and b).

The PDOS M TiO,-rich interface (Fig. 7b) is more structured
compared to the PDOS of RP SrO-rich interface (Fig. 7a). In the Z
direction (across the interface) there is an intense interface
mode at 6.2 THz (higher frequency compare to bulk Sr at ~6
THz) due only to Sr and TiOg environments at the interface.
There is also a satellite peak of the bulk Ti peak (~14 THz) at
a lower frequency (13.2 THz) due to interface TiO¢ vibrations.
Unlike the RP interface, the PDOS in the X and Y directions are
different as the structural arrangement of TiOg units is different
in the two directions. In the Y direction, there is a characteristic
O mode at 18.7 THz due to the 3 fold coordinated oxygen atoms
due to interface edge sharing TiOg octahedra. In the X direction,
the bulk Sr and Ti peaks have satellites at lower (4.5 THz) and
higher (14.6 THz) frequencies respectively due only to vibration
of Sr and TiOe environments at the interface.

The PDOS of rutile and anatase TiO, (Fig. 9) display resolved
peaks in the region between 10 THz and 15 THz. However, it is
difficult to say whether the two binary oxides are suitable for
comparison with the interface of TiO,-rich nanocube assem-
blages as all structures contain TiOe units. Visual inspection
shows that several of the modes seen in the PDOS of the M TiO,-
rich interface (Fig. 7b) can be identified in the PDOS of bulk
anatase (and not rutile) (Fig. 9a and c). The active mode seen in
the Z direction of the PDOS of the M interface at 13.2 THz
corresponds to a Ti-O bending and stretching mode at the
interface and resembles the motion associated with the peak in
the anatase PDOS at 12.1 THz. The peak at 12.9 THz in the PDOS
Y direction of the M interface is a Ti rattling-like motion that
involves the whole system but is more significant at the
boundary. This is similar to the anatase mode in both PDOS X
and Y directions with frequency 14.7 THz. Finally, the peak in
the PDOS Y direction of the M interface at 18.7 THz is a rattling-
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Fig. 9 HFACF spectra at 500 K of stoichiometric TiO, (a) anatase and
(b) rutile. Phonon DOS calculated neglecting the effect of temperature
of stoichiometric TiO, (c) anatase and (d) rutile. Intensity in arbitrary
units for HFACF in logyg scale. X, Y and Z are the directions of the unit
cell and align with the crystallographic a, b, and ¢ directions.
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like mode primarily involving the oxygen atoms at the interface,
and resembles the mode at 20.6 THz in anatase (X and Y
directions). It is interesting to note that the modes involving
motion parallel to the interface plane are shifted ~2 THz lower
than their equivalents in bulk anatase (14.7 THz to 12.9 THz and
20.6 THz to 18.7 THz), whereas the mode involving motion
perpendicular to the interface plane is shifted up from the
anatase bulk value by ~1 THz (12.1 THz to 13.1 THz). The shift
is due to a contiguous TiOs network similar to bulk anatase in
in-plane motions, whereas the network is disrupted by bulk
SrTiO; in the out-of-plane motions.

Again to highlight that the HFACF spectra can approximate
the IR spectra, peaks of anatase and rutile HFACF spectra can be
noted in the experimental IR spectra of the materials, although
the peak positions are heavily dependent on material synthesis
and particle size.®®*7° This is further evidence that the PDOS and
HFACF spectra of self-assembly of SrTiO; nanocubes can be
compared with experimental IR spectra to evaluate the interface
composition of the 3D assemblages.

The HFACF spectrum of TiO,-rich nanocubes (Fig. 6) display
well resolved splitting of the Sr peak at ~6 THz characteristic of
SrTiO; bulk (Fig. 5), independently of the stacking arrangement
of nanocubes. The Sr peak always present (more or less visible
in different directions) two satellite peaks at lower and higher
frequencies compared to the bulk peak, due to the Sr environ-
ment adjacent to the anatase structured TiO,-rich interface.
This characteristic vibrational fingerprint of the TiO,-rich
interfaces is absent in SrO-rich interfaces, and can therefore be
used to discriminate between experimental samples.

Conclusions

We demonstrated that nanostructuring perovskite oxide SrTiO3
via 3D assemblages of nanocubes lowers the lattice thermal
conductivity over a broad range of temperatures. In these
assemblages the pristine perovskite structure (grain interior) is
confined by SrO or TiO,-rich interfaces (superlattice systems”).
Different packing arrangements of nanocubes do not affect the
thermal conductivity as much as the composition of the inter-
face itself. We found that the lowest thermal conductivity was
achieved by SrTiO; nanocubes produced in a Sr-rich environ-
ment, although the TiO,-rich nanocubes displayed increased
strength.

To devise a strategy to identify and characterize the vibra-
tional fingerprint of the assemblages, we proposed a combina-
tion of computational techniques, which can be used to aid
experiments towards material with enhanced properties. The
thermal conductivity of all assemblages is affected by interface
vibrational modes, which do not necessarily require a species at
the interface to participate to the vibration. Low frequency
modes are of particular interest. This vibrational fingerprint can
also be compared with experimental IR active modes. Thus IR
vibrational spectroscopy can be used to identify the structure of
the interface and discriminate material performance by the
appearance of these low frequency optical modes in experi-
mental IR spectra which indicates a material with very low
thermal conductivity.
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Future work on SrTiO; should concentrate on nano-
inclusions or core-shell structures. In the latter case substitu-
tion of the A site cation (strontium) with higher valence cations
(La) in the core of the nanocubes could introduce ordering of A
site vacancies,*”* whereas further doping of the interface with
higher valence transition metal on the B site (Nb or Mo) could
contribute to increase the electrical conductivity.” The
computational effort of predicting and identifying materials
properties should concentrate on developing a dataset of engi-
neered nanostructures in the fashion of database of bulk
materials currently under development.’>*
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