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nanostructured coatings for water
oxidation by alternating deposition of Cu-branched
peptide electrocatalysts and polyelectrolytes†

Enik}o Farkas,ab Dávid Srankó,c Zsolt Kerner,c Bartosz Setner,d Zbigniew Szewczuk,d

Wiesław Malinka,e Robert Horvath,*a Łukasz Szyrwiel*ef and József S. Pap*c

This work demonstrates the heterogenization of homogeneous water oxidation electrocatalysts in surface

coatings produced by combining the substances with a suitable polyelectrolyte. The electrocatalysts i.e.

Cu(II)-branched peptide complexes involving a 2,3-L-diaminopropionic acid junction unit are

heterogenized by building composite layers on indium-tin-oxide (ITO) electrode surface. Alternating

deposition of the peptide complexes and poly(L-lysine) or poly(allylamine hydrochloride) were carried

out in the presence of phosphate in a pH range of 7.5–10.5. Discussion of the results is divided to (1)

characteristics of composite layer buildup and (2) electrocatalytic water oxidation and accompanying

changes of these layers. For (1), optical waveguide lightmode spectroscopy (OWLS) has been applied to

reveal the layer-by-layer formation of a Cu-ligand/polyelectrolyte/phosphate coating. The fabricated

structures had a nanoporous topography (atomic force microscopy). As for (2), electrochemistry

employing coated ITO substrates indicated improved water oxidation electrocatalysis vs. neat ITO and

dependence of this improvement on the presence or absence of a histidine ligand in the deposited

Cu(II)-complexes equally, as observed in homogeneous systems. Electrochemical OWLS revealed

changes in the coatings in operando, upon alternating positive–zero–positive etc. polarization: after

some initial loss of the coating mass steady-state electrolysis was sustained by a compact and stable

layer. According to X-ray photoelectron spectroscopy Cu remains in an N-donor ligand environment

after electrolysis.
Introduction

Water oxidation catalysts (WOCs, also referred to as catalysts for
the oxygen-evolving reaction i.e. OER) have received consider-
able attention as a key subunit of prospective systems that can
generate renewable chemical energy carriers by the conversion
of solar energy.1 According to the general view, in systems where
a light-harvesting unit is coupled to water electrolysis, WOCs
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hemistry 2016
facilitate the anodic half-reaction as electrocatalyst and supply
the cathodic half-reaction with reducing equivalents to produce
the energy carrier H2.2 Heterogeneous WOC materials built on
inorganic precursors of rst-row transition metals stand out
with their robustness and cost-effective fabrication that can be
tuned to reduce the overpotential (h) of the OER.3–6 On the other
hand, the OER can be boosted by molecular electrocatalysts,
too, where the turnover frequency (TOF, s�1) or h can be
correlated with ligand effects, thus allowing mechanistic
conclusions. Since high TOF values were reported for molecular
catalysts, their heterogenization on an electrode surface and,
ultimately, their combination with light-harvesting units to
directly support the system with energy are attractive possibil-
ities.7 Several complexes with rst-row transition metals can act
as homogeneous catalysts of the OER including Cu as the most
recent addition to this group.8–22 Electrodeposited thin lms of
nanostructured copper oxide with enhanced activity were
prepared, too, by applying Cu complex precursors,13 similarly to
cobalt.22,23 For all these reasons Cu complexes represent a valu-
able contribution to articial photosynthesis research24,25 and
has become highly pursued.

A novel family of branched peptides has recently been re-
ported to form neutral 1 : 1 complexes with Cu(II) in the basic
Chem. Sci., 2016, 7, 5249–5259 | 5249
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pH region, which could be thoroughly characterized in solu-
tion.26 The complexes undergo Cu(II) / Cu(III) oxidation and
proved to be effective water oxidation electrocatalysts in phos-
phate electrolyte.27 The applied branched ligands are shown in
Scheme 1 as bound in the catalytically competent complex
forms. As far as light harvesting or heterogenization is con-
cerned, the branching of peptides (although synthetically
challenging) offers unique options, for example, to combine
within the same molecule one or more peptide fragments
designed for specic metal binding with free arms reserved for
another purpose e.g. to support self-assembling. This requires
the appropriate extension of each arm.

The schematic structures of the copper branched peptide
complexes studied in water oxidation are presented in Scheme 1
to exemplify the complexity of the effects occurring upon the
exchange of only one amino acid. The histidine at the
C-terminus modies the coordination sphere from {NH2, N

�,
N�, NH2} to {NH2, N�, N�, Nim} leaving a different arm
(C-terminus instead of N-terminus) to supply second-sphere
functions. The localization of His at the N-terminus favours Cu
binding at lower pH ((ligand H-His-Dap(H-His)-Gly-NH2) ¼
2HG), at the C-terminus at higher pH (ligand 2GH), while use of
both the N- and the C-termini allows Cu binding over the entire
pH range (ligand H-His-Dap(H-His)-His-NH2) ¼ 3H)28). The
presence of a Dap junction unit suppresses dimeric or oligo-
meric complex forms allowing the stabilization of metal
binding exclusively near the branching group. Competition
studies between fragment-by-fragment modied branched
ligands and their linear components for metal ion binding
demonstrated that branching can increase stability.26 Above all,
the C-terminal substitution of Gly with His affects homoge-
neous water oxidation catalysis positively through the equato-
rial ligand set, but H-bonding interactions can also contribute
to the overall performance. Peptides are exceptionally rich in
such groups, which has a profound effect in enzyme catalysis
either by means of contributing to the active site structure or to
protein dynamics.29 With respect to the complexes Cu-3G and
Cu-2GH, the high number of potential donor/acceptor sites for
Scheme 1 Structural representation27 of the Cu(II) complexes Cu-3G
and Cu-2GH of the present study. Open rectangles represent sites of
water coordination. Ligands are H-Gly-Dap(H-Gly)-Gly-NH2 (3G) and
H-Gly-Dap(H-Gly)-His-NH2 (2GH). Potential H-bonding sites are
marked with red and blue.

5250 | Chem. Sci., 2016, 7, 5249–5259
H-bonding (Scheme 1) could be exploited to anchor these
molecules as catalytic centres in a composite system on
a working electrode surface. This kind of attachment could
preserve the coordination sphere along with the associated
catalytic activity, yet entrap catalyst molecules at the surface.
Note that biological studies have shown that this unique group
of peptides can carry out targeted transport of selected metal
ions possibly involving specic interactions between the surface
of biomolecules and the freely available arms of the peptide
ligands.30

These considerations led to the idea that positively charged
polymers such as poly(L-lysine) (PLL) could be candidates as
a support medium for catalyst heterogenization. PLL itself has
been used for functionalization of solid substrates, for example
that of indium-tin-oxide (ITO) with biomolecules for a number
of purposes.31 The layer-by-layer (LbL) deposition of composite
systems consisting of polyelectrolytes of alternating charges is
a well-established cost-effective methodology.32 The notion that
certain complexes with pincer ligands can be attached to poly-
peptides by coordinative bonds33 and metal receptors can be
imprinted into multilayer polyelectrolytes34 made this strategy
even more attractive, since the accessible axial sites in
complexes Cu-3G and Cu-2GH and the amine or amide groups
of the polyelectrolytes should allow this kind of attachment
(Scheme 2b). However, catalytic applications of such systems
would require analytical methods that can detect rather small
changes in mass on the surface.

The transport and binding of adsorbing molecules in the
close vicinity of the coated surface can be investigated by means
of optical waveguide lightmode spectroscopy (OWLS)35,36 and its
combination with electrochemistry (EC-OWLS).

OWLS and EC-OWLS have excellent sensitivities to monitor
molecular adsorptions in real-time, and have already evolved
into reliable analytical methods (Scheme 2a). OWLS itself is
ranked as a high performance surface-sensitive technique
allowing real-time monitoring of processes accompanied by
refractive index changes in the close proximity of the surface of
a waveguide sensor chip (typically <200 nm depth into the
solution above the sensor surface). The waveguide sensor
consists of a high refractive index waveguide layer with
a shallow diffraction grating embossed into its structure sup-
ported by a thicker optical glass slide. Incoupling of a linearly
polarized monochromatic He–Ne laser beam via the grating
results in sharp resonance peaks when plotting the intensity of
the incoupled light against the incident angle of the illumi-
nating beam. The sensing principle relies on the perturbation of
the evanescent optical waves of the guided lightmodes.
Refractive index variations in the close vicinity of the sensing
surface alter the discrete incoupling angles, thus shi the
positions of the resonance peaks.37,38 The waveguide lm can be
coated by a thin layer of any transparent material required by
the application. For example, when a thin coating of the n-type
semiconductor ITO (a good electric conductor) is employed the
method can be extended to EC-OWLS. Electrochemical
methods, such as controlled potential electrolysis (CPE), can be
performed in parallel with the OWLS measurements.
This journal is © The Royal Society of Chemistry 2016
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Scheme 2 (a) Parts and operation principles of the OWLS flow-through cell, (b) components for the self-assembled catalyst deposition on ITO
surface.
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The aim to anchor Cu complexes and this way activate ITO
electrodes toward the OER has urged us to explore the LbL
build-up method as an option for the heterogenization with
suitable polyelectrolytes and follow the process by means of
(EC-)OWLS. Note that in principle this means only one extra
component to the Cu complex–electrolyte–ITO triformity of the
homogeneous system (Scheme 2b). To our knowledge the
application of branched peptide complexes in self-assembled
electrode materials is unprecedented. Reported below are the
results of the alternating depositions of Cu-3G or Cu-2GH and
PLL or poly(allylamine hydrochloride) (PAH), resulting in LbL-
ITO electrodes sensitized toward electrocatalytic water oxida-
tion. The fabricated composite layers were investigated by
detailed electrochemical experiments.
Experimental
Materials

All salts were purchased from commercial sources and were of
puriss p.a. grade. All Fmoc amino acids, including Fmoc-L-
Dap(Fmoc)-OH used as a branching amino acid, solvents and
reagents were purchased from Iris Biotech GmbH (Mark-
tredwitz, Germany) and used as received. The synthetic
processes of the ligands 3G and 2GH, their complexation
properties with Cu(II) are discussed elsewhere, as well as the
detailed spectroscopic characterization (UV/VIS, CD, EPR and
ESI-MS) of the different pH-dependent species.27,28 PAH was
purchased from Alfa Aesar (Johnson Matthey Company) (MW ¼
120 000–200 000 g mol�1), while PLL from Sigma Aldrich (MW ¼
150 000–300 000 g mol�1).
Optical wavegiude lightmode spectroscopy (OWLS)
experiments

OWLS210 from MicroVacuum Ltd, Budapest, is an optical (bio)
sensor instrument, which is based on integrated optics that can
This journal is © The Royal Society of Chemistry 2016
be used to investigate the adsorption of various substances
from their solution at the solid (waveguide)–liquid interface in
real-time. During the deposition experiments a glass supported
TiO2–SiO2 waveguide with ITO coating was applied (e.g.
OW2400c, MicroVacuum Ltd, Budapest) as the bottom of
a liquid ow cell. The employed waveguides support two modes
with orthogonal polarizations (TE0 and TM0) and enable to
detect the adsorbed material up to a depth of 100–150 nm
inside the aqueous solutions owing over the waveguide. From
the measured incoupling angles the effective refractive indices
of the excited waveguide modes (NTE and NTM) can be calcu-
lated. These values were further used to determine the opto-
geometrical parameters (thickness and refractive index) of the
adsorbed layers. The adsorbed mass was then calculated by
using Feijter's formula.39 Prior to every experiment the wave-
guide sensor chips underwent a standard cleaning routine e.g.
immersed into chromic acid (Merck) for 3 min, followed by
rinsing with Milli-Q water, KOH and Milli-Q again. The chips
were then placed into an ultrasonic bath for at least 30 min and
the bathing Milli-Q water was changed in every 5 min. The
cleaned waveguides were incubated in phosphate electrolyte at
the pH of the subsequent experiment overnight.
Deposition experiments

The general principles of the LbL technique can be found in the
literature.32,40 The experiments were carried out under various
conditions by employing one of the following two methods:

(A) 14 � 14 mm pieces of ITO electrodes (�20 ohm sq�1,
Präzisions Glas & Optic) were rst immersed into the poly-
electrolyte solution (PLL, 0.01 mg mL�1 or PAH, 0.5 mg mL�1)
then rinsed in phosphate buffer. The ITO was then dipped into
the solution of the Cu complex (Cu-3G or Cu-2GH, 0.05–1 mM)
and washed with buffer again. These steps were repeated 0–20
times. Each step took 5 min and this period was set to mimic
the OWLS experiments. The pH of the concomitant solutions
Chem. Sci., 2016, 7, 5249–5259 | 5251
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was identical, set by titration of 0.1 M phosphate electrolyte by
NaOH. The solutions of the components were distributed in
a multiwell sterile plate, the volumes were adjusted to cover half
of the ITO, this way 0.98 (�10%) cm2 of the electrode surface
could be exposed to LbL deposition. The ITO pieces modied by
method (A) were then used as working electrodes in a standard
electrochemistry cell.

(B) LbL was performed in the ow cell of the OWLS instru-
ment to follow the build-up process in real-time. An ITO coated
optical chip (MicroVacuum Ltd, Budapest) was used for either
electrochemical i.e. EC-OWLS or OWLS experiments. The rst
polyelectrolyte solution (PLL or PAH) was injected into the cell.
Aer no further changes were detected by OWLS, buffer was let
through the cell by using a peristaltic pump with 1 mL s�1

ow
rate to eliminate the remaining polyelectrolytes until, again, no
further change was observed in the OWLS signal. Next, buffered
Cu complex solution (Cu-3G or Cu-2GH) was injected trough
a septum injection port, that was followed by buffer rinsing
again. These steps were repeated in the case of multiple depo-
sition cycles and each step took �10 min. The concentration
and pH of the applied solutions were identical to those used in
method (A). The complex solutions were made before the
experiments by using slight excess of ligands (0.9 : 1.0
Cu : ligand ratio); these solutions were then titrated with 1 M
NaOH to the desired pH and mixed with appropriate amounts
of phosphate solution. Lower concentrations were set by dilu-
tion. All experiments were performed at 25 �C and the formation
of the complexes was conrmed by measuring the electronic
absorption spectra26 with an Agilent Cary 60 spectrophotometer
coupled to the immersion probe.

EC-OWLS experiments

The cell was lled with electrolyte aer LbL treatment of the ITO
coated optical chip that was set as the working electrode in
a three-electrode (Pt aux. and Ag/AgCl ref.) system. The ITO was
then set under +1.1 V potential for 10 min and aer this the
potential was removed for 10 min. This was repeated three
times and the Cu solution was supplied with injection again.
This step and the concomitant rinse lasted 10 min. Aer the Cu
re-supplement step a potential of +1.1 V was set to the ITO chip
for 10 min and the potential was removed. The current was
measured in parallel with the optical signal.

Electrochemistry

Cyclic voltammetry (CV) and controlled potential electrolysis
(CPE) measurements were performed under air on a general
purpose potentiostat (BioLogic SP-150). A standard three-elec-
trode setup was used including an ITO working electrode layered
bymethod (A), Pt spring auxiliary electrode (�7 cm2) and Ag/AgCl
(3 M KCl, 0.2 V vs. SHE) reference electrode. The cell was equip-
ped with a pHmicroelectrode (Mettler-Toledo) or a uorescent O2

sensor (Ocean Optics NeoFox) through slot with o-ring.

X-Ray photoelectron spectroscopy (XPS)

Surface compositions of the lm deposited on the ITO electrode
were determined by a KRATOS XSAM 800 XPS machine
5252 | Chem. Sci., 2016, 7, 5249–5259
equipped with an atmospheric reaction chamber. Al-Ka char-
acteristic X-ray line, 40 eV pass energy (energy steps 0.1 eV) and
FAT mode were applied for recording the XPS lines of Cu 2p,
Cu LMM, O 1s, Sn 3d, In 3d, N 1s, C 1s and P 2p. The C 1s
binding energy at 284.8 eV was used as reference for charge
compensation. The surface concentrations of the elements were
calculated from the integral intensities of the XPS lines using
sensitivity factors given by the manufacturer.
Atomic force microscopy (AFM) experiments

AFM was used to obtain morphological and homogeneity data
of the polyelectrolyte composite layers with Cu content. All
images were captured by an AIST-NT Digiscope 1000 AFM
instrument using tapping mode. AFM samples were prepared
analogously to method (A) at pH 10.
Results and discussion
Deposition monitored by OWLS

Initially the effect of the polyelectrolyte on the adsorption of the
Cu complexes on an ITO-coated OWLS sensor chip was inves-
tigated at pH 7.5 in phosphate buffer (PB) (Fig. 1A). In the basic
pH region the neutral form of the two Cu-peptide complexes is
present predominantly, as conrmed by means of potentiom-
etry earlier.26

Cu-3G and PLL. Method (B) was followed including rinsing
periods with PB to prevent unwanted coagulation in the bulk
phase. The deposition sequence was repeated at least three
times and the change in surface density (calculated from the
recorded OWLS data by using Feijter's formula)39 was plotted
against time (Fig. 1A). Cu-3G itself is completely rinsed from the
ITO surface when PLL is absent as it is seen from the initial
phase (up to 0 min). PLL on the other hand is instantly and non-
reversibly attached to the surface with a density value of �200
ng cm�2. Based on literature this corresponds to roughly full
coverage.41 When Cu-3G is injected onto PLL coated ITO in
various concentrations, �30 ng cm�2 growth in surface density
is detected aer follow-up rinsing with PB. Note that during the
rinse periods the surface density increases, which suggests that
phosphate participates in the stabilization of the LbL build-up
(in fact, the presence of P at LbL-ITO is conrmed by XPS, vide
infra). The mass of the attached complex per LbL cycle number
grows linearly (Fig. 1B), however, higher bulk concentration of
Cu-3G is desirable, and the growth shows saturation between
0.5 and 1 mM. Presumably the number of the sites at PLL (H-
bonding locations or coordination sites) ready for hosting
becomes the limiting factor in the >0.5 mM complex concen-
tration range. Plotting the ratio of mCu-3G relative to that of PLL
(Fig. 1B inset) reveals that higher bulk concentration of Cu-3G
leads to a larger specic surface density as the number of LbL
cycles is increased.

The pH optimum for LbL deposition was found at �9–10
(Fig. 1C), overlapped with the pH domain of the [CuH�23G]
species.26 Note that pH strongly affects adhesion of PLL reach-
ing a maximum at pH 10 (see the rst 20 min in Fig. 1C,
where the surface density of the 1st PLL layer was normalized to
This journal is © The Royal Society of Chemistry 2016
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Fig. 1 (A) Variation in surface density (PB, 0.1 M, pH ¼ 7.5) with [Cu-3G] (for concentrations see legend) on ITO coated chip followed by OWLS
(vertical grid lines stand for approx. time of injection of the different components as indicated); (B) mass development ofCu-3G (mCu-3G) with the
number of LbL cycles (same as in A), inset:mCu-3G normalized withmPLL and plotted against the number of LbL cycles (used for calculating G0

cat in
Table S2†); (C) variation in surface density growth ([Cu-3G] ¼ 0.5 mM) with pH (see legend); (D) variation in LbL development of Cu-2GH/PAH
with [Cu-2GH] (PB, 0.1 M, pH¼ 7.5); (E) mass development ofCu-2GH (mCu-2GH) on ITOwith the number of LbL cycles (same as in D), inset:mCu-

2GH normalized with mPAH and plotted against the number of LbL cycles (used for calculating G0
cat in Table S2†); (F) variation in surface density

growth ([Cu-2GH] ¼ 0.5 mM) with pH (as indicated by the legend).
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�300 ng cm�2 uniformly). For this reason pH 10 and [Cu-3G] ¼
0.5 mM represent optimum conditions for the LbL deposition
of Cu-3G/PLL in PB. XPS analysis on bare ITO and aer LbL
deposition of Cu-3G and PLL by method (A) conrmed that the
surface is composed of organic material with peptide bonds,
contains Cu(II) in N donor environment and phosphate (for
a detailed discussion see ESI, Fig. S1–S3†). The detected surface
composition of the LbL-ITO is included in Table S1.†

Cu-2GH and PAH. Experiments with PLL in this case were
unsuccessful (Fig. S4†). Note that poly(styrenesulfonate)
(PSS, possessing anionic sulfonate groups) and poly-
(diallyldimethylammonium chloride) (PDDA, possessing
cationic tetraalkylammonium groups) were also tested with
both complexes, but no deposition of Cu complex could be
observed. Poly(allylamine hydrochloride) (PAH) on the other
hand was a suitable polyelectrolyte for Cu-2GH and linear LbL
formation of Cu-2GH/PAH could be conrmed in PB by OWLS
(Fig. 1D). In a wide range of Cu-2GH bulk concentration the
growth in surface density of the complex is steady, and the
excess (loosely adsorbed) portion is readily rinsed by PB injec-
tion, which points out the self-assembling nature of the LbL
build-up. Moreover, the mCu-2GH/mPAH ratio follows the same
trend with the deposition cycles (Fig. 1E) irrespective of initial
complex concentration.

Obviously, the number, nature and accessibility of the
potential hosting sites can be expected to fundamentally
determine the LbL build-up, but the sharp difference between
This journal is © The Royal Society of Chemistry 2016
Cu-3G and Cu-2GH is still surprising, since these complexes
have very similar properties. However, this highlights the
signicance of the branched peptide structure that can be
related to their interactions with biomolecules.30 Therefore the
preference of Cu-3G to PLL is tentatively assigned to the avail-
able C-terminal glycyl amide unit that could form strong
H-bonds with the peptide functions on PLL. Cu-2GH, on the
other hand, has a C-terminal histidine coordinated to Cu(II).
The non-coordinated arm here is the N-terminal glycine and
this ligand arrangement is apparently more selective to allyl-
amine functions with respect to H-bond formation. Electro-
static interactions are thought to have much less role (if any) in
the adhesion of the Cu complexes, since PDDA or PSS did not
support deposition. The role of electrostatic interactions
involving phosphate anions is rather crucial in holding together
the supporting polyelectrolytes, with ITO thus building the host
surface arrangement for the catalytically active complexes. Note
that in biological systems the affinity of the cationic side chain
of lysine for the negatively charged phosphate backbone of DNA
is well known42 and serves as a model for the interaction
between PLL or PAH and phosphate.

The pH optimum for layering is �10 (Fig. 1F) resulting from
parallel growing speciation% of the [CuH�22GH] species and
the adsorption preference of PAH (i.e. although Cu-2GH is still
adsorbed at pH 11, multiple deposition cycles with PAH is not
possible). The pH also strongly affects adhesion of PAH to ITO
(see the rst 20 min section of Fig. 1F, the surface density of 1st
Chem. Sci., 2016, 7, 5249–5259 | 5253
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PAH layer is normalized to �200 ng cm�2 for comparison). For
the above experimental ndings and for the sake of comparable
conditions, during electrochemistry with LbL-ITO [Cu-3G] ¼
[Cu-2GH] ¼ 0.5 mM was set.

The above discussed OWLS experiments showed that the Cu
complexes can be layered with polyelectrolytes in a highly
selective manner, governed by the ligand structure. Optimum
layering pH approximates that of catalysis in homogeneous
solution, while multiple deposition cycles help attach
increasing amounts of Cu complexes. These are important
features from the viewpoint of electrocatalytic applications.
Surface topography by atomic force microscopy (AFM)

It has been demonstrated that multiple deposition cycles lead to
layers that are enriched in catalyst. However, since OWLS
averages over 1 mm2 area, it is less informative about incom-
plete or patchy coatings. Therefore lms of Cu-3G/PLL and Cu-
2GH/PAH formed in 0.1 M PB at pH 10 on an ITO surface were
morphologically described by 3D-AFM (Fig. 2, for comparison
neat ITO is shown in Fig. S15†). Typical AFM topographic
images of Cu-3G/PLL and Cu-2GH/PAH (Fig. 2A, B and D, E,
respectively) show that the composite layers are inhomoge-
neous and interspersed by pores. Fig. 2C and F present the
roughness of a typical prolometric section of the surface
Fig. 2 (A) Representative AFM image (5 � 5 mm) of the Cu-3G/PLL/
phosphate composite layers; (B) 3D view of the same area; (C) profi-
lometric section of the AFM image; (D)–(F) the same images for the
Cu-2GH/PAH/phosphate LbL formations. Eight deposition cycles
were conducted in both cases according to method (A) at pH ¼ 10.
The places of profilometric cross-sections are indicated by white lines
in (A) and (D).

5254 | Chem. Sci., 2016, 7, 5249–5259
(indicated with white lines across the 2D views). Pores are
typically made by the evaporating water content of the lm.43

This feature may imply retrospectively the importance of
hydration in the LbL formations along with the sparsely
observed salient formations that are probably phosphate salt
residues, or vertical threads of complex–polyelectrolyte assem-
blies. The Cu-3G/PLL coating has a rougher surface than that of
Cu-2GH/PAH. While the typical perpendicular expansion of the
formations is <5 nm for Cu-2GH/PAH it can approximate 30 nm
in the case of Cu-3G/PLL, indicating a more compact arrange-
ment for the former. This can originate from the structural
differences between PLL and PAH. According to AFM, forma-
tions created by the LbL method can be depicted as fully
dispersed on the surface and arranged in interpenetrating
layers for Cu-3G/PLL44 and smoother, horizontal deposits for
Cu-2GH/PAH.

The combination of OWLS, XPS and AFM allowed gathering
information about the surface density and chemical environ-
ment of the heterogenized Cu complexes and surface topog-
raphy of the composite layers that was considered in the course
of electrochemistry. This information served also as a starting
point for the preparation of the LbL-ITO electrodes for water
oxidation electrocatalysis.
Electrochemistry with LbL-ITOs

First cyclic voltammetry (CV) has been performed on LbL-ITOs
in order to detect redox processes associated with the Cu
content and record behaviour upon repeated polarization
cycles. ITO is a popular choice for a working electrode in water
oxidation research, since OER starts at relatively high h in the
absence of any catalyst. Therefore the contribution to the overall
performance is usually very low. Evaluation of CVs sped up
nding sustainable conditions for controlled potential elec-
trolysis (CPE). LbL-ITO electrodes were layered according to
method (A) and set as the working electrode in a standard three-
electrode setup, in phosphate electrolyte, similarly to the setup
for the earlier homogeneous experiments.27

Fig. 3A shows the effect of electrolyte pH on the cyclic vol-
tammetry (CV) responses. A symmetric oxidation peak occurs
and shis from�0.71 to�0.59 V vs. Ag/AgCl upon changing the
pH from 9.1 to 11.0. This behaviour is analogous to that of Cu-
3G in solution and therefore the current peak can be assigned as
the Cu(III/II) transition of adsorbed complex. Further polariza-
tion yields a current peak that is pH-sensitive and evolves into
a catalytic current, again, very similarly to the homogeneous
system with the complex in solution. Upon reverse polarization
no reduction can be detected, which indicates that the oxida-
tion peaks attributed to the [CuII–OH2] / [CuIII–OH] / [CuIII–
Oc] PCET transitions (numbers in red circles in Fig. 3A),
respectively, may originate from a portion of Cu-3G that is non-
reversibly transformed upon oxidation. This portion could
theoretically dissociate to the bulk or yield another complex
form (or both processes could take place). Aer the 3rd cycle the
CV current response becomes steady and corresponds at 1.1 V
vs. Ag/AgCl to the CPE current value aer 5 min (Fig. 3B, for
description of CPE experiments at different pH values and the
This journal is © The Royal Society of Chemistry 2016
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Fig. 3 (A) First cycle of CVs of LbL-ITO electrodes treated with eight
deposition cycles of Cu-3G/PLL (pH ¼ 10) in 0.1 M phosphate solution
at different pH values as indicated, inset: blown up picture of the
current peak attributed to the Cu(II)/Cu(III) transition of the surface
adsorbed Cu-3G; (B) third cycle of CVs of ITO electrodes with or
withoutCu-3G/PLL (deposited at pH¼ 10) in 0.1 M phosphate solution
at pH ¼ 10.64 (see legend and text for details); (C) third cycle of CVs of
LbL-ITO treated with eight deposition cycles of Cu-2GH/PAH (pH ¼
10) in 0.1 M phosphate solution at pH¼ 10.55 (for colour codes see the
legend, open circles stand for CPE current after 5 min). Scan rates were
25 mV s�1 uniformly.
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effect of the number of deposition cycles see Fig. S5 and S6,†
respectively) e.g. these CV conditions represent diffusion
controlled rates (see also Fig. S7† to compare two different scan
rates on LbL-ITO previously used for CPE for 10 min). Appar-
ently, the portion of Cu-3G that is responsible for the current
peaks in the rst cycle has no further role in sustained elec-
trolysis (EC-OWLS and XPS experiments are supportive of this
presumption).

In Fig. 3B the 3rd cycles of CVs taken with differently fabri-
cated LbL-ITOs are compared. The neat (orange curve) or PLL
coated ITO (green curve) cannot compete with the current
This journal is © The Royal Society of Chemistry 2016
growth on the electrode coated by Cu-3G/PLL (purple curve).
When the nal deposition cycle is that of PLL the current
response is lower at the potential of the Cu(III/II) transition of
Cu-3G in the rst cycle (Fig. S8†), while the catalytic current
corresponds to that of CPE at 1.1 V from the 3rd cycle (Fig. 3B,
dark blue curve, PLL–Cu-3G/PLL). This can be explained by the
existence of a complex fraction that behaves like Cu-3G in
solution and corresponds by amount to roughly 38% of the total
deposited amounts at most. This is supported by the quantita-
tive analysis of the Cu(III/II) current peaks (see Fig. S8,† caption)
and calculated from OWLS data on the Cu-3G/deposition cycle
quantity (values are listed in Table S2†).

The optimum pH of the deposition from the electrochem-
istry perspective was investigated by comparison of the perfor-
mance of LbL-ITO electrodes layered at different pH values and
immersed into a phosphate electrolyte at pH¼ 10.6 (Fig. S9†). It
can be concluded that LbL-ITOs layered at pH 9–10 show the
highest catalytic currents by good reproducibility of CPE
currents (Fig. S10†). However, further anodic polarization of the
electrodes to above 1.2 V vs. Ag/AgCl results in gradual loss of
catalytic capacity (Fig. S11†) therefore EC-OWLS experiments
and FOWA (vide infra) were done on LbL-electrodes polarized to
a maximum of 1.2 V.

ITO pieces modied with PAH and Cu-2GH and used as
working electrodes in CV experiments behave similarly to the
Cu-3G/PLL system. The results are in favour of pH � 10 as the
optimum for LbL build-up (Fig. S12† shows the effect of depo-
sition pH). The peak associated with the Cu(III/II) transition in
the rst cycles shis from �0.77 to �0.61 V vs. Ag/AgCl as the
pH is set from 9 to 11 (Fig. S13a and b†). The peak cannot be
observed upon consecutive cycles and the reduction peak is also
missing from the reverse polarization curve (Fig. S13c†), which
points to the same conclusions as for the Cu-3G/PLL system.
Anodic polarization to 1.2 V yields a catalytic current response,
which, aer the 3rd cycle is similar to CPE current aer 5 min at
the corresponding potential (Fig. 3C, for CPE experiments see
Fig. S14†). The exception is CPE at above pH �10.6, where the
development in current with time is associated with unexplored
side events.

The rst cycle of CV experiments revealed two consecutive
oxidation steps upon anodic polarization of LbL-ITOs preceding
electrocatalysis at above�1 V that were assigned to a fraction of
Cu-3G and Cu-2GH that dissociates from the surface. The
catalytic current became steady upon repeated cycles between
0 and 1.2 V and the oxidation step triggering catalysis shied to
the anodic direction. This and the absence of the initial oxida-
tion steps indicated a substantial change in the mechanism of
catalysis compared to the homogeneous systems.
In operando electrochemical OWLS (EC-OWLS) experiments

In order to get insight into surface density changes on a func-
tioning LbL-ITO surface under CPE conditions, EC-OWLS
experiments were performed in a cell where the ITO-coated chip
could be set as the working electrode (the setup is analogous to
that in Scheme 2). First, the optical chip was treated according
to method (B) with three deposition cycles of Cu-3G/PLL
Chem. Sci., 2016, 7, 5249–5259 | 5255
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Fig. 5 (A) CPE current (i at 1.1 V) and charge on an LbL-ITO treated
with 8 Cu-3G/PLL/phosphate deposition cycles (surface area
� 1.4 cm2); (B) XPS analysis of N and Cu on the electrode after CPE and
the same analysis on another LbL-ITO prepared analogously, but
unused (numbers indicate relative contributions).
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(Fig. 4A) or Cu-2GH/PAH (Fig. 4B) at pH 10.12 (note that OWLS
is very sensitive to changes in pH, so a compromise value was
set, at which layering is reasonable and catalysis is still detect-
able), and covered either with the corresponding poly-
electrolyte, or with the complex as indicated in the gures. In
the case of Cu-3G, 0.9 � 10�10 mol cm�2 of complex could be
deposited and concomitantly exposed to CPE at 1.1 V vs.
Ag/AgCl for periods indexed with red asterisks (Fig. 4A), fol-
lowed by periods of zero polarization. During the three turns of
CPE �2.7 � 10�8 moles of electrons were counted, while the
mass change aer the second and third round was only 8 and
4 ng cm�2 and the surface density was apparently stabilized.

Most importantly, aer the initial change in mass the
current during CPE became steady and caused no further loss of
surface density. The question emerged whether the LbL-ITO
exposed to CPE will accommodate additional Cu-3G. In an
attempt to re-supply the LbL lm with Cu-3G only minimal
(<0.1 � 10�10 nmol cm�2) complex was adsorbed indicating the
formation of a very compact LbL-ITO surface upon electrolysis.
The follow-up CPE shows higher current, however, this may be
caused by remaining Cu-3G in the bulk dead-space of the cell (in
the case of Cu-2GH no change in the follow-up CPE current was
experienced).

According to XPS analysis of Cu and N content on Cu-3G/PLL
LbL-ITO pieces as prepared and aer exposure to CPE at pH
10.64 (Fig. 5A) the Cu remains in the Cu(II) state in a peptide
environment that is rich in N (Fig. 5B).34 This is evident from the
Cu 2p3/2 peaks that are present at nearly the same energy (with
no shake-up peaks typical for Cu-oxide/hydroxide formations27).
Modelling the N 1s peak with amine (NH), quaternary ammo-
nium (NH+) and amide (OCNH) component peaks yields
a somewhat changed ratio and enrichment in NH+. In parallel,
the N/Cu ratio is higher in the sample exposed to CPE, sug-
gesting that the surface structure of the Cu-3G/PLL layers
changes upon electrolysis and 31% less Cu remains in the
deposited lm. This is in accordance with CV results (absence of
the [CuII–OH2] / [CuIII–OH] current peaks typical for the
Fig. 4 (A) Three deposition cycles of PLL and Cu-3G (0.5 mM) in PB (0.1
Ag/AgCl with intermittent breaks of 10 min and concomitant attempt t
placed in an EC-OWLS cell; (B) the same sequence applied to PAH and

5256 | Chem. Sci., 2016, 7, 5249–5259
original complex Cu-3G aer repeated cycles, indicating �38%
initial loss of Cu-3G, Fig. S8†) and with the EC-OWLS ndings
(some change in surface density and no increase in mass with
follow-up addition of Cu-3G).

The same general observations could be highlighted in the
case of Cu-2GH/PAH (Fig. 4B) judged from a similar set of
experiments. Aer three deposition cycles nished with PAH,
1.6 � 10�10 mol cm�2 complex could be anchored in total and
the electrode could traffic 3 � 10�8 moles of electrons in the
course of 3 � 10 min of CPE at 1.1 V (periods indexed with red
asterisks). Remarkably, the loss in surface density ceased at
�1160 ng cm�2, where the last PAH deposition aer 160 min
was nished (dashed orange line). No further changes upon
addition of Cu-2GH and follow-up CPE could be detected, in
support of a compact electrocatalyst lm on ITO.

Taken together, these ndings indicate that the fraction of
the Cu-3G and Cu-2GH complexes responsible for catalysis
changes coordination mode upon deposition and oxidative
polarization of the LbL-ITO. The resulting Cu is still bound in N
donor set according to XPS however. Leaching of the complexes
from LbL-ITO can be estimated based on CV and XPS results,
M) at pH ¼ 10.12 and concomitant 3 � 10 min runs of CPE at 1.1 V vs.
o supply the electrolyzed surface with Cu-3G at an ITO-coated chip
Cu-2GH layers.

This journal is © The Royal Society of Chemistry 2016
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and supported by EC-OWLS. This means that an altered
complex form of Cu should be responsible for the sustained
CPE.
Scheme 3 Proposed mechanism for the water oxidation catalysis at
LbL-ITO in accordance with experimental findings and in comparison
with the homogeneous systems (3G and 2GH ligands are omitted).
Catalytic rates from foot-of-the-wave analysis (FOWA) of CV
data and long-term electrolysis

In homogeneous solution the TOF values determined for Cu-3G
and Cu-2GH showed strong dependence on the presence of His
ligand. The question emerged whether this effect was still
traceable on LbL-ITO, among heterogeneous conditions, aer
several cycles of CV. Therefore apparent rate constants (kcat, s

�1

analogue to turnover frequency, TOF) were obtained by FOWA
of catalytic currents45 at pH ¼ 10.55 for the Cu-3G/PLL and Cu-
2GH/PAH systems. The methodology described for heteroge-
neous reactions was followed i.e. for the case of lm deposited
catalytic layers on an electrode support45,46 (for further details
see ESI†).

According to the FOWA results (Fig. S17 and S19†), the
catalysis is less disturbed by side phenomena below the formal
potential of the redox transition initiating catalysis for Cu-3G/
PLL and Cu-2GH/PAH in good agreement with the CPE experi-
ments that show steady currents on LbL-ITO electrodes at pH#

10.6. The potential of the catalysis-initiating oxidation step was
detected by square wave voltammetry (SWV) for both systems as
illustrated in Fig. S16.†

Long-term CPE experiments for Cu-3G/PLL and Cu-2GH/PAH
at pH ¼ 10.6 (Fig. S18†) were performed to decide whether the
catalytic current was associated with O2 production. The data
suggest that O2 is produced and the stability of the Cu-3G/PLL
systems lags behind that for Cu-2GH/PAH even at lower
potential. This is associated with the strongly overlapping onset
potential for PLL with that of catalysis (Fig. S18 inset†). The
steady current (i.e. the linear increase of charge, Fig. S18†) of the
long-term electrolysis experiments indicate no change in the
catalyst for a �20 min (Cu-3G/PLL/phosphate) and �40 min
(Cu-2GH/PAH/phosphate) period during which several turn-
overs of O2 production takes place with acceptably good fara-
daic efficiency. CV performed aer CPE experiments conrmed
that the LbL-ITO still exhibited catalytic current over several
cycles and current peaks associated with the Cu content were
present (Fig. S18A inset and B†). On the other hand, when pH or
the potential (see Fig. S11†) are further increased the catalysis is
affected by side events, which is traced in the shiing CPE
currents with time (Fig. S5 and S14†).

The comparison of kcat values from FOWA should reect
dominantly the inner-sphere structural differences in the two
different catalytic centres that are anchored at the LbL-ITO. The
TOF values from the homogeneous catalysis study between Cu-
3G (TOF ¼ 24 s�1, pH ¼ 11) and Cu-2GH (TOF ¼ 53 s�1, pH ¼
11)27 and especially their ratio of 2.2 therefore represent a good
reference for comparison (note that direct numerical compar-
ison is not viable since TOF values were determined by
a different method at a glassy carbon electrode e.g. GCE in the
earlier study). Remarkably, the kcat(Cu-2GH)/kcat(Cu-3G) ratios
in Table S2† (2.32 in average) are in good agreement with the
value for the molecular catalysts, where the better catalytic
This journal is © The Royal Society of Chemistry 2016
performance of Cu-2GH was attributed to the coordinated
C-terminal His. This (and the high preference of His over
amines toward Cu) supports the hypothesis that His should be
found within the rst coordination sphere of Cu in the LbL built
system. Finally, if one compares TOF values obtained by
different numbers of deposition cycles (n, Table S2†) it becomes
apparent that the TOF values drop when n > 8 in spite of
increasing G0

cat. In accordance, saturation in the steady-state
current can be observed during CPE with increasing n (Fig. S6†).
This suggests that only a certain fraction of the anchored
complex molecules is activated toward catalysis that is limited
by the LbL lm thickness.
Proposed mechanism

In accordance with the experimental observations a general
mechanism can be proposed for catalysis (Scheme 3). Freshly
prepared LbL-ITO electrodes show current peaks (circled red
numbers 1 and 2 in Fig. 3A) that correspond to the [CuII–OH2]
/ [CuIII–OH] / [CuIII–Oc] transitions, respectively, of the
original complexes (ligands are omitted for clarity). These
concomitant oxidation steps lead to a catalytically active inter-
mediate and in the homogeneous system that initiates water
oxidation by closing cycle A as it has been proposed by others
and in our earlier communication.9,10,27 However, when the
complexes are deposited, the current peaks corresponding to
cycle A are absent from the 2nd CV cycle indicating the change of
the original catalytic centres. In Fig. S16†we have shown that an
oxidation peak can be detected by SWV (circled red number 3,
this peak is hidden under the catalytic response in CVs) that we
tentatively associate with step 3 of cycle B in Scheme 3. The
difference between cycle A and cycle B is presumably the coor-
dination of L0 (a supporting ligand) to the metal. This may be
favoured in the polyelectrolyte/phosphate environment, where
a large excess of potential donor groups is present. Upon
repeated catalytic cycles depletion of water molecules from the
vicinity of the catalytic centres can further drive the system
towards cycle B. Thus [CuII–L0], a supposedly ve-coordinate
Cu(II) site, is formed within the layers that is less apt to oxida-
tion and water ligation. As a consequence, step 3, oxidation of
the Cu(II) assigned as the rate limiting step of cycle B, in
accordance (a) with the high potential of the catalysis initiating
Chem. Sci., 2016, 7, 5249–5259 | 5257
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oxidation step (>1.1 V, Fig. S16†), and (b) with the steady-state
CPE currents that correlate with [OH�] (Fig. S20†). The overall
suggested mechanism is a type of chemical inactivation–redox
reactivation mechanism.46

Conclusions

The presented work combines synthetic and spectroscopic
methods in a novel way for the functionalization and charac-
terization of LbL-ITO activated toward water oxidation electro-
catalysis. To functionalize the surface, three main components
have been combined including: (1) small molecule electro-
catalysts (Cu-branched peptides), (2) large molecule poly-
electrolytes and (3) supporting electrolyte (phosphate). The
optimization of some easy-to-set parameters (pH, concentra-
tions) to promote bottom-up self-assembly was possible by
means of OWLS that could monitor the changes in surface
density in real-time. Note, since OWLS measures refractive
index differences, it does not measure the bound water mole-
cules, and therefore supplies the surface adhered “dry mass”
only, with a ng cm�2 resolution.40 OWLS is therefore capable of
the detection of processes involving rather low amounts of the
complexes. While the kinetics could be followed through OWLS,
layering among the same conditions can be easily performed by
the sequential immersion of ITO electrode pieces into solutions
of the components. Simplicity and low cost make this method
very attractive for scanning a wide variety of component
combinations. Although LbL self-assembly of the Cu-3G/PLL/
phosphate or Cu-2GH/PAH/phosphate combinations on ITO
largely relies on electrostatic interactions between the oxide
surface, the cationic polymers and the phosphate anions, these
alone would be insufficient for the incorporation of the
complexes as a third component as it is implied by experiments
with different polyelectrolytes. Anchoring the complex mole-
cules at the macromolecules apparently requires specic H-
bonding or coordinating N donor ligand options, which makes
the self-assembly very selective with respect to complex–poly-
electrolyte combinations.

It has been shown by means of CV and CPE experiments that
water oxidation can be performed and sustained for longer
periods on LbL-ITO, if pH and potential are kept at values below
those resulting in high initial rates, but conicting with layer
stability. In operando EC-OWLS analysis revealed mass transport
events that ceased aer initial loss in surface density. Failed
efforts to supplement the LbL-ITO used in EC-OWLS experi-
ments with Cu-peptide and the observed transformation of CV
curves altogether imply that structural changes take place upon
polarization of the electrode. Most likely the Cu complexes act
as nodules, to form (in part) catalytic centres and get wrapped
into microcapsules of the polymeric chains through coordina-
tive bonds, similarly to literature examples with pincer ligand
complexes.47 However, in the present case these events are
completed by electrochemistry. The nanostructured surface
assemblies can accommodate no additional catalyst and follow
a different operating mechanism in comparison with the
homogeneous system. The method represents a viable strategy
to incorporate molecular catalysts by self-assembly into
5258 | Chem. Sci., 2016, 7, 5249–5259
functional layers. Based on these initial results a PLL-type
polylysine extension of the branched metal binding peptide site
(head–tail structure) is currently being investigated in order to
advance layering properties. Although it was neither exploited
nor emphasized, PLL and both catalysts were enantiomerically
pure isomers that could be utilized in future enantioselective
electrocatalytic applications. It was also out of the scope of this
study to pursue electrolytic transformations at high pH and E
(with simple precursors, of course) that could serve as templates
of nanostructured patterns for metal-oxide–hydroxide WOCs
with enhanced catalytic activity.19,48
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