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Unveiling iodine-based electrolytes chemistry in
aqueous dye-sensitized solar cellsT

F. Bella,*® S. Galliano,® M. Falco,? G. Viscardi,® C. Barolo,*® M. Gratzel®
and C. Gerbaldi*®

Aqueous dye-sensitized solar cells (DSSCs) have recently emerged as promising systems, which can
combine low cost and environmental compatibility with appreciable efficiency, long-term durability and
enhanced safety. In the present study, we thoroughly investigate the chemistry behind the iodide/
triiodide-based redox mediator, which presents — in a completely aqueous environment — several
differences when compared to the behavior observed in the conventionally used organic solvents. The
speciation of ions, the effect of the concentration of the redox mediator and the type of counter-ion are
characterized from the electrochemical, spectroscopic, photovoltaic and analytical viewpoints.
Furthermore, we demonstrate that aqueous DSSCs, often assumed as unstable, hold the potential to
assure unparalleled stability after five months of aging without any addition of stabilizers or gelling
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DOI: 10.1039/c65c01145d agents, thus envisaging the construction of eco-friendly photovoltaic devices free of expensive,

www.rsc.org/chemicalscience flammable and toxic solvents.

1. Introduction

At the same time that perovskite solar cells are continuously
breaking high efficiency records in the recent literature reports,
a diverse third-generation technology is establishing itself in
the photovoltaic research community: aqueous solar cells.
These devices are conceived to overcome one of the main
limitations of standard dye-sensitized solar cells (DSSCs),*™ viz.
the use of high vapour pressure, toxic and flammable organic
solvents-based electrolytes. Even if solid-state hole-transporting
materials were proposed in perovskites and DSSCs to replace
liquid electrolytes, their cost remains too high for a widespread
diffusion of this technology (e.g., spiro-OMeTAD costs 450 k$
kg™ ").* On the other hand, introducing water in DSSCs would
assure the realization of cheap, non-flammable (thus safe) and
truly eco-friendly solar conversion devices, at the same time
overcoming their well-known poor stability upon moisture/
water contamination. Indeed, several literature studies
demonstrated that water is a poisoner for standard DSSCs: it
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causes the negative shift of the TiO, conduction band,*’” the
weakening of the TiO,-dye interaction (eventually, up to dye
desorption),®® the photoinduced substitution of the -NCS
ligand (and related changes in the absorption properties of the
sensitizer),'>"* the disappearance of I;~ ions in the electrolyte,*
and the unwelcome interaction with both additives and salts in
the liquid redox mediator solution.'® All of these phenomena
are even more aggravated when large-scale application of DSSCs
is conceived.

Aqueous DSSCs have recently scored an interesting 5.64%
efficiency," and the present research efforts are addressed
towards the improvement of the wettability of the photo-
anode,'*** the formulation of new water-soluble redox media-
tors,'** the synthesis of water-resistant organic sensitizers,>*>>
and the preparation of new counter-electrodes.* Nevertheless,
many articles on this emerging topic attempt to export the
expertise gained on traditional DSSCs to aqueous devices,
which often results in lack of reliability. Actually, several liter-
ature reports show aqueous DSSCs based on the ruthenium
N719 dye,*** although it was already verified that its -COOH
moieties connecting to the TiO, electrode are hydrolyzed by
water in a few seconds, leading to cell failure in less than
a minute." In the same way, redox mediator salts are often used
in aqueous electrolytes in the same concentrations adopted in
the presence of organic solvents,*** although the solubility in
water is surely higher; similarly, some organic/apolar additives
typical of traditional electrolytic systems are mixed with
water>®” even if after a few minutes a phase separation likely
occurs. Furthermore, reading the literature it is easy to get
confused between aqueous DSSCs and water-based DSSCs, the

This journal is © The Royal Society of Chemistry 2016


http://crossmark.crossref.org/dialog/?doi=10.1039/c6sc01145d&domain=pdf&date_stamp=2016-07-15
http://creativecommons.org/licenses/by/3.0/
http://creativecommons.org/licenses/by/3.0/
https://doi.org/10.1039/c6sc01145d
https://pubs.rsc.org/en/journals/journal/SC
https://pubs.rsc.org/en/journals/journal/SC?issueid=SC007008

Open Access Article. Published on 13 April 2016. Downloaded on 3/9/2026 5:21:28 PM.

Thisarticleislicensed under a Creative Commons Attribution 3.0 Unported Licence.

(cc)

Edge Article

latter being cells based on electrolytes that contain a 10-60 vol%
of water in the redox mediator solution,*®*° thus resulting in
hybrid systems which are difficult to be contextualized with
respect to state of the art. Overall, we think that the most
reasonable pathway would be that of moving towards 100%
aqueous electrolytes, so completely avoiding the presence of
organic solvents in solar cells.

In this work, we focus on the iodide/triiodide system that is
the redox mediator of choice for aqueous DSSCs when cheap
and heavy metals-free technologies are envisaged. We tailored
a speciation model useful to identify all of the species present in
the iodine-based truly aqueous electrolyte. The effect of the
concentration of the redox mediator (both in its oxidized and
reduced components) as well as the effect of two different
counter-ions are investigated in a wide experimental domain.
After identifying their optimal operating conditions, the
aqueous DSSCs based on this redox couple are subjected to
long-term aging tests (exceeding five months). No additives are
used in all the stages of the investigation, which allows us to
comprehensively unravel the iodine-based redox mediator
characteristics in terms of photovoltaic parameters, degradative
processes upon time and electrochemical parameters measured
by impedance spectroscopy. Based on the study detailed in the
present work, a convincing prospectus of iodine-based truly
aqueous electrolytes clearly comes into sight.

2. Experimental
2.1 Materials

Sodium iodide (NaI), potassium iodide (KI), iodine (I,), cheno-
deoxycholic acid (CDCA), ethanol (EtOH), acetone, tert-butanol
(t-BuOH) and acetonitrile (ACN) were purchased from Sigma-
Aldrich. Deionized water (DI-H,0, 18 MQ cm ™' at 25 °C) was
obtained with a Direct-Q 3 UV Water Purification System
(Millipore).

Sensitizing dye 2-{4-[4-(2,2-diphenylethenyl)phenyl]-
1,2,3,3a,4,8b-hexahydrocyclopento[b]indole-7-yl}methylidene]
cyanoacetic acid (D131) was purchased from Inabata Europe
S.A.

FTO-glass plates (sheet resistance 7 Q sq~ ', purchased from
Solaronix) were cut into 2 cm x 1.5 cm sheets and used as
substrates for the fabrication of both photoanodes and counter-
electrodes.

For comparison purposes, EL-HSE (High Stability Electro-
lyte, Dyesol) was used as a representative organic solvent-based
liquid electrolyte.

2.2 Preparation and speciation of electrolytes

Liquid electrolytes at fixed 50 mM I, were prepared by dissolv-
ing I, and different amounts of KI or Nal in DI-H,O. The
following concentrations of iodide (both K" and Na") salts were
selected for liquid electrolytes preparation: 0.50, 1.50, 2.50,
3.50, 4.50, 5.50 and 6.50 M, except KI 6.50 M because of salt
precipitation. Stock solutions were diluted when lower I,
concentrations are needed. In this respect, electrolytes con-
taining I, 25 mM and I" 2.75 M are obtained diluting 1 : 2 (v/v)
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electrolytes containing I, 50 mM and I 5.50 M. Electrolytes
containing I, 25 mM and I 5.50 M were freshly prepared,
instead. All of the electrolyte solutions were stored in glass
bottles under dark condition.

Stock solutions were diluted to the required concentration
before recording each UV-vis spectrum at different times.
1:2000 (v/v) dilution allowed displaying signals due to I" as
well as I; in the case of solutions containing I" 0.50 M and I,
50 mM. In all other cases, further dilution did not allow both
signals to be displayed accurately. Consequently, we focused
only on the I;~ signals to monitor the electrolyte solution,
despite the saturation of the I peak. The spectra of all the
electrolyte solutions in dilution 1 : 1000 (v/v) were also recorded
after 12 and 22 days (KI-containing solutions) or 13 and 22 days
(NalI-containing solutions).

UV-vis absorption spectra were recorded using a CaryBio 300
(Varian) spectrometer collecting one point every 0.5 nm in the
double range mode using quartz cuvettes. The error was esti-
mated by computing the standard deviation related to the
absorption maxima of six distinct samples prepared diluting at
1 : 1000 (v/v) the electrolyte solution containing I” 0.50 M and I,
25 mM.

The equilibrium concentrations of I,, I", I;~, higher poly-
iodides and species following from the formation of hypo-
iodous acid (HIO) were computed by means of a thorough
speciation analysis. The reader is invited to go through
Appendix 17 for a complete comprehension of the proposed
scheme. The method accuracy was evaluated comparing
computed data (Fig. 1) with those obtained by Gottardi (see
Fig. S11).* MATLAB® software was used for computations.
Instructions are detailed in Appendix 2.f

2.3 Fabrication and characterization of aqueous DSSCs

FTO covered glasses were rinsed with acetone and ethanol in an
ultrasonic bath for 10 min. Then, solvent traces were removed
by flash evaporation on a hotplate at 450 °C. Front electrodes
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Fig. 1 Computed concentration of iodine compounds in a solution
containing aqueous I~ 0.10 M and I, 1.0 mM as a function of the pH.
Results are computed as described in this section, comparable with
those obtained by Gottardi (see Fig. S17).3* Lines just connect data
points for better reading and have no physical meaning.
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were prepared by depositing a single layer of porous TiO, on top
of conductive substrates by means of a manual screen printer
equipment with a 43T mesh frame. After deposition of the paste
(18NR-T, Dyesol) and 20 min standing to let it thoroughly bed,
the TiO, layer was dried at 80 °C for 20 min; it was finally sin-
tered increasing the temperature up to 480 °C in 45 min. The
fabricated photoanodes displayed a thickness of =6 pm and
a covered area of 0.25 cm®. They were finally reactivated by
heating at 450 °C for 20 min and, subsequently, soaked at 70 °C
into a D131 dye solution (0.50 M in #-BuOH : ACN 1 : 1). CDCA
0.90 mM was added in the dye solution as coadsorbent.*
Dipping in dye solutions was carried out at 22 °C for 5 h under
dark conditions and shaking in a Buchi Syncore platform
equipped with a cooling plate. After dye loading, photoanodes
were washed in acetone to remove residual dye not specifically
adsorbed on the TiO, layer. As regards counter-electrodes
preparation, FTO conductive glasses were platinized by
spreading a H,PtCls solution on the plate surface and heating
up to 400 °C.

Photoanodes were faced to the counter-electrodes exploiting
Surlyn thermoplastic frames (internal area 0.6 cm x 0.6 cm) as
spacers (60 um thick), taking care of the overlapping of the
active areas. All of these components were assembled by hot
pressing at 110 °C for 20 s. The electrolyte solution was injected
by a vacuum backfilling process through a hole in the counter
electrode, which was then sealed by a commercial epoxy glue.*

Photovoltaic performances were evaluated recording three
consecutive J-V curves on a Keithley 2420 Source Measure Unit.
Cells were irradiated under simulated 1 sun light intensity
(100 mW cm ™2, AM 1.5G) after calibration by silicon diode.

Electrochemical impedance spectroscopy (EIS) data were
recorded using a potentiostat (CH Instruments Inc., Model 680)
in the frequency range between 10 kHz and 0.1 Hz. The
amplitude of the AC signal was 10 mV. Spectra were recorded
under dark conditions at applied DC potentials equal to the
previously measured V, values under 1 sun.

In order to comprehensively investigate the characteristics of
both the electrolyte and the cathode/electrolyte interface,
symmetrical (dummy) cells were assembled. The impedance
spectrum of a dummy cell filled with aqueous Nal 1.50 M and I,
50 mM was recorded under the same EIS conditions reported
above, but setting the DC potential to zero. The dummy cell was
assembled simply contacting two platinized FTO coated glass
electrodes separated by a Surlyn thermoplastic mask, as adop-
ted for standard devices.

The impedance data were fitted using the equivalent circuits
shown in Fig. 2. Their total complex impedances Z(w) are given
by the following equations:

Circuit (A) Z(w) = Ry + I ! (1)
7(RC1 n Zd) + TPt(iw)(ﬂPl
Circuit (B) Z(w) = R, + 1 ! +3 !
™ + Trio, (iw) "™ o + Tp(iw)™

(2)
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Fig. 2 Equivalent circuits proposed for the EIS investigation of
aqueous devices under study.

1

Circuit (C) Z(w) = Rs + 1
— TTiOz (iw)wﬂoz

Rct
1
L (3)
e 4iwC
Rp + Z4 FieCr

where Rg is the series resistance, R. is the charge transfer
resistance at the TiO,/electrolyte interface, Z, is the impedance
due to ionic diffusion, w is the frequency of the applied small-
amplitude modulated potential, Tp; and ¢p, are the parameters
of the constant phase element (CPE) used to describe the
double-layer capacitance at the Pt/electrolyte interface
(accounting for the corresponding depressed semicircle in the
Nyquist plot), Trio, and @rio, are the parameters of the CPE used
to describe the double layer capacitance at the TiO,/electrolyte
interface (accounting for the corresponding depressed semi-
circle in the Nyquist plot), and Cp, is the capacitance at the Pt/
electrolyte interface. Data were computed minimizing the sum
of the weighted squared residual moduli (WSS):

WSS — Z [modelled Z(w) — experimental Z (w)]2
- experimental Z(w)

(4)

w

When cells were assembled with EL-HSE, signals ascribed to
the electrolyte mass transport were partly embedded in the
signals referred to the processes at the TiO,/electrolyte inter-
face. Consequently, data were just fitted up to 1 Hz, excluding
the effect of I~ diffusion. In the case of aqueous DSSCs, the
signals due to the processes at the Pt/electrolyte interface
overlapped the signals due to processes at the TiO,/electrolyte
interface. For this reason, an attempt was made to fit the data
with constraints on the parameters related to the Pt/electrolyte
interface or on the constant phase element Trjo,. The constraint
0.90 = ¢ = 1, where ¢ stands for the CPE parameter, was
applied in all cases. The double layer capacitance was calculated
from the CPE as follows:**

This journal is © The Royal Society of Chemistry 2016
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The computations were done using MATLAB®. Instructions
are listed in Appendices 3-5.1

Cp = " (5)

3. Results and discussion

3.1 Effect of iodide type and concentration on photovoltaic
parameters

Initially, we investigated experimentally the effects of I
concentration on the photovoltaic parameters of aqueous
DSSCs sensitized with D131 dye. Since the aim of this work was
to study the chemistry of the iodine-based redox mediator in
aqueous solar cells, we deliberately chose not to introduce any
additive (of those typically used to boost DSSCs performance) in
the electrolytes. In the first part of this study, the concentration
of I, was kept at 50 mM in order to reasonably avoid the
photocurrent to be limited by diffusion. Under these condi-
tions, dark current generation is expected to be higher when
compared to aqueous electrolytes containing only I, 20 mM,
which might negatively affect V,. values. Moreover, V,. values
can further decrease upon I concentration increase, because of
the Nernstian shift of the electrolyte redox potential. On the
other hand, the edge position of the conduction band should
not be influenced by the iodine salt concentration in aqueous
media and it should be the same for all the cells when keeping
the same sensitization conditions. Concentration dependent
shifts would be expected in the case of specific ion adsorptions
related to specific surface properties of the semiconductor and/
or interactions between dye molecules and ions in the solution,
which may affect the surface dipole moment.?*¢
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Fig. 3 Average V. values recorded one day after cell assembly. |, was
kept constant at 50 mM for all the cells. Data are referred to the 3™
measurement under 1 sun irradiation. Data referred to the electrolytes
saturated with K| were arbitrarily placed at 6 M.
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Fig. 3 shows the V,. values obtained one day after assembly
of cells containing I, 50 mM and different I~ concentrations.
While comparing data shown in the figure with the redox
potentials of the electrolyte solutions in Table 1, one may figure
out that V,. values do not match with the expected 100 mV
decrease due to the Nernstian shift of the electrolyte potentials
upon I concentration increase. Moreover, considering data
dispersion, no straightforward difference was evinced between
Nal- and KI-based devices. As already stated, the V,. value also
depends upon the dark current. According to Law et al.,'* the
rate of back electron transfer should be reduced as an effect of
the decrease of the equilibrium concentration of iodine ([I,]cq,
i.e. that is not complexed in polyiodides) while increasing the
concentration of I". The outcome of the experimental data
enlightens that, at high I concentration, the reduction of V.
due to the decrease of the electrolyte redox potential may have
been compensated by the reduction in recombination losses. In
the case of cells sensitized with D131 dye, such effect might be
even larger, because this dye is able to form complexes with I, in
its ground state.*”

As stated in Section 2, we also considered aqueous electro-
lytes bearing lower I, concentration. Observing the data listed in
Table 2 it can be noted that V. values of the cells filled with KI
2.75M + I, 25 mM were higher than all those obtained from the
whole KI batch in Fig. 3. The same was observed for aqueous
cells filled with NaI 2.75 M + I, 25 mM if compared to Nal-based
cells in Fig. 3, except in one case. Moreover, comparing data
reported in Table 2, it can be observed that at I" 5.50 M, V.
values increased as a consequence of the reduction of the
amount of I, used in the electrolyte. The improvement of V. at
I, 25 mM, when compared to data at 50 mM, may be attributed
to the decrease of the dark current. This is ascribed to the lower
concentration of electron acceptors for back-electron transfer
from the semiconductor to the electrolyte. Besides this, data in
Table 1 show that the computed [I,].q was nearly the same in the
electrolyte prepared with I 5.50 M + I, 50 mM and in both the
electrolytes with I, 25 mM. These data more likely suggested
that under these experimental conditions, V,. can be improved
by decreasing the overall concentration of I, regardless of [I,]cq.

Interestingly, the average values of V, in Fig. 3 are low when
compared to the reference cells filled with an organic solvent-

Table 1 E(ls7/I7) of the electrolyte solutions

[NaI], or [L.]o [L]eq” E
[K1], (mol L™1) (mmol L") (mmol L) (V vs. NHE)
0.50 50 0.15 0.53
1.50 50 0.05 0.48
2.50 50 0.03 0.46
3.50 50 0.02 0.45
4.50 50 0.02 0.44
5.50 50 0.01 0.43
6.50 50 0.01 0.43
2.75 25 0.01 0.45
5.50 25 0.01 0.42

“ [L]eq is referred to the equilibrium concentration of iodine calculated
considering I, + I" < I3~ and assuming K = 723.*'
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Table 2 Best performances of aqueous DSSCs bearing different I” and I, concentrations. Cells were tested under 1 sun irradiation and the
reported data were recorded two days after assembly and at the 3"® J-V measurement

Voe (V) Jse (MA cm™?) FF PCE (%)
(1] (L] -
(mol L) (mmol L) Nal KI Nal KI Nal KI Nal KI
2.75 25 0.506 0.593 1.21 0.89 0.50 0.55 0.30 0.29
5.5 25 0.506 0.473 0.82 0.41 0.58 0.52 0.24 0.10
5.5 50 0.438 0.427 2.34 3.01 0.58 0.57 0.59 0.73
Electrolyte Voe (V) Jse (MA cm™?) FF PCE (%)
EL-HSE 0.722 6.12 65.3 2.88
Nal 5.5 M 0.702 0.35 48.1 0.12
KI5.5M 0.689 0.45 54.0 0.17

based electrolyte, such as EL-HSE, that may achieve a V. equal
to 700 mV. Such a high value might be achieved also by aqueous
DSSCs loaded with electrolytes containing I 5.50 M, without I,.
In this case, dark current is expected to approach zero, but the
photocurrent would be of course strongly limited by low ionic
diffusion. As is clearly evident in Table 2, these cells displayed
low efficiencies; however, these data were useful to confirm that
in standard aqueous DSSCs (Fig. 3) the dark current is likely to
be the main factor responsible for the relatively low V,. values.

Data listed in Table 2 show that, at fixed I~ 5.50 M, J,. values
decreased with decreasing the amount of I, used to prepare the
electrolyte. We may ascribe the decrease of this parameter to the
fact that if the initial concentration of I, is low, the photocurrent
is limited by I~ diffusion.

Fig. 4A shows the data referred to the best performances of
the cells with I, 50 mM recorded 24 h after assembly. The trend
of Ji. is the main factor affecting the efficiency profile at
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Fig. 4 Photovoltaic parameters ((A) after 24 h from cell assembly, (B)
best value recorded in the cell lifetime) of aqueous DSSCs bearing
different I~ concentrations (I, 50 mM). Orange crosses (x) or red plus
signs (+) correspond to the average values at the given Nal or Kl
concentrations, respectively. Lines simply connect data points and
have no physical meaning. Cells were tested under 1 sun irradiation
and the reported data were recorded at the 3™ J-V measurement.
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different I" concentrations. At I, 50 mM, in both Nal and KI
batches, the highest Js. values were registered at I 5.50 M.
Anyway, in the case of Nal-laden cells, the best performance was
observed at Nal 4.50 M, which assured slightly higher V,,. and FF
values. With regard to the Nal batch at I, 50 mM, PCE values
increased in the order of NaI 0.50 M to Nal 2.50 M. With the
exception of cells with NalI 3.50 M, PCE levelled off at =0.45%
and dropped at Nal 6.50 M. In the case of cells containing KI,
PCE did not exceed 0.3% up to KI 4.50 M and peaked at KI 5.50
M reaching the maximum efficiency of =0.8%. Cells filled with
the solution saturated with KI showed PCE values approaching
Zero.

It can be noted that, in the presence of I, 50 mM, samples
from the Nal batch displayed higher J;. and PCE values when
compared to those from the KI batch up toI” 4.50 M. Moreover,
KI-laden cells filled with I, 25 mM displayed lower photocur-
rents when compared to their Nal-based counterparts. On the
other hand, at I" 5.50 M + I, 50 mM the cells containing KI
performed better that those containing Nal at the same
concentration. According to literature reports, aqueous solu-
tions containing KI are less viscous than those containing Nal.*®
Moreover, the surface tension increment is slightly lower in the
case of aqueous KI.* From these literature data, it may be
inferred that solutions containing KI should allow faster ion
diffusion and better wetting when compared to those added
with Nal. Conversely, the photovoltaic performances of the cells
from Nal batch were found to overtake their KI counterparts in
all cases except one (5.50 M). This likely highlights possible
specific interactions between Na'-based aqueous solutions and
the dyed electrode, thus allowing better wetting of the nano-
structured photoanode. Besides this, deviations from the line-
arity in the plot displaying the specific electrical conductance of
aqueous KI- or Nal-based electrolyte versus the salt concentra-
tion obtained from literature data (Fig. S2T) suggest that the
extent of ion pair formation is higher in the case of Nal solu-
tions. Most probably, this helps to explain the higher perfor-
mance in cells containing KI 5.50 M if compared to those with
concentrated Nal. The observed drop of J;. and PCE values at I
concentrations exceeding 5.50 M could also be due to slight
sealing defects in these conditions, as will be discussed later.
Anyway, data listed in Table 2 referred to the electrolyte with I,

This journal is © The Royal Society of Chemistry 2016
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25 mM suggest that the excess of I" relative to I, does not
improve the photocurrent generated by the cells up to a certain
extent. It may be due to the high concentration of uncharged
neutral ions pairs: NaI’ and KI°.* At high I concentrations,
quenching of the excited state of the sensitizer could also affect
the photovoltaic performance (as already demonstrated for Ru-
based sensitizers): indeed, this process is competitive with
electron injection.

The parameters referred to the best photovoltaic perfor-
mances are shown in Table 3 and plotted versus I concentra-
tion in Fig. 4B. In most of the cases, the best photovoltaic
performances were recorded several days (>10) after cell
assembly. This is typical of the aqueous solar cells.** Unfortu-
nately, the majority of the literature reports only describe
photovoltaic parameters measured just after cell assembly, thus
making it difficult to identify the effective capacity of each
device. In the present case, V. values often increased over time,
even when efficiency dropped. This might be due to the shift of
the quasi-Fermi level (Ef), because a decrease of dark current
should in principle increase all of the cell parameters, other
factors being unvaried. Such a shift could be connected to
surface adsorbed species; for instance, it may be due to proton
desorption or to the adsorption of I on the semiconductor.**
Further experiments would be required to characterize the
interaction between the semiconductor film and the electrolyte,
but they are out of the scope of this work.

3.2 Long-term stability of aqueous solar cells

In this work, aqueous DSSCs were sensitized with D131 dye,
since this molecule showed promising stability in aqueous
environment during previous investigations.** This is the first
ever report on the use of this dye in aqueous DSSCs. Indeed,
literature reports argue that -COOH groups in cyanoacrylic
units may lead to desorption of the dye, as these groups can be
turned into the corresponding aldehyde after decarboxylation,
as an effect of the presence of water under UV irradiation or at
high temperature (=160 °C).** However, such high temperature
is not reached under standard operational condition.
Efficiency values of the best performing cells are plotted
versus time in Fig. 5. Cells were stored under dark conditions at

Table 3 Best photovoltaic parameters of aqueous DSSCs having
different |~ concentrations (I, 50 mM). Cells were tested under 1 sun
irradiation and the reported data were recorded at the 3@ J-V
measurement

Jsc (mA

- Day cm ?) Voe (V) FF PCE (%)
-

(molL™) Nal KI Nal KI Nal KI  Nal KI Nal KI
0.50 1 5 115 0.63 0.507 0.614 0.54 0.64 0.32 0.25
1.50 37 11 1.86 0.79 0.420 0.471 0.63 0.48 0.49 0.18
2.50 12 11 1.80 0.93 0.515 0.514 0.58 0.49 0.53 0.23
3.50 10 6 1.50 0.66 0.560 0.510 0.50 0.51 0.42 0.17
4.50 2 22 210 1.50 0.543 0.578 0.60 0.56 0.68 0.48
5.50 2 12 2.34 2.70 0.438 0.488 0.58 0.62 0.59 0.81
6.50 5 4 0.43 040 0.476 0.485 0.55 0.53 0.11 0.10
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Fig. 5 PCE values as a function of time of aqueous DSSCs assembled
with different |~ salts and at different concentrations, keeping I,
constant at 50 mM. Cells (stored at room temperature under dark
conditions) were tested at 1 sun irradiation and the reported data were
recorded at the 3@ J-V measurement. Lines simply connect data
points for better reading and have no physical meaning.

ambient temperature and their photovoltaic performance at 1
sun was monitored over time. When efficiency values decreased
below 0.3%, cell monitoring was stopped. In the other cases,
efficiency was monitored for at least 20 days and little
improvements over time were observed. As stated in the
previous section, the behaviour upon time of aqueous DSSCs is
rather different with respect to their organic solvents-based
counterparts, and a sort of “activation period” is required to
achieve the best efficiency value.*

The best performing cell filled with KI 5.50 M and I, 50 mM
effectively retained its 0.8% PCE for five months. Despite the
fact that this performance might seem rather low when
compared to some of the recent literature reports,'>** two
aspects must be underlined at this point. First, no additive was
used to selectively improve PCE, because the aim of this study is
to unveil the characteristics of the iodine-based redox mediator
in 100% aqueous electrolytes. Moreover, almost none of the
additives conventionally used in the DSSC field are soluble in
water. For example, 4-tert-butylpyridine (TBP) and N-methyl-
benzimidazole (NMBI) are apolar compounds typically used to
increase photovoltage of the cells: they are insoluble in water
(also in the presence of surfactants, see Fig. S37). Surprisingly,
some research groups have recently proposed TBP- and NMBI-
based aqueous DSSCs.”*** Secondly, very few groups have pub-
lished their long-term stability data so far, and typical aging
times were set at 2/4/24/500 h''®* or 2/18/20/50/75/90
days.****¢ On the contrary, we present here the longest aging
tests ever conducted on an aqueous DSSC:* a 156 days (3750 h)
stability test to demonstrate the remarkable aging resistance
achieved by iodide-based aqueous DSSCs.

Fig. S41 displays the J-V curves of the long-lasting cells
recorded at different days during the aging test. Ji. slightly
decreased over time with respect to its maximum value in the

Chem:. Sci,, 2016, 7, 4880-4890 | 4885


http://creativecommons.org/licenses/by/3.0/
http://creativecommons.org/licenses/by/3.0/
https://doi.org/10.1039/c6sc01145d

Open Access Article. Published on 13 April 2016. Downloaded on 3/9/2026 5:21:28 PM.

Thisarticleislicensed under a Creative Commons Attribution 3.0 Unported Licence.

(cc)

Chemical Science

cell filled with KI 5.50 M + I, 50 mM aqueous electrolyte; effi-
ciency was not reduced accordingly, due to V,. improvement.
On the contrary, Js. increased over time in the cell containing
Nal 2.75 M + I, 25 mM.

Overall, Fig. 5 and S47 show a particular feature of Nal-based
cells: several devices abruptly stopped working, which was not
the case of KI-based cells. Although the possibility of some
specific effects involving sodium cannot be ruled out, sealing
problems are most likely the main causes of the observed effi-
ciency decay. As a matter of fact, we often observed (during the
first or second week) that the aqueous sodium electrolyte
swelled the epoxy glue used as sealant in the construction of the
drilled cathodes. It was confirmed by putting a drop of uncured
glue in the vicinity of a drop of Nal solution: the glue was found
to turn coloured around the contact zone after several days. The
reason behind this fact is currently unknown. We have recently
solved this drawback by simply drying the drilled cathodes from
aqueous electrolyte traces to avoid any contact between the
redox mediator solution and the liquid glue. As shown in
Fig. S5, this simple trick allowed us to fabricate perfectly stable
cells containing sodium-based electrolytes.

3.3 Photostability and spectral properties of aqueous
electrolytes

In the adopted aqueous phase, the absorption spectra of the
electrolytes were recorded to assess if sizeable signs of degra-
dation could be detected (all the results are listed in Table S27).
The relatively high amount of I, in aqueous electrolytes did not
allow recording the spectra of the original concentrated solu-
tions, so they had to be diluted. Dilution 1 : 500 resulted in the
saturation of the I3~ signal at [I"] > 2.50 M, so the electrolytes
were diluted 1: 1000 before recording each spectrum. Under
these conditions, signals due to I;~ could be detected at 287.5
and 351 nm, while the signal of free I,, which was expected at
460 nm in the vis region,* could not be observed. The tail of the
I;~ signal towards the vis range is likely responsible for the
yellowish color of the diluted solutions. The signal of I" was
saturated in all cases, but further dilution was found to result in
the disappearance of the I~ signals.

Fig. 6A shows the intensity of the peaks attributed to I;~. The
intensity of the peaks slightly increased over time, and these
variations were higher than the standard deviation associated
with absorbance values. Actually, it was found to be +0.006 at
288 nm and +0.005 at 350 nm (Table S3+t). Licht et al. observed
an enhancement of the I~ signals intensity in acidified
aqueous Nal + I, solutions when compared to those with no
added acid.”® The authors also observed the decrease of the I;~
signal and the gradual growth of a signal at 359 nm with
increasing [I"] up to 10 M with I, 10 mM. The authors attributed
this signal to I,>~, though no such evidence was observed
during our experiments for this species. On the other hand, in
the case of aged electrolytes, acidic condition may be induced by
CO, dissolved in water. Moreover, the following reactions with
dissolved O, are likely to be involved:

O, + 4H" + 4¢~ — 2H,0 ()
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417 - 4e” + 21, (8)
where Eoz/ozlf =1.23 V vs. NHE and
E?Z/I =0.536 V vs. NHE. I, formed after this reaction is

accounted to bind I, resulting in the increase of I~
concentration.

Besides the reaction leading to I;~ formation, at least nine
additional equilibria involving I, and I in aqueous medium
have to be considered, including the association of two I~
anions in Iy~ and the formation of Is;~. The other reactions
follow from the formation of HIO. In these latter cases, the
equilibrium concentrations depend upon the amount of added
I" relative to I, and pH values. Specifically, the importance
(from a quantitative point of view) of these species increases
with decreasing the amount of added I and by increasing the
PH value.

Iodate (IO;") has been mentioned only a few times in the
field of aqueous electrolytes. Macht et al. suggested that in the
presence of water, I, may undergo transformations over time,
leading to the formation of 105, possibly in connection with
the basic character of TBP."* Therefore, the concentration of

This journal is © The Royal Society of Chemistry 2016
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redox mediator in its oxidized form would decrease, thus
leading to a decrease in FF as well. Choi et al. and Zhang et al.,
to explain efficiency losses over time, also invoked the possible
formation of 10, .>”*®¢ However, none of these authors clearly
evidenced the actual presence of I0;. In this work, the UV-vis
spectra did not provide sufficiently detailed information about
10; ™ presence in the electrolyte, therefore the conditions for its
formation were evaluated by the model described in Section 2.
In detail, I0;” is formed in aqueous solution after the slow
dismutation of HIO:

3HIO < 105~ + 1~ + 3H" 9)

If I” is added to an aqueous I, solution, [HIO] is very low
under acidic and neutral conditions, so that I0;~ formation
should be taken into account only above pH 7. At high I
concentrations, the formation of HIO acid is negligible.**
Fig. 6B displays the concentrations of iodine species in the
presence of I" 0.50 M and I, 50 mM in the range 0 < pH < 14,
which was computed based on the equilibrium constants for
the reactions listed in Table S4.f Reliable pH values for
a working DSSC are in the range of 2-8 to avoid dye desorption.
Under these conditions, the maximum computed value of [HIO]
is =10 ®*M at I 0.50 M and I, 50 mM (Fig. 6B and Table S17).
Considering that the formation of HIO and I0;™ is further
inhibited at higher I concentrations, the formation of 10;™ is
not likely to be the cause of the poor stability at the I"/I, ratios
commonly employed in aqueous DSSCs. As a matter of fact,
Leandri et al. monitored the photovoltaic parameters of
aqueous DSSCs for 20 days, at I" /I, = 100/1 and pH = 8, and
they observed an improvement of the cell performance over
time.”* On the other hand, efficiency losses were recorded in the
case of similar devices at pH = 9.

3.4 Electrochemical impedance spectroscopy analysis of
aqueous solar cells

EIS spectra of DSSCs were recorded under dark conditions by
applying to the photoanode a cathodic bias voltage corre-
sponding to the V,. value, previously measured under 1 sun
irradiation.

In the Nyquist plot corresponding to the cell filled with Nal
1.50 M + I, 50 mM (Fig. 7B and D), the response due to the
processes at the counter-electrode is embedded in the arc due to
charge accumulation and charge transfer at the TiO,/electrolyte
interface. This feature is consistent with findings by Choi et al.
related to water-based cells sensitized with organic JK262.*°
Moreover, in this latter case, the signal due to I;~ diffusion is
displayed as a small arc at high Z,. values. The signal due to I,
diffusion matches pretty well with the response due to the same
phenomenon in the Nyquist plot of the symmetric cell assem-
bled using two Pt coated counter-electrodes and filled with Nal
1.50 M + I, 50 mM. In the Bode plots of both samples the
characteristic frequencies associated to I3~ diffusion are rather
similar.

On the other hand, in the Nyquist plot of the cell filled with
KI1.50 M +1, 50 mM (Fig. 7A) all the responses are embedded in
one single signal; in the Bode plot, the peak due to I~ diffusion

This journal is © The Royal Society of Chemistry 2016
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mM (A and C) and Nal 1.50 M + I, 50 mM (B and D). Data points were
fitted (lines) according to egn (3) with the constraints Rpy = 2 Q and Cpy
=2x107°F.

is not clearly seen. In this case, resistances involved are strik-
ingly high, and one or more of them must be higher by one
order of magnitude if compared to those resulting from the Nal-
based cell's Nyquist plot. High R values may follow from poor
wettability preventing the electron acceptors from approaching
the recombination sites. Poor wetting of the photoanode would
also explain the low values of Js., FF and PCE at 1 sun recorded
before EIS measurements, which were 0.31 mA cm ™2, 0.47 and
0.06%, respectively. It is worth noting that the main peak in the
Bode plot of KI-based cells (Fig. 7C) is larger than that displayed
in the spectrum of its Nal counterpart (Fig. 7D), but the char-
acteristic frequency is almost the same.

In the Nyquist plot of the KI-laden cell, the point at low Z,.
values where the arc starts (namely, the series resistance R;) was
found to decrease within the first two days by =4 Q. Overall, Ry
was found to decrease by 10 Q@ and =4 Q within the first two
days in the case of Nal and KI, respectively, whereas it increased
by =6 Q for the EL-HSE-based cell (data not reported). This
suggests that, in the presence of aqueous electrolytes, a sort of
activation is required for the FTO layer as well.

The impedance spectra of the dummy cell containing Nal
1.50 M and I, 50 mM are shown in Fig. 8. The values of Rp, D
and Ry were found to be <1 Q, 1.55 x 10™° cm? s~ and =10 Q,
respectively (Table S51). The values of Rp. and D are similar to
those reported by Hauch et al. for organic solvents-based elec-
trolytes.* Overall, none of these parameters was negatively
affected by the aqueous electrolytes when compared to the
common organic solvents-based ones.

The spectra of the Nal-based cell were fitted setting the
parameters connected to the Pt/electrolyte interface at fixed
values estimated from data related to the dummy cell. Actually,
according to Hauch et al,* the applied potential does not
induce large changes in the charge transfer resistance at the
counter-electrode. In our system, Rp, was arbitrary fixed at 2 Q,
whereas the capacitance at the Pt/electrolyte interface was
computed from the CPE element of the symmetric cell and set
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lines) according to egn (1).

to 2 x 107> F. In this way, the main signals in the impedance
spectra of the Nal-based cell are almost completely ascribable to
processes at the TiO,/electrolyte interface. Following this
approach, data could be fitted resulting in R, values in the
range of 130-170 Q at the given applied potentials (Table S61). It
is worth noting that, in aqueous DSSCs, the recombination
process seems to occur at the same characteristic frequency
associated to charge transfer at the Pt/electrolyte interface in
EL-HSE-based devices, namely =10’ Hz. Disabling the
constraints on the counter-electrode parameters and fixing Trio,
at 107° or 107* Q! s® resulted in high Rp, values (>60 Q) and
effective electron lifetimes up to =1 ms (Tables S7 and S87).
Anyway, in these latter cases, the quality of the fitting was worse
when compared to that obtained enabling the constraints on Rp;
and Cp. On the one hand, the high Rp values would explain the
poor performances of aqueous cells when compared to the
reference EL-HSE. On the other hand, a question arises as to
whether the Rp. value can increase so much in DSSCs when
compared to the value observed in the symmetric dummy cell.
Further investigations are required for a thorough under-
standing, and will be the subject of a forthcoming article
focused on EIS investigations at different potentials to better
resolve the different signals. However, the D131/electrolyte
interfacial characteristics can be derived also based on the
findings by Jeanbourquin et al.,>” who showed that D131 (in its
ground state) can interact strongly with I,. Therefore, it is
reasonable to hypothesize that the formation of such complexes
contributes to the fast recombination processes observed in
aqueous DSSCs reported in this work. This effect may be
enhanced even more during EIS measurements under dark
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conditions, as the dye remains in its ground state. Besides this,
sizeable amounts of polyiodides, actually higher than I, are
supposed to be present in all of the aqueous electrolytes
prepared in this work (see Fig. 6B), but such species are not
supposed to be involved in back-electron transfer.*

The impedance spectra of the most stable performing cell,
which is filled with aqueous KI 5.50 M and I, 50 mM, are shown
in Fig. 9. In this case, 7. is nearly doubled with respect to the
value of electron lifetime of the Nal-based device for each
constraint enabled during fitting (Table S87). This fact suggests
that KI-based cells are affected to a lesser extent by recombi-
nation, especially if one considers that the potential applied to
these devices was more negative by over 100 mV. Nevertheless,
7. is low when compared to that of the EL-HSE-filled cell or to
the data reported by Zhang et al. for aqueous devices,*® sug-
gesting that high dark current generation strongly affects the
photovoltaic performance.***>

Fig. 9 shows the impedance spectra of the KI-based cell fitted
enabling the constraint Rp = 2 Q and Cp; = 2 x 107" F. Inter-
estingly, in this case slightly better fitting curves were obtained
disabling the constraints on Rp¢ and Cp; the resulting Rp; and
R, values were =40 and =100 Q, respectively, under these
conditions (Table S8%). Such values are much more reliable if
compared to those obtained under the same conditions for the
Nal-based device. Anyway, in the case of the KI-filled cells, the
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Fig. 9 Phase (filled circles) and modulus (open circles) Bode (A) and
Nyquist (B) plots of the dummy cell filled with aqueous electrolyte
comprised of KI 1.50 M + |, 50 mM. Data points, recorded five months

after cell assembly, were fitted (lines) according to egn (3) with the
constraint Rpy = 2 Q and Cp = 2 x 107° F.
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quality of the fitting curves was observed to be always lower
when compared to the other cells (Table S87).

Overall, EIS investigation on aqueous DSSCs provided three
important features of aqueous electrolytes: (i) recombination at
the photoanode/electrolyte interface could seem lower than that
of standard electrolyte due to the inhibited electron acceptors
approach to the recombination sites caused by the not perfect
wettability of the electrode; (ii) an activation period is required
for electrodes used in aqueous DSSCs; (iii) recombination
phenomena are markedly influenced by the I” counter-ion.

4. Conclusions

In this work the chemistry of iodine-based electrolytes for 100%
aqueous DSSCs was thoroughly investigated. After an initial
approach focused on the speciation of the various ionic and
molecular species involved in the aqueous medium, the effect of
the concentration of the I" ions (responsible for the regenera-
tion of the oxidized dye) was studied. Photocurrent was found to
be the main factor affected by [I”]: the highest performance was
measured in the presence of I" 5.50 M. The effect of the counter-
ion was also investigated: it emerged that KI salt exceeded the
performance of Nal at high concentrations, reaching a PCE
equal to =0.8% under 1 sun irradiation, in particular without
using any additives or specific treatments of the photoanode
surface. In all the other (lower) concentrations explored, the
photovoltaic performances of Nal-based cells overtook their KI
counterparts. Finally, the effect of I, content was studied:
enhanced photovoltage values were recorded in the presence of
low [I,], due to reduced back-electron transfer reactions.
However, these cells showed lower photocurrent values, thus
leading overall to lower PCE values because of mass diffusion
limitations.

Since the stability of aqueous DSSCs represents a big issue
nowadays, we demonstrated that the PCE of our 100% aqueous
devices remained perfectly stable during a five months aging
test, without using any kind of stabilizers (i.e., polymer, vola-
tility suppressant, etc.). Besides this, by measuring EIS spectra
of dummy and complete cells, a good similarity in terms of
counter-electrode/electrolyte interface between standard and
aqueous DSSCs emerged. On the other hand, lower electron
lifetimes were measured for aqueous cells, thus suggesting that
high dark current generation is one of the main factors affecting
the photovoltaic performances of these emerging devices. For
the present D131 dye-based system, such a behaviour is most
likely ascribable to the formation of dye-I, complexes, allowing
for high concentrations of electron acceptors for back electron
transfer around the semiconductor. Moreover, the reasonable
vertical orientation of this dye molecule with respect to the
semiconductor surface may allow for the fast diffusion of the
acceptor species in the electrolyte towards the recombination
sites. Further investigations about the specific interactions of
different dye molecules with iodine-based electrolytes in
aqueous media, together with redox couple entrapment in
polymeric matrices,** are worthy of investigation, and are at
present the object of intense research activity in our labs.

This journal is © The Royal Society of Chemistry 2016
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