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type hole transporting materials:
marked p-bridge effects on optoelectronic
properties, solid-state structure, and perovskite
solar cell efficiency†

S. Paek,a I. Zimmermann,a P. Gao,*a P. Gratia,a K. Rakstys,a G. Grancini,a

Mohammad Khaja Nazeeruddin,*a Malik Abdul Rub,b Samia A. Kosa,b Khalid A. Alamryb

and Abdullah M. Asirib

Donor–p-bridge–donor type oligomers (D–p–D) have been studied intensively as active materials for

organic optoelectronic devices. In this study, we introduce three new D–p–D type organic

semiconductors incorporating thiophene or thienothiophene with two electron-rich TPA units, which

can be easily synthesized from commercially available materials. A thorough comparison of their

optoelectronic and structural properties was conducted, revealing the strong influence of the extent of

longitudinal p-bridge conjugation on both the solid structure of the organic semiconductive materials

and their photovoltaic performance when applied as hole transporting materials (HTM) in perovskite

solar cells. Single-crystal measurements and time-resolved photoluminescence (TRPL) studies indicate

that these coplanar donor–p–donor type HTMs could be promising alternatives to state-of-the-art

spiro-OMeTAD, due to the multiple intermolecular short contacts as charge transporting channels and

efficient charge extraction properties from the perovskite layer. The optimized devices with PEH-9

exhibited an impressive PCE of 16.9% under standard global AM 1.5 illumination with minimized

hysteretic behaviour, which is comparable to that of devices using spiro-OMeTAD under similar

conditions. Ambient stability after 400 h revealed that 93% of the energy conversion efficiency was

retained for PEH-9, indicating that the devices had good long-term stability.
Introduction

Organometal halide perovskite solar cells (PSCs) exhibiting
high power conversion efficiencies (PCEs) may provide inex-
pensive, renewable sources of solar electricity via low-cost
materials and fabrication techniques.1–3 PCEs of PSCs have been
quickly increased from 3.8 to 22.1% as certied by the National
Renewable Energy Laboratory (NREL)4 due to their intrinsic
advantages such as broad absorption in the visible region,5 high
absorption coefficients,6 high charge carrier mobility7 and long
diffusion length.8 In such devices, the photoactive layer nor-
mally consists of a pure/blended polycrystalline layer of perov-
skite semiconductor [APbX3, A¼MAI, FAI, Cs; X¼ Cl, Br, I] that
is imbedded between a layer of electron transporting material
ctional Materials, Ecole Polytechnique

e de l'Indutrie 17, 1950 Sion, Valais,

ep.ch; peng.gao@ep.ch

als Research (CEAMR), King Abdulaziz,

ESI) available. CCDC 1446682–1446684.
F or other electronic format see DOI:
(ETM) and a hole transporting material (HTM).2 An attractive
approach to push PSCs to industry and market, besides devel-
oping unconventional device structures9 and more complicated
perovskite compositions,10 is to explore new contact/interfacial
materials, particularly HTMs.11 HTMs play an important role in
determining the photovoltaic performance and long-term
stability of the perovskite solar cells. Among the many HTMs
developed, 2,20,7,70-tetrakis(N,N-di-p-methoxyphenylamine)-
9,90-spirobiuorene (spiro-OMeTAD) is by far the most studied
and used molecular p-type HTM with a recently reported PCE of
20.8%.12 However, spiro-OMeTAD is very expensive owing to the
need for sublimation for purication. In this regard, the
development of cost-effective and efficient HTMs remains
a problem.

Recently, impressive photovoltaic performance has been
achieved using molecular HTMs, such as thiophene deriva-
tives,13,14 3,4-ethylenedioxythiophene derivatives,15–17 spiro-
OMeTAD derivatives,18,19 truxene-based derivatives,20 carbazole
derivatives,21 etc.22 Their characterization provides fundamental
information on how molecular modications affect PCE by
altering arylamine-substitution, p-system size, steric geometry,
and carrier mobility. However, the interesting question of how
This journal is © The Royal Society of Chemistry 2016
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p-bridge conjugation variations in HTM materials, which
marginally affect solution phase molecular properties, inu-
ence the photovoltaic performance of the PSC remains
unanswered.

Oligothiophenes form an important class of organic semi-
conductors that are widely used in the elds of organic eld
effect transistors (OFETs) and organic photovoltaics (OPVs).23

They are relatively easily synthesized and have been shown to be
viable models for predicting and understanding the electronic
structures of more complicated organic p-systems. Herein, we
report the facile synthesis and characterization of three new
donor–p–donor type HTMs for PSCs, denoted as PEH-3, PEH-8
and PEH-9, by incorporating simple thiophene or thienothio-
phene with an ethylene unit as the p-bridge (Fig. 1). The new
compounds were characterized by conventional spectroscopic/
analytical/X-ray diffraction methodologies. The remarkable
solid structure differences were delineated in the performance
of the PSCs. PEH-9 with more abundant intermolecular atomic
contacts shows an excellent overall efficiency close to 17%. This
study underscores the value of increased charge transporting
channels aer longitudinal conjugation extension by thiophene
substitution, and complements recent work by Ganesan et al.16

and Li et al.14 on quasi-spiro ethylenedioxythiophene and
swivel-cruciform thiophene based HTMs, respectively, which
emphasized lateral expansion of molecular structure.
Results and discussion
Synthesis

The three new HTMs were efficiently synthesized by the step-
wise synthetic protocol illustrated in Scheme S1.† Compound
1 was prepared according to reported procedures.24 The
McMurry reaction25 of compound 1 with 1.2 equivalents of TiCl4
and then 2.4 equivalents of Zn powder produced PEH-9. The
Suzuki coupling reactions of 5,50-dibromo-2,20-bithiophene
and 2,5-dibromothieno[3,2-b]thiophene with 2.5 equivalents of
4-methoxy-N-(4-methoxyphenyl)-N-(4-(4,4,5,5-tetramethyl-1,3,2-
dioxaborolan-2-yl)phenyl)aniline in THF/H2O produced PEH-3
and PEH-8, respectively. The chemical structures of the
synthesized products were veried by 1H and 13C NMR spec-
troscopy (see ESI†) and MALDI-TOF mass spectrometry.
Fig. 1 Chemical structures of PEH-3, PEH-8 and PEH-9.

This journal is © The Royal Society of Chemistry 2016
(E)-4,40-(5,50-(Ethene-1,2-diyl)bis(thieno[3,2-b]thiophene-5,2-
diyl))bis(N,N-bis(4-methoxyphenyl)aniline) (PEH-9). Titaniu-
m(IV) chloride (0.083 ml, 0.76 mmol) was added dropwise to
compound 1 (0.3 g, 0.64 mmol) dissolved in THF over a period
of 30 min at �18 �C. Aer stirring at this temperature for 30
min, zinc powder (0.1 g, 1.5 mmol) was added in small portions
over a period of 30 min. Themixture was stirred at�18 �C for 30
min and reuxed overnight. The reaction was quenched with ice
water and methylene chloride was added, then collected by
ltration. The solution was extracted and dried with MgSO4.
The product was puried by column chromatography (EA : Hx
¼ 1 : 5). MS: m/z 910.128 [M+]. 1H NMR (CDCl3): d 7.33 (d, 4H, 3J
¼ 8 Hz), 7.21 (s, 2H), 7.05 (s, 2H), 7.01 (d, 8H, 3J ¼ 8 Hz), 6.95
(s, 2H), 6.84 (d, 4H, 3J ¼ 8 Hz), 6.78 (d, 8H, 3J ¼ 8 Hz), 3.75 (s,
12H). 13C{1H} NMR (CDCl3): d 156.1, 148.5, 147.0, 143.3, 140.4,
139.0, 137.8, 126.8, 126.4, 126.3, 121.6, 120.2, 118.7, 114.7,
113.9, 55.5. Anal. calc. for C54H42N2O4S4: C, 71.18; H, 4.65; N,
3.07. Found: C, 71.15; H, 4.66; N, 3.01.

4,40-(Thieno[3,2-b]thiophene-2,5-diyl)bis(N,N-bis(4-methox-
yphenyl)aniline) (PEH-8). Under a nitrogen atmosphere,
a mixture of 4-methoxy-N-(4-methoxyphenyl)-N-(4-(4,4,5,5-tet-
ramethyl-1,3,2-dioxaborolan-2-yl)phenyl)aniline (1.3 g, 3
mmol), 2,5-dibromothieno[3,2-b]thiophene (0.3 g, 1 mmol),
Pd(PPh3)4 (0.11 g, 0.1 mmol), K2CO3 (7.4 g, 5 mmol) in
degassed water (20 ml) and dry THF (40 ml) was reuxed for
2 days. Aer cooling to room temperature, the solution was
extracted with dichloromethane and dried with MgSO4. The
solvent was removed in vacuo. The product was puried by
column chromatography (DCM : Hx ¼ 1 : 1). MS: m/z 745 [M+].
1H NMR (CDCl3): d 7.44 (d, 4H, 3J ¼ 8 Hz), 7.32 (s, 2H), 7.10
(d, 8H, 3J¼ 8 Hz), 6.94 (d, 4H, 3J¼ 8 Hz), 6.87 (d, 8H, 3J¼ 8 Hz),
3.85 (s, 12H). 13C{1H} NMR (CDCl3): d 156.0, 148.3, 145.4,
140.5, 138.4, 126.8, 126.7, 126.3, 120.4, 114.7, 113.8, 55.5. Anal.
calc. for C46H38N2O4S2: C, 73.97; H, 5.13; N, 3.75. Found: C,
73.99; H, 5.11; N, 3.80.

4,40-([2,20-Bithiophene]-5,50-diyl)bis(N,N-bis(4-methoxyphe-
nyl)aniline) (PEH-3). PEH-3 was synthesized by a similar
procedure to PEH-8, except that 5,50-dibromo-2,20-bithiophene
was used in place of 2,5-dibromothieno[3,2-b]thiophene. The
product was puried by column chromatography (DCM : Hx ¼
1 : 1). MS: m/z 771 [M+]. 1H NMR (CDCl3): d 7.41 (d, 4H, 3J ¼ 8
Hz), 7.10 (d, 12H, 3J ¼ 8 Hz), 6.94 (d, 4H, 3J ¼ 8 Hz), 6.87 (d, 8H,
3J ¼ 8 Hz), 3.83 (s, 12H). 13C{1H} NMR (CDCl3): d 156.0, 148.2,
143.1, 140.6, 135.5, 126.6, 126.2, 124.1, 122.3, 120.4, 114.7, 55.5.
Anal. calc. for C48H40N2O4S2: C, 74.58; H, 5.22; N, 3.62. Found:
C, 74.55; H, 5.21; N, 3.64.
Optical and thermal properties

The UV-vis absorption and emission spectra of PEH-3, PEH-8
and PEH-9 in dichloromethane are shown in Fig. 2. PEH-3
shows an absorption maximum at 426 nm, which is due to the
p–p* transition of the conjugated system. Under the same
conditions, PEH-8 incorporating thieno[3,2-b]thiophene
exhibits a slightly blue shied absorption band at 410 nm due
to the decreased number of double bonds, whereas PEH-9 with
increased conjugation shows an absorption maximum at 463
Chem. Sci., 2016, 7, 6068–6075 | 6069
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Fig. 2 UV-vis absorption (solid line) and emission (dashed line) spectra
of PEH-3 (black), PEH-8 (blue) and PEH-9 (red) in dichloromethane.
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nm. The spectrum of PEH-9 is red shied as compared to PEH-3
and PEH-8 due to increased conjugation length with the addi-
tion of more heteroaromatic rings. The emission spectra show
that PEH-3, PEH-8 and PEH-9 have large Stokes shis of about
90, 88 and 78 nm, respectively, which suggests signicant
changes in the geometrical conguration of the molecules upon
excitation. The optical band gap (E0–0) of PEH-3, PEH-8 and
PEH-9 is calculated (2.60, 2.71 and 2.41 eV) from the intersec-
tion of absorption and emission spectra. To determine the
thermal properties of the three new HTMs, we carried out
thermogravimetric analysis (TGA) (see Fig. S1 in ESI†). Although
PEH-9 with increased conjugation length is less stable
compared with PEH-8 and PEH-3, all the HTMs started to
decompose at a temperature around 400 �C.
Electrochemical properties, DFT calculations and hole
mobility

The electrochemical behaviour of PEH-3, PEH-8 and PEH-9 was
investigated by cyclic voltammetry (CV) as shown in Fig. S2† and
differential pulse voltammetry (DPV) as shown in Fig. 3a. The
values are summarized in Table 1. The three new HTMs show
two reversible redox processes in the low potential region at
around 0.15 V and 0.25 V, respectively, indicating that the two
electrons are removed successively from the two donor tri-
phenyl amine (TPA) units and a higher potential is needed to
transform HTM+c into HTM2+c. The small difference in the two
oxidation peaks of PEH-3 indicated that the two electrons are
removed almost simultaneously from the two TPA units to form
a dication in a similar region. However, in the case of the PEH-8
and PEH-9 HTMs, the two electrons are removed sequentially.
The splitting of the oxidation of the two TPA units into two steps
suggests effective charge delocalization through the p-bridge
between the two TPA branches. The redox processes of the three
HTMs are completely reversible, with PEH-9 having the lowest
oxidation potential and band gap due to increased conjugation
length. The HOMO energy levels were calculated from the CV
and DPV data with assumptions following the procedure
6070 | Chem. Sci., 2016, 7, 6068–6075
previously described.26 The HOMO levels calculated from the
oxidation potential maxima in DPV are �5.207, �5.198 and
�5.265 eV for PEH-3, PEH-8 and PEH-9, respectively. As the
HOMO energy level of CH3NH3PbI3 is �5.43 eV,27 the three new
HTMs should have an efficient hole extraction capability. LUMO
energy levels were calculated according to ELUMO¼ EHOMO� E0–0 to
be �2.608, �2.492 and �2.854 eV, respectively, which will allow
sufficient offset of the conduction band of perovskite to not only
block the electrons from perovskite, but also to ensure a cascade
of electron transfer at the interface when the HTMs are excited
(Fig. 3b).

Calculations using time dependent-density functional theory
(TD-DFT) were used to investigate the electronic properties of
the HTMs. As shown in Fig. 3b, the orbital density of the HOMO
of the three new HTMs is located over the entire molecule,
whereas the orbital density of the LUMO is predominantly
located on the bridge group, since the (thieno)thiophene unit
has less electron-donating strength than the TPA unit. All
molecules have a similar orbital density due to their similar
donor–p–donor structure.

The hole dri mobility of the HTM layers was measured on
OFET substrates (Fig. S3†). The mobility (m) values of oxidized
PEH-3, PEH-8 and PEH-9 were determined to be 3.72 � 10�5

cm2 V�1 s�1, 4.05� 10�5 cm2 V�1 s�1 and 3.64� 10�6 cm2 V�1 s�1,
respectively, which are lower than that of spiro-OMeTAD
(m ¼ 5 � 10�5 cm2 V�1 s�1). All electrical properties are
summarized in Table 1.
Single-crystal packing and analysis

The differences found in the electronic properties of semi-
conducting materials can be determined from the crystal
structures. Single crystals of these newmolecules were obtained
by the slow solvent evaporation method. The detailed crystal-
lographic data are summarized in Tables 2 and S1.† Compar-
ison between the crystal structures of these compounds with
different p-bridges provides insight into how the conjugation
length of the thiophene based bridge affects molecular struc-
ture and packing characteristics. The overall geometry of the
molecules is substantially different from that of Spiro-OMe-
TAD.16 The conjugated bridges of the PEH-3 and PEH-9 exhibit
an all-anti, fully planar geometry, with dihedral angles between
TPA and the mean plane of the rings <3�. In contrast, the
thienothiophene bridging PEH-8 exhibits a much higher dihe-
dral angle of 22� (Fig. 4a, d and g and S4†). The molecular
packing of these new HTMs with longer and shorter bridges is
radically different. PEH-3 with a medium bridge length of
17.65 Å showed layer-by-layer stacking geometry. From the
a axis of the single crystal of PEH-3, each layer shows a waved
conformation within which the interlaced PEH-3 molecules
interact with each other via eight CH/p hydrogen bonds. The
bulky TPA moieties tend to ock together to form the ridge and
valley. Like a familiar “herringbone” (HB) motif, the intersec-
tion angle between two adjacent molecules is 83� (Fig. 4b and c).
Along the b axis, these 2D layers stack through an abundance of
CH/p hydrogen bonds to form the crystal. The average
distance between each layer is measured to be 4.38 Å, which is
This journal is © The Royal Society of Chemistry 2016
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Fig. 3 (a) Differential pulse voltammetry (DPV) of the three compounds with 0.1 M tetrabutylammonium hexafluorophosphate in CH2Cl2 at
a scan speed of 50 mV s�1, potentials vs. Fc/Fc+; (b) energy level diagram of each component in a hybrid solar cell calculated based on DPV
measurements with isodensity surface plots of PEH-3, PEH-8 and PEH-9 as calculated by time dependent-density functional theory (TD-DFT)
using the B3LYP functional/6-31G* basis set.
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too large to induce p–p interactions. No co-facial overlap is
observed, which is quite unexpected in view of the highly planar
geometry in the p-bridge.

Thanks to the small p–p distances of 3.34 Å, completely
different packing is observed in the single crystal of PEH-8.
The p–p interactions are measured between each PEH-8
molecule and two adjacent molecules with the same longitu-
dinal orientation (high longitudinal shi of 9.47 Å) (Fig. 4f).
Considering the length of the central p-bridge is merely
16.06 Å, only a small part of each PEH-8 molecular skeleton
overlaps with the adjacent molecules. The slipped molecules
arranged in a 1D stacking structure forming half of the
“herringbone” motif. Each half of the “herringbone” motif
forms one layer of the crystal as indicated by the red and yellow
colors in Fig. 4e. Unlike the case of PEH-3, the “herringbone”
structure is formed from the edge side of the long axis of the
molecule. The intersection angle between two adjacent PEH-8
molecules is 40.2� (Fig. 4f). The origin of this angle is probably
due to interactions between the TPA moieties. Continuous
regions of TPA and thienothiophene can be marked out along
the b axis (Fig. S3b†). In addition to the p–p interactions and
CH/p hydrogen bonds, CH/S and CH/p hydrogen bonds
are also observed.
Table 1 Optical, electrochemical, thermal and mobility parameters of th

Compounds labs
a/nm (3/M�1 cm�1) E0–0

b (eV) Eox0
c (V)

PEH-3 426 (45 200) 2.60 0.117
PEH-8 410 (55 200) 2.71 0.068
PEH-9 463 (86 000) 2.41 0.135

a Absorption spectra were measured in CH2Cl2 solution. b E0–0 was from
c Redox potentials of the compounds were measured in CH2Cl2 with 0
energy of the highest occupied molecular orbital (EHOMO) was calculated
the lowest unoccupied molecular orbital (ELUMO) was calculated accord
weight loss at 10 �C min�1, N2 atmosphere.

This journal is © The Royal Society of Chemistry 2016
A more complex packing is observed for molecule PEH-9,
which has the longest central p-bridge (24.28 Å). In this case,
the high core planarity and the long conjugation length force
the molecules to stack with the highest overlapping level. More
importantly, the two thienothiophene units provide two addi-
tional S/p (3.48 Å) and CH/p interactions between each PEH-
9 molecule and two adjacent molecules, indicating the forma-
tion of a standard edge-to-face herringbone packing structure
(with an angle of �83.5�) (Fig. 4h and i). At the same time, three
minimal intermolecular (p/p) distances (3.30 Å, 3.34 Å, 3.36 Å)
and even more CH/p interactions are measured in the TPA
parts of the aggregated molecules. Similarly to PEH-8, contin-
uous regions of TPA and the central p-bridge formed via self-
assembly with much higher overlap (Fig. S4c†). From the single
crystal study, we can see that out of the three new HTMs, PEH-9
possesses the highest number/most types of intermolecular
interactions.
Perovskite solar cell evaluation

The perovskite solar cell devices with the new HTMs having
a device conguration of FTO/TiO2 compact layer/TiO2 meso-
porous/CH3NH3PbI3/HTM/Au were fabricated. Fig. 5a describe
e compounds

EHOMO
d (eV) ELUMO

e (eV) Tdeg
f (�C) m, cm2 V�1 s�1

�5.207 �2.608 405 3.72 � 10�5

�5.198 �2.492 410 4.05 � 10�5

�5.265 �2.854 395 3.64 � 10�6

the absorption and emission cross peak in dichloromethane solution.
.1 M (n-C4H9)4NPF6 with a scan rate of 50 mV s�1 (vs. Fc/Fc+). d The
as Eox0 (V) vs. Fc/Fc+ + 0.69 vs. NHE + 4.44 vs. vacuum. e The energy of
ing to E0–0 � Eox.

f Degradation temperature observed from TGA 5%

Chem. Sci., 2016, 7, 6068–6075 | 6071
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Table 2 Crystallographic data for the three triphenylamine-substituted oligomer derivatives

PEH-3 PEH-8 PEH-9

Crystal system Orthorhombic Monoclinic Triclinic
Space group Pbca (61) P121/n1 (14) P�1 (2)
Calculated density (g cm�3) 1.239 1.280 1.291
Short contact distance (Å) 2.77 (CH/p) 3.34 (p/p) 3.48 (S/p)

2.96 (CH/p) 3.30 (p/p)
2.50 (CH/O) 3.34 (p/p)
2.70 (CH/p) 3.36 (p/p)

2.73–2.84 (CH/p)
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the current–voltage (J–V) curves (FB to SC) under standard
global AM 1.5 illumination, fabricated using MAPbI3 perovskite
as the absorber. It is known that J–V hysteresis between forward
and reverse scans is typically observed in the J–V characteristic
of PSCs, which makes estimation of the actual PCE ambig-
uous.28,29 To show the impact of the hysteresis on our device
performances, we reported in Fig. S5† the J–V traces of PSCs
Fig. 4 Crystal structures of the three TPA-substituted oligomer derivativ
red-, yellow-, purple-, and gray-colored atoms represent O, S, N, and C, r
d, g) ORTEP structures of the three HTM derivatives from both face an
packing diagrams of the single crystals of the three HTM derivatives: (b
distance of 4.38 Å); (e) PEH-8 (P121/n1 (14) space group, p/p distance of
3.36 Å, S/p distances of 3.48 Å) (red and yellow colors are used to highl
three HTM derivatives from different stacking directions: (c) PEH-3 (top
direction is 83�); (f) PEH-8 (longitudinal shift is 9.47 Å and intersection ang
stacking with intersection angle of transverse direction 83.5�).

6072 | Chem. Sci., 2016, 7, 6068–6075
based on these new HTMs collected by scanning the applied
voltage at 0.01 V s�1 from forward bias (FB) to short circuit (SC)
and the other way around. The solar-cell performance param-
eters extracted from both directions of the J–V curves are pre-
sented in Table 3. When PEH-3 is tested, the PSC exhibits a PCE
of 12.56% on the backward scan with a short-circuit photocur-
rent density (JSC) of 17.92 mA cm�2, open-circuit voltage (VOC) of
es at 273 K and 180 K. Thermal ellipsoids are set at 50% probability. The
espectively. All of the hydrogen atoms have been omitted for clarity. (a,
d edge perspectives: (a) PEH-3; (d) PEH-8; (g) PEH-9. (b, e, h) Crystal
) PEH-3 (Pbca (61) space group, CH/p distance of 2.77 Å, interlayer
3.34 Å); (h) PEH-9 (P�1 (2) space group, p/p distances of 3.30, 3.34 and
ight the different layers). (c, f, i) Molecular packing arrangements of the
view of slipped 2D stacking layers, intersection angle of longitudinal
le of longitudinal direction is 40.2�); (i) PEH-9 (edge to face alternating

This journal is © The Royal Society of Chemistry 2016
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Fig. 5 (a) Current (J)–voltage (V) curves of the solar cells with PEH-3, PEH-8, PEH-9 and Spiro-OMeTAD control recorded from forward bias (FB)
to short circuit conditions (SC) under AM 1.5 conditions (100 mW cm�2). (b) Incident photon-to-electron conversion efficiency (IPCE) as
a function of wavelength for the PSCs in (a).

Table 3 Solar cell performance parameters

Materials Scan direction JSC, mA cm�2 VOC, mV FF PEC (%)

PEH-3 FB to SC 17.920 1008.0 69.50 12.560
SC to FB 17.830 1003.0 64.90 11.600
Average 17.875 1005.5 67.20 12.080

PEH-8 FB to SC 18.200 969.0 69.50 12.250
SC to FB 18.100 864.0 58.90 9.970
Average 18.150 916.5 64.20 11.110

PEH-9 FB to SC 20.420 1070.0 76.50 16.900
SC to FB 20.450 1058.0 75.20 16.300
Average 20.435 1064.0 75.85 16.600

Spiro FB to SC 20.900 1074.0 77.70 17.420
SC to FB 20.900 1063.0 75.50 16.650
Average 20.900 1068.5 76.60 17.035

Fig. 6 Statistical distribution of efficiencies of the perovskite solar cells
with PEH-3, PEH-8, PEH-9 and Spiro-OMeTAD. 30 devices were
fabricated for each analysis. The distribution curve is fitted by the
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1008 mV, and ll factor (FF) of 0.695. For the forward scan,
a slightly decreased PCE of 11.6% is observed leading to an
average PCE of 12.08%. The average PCE decreases to 11.11%
when PEH-8 is used as the HTM layer due to more prominent
hysteretic behaviour, which results in amuch decreased PCE for
the forward scan. The highest average PCE recorded is 16.6% for
the PSC with PEH-9 as the HTM layer, which displayed a JSC of
20.42 mA cm�2, a VOC of 1070 mV, and a ll factor of 76.5, and
an overall efficiency of 16.9% for the reverse scan. The improved
efficiency with PEH-9 is due to the simultaneously increased JSC,
VOC and FF values associated with the increased intermolecular
interaction and lm quality (see Fig. S6†). We note that the
average open circuit voltage (VOC) followed the trend of VPEH-9

OC >
VPEH-3
OC > VPEH-8

OC . This can be rationalized by the similar trend in
the EHOMO levels of the new HTMs (Table 1). The JSC values for
these PSCs are quite similar and consistent with their respective
incident photon-to-electron conversion efficiency (IPCE)
spectra, which are shown in Fig. 5b. IPCE of all devices exceeds
70% in the broad spectral range from 400 to 700 nm, reaching
a maximum of 80% at �500 nm. The integrated photocurrent
density of PEH-9 is 20.29 mA cm�2, which is in good agreement
with the measured photocurrent density of 20.42 mA cm�2 at
This journal is © The Royal Society of Chemistry 2016
the standard solar AM 1.5G. Devices based on Spiro-OMeTAD
were fabricated under the same conditions for comparison. It
turned out that devices fabricated using PEH-9 gave an overall
performance (¼16.6%) comparable to that of the devices based
on Spiro-OMeTAD (¼17.03%), indicating PEH-9 as a new
promising HTM for PSCs. The statistical data of the perovskite
solar cells containing the three new HTMs and spiro-OMeTAD
based on 30 identical devices with each HTM are shown in
Fig. 6, giving average PCE values of 11.19%, 10.42%, 14.91%
and 15.14%, respectively. These results exhibit a similar trend
to the best performing devices. In addition, narrow efficiency
distributions are observed for both PEH-9 and spiro-OMeTAD.
Finally, the operational stability of the new HTM-based perov-
skite solar cell was tested under a light intensity of 100 mW
cm�2 and the data are shown in Fig. S8 (ESI†). The encapsulated
cells showed diversied behavior over time depending on the
HTM molecules used. Generally, the PEH-9 and Spiro-OMeTAD
showed comparable and better stability with �7% loss of PCE
over 400 hours. On the contrary, PEH-8 showed the most
Gaussian function.

Chem. Sci., 2016, 7, 6068–6075 | 6073
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signicant deterioration in PCE, mainly due to the decrease in
JSC. The FF values of PEH-3 and PEH-8 decrease more promi-
nently too. Aer 400 h in an ambient environment, the PCE of
the device with PEH-8 as the HTM retains only 60% of its initial
value.
Time-resolved photoluminescence (TRPL)

To better investigate the photoinduced processes behind the
device operation, we monitored the photoluminescence
dynamics of the different HTMs interfaced in a bilayer cong-
uration with the perovskite. The continuous wave (CW) photo-
luminescence (PL) spectra of the perovskite and of the bilayers
are reported in Fig. 7a. It is noted that all the bilayers show
a dramatic quenching with respect to the pristine perovskite
with similar intensity. The PL quenching can reasonably be
attributed to the efficient hole transfer that happens at the
perovskite/HTM interfaces. Fig. S7† shows the PL spectra of the
same sample (PEH-9 on perovskite) excited from both the
perovskite side and the PEH-9 side, from which we can estimate
90% quenching. Fig. 7b shows the comparison of the time
resolved photoluminescence decay at 760 nm between the bare
perovskite deposited on glass without any HTM on top and the
series of bilayers, also including the reference Spiro-OMeTAD.
The pristine perovskite lm shows a long-living decay tted
with a monoexponential time constant above the time window
(t1 ¼ 31 ns, see Table S2†), in agreement with observations in
the literature.30,31 On the other hand, the PL decay at the
perovskite/spiro and perovskite/HTM exhibits a similar trend,
consisting of a fast component of less than 1 ns and a long
living one of around 10 ns. The quenching observed indicates
an efficient hole transfer occurring within 1 ns, ultimately
limited by our instrument resolution. Note that among the
different HTMs, the bilayer with PEH-9 shows a dominant
contribution in relative weight in favour of the fast component
(the amplitude A1 is approaching 98%). This behaviour
might suggest that, among other interfacial processes, the hole
Fig. 7 (a) Continuous wave (CW) photoluminescence spectra, excitation
the pristine perovskite film and the bilayer series. Excitation at lexc ¼
encapsulated to prevent degradation or any oxygen/moisture induced e
fitting in the form of y ¼ A1 � exp(�x/t1) + A2 � exp(�x/t2). See Table S2

6074 | Chem. Sci., 2016, 7, 6068–6075
transfer to the PEH-9 molecule is an efficient pathway for the
photogenerated charges. It is worth noting that due to the long
absorption of PEH-9 (Fig. 2), the excitation at 460 nm also
excites, although to a minor extent, the HTM itself.

Conclusions

We have synthesized three new donor–p–donor type hole trans-
porting materials denoted as PEH-3, PEH-8 and PEH-9, incor-
porating thiophene or thienothiophene with two electron-rich
TPA units, via facile synthesis for perovskite solar cells. Suitable
band alignments of the three molecules with perovskite and the
photoanode allowed cascade electron injection and effective hole
extraction in the perovskite solar cells. We compared and con-
trasted their optoelectronic properties and performance when
acting as HTMs. The optimized devices of PEH-9 exhibited an
impressive PCE of 16.9% under standard global AM 1.5 illumi-
nation with minimized hysteretic behaviour, which is compa-
rable to devices using a state-of-the-art spiro-OMeTAD hole
transport layer under similar conditions. Single-crystal
measurements and time-resolved photoluminescence (TRPL)
revealed that the donor–p-bridge–donor structure with a planar
conguration could be a promising strategy to design small
molecule HTMs, due to the multiple intermolecular short
contacts acting as charge transporting channels and efficient
charge extraction properties from the perovskite layer. Ambient
stability aer 400 h revealed that 93% of the energy conversion
efficiency was retained for PEH-9, similarly to the result for spiro-
OMeTAD, indicating that the devices had good long-term
stability. Studies on molecular engineering of donor–p–donor
type HTMs that exhibit further increased charge transporting
channels for highly efficient PSCs are now in progress.

Author contributions

S. P., K. R. and P. G. conceived and designed the experiments,
including synthesis and analysis of the data. S. P. and I. Z.
at 500 nm; (b) time resolved photoluminescence decay at 760 nm for
460 nm, excitation density of 1 nJ cm�2. All the samples have been
ffects. Solid lines represent the fitting curve resulting from exponential
† for the fitting parameters.

This journal is © The Royal Society of Chemistry 2016

http://creativecommons.org/licenses/by/3.0/
http://creativecommons.org/licenses/by/3.0/
https://doi.org/10.1039/c6sc01478j


Edge Article Chemical Science

O
pe

n 
A

cc
es

s 
A

rt
ic

le
. P

ub
lis

he
d 

on
 2

4 
M

ay
 2

01
6.

 D
ow

nl
oa

de
d 

on
 3

/1
4/

20
26

 1
2:

44
:1

4 
A

M
. 

 T
hi

s 
ar

tic
le

 is
 li

ce
ns

ed
 u

nd
er

 a
 C

re
at

iv
e 

C
om

m
on

s 
A

ttr
ib

ut
io

n 
3.

0 
U

np
or

te
d 

L
ic

en
ce

.
View Article Online
fabricated PSC devices. P. G. rened the crystal data and ana-
lysed and did DFT calculation. G. G. measured and analysed
static and transient photoluminescence. P. Gratia measured
hole mobility. S. P. and P. G. wrote the rst dra of the paper. All
the authors contributed to the discussion and the writing of the
paper, and approved. M. K. N. directed the scientic research
for this work.

Acknowledgements

This project was funded by the Deanship of Scientic Research
(DSR), King Abdulaziz University, Jeddah, under grant
no. 79-130-35-HiCi. The authors therefore acknowledge DSR
with thanks for technical and nancial support. MKN
acknowledges funding from the European Union Seventh
Framework Programme [FP7/2007–2013] under grant agree-
ment no. 604032 of the MESO project, (FP7/2007–2013)
ENERGY.2012.10.2.1; NANOMATCELL, grant agreement no.
308997. We thank Dr M. Saliba for the device screening and Dr
Rosario Scopelliti for crystal data collection.

Notes and references

1 A. Kojima, K. Teshima, Y. Shirai and T. Miyasaka, J. Am.
Chem. Soc., 2009, 131, 6050–6051.

2 P. Gao, M. Grätzel and M. K. Nazeeruddin, Energy Environ.
Sci., 2014, 7, 2448.

3 S. Pang, H. Hu, J. Zhang, S. Lv, Y. Yu, F. Wei, T. Qin, H. Xu,
Z. Liu and G. Cui, Chem. Mater., 2014, 26, 1485–1491.

4 http://www.nrel.gov/ncpv/images/efficiency_chart.jpg.
5 C. C. Stoumpos, C. D. Malliakas and M. G. Kanatzidis, Inorg.
Chem., 2013, 52, 9019–9038.

6 H.-S. Kim, C.-R. Lee, J.-H. Im, K.-B. Lee, T. Moehl,
A. Marchioro, S.-J. Moon, R. Humphry-Baker, J.-H. Yum,
J. E. Moser, M. Grätzel and N.-G. Park, Sci. Rep., 2012, 2, 591.

7 S. D. Stranks and H. J. Snaith, Nat. Nanotechnol., 2015, 10,
391–402.

8 Q. Dong, Y. Fang, Y. Shao, P. Mulligan, J. Qiu, L. Cao and
J. Huang, Science, 2015, 347, 967–970.

9 W. Nie, H. Tsai, R. Asadpour, J. Blancon, A. J. Neukirch,
G. Gupta, J. J. Crochet, M. Chhowalla, S. Tretiak,
M. a. Alam, H. Wang and A. D. Mohite, Science, 2015, 347,
522–525.

10 N. J. Jeon, J. H. Noh, W. S. Yang, Y. C. Kim, S. Ryu, J. Seo and
S. Il Seok, Nature, 2015, 517, 476–480.

11 Z. Yu and L. Sun, Adv. Energy Mater., 2015, 5, 1500213.
12 D. Bi, W. Tress, M. I. Dar, P. Gao, J. Luo, C. Renevier,

K. Schenk, A. Abate, F. Giordano, J.-P. Correa Baena,
J.-D. Decoppet, S. M. Zakeeruddin, M. K. Nazeeruddin,
M. Gra tzel and A. Hagfeldt, Sci. Adv., 2016, 2, e1501170.

13 H. Li, K. Fu, P. P. Boix, L. H. Wong, A. Hagfeldt, M. Grätzel,
S. G. Mhaisalkar and A. C. Grimsdale, ChemSusChem, 2014,
7, 3420–3425.
This journal is © The Royal Society of Chemistry 2016
14 T. Krishnamoorthy, F. Kunwu, P. P. Boix, H. Li, T. M. Koh,
W. L. Leong, S. Powar, A. Grimsdale, M. Grätzel,
N. Mathews and S. G. Mhaisalkar, J. Mater. Chem. A, 2014,
2, 6305.

15 H. Li, K. Fu, A. Hagfeldt, M. Grätzel, S. G. Mhaisalkar and
A. C. Grimsdale, Angew. Chem., Int. Ed., 2014, 53, 4085–4088.

16 P. Ganesan, K. Fu, P. Gao, I. Raabe, K. Schenk, R. Scopelliti,
J. Luo, L. H.Wong, M. Grätzel andM. K. Nazeeruddin, Energy
Environ. Sci., 2015, 8, 1986–1991.

17 M. L. Petrus, T. Bein, T. J. Dingemans and P. Docampo,
J. Mater. Chem. A, 2015, 3, 12159–12162.

18 N. J. Jeon, J. Lee, J. H. Noh, M. K. Nazeeruddin, M. Grätzel
and S. Il Seok, J. Am. Chem. Soc., 2013, 135, 19087–19090.

19 A. Abate, S. Paek, F. Giordano, J. P. Correa Baena, M. Saliba,
P. Gao, T. Matsui, J. Ko, S. M. Zakeeruddin, K. H. Dahmen,
A. Hagfeldt, M. Grätzel and N. K. Mohammad, Energy
Environ. Sci., 2015, 8, 2946–2953.

20 K. Rakstys, A. Abate, M. I. Dar, P. Gao, V. Jankauskas,
G. Jacopin, E. Kamarauskas, S. Kazim, S. Ahmad,
M. Grätzel and M. K. Nazeeruddin, J. Am. Chem. Soc., 2015,
137, 16172–16178.

21 B. Xu, E. Sheibani, P. Liu, J. Zhang, H. Tian, N. Vlachopoulos,
G. Boschloo, L. Kloo, A. Hagfeldt and L. Sun, Adv. Mater.,
2014, 26, 6629–6634.

22 T. Swetha and S. P. Singh, J. Mater. Chem. A, 2015, 3, 18329–
18344.

23 J. Roncali, P. Leriche and P. Blanchard, Adv. Mater., 2014, 26,
3821–3838.

24 M. Xu, R. Li, N. Pootrakulchote, D. Shi, J. Guo, Z. Yi,
S. M. Zakeeruddin, M. Grätzel and P. Wang, J. Phys. Chem.
C, 2008, 112, 19770–19776.

25 H. Choi, I. Raabe, D. Kim, F. Teocoli, C. Kim, K. Song,
J.-H. Yum, J. Ko, M. K. Nazeeruddin and M. Grätzel,
Chem.–Eur. J., 2010, 16, 1193–1201.

26 N. G. Connelly and W. E. Geiger, Chem. Rev., 1996, 96, 877–
910.

27 P. Qin, N. Tetreault, M. I. Dar, P. Gao, K. L. McCall,
S. R. Rutter, S. D. Ogier, N. D. Forrest, J. S. Bissett,
M. J. Simms, A. J. Page, R. Fisher, M. Grätzel and
M. K. Nazeeruddin, Adv. Energy Mater., 2015, 5, 1400980.

28 H. J. Snaith, A. Abate, J. M. Ball, G. E. Eperon, T. Leijtens,
N. K. Noel, S. D. Stranks, J. T.-W. Wang, K. Wojciechowski
and W. Zhang, J. Phys. Chem. Lett., 2014, 5, 1511–1515.

29 E. L. Unger, E. T. Hoke, C. D. Bailie, W. H. Nguyen,
A. R. Bowring, T. Heumüller, M. G. Christoforo and
M. D. McGehee, Energy Environ. Sci., 2014, 7, 3690–3698.

30 S. D. Stranks, G. E. Eperon, G. Grancini, C. Menelaou,
M. J. P. Alcocer, T. Leijtens, L. M. Herz, A. Petrozza and
H. J. Snaith, Science, 2013, 342, 341–344.

31 C. Roldan-Carmona, P. Gratia, I. Zimmermann, G. Grancini,
P. Gao, M. Graetzel and M. K. Nazeeruddin, Energy Environ.
Sci., 2015, 8, 3550–3556.
Chem. Sci., 2016, 7, 6068–6075 | 6075

http://creativecommons.org/licenses/by/3.0/
http://creativecommons.org/licenses/by/3.0/
https://doi.org/10.1039/c6sc01478j

	Donortnqh_x2013tnqh_x3c0tnqh_x2013donor type hole transporting materials: marked tnqh_x3c0-bridge effects on optoelectronic properties, solid-state...
	Donortnqh_x2013tnqh_x3c0tnqh_x2013donor type hole transporting materials: marked tnqh_x3c0-bridge effects on optoelectronic properties, solid-state...
	Donortnqh_x2013tnqh_x3c0tnqh_x2013donor type hole transporting materials: marked tnqh_x3c0-bridge effects on optoelectronic properties, solid-state...
	Donortnqh_x2013tnqh_x3c0tnqh_x2013donor type hole transporting materials: marked tnqh_x3c0-bridge effects on optoelectronic properties, solid-state...
	Donortnqh_x2013tnqh_x3c0tnqh_x2013donor type hole transporting materials: marked tnqh_x3c0-bridge effects on optoelectronic properties, solid-state...
	Donortnqh_x2013tnqh_x3c0tnqh_x2013donor type hole transporting materials: marked tnqh_x3c0-bridge effects on optoelectronic properties, solid-state...
	Donortnqh_x2013tnqh_x3c0tnqh_x2013donor type hole transporting materials: marked tnqh_x3c0-bridge effects on optoelectronic properties, solid-state...
	Donortnqh_x2013tnqh_x3c0tnqh_x2013donor type hole transporting materials: marked tnqh_x3c0-bridge effects on optoelectronic properties, solid-state...
	Donortnqh_x2013tnqh_x3c0tnqh_x2013donor type hole transporting materials: marked tnqh_x3c0-bridge effects on optoelectronic properties, solid-state...
	Donortnqh_x2013tnqh_x3c0tnqh_x2013donor type hole transporting materials: marked tnqh_x3c0-bridge effects on optoelectronic properties, solid-state...
	Donortnqh_x2013tnqh_x3c0tnqh_x2013donor type hole transporting materials: marked tnqh_x3c0-bridge effects on optoelectronic properties, solid-state...
	Donortnqh_x2013tnqh_x3c0tnqh_x2013donor type hole transporting materials: marked tnqh_x3c0-bridge effects on optoelectronic properties, solid-state...

	Donortnqh_x2013tnqh_x3c0tnqh_x2013donor type hole transporting materials: marked tnqh_x3c0-bridge effects on optoelectronic properties, solid-state...
	Donortnqh_x2013tnqh_x3c0tnqh_x2013donor type hole transporting materials: marked tnqh_x3c0-bridge effects on optoelectronic properties, solid-state...
	Donortnqh_x2013tnqh_x3c0tnqh_x2013donor type hole transporting materials: marked tnqh_x3c0-bridge effects on optoelectronic properties, solid-state...


