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Stretchable, adhesive and ultra-conformable
elastomer thin films†

Nobutaka Sato,a Atsushi Murata,b Toshinori Fujie*cd and Shinji Takeoka*a

Thermoplastic elastomers are attractive materials because of the drastic changes in their physical properties

above and below the glass transition temperature (Tg). In this paper, we report that free-standing polystyrene

(PS, Tg: 100 1C) and polystyrene–polybutadiene–polystyrene triblock copolymer (SBS, Tg: �70 1C) thin films

with a thickness of hundreds of nanometers were prepared by a gravure coating method. Among the

mechanical properties of these thin films determined by bulge testing and tensile testing, the SBS thin films

exhibited a much lower elastic modulus (ca. 0.045 GPa, 212 nm thickness) in comparison with the PS thin

films (ca. 1.19 GPa, 217 nm thickness). The lower elastic modulus and lower thickness of the SBS thin films

resulted in higher conformability and thus higher strength of adhesion to an uneven surface such as an

artificial skin model with roughness (Ra = 10.6 mm), even though they both have similar surface energies. By

analyzing the mechanical properties of the SBS thin films, the elastic modulus and thickness of the thin

films were strongly correlated with their conformability to a rough surface, which thus led to a high

adhesive strength. Therefore, the SBS thin films will be useful as coating layers for a variety of materials.

1. Introduction

Elastomers are attractive materials for the biomedical, electronics
and coatings fields1–9 owing to their unique properties including
elasticity, flexibility, and toughness. These physical properties are
key factors in the choice of materials used in electronic
devices,1,8,9 self-healing materials,10–12 and wearable devices.4,13

Elastomers display the characteristic of elongation under external
forces instead of breaking up; for instance, chewing gum
changes its form to conform to the substrate of teeth. The
physical properties of the constituent polymeric chains change
from a glassy to a rubbery state at the glass transition tempera-
ture (Tg).14,15 In general, polymers display glassy properties

(rigid and fragile) below Tg and rubbery properties (flexible
and conformable) above Tg, whereas elastomers exhibit reversible
deformation under an external force. Elastomers that have these
mechanical properties are generally classified into vulcanized
rubbers and thermoplastic elastomers (TPEs). TPEs are composed
of soft segments of flexible rubbers and hard segments of rigid
resins to prevent plastic deformation.

Ultrathin polymeric films (nanosheets) are expected to be
valuable for a wide variety of applications such as in the electro-
chemical, biomedical, and printing fields.16–19 Polymeric nano-
sheets have unique properties including thickness-dependent
glass transition temperatures20,21 and Young’s moduli.22–24

Understanding these physical and mechanical properties of
nanosheets enables us to control various functions such as
the adhesion and molecular permeability of nanosheets.25 In
particular, the adhesion property of nanosheets is one of the
fundamental characteristics for the attachment of nanosheets
to various surfaces. Such nanosheets can be attached to silicon
wafers and organs including the skin and lungs without chemical
glues.26–28 So far, we have reported the unique mechanical properties
of nanosheets that consist of non-elastomeric polyesters22 and
polyelectrolytes28 by bulge testing and microscratch testing.29

Interestingly, the adhesive force increases with a reduction in
thickness to less than ca. 100 nm, which would be due to the high
conformability of thinner nanosheets, which would increase the
total secondary interaction forces between the nanosheets and an
adherend with some roughness. Although these nanosheets
exhibited an increase in adhesion depending on their thickness,
other factors such as flexibility and surface energy are also largely
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associated with adhesion. In particular, flexibility is an important
factor that affects adhesive strength on irregularly shaped
surfaces. In previous studies, a poly(dimethylsiloxane) (PDMS)
nanomembrane displayed high flexibility,30,31 but the PDMS
nanomembrane is not suitable for large-scale fabrication
because a thermal curing process that lasts for hours is essential
for the PDMS prepolymer. Therefore, we focused our attention
on more appropriate elastomers for the fabrication of thin films
on a large scale. Elastomeric thin films with a thickness of
greater than 100 nm are expected to have both the mechanical
properties of a bulk elastomer and the physical properties
of conventional non-elastomeric nanosheets with a thickness
of ca. 100 nm. Understanding the unique physical properties of
elastomeric thin films in comparison with those of non-elastomeric
thin films is a necessary advance in the nanomaterials field.

In this study, we fabricated highly flexible and stretchable
elastomeric thin films and investigated their mechanical and
adhesive properties by bulge testing, tensile testing, and cross-
cut testing according to ISO 2409 in comparison with a standard
polymeric (PS) thin film. These thin films were prepared by a
microgravure coating method18 and were simply detached from
a polyethylene terephthalate (PET) substrate by using a water-
soluble sacrificial layer of polyvinyl alcohol (PVA). Free-standing
thin films were transferred to a silicon wafer or an artificial skin
model to characterize their surface morphology, conformability,
and adhesive properties. Furthermore, the high adhesion and
flexibility of these elastomeric thin films demonstrated mechanical
durability by utilizing a shatterproofness experiment.

2. Experimental
Materials

Silicon wafers were purchased from KST World Co. (Fukui,
Japan). The silicon wafers were cut into pieces with sizes of
2 cm� 2 cm and immersed in a piranha solution (H2SO4/H2O2 =
3/1, v/v) at 120 1C for 15 min, followed by being thoroughly
rinsed with deionized water (18 MO cm) to remove any con-
taminants adsorbed on the surface. An artificial skin model
(Bioskins, Beaulax Co., Ltd, Saitama, Japan) made from poly-
urethane was used in SEM observations and a tape test. This
artificial skin model has been used in the fields of cosmetics
and coating materials.32–34 It imitates the mechanical properties
such as the elastic modulus and roughness of the stratum
corneum of human skin, with a tensile strength of 0.95 MPa,
an elongation of 480%, and a roughness (Ra) of 10.6 mm. All
organic solvents (reagent grade) and poly(vinyl alcohol) (PVA;
Mw 22 000, 86.5–89% hydrolyzed) were purchased from Kanto
Chemical Co., Inc. (Tokyo, Japan) and were used without
purification. Polystyrene-block-polybutadiene-block-polystyrene
(SBS; Mw 140 000) and polystyrene (PS; Mw 280 000) were purchased
from Sigma-Aldrich Japan (Tokyo, Japan). The IR and 1H NMR
spectra of SBS were recorded and are shown in Fig. S1 (ESI†).
The monomer ratio of styrene to butadiene was 1 to 6.8
(butadiene 87 mol%) by calculation from the integral values
attributed to styrene and butadiene in the 1H NMR spectrum.

The thickness of thin films was determined by AFM (VN-8000,
Keyence Co., Ltd, Osaka, Japan).

Preparation of PS and SBS thin films by gravure coating

Both PS and SBS thin films were fabricated by a microgravure
technique utilizing a Mini-Labo coater (Yasui Seiki Co., Ltd,
Kanagawa, Japan). The thickness of the thin films was controlled
via the concentration of the polymer solution. A 2 wt% PVA
solution was coated on a PET film (12 cm width, Lumirrors

L-25T60, Toray Industries Inc., Tokyo, Japan) with a rotation
speed of the gravure roll of 30 rpm, a line speed of 1.3 m min�1

and a drying temperature of 100 1C. SBS and PS were dissolved in
tetrahydrofuran (THF) and ethyl acetate, respectively. After filtration
with a syringe filter (SupraPures, 0.2 mm, Recenttec Inc.), these
polymer solutions were coated on PVA/PET films under the same
conditions used for coating with PVA, except for the use of a drying
temperature of 80 1C. The resulting polymeric thin film was released
from the PET substrate by immersion in water to dissolve the
sacrificial PVA layer. In measuring the thickness of PS and SBS thin
films, firstly, both edges of a PS or SBS film coated on PET (1 m in
length and 12 cm in width) were trimmed by about 1 cm. Next, three
areas of this film were randomly selected, cut into pieces, and then
transferred to silicon wafers. The average thickness and standard
deviation of each polymeric thin film were calculated from measure-
ments of three locations on each piece by AFM.

AFM observations of thin films on a silicon wafer

Atomic force microscopy (AFM, Innova SPM, Bruker Co., Ltd,
MA, USA) was used to investigate the surface morphologies and
to perform analyses of the surface of PS and SBS thin films on
silicon wafers. AFM measurements were carried out with a
piezo scanner (maximum scan size of 50 mm � 50 mm) at room
temperature. Commercially available cantilever-style tapping
mode tips (RTESPA-CP silicon AFM probes, Bruker Co., Ltd)
were used with a resonance frequency in the range of 290–330 kHz.
AFM tapping phase images were filtered and analyzed by
NanoScope Analysis software (Bruker).

SEM observations of thin films on an artificial skin model

The surface morphologies of the PS and SBS thin films on an
artificial skin model (Ra = 10.6 � 1.8 mm) were investigated by
SEM (VE-9800, Keyence Co., Ltd, Osaka, Japan). The thin films
were transferred onto the artificial skin model from a free-
standing state at an air–water interface using a mesh.

Measurement of contact angle

Free-standing PS and SBS thin films were transferred onto a
silicon wafer and dried in vacuo. Then, 4 mL Milli-Q water was
dropped onto the thin film and the contact angle was measured
within 30 s after deposition of the droplet. Young’s eqn (1)
describes the principle of the contact angle:35

gs = gsl + gl cosy (1)

where y, gs, gl, and gsl represent the contact angle, free energy of
the solid surface, free energy of the liquid surface, and solid–
liquid interfacial energy, respectively.
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The work of adhesion between a solid surface and a liquid
can be represented by eqn (2) and (3):36,37

Wsl = gs + gl � gsl (2)

Eqn (1) and (2) are combined, resulting in eqn (3)

Wsl = gl(1 + cosy) (3)

Analysis of mechanical properties of thin films by a bulge test

A bulge test was performed as described in previous studies.38–40

In order to determine the ultimate tensile strength and
elastic modulus of the thin films, the following equations
were used:

s ¼ P� a2

4� h� d
(4)

e ¼ 2� d2

3� a2
(5)

E ¼ s
e

(6)

where s, P, a, h, d, e and E represent the tensile stress, applied
pressure, radius of the circular hole in the steel plate, thick-
ness, deflection, tensile strain, and elastic modulus of the thin
film, respectively.

Analysis of mechanical properties of thin films by a tensile test

A tensile test of the PS and SBS thin films was performed at
23 � 2 1C and a humidity of 50 � 5% using a tensile tester
(EZ-S-5N, Shimadzu Co., Ltd, Kyoto, Japan) with a tensile speed
of 10 mm min�1 according to ISO 3270. Mechanical data such
as normal stress and normal strain were calculated by TRAPE-
ZIUM X analysis software (Shimadzu). From the stress–strain
curves, the tensile strength, elongation and Young’s modulus
(strain 2.5–5%) of the thin films were calculated.

Shatterproofness experiment

PS and SBS thin films with thicknesses of 697 nm and 690 nm
were attached to cover glasses (22 mm � 22 mm, thickness
0.12–0.17 mm, Matsunami Glass Co., Ltd, Osaka, Japan),

respectively. Prior to the shatterproofness experiment, the glass
substrates were kept in an environmental chamber for 24 h
(temperature 23 1C, humidity 50%). Then, the substrates were
smashed by a household hammer (head weight: 57 g).

Measurement of adhesive strength of thin films on an artificial
skin model by a tape test

The adhesive strength of the PS and SBS thin films on an
artificial skin model was determined by a tape test according to
ISO 2409. The temperature and humidity were controlled via an
environmental chamber (KCL-2000A, Tokyo Rikakikai Co., Ltd,
Tokyo, Japan) at 32 � 2 1C and 50 � 5% in accordance with ISO
3270. The thin films were transferred onto the artificial skin
model from a free-standing state at an air–water interface using
a mesh. The thin films were peeled off from the artificial skin
model using standard tape (Cellophane tape CT-24, Nichiban
Co., Ltd, Tokyo, Japan) with an adhesive strength of 4.0 N cm�1

and other tapes having different adhesive strengths from 0.08
to 4.0 N cm�1 (Table S1, ESI†). The data were classified by a
number from 0 to 5, depending on the size of the detached
area. Detached areas of greater than 65%, 35–65%, 15–35%,
5–15%, less than 5%, and 0% were classified as 5, 4, 3, 2, 1,
and 0, respectively. The adhesive strength of each tape was
determined according to ISO 29862–29864.

3. Results and discussion

PS and SBS thin films were fabricated by a microgravure coating
method on a PVA-coated PET film. After gradually detaching the
thin films from the PET substrate by dissolving the PVA layer in
water, the resulting free-standing thin film floating at an air–
water interface, as shown in Fig. 1a, could be easily scooped
onto a silicon wafer for measurements of thickness. The SBS
thin film with a thickness of 690 nm was stretchable, as shown
in Fig. 1b. The PS thin films fabricated from 2, 2.5, and 7 wt%
solutions in ethyl acetate had thicknesses of 127� 10 nm, 217�
5 nm and 697 � 7 nm, respectively, whereas the thicknesses of
SBS thin films fabricated from 1, 2, 2.5, and 4 wt% solutions in
tetrahydrofuran (THF) are shown in Fig. 1c. As predicted from
the data for the PS thin films, the thickness of the SBS thin films

Fig. 1 Membrane stability on water and control of thickness of SBS thin films. (a) Free-standing 212 nm-thick SBS thin film (shown by white arrow,
2 cm � 2 cm) at an air–water interface. (b) Free-standing 690 nm-thick SBS thin film stretched by a tensile tester. (c) Relationship between the
concentration of the solution of SBS in THF and the thickness of the resulting SBS thin films.
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depended on the concentration of the SBS solution. The average
thicknesses were used for a bulge test and a tensile test.

As shown in Tables 1 and 2, we prepared five samples and
investigated them: PS thin films with thicknesses of 127 nm
(conventional nanosheet), 217 nm, and 697 nm were used as
standard samples, and SBS thin films with similar thicknesses
to those of the two thicker PS films, one with a thickness of
212 nm (thinner SBS thin film) and one with a thickness of
690 nm (thicker SBS thin film) were compared with the three PS
thin films. Movie S1 (shown in ESI†) demonstrates the stretch-
able nature of the 212 nm SBS film: it could be stretched with
tweezers from 1 cm to ca. 3 cm and returned to its original size
after being released from the tweezers. However, the 217 nm PS
film could not be stretched but fractured under the same
treatment. Thus, the PS thin film was not able to sustain a
self-supporting state in air.

Next, the surface morphology and wettability of the PS and
SBS thin films were observed, as shown in Fig. 2 and Fig. S2
(ESI†). Firstly, the surface morphologies of the 217 and 697 nm
PS films and the 212 and 690 nm SBS films on silicon wafers
were observed by atomic force microscopy (Fig. 2a–d). The 212
and 690 nm SBS films were stretched (100% tensile elongation)
by a tensile tester and were then transferred onto silicon wafers
(Fig. 2e and f). The surface of the 217 nm PS film was flat
(Fig. 2a), whereas that of the 697 nm PS film was phase-
separated owing to supersaturation and the average diameter
of polystyrene domains was about 150 nm (Fig. 2b). On the
other hand, the SBS thin films were phase-separated into
polystyrene and polybutadiene domains (Fig. 2c and d). In
previous studies,41–43 the surfaces of an SBS thin film adopted
various phase-separated structures consisting of polystyrene

cylinders and/or spheres in a polybutadiene matrix. According
to tapping phase images and the abovementioned previous
studies, the bright domains and dark domains are attributed to
polystyrene and polybutadiene, respectively. The polystyrene
domains in the 212 nm SBS film were larger than those in the
690 nm film. Therefore, polystyrene domains would easily
aggregate when the thinner SBS films were fabricated in a
polymer solution (20 mg mL�1) with a lower viscosity. The
thickness of the films depended on the concentration of the
polymer solutions: the thin films were fabricated from low-
concentration polymer solutions. Furthermore, orientation of
styrene domains was observed on the surface of elongated SBS
thin films with thicknesses of 212 nm and 690 nm (Fig. 2e and f).

The wettability of the thin films was determined by measure-
ments of the contact angle using a droplet of Milli-Q water
(Fig. S2, ESI†). The static contact angles of the 127 nm, 217 nm,
and 697 nm PS films and the 212 and 690 nm SBS films were
77 � 21, 76 � 11, 78 � 21, 82 � 11, and 83 � 11, respectively. In
addition, the static contact angle of an artificial skin model was
114 � 31. The adhesion energies of the thin films are shown in
Table S3 in the ESI.† In general, although wettability is a critical
factor for adhesion, this table indicated that the wettabilities of

Table 1 Mechanical properties of PS and SBS thin films with different
thicknesses determined by a bulge test

Polymer
Thickness
(nm)

Ultimate tensile
strength (MPa)

Ultimate tensile
elongation (%)

Elastic
modulus (GPa)

PS 127 � 10 16 � 3 6.3 � 2.4 0.90 � 0.05
PS 217 � 5 16 � 3 4.4 � 1.1 1.19 � 0.33
SBS 212 � 16 1.4 � 0.2 18.2 � 5.1 0.045 � 0.025
SBS 690 � 79 1.2 � 0.3 19.8 � 14.4 0.059 � 0.026

Table 2 Adhesive strength scores of thin films on an artificial skin model
determined by a cross-cut tape test. Detached areas of greater than 65%,
35–65%, 15–35%, 5–15%, less than 5%, and 0% were scored as 5, 4, 3, 2, 1,
and 0, respectively

Adhesive
strength (N cm�1)

PS PS PS SBS SBS
127 nm 217 nm 697 nm 212 nm 690 nm

4.01 5 5 5 5 5
2.59 — — — 5 —
1.18 — — — 5 —
1.06 — — — 5 —
0.78 — — — 0 5
0.71 — — — — 5
0.29 5 — — — 0
0.22 5 — — 0 0
0.18 5 — — — —
0.08 1 5 5 — —

Fig. 2 (a)–(d) AFM images of PS thin films with thicknesses of 217 nm
(a) and 697 nm (b), SBS thin films with thicknesses of 212 nm (c) and
690 nm (d), and SBS thin films with thicknesses of 212 nm (e) and 690 nm
(f), which were elongated (the elongation ratio was 100%) using a tensile
tester.
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the PS and SBS thin films were much the same. Therefore,
wettability would not be a factor in the strength of adhesion of
the thin films to an artificial skin model. The conformability of
the PS and SBS thin films to an artificial skin model was
examined by SEM (Fig. 3).

SEM images of the 127, 217, and 697 nm PS films and the
212 and 690 nm SBS films on the artificial skin model are
shown in Fig. 3a–e, respectively. The thinnest PS film (127 nm)
exhibited the highest conformability to the rough surface
(Fig. 3a–c). In addition, the thinner SBS film (212 nm,
Fig. 3d) was more conformable than the thicker film (690 nm,
Fig. 3e). Thus, it is indicated that conformability to the rough
surface depended on the thickness of the thin films. Furthermore,
the 217 nm PS film did not conform to the rough surface (Fig. 3b),
whereas the 212 nm SBS film clearly conformed to the rough
surface and the boundary between the SBS thin film and the
artificial skin model was obscure (Fig. 3d). Similarly, the thicker
690 nm SBS film was much more conformable than the similarly
thick 697 nm PS thin film. These results indicated that the shape-
matching ability of the thin films was dependent on their
thickness and the type of polymer: in this case, the presence of
a rich butadiene content (87 mol% butadiene units) in the
polymeric chain. Some mechanical properties of the thin films
were studied by a bulge test. Cross-sectional views of the
deflection of four thin film samples at pressures of 0.2–0.8 kPa
are shown in Fig. S3 in the ESI,† and those at a pressure of
0.8 kPa are representatively shown in Fig. 4a. The 212 nm SBS
film was highly deflected in comparison to the 217 nm PS film,
which had a similar thickness. It displayed a larger deflection
than that of the 690 nm SBS film, and even the 690 nm SBS film
displayed a larger deflection than that of the thinnest PS film
(127 nm). The ultimate tensile strength and elastic modulus of
each thin film were calculated as described in the experimental

section (eqn (4)–(6)). Pressure-deflection curves of the four PS
and SBS thin films are shown in Fig. 4b. The slopes of the
curves indicated that the SBS films were deflected in regions of
lower pressure in comparison with the PS films, and the
thinner SBS film exhibited a higher rate of deflection at the
same pressure than the thicker film. These pressure-deflection
curves were converted into stress–strain curves (Fig. 4c), and
the ultimate tensile strength, ultimate tensile elongation, and
elastic modulus were calculated from the initial elasticity of the
stress–strain curve for each thin film and are listed in Table 1. The
elastic moduli of the thinner and thicker SBS films were 0.045 �
0.025 GPa and 0.059 � 0.026 GPa, respectively. Thus, the thinner
and thicker SBS films had similar elastic moduli in each case.

Owing to the presence of the butadiene part of the polymer
chain, the 212 nm SBS film exhibited an ultimate tensile
strength that was ca. 11 times lower, an ultimate tensile
elongation that was ca. 4 times greater, and an elastic modulus
that was ca. 26 times lower in comparison with those of the
217 nm PS film. In a previous study of an elastomeric thin
film,39 polyurethane (PU) thin films were fabricated by cross-
linking acryl urethane resin. The PU thin film exhibited an
elongation of 33.6% and a tensile strength of 10 MPa. On the
other hand, the SBS thin film exhibited an elongation of 19%
and a tensile strength of 1.3 MPa, respectively. As these elasto-
mers consisted of soft and hard segments, the employment of
elastomers for the fabrication of thin films enabled the softening
of the thin films so that their tensile strength was in the MPa
range (i.e., the soft and hard segments of PU are attributed to the
alkyl chains of the polyol and urethane domains, whereas those
of SBS are attributed to the butadiene and styrene domains). In
addition, in our previous studies27,28 poly(L-lactic acid) (PLLA)
thin films and polysaccharide thin films composed of chitosan
and sodium alginate were fabricated. The elastic moduli of a

Fig. 3 SEM images at the edges of the PS (a)–(c) and SBS (d) and (e) thin films on an artificial skin model (Ra = 10.6 mm). The thicknesses of these thin films
were (a) 127 nm, (b) 217 nm, (c) 697 nm, (d) 212 nm, and (e) 690 nm.
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23 nm PLLA film and a 35 nm polysaccharide film were 1.7 GPa
and 1.1 GPa, respectively. Thus, the elastic moduli of the SBS thin
films were much lower than those of the other thin films in spite
of the fact that their thicknesses were greater than 200 nm.
Furthermore, considering the fact that the elastic moduli of the
other films were in the GPa range, employing elastomers could
contribute to a reduction in the elastic modulus from the GPa
range to the MPa range.

In addition to the bulge test, the mechanical properties of
the 212 and 690 nm SBS films and the 697 nm PS film were
investigated using a tensile tester. The behavior of the 690 nm
SBS film under loading by the tensile tester is representatively
shown in Movie S2 in the ESI.† The tensile strength, elongation,
and Young’s modulus of these thin films were calculated
from the stress–strain curves determined from the tensile test
(Fig. S4 and Table S2, ESI†). The tensile strength of the 697 nm
PS film was 5.4 MPa, which was ca. 6 times higher than those of
the thicker and thinner SBS films. In general, the tensile
strengths of bulk PS and SBS are 45–60 MPa44 and 2.5–30 MPa,45

respectively. In comparison with those of the bulk polymers, the
values of 5.4 MPa for the PS thin film and ca. 1 MPa for the SBS thin
film were quite low. The elongation of the 697 nm PS film was 1.8%,
which was ca. 100 times less than that of the 690 nm SBS film. The
Young’s modulus of the 697 nm PS film was 0.52 GPa, whereas
those of the 212 and 690 nm SBS films were 5.7 � 1.2 MPa and
4.9 � 0.8 MPa, respectively. Thus, the SBS thin film exhibited a
thickness-independent Young’s modulus and a much lower
Young’s modulus in comparison with that of the PS thin film
with a similar thickness. These results indicated that the
mechanical properties such as the elastic modulus and Young’s
modulus strongly depended on the types of polymers used
rather than the thickness of the thin film.

In addition, SEM observations (Fig. 3) demonstrated that the
elastomeric SBS thin films expanded and contracted at very low
stresses and conformed to a substrate with a rough surface,
because the elastic modulus of the SBS thin film was ca. 26 times
less than that of the PS thin film.

Next, the adhesive strengths of the thin films were determined
according to the cross-cut test described in ISO 2409 with
scoring from 0 to 5 under strict control of the temperature
(32 1C) and humidity (50%) using an environmental control
chamber and a glove box. At first, an artificial skin model and
Cellophanes tape were used as an adherend and a pressure-
sensitive adhesive tape, respectively. All thin films were easily
detached from the artificial skin model when Cellophanes tape
with an adhesive strength of 4.01 N cm�1 was used. Therefore,
various tapes with different adhesive strengths of less than
4.01 N cm�1 were used for the cross-cut test, and the results
are summarized in Table 2. The adhesive strengths of the
127 nm PS film and the 212 and 690 nm SBS films were
estimated to be 0.08–0.18 N cm�1, 0.78–1.06 N cm�1, and
0.29–0.71 N cm�1, respectively. Also, the adhesive strengths of
the 217 and 697 nm PS films were estimated to be less than
0.08 N cm�1. In general, the 212 nm SBS film displayed the
strongest adhesion and even the 690 nm SBS film had a much
greater adhesive strength than that of the thinnest PS film
(127 nm). Therefore, it is suggested that the strength of adhesion
to the artificial skin model was influenced by the conformability
of the thin films, which was related to the elastic modulus and
thickness of the thin films.

Finally, the SBS thin films exhibited mechanical durability,
as was shown by conducting a shatterproofness experiment.
The 697 nm PS and 690 nm SBS films were attached to cover
glasses (22 mm � 22 mm, thickness 0.12–0.17 mm) and kept in
an experimental chamber (temperature 23 1C, humidity 50%)
for 24 h. Then, a pristine cover glass and the samples were
smashed by a hammer (Movie S3, ESI†). In general, rubbers and
elastomers such as TPE and silicone resin are used for shatter-
proof materials for window glass and liquid crystal displays
owing to their high elasticity for shock absorption. The pristine
cover glass and that with an attached PS thin film were
scattered in all directions (Movie S3a and b, ESI†), whereas
the cover glass with an attached SBS thin film was not scattered;
the smashed glass was supported by the SBS thin film and could

Fig. 4 Determination of mechanical properties of the thin films. (a) Sequential cross-sectional views of the deflections at a pressure of 0.8 kPa of the PS
thin films with thicknesses of 127 nm and 217 nm and SBS thin films with thicknesses of 212 nm and 690 nm, in order from the top. n = 3. Scale bar:
500 mm. (b) Pressure-deflection and (c) stress–strain curves of the PS thin films with thicknesses of 127 nm (&) and 217 nm (B) and SBS thin films with
thicknesses of 212 nm (K) and 690 nm (m). The inset shows a magnified plot for the SBS thin films.
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then be picked up with tweezers (Movie S3c, ESI†). The adhesion
of the SBS thin film to the glass was sufficiently strong in spite
of its submicron thickness. The low elastic modulus of the SBS
thin film was probably responsible for the fact that it prevented
the cover glass from being scattered. These results suggest that
the SBS thin film could be used for coating materials. The
transmittance of the 690 nm SBS film was approximately 100%
in the wavelength region from 300 to 800 nm because of its
submicron thickness (Fig. S5, ESI†). Taken together, these
results suggest that the SBS thin films are good candidates for
employment as coating materials to protect electronic devices.

4. Conclusions

We fabricated free-standing elastomeric thin films made from
SBS using a microgravure coating method. The mechanical and
adhesive properties of the elastomeric SBS and standard polymeric
PS thin films were compared in this study. The SBS thin films
displayed a much lower elastic modulus and a higher adhesive
strength in comparison with those of PS films with a similar
thickness owing to the presence of the butadiene part of the
polymer chain. Although the elastic modulus of the SBS thin films
did not depend on their thickness, the thinner SBS film was more
conformable and had a greater adhesive strength than the thicker
SBS film. Therefore, the elastic modulus and thickness appear to be
correlated with the conformability to a rough surface, which then
determines the adhesive strength. These results indicate that the
adhesive strength is controllable via the elastic modulus and
thickness rather than the free energy, as both SBS and PS have
similar free energies. The SBS thin films had high mechanical
stability, adhered to rough surfaces, and have a high probability of
acting as excellent coating materials.
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