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g, experiments, and statistics for
the analysis of water-splitting photoelectrodes†

Yannick K. Gaudy and Sophia Haussener*

A multi-physics model of a planar water-splitting photoelectrode was developed, validated, and used to

identify and quantify the most significant materials-related bottlenecks in photoelectrochemical device

performance. The model accounted for electromagnetic wave propagation within the electrolyte and

semiconductor, and for charge carrier transport within the semiconductor and at the semiconductor–

electrolyte interface. Interface states at the semiconductor–electrolyte interface were considered using

an extended Schottky contact model. The numerical model was validated with current–voltage

measurements using an n-type GaN photoanode immersed in 1 M H2SO4. Numerical design of

experiments and parametric analysis were conducted using the validated model in order to identify and

optimize the key factors for water-splitting photoelectrodes. The methodology, developed using an

experimentally-validated numerical model coupled to statistical analysis, provides a general approach to

identify and quantify the main material challenges and design considerations in working PEC devices. In

the case of n-type GaN, the surface recombination, flatband potential, and doping concentration were

identified as the most significant parameters for the photocurrent density.
1. Introduction

Photoelectrochemical (PEC) water-splitting devices require light
absorbers, charge generators and separators, selective electro-
catalysts, ion conducting electrolytes, and product separating
semi-permeable membranes. Different approaches to inte-
grated PEC water-splitting devices have been investigated.1–3

Their key difference is the use of a solid–liquid junction (PEC
cell), a solid–solid junction (PV cell), or combinations thereof,
for charge separation.4,5 PV cell-based approaches allow for
a separate optimization of the semiconductor and the electro-
lyte but suffer from more complex and expensive
manufacturing and, usually, stability issues of the PV cell in the
electrolyte. PEC cell-based approaches have the potential to be
cheaper and provide tunable interface properties, but don't
allow for separate treatment of the semiconductor, electrolyte,
and sometimes the catalysts. The semiconductor–electrolyte
interface is at the core of PEC water-splitting devices perfor-
mance6 and therefore requires special focus and investigation.

Research focusing on the energy and charge transfer
phenomena at the illuminated semiconductor–liquid interface
was pioneered by Marcus and Gerischer, and has considerably
progressed over the decades.6–13 Electrochemistry at the semi-
conductor–liquid interface is oen discussed in terms of the
olytechnique Fédérale de Lausanne, 1015
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0–3114
Marcus–Gerischer model10 which refers to ideal direct charge
transfer. Nevertheless, deviations from the ideal charge transfer
are observed in the presence of interface states as is observed
for many semiconductor–electrolyte interfaces. Recently,
numerical modelling of the charge transfer at the semi-
conductor–electrolyte interface and its coupling to multi-
physical heat, mass, and charge transport phenomena in
a complete PEC device has become of interest as it can provide
insight into the coupled physical phenomena inaccessible to
experiments. Models of charge transport in the semiconductor
have enhanced the understanding of the energy band dynamics
of photoabsorbers in direct contact with an electrolyte,14 insight
that can only be captured by numerical calculations. A 1-
dimensional model of a PEC water-splitting device integrating
light absorption, charge transport in the semiconductor, charge
transfer to the metallic catalyst, and charge transport in the
electrolyte has quantied the dependency of the device perfor-
mance on the choice of the light absorber.15 Theory and
numerical modeling of charge transfer at semiconductor–cata-
lyst interfaces for solar water-splitting have been developed to
describe current–voltage behavior of semiconductor–catalyst–
solution systems with metallic, adaptive, and molecular cata-
lysts.13 These models do not simultaneously study electromag-
netic wave propagation and charge transport in the
semiconductor and/or do not consider all types of relevant
recombination phenomena, such as surface recombination,
which can be a major loss at semiconductor–electrolyte inter-
faces.13,16,17 A detailed quantication and decoupling of the
inuence of the photon absorption, charge generation, charge
This journal is © The Royal Society of Chemistry 2016
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transport and recombination, and interface transport and
recombination phenomena is missing.

In this work, we uniquely combine numerical modeling,
experimental measurements, and statistical analysis for the
development of an accurate water-splitting photoelectrode
performance model, identication and quantication of the key
performance parameters, and subsequent proposition of
material and device optimization. First, we introduce the
numerical model, which combines electromagnetic wave
propagation, charge generation and transport in the semi-
conductor, and charge transfer across the catalytically active
semiconductor–electrolyte interface. The numerical model is
then applied to a model system composed of a planar gallium
nitride photoanode and platinum wire cathode immersed in 1
M sulfuric acid. The numerical model is completed with
experimental investigations to determine missing material
parameters of gallium nitride. The numerical model is subse-
quently experimentally validated using linear sweep voltam-
metry measurements. Statistical methods are used in
combination with the validated model to identify the most
important material and interface properties. Finally, parametric
analyses are used to optimize identied key performance
parameters of the water-splitting photoelectrode.
2. Governing equations and
methodology
2.1. Model domain and assumptions

The modeled water-splitting photoelectrode consists of a planar
photoanode (GaN) electrically connected to a wired counter
electrode (Pt), both immersed in an electrolyte (sulfuric acid).
The detailed arrangement of the planar photoelectrode,
Fig. 1 (a) Scheme of the model domain (not to scale) of the photoano
model domain (dotted) and boundary conditions, and the 1D semicond
domain and boundary conditions. EC and EV are the conduction and va
potential, EF, EF,n and EF,p are the Fermi level, the electron and hole quasi-
reversible hydrogen electrode.

This journal is © The Royal Society of Chemistry 2016
including substrate and highly-doped conduction layers, is
depicted in Fig. 1a.

Electromagnetic wave (EMW) propagation is calculated in all
components of the device (electrolyte and semiconductor),
assuming solar irradiation at the top of the electrolyte and
absorption at the back contact of the photoanode. The 2D
model domain and its boundaries are indicated by a dotted
frame in Fig. 1a. The radiation model attempts to be applicable
to any type of photoelectrode or PEC device justifying the choice
of the advanced light propagation model. The typically applied
Beer–Lambert's law13–15 limits the calculation of the charge
generation rate to planar, homogeneous photoelectrodes, while
detailed EMW propagation calculations provide solutions to the
investigation and optimization of morphologically-complex,
nano-structured, heterogeneous, or multi-component water-
splitting photoelectrodes. Similarly, ray-tracing methods are
also limited to cases where geometrical optics are valid, i.e. the
thickness of the absorber is larger than the light wavelength.18

Charge transport and conservation is solved only in the
semiconductor component, utilizing dedicated boundary
conditions to ensure the physical coupling to the counter elec-
trode and the electrolyte; the front semiconductor domain
boundary consists of a semiconductor–electrolyte interface, and
the back semiconductor domain interface consists of a semi-
conductor–metal ohmic contact. The 1D model domain and its
boundaries are indicated by a red line in Fig. 1. The governing
equations of chemical species transport and reactions in the
electrolyte are well known19–21 and have been previously
studied.22 Detailed analysis of the charge and species transport
in the electrolyte was not considered in our study, assuming
a highly conducting electrolyte with an excess availability of
ions, no signicant species concentration variations, and no
mass transport limitations. Dissolved and gas-phase products
de (GaN) immersed in electrolyte including the 2D EMW propagation
uctor model domain (red line). (b) Detailed 1D semiconductor model
lence band potential levels, respectively. fsc is the space charge layer
Fermi level potentials, respectively. Va is the applied potential versus the
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such as oxygen and hydrogen were assumed to be quickly
evacuated from the semiconductor–electrolyte interface.
Generally, the electrolyte was assumed to be well stirred and
purged. Flatband potentials were assumed to be unaffected by
species adsorption at the semiconductor surface.

Our numerical model consists of two parts as depicted in
Fig. 1: (i) a 2D model of the EMW propagation in the electrolyte
and semiconductor that allows determination of the generation
rate of electron–hole pairs in the semiconductor, and (ii) a 1D
model of the charge transport and conservation in the semi-
conductor that allows determination of charge carrier concen-
trations, band positions, recombination rates, (photo)current,
and potentials. The EMW propagation in 2D was developed to
provide a general model enabling future study on more complex
device structures. The advancedmulti-dimensional EMWdid not
lead to signicant additional computational expenses, as the
electron–hole-pair generation rate was calculated only one time
assuming that the complex refractive index was independent of
the other semiconductor material properties. The 1D semi-
conductor model allowed for a computationally effective calcu-
lation and exploration of the material parameters of the
semiconductor. Physical effects on charge transport due tomulti-
dimensionality of the sample were neglected and irrelevant for
the planar sample with the highly conducting current collector.

The EMW propagation model assumed materials with
a relative magnetic permeability of 1 and an electrical conduc-
tivity of zero. The various components were assumed rigid,
homogeneous, and isotropic. Only steady state operation was
considered, and time dependent effects such as photocorrosion
were not considered.

2.1.1. Governing equations. The water-splitting photo-
electrode model included EMW propagation, static and
dynamic behavior of charge carriers in the semiconductor, and
current transfer across the catalytically-active semiconductor–
electrolyte interface.

Photoabsorption. The location-dependent charge carrier
generation rate is calculated by solving the Maxwell's curl
equations for each spectral band considered and the complex
refractive index, ~n(u) ¼ n(u) � ik(u), as relevant material
property,23

V � (V � E(x,u)) � k0
2~n(u)2E(x,u) ¼ 0. (1)

The optical power absorbed per unit volume is calculated
from the electric eld and the imaginary part of the complex
permittivity,

Pabsðx;uÞ ¼ � 1

2
ujEðx;uÞj2Jf3ðx;uÞg; (2)

rather than by calculating the divergence of the Poynting vector,
which is numerically less robust. The complex permittivity, 3 ¼
3r30 ¼ (n + ik)230, can be calculated from the complex refractive
index and vacuum permittivity, 30. The total electron–hole
generation rate, G, is calculated by integrating the spectral
generation rate over the considered spectrum,

Gn ¼ Gp ¼ GðxÞ ¼
ðumax

N

Pabsðx;uÞ=h=udu; (3)
3102 | J. Mater. Chem. A, 2016, 4, 3100–3114
with the upper integration boundary umax $ Egap/h.
Charge transport and conservation. The static behavior of the

charge carriers in the semiconductor is calculated by solving
Poisson's equation,24

V$(303rVf) ¼ �r ¼ q(n � p + NA
� � ND

+), (4)

with the electron and hole density, n and p, and the ionized
acceptor and donor concentrations, NA

� and ND
+.

The carrier density is given by integrating the product of the
Fermi–Dirac distribution and the density of states over all
possible states. For a non-degenerated semiconductor, i.e. when
the Fermi level is at least 3kBT away from either band edge, the
Fermi–Dirac distribution can be replaced by the Maxwell–
Boltzmann distribution leading to electron and hole densities
given by:24

n ¼ NC e�(EC�EF)/kB/T, (5)

p ¼ NV e�(EF�EV)/kB/T. (6)

The dynamic behavior of the carriers is calculated by solving
the dri-diffusion equations for electrons and holes inside the
semiconductor,24

in ¼ mnnVEC + mnkBTVn, (7)

ip ¼ mppVEV � mpkBTVp. (8)

Isothermal device temperature and thermal equilibrium
between the carrier and the lattice were assumed. The
conduction band and valence energy levels, EC and EV, are given
by EC¼ Evaccum � qc and EV¼ Evaccum � qc� Eg where Evaccum is
the vacuum energy level and c is the electron affinity. The total
current density, itot, is the sum of the electron and hole current
densities. The steady state charge conservation is given by,

1

q
V$in=p ¼ Un=p; (9)

where Un/p is the net electron or hole recombination rate,

Un/p h RSRH
n/p + Rrad

n/p + RAu
n/p + Rs,n/p � Gn/p (10)

composed of three types of recombination in the bulk, i.e.
Shockley–Read–Hall, radiative and Auger recombination, and
one surface recombination type. The Shockley–Read–Hall
recombination is given by,

RSRH
n ¼ RSRH

p ¼ np� gngpni
2

spðnþ n1Þ þ snðpþ p1Þ ; (11)

with the bulk electron and hole lifetimes, sn/p, and electron and
hole degeneracy factors (assumed equal to one for non-degen-
erated semiconductors), gn and gp. ni ¼

ffiffiffiffiffiffiffiffiffiffiffiffi
NCNV

p
expð�Eg=2=kB=TÞ

is the intrinsic density, and NC and NV the conduction and valence
band densities of states, respectively. The electron and hole trap
state densities are calculated according to

n1 ¼ gnni e
(Et�Ei)/kB/T, (12)
This journal is © The Royal Society of Chemistry 2016
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p1 ¼ gpni e
�(Et�Ei)/kB/T, (13)

where Et � Ei is the difference between the trap energy level and
the intrinsic Fermi level, Ei ¼ (EC + EV)/2 + kBT/2 ln(NV/NC). The
electron and hole lifetimes in eqn (11) were exchanged by
effective electron and hole lifetimes,

1

seff ;n=p
¼ 1

sn=p
þ 1

ss;n=p
; (14)

which combines SRH bulk recombination and single level
surface recombination.25,26 Consequently, eqn (11) was updated
with an effective SRH recombination rate, RSRH

eff,n/p, accounting
also for surface recombination, and the surface recombination
rate, Rs,n/p, was removed. This simplifying approach was chosen
since surface recombination can be expressed through a single
trap level that follows the typical SRH recombination expres-
sion.27 The electron and hole surface lifetimes, ss,n/p, are mate-
rial dependent properties.

The direct band-to-band radiative recombination,

Rrad
n ¼ Rrad

p ¼ Cdir(np � gngpni
2), (15)

requires the direct recombination factor, Cdir, as material
property. Auger recombination involves three carriers and
becomes important at high non-equilibrium carrier densities,

RAu
n ¼ RAu

p ¼ (Caug,nn + Caug,pp)(np � gngpni
2), (16)

where Caug,n and Caug,p are the Auger recombination factor
material constants for electrons and holes.

2.1.2. Boundary conditions. The boundary conditions for
the electromagnetic waves are front illumination with colli-
mated and uniform irradiation at x ¼ 0, a black body at
a temperature of 0 K at the back contact, and Floquet periodicity
at the lateral walls (see Fig. 1). The spectral distribution of the
illumination is detailed in Section 3.3.

The boundary conditions for the charge transport were an
ohmic contact for the semiconductor–metal interface and an
Fig. 2 Illustration of a n-type semiconductor–electrolyte interface unde
ohmic contact at the back of the photoelectrode and the reference elect
illuminated condition. The applied potential in this illustration is the same
same SCR. This situation is possible due to different flatband potentials

This journal is © The Royal Society of Chemistry 2016
adapted Schottky contact model for the semiconductor–elec-
trolyte interface, both detailed below. The boundary conditions
presented here are at steady-state.

Ideal ohmic contact. The ideal ohmic contact (requiring local
thermodynamic equilibrium at the contact) assumes that elec-
tron and hole quasi-Fermi levels are equal. Under this condi-
tion, eqn (4) describes charge neutrality and is used with n0p0 ¼
gngpni,eff

2 to calculate the electron and hole equilibrium
densities given as:

neq ¼ 1

2

�
ND

þ �NA
��þ 1

2

ffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffi�
ND

þ �NA
��2 þ 4gngpni

2

q
; (17)

peq ¼ � 1

2

�
ND

þ �NA
��þ 1

2

ffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffi�
ND

þ �NA
��2 þ 4gngpni

2

q
: (18)

The current, being conserved under steady-state, is deter-
mined by the current at the semiconductor–electrolyte inter-
face, which must be equal to the current at the ohmic contact.

The electrostatic potential boundary condition for the ideal
ohmic contact is given by:

f ¼ Va vs. RHE. (19)

Under equilibrium and no applied potential, the potential
for the ideal ohmic contact was chosen as zero vs. Reversible
Hydrogen Electrode (RHE).

Adapted Schottky contact. An adapted Schottky contact was
used for the determination of the current density at the semi-
conductor–electrolyte interface. Our adapted Schottky contact
model accounts for interface states which inuence the poten-
tial barrier height, fB, under dark and illumination, see Fig. 2.
In the case of a majority carrier current, it also accounts for the
interfacial potential drop distribution between the semi-
conductor space charge region (SCR) and the Helmholtz layer.
Thus, the model enables prediction of band edge pinning or
unpinning for majority carrier current.

An ideal Schottky describes the alignment of the Fermi level
of the semiconductor with the dominant redox couple under
r dark (a) and illumination (b). The applied potential Va is between the
rode vs. RHE. The subscript “dark” stands for dark condition and “ill” for
in the dark and illuminated conditions although it does not result in the
in the dark and under illumination.

J. Mater. Chem. A, 2016, 4, 3100–3114 | 3103
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equilibrium. This alignment provokes a depletion of negative
charge (for n-type semiconductor), the SCR, which induces
band bending.28 If large concentrations of interface states exist
within the bandgap at the surface of the semiconductor–elec-
trolyte interface,29 the Fermi level of the semiconductor might
align with the interface states energy level instead and be
“pinned” at the interface states' energy level. Upon illumina-
tion, the produced minority carriers might not cross the inter-
face and therefore accumulate at the surface or get trapped by
interface states30 which results in a change of the SCR potential,
and therefore, the Helmholtz layer (HL) (see Fig. 2). This effect
is called “unpinning of the band” and can be interpreted as the
movement of the band edges. These complex effects were
considered in our adapted Schottky contact by adapting the
barrier height, fB, of the semiconductor SCR according to the
atband potential, VFB, under illumination or dark condition.
The atband potential refers to the situation where the applied
potential is such that there is no band banding or charge
depletion.31 The Mott–Schottky equation was used to determine
the atband potential of the semiconductor and therefore the
barrier height. GaN has been reported to have strong interface
states and therefore proves to be an excellent model material for
our adapted Schottky contact model.32,33

The current density at the semiconductor–electrolyte inter-
face was implemented as a Schottky contact mechanism with:

in$n̂ ¼ �qvs,n(n � neq), (20)

ip$n̂ ¼ qvs,p(p � peq), (21)

isc ¼ (in + ip)$n̂ ¼ iH, (22)

where vs,n and vs,p are the electrons and holes surface transfer
kinetic velocities (called surface recombination velocities for
a semiconductor–metal contact). isc is the total current density.
Under current conservation, the current in the semiconductor
must be equal to the current in the electrolyte, iH. neq and peq are
the carrier concentrations under equilibrium at the semi-
conductor–electrolyte interface and given by:

neq ¼ NC e�fB/Vth, (23)

peq ¼ NV e�(Egap�fB)/Vth, (24)

where the barrier height is fB ¼ fsc + EC � EF, as depicted in
Fig. 2, and Vth ¼ kBT/q.

The electron and hole densities at the semiconductor–elec-
trolyte interface (as required in eqn (20) and (21)) are expressed
in terms of the quasi-Fermi levels, using eqn (5) and (6):

n ¼ neq þ Dn ¼ NC e�ðEs
C
�Es

F;nÞ=kBT ; (25)

p ¼ peq þ Dp ¼ NV e
�ðEs

F;p
�Es

VÞ=kBT : (26)

Dn and Dp are the additional carriers created by illumination,
and EF,n and EF,p the quasi-Fermi levels of electrons and holes as
depicted in Fig. 2. The superscript “s” stands for properties at
the semiconductor–electrolyte interface. The electron and hole
3104 | J. Mater. Chem. A, 2016, 4, 3100–3114
densities inside the semiconductor upon illumination are also
given by eqn (25) and (26) with the corresponding quasi-Fermi
levels and conduction and valence energy levels at a specic
location.

Under dark condition and illumination, the SCR potential
has to be known to determine the carrier densities which
determine the current density (eqn (20) and (21)). In the case
where the applied potential equals the atband potential, Va ¼
VFB vs. RHE, there is no band banding and the SCR potential,
fsc, equals zero. By assuming that the applied potential drops
only into the SCR potential, in dark condition with no applied
potential (Va ¼ 0 vs. RHE), the equilibrium SCR, f0

sc,dark, is equal
to the atband potential under dark:

f0
sc,dark ¼ �VFB,dark vs. RHE. (27)

The same assumption is used under illumination without an
applied potential and therefore the SCR potential, f0

sc,ill, equals
the atband potential under illumination:

f0
sc,ill ¼ �VFB,ill vs. RHE. (28)

In the case of an applied potential, the applied potential
drops in the SCR and/or in the HL.

Va ¼ Dfsc + DfH, (29)

where Dfsc and DfH are the SCR and HL potential difference
between no applied potential and applied potential: Dfsc ¼ fsc

� f0
sc and DfH ¼ fH � f0

H.
We distinguished two different cases for the SCR potential

under an applied potential: minority current and majority
current.

Minority current. For a minority current, i.e. a hole current in
the case of a n-type material, the HL potential difference, DfH,
is assumed to be negligible.28 The SCR potential under dark or
illumination is given by:

fsc,dark ¼ Dfsc,dark � f0
sc,dark ¼ Va � VFB,dark, (30)

fsc,ill ¼ Dfsc,ill � f0
sc,ill ¼ Va � VFB,ill. (31)

Generally, the minority current is inuenced by the HL
potential, species' concentration very close to the interface, and
mass transport limits. Under such conditions, a detailed analysis
based on the governing equation of chemical species transport
and reactions in the electrolyte must be undertaken.19–21

Majority current. For a majority current, i.e. an electron
current in the case of a n-type material, the applied potential is
assumed to drop in the SC and HL, and, consequently, DfH is
assumed not equal to zero. We developed a simple analytical
solution detailed in the ESI† to determine DfH depending on
the applied potential. In the case of a downward band bending
for an n-type semiconductor, the HL potential is given by:

DfHðVaÞ ¼
Vth ln

 
i0H2

i0n

!
þ Va

1þ a
\0: (32)
This journal is © The Royal Society of Chemistry 2016
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where i0H2
is the exchange current density for the hydrogen

evolution reaction, i0n is the electron dark current densities given
by i0n ¼ qvs,nneq, and a is the charge transfer coefficient typically
around 0.5.29

The SCR potential under dark condition and illumination in
a case of a majority current in an n-type material is given by:

fsc,dark ¼ Dfsc,dark � f0
sc,dark ¼ Va � DfH(Va) � VFB,dark (33)

fsc,ill ¼ Dfsc,ill � f0
sc,ill ¼ Va � DfH(Va) � VFB,ill (34)

where the HL potential difference, DfH, depends on the applied
potential given by eqn (32).

The same approach can be used for an upward band bending
in a p-type material in the case of a majority carrier current.

A commercial nite-element solver, Comsol Multiphysics©,34

was used to solve the coupled equations with the corresponding
boundary conditions.
2.2. Numerical design of experiment

The numerical model described in the previous section depends
on various parameters such as recombination rates, atband
potential, doping concentration, and charge transfer kinetics at
the semiconductor–electrolyte interface, all of which signi-
cantly inuence the efficiency of water-splitting photo-
electrodes. We aimed at understanding the individual and
coupled effects of these parameters on the performance of
water-splitting photoelectrodes. A complete parameter sweep
including all possible parameter combinations outgrew the
resources (214 combinations only considering the limiting
parameter values). Consequently, we used a fractional factorial
design (FFD) to statistically access the signicance of the
various parameters and their combinations. We chose a reso-
lution ve FFD study, reducing the number of combinations to
214-6 while allowing for an understanding of the main effects
and rst level interactions.35 The data of the FFD were statisti-
cally analyzed using analysis of variance (ANOVA)36 providing
the ability to comment on the statistical signicance of
a parameter effect. We ensured the residuals were random,
independent, normally-distributed, and homogeneous. We
used Bonferroni limit and t-student limits to assess the
signicance.35

The FFD was used to screen for the most inuential
parameters on the photocurrent. Specically, we chose to
investigate the inuence of the various parameters on the
photocurrent at (i) a potential of 0.3 V vs. RHE, and (ii)
a potential of 1.23 V vs. RHE. These potentials were chosen in
order to investigate two situations were different characteristics
might be dominating the performance. For example, at
a potential of 1.23 V vs. RHE, i.e. at the thermodynamic oxygen
evolution reaction potential, the recombination rate is expected
to be relatively small while at 0.3 V vs. RHE it starts to be the
dominating effect on the photocurrent. These two cases can
also represent two characteristic PEC cell designs: (i) a single
cell design with one photo-absorber and a metallic counter
electrode (the case at 0.3 V vs. RHE), or (ii) a tandem cell design
This journal is © The Royal Society of Chemistry 2016
where an additional photo-electrode provides additional
potential (the case at 1.23 V vs. RHE).

The FFD only revealed the most signicant parameters and
(linear) interactions on the photocurrent. In order to gain
information about the optimum values, we subsequently con-
ducted a parametric study on the most relevant parameters to
fully understand the effect of these parameters, their interac-
tions, and their non-linear functional dependences.
3. Application to gallium nitride

A single layer of 1 mm of non-intentionally doped (nid) gallium
nitride (GaN) with wurtzite crystal structure was used as amodel
system. The planar GaN sample was immersed in 1 M H2SO4

with front illumination, as depicted in Fig. 1. A 2D model (x–y
plane) was used for EMW propagation and the same optical
properties were used for nid-GaN and n++ GaN. The electrolyte
was considered in the EMW propagation. The 1D semi-
conductor model was only considering nid-GaN since the n++

GaN was used to provide a conducting layer for the ohmic
contact with a sheet resistance of approximately 50 U,�1. The
1D model accounted for a semi-innite layer neglecting current
variations in the other directions.
3.1. Computational details

3.1.1. Electromagnetic wave propagation. The electromag-
netic wave propagation model was applied to the innite slab of
a GaN photoanode immersed into 1 M H2SO4 (assumed as
water). Fig. 1 depicts the boundary conditions that were used in
the computational modeling. The light was considered as
a transverse electric wave. The EMW wavelengths were varied
from 346.2 nm to 361.3 nm with Dl ¼ 0.27 nm. The incident
angle ai was set to 0�. Bloch–Floquet theory was assumed for the
periodicity on both side of the computational domain which is
typically used for innite stab models where no boundary
effects appear and where the phase shi is determined by
a wave vector and the distance between the source and the
destination.37,38 Convergence was obtained with a direct
MUMPS solver fully coupled for the corresponding variables. A
relative tolerance of 10�3 in the three components of the electric
eld was used as convergence criteria. Mesh convergence was
obtained for quadratic mesh elements with size ratio of 4 and
element numbers, nel, depending on the irradiation wavelength,
l, the maximum refractive index nmax and the layer thickness, d:
nel¼ nmaxd/10/l. The number of mesh elements perpendicularly
to the direction of light propagation was xed to 20.

3.1.2. Semiconductor physics. A 1D model was chosen for
the solution of the semiconductor model with a single semi-
conductor layer and a semiconductor–electrolyte interface on
the front side and an ohmic contact on the back side, as
depicted in Fig. 1. The standard thickness of GaN was 1 mm. The
model was calculated at steady-state. A uniform isothermal
device temperature of 25 �C was assumed. A non-degenerate
semiconductor was assumed using the Maxwell–Boltzmann
distribution to calculate the carrier density. Convergence was
obtained with a direct MUMPS solver fully coupled for the
J. Mater. Chem. A, 2016, 4, 3100–3114 | 3105
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Table 1 Material parameters and numerical values used for the model
system made of nid-GaN

Parameters for
semiconductor

Electron mobility, mn 682 cm2 V�1 s�1

(eqn (35))
Hole mobility, mp 143 cm2 V�1 s�1

(eqn (36))
Density of states,
valence band, NV

T3/2 � 8.9 � 1015 cm�3

(ref. 42)
Density of states,
conduction band, NC

T3/2 � 4.3 � 1014 cm�3

(ref. 43)
Direct recombination
factors, Cdir

1.1 � 10�8 cm3 s�1

(ref. 44)
Electron Shockley–Read–Hall
lifetime, sn

1 � 10�9 s
(ref. 45)

Hole Shockley–Read–Hall
lifetime, sp

1 � 10�9 s
(ref. 45)

Auger recombination
factor, Cau,n ¼ Cau,p

2 � 10�31 cm6 s�1

(ref. 45 and 46)
Relative permittivity, 3r 8.9 (ref. 47)
Band gap, Egap 3.39 eV (ref. 48)
Electron affinity, c 4.1 eV (ref. 47)
Electron degeneracy
factor, gn

1

Hole degeneracy
factor, gp

1

Determined
parameters

Flatband potential
under dark, VFB,dark

�0.49 V vs. RHE
(eqn (37))

Flatband potential
under dark, VFB,ill

�0.66 V vs. RHE
(eqn (37))

Donor concentration, ND
+ 4 � 1016 cm�3

(eqn (37))
Electron effective
lifetime, seff

8 � 10�13 s
(eqn (14))

Hole effective lifetime, seff 8 � 10�13 s
(eqn (14))

Electron dark current, i0n 1.1 � 10�10 mA cm�2

(eqn S1)
Hole dark current, i0p 1.4 � 10�41 mA cm�2

(eqn S2)
Trap energy level, DEt 0 eV (eqn (12) and (13))

Operating
conditions

Temperature, T 298.15 K

Fig. 3 Photo of the GaN electrode.
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corresponding variables. A relative tolerance in the hole and
electron concentrations and the electric potential of 10�3 was
used as a convergence criteria. A segregated approach to solving
electron and potential in one group, and electron, hole, and
potential in the second group, appeared to be a good and fast
alternative when convergence could not be obtained with the
fully coupled approach. Mesh convergence was obtained for
a mesh element number, nmesh ¼ d/20 nm, with symmetric and
linear mesh distributions and an element ratio of 7. The
symmetric distribution ensured a highly resolved mesh at each
interface in the model.

3.2. Material properties

The spectrally resolved refractive index, n, and the extinction
coefficient (i.e. imaginary part of refractive index), k, for wurtzite
GaN were taken from Adachi.39 The complex refractive index
data of 1 M H2SO4 was assumed to be of water and was taken
from literature.40 The electrolyte height was set to 1 mm in order
to ensure correct calculation of the reection behavior (for very
small absorption in the wavelength range considered) while
minimizing computational efforts.

N-type GaN wurtzite crystal structure has been studied in the
last decades for applications like LEDs.41 Parameters such as
density of states for valence and conduction band, bandgap,
electron affinity, relative permittivity, and recombination
factors have been reported and are summarized in Table 1.

The carrier concentration-dependent electron mobility for n-
type GaN was approximated as:49

mn (cm
2 V�1 s�1) ¼ �98.02 ln(ND

+ (cm�3)) + 4429.2, (35)

the temperature-dependent hole mobility was assumed similar
to p-type GaN:50

mp (cm
2 V�1 s�1) ¼ 0.039(T(K))2 � 26.945T(K) + 4709.7. (36)

The nid-GaN used as a model system was a naturally n-type
semiconductor with a donor concentration of 4 � 1016 cm�3

determined through electrochemical impedance spectroscopy
(see Section 3.4). Hence, the acceptor concentration was
assumed to be zero. The atband potentials, the effective life-
times, and the dark currents are discussed in Section 3.4.

3.3. Experimental details

3.3.1. GaN sample preparation. GaN was deposited on
a sapphire (0001) substrate using a Metal-Organic Vapor Phase
Epitaxy (MOVPE) reactor of the laboratory LASPE, EPFL. A layer
of 100 nm Si-doped GaN with doping concentration of 3 � 1018

cm�3 was deposited on the sapphire substrate followed by 1 mm
of nid-GaN. The ohmic contact was made with indium in
contact with the highly doped layer of GaN. Copper wires were
xed to indium using conductive liquid silver paint. GaN edges
and ohmic contacts were protected from the electrolyte and
light by applying white opaque epoxy. A photo of the GaN
electrode is shown in Fig. 3.

3.3.2. Light source characteristics. A 1 W UV light-emitting
diode (LED) with a nominal wavelength at 368 nm and with
3106 | J. Mater. Chem. A, 2016, 4, 3100–3114 This journal is © The Royal Society of Chemistry 2016
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high temporal stability was used as a light source. Back and
front illuminations were possible with our new PEC experi-
mental cell with a GE 124 quartz glass (94% transmittance in
the range of 300–750 nm) of 2.54 cm � 2.54 cm area placed on
either side of the working electrode chamber (presented in
Fig. 4). This additionally allowed for observation of the gas
bubble formation. The LED's spectrum was measured using
a spectral-stepping of 0.27 nm using a UV-Vis spectrometer
(HR4000CG-UV-NIR from Ocean Optics). The total irradiance
was measured with a thermal power sensor (S302C from Thor-
labs). Both measurements were corrected for the absorption of
the glass.

The spectral irradiance is shown in Fig. S1.† The total
measured irradiance was 9.9 mW cm�2 at a distance of 4 cm
from the LED of which 2.45 mW cm�2 could actually be
absorbed by GaN with a bandgap of 3.39 eV (equivalent to
a band gap wavelength of 365.6 nm).

3.3.3. PEC experimental setup and measurements. A newly
developed type of PEC experimental cell presented in Fig. 4 was
used for the experimental measurements. This cell was 3D
printed using an acrylic-based photo-polymer, VeroWhite. The
design of the cell allowed placement of the reference electrode
very close to the working electrode and prevented gas crossovers
between the working electrode and the counter electrode's
chamber utilizing a Naon membrane. Electrochemical experi-
ments were carried out in a three-electrode setup to refer the
potential of our measurements to the reversible hydrogen elec-
trode. The electrodes were connected to a potentiostat (Bio-Logic
VSP-300 controlled by the EC-lab soware) for linear sweep vol-
tammetry and impedance spectroscopy measurements. The
reference electrode was Ag/AgCl (sat. KCl) and the counter elec-
trode was Pt. The aqueous electrolyte solution was 1 M H2SO4.

The current–voltage curves were obtained using linear sweep
voltammetry with a varying voltage rate of 10 mV s�1 (typically
in a voltage range of �1 to 1.5 V vs. RHE). The voltage rate of 10
Fig. 4 Scheme of the experimental PEC water-splitting test cell connec
through air, quartz glass, and electrolyte.

This journal is © The Royal Society of Chemistry 2016
mV s�1 gave a stable steady-state current without any hysteresis
on the photocurrent. Impedance spectra were measured at
varying potentials which were scanned from�0.6 to 1 V vs. RHE
covering a frequency range of 300 mHz to 1 MHz. The rst run
of the measurements are used (which ensured stable current
conditions, see Fig. S2†) since GaN dissolves in the electrolyte
aer a few minutes under small current densities, i.e. around
0.5 mA cm�2.
3.4. Experimental parameter value estimation

The atband potential and doping concentration were experi-
mentally estimated by electrochemical impedance spectroscopy
(EIS) using Mott–Schottky theory:28,31

1

Csc
2
¼
�
dQsc

dfsc

��2

¼ 2

303rqND
þA2

�
Va � VFB � kBT

q

�
(37)

where Csc is the capacitance of the SCR, A is the interfacial area,
and Qsc is the total charge enclosed within the semiconductor
surface. Only frequencies higher than 50 Hz were considered in
order to eliminate the effect of slow carrier processes.51 The
Mott–Schottky plot for nid-GaN at different frequencies under
dark condition is depicted in Fig. 5a. The Mott–Schottky plot
shows a linear relationship between 1/Csc

2 and Va, which
ensured the pinning of the band edge.52 The Mott–Schottky plot
showed only very little frequency dispersion in the frequency
range of 500 Hz to 10 kHz and therefore we did not t the
impedance spectra to an equivalent circuit. Instead, a linear
function was tted to the average Mott–Schottky plot for all
frequencies depicted in Fig. 5a and used to determine the at-
band potential and the doping concentration. The atband
potential under dark is �0.49 V vs. RHE in 1 M H2SO4 and the
doping concentration 4 � 1016 cm�3. The Mott–Schottky plot
also conrms that non-intentionally doped GaN is naturally n-
type. The atband potential is similar to previous values found
in the literature (�0.49 V, �0.5 V and �0.52 V vs. RHE (ref. 50,
ted to the potentiostat. The UV LED illuminates the working electrode
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Fig. 5 (a) Mott–Schottky plot for four frequencies (500 Hz, 1 kHz, 5 kHz, 10 kHz) of a 1 mm thick nid-GaN sample immersed in 1 M H2SO4

electrolyte under dark. (b) Experimental dark current density (dashed line) and photocurrent density (solid line) vs. RHE.

Table 2 Material parameters determined by fitting to the linear sweep
voltammetry measurement

Fitting parameters Electron surface
transfer kinetic velocity, vs,n

1 � 10�3 m s�1

Hole surface
transfer kinetic velocity, vs,p

5 � 10�2 m s�1

Electron surface
recombination lifetime, ss,n

8 � 10�13 s

Hole surface
recombination lifetime, ss,p

8 � 10�13 s

HER exchange
current density, i0H2

1 � 10�3 mA cm�2
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52 and 53)). The doping concentration of undoped GaN can vary
signicantly by unintentional incorporation of extrinsic impu-
rities, mainly silicon and oxygen. Nevertheless, the doping
concentration that we found is similar to nid-GaN with low
impurities reported as 5 � 1016 cm�3.53

The small trough around �0.5 V to �0.1 V vs. RHE depicted
in Fig. 5a is assumed to result from interface states near the
conduction band, i.e. the measured capacitance being the sum
of the SC and the interface states capacitance.54 Interface states
usually follow a Gaussian distribution which is in accordance
with the observed trough (see Fig. 5a).

Interface states charging under illumination can cause
a change in the atband potential as previously mentioned and
this effect has been observed for GaN in previous work.55 The
shi in the atband potential was measured by comparing the
current for water reduction under dark and illumination
depicted in Fig. 5b. The atband potential shi was �0.17 V,
which gave a atband potential of �0.66 V vs. RHE under
illumination.
3.5. Numerical model validation

Linear sweep voltammetry measurements and numerical
simulations on GaN were used for the comparison between the
steady-state numerical model and the experimental results. The
surface charge transfer kinetic velocities for holes and electrons
(see eqn (20) and (21)), electron and hole surface recombination
lifetimes (see eqn (14)), and HER exchange current density (see
eqn (32)) were estimated from linear sweep voltammetry by
parameter tting and are summarized in Table 2. The surface
charge transfer velocities are smaller compared to typical
semiconductor–metal interface velocities (usually in the range
of 1–104 m s�1)24 as the catalytically-driven electrochemical
reaction slows down the charge transfer. The small surface
recombination lifetimes indicated that surface recombination
is a major loss in the case of nid-GaN. The exchange current
density is three orders of magnitude below state-of-art HER
catalysts.22 The modeled case using parameter values indicated
in Tables 1 and 2 is considered as our reference case.
3108 | J. Mater. Chem. A, 2016, 4, 3100–3114
The only parameter that is changed in the experiment is the
applied potential. Therefore, we compared the numerical
current–potential dependency under dark and illumination
with the experimental current–potential measurements. The
measurements of n-GaN were stable over eight minutes during
linear sweep voltammetry and at photocurrent densities bellow
one mA cm�2 (see Fig. S2†). We used the rst linear sweep
voltammetry measurements (from 1.5 V to �1 V vs. RHE, in
about 2 minutes) for experimental-numerical comparison
because GaN suffers from photocorrosion in acidic solutions
although it is known to be resistant to corrosion.56,57 The
numerically calculated dark current compares well to the
experimentally measured current as depicted in Fig. 6. The
calculated slope in the photocurrent is steeper at the onset
potential than the measured one. This is explained by the losses
within the highly doped GaN layer used for the charge collec-
tion, which were not accounted for in the model.

Two different dark current regimes can be distinguished in
Fig. 6. Above the atband potential (�0.49 V vs. RHE) the dark
current is a minority current of only a few nA since nid-GaN is
naturally n-type with a negligible amount of holes to actually
enable the water oxidation. Indeed, the hole dark current
density is only 1.4 � 10�41 mA cm�2 (see Table 1) producing
a negligible dark current. Around and below the atband
potential, the current shis to a majority current as there is no
This journal is © The Royal Society of Chemistry 2016
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Fig. 6 Dark current densities (dashed lines) and photocurrent densi-
ties (solid lines) vs. RHE, and comparison between experimentally
measured values and numerically calculated values.

Table 3 Minimum and maximum parameter values used in the FFD
under illumination

Parameters Unit Minimum Maximum

Electron surface transfer kinetic
velocity, ns,n

m s�1 1 � 10�4 1 � 10�2

Hole surface transfer kinetic
velocity, ns,p

m s�1 1 � 10�2 1 � 10�1

Direct recombination factor, Cdir cm3 s�1 1 � 10�9 1 � 10�7

Effective electron lifetime, seff,n s 1 � 10�13 1 � 10�11

Effective hole lifetime, seff,p s 1 � 10�13 1 � 10�11

Electron Auger recombination
factor, Caug,n

cm6 s�1 1 � 10�33 1 � 10�31

Hole Auger recombination
factor, Caug,p

cm6 s�1 1 � 10�33 1 � 10�31

Donor concentration, ND
+ cm�3 1 � 1016 1 � 1017

Flatband potential, VFB V vs. RHE �0.5 �0.7
Relative permittivity, 3r — 7 11
Semiconductor lm thickness, d mm 0.8 1.2
Hole mobility, mp cm2 V�1 s�1 50 200
Effective density of states, valence
band, NV

cm�3 8 � 1017 6 � 1018

Effective density of states,
conduction band, NC

cm�3 1 � 1019 8 � 1019
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more potential barrier with a downward bending band. In this
case, the applied potential drops not only in the SC layer but
also in the H layer in accordance with eqn (32).

Four different photocurrent regimes can be distinguished in
Fig. 6. In the rst regime at potentials between 0.4 to 1.5 V vs.
RHE, the photocurrent slightly decreases from the maximum
photocurrent of 0.42 mA cm�2 at 1.5 V vs. RHE to 0.37 mA cm�2

at 0.5 V vs. RHE. In this regime the current density is a minority
charge carrier current, holes are transferred from the semi-
conductor to the electrolyte for the water oxidation reaction.
The applied potential and the band bending at the semi-
conductor–electrolyte interface provides an electric eld large
enough to allow for efficient charge separation. Recombination
rates represent a 27% loss on the total photo-generation rate at
1.5 V vs. RHE and 44% loss at 0.4 V vs. RHE. This non-linear
current drop is mainly associated to surface recombination
since ss,n/p � sbulk,n/p and consequently seff,n/p z ss,n/p (see eqn
(14), and Tables 1 and 2) and is explained in detail in Section
3.7. Above 0 vs. RHE, the potential drops only in the semi-
conductor SCR.

In the second regime at potentials between 0.4 and 0 V vs.
RHE, the photocurrent abruptly decreases to zero at around 0 V
vs. RHE. The electric eld created by the potential and the band
bending is not sufficient for charge separation and electron–
hole recombination starts to dominate. Recombination rates
represent a 50% loss on the total photo-generation rate at 0.28 V
vs. RHE and a 100% loss at 0.05 V vs. RHE.

In the third regime between potentials at 0 V and �0.66 V vs.
RHE, the band bending starts to decrease until reaching the
atband potential conditions at �0.66 V vs. RHE. The recom-
bination of electron and holes is complete and there is no
photocurrent.

In the fourth regime between potentials�0.66 and�1.0 V vs.
RHE, the current becomes a majority carrier current because of
the downward band bending. Electrons are transferred from the
semiconductor to the electrolyte for the water reduction
This journal is © The Royal Society of Chemistry 2016
reaction. The current decreases exponentially following eqn
(21). The applied potential below the atband potential drops
not only in the SCR, but also in the HL layer in accordance with
eqn (32). This behavior is consistent with the dark condition,
only the atband potential shis between dark and
illumination.

In addition to predicting the experimental values accessible
by measurements, the benet of the numerical model is that it
allows for the prediction of the depth-dependent charge carrier
generation, the depth-dependent electron and hole concentra-
tions, and the depth-dependent energy levels of the quasi-Fermi
levels, conduction band, and valence band in the semi-
conductor. Fig. S3–S5† show the distribution of these parame-
ters for the reference case under illumination at 0 V vs. RHE.
The current is also depicted in Fig. 6 (red curve at 0 V vs. RHE).
The accessibility of such concentration and energy proles
greatly supports the understanding and interpretation of the
observed current–voltage behavior.
3.6. Numerical design of experiment

The FFD was used to screen for the most inuential semi-
conductor and semiconductor–electrolyte interface parameters
on the photocurrent, i.e. fourteen parameters with two levels as
presented in Table 3. The minimum and maximum values were
carefully chosen to lie within realistic limits as otherwise no
convergence in the numerical solution was achieved. The
baseline parameters were required to lie between the upper and
lower limits.

In order to ensure that the residuals were normally distrib-
uted, transformations in the photocurrent results were per-
formed at both potentials investigated, i.e. 0.3 V and 1.23 vs.
RHE. At 0.3 V vs. RHE, a power function, y0 ¼ (y + k)l, with k ¼
J. Mater. Chem. A, 2016, 4, 3100–3114 | 3109
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0.0057 and l¼ 0.61 was used as the transformation function. At
a potential of 1.23 V vs. RHE, a power function with k ¼ 0 and
l ¼ 1.99 was used. At both potentials, the normal plot of the
residuals indicated no abnormalities and the R2 coefficients for
a normal distribution were reasonable (0.95 for 1.23 V vs. RHE
and 0.88 for 0.3 V vs. RHE). The residuals versus predicted values
plots showed an approximately constant level of the studentized
residuals across all predicted values and no outliers were found
outside of the 95% condence control limit in the studentized
residuals versus run plot. Hence, the multiple regression model
could be validated and the inuence of each parameter could be
safely investigated.

The Pareto charts depicted in Fig. 7 show the signicant
parameters or interactions, i.e. parameters or interactions with
an effect above the Bonferroni limit. The most relevant factors
at 1.23 V vs. RHE are, from the largest to the smallest inuence:
seff,p, seff,n, the interaction between effective hole and doping
concentration seff,n$ND

+, and ND
+ (Fig. 7a). The other signicant

effects like the interaction between effective electron and hole
lifetime, seff,n$seff,p, and mp are also presented in Fig. 7a
although their effects are lower compared to the effective life-
times and the doping concentration. The bulk lifetimes are
measured values45 which are intrinsic properties of GaN, but the
lifetimes related to the surface recombination process depend
on the semiconductor–electrolyte interface. The surface
recombination lifetimes were more than three orders of
magnitude lower than the bulk recombination and dominated
the effective lifetimes (see Tables 1 and 2). Increasing the
surface recombination lifetimes has a positive effect on the
photocurrent (white bar in Fig. 7a) and can practically be ob-
tained by surface passivation or by application of catalyst. The
negative effect on photocurrent of the combined effective elec-
tron and hole lifetime (seff,n$seff,p) is explained by the non-linear
dependence of these parameters on the photocurrent, incon-
sistent with the FFD assumption of linearity.

For the combined effect of effective electron lifetime and
doping concentration (seff,n$ND

+), the negative effect of the
doping concentration on the photocurrent is dominant. A more
clear dependence of the most signicant parameters on the
Fig. 7 Pareto plots indicating the significance of the photocurrent respon
FFD of experiment. White bars indicate an increase and black bars a de
sponding parameter. seff,n and seff,p are effective electron and hole lifetim
the flatband potential, and ns,p is the hole surface transfer kinetic velocit

3110 | J. Mater. Chem. A, 2016, 4, 3100–3114
photocurrent is investigated in the parametric study in the next
section.

We used an effective lifetime combining surface recombi-
nation and SRH bulk recombination (see eqn (14)) and there-
fore the charge carrier concentration in the semiconductor is
related to the surface lifetimes. Consequently, the observed
strong dependence on doping concentration is a result of the
effective lifetime assumption and not necessarily a physical
result.

The most signicant parameters inuencing the photocur-
rent at 0.3 V vs. RHE are, from the largest to the smallest
inuence: seff,p, VFB, and seff,n (Fig. 7b). The other signicant
effects are also indicated: ND

+, the interaction between effective
electron lifetime and doping concentration seff,n$ND

+, and vs,p.
According to FFD, it is benecial for the photocurrent at 0.3 V
vs. RHE to reduce the effective recombination of electrons and
holes (dominated by surface lifetimes), and to increase the
atband potential.
3.7. Parametric analysis on key factors

A parametric study was done to precisely understand the func-
tional dependence of the photocurrent on the most signicant
parameters according to FFD, i.e. the surface lifetimes of elec-
trons and holes and the doping concentration at 1.23 V vs. RHE,
and the surface lifetimes of the electrons and holes and the
atband potential at 0.3 V vs. RHE.

The inuence of the hole surface lifetime on the photocur-
rent for varying applied potential is presented in Fig. 8. An
increase of the hole surface lifetime has not only the benecial
effect of shiing the onset potential but also allows the further
increase of the photocurrent at larger applied potentials. This
unusual effect for an OER photocatalyst has been observed for
hematite and TiO2 photoelectrodes whose surfaces were modi-
ed with phosphate ions.58,59 In both cases surface phosphate
ions appeared to prolong the lifetime of holes on the surface.
Interestingly, our numerical model is consistent with this effect
using GaN as a reference model system for small hole surface
lifetimes (around 1 ps). At larger hole surface lifetimes
se at a potential of 1.23 V (a) and 0.3 V (b) vs. RHE calculated utilizing the
crease, respectively, of the photocurrent when increasing the corre-
es, ND

+ is the doping concentration, and mp is the hole mobility, VFB, is
y.

This journal is © The Royal Society of Chemistry 2016
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Fig. 8 Photocurrent–voltage curves for varying hole surface lifetimes
for the reference case (parameters indicated in Tables 1 and 2). For
large hole surface lifetimes (above 0.1 to 1 ns), surface recombination
is negligible at large applied potentials. For small hole surface lifetimes
(around 1 ps), the photocurrent is still affected by surface recombi-
nation at large potentials.
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(above 0.1 to 1 ns), the current–potential dependency follows
the expected behavior, namely that surface recombination is
negligible for an applied potential above 0.2 V vs. RHE.

The dependence of the photocurrent densities at 1.23 V vs.
RHE on surface lifetimes and doping concentration are depic-
ted in Fig. 9. At low doping concentration, i.e. 1 � 1016 cm�3 for
GaN, an increase of the effective hole and electron surface
lifetimes results in an increase in photocurrent (Fig. 9). If the
electron surface lifetime is large enough, e.g. 1 ns, the hole
surface lifetime has a less signicant impact on the photocur-
rent; a relative increase by 9.5% (0.06 mA cm�2) for 4 orders of
Fig. 9 Photocurrent density at 1.23 V vs. RHE as a function of the hole
surface lifetime for various electron lifetimes (ss,n ¼ 10�9, 10�10, 10�11,
10�12, 10�13 s) and two doping concentrations (ND

+ ¼ 1016 cm�3 and
ND

+ ¼ 1018 cm�3).

This journal is © The Royal Society of Chemistry 2016
magnitude difference of hole surface lifetime is observed (violet
line in Fig. 9). For low electron surface lifetime, e.g. 0.1 ps,
increasing the hole surface lifetime from 1 ps to 0.1 ns increases
the photocurrent by 0.34 mA cm�2, which represents a relative
increase of 58%. Increasing the doping concentration to 1 �
1018 cm�3 results in a photocurrent which is not affected by the
electron surface lifetime (Fig. 9). On the other hand, the hole
surface lifetime is still signicant at these larger doping
concentrations, i.e. increasing the hole surface lifetime from 1
ps to 1 ns increases the photocurrent by 0.21 mA cm�2.

The photocurrent, being a minority current, is generally
more inuenced by the hole surface lifetime. Especially at large
hole surface lifetimes, the inuence of electron surface lifetime
becomes negligible. The insensitivity of the photocurrent on
electron surface lifetime at high doping concentrations results
from the dominating terms in the recombination, namely the
electron concentration and hole surface lifetime (see eqn (11)).
As mentioned, the photocurrent results from the combined
inuence of the numerical value of the hole surface lifetime,
electron surface lifetime, and doping concentration. Therefore
under low doping and low hole surface lifetime the electron
surface lifetime can still have an impact on the photocurrent at
1.23 V which appears counterintuitive.

The doping concentration-dependent current–voltage
behavior under illumination is depicted in Fig. 10. An optimal
doping concentration is found at a value of ND

+ ¼ 1016 cm�3

above about 0.2 V vs. RHE as depicted in Fig. S6.† The optimum
is caused by different and opposing effects. On one hand
a decrease of the doping concentration leads to a lower Fermi
level. Since the Fermi level aligns with the interface states
located at the semiconductor–electrolyte interface, it leads to
a higher band bending at the semiconductor–electrolyte inter-
face and therefore a positive shi of the onset potential and an
increase of the photocurrent (can be clearly observed on the
negative potential side). On the other hand, the recombination
rate increases with larger doping concentrations simply because
of the increased electron concentration which reduces the
photocurrent. At very low doping concentrations, the semi-
conductor is completely depleted and there is no band bending
but instead a linearly increasing band potential throughout the
entire semiconductor. By assuming locally a constant potential
change and by integrating the dri-diffusion equations (eqn (7)
and (8)) within the semiconductor, the current–potential rela-
tion is predicted by Ohm's law. This situation is depicted in
Fig. 10 at a doping concentration of ND

+ ¼ 1014 cm�3 where the
photocurrent versus potential starts to show a linear trend.
These effects must be considered when optimizing the photo-
current density by variations in doping concentration and
operating potential. For example at an operating potential of 0.3
V vs. RHE, the photocurrent density increases by 0.25 mA cm�2

by changing the doping concentration from 1014 cm�3 to 1016

cm�3 which represents a relative gain of 69%.
The photocurrent densities at 0.3 V vs. RHE depend most

signicantly on the atband potential, electron lifetime, and
hole surface lifetime. The variation of the atband potential
gives rise to a shi of the onset potential (see Fig. S7†). A more
complex behavior is observed when also varying the surface
J. Mater. Chem. A, 2016, 4, 3100–3114 | 3111
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Fig. 10 Photocurrent–voltage curves for varying doping concentra-
tion for the reference case (parameters indicated in Tables 1 and 2). For
small doping concentrations (bellow 1014 cm�3), the photocurrent–
potential relation is linear. For intermediate doping concentrations
(around 1016 cm�3), the photocurrent shows an optimum at which the
band bending is maximized and recombination is reasonable. At large
doping concentrations (above 1018 cm�3) recombination dominates.
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lifetimes as depicted in Fig. 11. At a atband potential of�0.5 V,
the band bending is reduced resulting in a decreased electric
eld and consequently a decreased hole transfer from the
semiconductor to the electrolyte (the photocurrent). Since the
electric eld is lower, recombination becomes the dominating
loss which is directly related to the hole and electron surface
lifetimes (Fig. 11a).

A signicant effect of the hole surface lifetime on the photo-
current is observed at a atband potential of �0.5 V vs. RHE
(Fig. 11a). At low electron lifetime, i.e. 0.1 ps, the photocurrent
increases from 0 mA cm�2 to 0.56 mA cm�2 when changing the
hole surface lifetime by four orders of magnitude, i.e. from 0.1 ps
to 1 ns. Even at higher electron surface lifetime, i.e. 1 ns, the
photocurrent increases from 0.24 mA cm�2 to 0.54 mA cm�2 (a
relative increase of 55%) when increasing the hole surface
Fig. 11 Photocurrent density at 0.3 V vs. RHE as a function of the hole s
10�12, 10�13 s) and two flatband potentials: (a) VFB ¼ �0.5 V vs. RHE, and

3112 | J. Mater. Chem. A, 2016, 4, 3100–3114
lifetime from 0.1 ps to 1 ns. The behavior is similar at a atband
potential of �0.7 V vs. RHE (Fig. 11b), although the electron and
hole surface lifetimes have a smaller impact: the photocurrent
increases by 0.4 mA cm�2 (from 0.18 mA cm�2 to 0.58 mA cm�2,
i.e. a relative increase of 69%) when increasing the hole surface
lifetime from 0.1 ps to 1 ns at an electron surface lifetime of 0.1
ps. At an electron surface lifetime of 1 ns, the photocurrent
increases by 0.29 mA cm�2 (a relative increase of 48%) when
increasing the hole surface lifetime from 0.1 ps to 1 ns.
4. Summary and conclusion

A multi-physics model of a semiconductor water-splitting pho-
toelectrode immersed in electrolyte was developed. The model
coupled electromagnetic wave propagation, charge carrier
generation and transport, and charge transfer at the semi-
conductor–electrolyte interface. The model provided, among
others, spatially resolved energy band diagrams, charge carrier
concentrations, and generation and recombination proles in
the semiconductor. The model incorporated an adapted
Schottky contact at the semiconductor–electrolyte interface,
accounting for pinning and unpinning of the band edges and
for potential drop within the SCR as well as the HL. The inter-
face model presented allows for a straightforward extension to
semiconductor–catalyst–solution systems with metallic, adap-
tive and molecular catalysts by using the boundary conditions
presented in the work of Mills et al.13 The HL played only a role
in charge transfer at the semiconductor–electrolyte interface for
majority carrier currents. In this case, the potential distribution
between the HL and the SCR was determined by a newly derived
analytical solution.

The numerical model was applied to our model system
composed of a non-intentionally doped n-type gallium nitride
(GaN) with wurtzite crystal structure photoelectrode layer
immersed in 1 M sulfuric acid. GaN was chosen here as it allows
for unbiased photoelectrochemical water-splitting. Addition-
ally, GaN has been shown to be considerably resistant to
corrosion in many solutions in the dark49 although it gradually
dissolves under illumination. GaN has been known to have
urface lifetime for various electron lifetimes (ss,n ¼ 10�9, 10�10, 10�11,
(b) VFB ¼ �0.7 V vs. RHE.

This journal is © The Royal Society of Chemistry 2016
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interface states, therefore atband potentials under dark and
illumination were experimentally determined by electro-
chemical impedance spectroscopy using Mott–Schottky theory.
Flatband potentials under dark and illumination were found to
be �0.49 V and �0.66 V vs. RHE. Impedance spectroscopy was
also used to estimate the intrinsic doping concentration of nid-
GaN, estimated as 4 � 1016 cm�3. Linear sweep voltammetry
was then used to determine photocurrent response as a func-
tion of the applied potential to which the modeled photocur-
rent–potential response was compared in order to validate the
multi-physics model.

The multi-physics model allowed representation of
numerous semiconductor materials with numerous semi-
conductor–electrolyte interface properties such as electron and
hole mobilities, surface lifetimes, atband potential, permit-
tivity, doping concentration, bulk SRH recombination, and hole
and electron interface kinetics. The large number of relevant
material and interface characteristics renders the identication
of the most signicant parameter(s) challenging. Statistical
tools provide a pathway for solving this challenge as demon-
strated in this study. The validated model was used in a FFD of
experiment to statistically identify the most signicant material
and interface parameters and device dimensions on the
photocurrent. Key factors were identied at two different
potentials: 0.3 V vs. RHE and 1.23 V vs. RHE. Hole and electron
surface lifetimes and doping concentration appeared to be the
most signicant factors at 1.23 V vs. RHE. At 0.3 V vs. RHE, hole
and electron surface lifetimes and atband potential were the
most signicant factors. The statistically identied most
signicant parameters were further investigated and theoreti-
cally optimized in a detailed parameter study. The parametric
analysis provided quantiable effects and functional depen-
dence of the photocurrent on the predominant factors previ-
ously determined by FFD analysis.

The developed methodology uses an experimentally-validated
numerical model and statistical analysis to provide under-
standing of the performance of water-splitting photoelectrodes. It
allows for the identication of the most signicant parameters
on performance. Subsequent in-depth parametric analysis of the
most signicant parameters allows for the quantication of their
effect and subsequent optimization of the device for maximum
performance. The presented methodology provides a general
approach to identify and quantify main material challenges and
design considerations in functioning water-splitting photo-
electrodes. The predictive character of the validatedmodel can be
further exploited with condence to approach and investigate
morphologically complex electrodes and material classes for
which research-related questions are not yet answered.
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