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We studied three n-type polymers of the naphthalenediimide-bithiophene family as electron extraction layers (EELs) in hybrid perovskite
solar cells. The recombination mechanism in these devices is found to
be heavily inﬂuenced by the EEL transport properties. The maximum
eﬃciency of the devices using the n-type polymers EELs did not
exceed substantially that of the devices using PC60BM (about 11%),
while a substantial improvement in their ambient stability (87% of the
initial value after 270 minutes) compared to that using PC60BM (3.5%
of the initial value after 270 minutes) was detected.

Hybrid perovskites (HPs) are compounds with an ABX3 perovskite structure, where A is an organic cation (CH(NH2)2+ or
CH3NH3+), B is a metal cation (Pb2+ or Sn2+) and X is a halide
anion (Cl, Br and I).1–3 These perovskite materials have ideal
properties for photovoltaics, including high absorption coeﬃcients (>104 cm1 at 550 nm),4,5 tuneable bandgaps (from 1.1 to
2.3 eV by altering their composition),6,7 balanced charge transport and long carrier diﬀusion lengths (around 100 nm in
CH3NH3PbI3 and 1 mm in the CH3NH3PbI3xClx lm).8–10 In
addition, these materials can be processed from solution, which
makes them compatible with low cost and large-scale roll-to-roll
fabrication techniques. Such advantageous features have
intrigued the scientic community and triggered intensive
research on HPs as light absorbers in photovoltaics (PV). During
the past ve years, HP based solar cells (HPSCs) have witnessed
a soaring increase in power conversion eﬃciency (PCE) from
3.8% to 20.1% through improvements in the device structure,11–15 lm growth strategy,16–27 lm composition,2,3 and
nature of the interfacial layers.28–33 Despite such fundamental
progress, challenges remain to be addressed in the development of hybrid perovskite solar cell technology. Primary among
these is ensuring the stability and reproducibility of the solar
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cell performance and the possibility of increasing the PCE
above 25%.
Since the pioneering work by Miyasaka et al., the device
structure of hybrid perovskite solar cells has been revolutionized, evolving from a liquid electrolyte based architecture,11 to
a solid state sensitized mesoscopic structure,12 to meso-superstructured devices, and nally to planar structures.13,14
Concurrently, the role of perovskites has evolved from a similedye to a semiconductor able to absorb light and to transport
electrons and holes eﬃciently. At present, the most eﬃcient
HPSCs are based on a meso-superstructure and a planar device
structure, which demonstrate comparable device performance
(20.1 and 19.3%, respectively) due to the long diﬀusion length
of electrons/holes and balanced charge transport.25,33
However, these two structures are not equivalent, both from
the perspective of processing and of exploitation of hybrid
perovskite solar cells. The metal oxide scaﬀold (TiO2 or Al2O3)
used in the meso-superstructured device geometry requires
high sintering temperatures (>450  C), which are incompatible
with tandem architectures and exible substrates.13 From an
economic viewpoint, the planar device structure, in which the
perovskite lm is sandwiched between the anode and cathode
electrodes, has a clear advantage over the meso-superstructured
device, due to the low processing temperatures and the
simplicity of the fabrication process.
In this device conguration, in order to block the leakage
current and improve charge collection, the frequently used
approach is to insert electron and hole transport layers between
the perovskite lm and the cathode and anode electrodes,
respectively. In this way, a p-i-n (regular) or n-i-p (inverted)
structure is formed. The p-i-n architecture employs solution
processed materials such as PEDOT:PSS for p-type transport
and fullerene derivatives for n-type transport, which enables
a low temperature fabrication technique compatible with exible substrates.29
Despite the importance of the electron extraction layer (EEL),
very few electron extraction materials have been studied. The
fullerene derivative, known as PC60BM and commonly used as
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an electron acceptor in polymer solar cells (PSCs), has been
proposed as an EEL in HPSCs.13,34–38 Due to the poor performance of PC60BM in extracting charges and in blocking the
leakage current, several research groups have devoted eﬀorts to
modifying PC60BM by using self-assembled monolayers or
coating other n-type materials on top. Such eﬀorts have made
the devices more eﬃcient but have also made the fabrication
procedure far more complicated.39–42 The limited possibility of
tuning the chemical structures and the energy levels of fullerenes, along with high production cost and small solution
viscosity, may limit the application of fullerenes for low cost and
highly eﬃcient HPSCs. Furthermore, PC60BM is not a good
candidate for stable HPSCs due to its hydrophilicity. Therefore,
non-fullerene n-type organic layers need to be explored as EELs
to develop highly eﬃcient, production economical and stable
HPSCs.43,44
It has been demonstrated that n-type polymers are a good
alternative candidate as electron acceptors in PSCs.45–49
Compared to PC60BM, n-type polymers give a larger possibility
to tune their chemical structure and thus their energy levels to
match both the light absorbing layer and the electrodes.
To date, only one paper has reported the use of an n-type
polymer as an EEL in HPSCs with PCE as low as 7%.50 Therefore,
still unanswered are key questions such as how the n-type
polymer aﬀects the electron extraction and collection eﬃciency
as well as how they may inuence the stability of HPSCs. As
such, further investigation of the properties of the interface
between perovskite lms and the EEL in order to identify the
desired characteristics for an n-type material for eﬃcient and
stable HPSCs is extremely relevant.
In this work we studied how the EEL inuences the recombination mechanism in HPSCs by investigating the photophysical and electrical properties of the interface between
perovskite lms and EELs. We further investigated the eﬀects of
EELs on the ambient stability of HPSCs. The ultimate aim was
to understand how to choose the EEL for eﬃcient and ambient
stable HPSCs. For this purpose, we chose a family of n-type
polymers based on naphthalenediimide-bithiophene semiconducting polymers, namely, poly{[N,N0 -bis(2-octyldodecyl)naphthalene-1,4,5,8-bis(dicarboximide)-2,6-diyl]-alt-5,50 -(2,20 bithiophene)} (P(NDI2OD-T2)), poly{[N,N0 -bis(2-dodecyltetradecyl)-naphthalene-1,4,5,8-bis(dicarboximide)-2,6-diyl]-alt5,50 -(2,20 -bithiophene)} (P(NDI2DT-T2)) and poly{[N,N0 -bis(2octyldodecyl)-1,4,5,8-naphthalenedicarboximide-2,6-diyl]-alt5,50 -[2,20 -(1,2-ethanediyl)bithiophene]} (P(NDI2OD-TET)). The
devices fabricated using P(NDI2OD-T2) and P(NDI2DT-T2) as
EELs showed PCEs as high as 10.8%. In stark contrast, the
devices using P(NDI2OD-TET) as an EEL showed a very low PCE
of only 0.18%. Steady state and time resolved PL measurements
indicated that charge extraction from the perovskite to these ntype polymers takes place eﬃciently despite the very small
conduction band – lowest occupied molecular orbital (LUMO)
oﬀsets (max 0.12 eV) at the perovskite/polymer interface. The
charge recombination mechanism seems to be aﬀected by the
nature of EEL polymers. Trap-assisted recombination was
demonstrated to take place in the HPSCs fabricated with the
three diﬀerent polymer EELs. Bimolecular recombination in the
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devices using the high mobility n-type polymers P(NDI2OD-T2)
and P(NDI2DT-T2) was negligible, while it was very severe in the
device using the lower mobility n-type polymer P(NDI2OD-TET),
due to slow charge extraction. Assuming that the barrier
between the LUMO levels of the three polymers and the
aluminium electrode to be similar, we attribute the variation in
the device performance mainly to the discrepancy in their
electron transport properties. Therefore, we conclude that the
electron mobility of the EEL is the most relevant property that
denes the PCE in the HPSCs with the structure used here. We
further showed that HPSCs using n-type polymers as EELs show
considerably enhanced stability compared to that using
PC60BM as the EEL due to better protection of the HP lm
towards the moisture of the ambient.
Fig. 1a shows the p-i-n planar device structure used in this
study, comprising ITO/PEDOT:PSS (45 nm)/CH3NH3PbI3xClx
(210 nm)/electron extraction layer (EEL, 30 nm)/Al (100 nm).
The details of the device fabrication and characterization can be
found in the ESI.† To assess the crystallinity and purity of the
CH3NH3PbI3xClx lm, X-ray diﬀraction patterns (XRD) and
absorption spectra were recorded; these are shown in Fig. S1.†
The diﬀraction pattern displayed in Fig. S1a† shows strong and
sharp peaks at 14.2 and 28.6 , which are assigned to the (110)
and (220) planes of the CH3NH3PbI3xClx, respectively. The
peak at 12.8 , which is typical of PbI2, was negligible. The
absorption spectrum of the perovskite layer showed two characteristic absorption bands at 470 and 760 nm (see Fig. S1b†).
These measurements demonstrate the high quality of our
hybrid perovskite lms.
The chemical structures of the three EEL n-type polymers,
namely P(NDI2OD-T2), P(NDI2DT-T2) and P(NDI2OD-TET), are
shown in Fig. S2a;† their synthesis is described in the ESI.†
Fig. S2b† shows the absorption spectra of the three polymers. P(NDI2OD-T2) and P(NDI2DT-T2) show similar absorption spectra with an onset of 850 nm, while P(NDI2OD-TET)
shows an absorption onset at 650 nm. The corresponding
optical band-gaps are 1.49, 1.49 and 2.1 eV, respectively. The
electronic structures of the polymers were investigated by cyclic
voltammetry (CV), as displayed in Fig. S2c.† From these
measurements the LUMO levels of these polymers were estimated to be 4.01, 4.02 and 3.9 eV, respectively. Thus, the bandgap widening in P(NDI2OD-TET) is due to its lower highest
occupied molecular orbital (HOMO) level (5.5 eV vs. 5.9 eV (see
Fig. 1b)).
While the longer side chains of P(NDI2OD-T2) increase the
solubility of the polymer without inuencing the energy level
and its band-gap. The ethyl unit in the backbone of P(NDI2ODTET) reduces the conjugation length, which leads to a wider
bandgap. In Fig. 1b it can be observed that all the three n-type
polymers possess deeper-lying HOMO levels than the valence
band of the perovskite lm, while their LUMO levels are
aligned with the conduction band of the hybrid perovskite. It is
thus quite plausible that the n-type polymers will act as eﬃcient hole blocking layers, while the alignment of the quasiFermi levels of the perovskite lm and of the polymer will
determine the suﬃciency of the driving force for electron
extraction.

This journal is © The Royal Society of Chemistry 2016
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Fig. 1 (a) Device structure of HPSCs described in this study. (b) Energy levels of the perovskite and of the three n-type polymers. (c) J–V curves
under illumination and (d) EQE of the devices using the three diﬀerent n-type polymers as EELs.

Fig. 1c shows the current density (J)–voltage (V) characteristics under illumination of the HPSCs fabricated with our three
polymers as EELs. In comparison to the device without EELs,
which showed sub-linear J–V characteristics both in the dark
and under illumination (Fig. S3†), the devices with EELs evidenced good rectication behaviour, indicating the importance
of the interfacial layer. In order to investigate the origin of this
diﬀerence, we compared the morphology of the perovskite lms
with and without the polymer EEL by atomic force microscopy
(AFM) and scanning electron microscopy (SEM) measurements
(Fig. S4†). The surface of the bare perovskite lm was rather
rough, with a root mean square (rms) of 16 nm, while the EEL
coated HP lms were far smoother, featuring a surface rms
roughness of 4–6 nm. SEM images show that all the three ntype polymers could form continuous and dense lms on top of
the perovskite lm. This nding conrms that the good processability of the EEL polymers enables smoother and continuous lms to fully cover the underneath perovskite layer and
helps lling in any pinholes present.
The device parameters obtained from the J–V characteristics
are summarized in Table 1. The devices using P(NDI2OD-T2)
and P(NDI2DT-T2) as EELs exhibited similar performances,
with an open circuit voltage (VOC) of 0.8 V, a short circuit
current density (JSC) of 17.0 mA cm2, a ll factor (FF) of 0.7
and a PCE of 10.8%. Remarkably diﬀerent is the device which
uses P(NDI2OD-TET), showing much poorer performance, with

This journal is © The Royal Society of Chemistry 2016

Table 1 Performance parameters of HPSC devices using three polymers as electron extraction layers under AM 1.5 G 100 mW cm2

Device

VOC
[V]

JSC
[mA cm2] FF

Without EEL
P(NDI2OD-T2)
P(NDI2DT-T2)
P(NDI2OD-TET)

0.08
0.000
0.884 16.90
0.899 17.10
0.715 1.41

PCE
[%]

RS
RP
[U cm2] [kU cm2]

0
0
—
0.73 10.82 7.80
0.71 10.83 9.20
0.175 0.18 3411

—
16.5
10.0
25.0

a VOC of 0.71 V, a JSC of 1.41 mA cm2, a FF of 0.18 and a PCE of
0.18%.
The series resistance (RS) and shunt resistance (RP) of these
devices were calculated from the dark J–V curves by tting them
with the Schottky equation as shown in Fig. S5.† It can be seen
that the devices using P(NDI2OD-T2) and P(NDI2DT-T2) as EELs
show RS values of 7.8 and 9.2 U cm2, respectively. The device
using P(NDI2OD-TET) as the EEL shows a very large RS of 3411 U
cm2, as indicated by the extremely low injection current
measured in forward bias above the built-in voltage. The
extremely high RS represents a large barrier for charge collection
as well as severe recombination losses, leading to prominent
features such as the low JSC and FF.
Electron injection from the EEL polymers into the Al electrode is assumed to be eﬃcient due to favourable energy

J. Mater. Chem. A, 2016, 4, 2419–2426 | 2421

View Article Online

Open Access Article. Published on 15 January 2016. Downloaded on 1/8/2023 11:51:58 PM.
This article is licensed under a Creative Commons Attribution-NonCommercial 3.0 Unported Licence.

Journal of Materials Chemistry A

alignment. Given the fact that the same anode was used for
these devices, RS variation for these cells should be caused only
by the diﬀerent energy barrier for electron extraction from the
perovskite layer to the polymer or by limitations in the charge
transport of the polymer lm. The large RP values for the devices
using the three n-type polymers as EELs demonstrate that all of
these polymer lms can eﬀectively block the leakage current, as
can be seen from the dark J–V characteristics showing very low
current density under reverse and small forward bias. The
eﬀectiveness of the n-type polymers in blocking the leakage
current is due to both the favourable energy alignment and the
high quality lms formed on top of the perovskite layer, as
discussed previously.
Fig. 1d shows the external quantum eﬃciency (EQE) spectra
of the devices fabricated with the three polymer EELs. It can be
seen that the devices using P(NDI2OD-T2) and P(NDI2DT-T2) as
EELs show much higher EQE values over the whole absorption
range than the device using P(NDI2OD-TET) as the EEL,
a nding also indicated by the J–V data.
Steady state and time resolved PL measurements were performed to investigate the inuence of the n-type polymer EELs
on charge extraction. As shown in Fig. 2a, the photoluminescence of the perovskite lm is quenched signicantly

(a) Steady state spectra and (b) time resolved PL decays for
perovskite ﬁlms without (black line) and with the n-type polymer on
top (green line for P(NDI2OD-T2), blue line for P(NDI2DT-T2), and red
line for P(NDI2OD-TET)).

Fig. 2
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when the three polymers are deposited on top of it. In agreement with this observation, the PL lifetime of the perovskite
lm is also considerably reduced by the deposition of the three
polymers (Fig. 2b). The pristine perovskite layer displays
a mono-exponential decay, which can be tted with a time
constant of 21.2 ns. The heterostructured samples show
substantially shorter lifetimes, with the perovskite/P(NDI2ODTET) having a time constant of 8.7 ns, the perovskite/P(NDI2DTT2) of 5.8 ns and the perovskite/P(NDI2OD-T2) of 4.8 ns. These
results indicate that electrons are extracted from the perovskite
lm by all three polymers, even when the oﬀset between the
conduction band of the perovskite and the LUMO levels (0.11,
0.12 and 0 eV) are very limited. In addition, we noted that the
interface with P(NDI2OD-TET) is less eﬃcient in reducing the
recombination of electrons and holes in the perovskite, even
when a reduction of the lifetime superior to a factor 2 is
recorded. The energy level alignment between the perovskite
and the polymer is very similar for all the three devices, though
this is not necessarily the limiting factor that explains the
discrepancy of the device performance.
Obviously the large series resistance measured in the case of
the sample featuring P(NDI2OD-TET) indicates that a possible
source of dissimilarity in behaviour between the three polymers
might be their electron-transport capacity. For this purpose
we investigated the electron transport in P(NDI2OD-T2),
P(NDI2DT-T2) and P(NDI2OD-TET) lms by measuring the dark
J–V characteristics in electron-only devices. These devices were
fabricated as described in the Experimental Section, by sandwiching the polymer layer between Al and LiF/Al chosen to
suppress the injection of holes into the HOMO of the polymer.
The space-charge limited current in these devices is a function
of the voltage, the lm thickness and the electron mobility.51 We
tted the experimental J–V curves with the equation.51
rﬃﬃﬃﬃ!
9
V V2
J ¼ 30 3r m0n exp 0:891gn
(1)
8
L L3
where 30 is the vacuum dielectric constant, 3r is the relative
dielectric constant of the polymer, m0n is the zero-eld electron
mobility, gn is the eld activation factor, L is the thickness of the
polymer layer and V is the eﬀective voltage, obtained by correcting the applied voltage Va for the series resistance of the
substrate (10 U per square) and for the built-in voltage. The
relative dielectric constant is assumed to be 3, which is
a typical value for conjugated polymers. The J–V characteristics
of the electron-only devices measured at diﬀerent temperatures
are displayed in Fig. S6† together with their ts (solid lines). The
tting parameters are listed in Table S1.† At 295 K, P(NDI2ODT2), P(NDI2DT-T2) and P(NDI2OD-TET) show electron mobility
values of 2.3  104, 1.2  105 and 1.0  108 cm2 V1 s1,
respectively. The electron mobility in the perovskite lm is
several orders of magnitude higher than that in the three n-type
polymers; Sundström et al. reported an electron mobility value
of 12.5 cm2 V1 s1 in perovskite lms.52 We therefore conclude
that the electron transport in the n-type polymers is the
bottleneck of our devices. Moreover, the mobility of electrons in
P(NDI2OD-TET) is more than three orders of magnitude lower

This journal is © The Royal Society of Chemistry 2016
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than that in the other two polymers. Thus, in the device using
P(NDI2OD-TET) as the electron extracting layer the electrons
cannot be eﬃciently transported to the cathode, leading to
a build-up of charges and resulting in severe recombination
losses.
To gain further insight into the charge recombination
mechanism in HPSCs with diﬀerent n-type polymer EELs, we
investigated the light intensity-dependent J–V characteristics.
The dependence of JSC on the light intensity is shown in Fig. 3a.
From the Schottky equation it is easy to derive that:
 
nkT
JSC
nkT
ln
lnðI a Þ þ C
¼
(2)
VOC ¼
q
q
J0
where JSC is the photocurrent, I is the illumination intensity, C is
a constant and a is an empirical parameter which can be
derived from the slope of JSC against the illumination intensity.
The ideal device without bi-molecular recombination from free
carriers should display an a value close to unity. By tting the
experimental data, a values of 1.01, 1.01 and 0.60 were obtained
for devices based on P(NDI2OD-T2), P(NDI2DT-T2) and
P(NDI2OD-TET), respectively. For the devices using P(NDI2ODT2) and P(NDI2DT-T2) as EELs, bimolecular recombination was

Light intensity dependence of (a) the photocurrent density and
of (b) the open circuit voltage of the HPSCs using diﬀerent n-type
polymers as EELs. Solid symbols represent experimental data and solid
lines are ﬁtting results.

Fig. 3

This journal is © The Royal Society of Chemistry 2016

Journal of Materials Chemistry A

negligible and free charges could be eﬃciently extracted by the
n-type polymer EELs. Bolink et al. drew similar conclusions for
the device using PC60BM as the EEL.53 In stark contrast, serious
bimolecular recombination takes place in P(NDI2OD-TET)
based HPSCs due to the build-up of space charge current. This
is a further conrmation that the bulk mobility of EEL plays
a very important role in the charge collection process.
Fig. 3b shows the dependence of VOC on the light intensity in
the three diﬀerent device structures (as from eqn (2)). At room
temperature the slopes of the plot showing the VOC vs. the
logarithm of the light-intensity in the devices with P(NDI2ODT2), P(NDI2DT-T2) and P(NDI2OD-TET) are calculated to be 1.43
kT/q, 1.28 kT/q and 2.70 kT/q, respectively. In the absence of
trap-assisted recombination, the slope should be kT/q. The
deviation from the ideal value indicates that trap-assisted
charge recombination takes place in all of these devices. Such
a recombination process has also been reported in fullerenebased HPSCs being determined by the trap states in the HP
layer and regarded as the dominant recombination pathway.53
While, the devices using P(NDI2OD-T2) and P(NDI2DT-T2)
as EELs show a similar level of trap assisted recombination, the
device using the P(NDI2OD-TET) EEL shows much higher trap
assisted recombination. As mentioned above, the transferred
electrons cannot be extracted from the P(NDI2OD-TET) EEL due
to its poor transport capability and have the tendency to accumulate at the perovskite/EEL interface, leading to a higher
possibility for these electrons to be trapped at the perovskite
interface. Therefore, the synergetic eﬀects of trap-assisted
recombination and bimolecular recombination lead to severe
loss in PCE of the device using P(NDI2OD-TET) as the EEL.
Besides the eﬃciency, it is highly relevant to investigate the
stability under ambient conditions of HPSCs with diﬀerent
EELs. Fig. 4 shows the variation with time of the VOC, JSC, FF and
PCE for HPSCs using P(NDI2OD-T2) and PC60BM as EELs stored
under ambient conditions. The fresh device using PC60BM as
the EEL showed a VOC of 0.87 V, a JSC of 17.64 mA cm2, a FF of
0.75 and a PCE of 11.29% (Fig. S7†). Aer 270 minutes of
exposure to air, the VOC decayed to 92% of its original value,
while JSC and FF decayed to 24% and 17% of original values,
respectively. As a result, the PCE reduced to 3.5% of the original
value. The device using P(NDI2OD-T2) as the EEL showed
instead much more stable performance compared to that using
PC60BM as the EEL. Aer the same period of exposure to
ambient conditions, VOC and JSC retained 94% and 90% of the
initial values, while the FF increased slightly respect to the
initial value. Consequently, the PCE became 87% of its initial
value.
Fig. S8† shows the AFM and SEM images of the PC60BMcoated HP layer. PC60BM also forms a continuous and dense
lm on top of the perovskite layer, which has a surface rms
roughness of 4.1 nm. Therefore, the surface morphology of the
EEL cannot explain the huge diﬀerence in the device stability.
Fig. 5 shows optical micrographs of the devices using
P(NDI2OD-T2) and PC60BM as EELs before and aer exposure to
ambient conditions. The fresh devices show continuous Al
electrodes without corrosion. Aer storage under ambient
conditions, the Al electrode of the device using PC60BM
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Fig. 4 Variation with time of (a) VOC, (b) JSC, (c) FF and (d) PCE of the HPSCs using P(NDI2OD-T2) and PC60BM as EELs.

than 1 mm, which could be the methylammonium iodide
resulting from the decomposition of the perovskite lm
induced by water. A possible explanation for the degradation is
that PC60BM enables water to diﬀuse into the perovskite layer
leading to the decomposition of the underneath perovskite
lm.43,44 Moreover, methylammonium iodide produced during
the decomposition of the perovskite lm can react with the Al
electrode (as evidenced in Fig. 5d), leading to a large series
resistance for charge collection and severe loss in device
performance. In contrast, the n-type polymer lm can prevent
the diﬀusion of water into the perovskite lm, acting as an
eﬀective encapsulation layer leading to improved device
stability under ambient conditions.54

Fig. 5 Optical micrographs of the Al electrode of HPSCs using
P(NDI2OD-T2) and PC60BM as EELs (a), (b) before (c), and (d) after
exposure to ambient conditions.

appeared severely damaged, while the Al electrode of the device
using P(NDI2OD-T2) as the EEL appears only slightly damaged.
Fig. S9† shows the optical micrographs of the P(NDI2OD-T2)
and PC60BM covered perovskite lms before and aer exposure
to air. The P(NDI2OD-T2) covered perovskite lm shows no
obvious change in the morphology, while PC60BM covered
perovskite lm shows a myriad of particles of diameter larger

2424 | J. Mater. Chem. A, 2016, 4, 2419–2426

Conclusions
We investigated how the structural, photophysical and charge
transport properties of the perovskite/n-type polymer EEL
interface aﬀect the HPSC device performance. The devices using
P(NDI2OD-T2) and P(NDI2DT-T2) as EELs showed PCEs
10.8%, whereas the device using P(NDI2OD-TET) as the EEL
showed a low PCE of only 0.18%. Even though the oﬀsets
between the conduction band of the perovskite and the polymer
LUMOs were quite small, optical measurements conrmed the
eﬃcient extraction of electrons. Our results also indicate that
the EELs aﬀect the charge recombination mechanism in HPSCs.

This journal is © The Royal Society of Chemistry 2016
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Trap assisted recombination was evidenced in devices using all
the three n-type polymers as EELs. Bimolecular recombination
in the devices using the high mobility n-type polymers
P(NDI2OD-T2) and P(NDI2DT-T2) was negligible, while the
bimolecular recombination was very severe in the devices using
the low mobility n-type polymer P(NDI2OD-TET), thus rationalizing the corresponding device performance. We conclude that
the EEL bulk electron mobility, rather than the energy oﬀset
between the perovskite and the EEL LUMO energy, plays
a dominant role in the charge collection in HPSCs. In addition,
we showed that the ambient stability of the HPSCs was considerably improved by using n-type polymers as EELs, which acted
as eﬀective encapsulation layers towards water penetration.
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C. Momblona, J. Ávila and H. J. Bolink, Adv. Mater., 2015,
27, 1837.
54 Z. Xu, L.-M. Chen, G. Yang, C.-H. Huang, J. Hou, Y. Wu, G. Li,
C.-S. Hsu and Y. Yang, Adv. Funct. Mater., 2009, 19, 1227–
1234.

This journal is © The Royal Society of Chemistry 2016

