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low microspheres as a high
performance anode material for lithium-ion
batteries

Jiayue Zhao,a Junming Su,b Siyang Liu,a Xiang Chen,b Tao Huangb and Aishui Yu*a

In this study, Zn–Fe–O@C hollow microspheres are prepared by chemical vapor deposition (CVD) method

with ZnFe2O4 hollow microspheres as precursors which are synthesized via a facile solvothermal method.

ZnFe2O4 hollow microspheres and Zn–Fe–O@C hollow microspheres are characterized by X-ray

diffraction, Raman spectroscopy, scanning electron microscopy and transmission electron microscopy.

The physical analysis shows a fraction of Fe(III) reduced to Fe(II) and the hollow microspheres maintained

during the CVD process. Zn–Fe–O@C hollow microspheres can deliver a reversible specific capacity of

1035.6 mA h g�1 after 50 cycles at a current density of 100 mA g�1, and maintain a stable capacity as

high as 1000 mA h g�1 at 500 mA g�1 after 200 cycles. Compared with ZnFe2O4 hollow microspheres,

Zn–Fe–O@C hollow microspheres present excellent rate performance. The better electrochemical

performances of the Zn–Fe–O@C hollow microspheres should be ascribed to the carbon coating, which

can elevate electrical conductivity and improve the structural stability of the active materials.
1. Introduction

Currently, graphite has been widely invoked as a commercial
anode material for lithium-ion batteries (LIBs).1,2 However, the
graphite has a few disadvantages, such as the relatively low
theoretical specic capacity (372 mA h g�1) and potential safety
concerns.3 Binary transition metal oxides have shown their
signicantly higher capacities in LIBs, which are several times
higher than that of graphite, and better safety characteristics.
Moreover, a suitable combination of different metal oxides can be
selected to overcome the weaknesses of simple transition metal
oxides. Recently, zinc ferrite (ZnFe2O4) has caught signicant
attention for its high theoretical specic capacity (1072mA h g�1),
high natural abundance, low toxicity and environmental friend-
liness.4,5 As rstly reported by NuLi et al. in 2004, they synthesized
ZnFe2O4 thin-lm by a pulsed laser deposition method and the
ZnFe2O4 thin-lm showed immense potential for development as
an anode material.6 Unfortunately, ZnFe2O4 suffers from low
electrical conductivity and tremendous volume change during the
cycling process, leading to poor rate performance and fast
capacity fading, which impede its application in high-energy LIBs.

Strategies have been proposed to resolve the above
mentioned drawbacks. One widely adopted approach is to
fabricate nanocomposites with decreased size or optimized
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morphologies and structures. Because making the ZnFe2O4

materials with nanoscale size, such as ZnFe2O4 nano-octahe-
drons,7 ZnFe2O4 nanorods,8 ZnFe2O4 nanobers9 can increase
the contact between active materials and electrode, facilitate the
transportation of both electrons and Li+ by shortening the
diffusion path of them and mitigate the volume change during
the charge/discharge processes.10,11 To further better electro-
chemical performances of ZnFe2O4 materials, surface modi-
cation with high electronic conductivity materials can efficiently
enhance the electron conductivity of the composites and
suppress volume expansion during cycling.12,13 Various elec-
tronic conductivity materials have been investigated, such as
graphene,14 porous carbon,15 carbon nanotubes16 and so on. To
our best knowledge, it is rarely reported that ZnFe2O4 materials
with optimized structure is coated with a uniform carbon layer
by chemical vapor deposition (CVD) method.

Herein, ZnFe2O4 hollow microspheres were prepared by
a one-pot solvothermal procedure and followed by thermal
annealing without template. Zn–Fe–O@C hollow microspheres
were synthesized by chemical vapor deposition (CVD) method,
which could coat a uniform carbon layer. Zn–Fe–O@C hollow
microspheres exhibited the well-optimized structure and
excellent electrochemical performances.
2. Experimental sections
2.1 Synthesis of ZnFe2O4 hollow microspheres and Zn–Fe–
O@C hollow microspheres

Zn(CH3COO)2$2H2O (3 mmol), Fe(NO3)3$9H2O (6 mmol) and
urea(10 mmol) were dissolved in 40 ml of ethylene glycol by
RSC Adv., 2017, 7, 5459–5465 | 5459
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Table 1 CHN elemental analysis result of Zn–Fe–O@C hollow
microspheres

Wght [mg] C/N ratio Content [%] Peak area

5.5990 350.1 N: 0.012 15
C: 4.169 6195
H: 0.118 446
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View Article Online
magnetic stirring at room temperature and then the solution
was transferred into a Teon-lined autoclave with a capacity
about 50ml. Aer heat treated the autoclave at 200 �C for 24 h, it
was cooled down to room temperature at an electric oven. The
deposit was washed with ethanol for three times, and dried at
80 �C in vacuum for 10 h. Finally, the as-prepared precursors
were calcined at 600 �C for 4 h in air. The obtained composite
were ZnFe2O4.

Carbon coated Zn–Fe–O hollow microspheres were synthe-
sized by a chemical vapor deposition (CVD) method. ZnFe2O4

hollow microspheres (400 mg) were placed at a corundum boat
which was at the center of a quartz tube furnace. The Ar gas
mixture passed through toluene and was introduced into the
furnace. Then, the temperature was increased at a rate of 10 �C
min�1 from room temperature to 800 �C and maintained for
5 min. Last, the cooling rate was 5 �C min�1.

2.2 Characterization

XRD patterns were obtained using a Bruker D8 Advance X-ray
diffractometer at 40 kV and 40 mA with a Cu Ka radiation (l
¼ 1.5418 Å). Raman spectroscopy was performed using a Dior
LABRAM-1B spectrometer with a 633 nm incident laser light.
The content of carbon was characterized by vario EL Elemental
Analyzer (Analysensysteme GmbH). TEM images and the high
resolution images were recorded using a high resolution
transmission electron microscope (HRTEM, JEOL 2011).
Particle morphology was examined by a eld-emission scanning
electron microscope (FESEM, JEOL JSM-6390).

2.3 Electrochemical measurements

The electrochemical performances were studied using CR2016
coin cells. The coin cells were assembled in an argon-lled glove
box. The working electrodes consisted of the active materials
(70 wt%), Super P carbon black (20 wt%) and sodium alginate
(10 wt%). Cu foil was used as the current collector. Then the
coated electrodes were dried in vacuum at 80 �C for 12 h. Typical
mass loading of active material is 2.0 � 0.2 mg cm�2. The
electrolyte was 1 M LiPF6 solution in a mixture of ethylene
carbonate, dimethyl carbonate, and diethylene carbonate
(EC : DMC : DEC ¼ 1 : 1 : 1, v/v/v), and the separator was
a polypropylene micro-porous lm (Cell-gard 2300). The open-
circuit voltage (OCV) of the as-prepared coin cells is 2.90 �
Fig. 1 The XRD pattern of (a) ZnFe2O4 hollow microspheres and (b) Zn
hollow microspheres.

5460 | RSC Adv., 2017, 7, 5459–5465
0.05 V as the standard OCV of the 2025-type coin cells. The
galvanostatic charge–discharge tests were at room temperature
between 0.01 V and 3.0 V versus Li/Li+ on LAND CT2001A test
system. The cyclic voltammetry (CV) proles were performed on
CH Instrument 660A electrochemical workstation. Electro-
chemical impedance spectroscopy (EIS) measurements were
recorded by Zahner IM6e electrochemical workstation.
3. Results and discussion

Fig. 1a shows the XRD pattern of ZnFe2O4 hollow microspheres.
All diffraction peaks of ZnFe2O4 hollow microspheres can be
indexed to cubic ZnFe2O4 (PDF#22-1012), and no other peaks
assigned to ZnO and Fe2O3 can be observed. The narrow peak
width and strong intensity illustrate the good crystallinity of
ZnFe2O4 hollow microspheres. While for Zn–Fe–O@C hollow
microspheres (Fig. 1b), the peaks of zinc oxide and iron oxides
can be observed. In the CVD process, toluene gas liqueed
rstly and the toluene seeped into ZnFe2O4 hollow micro-
spheres. At high temperature, the toluene decomposed quickly
and carbon was deposited on ZnFe2O4 hollow microspheres,17

accompanied with the reduction of partial Fe(III) and the
decomposition of ZnFe2O4. To conrm the form of carbon,
Raman spectrum was recorded. The Raman spectrum of Zn–Fe–
O@C hollow microspheres in Fig. 1c shows the D and G char-
acteristic peaks of graphite. The graphite content in Zn–Fe–
O@C hollow microspheres is estimated to be 4.17 wt%
according to CHN elemental analysis, as shown in Table 1.

The morphology of ZnFe2O4 hollow microspheres and Zn–
Fe–O@C hollow microspheres was characterized by SEM and
TEM. Fig. 2a and Fig. 2b show that ZnFe2O4 are composed of
a number of microspheres with a diameter of 200 nm. In
addition, ZnFe2O4 microsphere is a hierarchical structure
accumulated by nanoparticles with their sizes in the range of
–Fe–O@C hollow microspheres; (c) Raman spectra of Zn–Fe–O@C

This journal is © The Royal Society of Chemistry 2017

http://creativecommons.org/licenses/by/3.0/
http://creativecommons.org/licenses/by/3.0/
https://doi.org/10.1039/c6ra25629e


Fig. 2 (a) and (b) SEM image of ZnFe2O4 hollow microspheres; (c) low magnification and (d) high magnification TEM image of ZnFe2O4 hollow
microspheres.
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20–40 nm. As shown in Fig. 2c, ZnFe2O4 microsphere is hollow
and its diameter is about 200 nm, well consistent with the SEM
result. From HRTEM image of ZnFe2O4 hollow microspheres in
Fig. 2d, the d-spacing of the lattice planes is measured at
0.254 nm, which correspond with the 311 crystal planes of
ZnFe2O4 in a face-centered cubic phase. Fig. 3a–c indicates that
the morphology of ZnFe2O4 hollow microspheres do not change
aer CVD carbon coating. The magnied image of Zn–Fe–O@C
hollow microspheres in Fig. 3d clearly indicates that the hollow
microspheres are homogeneously coated a 2–3 nm uniform
carbon layer.
Fig. 3 (a) and (b) SEM image of Zn–Fe–O@C hollow microspheres; (c) lo
hollow microspheres.

This journal is © The Royal Society of Chemistry 2017
The CV proles of ZnFe2O4 hollow microspheres and Zn–Fe–
O@C hollow microspheres for the rst ve cycles at a scan rate
of 0.1 mV s�1 are shown in Fig. 4. As seen from Fig. 4a, two
cathodic peaks at 0.82 V and 0.45 V in the initial cycle. The peak
at 0.82 V corresponds to Li-intercalation into ZnFe2O4 to form
LixZnFe2O4 (eqn (1)). And the strong cathodic peak at 0.45 V can
be attributed to the reaction of Li+ with LixZnFe2O4 into Zn0 and
Fe0 (eqn (2)), and the further lithiation of Zn0 to give a Li–Zn
alloy (eqn (3)),18,19 which leads to destruction of crystal struc-
ture. Two anodic peaks at 1.57 V and 1.83 V in the initial cycle
are assigned to the oxidation of Zn0 (eqn (4)) and Fe0 (eqn (5)
wmagnification and (d) high magnification TEM image of Zn–Fe–O@C

RSC Adv., 2017, 7, 5459–5465 | 5461
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Fig. 4 Cyclic voltammograms of (a) ZnFe2O4 hollow microspheres and (b) Zn–Fe–O@C hollow microspheres at a scan rate of 0.1 mV s�1 in the
voltage range of 0.01–3.0 V vs. Li/Li+.
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and (6)).20,21 There are also some weak signals at 0.1–0.6 V in the
anodic scan, which may correspond to the multi-step de-
alloying process of LixZn. Since eqn (1) and (2) are irrevers-
ible, ZnFe2O4 could not be recovered in the later cycles.7 Both
cathodic and anodic peaks move positively in the following
cycles, resulting from the polarization during the rst cycle. In
the second cycle, it appears three cathodic peaks at 1.33 V,
0.95 V and 0.85 V. The two peaks at 1.33 V and 0.95 V may
correspond to the reduction of Fe(II) and Fe(III) to Fe0 (eqn (5)
and (6)),22,23 and the peak at 0.85 V results from the reduction of
ZnO and the lithiation of Zn0 to LixZn (eqn (3) and (4)). It is
presumed that Fe(II) appears because the oxidation of Fe0 is not
complete (eqn (6)). As material is full-activated with cycles, only
the cathodic peak at 0.92 V and the anodic peak at 1.62 V are
preserved, which is indicative of a nano-structure
rearrangement.

ZnFe2O4 + xLi+ + xe� / LixZnFe2O4 (1)

LixZnFe2O4 + (8 � x)Li+ + (8 � x)e� / Zn0 + 2Fe0 + 4Li2O

(2)

Zn0 + xLi+ + e� 4 LixZn (3)

Zn0 + Li2O 4 ZnO + 2Li+ + 2e� (4)

2Fe0 + 2Li2O 4 2FeO + 4Li+ + 4e� (5)

2FeO + Li2O 4 Fe2O3 + Li+ + e� (6)

In Fig. 4b, there are four cathodic peaks at 1.32 V, 1.05 V,
0.56 V and 0.39 V. The peak at 0.39 V is attributed to the
reduction reaction of ZnO to Zn0 and LixZn. And the peak at
0.56 V is assigned to the reduction reaction of iron oxides with
Li into Fe0. As for others, it is because that carbon reduces the
ZnFe2O4 and produces iron oxides. Compared with Fig. 4a, the
cathodic peak at 0.82 V disappears in the initial cycle, which is
associated with the crystal structure destruction of ZnFe2O4

aer the reaction of ZnFe2O4 with carbon. There are also two
anodic peaks at 1.62 V and 1.84 V in the initial cycle matched
with the oxidation of Zn0 and Fe0. And some weak anodic peaks
can be observed at 0.1–0.6 V, which is caused by the de-alloying
5462 | RSC Adv., 2017, 7, 5459–5465
process of LixZn. The cathodic and anodic peaks move posi-
tively in the following cycles, similar to ZnFe2O4 hollow micro-
spheres. In the second cycle, three cathodic peaks are observed.
The peaks at 1.30 V and 0.97 V are correlated with the reduction
of Fe(II) and Fe(III) to Fe0. The peak at 0.83 V is related to the
reaction of ZnO with Li+ and the lithiation of Zn0 to LixZn. Since
Fe(II) is produced during the CVD process, the reduction peak of
Fe(II) to Fe0 in Fig. 4b is much more obvious than that in Fig. 4a.
Additionally, the anodic peaks at 1.64 V and 1.90 V are almost
unchanged. For the same reason of nano-structure rearrange-
ment which has been referred above, there are two cathodic
peaks and two anodic peaks in the later cycles.

The charge/discharge curves of the ZnFe2O4 hollow micro-
spheres and Zn–Fe–O@C hollowmicrospheres for the rst three
cycles obtained at a current density of 100 mA g�1 in the voltage
range of 0.01–3 V (vs. Li/Li+) are presented in Fig. 5. The initial
discharge and charge specic capacities of Zn–Fe–O@C hollow
microspheres are as high as 1474.8 mA h g�1 and 1064.6 mA h
g�1, respectively, showing the initial Coulombic efficiency of
72.2%. While, ZnFe2O4 hollow microspheres deliver the initial
discharge and charge specic capacities of 1210.7 mA h g�1 and
932.7 mA h g�1, respectively, with the initial Coulombic effi-
ciency of 77%. The initial Coulombic efficiency of Zn–Fe–O@C
hollow microspheres is lower than that of ZnFe2O4 hollow
microspheres cause by iron oxides which have low initial
Coulombic efficiency.24 The extra capacity over the theoretical
capacity is ascribed to the formation of SEI lm.25–27 The cycling
performance of the ZnFe2O4 hollow microspheres and Zn–Fe–
O@C hollow microspheres at a current density of 100 mA g�1 is
presented in Fig. 5c. It can be observed both the ZnFe2O4 hollow
microspheres and Zn–Fe–O@C hollow microspheres exhibit
high reversible capacities of 670 mA h g�1 and 1035.6 mA h g�1

aer 50 cycles, respectively. In Fig. 5d, the reversible capacity of
the Zn–Fe–O@C hollow microspheres increases rst, then
decreases slightly and nally maintains at 1000 mA h g�1 at
a current density of 500 mA g�1. It is worth noting that the
reversible capacity is over the theoretical capacity of ZnFe2O4,
which may be related to the interfacial storage in nano-
composites.28 In contrast, the reversible capacity of the ZnFe2O4

hollow microspheres undergoes rapid capacity fading rstly,
then increases and tends to be stable at 680 mA h g�1. The
This journal is © The Royal Society of Chemistry 2017
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Fig. 5 The first three discharge/charge profiles of (a) ZnFe2O4 hollow microspheres and (b) Zn–Fe–O@C hollow microspheres at a current
density of 100 mA g�1 in the voltage range of 0.01–3.0 V; cycling performance of ZnFe2O4 hollow microspheres and Zn–Fe–O@C hollow
microspheres at different current density (c) 100 mA g�1 and (d) 100 mA g�1 for the first two cycles and then at 500 mA g�1.
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reversible capacity changing of ZnFe2O4 hollow microspheres
are associated with the collapse of the hollow microspheres and
the exposure of inner particles during cycling.24

The rate capacity of the ZnFe2O4 hollow microspheres and
Zn–Fe–O@C hollow microspheres was also studied (Fig. 6). The
cycling behavior at different charge–discharge current density,
recorded aer 5 cycles from 100 to 1600 mA g�1, then reset to
100 mA g�1, is presented. The reversible specic capacity of Zn–
Fe–O@C hollow microspheres maintains at about 810 mA h g�1

at a higher current density of 1600 mA g�1 aer 25 cycles, which
is 38% higher than the ZnFe2O4 hollow microspheres electrode
(587 mA h g�1). When the current density returns back to 100
mA g�1, the capacity of Zn–Fe–O@C hollow microspheres
recovers to 1028 mA h g�1. However, the capacity of ZnFe2O4

hollow microspheres decreases rapidly when the current
density is reverted to 100 mA g�1. This phenomenon is likely as
Fig. 6 The rate performance of ZnFe2O4 hollow microspheres and
Zn–Fe–O@C hollow microspheres (100 to 1600 mA g�1).

This journal is © The Royal Society of Chemistry 2017
a result of the collapse of ZnFe2O4 hollow microspheres at
a high current density.

To explore the original reason for the improvement of rate
capability and cycling performances, AC impedance measure-
ments were carried out. ZnFe2O4 hollow microspheres and Zn–
Fe–O@C hollow microspheres electrodes are tested before the
initial cycle, and the fresh cells stand for 24 hours aer
prepared. Nyquist plots and the equivalent circuit are shown in
Fig. 7. Ro indicates the internal resistance. The charge-transfer
resistance on electrode/electrolyte interface is represented by
R, Wo relates to a Warburg element corresponding to lithium
diffusion process within electrodes. The value of R for Zn–Fe–
O@C hollow microspheres (109.9 U) is signicantly lower than
that of ZnFe2O4 hollow microspheres (208.5 U). This improve-
ment is due to the uniform carbon coating layer on Zn–Fe–
O@C hollow microspheres which can increase the electronic
Fig. 7 AC impedance of ZnFe2O4 hollow microspheres and Zn–Fe–
O@C hollow microspheres.

RSC Adv., 2017, 7, 5459–5465 | 5463
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Fig. 8 SEM images of (a) ZnFe2O4 hollowmicrospheres and (b) Zn–Fe–O@C hollow microspheres electrodes after 50 cycles at 500 mA g�1; (c)
and (d) schematic illustration of the morphology changing after cycling.
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conductivity. Therefore, the electronic transportation in
conversion reaction can be accelerated and the electrochemical
performances of the electrodes have been improved.

To further understand how the coating carbon improves the
electrochemical performances, we carefully investigated the
electrode aer cycling. Fig. 8 demonstrates the SEM images of
the ZnFe2O4 hollow microspheres and Zn–Fe–O@C hollow
microspheres electrodes aer 50 cycles under the current of 500
mA g�1. It can be seen that ZnFe2O4 hollow microspheres
collapse. Whereas, the morphology of Zn–Fe–O@C hollow
microspheres still remains. During the CVD process, toluene
seeps into ZnFe2O4 hollow microspheres and carbon can be
deposited between primary ZnFe2O4 nanoparticles which can
enhance the connection between primary nanoparticles as
a structural scaffold. Therefore, the carbon coating can improve
the structural stability of the active materials and prevent the
collapse of hollow microspheres caused by huge volume change
as the electrode cycles. In addition, more SEI lm forms on
ZnFe2O4 hollow microspheres electrode. Without the carbon
coating, the SEI lm can be broken due to its volume expansion
and contraction during cycles. The fresh surface of ZnFe2O4

hollow microspheres exposes to the electrolyte repetitively,
which leads to the SEI forming again and again. This is
consistent with the Coulombic efficiency of ZnFe2O4 hollow
microspheres and Zn–Fe–O@C hollow microspheres.
4. Conclusions

In summary, we prepared ZnFe2O4 hollow microspheres with
solvothermal method and synthesized Zn–Fe–O@C by chemical
vapor deposition (CVD) method at 800 �C using toluene as the
carbon precursor. Although a fraction of Fe(III) reduced to Fe(II),
the hollow microspheres maintained during CVD process and
Zn–Fe–O@C hollow microspheres showed signicantly
improved electrochemical performance in terms of cycle
5464 | RSC Adv., 2017, 7, 5459–5465
stability and rate capability. Zn–Fe–O@C hollow microspheres
electrode exhibited initial charge–discharge capacities of 1064.6
and 1474.8 mA h g�1 with an initial Coulombic efficiency of
72.2%. A specic reversible capacity of 1035.6 mA h g�1 was still
obtained aer 50 cycles at the current density of 100 mA g�1.
Even at a large specic current density of 500 mA g�1, reversible
capacity as high as 1000 mA h g�1 was still retained aer 200
cycles. When the current was gradually increased from 100 to
1600 mA g�1, then reverted to 100 mA g�1, the capacity recov-
ered to 1028 mA h g�1, almost the same as the initial capacity.
The hollow microspheres could shorten the diffusion path of
Li+ and provide hollow cavities that can reduce the volume
change. Most importantly, the carbon coating not only elevates
electrical conductivity but also improve the structural stability
of the active materials, which leads to the signicant improve-
ments in electrochemical properties of Zn–Fe–O@C hollow
microspheres compared to that of ZnFe2O4 hollow micro-
spheres. Zn–Fe–O@C hollow microspheres will offer a good
model for exploration of the anode materials of LIBs.
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