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e phosphorene nanoribbons for
tunable optoelectronics†

Ram Swaroop,a P. K. Ahluwalia,b K. Tankeshwarc and Ashok Kumar*a

We report optoelectronic properties of ultra-narrow blue phosphorene nanoribbons (BPNRs) within the

state-of-the-art density functional theory framework. The positive but small value of formation energy

(�0.1 eV per atom) indicates the relative ease of the formation of BPNRs from their two-dimensional

(2D) counterpart. The oscillatory behaviour of the electronic band gap of bare BPNRs with increasing

width is attributed to the reconstruction of edge atoms. The static dielectric constant of BPNRs

depends on the width and applied strain which in turn shows consistency with the Penn's model

expression for semiconductors. Bare BPNRs exhibit both p and p + s plasmonic structures while

passivated ones possess only a p + s plasmonic structure that get blue-shifted (as large as �3 eV) on

increasing the width of the BPNRs which makes electron energy loss spectroscopy useful for

identifying the width of BPNRs in real experimental situations. The mechanical strain induces a small

red shift in, which is attributed to the modification in electronic band dispersion due to a different

superposition of atomic orbitals on the application of applied strain. These tunable electronic and

dielectric properties of BPNRs mean they may find applications in optoelectronic devices based on

blue phosphorene.
1. Introduction

Aer the discovery of graphene in 2004, it became the world's
rst two dimensional (2D) stable crystal with a honeycomb
structure.1 Graphene possess unique electronic and mechanical
properties along with high carrier mobility, even greater than Si
at room temperature.2–4 Graphene gave rise to a new era of low
dimensional materials, consequently, new classes of 2D mate-
rials such as silicene,5,6 germanene,7 transition metal dichal-
cogenide (TMDs)8–10 etc. were predicted and have been realised
experimentally. TMDs exist in variety of forms ranging from
metals to wide-gap semiconductors.3 Group-IV elemental layers
are found to exhibit zero band-gap which limits their applica-
tions in the semiconductor industry, while their functionaliza-
tion leads to semiconducting behaviour.11

Recently, 2D atomic layer of phosphorus atoms known as
black- or a-phosphorene, with inherent band gap �2 eV has
emerged as a potential candidate for semiconductor elec-
tronics.12–14 Phosphorene-based transistor demonstrates high
carrier mobility with higher on/off ratio (z104) at room
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temperature.15 Electronic band gap of black phosphorene is
found to vary inversely with thickness of the layers.16 Also
phosphorene exhibits four thermodynamically stable allo-
tropic forms namely black (a)-, blue (b)-, gamma (g)- and delta
(d)-phosphorene, out of these, black (a)- and blue (b)-phos-
phorene are found to be most stable.17,18 The various structural
phases of phosphorene show tunability in electronic structure
on the application of external electric eld, strain and
pressure.19–21

It is well known that electronic properties change signi-
cantly when one goes from 2D monolayer to 1D nanoribbons
(NRs). Note that in laboratory situation graphene nanoribbons
have been fabricated in controlled fashion by various synthesis
techniques.22–25 The electronic properties of phosphorene NRs
show strong dependence on their width and edge structure.26–28

The electronic band gap of NRs changes on functionalization of
edges with various functional groups.29,30 Also it is found that
electronic band gap varies inversely to the width of NRs.26

Furthermore, electronic properties are strongly inuenced by
the orientation of nanoribbons.31 Mechanical strain and
perpendicular electric eld also modify the electronic band gap
of black phosphorene NRs.31,32

Interestingly, ultra-narrow width armchair graphene NRs as
narrow as ve carbon atoms, have been successfully synthesized
and characterized by the low temperature scanning tunnelling
microscopy.33 Ultra-narrow ribbons have been found to show
nearly metallic nature with delocalized orbitals. These ultra-
narrow width ribbons have been suggested to be used as
This journal is © The Royal Society of Chemistry 2017
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interconnects in devices in place of Cu. Similarly, ultra-narrow
graphene bilayer nanoribbons obtained by unzipping of
multiwall carbon nanotube have been characterized under high
magnetic eld which show Landau quantization.34

Although numerous studies have been made to understand
the various properties of black phosphorene nanoribbon,26–31

with less attention paid to blue phosphorene based nano-
ribbons. Here we present a detailed study of ultra-narrow blue
phosphorene nanoribbons of varying width with armchair and
zigzag edge congurations. The effect of width and mechanical
strain on the electronic and dielectric properties of ultra-narrow
blue phosphorene NRs have been discussed. The effect of
hydrogen passivation at the edges of the considered NRs is also
investigated in detail.
Fig. 1 Top and side view of armchair blue phosphorene nanoribbon (A
represent the number of atomic lines in nanoribbons (top panel). Forma

This journal is © The Royal Society of Chemistry 2017
2. Computational methods

First principles calculations are performed within density
functional theory framework as implemented in SIESTA
(Spanish Initiative for Electronic Simulations with Thousands
of Atoms) simulation package.35–37 Norm conserving Troullier
Martin pseudo-potential in fully separable Kleinman and
Bylander form has been used to treat the electron–ion interac-
tions.38 The exchange and correlation energies have been
treated within the General Gradient Approximation (GGA)
according to the Perdew–Burke–Ernzerhof (PBE) parameteriza-
tion.39 The Kohn Sham orbital's were expanded in a linear
combination of numerical pseudo atomic orbital's using a split-
valence double zeta basis set with polarization functions (DZP).
BPNR) and zigzag blue phosphorene nanoribbon (ZBPNR), where ‘n’
tion energy as a function of width is plotted in bottom panel.

RSC Adv., 2017, 7, 2992–3002 | 2993
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Throughout geometry optimization connement energy of
numerical pseudo-atomic orbital's are taken as 0.01 Ry.
Minimization of energy was carried out using standard
conjugate-gradient (CG) technique. Structures were relaxed
until the forces on each atom were less than 0.01 eV Å�1.
Monkhorst–Pack scheme is used to sample Brillouin zone with
a 10 � 1 � 1 mesh. The spacing of the real space used to
calculate the Hartree, exchange and correlation contribution
of the total energy and Hamiltonian was 450 Ry. The distance
between the periodic images in non-periodic direction of
ribbons is kept more than 10 Å to avoid the mutual interaction
between the images.

Optical broadening of 0.2 eV was used for dielectric prop-
erties calculations. All the unoccupied states have been
considered for the calculations of optical spectra. The imagi-
nary part of dielectric function (32) has been estimated by
calculating the dipolar transition matrix elements between
occupied and unoccupied single electron eigenstates.35 The real
part of dielectric function (31) has been obtained using Kram-
ers–Kroning transformations. Finally, the Electron Energy Loss
Fig. 2 Electronic band structure and corresponding density of states o
phorene nanoribbon (ZBPNR) and hydrogen passivated edges structures

2994 | RSC Adv., 2017, 7, 2992–3002
Spectra (EELS) was calculated using 31 and 32 in the following
formula:

Im

�
� 1

3ðuÞ
�

¼ 32ðuÞ
312ðuÞ þ 322ðuÞ (1)

3. Results and discussions

Blue phosphorene possess graphene-like honeycomb structure
with 0.59 Å out-of-plan buckling of P-atoms. Our GGA-PBE
calculated lattice constant 3.31 Å is in excellent agreement
with previously reported value 3.33 Å.17,18 The cohesive energy of
blue and black phosphorene was found to be nearly same (DE�
1 meV per atom),17 suggesting both allotropic layers to be
equally stable. Our calculated indirect band gap of 2.02 eV is
also in excellent agreement with the previously reported value
�2 eV at GGA-PBE level of theory.17,18

Similar to graphene NRs, blue phosphorene nanoribbons
(BPNRs) can be obtained by cutting monolayer blue phos-
phorene along armchair (AC) or zigzag (ZZ) directions. The
f armchair blue phosphorene nanoribbon (ABPNR), zigzag blue phos-
(H-ABPNR and H-ZBPNR) at width n ¼ 12.

This journal is © The Royal Society of Chemistry 2017
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width of the armchair blue phosphorene nanoribbon (ABPNR)
and zigzag blue phosphorene nanoribbon (ZBPNR) can be
identied by counting number of atomic lines (n) of P atoms
across the ribbon. The ball and stick model of ABPNR and
ZBPNR is shown in Fig. 1, where we have considered width (n)
from 2 to 12. Note that various congurations of edge structures
Fig. 3 Electronic band gap (Eg) as a function of width (n) and corre
nanoribbons.

This journal is © The Royal Society of Chemistry 2017
are possible in nanoribbons,40–44 however, armchair and zigzag
edges are most common stable congurations for graphene-like
nanoribbons. In case of graphene nanoribbons, zigzag-57
(stone-wales defected) edge structure were reported to be most
stable with very small energy difference (0.02 eV Å�1) relative to
armchair edge structure.42 To introduce stone wales defects, one
sponding band structures for bare (a–c) and edge passivated (d–f)

RSC Adv., 2017, 7, 2992–3002 | 2995
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need to consider wider and long ribbon to mimic the structural
defects in nanoribbons.

Furthermore, the edges are passivated with hydrogen atoms
as shown in Fig. S1 of ESI.† On structure relaxation of bare
ribbons, the atoms on the edges of both ABPNR and ZBPNR get
reconstructed. The reconstruction of atoms for lower width
ribbons (n < 6) is found to be more pronounced than wider
ribbons (Fig. S2 and S3 of ESI†). In order to investigate the
relative stability of BPNRs, we have computed the formation
energy of both ABPNRs and ZBPNRs. The formation energy (EF)
is dened as:

EF ¼ EBPNR � nEP

n
(2)

where EBPNR is the calculated total energy of given BPNR, EP is
the energy per atom of 2D phosphorene and n is the number of
P atoms in BPNR. Formation energy of ABPNR and ZBPNR as
a function of ribbon width (n) has been plotted in Fig. 1. The
small but positive formation energy indicates that the one-
dimensional (1D) nanoribbons are energetically less favour-
able than the 2D phosphorene counterpart. Formation energy
versus width shows oscillatory behaviour for ABPNR at lower
values which goes away with increase in ribbon width beyond n
¼ 8. On the other hand, the formation energies of ZBPNR shows
Fig. 4 Strain versus stress curves of bare and hydrogen passivated edg
horizontal and vertical lines with arrow indicate the tensile strength and
phosphorene has also been given for comparison.

2996 | RSC Adv., 2017, 7, 2992–3002
a systematic decrease in magnitude on increasing ribbon width
[Fig. 1]. The formation energy of both ABPNR and ZBPNR at n¼
12 is calculated as �0.1 eV per atom, indicating that the wider
ribbons have relatively higher stability.

Similar to monolayer blue phosphorene, both ABPNR and
ZBPNR exhibit semiconducting character, however, with
smaller band gap. The electronic band structure of ABPNR at n
¼ 12 show 1.16 eV direct band gap while ZBPNR possess indi-
rect band gap 0.58 eV at the same width at GGA-PBE level of
theory [Fig. 2]. The states around the Fermi energy are due to the
dangling bonds present at the edges of nanoribbons. The band
gap for H-passivated edges of ABPNR and ZBPNR is calculated
as 2.18 eV and 2.05 eV, respectively, using GGA-PBE functional
[Fig. 2].
3.1 Width-dependent electronic properties of BPNRs

Electronic properties of both ABPNR and ZBPNR show distinct
behaviour on varying the width (n) of ribbons, e.g., the elec-
tronic band gap of ABPNR as function of width show oscillatory
behaviour for n# 9, while at higher width the band gap remain
nearly constant (�1 eV) (Fig. 3(a)); ZBPNR show metallic char-
acteristics for n # 5 and semiconducting features (Eg � 0.1 eV)
at higher width (n ¼ 6–9). The oscillatory behaviour in the
e structure of blue phosphorene nanoribbons for width n ¼ 12. The
ultimate tensile strain of nanoribbons. Strain–stress curve for 2D blue

This journal is © The Royal Society of Chemistry 2017
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electronic band gap for both kind of ribbons may be attributed
to the reconstruction of edge atoms as shown in Fig. S2 & S3 of
ESI,† which is more pronounced for lower width bare BPNRs. It
is evident from Fig. 3(b) and (c) that dispersion of bands around
Fermi energy due to unsaturated bonds gets modied signi-
cantly on varying the width that results into change in the
electronic behaviour of ribbons. Note that the oscillatory
behaviour of electronic band gap of nanoribbons at lower width
has also been observed in previous studies.26–28

On passivating the dangling bond states with hydrogen
atoms at the edges of both kind of ribbons, the band gap shows
increase in its magnitude (Fig. 3(d)). The band gap of H-ABPNR
shows systematic decrease from 3.4 eV at n ¼ 2 to 2.3 eV at n ¼
12. Similarly, the band gap of H-ZBPNR decreases with width,
however, the change in the band gap value is found to be very
small (�0.3 eV) on increasing width from n ¼ 2 to n ¼ 12. The
band gap value of both H-ABPNR and H-ZBPNR nearly
converges at higher width of ribbons. It is also evident from
Fig. 3(e) and (f) that the dangling bond states disappears on
passivation of edge atoms which results into increase in the
band gap of both kind of ribbons as compared to bare BPNRs,
while it decreases with increasing the width of ribbons.
Fig. 5 (a and b) Variation in band gap with applied strain for bare and hydr
12. (c–f) Electronic band structures at different strain values are also sho

This journal is © The Royal Society of Chemistry 2017
In order to get further insight into the change in electronic
band gap of BPNRs, we calculate the valance band maximum
(VBM) and conduction band minimum (CBM) charge density
(Fig. S4 and S5 of ESI†). For smaller width the VBM and CBM
charge densities are localized on each atoms. As we increase the
width, both VBM and CBM charge density show small polari-
zation which is more pronounced at higher width that lis the
VBM and CBM towards Fermi level. The redistribution of charge
with changing the width of BPNRs leads to the change in elec-
tronic band gap.

3.2 Effect of mechanical strain in BPNRs

In order to estimate the breaking strength of BPNRs, we now
apply longitudinal uniaxial strain to the nanoribbons. Since the
wider ribbons are found to be energetically more stable, there-
fore, the strain was applied to the widest ribbon i.e. n ¼ 12

considered in this study. Mechanical strain
�
Da
a0

�
was applied

in small steps where a0 is equilibrium lattice constant and Da is
the change in lattice constant obtained aer uniaxial defor-
mation of 1D lattice. The maximum stress that an 1D system
can withstand before breaking gives its ultimate tensile
ogen passivated edges of blue phosphorene nanoribbons for width n¼
wn.

RSC Adv., 2017, 7, 2992–3002 | 2997
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strength (UTS). The value of UTS is the point at which the slope
of the strain–stress curve becomes zero and the critical value of
strain at that point is the ultimate strain applicable to 1D
system. The strain–stress has been determined by calculating
the stress tensor components in response to the strain tensor.
The stress tensor is dened as a positive derivative of total
energy with respect to the strain tensor.35

The ultimate strain that can be applied to ABPNR and ZBPNR
without breaking is calculated as 22% and 28%, respectively,
which is found to be same for H-ABPNR and H-ZBPNR (Fig. 4).
UTS for ABPNR and ZBPNR is calculated as �3 GPa and �2.7
GPa, respectively. Note that ultimate strain and UTS for 2D blue
phosphorene has been calculate as 16% and 3.1 GPa, respec-
tively (Fig. 4). The UTS remains nearly same as we go from
monolayer blue phosphorene to ultra-narrow BPNR while ulti-
mate strain increases from 16% to more than 20%. It is
noticeable that despite strong dependence of edge passivation
in electronic band structure, the UTS for both bare and
passivated BPNRs remains nearly the same. It is worth
mentioning here that the uniaxial strain induces in-plan stress
Fig. 6 Orbital resolved partial density of states of in-plan (px and py) a
strained BPNRs.

2998 | RSC Adv., 2017, 7, 2992–3002
tensor components perpendicular to the direction of applied
strain which is found to be negligible as compared to the stress
components along strain direction, hence, not given in Fig. 4.

Thereaer, keeping in view the critical value of strain, we
investigated the evolution of electronic structure of BPNRs on
the function of strain. It is found that the electronic band gap of
considered ribbons decreases continuously with increasing
strain, eventually, rendering them nearly metallic at a critical
value (Fig. 5). On carefully looking at the evolution of electronic
structure with strain, the valance band maximum (VBM) and
conduction bandminimum (CBM) systematically shis towards
Fermi level which tends to close the band gap at G-point. At
ultimate tensile strain, the semiconductor-to-metal transition
occurs for bare ZBPNR while few meV band gap remains intact
for other ribbons (Fig. 5). These changes in electronic structure
are attributed to the redistribution of atomic orbitals on the
application of applied strain.

In order to get deep insight into the change in electronic
structure with applied strain, we calculate the orbital resolved
partial density of states (PDOS) of unstrained and strained
nd out-of-plan (pz) orbitals of phosphorous atoms of strain-free and

This journal is © The Royal Society of Chemistry 2017

http://creativecommons.org/licenses/by/3.0/
http://creativecommons.org/licenses/by/3.0/
https://doi.org/10.1039/c6ra26253h


Paper RSC Advances

O
pe

n 
A

cc
es

s 
A

rt
ic

le
. P

ub
lis

he
d 

on
 1

3 
Ja

nu
ar

y 
20

17
. D

ow
nl

oa
de

d 
on

 3
/3

0/
20

26
 1

1:
37

:2
6 

A
M

. 
 T

hi
s 

ar
tic

le
 is

 li
ce

ns
ed

 u
nd

er
 a

 C
re

at
iv

e 
C

om
m

on
s 

A
ttr

ib
ut

io
n 

3.
0 

U
np

or
te

d 
L

ic
en

ce
.

View Article Online
BPNRs (Fig. 6). It is important to note that on the application
of in-plane strain, the out-of-plane orbitals get redistributed in
signicant manner while in-plane orbitals remain nearly
unaffected. The pz orbitals of phosphorous atom of strained
BPNRs shi towards Fermi energy that lead to change in
electronic band gap. The shi of pz orbitals towards Fermi
energy in more pronounced for higher strain which results
into semiconductor-to-metal transitions in BPNRs at critical
value of strain (Fig. 6).
3.3 Dielectric properties of BPNRs

We now investigate the effect of width andmechanical strain on
the dielectric properties of BPNRs. The static dielectric constant
(3s) was obtained by calculating the value of real part of
dielectric function (31) at zero frequency. The calculated 3s as
a function of width of both ABPNR and ZBPNR show oscillatory
behaviour (Fig. 7a). On careful examination we found that the
change in 3s with varying width shows its link with the change in
electronic band gap (Eg) on the same width e.g. for ABPNR at n¼
8, Eg � 0 (minimum) while corresponding 3s is found to be �4.5
(maximum); the maximum Eg in ABPNR is calculated as �3 eV
at n ¼ 3 while the 3s is calculated minimum (�1.9) at the same
Fig. 7 Static dielectric constant (3s) versus width (n) for (a) bare and (b) e
ZBPNRs are give at width n ¼ 12.

This journal is © The Royal Society of Chemistry 2017
width; for ZBPNR, the Eg remains constant at n ¼ 6–9 (Eg � 0.5
eV) and the corresponding 3s is calculated as �3.5–3.7 at the
same widths. This type of behaviour of Eg and 3s may be
attributed to the Penn's model expression,45 where electronic
band gap of the semiconductor is roughly related with the static

dielectric constant (3s) as 3s z 1 þ
�
h-uP

Eg

�2

, where uP is

plasmonic frequency.
In case of H-ABPNR and H-ZBPNR, Eg systematically

decreases as a function of width (Fig. 3d) while corresponding 3s
at same widths shows inverse trend with uctuations at higher
widths (Fig. 7b) which may be attributed to the pronounced
effect of distinctly different plasmonic excitations at wider
width ribbons. 3s is also found to change with applied strain
(Fig. 7c and d) which shows nearly inverse trend as compared to
Eg with strain (Fig. 5a and b). At the critical value of strain, 3s for
ABPNR, H-ABPNR, ZBPNR and H-ZBPNR is calculated as 16.2,
15.1, 9.8 and 5.5 respectively. Higher value of 3s indicate
metallic or nearly metallic character of these ribbons.

Now we investigate the change in imaginary part of dielectric
function (32) and electron energy loss spectra (EELS) as a func-
tion of width. It is noticeable that 32 in passivated BPNRs
dge passivated BPNRs. 3s as a function of strain for (c) ABPNRs and (d)
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Fig. 8 Imaginary part of dielectric function (32) and electron energy loss spectra (EELS) at n ¼ 2 and n ¼ 12 for bare and hydrogen passivated
edges of blue phosphorene nanoribbons.
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possess structure peak at �5 eV while additional structure at
�1 eV is found for bare BPNRs (Fig. 8). We attribute the addi-
tional structure in bare BPNRs to the interband transitions
between the dangling bond states near Fermi energy which
disappear in H-BPNRs. The energy of structure peaks of 32

remains independent of width while the intensity of wider
width BPNRs is at higher magnitude. The higher intensity of
Fig. 9 Imaginary part of dielectric function (32) and electron energy loss
passivated edges of blue phosphorene nanoribbons.

3000 | RSC Adv., 2017, 7, 2992–3002
wider BPNRs is due to the increased number of allowed bands
available for interband transitions.

The structure peaks in electron energy loss spectra (EELS)
spectra give the collective excitation of electron which is known
as plasmons. Low energy plasmons are called p-plasmons
which are associated with the excitation of weak p-electrons
while high energy plasmons are p + s plasmons which are
spectra (EELS) at 2% and ultimate tensile strain for bare and hydrogen

This journal is © The Royal Society of Chemistry 2017
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associated with both weak p and strong s electrons.46,47 EELS
show two plasmonic features for bare BPNRs, one at low energy
<5 eV and second at higher energy >5 eV, while H-BPNRs have
been found to exhibit plasmonic excitations only at higher
energy (>5 eV) (Fig. 8). The low energy plasmonic features (<5
eV) are due to p-electrons while the higher energy (>5 eV)
plasmonic features comes from both p- and s-electrons of
BPNRs. Interestingly, plasmonic energy gets blue shied as we
go from width n ¼ 2 to n ¼ 12 (Fig. 8). The blue shi in the
plasmonic energy is calculated as large as �3 eV (Table T1 of
ESI†). This much amount of plasmonic energy difference makes
electron energy loss spectroscopy useful in order to identify the
width of BPNRs in real experimental situation.

Next we consider the effect of mechanical strain on 32 and
EELS of BPNRs. The uniaxial strain induces small red shi in 32

of all the considered BPNRs (Fig. 9), which is attributed to the
modication in electronic band dispersion due to superposition
of atomic orbitals on the application of applied strain. Similarly,
EELS of BPNRs is also found to be red shied on the application
of strain. The red shi in EELS is more pronounced in p + s

plasmonic structures (Fig. 9) where as large as �2 eV shi is
calculated in plasmonic energy (Table T1 of ESI†). These tunable
dielectric properties of BPNRs with width and external strainmay
have importance in optoelectronic devices based on BPNRs.

4. Summary

In summary, we have performed a detailed rst principles study
of optoelectronic properties of ultra-narrow BPNRs. The elec-
tronic band gap of BPNRs is found to be width and edge-specic.
The ultimate tensile strength of BPNRs is calculated as �3 GPa
with critical strain value >20%. BPNRs are found to possess
nearly metallic characteristics at critical value of strain which is
consistent with the higher value of calculated static dielectric
constant. 32 for passivated BPNRs possess structure peak at�5 eV
while additional structure at �1 eV is found for bare BPNRs
which is attributed to the interband transitions between the
dangling bond states near the Fermi energy. Interestingly, plas-
monic energy gets blue shied on increasing the width of BPNRs
while it shows red-shi on the application of longitudinal tensile
strain. These tunable electronic and dielectric properties of
BPNRs may be useful for the optoelectronic applications.
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