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Corncob lignin was efficiently depolymerized in an isopropanol–water mixture with NaOH as catalyst into

bio-polyols with low molecular weight and suitable hydroxyl number in view of the preparation of a bio-

based rigid polyurethane foam. The effects of process parameters including the reaction temperature,

NaOH concentration, isopropanol–water ratio and reaction time on the product yields were

investigated. The depolymerized lignin (DL) products obtained were further analyzed by GPC, FT-IR, 2D-

HSQC NMR, 31P-NMR, GC-MS and thermogravimetric analysis. The results showed that 22.1% DL with

a low molecular weight (860 g mol�1) and a suitable hydroxyl number (5.10 mmol g�1) together with

5.1% solid residue was obtained under an optimum condition (at 280 �C, 5% NaOH in 25% isopropanol–

water ratio for 15 min). In short, this depolymerization process would effectively produce the bio-polyols,

which would have great potential as a polyol substitution for partial incorporation into rigid polyurethane

foams.
1. Introduction

Lignin is the second most abundant natural polymer on the
earth following cellulose and is a three dimensional high
molecular weight aromatic biopolymer mainly consisting of
three phenyl-propanoid monomers, guaiacyl, syringyl and p-
hydroxyphenyl propane connected by a variety of C–O and C–C
linkages.1 Currently, the major source of lignin is produced in
the pulp and paper industry as a waste-product, and mostly
used as a low value fuel to provide heat and power, resulting in
the massive waste of this resource as well as pollution of the
environment.2

Polyurethane (PU) is usually synthesized through a poly-
addition reaction between polyols (polyether or polyester poly-
ols) and polyisocyanate to form urethane linkages. Rigid
polyurethane (RPU) foams are the most important commercial
products made of PU, which have been widely utilized in the
appliances and construction industry because of their unique
combination of excellent thermal insulation and mechanical
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properties. Nowadays, petroleum derived polyols are typically
used, but rising petroleum prices and sustainability concerns
have focused attention towards bio-polyols.3,4 Since lignin's
phenolic and alcoholic hydroxyl groups in its structure as the
reactive sites, the utilization of lignin as a good source of polyols
for the PU formulations has received a lot of interest.5–8

However, due to the lower reactivity and stronger steric
hindrance effect of lignin, the direct utilization of lignin in
place of polyol is unable to prepare satisfactory RPU foam in
industrial production.9

In view of the structural characteristic of the lignin, depoly-
merization of the bulky lignin would produce low molecular
weight and more reactive aliphatic and phenolic–OH products
for further utilization in RPU foam.10 Recently, depolymeriza-
tion of lignin could be carried out through different thermo-
chemical approaches, including pyrolysis, hydrolysis,
hydrogenation, oxidation reaction and so on.11–13 However,
most of the reported processes had more or less side reactions,
such as char formation, oligomer products repolymerization
and relatively low phenolic monomers yield. Hydrolysis of
lignin is a very promising method to produce a multitude of
high-value products via acid- or base-catalyzed cleavage of ether
bonds, which is conducted under a pressurized liquid or
supercritical state. For example, hydrolytic depolymerization of
lignin was performed in presence of sulfuric acid, but the main
drawback is that unavoidable repolymerization of lignin inter-
mediates products resulted in a high yield of solid residue and
waste disposal problem for sulfuric acid.14 In addition, acid-
catalyzed depolymerization required a special reactor to resist
corrosion concerns. Lavoie et al. (2011) showed that
RSC Adv., 2017, 7, 6123–6130 | 6123
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depolymerization of the steam-treated lignin, 10% phenolic
monomers and 60% oligomer could be obtained at 300–330 �C
using NaOH as a catalyst, however, more than 30% of char was
generated.15 Mahmood et al. (2015) reported base-catalyzed
depolymerization of hydrolysis lignin at 250 �C in water–
ethanol mixture with 70.5% of oligomer and 9.8% of solid
residue.16 A drawback of the alkaline depolymerization of lignin
was related to its relatively high yield of solid residue due to
repolymerization of the reaction intermediates.17,18 The use of
a hydrogen donor agent would be a promising method expected
to reduce repolymerization, which was due to that the forma-
tion of aldehyde group was suppressed during hydro-
deoxygenation catalyzed by the ability of the solvent to donate
hydrogen, leading to the stabilization of reactive phenolic
compounds and reduction of char formation.19 Kleinert et al.
(2009) demonstrated that reductive depolymerization of lignin
in isopropanol could form in situ hydrogen gas above 200 �C.20

Therefore, lignin depolymerization using isopropanol as
a hydrogen-transfer initiator was recently investigated, sug-
gesting that the molecular weight of phenolic compounds
decreased and did not undergo severe repolymerization.21,22 As
above, the alkaline catalyst could enhance cleavage of ether
bond and C–C bond in the lignin and increase the yield of lignin
depolymerized products, meanwhile, the isopropanol as
a hydrogen donor agent could effectively prevent generating the
aldehyde group, which readily lead to condensation reaction.
However, limited reports were found to apply isopropanol–
water mixture in the depolymerization of lignin via alkaline
hydrolysis.

In this work, the primary objective is to produce the bio-
polyols from corncob lignin via utilizing the DL obtained in
the hydrolytic depolymerization reaction. The effects of various
process factors (reaction temperature, NaOH concentrations,
isopropanol/water ratio and reaction time) on the yields and
molecular weight distribution of the lignin depolymerized
products were comprehensively investigated. The lignin
degraded products were further analyzed and characterized
using gel permeation chromatography (GPC), Fourier Trans-
form Infrared (FT-IR), gas chromatography-mass spectrometry
(GC-MS), two-dimensional hetero-nuclear single-quantum
correlation nuclear magnetic resonance (2D-HSQC NMR), 31P
NMR and thermogravimetric analysis. The lignin degraded
products are expected to have desirable characteristics (lower
molecular weights and moderately higher hydroxyl number),
which could be a promising feedstock for the synthesis of bio-
based RPU foam.

2. Material and methods
2.1. Materials

Corncob lignin used in this study was kindly provided by
Shandong LongLi Biological Technology Co., LTD, China. The
general production process of corncob lignin was shown as
follows: rstly, the corncob was treated hydrothermally to
degrade the hemicelluloses and obtain xylo-oligosaccharides.
Secondly, the corncob residue was treated with an alkaline
solution to release the lignin and a cellulose-rich residue, the
6124 | RSC Adv., 2017, 7, 6123–6130
solid residue was used as a feedstock for bio-ethanol produc-
tion; nally, the effluent was adjusted to acidic condition to
precipitate the corncob lignin aer the alkaline treatment.
Their characteristics have been previously reported by our
group.23 Sodium hydroxide (NaOH), isopropanol and acetone
were of analytical grade and used as received without further
purication.

2.2. Depolymerization of the lignin

The lignin depolymerization experiment was carried out in
a batch reactor (100 mL internal volume, Senlong Instruments
Company, Beijing, China) with a magnetic stirrer and
a temperature controller. Typically in each run, the reactor was
loaded with 1 g lignin and NaOH catalyst (2.5–10 wt% of the
solvent) in 20 mL isopropanol–water mixture. Then the reactor
was sealed and purged with N2 for three times before each
experiment to remove air from the reactor. When the desired
temperature achieved, the reaction time was initiated and
temperature kept constant. The reactor was continuously stir-
red at 1000 rpm. Aer the reaction, the reactor was rapidly
cooled to room temperature by ice water. Reaction products
were completely transferred into a beaker aer releasing pres-
sure, and then the reactor was thoroughly rinsed with distilled
water. The detailed ow diagram of the separation process for
the reaction products is shown in Fig. S1.† The reaction
mixtures were adjusted to pH 1–2 using 1.0 MH2SO4 solution to
precipitate the DL products, and were separated from the liquid
by ltration. The ltrate was evaporated under reduced pressure
at 60 �C to remove water and volatile organic compounds (VOC).
Then water-soluble oil (WSO) was obtained by oven-dried at
50 �C to constant weight. Meanwhile, the liquid phase obtained
was extracted using dichloromethane (DCM), which was further
dried with anhydrous sodium sulfate, ltered and nally
vacuum-dried to obtain DCM-soluble fraction. The solid phase
was washed with acetone and stirred for 3 h in a beaker. Then,
the mixtures were ltrated, the acetone insoluble fraction was
dried at 105 �C, and were weighed to obtain the yield of solid
residue (SR). The acetone soluble ltrate was transferred to
a pre-weighed erlenmeyer ask to remove acetone with a rotary
evaporator under reduced pressure to obtain the DL. Each
experiment was repeated at three times to ensure that the
experimental errors were within �5%. The yields of DL, SR and
WSO fraction were calculated with formulas as following:

Yield of DL (%) ¼ Wd/WF � 100% (1)

Yield of SR (%) ¼ WS/WF � 100% (2)

Yield of WSO (%) ¼ WWSO/WF � 100% (3)

WF: the weight of raw lignin; Wd: the weight of DL; WS: the
weight of SR; WWSO, the weight of WSO.

2.3. Characterization of the degraded products from lignin

FT-IR spectra were recorded using a Thermo Scientic Nicolet
iN10 FT-IR Microscope (Thermo Nicolet Corporation, Madison,
WI) equipped with a liquid nitrogen cooled mercury cadmium
This journal is © The Royal Society of Chemistry 2017
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Fig. 1 Effects of reaction temperatures on the product yields of DLs
and SR. (Reaction condition: 5% NaOH, 20 mL isopropanol/water
(50%) and 30 min).
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telluride (MCT) detector. Samples were ground and pelletized
using BaF2 and their spectra were recorded in the range from
4000 to 700 cm�1 at 4 cm�1 resolution and 128 scans per
sample. Themolecular weight distributions were determined by
gel permeation chromatography (GPC, Agilent 1200, USA) with
a refraction index detector (RID) on a PL-gel 10 mm mixed-B 7.5
mm ID column, calibrated with PL polystyrene standards. 4 mg
sample was dissolved in 2 mL tetrahydrofuran (THF), and 20 mL
solutions were injected. The column was operated at ambient
temperature and eluted with THF at a ow rate of 1.0 mLmin�1.
NMR spectra were recorded on a Bruker AVIII 400 MHz spec-
trometer (Germany) at 25 �C according to the method described
previously.24,25 For the 2D-HSQC NMR spectra analysis, 50 mg
sample was dissolved in 0.5 mL DMSO-d6, and then the dis-
solved samples were transferred to NMR sample tubes. 31P NMR
spectra were acquired aer reacting lignin with 2-chloro-
4,40,5,50-tetramethyl-1,3,2-dioxaphospholane (TMDP).26 The
sample (20 mg) was dissolved in 500 mL anhydrous pyridine and
deuterated chloroform (1.6 : 1, v/v) under stirring. This was
followed by the addition of 100 mL cyclohexanol (10.85 mg
mL�1) as an internal standard (IS), and 100 mL chromium(III)
acetylacetonate solution (5 mg mL�1 in anhydrous pyridine and
deuterated chloroform 1.6 : 1, v/v) as relaxation reagent. Finally,
the mixture was treated with 100 mL phosphorylating reagent
(TMDP) and was transferred into a 5 mmNMR tube for analysis.
The parameters used in quantitative 31P NMR experiment were
listed as follows: 30� pulse angle; 2 s relaxation delay; 64 K data
points, and 1024 scans. Qualitative analysis of the DCM-soluble
fraction was performed by GC-MS (Agilent 7890A/5975, USA)
using a 30 m � 250 mm � 0.25 mm capillary column (HP-5ms).
The oven temperature was programmed as 40 �C hold 2 min,
before increased to 280 �C with 5 �C min�1. The injector was at
300 �C with a spit ratio of 5 : 1 and injection volume was 1 mL.
The ow rate of the carrier gas (helium) was 1 mL min�1. The
compounds were identied by comparison with library spectra
supplied by the NIST database. Thermogravimetric analysis
(TGA) experiments were performed using a simultaneous
thermal analyzer (SDT Q600 TGA/DSC, TA Instrument, USA).
The samples weighed around 6 mg were heated from room
temperature to 600 �C at a heating rate of 10 �C min�1 under an
inert atmosphere of N2.

3. Result and discussion
3.1. Effect of reaction temperature on the lignin
depolymerization

Temperature is the critical parameter for lignin depolymerization
in isopropanol–water mixture. The inuence of reaction
temperature on the yield of DL and SR is shown in Fig. 1. The
initial reaction condition at selected temperature was xed at
50% isopropanol/water ratio with the catalyst of 5% NaOH in
30 min. The DL yields decreased sharply from 32.5% to 23.9%
when the reaction temperature increased from 220 �C to 250 �C,
while the DL yields decreased continually to 20.8% as the reac-
tion temperature further increased to 280 �C. Lignin depoly-
merization is endothermic reaction and hence
thermodynamically favorable at a higher temperature.27 The high
This journal is © The Royal Society of Chemistry 2017
yield of DL at low temperature of 220 �C was 32.5%, which was
probably due to lower degree of lignin depolymerization. A large
amount of lignin may be degraded into small fragments and
dissolved in dichloromethane at higher temperature (250–280
�C), thus probably in turn led to reduced DL yields. The SR yield
decreased from 12.6% to 7.1% with corresponding temperature
from 220 �C to 280 �C, likely due to the formation of more
aqueous products (monomers, aldehydes, alcohols, etc.) with
increasing temperature. However, the SR yield increased to 9.1%
as the temperature further increased to 300 �C. The relatively
high yield of solid/char at higher temperature probably resulted
from repolymerization/condensation of the lignin-derived inter-
mediates to form tar/char, which was insoluble in water/
acetone.14 Therefore, with respect to both SR and DL yield, the
most appropriate reaction temperature was selected at 280 �C.
3.2. Effects of NaOH dosage on the lignin depolymerization

The effect of NaOH dosage on the lignin depolymerization was
determined by various loading rates (2.5%, 5% and 10%), while
keeping all other variables constant. The DL and SR yield at
280 �C, 30 min and 50% isopropanol/water ratio with various
NaOH concentration are shown in Fig. 2. The high yield of DL
was 24.9% at lower NaOH concentration (2.5%), accompanied
with high solid yield (9.6%), the possible reason was that this
reaction condition was not enough for depolymerizing lignin
adequately.11 Another possibility was that the input alkali has
been neutralized by the carboxylic acids produced during this
depolymerization reaction, thus retarding the depolymerization
process. The DL yield dropped to 20.8% with increasing loading
of NaOH from 2.5% to 5%, and subsequently remained almost
constant (20.8–19.7%) with NaOH concentration further
increased from 7.5% to 10%. These results suggested that the
effect of NaOH on the DL yield was minimal aer the NaOH/
lignin mass ratio was above 5%. It was worthy that the SR
yield increased from 7.1% to 8.8% as the NaOH concentration
RSC Adv., 2017, 7, 6123–6130 | 6125
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Fig. 2 Effects of NaOH dosage on the product yields of DLs and SR.
(Reaction condition: 280 �C, 20 mL isopropanol/water (50%) and
30 min).
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increased from 5% to 10%, likely due to the repolymerization of
lignin-derived intermediate products. Thus, concerning both
SR and DL yield, NaOH concentration was xed at 5%.

3.3. Effects of isopropanol/water ratio on the lignin
depolymerization

The inuences of solvent medium (isopropanol/water ratio) on
the depolymerization of lignin under 280 �C, 30 min at 5%
NaOH are shown in Fig. 3. The solvent medium using water
alone in lignin depolymerization resulted in 11.4% yield of SR.
While the isopropanol–water mixture (25%, 50% and 75%) were
used for lignin depolymerization, it showed a decreasing
tendency for SR yield from 7.3% to 6.6% with the increase of
isopropanol from 25% to 75% in this medium. This phenom-
enon was probably due to that the isopropanol dissolved the
depolymerized lignin products and stabilize the intermediates
Fig. 3 Effects of isopropanol/water ratios on the product yields of DLs
and SR. (Reaction condition: 280 �C, 5% NaOH and 30 min).

6126 | RSC Adv., 2017, 7, 6123–6130
generated during the reaction. In particular, it was noted that
the DL yield remained basically unchanged (approximately
20%) regardless of isopropanol content in this medium, which
was probably due to the hydrogen-donor capability of iso-
propanol to stabilize the intermediates generated.21 Although
the SR yield dropped to 6.6% in the isopropanol–water mixture
(75%), considering that the isopropanol usage, DL and SR yield,
and the isopropanol–water mixture (25%) were selected for the
lignin depolymerization.

3.4. Effects of reaction time on the lignin depolymerization

The further experiments were conducted at 280 �C, 5%NaOH and
isopropanol–water mixture (25%) in reaction times ranging from
5min to 45min. As shown in Fig. 4, the yield of SR decreased from
7.1% to 5.1% with reaction time increased from 5 min to 15 min,
the corresponding DL yield decreased from 25.1% to 22.1%, likely
due to the initial depolymerization effect was not sufficient to
break the ether linkages of lignin. The yield of SR increased from
5.1% to 8.4% when prolong the reaction time from 15 min to
45 min, which was probably owing to the repolymerization reac-
tion between lignin-derived intermediate products. However,
further increasing the reaction time (30–45 min) had a minimal
effect on the DL yield (approximately 20%), suggesting that this
system might have already reached an equilibrium state. There-
fore, 15 min under this condition was selected as an optimal
reaction time for lignin depolymerization. Accordingly, in order to
minimize the formation of SR, the best operation condition
appeared at 280 �C for 15 min in the isopropanol–water mixture
(25%) with 5%NaOH as a catalyst, leading to 5.1% yield of SR and
22.1% yield of DL, respectively. Additionally, the yield of WSO
measured was 61.3% under this most appropriate condition.

3.5. Characterization of original and depolymerized lignin

3.5.1 GPC analysis. Weight-average (Mw), number average
(Mn) molecular weight and polydispersity (Mw/Mn) of all the DLs
Fig. 4 Effects of reaction time on the product yields of DLs and SR.
(Reaction condition: 280 �C, 5% NaOH, 20 mL isopropanol/water
(25%)).

This journal is © The Royal Society of Chemistry 2017
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Table 1 Weight-average (Mw) and number-average (Mn) molecular
weights and polydispersity (Mw/Mn) of the DL samples

Lignin
(g)

Temp
(�C)

NaOHa

(g)

Isopropanol/
water
(v/v)

Time
(min)

Mw

(g mol�1)
Mn

(g mol�1) PDIb

1 220 5% 50% 30 1130 640 1.78
1 250 5% 50% 30 1060 530 2.00
1 280 5% 50% 30 850 390 2.15
1 300 5% 50% 30 970 570 1.70
1 280 2.5% 50% 30 1090 480 2.27
1 280 7.5% 50% 30 910 560 1.63
1 280 10% 50% 30 900 650 1.40
1 280 5% 0% 30 1020 520 1.97
1 280 5% 25% 30 880 450 1.95
1 280 5% 75% 30 820 490 1.69
1 280 5% 25% 5 950 500 1.90
1 280 5% 25% 15 860 480 1.81
1 280 5% 25% 45 970 480 2.00

a NaOH is based on the amount of the solvent substrate. b Polydispersity
index ¼ (Mw/Mn).

Fig. 5 2D-HSQC NMR spectra of original lignin (left) and DL sample ob
aromatic region. Lignin correlations are labeled with color-coded struct

This journal is © The Royal Society of Chemistry 2017
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at different conditions are listed in Table 1. As compared with
theMw of original lignin (1970 g mol�1),23 Mw of all the DLs was
obviously decreased. Mw of the DLs decreased from 1130 g
mol�1 to 850 g mol�1 as the reaction temperature was increased
from 220 �C to 280 �C. This was due to the sufficient energy
available to break the ether bond of lignin at higher tempera-
ture. However, the increment of the DL's Mw at 300 �C was
probably attributed to the repolymerization of lignin interme-
diate products at higher temperature. The depolymerization
and repolymerization of lignin occurred simultaneously, when
the concentration of NaOH increased from 2.5% to 10% at
280 �C, 0.5 h and 50% isopropanol/water ratio, the value of Mw

of the lignin was rstly decreased and then kept almost
constant. The possible reason was that the depolymerization
was the main reaction with increasing the NaOH concentration
(2.5–5.0%), thus leading to the decreased Mw of depolymerized
lignin; whereas the repolymerization reaction became more
serious with further increasing the NaOH concentration (5–
10%). However, the repolymerization reaction was limited to
a certain extent, resulting in an equilibrium state of the Mw
tained under the optimum condition (right) (A) side-chain region; (B)
ures as given in Fig. 6.

RSC Adv., 2017, 7, 6123–6130 | 6127
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value of repolymerized lignin. Their PDI were gradually
decreased with increasing the NaOH concentration, which was
mainly due to that the molecular weights distribution of
depolymerized/repolymerized lignin became more narrower. As
compared with theMw of DL in water solvent (1020 gmol�1),Mw

of the DLs were decreased in isopropanol–water mixtures.
Moreover, the Mw of DLs was slightly decreased with increasing
the isopropanol–water ratio (25–75%). The PDI kept constant in
the different isopropanol–water ratios increased from 0 to 25%,
which was probably due to the hydrogen-donor capability and
good solubility of isopropanol to stabilize the depolymerized
lignin generated, and making their PDI stable. When the
isopropanol/water ratio was further increased to 50%, the
depolymerization reaction was also main reaction, resulting in
that more depolymerized lignin products generated and their
PDI of DLs became broader. However, their PDI were obviously
decreased in 75% isopropanol–water ratio, which was probably
due to the change of DLs' molecular weight stable, and leading
to their PDI became narrower. Furthermore, Mw of the DLs
decreased from 950 g mol�1 to 860 g mol�1 as the reaction time
was increased from 5 min to 15 min, which was probably due to
the initial depolymerization reaction was not sufficient.
Whereas the DL's Mw increased to 970 g mol�1 at 45 min,
attributed to the repolymerization reaction between lignin-
derived intermediates products at longer reaction time. In
addition, it should also be pointed out that all the DLs exhibited
relatively low PDI. These results indicated that the hydrolytic
degradation in the isopropanol–water system could effectively
break the bulky structure of the lignin into oligomer units.
These lower molecular weight of DL products would be more
suitable for producing the lignin based RPU foam. With respect
to both yield and Mw of the DL products, the optimal condition
was selected at 280 �C for 15 min in isopropanol–water mixture
(25%) with 5% NaOH as a catalyst, producing lower Mw of DL
(860 g mol�1).

3.5.2 FT-IR analysis. FT-IR spectra of the original lignin
and DL obtained under the optimal condition were qualitatively
analyzed to investigate the structural changes during this
depolymerization process. As shown in Fig. S2,† the spectra
showed some common features, but also small differences that
were specic to the lignin and DL. They exhibited a broad band
around 3500–3200 cm�1, which is attributed to the stretching of
the phenolic and aliphatic hydroxyl groups. The bands around
2952 cm�1 and 2848 cm�1 arise from CH stretching in the
aromatic methoxyl groups and the methyl and methylene
groups of the side chains. Additionally, the absorption of
carbonyl groups is observed at 1694 cm�1.28 The intensities in
1400–1700 cm�1 attributed to aromatics of lignin and DL
basically keep same, suggesting that the basic aromatic struc-
tures of lignin were not signicantly damaged during this
process. The ether linkage at 1037 cm�1 was observable for
lignin while the spectra for DL almost showed no absorption,
furthermore, the signal of the lignin at 1262 cm�1 is related to
the stretching vibrations of C–O connecting to aromatic ring,
which was disappeared in the DL. These results preliminarily
showed that the ether bonds were cleaved to form more
hydroxyl groups during this process. Accordingly, the relative
6128 | RSC Adv., 2017, 7, 6123–6130
intensities of hydroxyl group would be higher in the DL as
compared to that of the original lignin, which would be
conrmed accurately by the following 31P NMR.

3.5.3 2D-HSQC spectra analysis. 2D-HSQC is an efficient
tool to give important chemical structural information of lignin
macromolecule. The structural changes of the lignin during this
depolymerization process could be obtained by the comparison
between original lignin and DL obtained at the optimal condi-
tion. Their side-chain region (dC/dH 50.0–90.0/2.5–6.0) and
aromatic region (dC/dH 100.0–160.0/5.50–8.50) are shown in
Fig. 5. The main substructures are depicted in Fig. 6. The
assignments of 13C–1H correlation signals in 2D-HSQC were
identied according to the previous literatures in Table S1.†24,25

In the side-chain region of original lignin (Fig. 5A), the
prominent cross-peaks in the spectra were methoxy groups
(–OCH3, dC/dH 55.7/3.70) and b-O-40 substructures (A). The Ca–

Ha correlations in b-O-40 substructures were observed at dC/dH
71.8/4.86, whereas the cross-peaks of Cb–Hb in b-O-40

substructures linked to S units were at dC/dH 85.8/4.12. Mean-
while, the obvious signal at dC/dH 59.5/3.68 is attributed to the
Cg–Hg correlations in b-O-40 substructures. Besides b-O-40

substructure, the Cg–Hg correlations for phenylcoumaran (a-O-
40/b-50) substructures (B) were found at dC/dH 62.3/3.70. As
compared with the spectra of the original lignin, the main
signals corresponding to the b-O-40 substructures were less
remained in the spectra of DL fraction. These results were
agreement with previously published literatures that the b-O-40

aryl ether linkages in lignin are readily broken at temperatures
from 200 �C to 300 �C under different solvents and catalysts.14,29

Thus, the cleavage of aryl ether linkages in the original lignin
was the main reaction during this depolymerization process,
which could produce more free phenolic hydroxyl groups from
the lignin in favor of synthesizing the bio-based RPU foam.

In the aromatic region of the original lignin (Fig. 5B), the
cross-signals from guaiacyl (G), syringyl (S) and p-hydroxyphenyl
(H) were obviously observed. S type lignin units showed
a prominent signal for C2,6–H2,6 correlations at dC/dH 103.8/6.70.
By contrast, G type lignin units exhibited different correlations
for C2–H2, C5–H5 and C6–H6 at dC/dH 110.8/6.97, 114.5/6.70 and
119.0/6.78, respectively. The C2,6–H2,6 correlations of the H type
lignin units were observed at dC/dH 127.2/7.12. Furthermore, the
C2,6–H2,6 and C7–H7 correlations of p-coumarates (p-CA)
substructure were located at dC/dH 130.2/7.48 and dC/dH 144.8/
7.51, respectively. In addition, the correlations of ferulates
(FA) substructure were at dC/dH 110.8/7.35 (C2–H2), 122.1/7.20
(C6–H6) and 116.5/6.36 (C8–H8). As compared with the original
lignin, the signal of C2,6–H2,6 in the S unit was disappeared in
the DL fraction. These results suggested that the S type units of
the original lignin were probably transformed into G and H
units through demethoxylation reaction and some G unit also
may be changed to H units.23 The capacity of lignin or lignin
fragments as a substitute for polyols in synthesizing lignin
based RPU foam is related to their number of reactive sites.
More G and H units revealed more active sites (unsubstituted C-
3 and C-5 positions in aromatic rings) in the DL fraction,
implying more suitability for the preparation of bio-based RPU
foam.
This journal is © The Royal Society of Chemistry 2017
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Fig. 6 Main classical substructures, involving different side-chain linkages, and aromatic units identified by 2D-HSQCNMR: (A) b-O-40 aryl ether
linkages; (B) phenylcoumarane substructures (b-5 and a-O-4 linkages); (p-CA) p-coumarates; (FA) ferulates; (H) p-hydroxyphenyl units; (G)
guaiacyl units; (S) syringyl units.
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3.5.4 31P NMR spectra analysis. Hydroxyl value of the
lignin is a critical factor for lignin based RPU foam applica-
tions. Quantitative 31P NMR analysis was conducted to
measure the aliphatic/phenolic hydroxyl groups. 31P NMR
spectra of the DL obtained at the best operating condition are
shown in Fig. S3.† The hydroxyl groups of lignin can be cate-
gorized in three groups: aliphatic hydroxyl units (149.0–146.0
ppm), phenolic hydroxyl units (144.5–137.1 ppm) and
carboxylic groups (135.5–134.2 ppm).26 The calculated
hydroxyl values for the DL sample are summarized in Table
S2.† As compared with our previous studies, the raw lignin has
aliphatic hydroxyl (1.58 mmol g�1), phenolic hydroxyl
(1.79 mmol g�1) and carboxylic groups (0.81 mmol g�1),23 the
DL obtained in this study has an aliphatic hydroxyl number of
0.12 mmol g�1, phenolic hydroxyl number of 4.38 mmol g�1,
carboxylic groups 0.59 mmol g�1. As compared with the orig-
inal lignin, the increase of phenolic hydroxyl groups probably
caused by hydrolysis reaction of methoxy group in lignin30 and
the cleavage of b-O-40 bonds as shown in the aforementioned
2D-HSQC analysis. While the decrease of aliphatic hydroxyl
groups was probably due to the cleavage of aliphatic propane
chains, leading to produce more water soluble products as
shown in the following analysis of GC-MS. Beauchet et al.
(2012) reported that the oligomer-rich residuals obtained from
the base-catalyzed depolymerization of Kra lignin at 315 �C
exhibited a similar hydroxyl value (5.25 mmol g�1).31 Xin et al.
(2014) showed that partial depolymerization of enzymolysis
lignin via mild hydrogenolysis under the catalysis of RANEY®
Ni, and the depolymerized lignin displayed a hydroxyl value of
4.38 mmol g�1.32 Hence, the DL (total hydroxyl number ¼
5.10 mmol g�1) obtained in this study would be suitable as
This journal is © The Royal Society of Chemistry 2017
a substitution of polyols in the synthesis of bio-based RPU
foam.

3.5.5 GC-MS analysis. Considering that the yield of gases
usually formed was relatively low during this process due to the
cleavage of aliphatic propane chains and removal of ring
substituents (#1 wt%).3 The main volatile products in DCM-
soluble fraction could be attributed to the phenolic mono-
mers, aldehydes, esters, ethers, and alcohols. The DCM-soluble
fraction of WSO obtained under the optimal condition were
identied by GC-MS. Each peak was assigned and its relative
abundance is summarized in Table S3.† Due to each peak pre-
sented herein showed only relatively abundance of the
compounds that could be detected by GC column among the
lignin depolymerized compounds. Thus, the detectable
compounds are mainly various types of esters, ethers, acids and
phenolic compounds. These results were in consistent with the
previous research in water–ethanol cosolvent.16

3.5.6 Thermal stability analysis. Thermo gravimetric anal-
ysis (TGA) and differential thermal analysis (DTA) were used to
investigate comparatively the thermal stability of the lignin and
DL obtained at the optimal reaction condition. As shown in
Fig. S4,† the two samples began to decompose at 160 �C and
200 �C, respectively. With respect to the char residues in the TG
curves, it was found that the char residues of the lignin and DL
at 650 �C were 42% and 48%, respectively, indicating that the
thermal stability of the DL was stronger than those of original
lignin. Furthermore, the rate of weight loss of lignin fraction
was faster than those of DL, and thermal decomposition
temperature of their largest rate of weight loss in the original
lignin and DL were at 343 �C and 379 �C, respectively. Therefore,
these above results indicated that the DL was more thermally
RSC Adv., 2017, 7, 6123–6130 | 6129
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stable than original lignin, making it suitable for utilization as
an insulation material in bio-based RPU foam.
4. Conclusion

Corncob lignin was efficiently depolymerized in isopropanol–
water mixture with NaOH as catalyst into bio-polyols. The best
operating condition appeared at 280 �C, 15 min and 25% iso-
propanol–water ratio with 5% NaOH in terms of the lignin
depolymerized products (DL and SR) yield and theirMw. The DL
obtained under the optimal condition displayed suitable
molecular weight and hydroxyl value, making it potential to be
used as polyols in view of the preparation of bio-based RPU.
Further work will focus on the effect of the resulting DL content
on the physical, mechanical, morphology and thermal proper-
ties of the bio-based RPU foam.
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