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for high-rate lithium–sulfur batteries†

Huajie Zhuang,ab Wei Deng,a Wei Wang*a and Zhaoping Liu*a

Well-designed structures constructed from graphene are excellent sulfur host matrices which can improve

the electrochemical performance of lithium–sulfur (Li–S) batteries by alleviating the dissolution of

polysulfide and improving the electrical conductivity of the electrode. Herein, high quality graphene

powder with a nanoshell inside was successfully designed and fabricated through a simple spray-drying

and Fe-catalyzed chemical vapor deposition (CVD) process. In this structure, the intrinsic interconnected

graphene nanoshells afford sufficient space for accommodating the active sulfur material, provide

effective entrapment for the dissolution of polysulfide and facilitate fast electron and mass transport.

Benefiting from this unique architecture, a high specific discharge capacity of 400 mA h g�1 with well-

maintained two-step galvanostatic discharge profiles can be obtained at an ultra-high current density of

13.4 A g�1.
1. Introduction

With the high-speed development of electrical vehicles and
portable electronic products, there is tremendous demand for
high energy density and high power density energy storage
devices. Lithium–sulfur (Li–S) batteries, which have been
known and investigated since the 1970s, are considered as
promising candidates for next-generation energy storage
devices owing to their distinguished advantages including high
theoretical energy density (1675 mA h g�1), and being abundant
sources in nature, economical and environment friendly
materials. However, their practical applications have been
plagued by the dissolution of polysulde, insulation of sulfur (5
� 10�30 S cm�1) and considerable volume change of sulfur
during electrochemical cycling processes, which results in
a series of serious problems, such as low specic discharge
capacity, severe self-charge, overcharging and short cycling
performance.1–4

During past several decades, many efforts have been made to
alleviate above problems. To fully enable the electrochemical
performance of active sulfur in Li–S batteries, the host materials
for sulfur play the signicantly important role, which should
have sufficient specic surface area to ensure high sulfur
loading, a conductive barrier to suppress the dissolution of
and Engineering, Chinese Academy of
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polysulde and facilitate the electrical transport, and also
a porous channel for the effective inltration of electrolyte and
transfer of Li-ion. Meeting well with the above requirements,
porous carbon has been proved to be one of the most promising
sulfur host materials.3,4 Pioneering work carried out by Nazar's
group successfully developed CMK-3 type mesoporous carbon
with a polymer coating which greatly alleviated dissolution of
polysulde for achieving signicantly enhanced battery perfor-
mance.5 Aer that, many researches have been focused on the
search of advanced carbon for Li–S batteries, such as porous
carbon,6–8 carbon shell,9–11 carbon nanober,12,13 carbon nano-
tube14–16 etc. For example, meso–microporous core–shell carbon
structure was designed and prepared as sulfur container, in
which the mesoporous core ensured sufficient sulfur loading
and the microporous shell acted as a physical barrier for poly-
sulde for reaching long cycling performance and high
discharge capacity.6 Guan et al. reported a tube-in-tube struc-
ture to host sulfur by encapsulating MWNTs into hollow porous
carbon nanotubes that the outstanding electrochemical
performance was obtained owing to unique structure with the
high electrical conductivity, large pore volume and pore carbon
layers.17 Many other well-designed porous structures, such pie-
like,18 cauliower-like,19 and laminated structure20 were also
built for lithium–sulfur batteries and had been proved to be
efficient to alleviate the dissolution of polysulde and improve
the electrical conductivity of cathode.

More recently, as one kind of super-carbon materials, gra-
phene presents the promising candidate for Li–S battery
applications and other energy storage devices21–26 owing to the
ultra-high conductivity, large specic surface area and sturdy
mechanical properties. Self-assembled reduced graphene oxide
(rGO) is most widely used as sulfur host due to the simply
RSC Adv., 2017, 7, 5177–5182 | 5177
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Fig. 1 Schematic illustration of the process for preparing NGP/S
composites.
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constructed three-dimensional (3D) structure and tunable pore
size.27–30 For example, Li et al. had reported a 3D graphene
hybrid sponges (3D-GHS) with pore size of about several
microns by assembling rGO and GHS/sulfur which exhibited
a high areal specic capacitance of 6.0 mA h cm�2 aer 11 cycles
and retained capacity of 4.2 mA h cm�2 aer 300 cycles.30 Even
with advantages of facile fabrication and high yield by nomatter
the modied Hummer's method or exfoliation method,
however the resulted graphene usually is of unavoidable defects
which lead to a serious loss of electrical conductivity. Moreover,
it has also indicated that chemical reactions between lithium
and rGO with the formation of Li2CO3, Li2SO3, Li2SO4 and
CoSO2Li species can lead to loss of recyclable active sulfur and
hence the degradation of specic discharge capacity.31 Among
various fabrication methods of graphene, chemical vapor
deposition (CVD) is one of widely accepted approaches which
can obtain high-quality graphene with high electrical conduc-
tivity.32 3D porous graphene network prepared via CVD has been
widely used in the eld of energy storage, such as super-
capacitors, Li-ion batteries and lithium–sulfur batteries.33–36

Kumar et al. fabricated a three-dimensional few-layer graphene
foam by CVD method for Li–S battery application that excellent
electrochemical stability and high rate performance were ob-
tained owing to conductive interconnected foam with appro-
priate pore to contain sulfur and entrap dissolution of
polysulde.36

However, graphene obtained from Ni foam and other plane
template is usually of low quantity, low volumetric density and
also high cost, which was quite limited for Li–S battery appli-
cation. A facile approach to obtain both high-quality and high-
quantity graphene powder through CVD process is required. It
is reported that graphene prepared by CVD with solid carbon
source was considered low cost and practical application.37,38 In
this study, we developed a facile method to prepare high
quantity graphene powder with nanoshells inside through spray
drying and subsequently CVD process with solid carbon source.
Aer permeating sulfur into NGP via a sulfur solution inltra-
tion method, excellent electrochemical performance can be
expected due to the unique architecture which afford sufficient
space for accommodating the active sulfur material, provide
effective entrapment for dissolution of polysulde and facilitate
the fast electron and mass transport.

2. Experimental

A typical fabrication process of NGP is shown in Fig. 1. 12.8 g
PVA (Aladdin Co., Ltd, 87.0–89.0%) was dissolved in 500 mL de-
ionized (DI) water at 90 �C (solution A), and 7.6 g FeCl3 (Aladdin
Co., Ltd, 99.9%) together with 6.4 g SiO2 (Taijihuan Co., Ltd,
SiO2-1) were dispersed in 300 mL DI water (solution B). These
two kinds of as-obtained solution were mixed together with
stirring for 2 hours and following ultrasonication for 30
minutes (solution C). Amounts of powder could be collected by
spray drying the solution C at 220 �C. Aer that, the powder was
placed in the center of a quartz tube with diameter of 5 cm and
length of 120 cm and then heated at 1000 �C for 30minutes with
a continuous ow of 50 sccm H2 and 100 sccm Ar at a pressure
5178 | RSC Adv., 2017, 7, 5177–5182
of 10 Pa. Finally, the NGP powder was obtained by removing of
Fe and SiO2 with HF solution. As a comparison, dense graphene
powder (DGP) without pores inside was also prepared using the
similar process without the introduction of SiO2 in solution.

For the Li–S battery applications, the active material sulfur
(Aladdin Co., Ltd, 99.95%) was loaded into NGP and DGP. NGP
or DGP with weight of 0.1 g was placed in a glass bottle in size of
12 mL, and then 3 mL carbon disulde (CS2, Sinopharm
Chemical Regent Co., Ltd, 99.9%) with 0.15 g sulfur was drop-
ped inside. Aer the CS2 volatilized, the bottle was sealed and
placed in an oven, heated to 155 �C and maintained for 12
hours.

The morphology was characterized by a Hitachi S-4800 eld
emission scanning electrical microscope (FE-SEM) and an FEI
Tecnai G2 F20 transmission electrical microscopy (TEM).
Thermogravimetric analysis (TGA) was performed on TGA50
analyzer (Shimadzu) under N2 atmosphere with a heating rate of
10 �C min�1. Structure was identied by the X-ray diffraction
(XRD) patterns characterization using an AXS D8 Advance
Diffractometer (Cu Ka radiation; receiving slit, 0.2 mm; scin-
tillation counter; 40 mA, 40 kV). The nitrogen sorption
isotherms were measured by Micromeritics ASAP-2020M
nitrogen adsorption apparatus. The pore size distribution plot
was obtained by Barrett–Joyner–Halenda (BJH).

The working electrode was consisted of 80 wt% of active
material NGP/S, 10 wt% of polyvinylidene uoride (PVDF) as
adhesion agents, 6 wt% of super-P (Shanghai hui industrial
chemical Co., Ltd) conductive carbon and 4 wt% of vapor grow
carbon ber (VGCF, Showa Denko, VGCF-H). Aer stirring for
12 hours, the slurry was casted onto aluminum foil and dried at
80 �C for 12 hours. The as-prepared electrode was then assem-
bled into 2032-type coin cells with Li metal foil as counter
electrode. The electrolyte contained 1.0 M lithium
This journal is © The Royal Society of Chemistry 2017
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bistriuoromethanesulfonylimide (LTFSI, Alfa aesar Co., Ltd,
99.99%) in 1,3-dioxolane (Sinopharm Chemical Regent Co., Ltd,
97%) and 1,2-dimethoxyethane (Sinopharm Chemical Regent
Co., Ltd, 99.5%) (volume ratio 1 : 1), and 0.1 M lithium nitrate
(Aladdin Co., Ltd, 99.99%) was added as additive. A LAND-
CT2001A battery test system (Jinnuo Wuhan Corp., china) was
used to test the electrochemical performance. Cyclic voltam-
metry measurement was performed at a scan rate of 0.1 mV s�1

using an electrochemical workstation (Autolab 83710). The
current density varied from 0.2C to 8C (1C ¼ 1675 mA g�1) with
a cutoff voltage of 1.6–2.8 V.
3. Results and discussion

The typical preparation process of NGP/S was illustrated in
Fig. 1. In this method, FeCl3 can be embedded in PVA with
various SiO2 nanoparticles around by spray-drying process.
During the subsequent heating process, the FeCl3 precursor will
be turned to Fe which serves as the embedded catalyst for
growth of graphene during PVA decomposition process.
Meanwhile, abundant nanopores can be generated inside the
graphene powder by etching SiO2 nanoparticles with HF solu-
tion. Finally, abundant NGP powder in size of 10–20 mm can be
collected, as shown in Fig. S1.† Typically, 1.1 g NGP can be
collected by spray drying 800 mL solution with 12.8 g PVA
contained, and the quantity can be easily increased by
increasing the precursor solution.

As shown in Fig. 2a, the as-prepared NGP particles is in
shape of microsized spheres with diameter of 10–20 mm, which
Fig. 2 (a) SEM image, (b) TEM image and (c) high-resolution TEM image o
of DGP. (g) SEM and (h) TEM image of NGP/S. (i) Energy dispersive spec

This journal is © The Royal Society of Chemistry 2017
is similar to morphology of original particles just aer spray
drying process (Fig. S1†). However, with further observation
under TEM in Fig. 2b, numerous pores appear inside the
spheres aer the HF etching process. HRTEM result in Fig. 2c
further demonstrates that the pore size is about 20–30 nm
which consist with the particle diameter of purchased SiO2.
Moreover, it is demonstrated that the wall of shell was con-
structed by few-layer graphene as clear layer structures within
ten layer with a layer spacing of 0.35 nm was observed.32,39

The contrast samples were tried without the addition of
FeCl3 or SiO2. However, there was almost no collection of
powder aer CVD process if FeCl3 was not used in the fabrica-
tion precursor. The carbon decomposed from PVA might be
etched during this process, which demonstrates the important
role of Fe for effectively absorbing carbon source and resulting
in the formation of few-layer graphene around. On the other
hand, a signicantly different morphology was observed in DGP
sample without SiO2. As shown in Fig. 2d, the surface of DGP is
much smoother and denser. Compared to the porous structure
in NGP sample, no pore is obviously observed in Fig. 2e. As
shown in Fig. 2f, DGP is also constructed by graphitic layer. As
shown in Fig. S2a and b,† the SSA of DGP is about 90 cm2 g�1,
and only pore peak at about 4 nm is observed. It can be
conrmed that the abundant nanopores were mainly originate
from SiO2. As SiO2 nanoparticles can be produced in large
quantity in a broad size range of a few nanometer to microm-
eters, it can be inferred that the pore size can be tunned by SiO2.

The resulted hollow spheres provided the ideal spaces for the
accommodation of active sulfur. As shown in Fig. 2g, no obvious
f NGP. (d) SEM image, (e) TEM image and (f) high-resolution TEM image
troscopy (EDS) of NGP/S.

RSC Adv., 2017, 7, 5177–5182 | 5179
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sulfur particle is observed on surface aer inltrating sulfur
into NGP. The as-obtained NGP/S remains the same
morphology which suggesting strong mechanical properties of
graphene structure during the fabrication process. The distri-
bution of sulfur in the host materials had a notable inuence on
electrochemical properties. The uniform distribution in the
designed structure was crucial to the utilization of sulfur and
specic capacity. TEM result in Fig. 2h also conrms that
unordered pores can be briey observed without any obvious
sulfur particles appearing which indicates the homogenous
inltration of sulfur into the graphene nanoshell inside NGP.
With further EDSmapping analysis in Fig. 2i, it is found that the
sulfur was homogenously mixed with porous few layer
graphene.

To evaluate the crystallographic structure of the as-prepared
NGP, the characterization of XRD and Raman were made. As
shown in Raman spectra in Fig. 3a, three featured peaks of D-
band, G-band and 2D-band of graphite at 1350, 1580 and
2700 cm�1 are observed. The D band represents defects of
graphene and G-band corresponds to the vibration of sp2-
banded carbon atoms in the graphite lattice. Compared to the
Raman spectra in reduced graphene oxide via a routine method,
NGP exhibits the lower D band and sharper 2D band, which
demonstrates the higher quality of CVD-grown nanoporous
graphene. As shown in Fig. 3b, XRD peaks centered at 2q of
�26� and �44� can be indexed to (002) and (101) crystal planes
of graphite (JCPDS-01-075-1621). As indicated in Fig. 3b, the
sharp peak of sulfur is almost negligible in the NGP/S sample
which suggests that sulfur has been homogenously infused into
the hollow sphere. The sulfur content can be examined by TGA
characterization. As shown in Fig. S3,† with the temperature
range of from 25 �C to 600 �C, an obvious weight loss happened
Fig. 3 (a) Raman spectra of NGP and rGO. (b) XRD pattern of NGP.

5180 | RSC Adv., 2017, 7, 5177–5182
at between 200 and 300 �C, which was related to a sulfur content
of about 60 wt%. In a overall consideration, the sulfur content
was usually controlled about 60% for must sulfur host
materials.39–41

The structure evolution can also be presented by the change
of SSA and pore size. For NGP–SiO2 sample just aer CVD
process without etching SiO2 and Fe particles, SSA is 74 m2 g�1

and no pore is clearly observed as shown in Fig. 4. Aer removal
of Fe and SiO2, SSA abruptly increases to 728 m2 g�1 and
simultaneously three signicant peaks at 4 nm, 10 nm and
30 nm appear in NGP, which consists well with the nanopores
observed in Fig. 2a and b. The pore volume of NGP is 2.5 m3 g�1.
The high SSA and mesopores provide capability of high sulfur
loading and tolerance of the volume expansion. Aer the sulfur
inltration process, SSA of NGP/S recovers to the 26 cm2 g�1 and
the pores at 4, 10, 30 nm are vanished, which strongly demon-
strates that sulfur has been lled into the hollow shell.39

The electrochemical properties of NGP/S have been investi-
gated in detail as shown in Fig. 5. The half-cell was cycled in
a voltage window of 1.6–2.8 V and the specic discharge
capacity was calculated based on the mass of sulfur. The areal
mass loading of active material was about 2.0 mg cm�2 and the
thickness of active material on aluminum foil was about 20 mm
aer pressing under 50 MPa. The cyclic voltammogram of NGP/
S at the scan rate of 0.1 mV s�1 from rst to h cycle was
presented in Fig. 5a. Two cathodic peaks at 2.28 V and 2.01 V
appear which are ascribed to the reduction from elemental
sulfur to lithium polysulde and further to lithium suldes
respectively. The anodic peaks at 2.35 V and 2.43 V correspond
Fig. 4 (a) Nitrogen adsorption–desorption isotherms and (b) corre-
sponding pore size distribution of NGP.

This journal is © The Royal Society of Chemistry 2017
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Fig. 6 (a) Cycling performance and (b) rate performance of DGP/S. (c)
Discharge profiles of NGP/S and DGP/S at different current density. (d)
Charge and discharge profiles of GP at 50th cycle and NGP at 300th
cycle.

Fig. 5 (a) CV curves of NGP/S at a scan rate of 0.1 mV s�1. (b) Cycling
performance, (c) corresponding rate performance, (d) galvanostatic
charge and discharge profiles at different current densities of NGP/S.
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to the transformations of lithium sulde to long-chain poly-
sulde and nally to sulfur.2 The repeatable peak position and
reaction current suggest the efficient entrapment of polysulde.
The cycling performance of NGP/S is presented in Fig. 5b. The
rst two cycles were tested at 0.2C for activation, and the
following cycles were test at 0.5C. The initial discharge capacity
reaches a high value of 1087 mA h g�1 (492 mA h cm�3), sug-
gesting 65% utilization of sulfur at 0.2C. The discharge capacity
maintains at 400 mA h g�1 (180mA h cm�3) aer 500 cycles with
a corresponding coulombic efficiency nearly 100%. The capacity
loss may rstly come from the excessive sulfur on the surface or
gaps between particles. Thus, the excessive sulfur could not be
conned by the graphene with nanoshells, which leads to the
quick capacity loss in rst 100 cycles but a much slower capacity
degradation aer 100 cycles.

More importantly, NGP/S cathode presents a surprising
ultra-high rate capability. As shown in Fig. 5c, with increasing
current density from 0.335 A g�1 to 10.05 A g�1, the specic
discharge capacities at C-rate of 0.2, 0.5, 1, 2, 4, 6C are about
1070, 800, 680, 600, 520, 460 mA h g�1, respectively. Finally, the
discharge capacity at 8C (13.4 A g�1) is still as high as 415 mA h
g�1, which means that a full discharge or charge process can be
completed in about 2 minutes. Compared to similar carbon
structures, the rate capability in this unique graphene/sulfur
structure was much better.41–43 For example, with sulfur/
graphitic hollow carbon sphere nano-composite as a cathode
material, 425 mA h g�1 at 3C was presented with the same sulfur
content about 60% and specic capacity under higher current
density was not tested.41 Conning sulfur in double-shelled
hollow carbon spheres, specic capacity of 350 mA h g�1 was
obtained at 1C.42 In the meantime, as shown in Fig. 5d, all the
discharge/charge curves kept clear and steady. The two-step
galvanostatic discharge proles were still maintained at such
high current density of 13.4 A g�1, and high discharge voltage
plateau is kept at 2.15 V and 1.90 V respectively, better than
some other graphene or porous carbon based structures. For
This journal is © The Royal Society of Chemistry 2017
example, using graphene nanoshell as sulfur host material, the
signicant slope disappeared at 5C and the second discharge
voltage plateau decreased to 1.5 V.39 Lower discharge voltage
plateau and notable slope was also observed with graphene-
based layered porous carbon as cathode.44

The well designed nanoporous structure was crucial to the
long cycling performance and excellent rate performance. As
a contrast, the DGP/S exhibits a lower discharge capacity of 685
mA h g�1 at the initial cycle and the discharge capacity
decreased rapidly aer 60 cycles, as shown in Fig. 6a. Mean-
while, the DGP/S has a much worse rate performance, as shown
in Fig. 6b. The discharge capacity of DGP/S has a fast decay at 2C
and the value declined to 100 mA h g�1 when current density
increases to 6C. As shown in Fig. 6c, the voltage of DGP/S decays
rapidly and the corresponding plateau disappears at the current
density of 4C, in sharp contrast, it is still well maintained at
a much higher current density of 13.4 A g�1 in NGP/S. As shown
in Fig. 6d, severe overcharge of DGP/S can be observed aer 50
cycles, suggesting that the dissolved polysulde causes redox
shuttle between GP/S cathode and Li anode. This phenomenon
suggests that polysulde generated in DGP/S electrode can
diffuse to Li anode to be reduced and then diffuse back to
cathode to be oxidized again, and hence lead to endless reaction
while the cut-off voltage can't be reached. The charge capacity of
several thousand mA h g�1 will be achieved if the cut-off
capacity was not settled in the test program. However, such
phenomenon can be eliminated in NGP/S.

The absence of pore to accommodate sulfur led to low
utilization of sulfur and serious dissolution of polysulde,
which resulted in much lower initial discharge capacity and rate
performance, bad cycling performance and severe over-charge
mentioned above. In contrast, excellent performances were
observed in NGP/S due to the successful package of sulfur in
NGP and efficient entrapment of polysulde during cycling
process, the efficient electron and ion transfer path constructed
by the interconnected few-layer graphene shell inside the NGP.
RSC Adv., 2017, 7, 5177–5182 | 5181
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4. Conclusions

In conclusion, nanoporous graphene powder with high quantity
was successfully prepared by a facile spray drying and subse-
quently CVD process. The NGP powder provided a well-
connected electrical conducting network and also numerous
pores for sulfur accommodation which was signicantly good
for entrapping the dissolution of intermediate polysulde,
facilitating efficient electrical transport and alleviating the
volume expansion. The specic discharge capacity of about 400
mA h g�1 and coulombic efficiency near 100% were obtained
aer a long cycling of 500 cycles. More importantly, the specic
discharge capacity at high current density of 13.4 A g�1 was as
high as 415mA h g�1. This work paves a facile and universal way
to build nanoporous graphene powder with high quality and
high quantity which would be very promising for battery,
supercapacitor, catalysis and other elds.
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