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f gold nanoparticles on
photothermal conversion for solar steam
generation

Ankang Guo, Yang Fu, Gang Wang and Xianbao Wang*

Photothermal conversion has shown great potential for the effective use of solar energy. Au nanoparticles

(Au NPs) were a satisfactory material for photothermal conversion, mainly due to their surface plasmon

resonance (SPR) effect. Herein, the diameter effect of Au NPs on photothermal conversion was explored

for generating solar steam. The diameters varied from 3 to 40 nm, and the results showed that the

photothermal conversion efficiency was enhanced by increasing the diameters of the Au NPs with

constant total superficial areas under a xenon lamp. This study is important for the further exploration of

the photothermal effect of Au NPs and their practical applications in large-scale solar steam generation,

seawater desalination and sterilization of waste.
Introduction

Renewable energy sources, especially solar energy has attracted
intense study, as it is a pure, abundant and fairly accessible
energy.1,2 The photothermal conversion of nanomaterials is
caused by effectively capturing solar energy, giving the oppor-
tunity for an extensive range of applications, from large-scale
power supply, water purication, and desalination to steriliza-
tion through generating steam.3,4 Several factors have been
studied for nanocomposites to expedite efficient photothermal
conversion and solar steam generation under sunlight irradia-
tion without any simulated light concentration, such as the
enhanced absorption and scattering in the solar spectrum, the
heat localization on the surface of nanouids, the thermal
insulation of nanouids and generating micro-bubbles with
minimal dissipated energy.5–8

Nanoscale heating is achieved due to a specic optical
property, named surface plasmon resonance (SPR), of metallic
nanomaterials including Au, Ag, Cu, Al and so on.9–12 Under
solar illumination, these nanoparticles, especially gold nano-
particles (Au NPs), can generate ideal micro-sources of heat due
to strong light absorption at the range of plasmonic resonance
wavelength.13–16 The heat produced by Au NPs was transferred
into the surrounding uid, meanwhile, the vapor bubble
nucleated at the particle–uid interface, aggregated, buoyed
and escaped from the surface of uid eventually.17
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Several researches have also focused on the photothermal
conversion and vapor formation of nanomaterials under irra-
diation. This specic optical property has enabled numerous
applications across a broad range of elds, such as energy
technology,18–20 protein imaging,21,22 plasmon catalysis23,24 and
biomedicine.25–27 Halas's group reviewed the studies of hot
carrier science and technology,28 and reported solar steam
generation enabled by several kinds of nanoparticles designed
for high reproducibility and photothermal conversion effi-
ciency.5,29,30 However, the high repeatability, and the precise
effects of radiation intensity and radiation as well as the kinds
of nanoparticles on photothermal conversion efficiency are
required for further study. To reduce the heat loss by heating
the bulk liquid, Hadi et al. and George et al. found that local
generation of steam was advisable by the designed material
structure, which oated on the surface of the liquid.8,31 Simi-
larly, Wang et al., Liu et al., and Yu et al. reported a similar bio-
inspired plasmonic lm for high-performance evaporation.6,7,32

They also mixed Au NPs (light absorptive particles) and poly-
styrene NPs (scattering particles) to limit the incident light at
the surface of the uids and generate heat.33 A new alveolate
structure with large area, small taper angle and varying nano-
gaps was also prepared to decrease plasmon propagation
length.34 Moreover, numerous nanostructures were designed
and optimized to improve their photothermal efficiency, such
as noble metals coated single-walled carbon nanotubes,35

nanoparticles located on a solid substrate in solution,16 plas-
monic titanium nitride nanodisks,36 GO/Au NPs composites,37

etc.
The size and morphology of Au NPs were two key factors for

the photothermal conversion.38 Here, we synthesized Au NPs
with different sizes by a seeding growth method. The diameter
effect of Au NPs on the photothermal conversion efficiency was
RSC Adv., 2017, 7, 4815–4824 | 4815
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Table 1 Dilution ratio for Au NPs in group 1a

Water Sample A Sample B Sample C

dAu (nm) — 3.4 5.3 8.1
Ratio of dAu — 1.000 1.568 2.376
3x/sample C 1.000 0.421 0.660 1.000

a dAu is the diameter of Au NPs, ratio of dAu is the diameter ratio of
different Au NPs, 3x/sample C is the dilution ratio of different samples to
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View Article Online
studied using three accessible and reproducible methods
through monitoring the changes of temperature, the vapor
pressure and mass loss of the nanouids. The xenon lamp was
used as a radiation source for high repeatability. The experi-
mental results evidenced that the photothermal conversion
efficiency had obviously positive correlation with the diameters
of Au NPs, which are almost identical to the theoretical
calculation.39
sample C.
Experimental
Materials

Gold chloride hydrate (HAuCl4$3H2O, Au $ 48%), sodium
citrate dihydrate (C6H5Na3O7$2H2O, 99%), hexadecyl trimethyl
ammonium bromide (CTAB, 99%), sodium borohydride
(NaBH4, 99%), ascorbic acid (AA, 99%) were supplied by Aladdin
(http://www.aladdin-e.com/) and used as received. Ultrapure
deionized water was used in the processes of dissolving, dilu-
tion and synthesis. All glassware was soaked and cleaned with
aqua regia.
Synthesis of Au NPs

Au NPs with different sizes were synthesized using a seeding
growth method with some modications.40 The schematic
illustration for the synthesis procedure of Au NPs are shown in
Fig. 1. Briey, gold seed (sample A) was synthesized in ice bath
and growth solution was synthesized and prepared at 40–45 �C.
Sample B and C were synthesized by different proportions of
gold seed and growth solution. Sample D was prepared from
sample C through replacing gold seed with Au NPs, and sample
Fig. 1 Schematic illustration for the synthesis procedure of Au NPs with d
ascorbic acid).

4816 | RSC Adv., 2017, 7, 4815–4824
E was synthesized using Au NPs from sample D as “crystal
nucleus” in the growth solution.

Gold seed (sample A) and sample B were concentrated by
thiol capping and subsequent solvent extraction. They were put
into the refrigerator, cooled and centrifuged at 1500 rpm for
20 min to remove the most of excess CTAB. Subsequently, the
upper liquids were extracted. Specically, 10 mL each sample
was stirred for 1 h with 10 mL dodecanethiol, and then, 1 mL
toluene and 20 mg KI were added to the Au NPs dispersions and
shake for 5 min. The upper portion was extract layer. Sample C,
D and E were concentrated by a centrifuge at 25 �C. They were
centrifuged at 8500 rpm, 6800 rpm and 6000 rpm for 35 min,
respectively. The extract of the ve sizes of Au NPs were diluted
properly for characterization.

The different sizes of Au NPs were diluted according to the
proportion of Tables 1 and 2 before the tests.

A transmission electron microscope (TEM, TECNAI F20
electron microscope operating at a bias voltage of 200 kV) was
used to observe the shapes and sizes of Au NPs. The size
distributions and morphologies of Au NPs were determined by
ifferent diameters (CTAB: hexadecyl trimethyl ammoniumbromide; AA:

This journal is © The Royal Society of Chemistry 2017
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Table 2 Dilution ratio for Au NPs in group 2a

Water Sample A Sample B Sample C

dAu (nm) — 8.1 16.7 37.8
Ratio of dAu — 1.000 2.061 4.679
3x/sample E 1.000 0.214 0.440 1.000

a dAu is the diameter of Au NPs, ratio of dAu is the diameter ratio of
different Au NPs, 3x/sample E is the dilution ratio of different samples to
sample E.
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TEM images through a soware application (Nano Measurer
1.2). The optical absorbance spectrum at 25 �C was measured
using a UV-VIS-NIR spectrophotometer (Shimadzu UV-VIS-NIR
UV-3600 double beam spectrophotometer). The IR camera
(FLIR E4) was used to measure the temperature of samples
before and aer irradiation.
Photothermal conversion

The size effects of Au NPs on the photothermal conversion
efficiency were studied by monitoring the changes in tempera-
ture, pressure and mass loss of the nanouids. More impor-
tantly, the containers (Petri dish, tube and three-necked ask)
shown in Fig. 2 are all made by quartz, which have same heat
capacity.

As is shown in Fig. 2a, the evaporation rates of water were
quantied by recording the mass change as a function of time.
10mL Au NPs dispersion was put in a Petri dish (6 cm diameter),
Fig. 2 The accessible experimental setups for testing the photo-
thermal conversion including (a) mass loss rate testing, (b) heating rate
testing, (c) pressure rise rate testing and (d) details of pressure testing.
Themain instruments include (i) xenon lamp, (ii) electronic balance, (iii)
temperature-measuring thermocouple, (iv) temperature recorder, (v)
Fresnel lens, (vi) pressure transducer and (vii) rod-like thermocouple.

This journal is © The Royal Society of Chemistry 2017
which was placed on an electronic balance and the data are
transfer to a computer through a data wire. And each sample was
irradiated for thirty minutes.

To reduce the heat loss, the evolution of photothermal
conversion from Au NPs dispersed in water was quantied in an
improved system consisting of seven 15 mL quartz tubes half
embedded in a custom-built lab-scale support bracket (EPE)
and seven thermocouples to monitor the liquid temperature, as
is shown in Fig. 2b. The tubes that contained 10 mL diluted Au
NPs were irradiated under the xenon lamp for half an hour.
Notably, and the seven tubes were divided into three groups (2,
2 and 3) owing to the limitation of the spot size.

The efficiency of solar steam generation from Au NPs with
different sizes was monitored by a pressure sensor, which was
shown in Fig. 2c. The 50 mL three-necked ask containing
20 mL dilute Au NPs was illuminated with the xenon lamp. A
0.07 m�2 Fresnel lens was used to aggregate light into the glass
ask. Each sample was irradiated for two minutes and asks
were replaced in every two test interval.

Results and discussion
Characterization of Au NPs

The TEM images, histograms and UV-vis spectra for Au NPs
with different sizes are shown in Fig. 3 and 4, respectively. The
absorption band of Au NPs at 525 nm becomes intense and
sharp with increasing Au NPs size from 3.5 to 38 nm.40 As can be
seen, the redshi from 520 to 530 nm is obvious as the Au NPs
increase in size between 3.5 and 38 nm.

Calculations of the dilution ratio

In the theory of local surface plasmon resonance (LSPR), Au NPs
efficiently generate heat with electromagnetic radiation. This
process was strongly enhanced in the presence of plasmon
resonance and also depended on the shapes and sizes of Au
NPs. The intensity of LSPR and the effect of photothermal
conversion decayed exponentially from the surface to the
particle center of Au NPs.39 Therefore, the Au NPs surface could
be approximately considered as the effective area of photo-
thermal conversion, namely, the sum of supercial area of all
particles should be unied for each sample.

Under the premise of constant precursor concentration, the
number of particles in each sample is calculated by the
following basic equations:

m0 ¼ 4

3
rAuprAu

3 (1)

N ¼ a
mPre

m0

¼ a
3cPreVPre

4rAuprAu
3

(2)

where a is the conversion ratio of precursor to Au NPs, rAu and
rAu are the radius and mass density of Au NPs, m0 is the quality
of individual particles, cPre and VPre are the molar concentration
and volume of precursor concentration, and N is the total
number of particles in a precursor solution. VPre can be replaced
by the volume of sample solution because the addition of AA
can be neglected in the process of sample synthesis.
RSC Adv., 2017, 7, 4815–4824 | 4817
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Fig. 4 UV-vis spectra of Au NPs with different diameters, and the
normalized traces were in the inset.

Fig. 3 TEM images and size distributions of gold nanoparticles: (a) and
(f) for sample A (3.4� 1.3 nm), (b) and (g) for sample B (5.3� 1.4 nm), (c)
and (h) for sample C (8.1 � 1.3 nm), (d) and (i) for sample D (16.7 � 2.1
nm) and (e) and (j) for sample e (37.8 � 3.4 nm).
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Considering that the excessive dosage of reducing agents
and continuous stirring in the process of synthesis, the
conversion ratio is assumed to be 100%, whichmeans a is equal
to 1.40 So the eqn (1) could be rewrite as:

N ¼ 3cPreVPre

4rAuprAu
3

(3)

The sum of supercial area of all particles is given by:

S0 ¼ 4prAu
2 (4)
4818 | RSC Adv., 2017, 7, 4815–4824
S ¼ NS0 ¼ 3cPreVPre

rAu

1

rAu

(5)

where S0 is the supercial area of the individual particles, S is
the sum of supercial area of all particles. On the right side of
the eqn (5), we dened:

k ¼ 3cPreVPre

rAu

(6)

And the factor k is a constant. Thus, eqn (6) can be rewritten
as:

S ¼ k
1

rAu

(7)

This equation reveals the important dependence of the
supercial area on the size:

Sf
1

rAu

(8)

The supercial area is inversely proportional to Au NPs
radius. And the dilution ratio of different samples can be
calculated by two simple equations:

VaSa ¼ VbSb (9)

3a=b ¼ Va

Vb

¼ ra

rb
(10)

where VaSa is the sum of supercial area of all particles in
solution (a), which equals to the total supercial area in solu-
tion (b), and 3a/b is the dilution ratio between solution a and b. ra
and rb are the radius of Au NPs dispersed in solution (a) and (b)
respectively.

To reduce experimental errors by controlling 3a/b < 5, the ve
samples with different sizes were divided into two experimental
groups. The total supercial area of particles of sample C and E
were used as dilution standard in group 1 (G1) and group 2 (G2)
This journal is © The Royal Society of Chemistry 2017
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respectively. More importantly, sample C was a connection,
which appeared in both G1 and G2, and this connection made
the photothermal conversion efficiency of ve samples divided
into two comparable groups (Tables 1 and 2).

Mass loss vs. time

There are four non-negligible hypotheses in the process of
measuring and efficiency calculation: (i) assuming that the
radiation from the xenon lamp was projected on the Au NPs
nanouids entirely, that is, the radiation spot was no greater
than the Au NPs nanouids container; (ii) ignoring the mass
loss in the radiation process; (iii) ignore the impediment from
dust and tiny particles in the air to the xenon lamp radiation;
and (iv) assuming that the irradiation intensity is always
constant and stable, which means the attenuation of irradiation
was ignored throughout the process of testing.

As is shown in Fig. 5, the evaporation rates of Au NPs
nanouids were measured by recording the mass changes as
a function of time and the results were compared with pure
water under 1 and 10 kW m�2 illumination, respectively.

Aer an initial preheated period, the curves approached
linearly, meaning the evaporation rate of all samples reaches
a constant value.
Fig. 5 The mass loss (evaporated water) of Au NPs dispersions with d
compared with pure water. Au NPs from G1 (a) and G2 (b) were irradiated
were irradiated under 10 kW m�2 illumination.

This journal is © The Royal Society of Chemistry 2017
Compared with pure water, Au NPs nanouids in both G1
and G2 had higher evaporation rates and lost more mass. In G1,
the evaporation rates increased with increasing Au NPs diam-
eters. Aer irradiated of �2000 seconds at 10 kWm�2, the mass
loss of Au NPs nanouids with 3.4 nm, 5.3 nm and 8.1 nm were
1.76, 4.43 and 7.79 times higher than that of pure water,
respectively. This trend can be also found in G2. As the sizes of
particles increased, the mass loss and evaporation rate were
increased and all results from Au NPs nanouids exceed that of
pure water signicantly.

By the connection of sample C (8.1 nm Au NPs), the combi-
nation of Fig. 4a and b indicated that the evaporation rate
increased with the particles size in 3–40 nm. The sum of
supercial area of each size of particles in G1 was 4.63 times
higher than that in G2. Therefore, it is reasonable that the mass
loss and evaporation of Au NPs nanouids in G2 were not
signicantly higher than that in G1, although the particles sizes
in G2 were larger.

Three kinds of efficiencies were used to quantify and
compare the effect of diameters on the photothermal efficien-
cies, including gasication efficiency (hg), thermal efficiency
(hth) and loss efficiency (hl). The gasication efficiency (hg) was
ifferent diameters under 1 and 10 kW m�2 xenon lamp's illumination
under 1 kW m�2 illumination. Similarly, Au NPs from G1 (c) and G2 (d)

RSC Adv., 2017, 7, 4815–4824 | 4819
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used to calculate the ratio of vaporization heat to total
radiation.8

hg ¼
_mhLV

Coptqi
(11)

where _m, hLV, Copt and qi are the mass ux, total enthalpy of
process phase change, optical concentration and nominal solar
irradiation 1 kW m�2, respectively. The eqn (11) can be rewrite
as:

hg ¼
Dm

Dt

�
CwDT þ 1

Mw

DvapHm

�

ACoptqi
(12)

where Cw, Mw and DvapHm, are the specic heat capacity, molar
mass andmolar enthalpy of evaporation of water, respectively. A
is an illumination area,DT is�75 K, andDm is a mass change in
Dt. We dened:

l ¼

�
CwDT þ 1

Mw

DvapHm

�

ACoptqi
(13)

and factor k is a constant. Thus, eqn (13) can be rewritten as

hg ¼ l
Dm

Dt
(14)

This equation reveals that the photothermal conversion
efficiency is proportional to the average rate of mass change.

The vaporazation efficiency was calculated in different
samples under the 1 and 10 kW m�2 illumination, respectively,
and the vaporization was assumed to occur at 375 K as shown in
Fig. 6. It is clear that the vaporization efficiency improved with
the size of Au NPs increasing both in G1 and G2 under the 1 and
10 kW m�2 solar illumination. About 4.4% was improved in
vaporization efficiency of water under 1 kW m�2 solar illumi-
nation comparing that under 10 kW m�2 solar illumination.
Take sample A (3.4 nm) for example, the gasication slightly
improved from 8.46% to 9.85% with the intensity of radiation
was increased from 1 to 10 kW m�2.
Fig. 6 The vaporazation efficiency and loss efficiency of pure water
and Au NPs dispersions with different diameters (sample A to F) under
solar illumination with 1 and 10 kW m�2, respectively.

4820 | RSC Adv., 2017, 7, 4815–4824
The main reason is the ratio of the energy loss caused by
scattering and refraction to total radiation decreased when the
intensity of radiation was increased. In G1 and G2, the incli-
nation of line represented the capacity gaps of different sizes of
Au NPs. And the lines have higher degree of inclination under
10 kW m�2 solar illumination in both G1 and G2, which means
one solar radiation intensity is too weak to satisfy the all energy
needed to driver vaporization reaction. In other words, the
outstanding potential of Au NPs dispersion to produce heat
could be excited more efficiently in a relatively higher light
intensity.

There are two main reasons for the low vaporization effi-
ciency of Au NPs. One is that the concentration of precursor
solution is extremely low (2.5 � 10�4 M). Another is that Au NPs
nanouids could not make the radiation locked in a special and
small region, which means a large amount of radiant energy
was loss including transmission, scattering, refraction and
heating all of the liquid.

To further study the thermal efficiency and loss efficiency, IR
camera was used to capture the temperature of Au NPs nano-
uids before and aer irradiation (Fig. 7).

The thermal efficiency (hth) in this system can be calculated
by eqn (15).41

hth z
cwmw

IA

DT

Dt
(15)

where cw, mw, I, and A are the specic heat of water, mass of
water, solar intensity and illumination area, respectively. And
DT is the temperature change in the Dt time interval. It can also
be found that the photothermal conversion efficiency is
proportional to the average value of temperature change in this
system.

As is shown in Fig. 8a, the thermal efficiency of Au samples
raised signicantly when the irradiation intensity increased to
ten times. Compared with the irradiation intensity at 1 kW m�2

solar illumination, the thermal efficiency of water increased by
2.08 percent from 1.95 to 4.03, and the efficiency of other six
samples were also increased (1.89 percent on average), among
them, the efficiency of sample A (3.4 nm) was increased form
2.27–3.73%. The irradiation intensity needed by the photo-
thermal efficiency of Au NPs is a constant value, in the case of
the volume and concentration of Au NPs nanouids and irra-
diated area are constant. In the early stages of improving irra-
diation intensity, the photothermal efficiency increased and
reached the maximum value. And the efficiency decreased
gradually from the maximum value with the intensity of irra-
diation increased. 10 kW m�2 solar illumination exceeded the
limitation of maximum irradiation in this test system.

Low heating efficiency is less than loss efficiency, because
most of the irradiation energy is used to maintain the temper-
ature balance. Different from irradiation at 1 kW m�2, 10 kW
m�2 solar illumination could provide more energy to heat the
Au NPs nanouids under the condition of temperature-steady
surroundings. However, for the 1 kW m�2 solar illumination
system, only a small part of energy is used to heat nano-uids,
which results in higher heating efficiency under 10 kW m�2

solar illumination than 1 kW m�2 solar illumination.
This journal is © The Royal Society of Chemistry 2017
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Fig. 8 Three kinds of efficiencies for photothermal conversion. (a) Heating efficiency of Au nanoparticles fromG1 and G2 under 1 and 10 kWm�2

solar illumination. (b) Receiver efficiency and loss efficiency of Au nanoparticles from G1 and G2 under 1 and 10 kW m�2 illumination.

Fig. 7 The temperature of pure water and AuNPs nanofluids with different diameters before and after�2000 s solar illumination under 1 kWm�2

(a)–(h) and 10 kW m�2 solar illumination (i)–(p), respectively.
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In this system, there is an identical equation that the sum of
gasication efficiency, thermal efficiency and loss efficiency
identically equal to 1, which can be rewrite as:

hg + hth + hl ¼ 1 (16)

The sum of gasication efficiency and thermal efficiency
were dened as a receiver efficiency (he), and it was calculated
as:
This journal is © The Royal Society of Chemistry 2017
he ¼ hg + hth (17)

The receiver efficiency (red column) and loss efficiency (blue
column) of samples were calculated under both 1 kW m�2 (le
column) and 10 kW m�2 (right column) solar illumination in
the Fig. 7b. It is clear that the receiver efficiency of both Au NPs
and water were higher under 1 kW m�2 solar illumination. And
the receiver efficiency improved with the sizes of Au NPs in G1
and G2 under both 1 kW m�2 and 10 kW m�2 solar
RSC Adv., 2017, 7, 4815–4824 | 4821
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illumination, while the loss efficiency decreased with increasing
the sizes of Au NPs. For the smallest particles (3.4 nm), the
receiver efficiency was about 11%, and the loss efficiency was
about 89%. However, the highest receiver efficiency was only
reached �30%, which was produced by the biggest Au NPs
(sample E), and the loss efficiency reached �40%. The loss
energy was mainly used for heating the surrounding liquid.
Additionally, the color of Au NPs nanouids was changed from
pink to mulberry rather than brown or black, so they have
a relative narrow absorption spectrum.

Compared with the theoretical photothermal conversion
model, the case that the heat produced by Au NPs transfer to the
whole uid but totally vaporing the ambient water always exist
in the whole process of heating water. However, the calculation
of the conduction losses need to be further explored, because
the vapor temperature was undulate in the whole process of
heating water.

Temperature changes vs. time

In order to reduce the heat loss, quartz tubes were half coated by
expandable polyethylene (EPE). Under the xenon lamp
Fig. 10 The pressure changes over time of Au nanoparticles from G1 (a

Fig. 9 The temperature changes with time for Au NPs fluids from G1 (a

4822 | RSC Adv., 2017, 7, 4815–4824
radiation, the temperature curves were shown in Fig. 9, which
clearly showed that Au NPs had excellent photothermal
conversion capability compared with pure water. In G1, the bulk
temperature increased by �17 K, �20 K and �26 K for 3.4 nm,
5.3 nm and 8.1 nm Au NPs aer 2500 s irradiation, respectively,
whereas the increase of temperature is �11 K for pure water.
And in G2, the temperature increased by �12 K, �16 K and �26
K for 8.1 nm, 16.7 nm and 37.8 nm Au NPs aer 2500 s irradi-
ation, respectively. Just as the trend that found in mass change
curves, by the connection of sample C (8.1 nm Au NPs), the
combination of Fig. 9a and b indicated that the temperature
increased with the diameter of Au NPs in the range of 3–40 nm.
The temperature change of Au NPs with different size could be
calculated by Fig. 7, which matched the earlier report.39

However, the temperature change is proportional to the radius
of Au NPs rather than the square of radius, which can be
accepted because of the heat loss through the whole process.

There was a temperature limitation for Au NPs, which was
depended on the shape and size of Au NPs, the radiation
intensity and the ambient temperature. Under the intense and
long enough illumination, the process of temperature changed
) and G2 (b) under 1.5 kW m�2 solar illumination.

) and G2 (b) under 1.5 kW m�2 illumination.

This journal is © The Royal Society of Chemistry 2017
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consisted of the following procedures: (i) temperature increased
with time; (ii) Au NPs reached their own photothermal conver-
sion limitation and had constant conversion efficiency, but the
temperature still increased and (iii) the temperature became
constant when the absorption and dissipation of energy
reached equilibrium. In the process of (ii) and (iii), the rate of
rise of temperature slowed down until reached the point of
energy balance.
Pressure changes vs. time

The curves of pressure changes were shown in Fig. 10. The
three-necked ask was rmly sealed and the generation of solar
vapor was constrained by ever-increasing pressure as the time of
radiation was extended. Thus, the rate of steam generation was
slowed done at�1200 s. The evaporation rate increased with the
size of Au NPs in 3–40 nm, which echoed the trend of mass
changes and temperature changes.
Conclusions

Au NPs with different diameters (�3.4, 5.3, 8.1, 16.7 and
37.8 nm) were synthesized using a modied seeding growth
method. The photothermal conversion efficiency of Au NPs
uids with different sizes by using three simple and effective
test methods. The experimental results evidenced that the
photothermal conversion efficiency was enhanced by increasing
Au NPs diameters in 3–40 nm, which was broadly in line with
the reported theoretical calculations. More importantly, our
ndings provided an extensive reference value for the further
study about photothermal conversion material especially
precious metal nanocomposites, and were useful for a wide
range of novel photothermal applications such as desalination
system, water purication or sterilization system and photo-
thermal therapy.
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