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A series of phosphorescent organic light-emitting diodes (OLEDs) with single or double light-emitting

layer(s) were fabricated using a green iridium(III) complex Ir(BTBP)2POP containing 20,6'-
bis(trifluoromethyl)-2,40-bipyridine (BTBP) cyclometalated ligand and 2-(5-phenyl-1,3,4-oxadiazol-2-yl)

phenol (POP) ancillary ligand. The single light-emitting layer devices with the structure of ITO/MoO3 (5

nm)/TAPC (1,1-bis[4-(di-p-tolylamino)phenyl]cyclohexane, 30 nm)/mCP (N,N0-dicarbazolyl-3,5-benzene,
5 nm)/Ir(BTBP)2POP:PPO21 (3-(diphenylphosphoryl)-9-(4-(diphenylphosphoryl)phenyl)-9H-carbazole, 8

wt%, 10 nm)/TmPyPB (1,3,5-tri(m-pyrid-3-yl-phenyl)benzene, 40 nm)/LiF (1 nm)/Al (100 nm) achieved

the highest luminance, current efficiency, power efficiency and external quantum efficiency (EQE) up to

47 599 cd m�2, 86.5 cd A�1, 52.2 lm W�1 and 31.0%, respectively. Furthermore, the double EML device

with the structure of ITO/MoO3 (5 nm)/TAPC (30 nm)/mCP:Ir(BTBP)2POP (8 wt%, 10 nm)/

PPO21:Ir(BTBP)2POP (8 wt%, 10 nm)/TmPyPB (40 nm)/LiF (1 nm)/Al (100 nm) obtained a higher

maximum luminance of 49 139 cd m�2 and slightly lower maximum current efficiency, power efficiency

and EQE of 75.8 cd A�1, 51.7 lm W�1 and 27.2%, respectively, with lower turn-on voltage. This research

suggested that not only the doping concentration but also the thickness of the emissive and electron

transport layers strongly affect the EL performances.
Introduction

Organic light-emitting diodes (OLEDs) have attracted great
interest during the last few decades owing to their promising
features, including exibility, color tunability and low power
consumption.1 Phosphorescent transition metal complexes
have been widely used in OLEDs as the emitter because phos-
phors can gather both singlet and triplet excitons therefore
accomplishing the theoretical 100% internal quantum effi-
ciency.2 Among these complexes, iridium(III) complexes have
been intensively studied because of their high phosphorescent
quantum efficiency, short lifetime of triplet excited states and
broad range of emission colors.3 The strong spin–orbit coupling
(SOC) introduced by the central heavy atom can promote the
triplet to singlet state radiative transition, which results in
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extremely high phosphorescence quantum yields at room
temperature.

However, the device efficiency roll-off ratios of many OLEDs
with high efficiency using Ir(III) complexes as the emitter are
serious, which is mainly due to the deterioration of charge-
carrier balance and increase in nonradiative quenching
processes including triplet–triplet annihilation (TTA), triplet–
polaron annihilation (TPA), and electric-eld-induced dissoci-
ation of excitons at high current density.4 In addition, it is well
known that the electron mobility of electron transport materials
is roughly 2–3 orders of magnitude lower than the hole mobility
of most hole transport materials, the efficiency roll-off of
devices is dependent on the capability of electron transport.
Therefore, that is essential to use bipolar host materials or
synthesize Ir(III) complexes with high electron mobility to ach-
ieve phosphorescent OLEDs (PhOLEDs) with low efficiency roll-
off.

Recently, our group has developed high efficient PhOLEDs
using Ir(III) complexes 20,60-bis(triuoromethyl)-2,40-bipyridine
(BTBP) as the main ligand.5 The electron affinity would be
increased by the nitrogen heterocycle, while the electron
mobility of the complexes may be improved by a more negative
framework of ligand C^N such as bipyridine. Moreover, tri-
uoromethyl unit could enhance the electron mobility and lead
to a better balance of charge injection and transfer. The lower
vibrational frequency of the C–F bond would reduce the rate of
RSC Adv., 2017, 7, 2615–2620 | 2615
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radiationless deactivation. Furthermore, the bulky CF3 substit-
uents could affect the molecular packing, and the steric
protection around the metal would suppress the self-quenching
behavior.6 In addition, PhOLEDs based on Ir(III) complexes with
1,3,4-oxadiazole derivatives as ancillary ligands also have good
performances owing to their high electron mobility, high pho-
toluminescence quantum yield and good thermal/chemical
stability.7

In this work, a series of single or double light-emitting layers
(EMLs) OLEDs were fabricated with a heteroleptic Ir(III) complex
(Ir(BTBP)2POP) using 20,60-bis(triuoromethyl)-2,40-bipyridine
(BTBP) as the main ligand and 2-(5-phenyl-1,3,4-oxadiazol-2-yl)
phenol (HPOP) as the ancillary ligand. Finally, efficient green
OLEDs with maximum brightness, current efficiency, power
efficiency and external quantum efficiency (EQE) up to 47 599
cd m�2, 86.5 cd A�1, 52.2 lm W�1 and 31.0%, respectively, was
realized by optimizing the doping concentration, the thickness
of EML and electron transport layer (ETL).

Results and discussion
OLEDs performance

Device structure and energy level diagram of the OLEDs are
depicted in Fig. 1. MoO3 lm was deposited upon indium-tin-
oxide (ITO) layer as anode modication layer to improve the
injection of holes. TAPC (di-[4-(N,N-ditolyl-amino)-phenyl]
cyclohexane), which possesses high hole mobility (mh ¼ 1 �
10�2 cm2 V�1 s�1), was used as hole transport layer (HTL).8

TmPyPB (1,3,5-tri(m-pyrid-3-yl-phenyl)benzene), which
possesses low-lying HOMO level (�6.70 eV) and high electron
mobility (me ¼ 1 � 10�3 cm2 V�1 s�1), was used as hole block/
electron transport layer (HBL/ETL).9 Bipolar PPO21 (3-(diphe-
nylphosphoryl)-9-(4-(diphenylphosphoryl)phenyl)-9H-carba-
zole) was introduced as the host material (HOMO ¼ �6.21 eV),
Fig. 1 Energy level diagram of HOMO and LUMO levels (relative to vac
structures.

2616 | RSC Adv., 2017, 7, 2615–2620
which has a similar transport capability of holes and electrons
(mh ¼ 9 � 10�6 cm2 V�1 s�1 and me ¼ 3.0 � 10�6 cm2 V�1 s�1).4

mCP (N,N0-dicarbazolyl-3,5-benzene) was added as another hole
transport layer to lower the HOMO energy barrier between TAPC
and PPO21,10 which was also used as the host material in the
double EML devices. The molecular structures of materials
above are also shown in Fig. 1.

In our previous report, graded distribution of the HOMO
levels of TAPC (�5.50 eV), mCP (�5.90 eV), PPO21 (�6.21 eV)
and the LUMO levels of TmPyPB (�2.70 eV), PPO21 (�2.68 eV),
mCP (�2.30 eV) is benecial for the injection and transport of
holes and electrons, respectively.11 Thus, balanced distribution
of carriers and wide recombination zone could be expected in
our device structure. Furthermore, the HOMO and LUMO levels
of Ir(BTBP)2POP (�5.58 eV and �2.76 eV, respectively) are
within those of PPO21, carrier trapping is conceived to be the
dominant EL mechanism of these devices.12

To optimize the doping concentration of Ir(BTBP)2POP,
three single EML devices with the structure of ITO/MoO3 (5 nm)/
TAPC (30 nm)/mCP (5 nm)/PPO21:Ir(BTBP)2POP (x wt%, 10
nm)/TmPyPB (20 nm)/LiF (1 nm)/Al (100 nm) were fabricated
and studied by adjusting x to be 6 (DS1), 8 (DS2), 10 (DS3),
respectively. Fig. 2 lists the EL spectra at 8 V, the doping
concentration dependence of current density–luminance–
voltage, current efficiency–luminance and power efficiency–
luminance characteristics of these devices. The EL perfor-
mances of these devices were summarized in Table 1. From
Fig. 2(a) it can be observed that the similarity of the EL and PL
(ESI, Fig. S2†) spectra indicates that the EL is caused by emis-
sion from the triplet excited states of the iridium complex
Ir(BTBP)2POP. The absence of residual emission from PPO21
suggests a complete energy transfer from the host to the dopant
in these devices under the electric excitation.
uum level) for materials investigated in this study and their molecular

This journal is © The Royal Society of Chemistry 2017
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Fig. 2 Characteristics of single EML devices with Ir(BTBP)2POP at different doping concentrations: (a) normalized EL spectra at 8 V; (b) current
density–luminance–voltage (J–L–V) curves; (c) current efficiency–luminance (hc–L) curves and (d) power efficiency–luminance (hp–L) curves.

Table 1 EL performances of single EML devices with different doping concentrations of Ir(BTBP)2POP

Device
Dopant
concentration

Vturn-on
a

(V)
Lmax

b

[cd m�2 (V)]
hc,max

c

(cd A�1) (EQEmax
d)

hc,L1000
e

(cd A�1) (EQEL1000
f)

hp,max
g

(lm W�1)
lmax

h

(nm)
CIEi

(x, y)

DS1 6 wt% 4.1 36 549 (14.7) 52.1 (18.7%) 34.9 (12.5%) 34.8 493 0.19, 0.54
DS2 8 wt% 4.0 45 445 (15.2) 65.1 (23.4%) 37.6 (13.5%) 43.5 494 0.19, 0.55
DS3 10 wt% 4.1 44 872 (15.3) 58.7 (21.1%) 40.7 (14.6%) 37.6 493 0.19, 0.54

a Turn-on voltage recorded at a luminance of 1 cd m�2. b Maximum luminance. c Maximum current efficiency. d Maximum external quantum
efficiency. e Current efficiency at 1000 cd m�2. f EQE at 1000 cd m�2. g Maximum power efficiency. h Values were collected at 8 V. i Commission
Internationale de l'Eclairage coordinates (CIE) at 8 V.
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View Article Online
Results suggested that 8 wt% is the optimal concentration of
Ir(BTBP)2POP for the single EML devices. As shown in Table 1,
the 8 wt% doped device (DS2) achieved the highest luminance,
current efficiency, power efficiency and external quantum effi-
ciency (EQE) of 45 445 cd m�2, 65.1 cd A�1, 43.5 lm W�1 and
23.4%, respectively. It can also be observed that the turn on
voltages of these devices are high (around 4.0 V) though the
dopants have good electron mobility, and the charge transport
ability of TAPC/TmPyPB is also excellent. One reason is that the
carrier mobility of the host material PPO21 is low (mh¼ 9� 10�6

cm2 V�1 s�1 and me ¼ 3.0 � 10�6 cm2 V�1 s�1).4 Furthermore,
the insertion of mCP would also cause energy loss during the
current ow. These two factors may lead to the high turn-on
This journal is © The Royal Society of Chemistry 2017
voltages of the devices. Moreover, the efficiency roll-off is
somehow apparent, the current efficiency and EQE decreased to
37.6 cd A�1 and 13.5% as the luminance increased to 1000 cd
m�2, because of the poor carrier mobility of PPO21.

To further improve the EL performances of Ir(BTBP)2POP,
more devices were fabricated by optimizing the thickness of
EML and ETL based on the 8 wt% doped single EML device. The
EL performances of devices with different thickness of EML or
ETL were shown in Fig. 3 and Table 2. From the curves and
values in Table 2 it can be observed that the device luminance
and efficiency increase rstly to a maximum value and then
decrease gradually with increasing thickness of ETL by keeping
the thickness of EML constant as 10 nm. The device DS5 with
RSC Adv., 2017, 7, 2615–2620 | 2617
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Fig. 3 (a) Current density–luminance–voltage (J–L–V), (b) current efficiency–luminance (hc–L) curves of single EML devices (DS2, DS4–DS7)
with different thickness of EML or ETL and (c) current density–luminance–voltage (J–L–V), (d) current efficiency–luminance (hc–L) curves of
single EML device DS5 and double EML device DD1.

Table 2 EL performances of devices with different thickness of EML or ETL

Device EMLa (nm) ETLb (nm) Vturn-on
c (V) Lmax

d [cd m�2 (V)] hc,max
e (cd A�1) (EQEmax

f) hc,L1000
g (cd A�1) (EQEL1000

h) hp,max
i (lm W�1)

DS2 10 20 4.0 45 445 (15.2) 65.1 (23.4%) 37.6 (13.5%) 43.5
DS4 10 30 4.2 46 743 (16.4) 82.0 (29.4%) 49.5 (17.8%) 51.5
DS5 10 40 4.0 47 599 (16.5) 86.5 (31.0%) 49.2 (17.6%) 52.2
DS6 10 50 4.0 40 624 (15.9) 82.8 (29.7%) 48.4 (17.4%) 51.0
DS7 15 40 4.3 63 954 (19.2) 83.7 (30.0%) 51.5 (18.5%) 37.5
DD1 — — 3.6 49 139 (13.9) 75.8 (27.2%) 43.0 (15.4%) 51.7

a Thickness of EML. b Thickness of ETL. c Turn-on voltage recorded at a luminance of 1 cd m�2. d Maximum luminance. e Maximum current
efficiency. f Maximum external quantum efficiency. g Current efficiency at 1000 cd m�2. h EQE at 1000 cd m�2. i Maximum power efficiency.
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40 nm ETL achieved the best device performances with
maximum luminance, current efficiency, power efficiency and
EQE of 47 599 cd m�2, 86.5 cd A�1, 52.2 lm W�1 and 31.0%,
respectively. With increasing thickness of ETL, the increasing
electron transport distance balanced injection and recombina-
tion of charge carriers and decreased electron density within
EML. As a result, the distribution of holes and electrons tended
to balance rstly and then deteriorated gradually when the
thickness of ETL was thicker than 40 nm.

Furthermore, the device DS7 with 15 nm EML was also
fabricated based on the device DS5. It can be seen that DS7 has
2618 | RSC Adv., 2017, 7, 2615–2620
higher luminance (63 954 cd m�2) and little lower efficiencies
(83.7 cd A�1, 37.5 lmW�1 and EQE 30.0%) than that of DS5. The
increased thickness of EML caused larger recombination zone
and fewer recombination probabilities, within which more
dopants were excited to emit but fewer charge carriers recom-
bined, in result of higher luminance and lower efficiencies.

Subsequently, the double EMLs device DD1 with the struc-
ture of ITO/MoO3 (5 nm)/TAPC (30 nm)/mCP:Ir(BTBP)2POP
(8 wt%, 10 nm)/PPO21:Ir(BTBP)2POP (8 wt%, 10 nm)/TmPyPB
(40 nm)/LiF (1 nm)/Al (100 nm) was also fabricated. The EL
characteristics of single EML device DS5 and double EML device
This journal is © The Royal Society of Chemistry 2017
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DD1 are shown in Fig. 3 and Table 2. In most cases, the double
EMLs devices will broaden the exciton formation zone, in result
of high efficiency and low efficiency roll-off. But compared with
DS5, double EML device DD1 obtained a higher maximum
luminance of 49 139 cd m�2 and lower maximum current effi-
ciency, power efficiency and EQE of 75.8 cd A�1, 51.7 lm W�1

and 27.2%, respectively, and the efficiencies declined obviously
as the luminance increased, while the turn-on voltage of 3.6 V
was much lower than DS5. The usage of double EML led to the
lower charge injection barrier and broadening recombination
zone, resulting in the lower turn-on voltage and higher lumi-
nance than the single EML device. However, the reduced effi-
ciencies and the high efficiency roll-off were probably due to the
poor electron mobility of mCP and PPO21, especially under the
high electric eld, which would cause the imbalanced injection,
transport and recombination of carriers, leading to the lower
efficiencies and the high efficiency roll-off.

Experimental section
OLEDs fabrication and measurement

The Ir(BTBP)2POP complex was prepared in our laboratory
(ESI†) with emission peak at 503 nm, photoluminescence
quantum yield (Fp) of 88%, phosphorescence lifetime (s) of 2.86
ms in degassed CH2Cl2 solution and HOMO/LUMO levels of
�5.58/�2.76 eV in deaerated solution (CH2Cl2 : CH3CN ¼ 1 : 1).
All OLEDs with the emission area of 0.1 cm2 were fabricated on
the pre-patterned ITO-coated glass substrate with a sheet
resistance of 15 U sq�1. All chemicals used for devices were
sublimed in vacuum (2.0� 10�4 Pa) prior to use. The deposition
rate for organic compounds is 1–2 Å s�1. The phosphor and host
were co-evaporated from two separate sources. The cathode
consisting of LiF/Al was deposited by evaporation of LiF with
a deposition rate of 0.1 Å s�1 and then by evaporation of Al
metal with a rate of 3 Å s�1. The effective area of the emitting
diode is 0.1 cm2. The characteristics of the devices were
measured with a computer controlled KEITHLEY 2400 source
meter with a calibrated silicon diode in air without device
encapsulation. On the basis of the uncorrected PL and EL
spectra, the CIE coordinates were calculated using a test
program of the Spectra scan PR650 spectrophotometer.

Conclusions

In this work, we synthesized a novel heteroleptic Ir(III) complex
(Ir(BTBP)2POP) using 20,60-bis(triuoromethyl)-2,40-bipyridine
(BTBP) as the main ligand and 2-(5-phenyl-1,3,4-oxadiazol-2-yl)
phenol (HPOP) as the ancillary ligand. A series of devices
using Ir(BTBP)2POP as the emitter with single or double EML(s)
were fabricated and compared. To balance the distribution of
holes and electrons, not only the doping concentration but also
the thicknesses of EML and ETL were experimentally optimized.
Finally, efficient green device with maximum luminance,
current efficiency, power efficiency and EQE up to 47 599 cd
m�2, 86.5 cd A�1, 52.2 lm W�1 and 31.0%, respectively, was
realized. The high efficiency of the device suggests the complex
has potential applications in OLEDs.
This journal is © The Royal Society of Chemistry 2017
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