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/ZnCo2O4 nanostructure
synthesized by facile single capillary
electrospinning with enhanced ethanol gas-
sensing properties

Khaled Tawfik Alali,ac Jingyuan Liu,*a Qi Liu,a Rumin Li,a Zhanshuang Li,a Peili Liu,b

Kassem Aljebawic and Jun Wang*ab

ZnO/ZnCo2O4 tube in tube nanostructures were successfully fabricated by single capillary electrospinning

technology and calcination treatment. The tube in tube nanostructure was achieved via adjustment of the

heating ratio during the calcination process. The composition and nanostructure of ZnO/ZnCo2O4 tube in

tube were characterized by X-ray diffraction (XRD), scanning electron microscopy (SEM), transmission

electron microscopy (TEM), high resolution transmission microscopy (HRTEM), Brunauer–Emmett–Teller

(BET), and X-ray photoelectron spectroscopy (XPS). Excellent gas sensing performance of the structure

was observed, with high response (58) of as-prepared material toward 100 ppm ethanol vapor at an

optimal temperature of 150 �C. Rapid response time (5.6 s) and recovery time (4.8 s) were recorded at

this optimal temperature. Noticeable response (13) was also observed of 100 ppm ethanol vapor at

75 �C. The tube in tube nanostructure, n–p heterojunction, and oxygen vacancies are potential reasons

for the excellent gas sensing performance. The sensing mechanism of the as-prepared ZnO/ZnCo2O4

n–p heterostructure toward ethanol vapor was discussed.
1. Introduction

Metal oxides with various compositions and morphologies are
applied in a variety of elds in daily life, such as gas sensors,1–3

supercapacitors,4 lithium–oxygen batteries,5 and energy
storage.6 Gas sensing materials based on nanocomposite metal
oxides have attracted attention because of their abilities to
capture and adsorb different types of toxic, harmful molecules,
and explosive gases dependent on their physical and chemical
properties.3 Volatile organic compounds (VOCs) have been
identied as environmentally hazardous gases.7 Zinc oxide is
a basic gas sensor material with dual semiconducting, piezo-
electric properties, and sensitivity toward ammable or toxic
gases.8 ZnO is an n-type semiconductor, has a wurtzite-
structured II–VI compound, wide band-gap energy (3.37 eV),
high isoelectric point (�9.5), high mobility of charges carrier,9

and large exciton binding energy of 60 mV.1 However, the gas
sensing properties of pristine ZnO require a high working
temperature, have poor sensitivity to truces of gas vapor, and
urface Technology, Ministry of Education,

01, PR China. E-mail: zhqw1888@sohu.

Harbin Engineering University, Harbin

nce, Faculty of Mechanical Engineering,

ab Republic
the response–recovery times are long.10 Many strategies have
been used in attempts to develop the ZnO gas sensing perfor-
mance with various morphologies and compositions. A short
literature review of ZnO and its composites as gas sensor
materials is presented in Table 1. Table 1 summarizes the
facilities and improvements in gas sensing performance of ZnO
by synthesis in different compositions and morphologies, the
developments in gas sensing performance of ZnO, and
comparison of pervious works with the current work is also
included. Metal oxides with spinel structure (AB2O4) have been
extensively studied, and appear to have very good gas sensing
sensitivity to various VOCs,2,10,11 and excellent electrochemical
performance for energy storage applications.6 There have been
wide discussions on ZnCo2O4 describing enhanced gas sensing
performance.2,10 ZnCo2O4 has a spinel structure, with divalent
Zn ions occupying tetrahedral locations in the cubic spinel
structure and trivalent Co ions occupying octahedral locations
in the crystal structure,4 and ZnCo2O4 is a p-type semiconductor
with band-gap energy 2.6 eV.1

The optimal conditions for typical gas sensing materials are
high sensitivity at low temperature with rapid response–
recovery times.12 Many factors inuence performance of gas
sensing materials, such as structure, morphology, specic
surface area,3 junctions between the crystals (depend on the
semiconductor types, n–p type), and oxygen storage capacity.1

Composite metal oxides in hollow mesoporous nano-
This journal is © The Royal Society of Chemistry 2017
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Table 1 Literature review of ZnO and its composites as gas-sensing materials, showing the improvement in this work

Materials structure Technology Analyte
Cons.
(ppm)

Res.
(Ra/Rg)

Opt.
Temp (�C)

Res.
time (s)

Rec.
time (s) Ref.

ZnO/CNTs hollow sphere Simple/efficient ultrasonic
based method

Ethanol 320 57.3 300 22 50 17
Methanol 320 46.1 250 35 75

ZnO/ZnCo2O4 hollow sphere One-step hydrothermal Acetone 100 7.5 275 4 35 10
Methanol 100 4.4 275 12 31

ZnO hollow nanobers Electrospinning Ethanol 1000 51 270 — — 18
SnO2–ZnO hetero nanober Electrospinning Acetone 100 80 300 19 9 19
ZnCo2O4 nano/micro sphere One-step solvothermal process Ethanol 100 19.3 175 5.5 14.3 2
Er doped ZnO nanobers Electrospinning/hydrothermal Ethanol 200 37.3 240 12 3 20
In2O3 doped ZnO nanotubes Electrospinning/hydrothermal Ethanol 100 81.7 275 2–6 56–63 12
ZnO nanotubes Electrospinning Acetone 100 2.5 500 5 10 14
SnO2–ZnO hetero nanober Electrospinning Ethanol 100 78 300 25 9 21
ZnFe2O4 nano particles Hydrothermal Acetone 200 39.5 200 — — 22
ZnO nanobers Electrospinning Ammonia 100 20 270 — — 9
ZnO/ZnAl2O4 lamellar structure Co-precipitation

method/hydrothermal
Ethanol 500 88 240 1 20 11

ZnO/ZnCo2O4 tube in
tube nanostructures

Electrospinning Ethanol 100 58 150 5.6 4.8 This work
Acetone 100 38 150 6.4 8.2
Ammonia 100 21 150 9.3 11.7
Methanol 100 25 175 6.7 9.5
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heterostructure have been suggested as promising materials for
high performance gas sensor materials.13 The tubular structure
is considered to be a special structure, hollow and one-dimen-
sional.6 Materials with tubular morphologies are used in
various applications, with most reported tubular materials
having relatively simple architecture.14,15 Design and synthesis
of complex tubular structure is rarely considered, although
multi-shelled tubular structures appear to show excellent
improvements in catalysis and lithium storage applications
when compared with simple single tubular structures.6 The
heating ratio plays a key role in formation of the complex
structures,5 in that the shape can turn from solid ber, hollow
ber, rod in tube, to tube in tube by adjusting the heating ratio
during the calcination process.4,6

Various methods for synthesis of metal oxide in nano-
structure are shown in Table 1. Of these methods, electro-
spinning technology was chosen for the experimental work
herein, because of the capability to produce one-dimensional
materials in nano scale in various shapes, at low cost, with an
effective and versatile method.12 The principle of electro-
spinning technology can be explained as follows: an electro-
spinning solution is a polymer solution with metal ions ejected
from a needle having a positive charge. The solution at the
needle tip of the syringe forms a cone shape called the Taylor
cone. Repulsion between the charges in the Taylor cone
produces nanocomposite bers, with those bers deposited on
the collector having negative charge. The collected nanobers
are processed in a programmable furnace to obtain the nal
structure of metal oxides.16

Herein, we report synthesis of nanocomposite ZnO/ZnCo2O4

with tube in tube nanostructure using single capillary electro-
spinning technology combined with a heat treatment process.
Thermal treatment with medium heating ratio was applied to
achieve the desired morphology of the as-prepared composite
This journal is © The Royal Society of Chemistry 2017
bers. Excellent gas sensing performance of ZnO/ZnCo2O4 was
observed compared with different types of gas sensing materials
based on ZnO. The gas test results showed that the as-prepared
material exhibited excellent response to ethanol vapor with
rapid response–recovery times at the optimal temperature
150 �C. The heterostructure and the unique tube in tube
structure are the likely reasons for the developments in gas
sensing properties.

A remarkable response at 75 �C is clearly detected, catego-
rizing the as-reported material with tube in tube nanostructure
between the promising materials in the gas sensor eld.
2. Experimental section
2.1 Reagents

In the experimental work the following reagents were used:
polyvinylpyrrolidone (PVP, Mw ¼ 1 300 000), purchased from
Sigma-Aldrich, was used as the electrospun facility of metal
salts. Zinc nitrate hexahydrate [Zn(NO3)2$6H2O], and cobalt
nitrate hexahydrate [Co(NO3)2$6H2O] were purchased from
Tianjin Guanfu Fine Chemical Research Institute. Ethanol
absolute (100%) and N,N-dimethylformamide (DMF) were
purchased from Tianjin Fuyu Fine Chemical Co. Ltd. The
chemical reagents used in the experimental works were of
analytical grade and used as received without any further
purication.
2.2 Prepare the electrospun solution

In a typical procedure, to synthesize ZnO/ZnCo2O4 composite
nanomaterials, an immiscible solution was formed by mixing
ethanol/DMF/metal salts/PVP reagents. In the rst step, 0.8 g
zinc nitrate was dissolved in mixed 10 ml ethanol absolute and
DMF (1 : 1 v/v) followed by magnetic stirring for 30 min. Then,
RSC Adv., 2017, 7, 11428–11438 | 11429
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0.6 g cobalt nitrate was added to the solution with continued
stirring in room temperature for 1 hour to obtain a pink solu-
tion. In the second step, 1.5 g PVP was slowly added to the
previous solution, followed by magnetic stirring for 3 hours in
60 �C to adjust the percentage of water inside the electrospun
solution.1 All steps are detailed in Fig. 1(a).
2.3 Electrospinning process

The electrospinning process is presented in Fig. 1(b), where the
as-prepared polymer–metal salts solution were taken up by
plastic syringe (1 ml). Electrospinning parameters were chosen
from the details of previous experiments, which are suitable to
produce ne composite metal oxide nanobers via single-
capillary electrospinning machine. A high voltage of 20 kV
was applied between the needle of the syringe and the collector.
The distance between the collector and the needle was deter-
mined to be about 20 cm. The ow rate was adjusted at 0.4 ml
h�1 to produce composite nanobers consisting of polymer
matrix andmetal ions. The mats from the composite nanobers
were removed from the collector's surface and placed in
a ceramic boat ready for calcination.
2.4 Calcination process

The as-prepared composite nanobers were dried in an auto-
clave at 60 �C for 10 hours to facilitate removal from the
collector surface and enhance evaporation of the chemical
solvents. A programmable furnace was used for calcination. To
form the tube in tube structure, a heat treatment program with
medium heating ratio (Dt) was applied. The mats were calcined
for 100 minutes at 450 �C with a heating ratio of 3 �C min�1 in
air atmosphere. The calcination process and the potential
morphology of ZnO/ZnCo2O4 tube in tube nanostructures are
shown in Fig. 1(c). The heating ratio plays a key role in the nal
shape of the nanobers, where the structure is directly inu-
enced by the change of heating ratio.5,6 The formation of tube in
tube structure can be divided into two steps during the
Fig. 1 Schematic diagram for the preparation process of electrospun solu
from composite nanofibers and SEM image of composite nanofibers bef
shape of as-spun nanofibers after calcination are illustrated in diagram (

11430 | RSC Adv., 2017, 7, 11428–11438
calcination process: in the rst step a rod in tube structure will
form, where a rigid layer forms on the outer surface of the
composite bers (metal ions/PVP) because of exposure to a large
temperature gradient. On heating, owing to the loss of organic
components, the inner gel-like viscoelastic core is intensively
shrunk. The rigid layer is believed to act as a framework against
shrinkage of the outer layer. In this step, it can be seen that two
forces from opposite directions act at the same time on the PVP/
metal oxide layer between the rigid layer in the surface and the
inner core. One is the contraction force, induced by decompo-
sition of the organic component, which promotes shrinkage of
the PVP/metal oxide core. The second force is the adhesive force
derived from the rigid layer in the surface, which prevents its
inward contraction.5 With a sufficiently high temperature and
an appropriate heating rate, the PVP/metal oxide layer can be
split into a shell (outer tube) and inner core. In the second step,
with a high heating ratio and small quantity of PVP/metal oxide
in the inner core, the same process will occur to convert it to
inner tube. In this case the contraction force is not sufficient to
resist the adhesive force and the inner core is pulled to the outer
layer to generate the inner tube. The interaction between
contraction force and adhesion force, in addition to the inu-
ence of the kinetic diffusion of metal cations are the main
previous observations.6 Finally, the tube in tube nanostructure
is generated aer complete removal of all the organic
components.5
2.5 Characterization

Crystallinity of the as-synthesized material was characterized by
X-ray powder diffraction (XRD, Rigaku TTR-III) with high
intensity. Cu Ka radiation (l ¼ 0.15406 nm) was operated at 40
kV and 150 mA. The morphology and microstructure of the as-
prepared nanomaterials were determined by scan electron
microscopy (SEM, JOEL JSM – 6480A), which was operated at an
accelerating voltage of 20 kV. Transmission electronmicroscopy
(TEM) and high resolution transmission electron microscopy
(HRTEM) images were recorded on a transmission electron
tion (a), electrospinning process (b) (photograph image of as-spunmat
ore calcination are inserted). The calcination process and the potential
c).

This journal is © The Royal Society of Chemistry 2017
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microscope (FEITEM, Tecnai G220S-Twin) at accelerating volt-
ages of 120 and 200 kV, respectively. The specic surface area
and mesoporous structure of ZnO/ZnCo2O4 tube in tube nano-
structure were determined by a single point Brunauer–Emmett–
Teller (BET) equation using a micrometrics ASAP 2010 M
instrument at liquid nitrogen temperature. Nitrogen adsorp-
tion–desorption isotherm analysis was carried out to calculate
the pore size distribution using the Barrett–Joyner–Halenda
(BJH) model. The surface chemical analysis was recorded by X-
ray photoelectron spectroscopy (XPS, Thermo ESCALAB 250Xi).
2.6 Fabrication of gas sensors

The sensors from as-synthesized gas sensing material were
prepared by dispersing an appropriate amount of ZnO/ZnCo2O4

tube in tube nanostructure in absolute ethanol in agate mortar.
The solution was shortly sonicated to form a homogenous
paste. As-prepared paste was coated onto an alumina tube's
outer surface using a special brush. The alumina tube was 1.2
mm in outer diameter, 0.8 mm inner diameter and 4 mm
length. The alumina tubes with cover from sensing material
were dried at room temperature for 1 day, and in autoclave for 3
hours at 150 �C, to improve stability and ensure evaporation of
ethanol and reproducibility of the gas sensing material.10 The
next step was to insert electronic elements into the sensors,
where a pair of gold electrodes was connected to Pt (platinum)
wires. Aer that a Ni–Cr alloy coil, was xed inside the alumina
tube to control the operating temperature of sensor, as illus-
trated in Fig. 9(c). The measurements of as-prepared sensors
were evaluated using a RQ-2 gas sensing characterization
system. Gas sensing experiments were completed using
a commercial NMDOG Multifunctional Precision Sensor Anal-
ysis Tester (Changsha Dingcheng Scientic Instrument Co, Ltd,
Hunan, China). A photograph image of the as-prepared gas
sensors is presented in Fig. 9(a).
Fig. 2 X-ray diffraction pattern of ZnO/ZnCo2O4 tube in tube
nanostructure.
2.7 Principle of gas sensor testing and measurements

The principle of gas sensor testing depends on measuring the
change in the circuit resistance between the fresh air atmo-
sphere and the test gas atmosphere.23 In a typical process,
a heating voltage (Vh) is supplied by the Ni–Cr alloy coil to
control the operating temperature of sensors, the circuit voltage
(Vc) is provided via the load resistor (RL) and sensor, which are
connected in series system. The signal voltage (Vout) through the
load was detected, which changes according to the types and
concentrations of the testing gases.24 A schematic diagram of
the test circuit is presented in Fig. 9(b). The gas sensing prop-
erties in test gas atmosphere of as-prepared sensors were
measured by placing them into a closed bottle (10 000 ml),
which contained a trace of test gas vapor aer recording of
response in air atmosphere. The test gas vapor was injected into
the closed bottle using a micro-syringe. The response (R) is
dened as ratio of resistance in air atmosphere (Ra) to resis-
tance in test gas atmosphere (Rg), (R ¼ Ra/Rg).25 The response
and recovery times are calculated as the period of time that the
resistance of sensor changes to 90% of the entire resistance
This journal is © The Royal Society of Chemistry 2017
during exposure to test gas and retrieval from the test gas
environment, respectively.19,24
3. Results and discussion
3.1 Structural and morphological characteristics

The crystal structure of as-synthesized material was identied
by XRD analysis, is shown in Fig. 2. The diffraction peaks 100,
002, 101, 102, 110, 103, 112, and 201 are clearly indexed to the
hexagonal wurtzite ZnO crystals, consistent with values in the
standard card (JCPDS card no. 36-1451 zincite. syn). The exis-
tence of ZnCo2O4 crystals in the structure was demonstrated by
the appearance of peaks 220, 331, 222, 400, 422, 511, and 440,
which are in good agreement with the standard card of spinel
cubic ZnCo2O4 (no. 23-1390 zinc cobalt oxide). The XRD results
indicate that the Zn–Co precursors have transformed into ZnO
and ZnCo2O4 crystals completely aer the calcination
process.2,4,10,18 The sharp and strong peaks indicate that the
crystallized sample is well ordered. No peaks derived from any
other impurities were detected, which conrmed the high
purity of the as-prepared material.

The initial morphologies of as-prepared ZnO/ZnCo2O4 tube
in tube nanostructure were demonstrated by scan electron
microscopy (SEM), transmission electron microscopy (TEM),
and high resolution transmission electron microscopy
(HRTEM), as shown in Fig. 3. Fig. 3(a) and (b) show SEM images
of ZnO/ZnCo2O4 tube in tube nanostructure with low and high
magnication, respectively. A complex one-dimensional tubular
nanostructure consisting of two tubes united in axis is clearly
observed, with the outer tube's diameter in the range 150–
200 nm. A smooth surface was detected on the as-prepared tube
in tube nanostructure. Typical TEM images of ZnO/ZnCo2O4

tube in tube nanostructure with low and high magnication are
presented in Fig. 3(c) and (d), respectively. The unique hollow
morphology with double shell is clearly conrmed, with outer
RSC Adv., 2017, 7, 11428–11438 | 11431
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Fig. 3 Typical SEM images of ZnO/ZnCo2O4 tube in tube nanostructure, (a) lowmagnification and (b) high magnification. (c) and (d) Typical TEM
images of ZnO/ZnCo2O4 tube in tube nanostructure with low and highmagnification, respectively. (e) HR-TEM image, and (f) SAED pattern of as-
shown sample.
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tube diameter ranging from 150 to 200 nm and thickness of wall
about 14 nm, whereas the inner tube diameter is about 70 nm
with thickness of wall about 20 nm. High resolution trans-
mission electron microscopy (HRTEM) image is exhibited in
Fig. 3(e), with the polycrystalline structure of ZnO/ZnCo2O4 tube
in tube nanostructure clearly observed. The lattice fringes are
clearly shown with spacing fringes of 0.28 nm and 0.24 nm,
11432 | RSC Adv., 2017, 7, 11428–11438
which match well with the crystal planes (100) and (311) of
wurtzite ZnO and spinel cubic ZnCo2O4 crystals, respectively.
The corresponding selected area electron diffraction (SAED)
pattern is shown in Fig. 3(f). The SAED pattern conrmed the
polycrystalline structure of ZnO/ZnCo2O4 tube in tube nano-
structure. In addition, the diffraction rings are compatible with
wurtzite ZnO and spinel cubic ZnCo2O4 crystals.
This journal is © The Royal Society of Chemistry 2017
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(The diameters and the dimensions were measured using
Image J soware, with diameters calculated as the average of 50
tubes.)

To conrm the porosity of structure and distribution of pore-
size in ZnO/ZnCo2O4 tube in tube nanostructure, N2 adsorp-
tion–desorption curves and pore-size distribution curve were
constructed. Large specic surface area was observed of the as-
prepared tube in tube nanostructure. Fig. 4 shows the adsorp-
tion–desorption curves of ZnO/ZnCo2O4 tube in tube nano-
structure, with the specic surface area evaluated at about
96.404 m2 g�1. The isothermal curve can be categorized as IV-
type with hysteresis loop, which indexes to mesoporous struc-
ture of ZnO/ZnCo2O4 tube in tube.2 Pore-size distribution based
on the BJH method was calculated, as presented in the inset of
Fig. 4. Very ne pores of radius about 19.15 Å are clearly
observed in the structure of as-prepared material, with pore
volume of 0.162 cm3 g�1. The BET observations are in good
agreement with the SEM and TEM results, conrming the
mesoporous structure of ZnO/ZnCo2O4 tube in tube with large
specic surface area. All the as-reported characteristics are very
desirable in gas sensing materials.

The chemical status and surface elemental composition of
the as-obtained material nanostructure ZnO/ZnCo2O4 tube in
tube were investigated by XPS analyses. To complement the
XRD results, XPS spectra of as-prepared material were con-
structed (Fig. 5). The survey spectrum of ZnO/ZnCo2O4 tube in
tube nanostructure is shown in Fig. 5(a), which conrms the
existence of Zn 2p, Co 2p, and O 1s chemical states in the
surface of the as-obtained material. Fig. 5(b) shows the high
resolution spectrum of the Zn 2p state, with two strong peaks
located at 1044.2 and 1021.2 eV clearly observed, attributed to
the Zn 2p1/2 and Zn 2p3/2 orbits of Zn 2p, respectively. As
a result, the presence of Zn(II) oxidation state was conrmed.2

The high resolution spectrum of Co 2p is exhibited in Fig. 5(c),
with existence of the Co(III) oxidation state of Co 2p in the
surface's sample demonstrated by detection of two peaks of
binding energy values at 794.3 and 779.2 eV, which correspond
Fig. 4 N2 adsorption–desorption isothermal curves of ZnO/ZnCo2O4

tube in tube nanostructure. Inset, pore-size distribution curve of as-
prepared material.

Fig. 5 XPS spectra of ZnO/ZnCo2O4 tube in tube nanostructure: (a)
survey spectrum, (b) Zn 2p spectrum, (c) Co 2p spectrum, and (d) O 1s
spectrum.

This journal is © The Royal Society of Chemistry 2017 RSC Adv., 2017, 7, 11428–11438 | 11433
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to the Co 2p1/2 and Co 2p3/2 spin–orbits, respectively.26 The high
resolution spectrum of oxygen (O 1s) is displayed in Fig. 5(d).
From Fig. 5(d) it can be observed that the O 1s peaks are
asymmetric, and can be dissolved into three peaks that indicate
the presence of several chemical states located at different
binding energies. Peaks at binding energies of 532.5, 530.8, and
529.3 eV were detected in the O 1s spectrum, attributed to
chemisorbed oxygen species (Oc) at the surface of as-obtained
nanomaterial, oxygen vacancies (Ov) in the structure of ZnO/
ZnCo2O4, and the lowest binding energy corresponds to oxidized
metal ions (lattice oxygen (Ol)),15 respectively. Large presence of
Ov is very important in gas sensing materials, as this provides
more active sites on the surface of gas sensors to react with
oxygenmolecules. A large amount of Oc at the surface of sensing
materials has a critical inuence, in that many surface chem-
isorbed oxygen species can participate in oxidation reactions on
the surface of sensing materials.24 Based on the above observa-
tion, it is concluded that the as-synthesized nanomaterial is
composed of Zn, Co, and O elements, and that they exist on the
surface of ZnO/ZnCo2O4 tube in tube nanostructure in Zn 2p, Co
2p, and O 1s chemical states, respectively.
Fig. 6 (a) Response of ZnO/ZnCo2O4 tube in tube nanostructure
toward 100 ppm ethanol at temperature in range from 75 �C to 300 �C.
(b) and (c) A single cycle response of the as-synthesized sensors after
exposure to 100 ppm ethanol at optimal temperature (150 �C) and
75 �C, respectively. The response and recovery times of as-synthesized
sensor in 150 �C and 75 �C are highlighted in (b) and (c), respectively.
3.2 The gas sensing performances

To explore the potential application of ZnO/ZnCo2O4 tube in
tube nanostructure, sensors from as-synthesized material were
fabricated to determine their gas sensing performance toward
various types of VOCs.

Themain important parameter of gas sensingmaterials is the
operating temperature, which has great inuence on the sensing
performance.3,27 The response of ZnO/ZnCo2O4 tube in tube
nanostructure sensors to various types of VOC gases were
investigated in a range of temperature from 75 �C to 300 �C.
Fig. 6(a) shows gas response to operating temperature of as-
prepared sensors to 100 ppm ethanol. The initial response was
increased with operating temperature, until the highest
response was reached at 150 �C in the experimental conditions.
Such increase in response with temperature mainly results from
enhanced oxidation reaction between the gas molecules and
sensing materials. The hollow-tubular structure, composite
structure, and n–p heterostructure facilitate an increase of
adsorbed oxygen on the surface of the material and the gas
molecules overcome the activation energy barrier of the deple-
tion layer.1,27 Aer achieving the highest response value,
a gradual decline in response is observed. This decrease in
response at high temperature might be caused by a decrease in
active sites,3 escape of test gas molecules before their reaction,
and self-oxidation of gas molecules.1 Therefore, the optimal
temperature for the ZnO/ZnCo2O4 tube in tube nanostructure
was determined as 150 �C, with a response of 58 has recorded
toward 100 ppm ethanol at operating temperature (150 �C) of as-
tested sensors (Fig. 6(b)). Research has concentrated on
decreasing the working temperature of gas sensor, and it is
worth noting that a response of 13 was detected using the as-
tested sensor at 75 �C, because of the large specic surface
area and heterostructure. The single cycle response and recovery
behavior of the as-tested sensor at 75 �C is presented in Fig. 6(c).
11434 | RSC Adv., 2017, 7, 11428–11438
The response and recovery characterizes basic parameters
for excellent gas sensors. When the gas sensors are exposed to
gas molecules, it is necessary to have rapid response and
recovery behavior toward trace gas vapors in practical applica-
tions. Response and recovery times of ZnO/ZnCo2O4 tube in
tube nanostructure of 100 ppm ethanol at 150 �C and 75 �C are
highlighted in Fig. 6(b) and (c), respectively. Fast response and
recovery times of the as-prepared sensor to 100 ppm ethanol at
This journal is © The Royal Society of Chemistry 2017
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optimal temperature were observed, the response and recovery
times at optimal temperature are 5.6 s and 4.8 s, respectively. At
75 �C test temperature, the response and recovery times are 3.6 s
and 5.7 s, respectively. In conclusion, the adsorption and
desorption processes have been quickly completed on the
surface of the gas sensing material.17 Large specic surface of
as-synthesized tube in tube nanostructure, providing a suffi-
cient number of active sites, can facilitate fast response and
recovery characteristics.3

An advantage of gas sensor materials is to have a linear
function between the response and test gas concentration.17 A
dynamic response of the ZnO/ZnCo2O4 tube in tube nano-
structure under gas concentrations in the range 25 ppm to
200 ppm ethanol at optimal temperature is shown in Fig. 7(a).
The response of ZnO/ZnCo2O4 tube in tube nanostructure can
be enhanced with increasing gas concentration. In the mean-
time, the as-prepared material exhibited excellent gas sensing
behavior to a wide range of ethanol concentrations. A remark-
able response of 12 at the optimal temperature of 25 ppm
ethanol was observed. These results enhance the inuences of
Fig. 7 (a) Response of ZnO/ZnCo2O4 tube in tube nanostructure as
a function of ethanol concentration in range from 25 ppm to 200 ppm
at the optimal temperature (150 �C). (b) Five reversible cycles of ZnO/
ZnCo2O4 tube in tube nanostructure of 100 ppm ethanol at its optimal
temperature.

This journal is © The Royal Society of Chemistry 2017
the heterostructure ZnO/ZnCo2O4 and the complex-tubular
structure on the gas sensing properties.28

Reproducibility and stability are also very important char-
acteristics of gas sensors, and are required from gas sensors for
long life service-term and the ability to respond successfully to
test gases without a visible decrease in sensor response.27

Fig. 7(b) presents ve reversible response cycles of the ZnO/
ZnCo2O4 tube in tube nanostructure of 100 ppm ethanol at
150 �C. The observation from Fig. 7(b) enhances the
outstanding stability of the as-prepared gas sensor and the
reversion of the adsorption–desorption processes of ethanol on
the ZnO/ZnCo2O4 tube in tube nanostructure.

Selectivity is a critical parameter of gas sensors for their
potential applications. The gas sensing properties of ZnO/
ZnCo2O4 tube in tube nanostructure toward ethanol (CH2CH3-
OH), acetone (CH3COCH3), ammonia (NH3), methanol (CH4),
and dichloromethane (DCM, CH2Cl2) were examined. Fig. 8(a)
reveals the response of ZnO/ZnCo2O4 tube in tube
Fig. 8 (a) Response of ZnO/ZnCo2O4 tube in tube nanostructure
sensor toward 100 ppm of various types of volatile organic
compounds (ethanol, acetone, methanol, ammonia, and dichloro-
methane) at 150 �C and 75 �C. (b) Comparative diagram of the gas
sensing response and optimal temperature of different gas sensing
materials toward 100 ppm ethanol.

RSC Adv., 2017, 7, 11428–11438 | 11435
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nanostructure of 100 ppm concentration toward various types
of VOCs (ethanol, acetone, ammonia, methanol, and dichloro-
methane) at 150 �C and 75 �C. The as-prepared material pres-
ents greatly improved response toward ethanol than other test
gases at the optimal temperature and at 75 �C. The responses
were 58, 38, 21, 17 and 9 at the optimal temperature of ethanol,
acetone, ammonia, methanol and dichloromethane, respec-
tively. And it is noteworthy that at 75 �C the responses were 13,
8, 3.2, 2.6 and 1.8 for ethanol, acetone, ammonia, methanol,
and dichloromethane, respectively. These observations high-
light the excellent selectivity toward ethanol over the other gases
at 150 �C and 75 �C. The n–p heterojunction has a critical effect
on the selectivity of gas sensing materials.19

A comparison between the gas sensing properties of ZnO/
ZnCo2O4 tube in tube nanostructure and that described in the
literature toward 100 ppm ethanol is shown in Fig. 8(b). The
comparison shows that the ZnO/ZnCo2O4 tube in tube nano-
structure exhibited a higher gas sensing response and a lower
operating temperature toward 100 ethanol than those reported
in the literature, conrming the as-explained properties of ZnO/
ZnCo2O4 tube in tube nanostructure and its suitability for
detecting ethanol in low operating temperature and high
sensitivity.
4. Gas sensing mechanism

It is well-known that the gas sensing performance of semi-
conductor metal oxides is basically inuenced by the electrical
conductivity,24 and the capacity for adsorbing–desorbing oxygen
ions of the gas sensing materials.28 The gas sensing mechanism
of metal oxide sensors depends on the change in the resistance
(or conductivity) of sensors during the exposure of test gas
molecules and their reaction on the surface of gas sensing
materials.2 In the rst case, when the gas sensors are exposed to
Fig. 9 (a) Photograph image of as-prepared sensor from ZnO/ZnCo2O4

diagram of sensor's compounds, (d) and (e) gas sensing mechanism of th
ethanol, respectively. The energy band diagram in each case is provided

11436 | RSC Adv., 2017, 7, 11428–11438
the ambient air, the oxygen molecules (named free state O2) are
diffused and adsorbed onto the surface of the gas sensing
materials, with the result that they become oxygen ions (O�) by
capture of electrons from the conduction band (CB) of the
sensing materials to form adsorbed oxygen species. This causes
a decrease in the electron concentration on the surface of gas
sensing materials, and, as a consequence, a depletion layer is
generated on the surface of sensing materials. Hence, the
resistance of sensing materials will increase.1 However, when
the sensors are in ambient ethanol at the optimal temperature,
the ethanol molecules will react with the adsorbed oxygen ions
on the surface of sensing materials. This reaction leads to
release of the trapped free electrons back into the conduction
band of the sensor materials, and therefore a decrease is
observed in the resistance of sensing materials. This operation
will be repeated each time the sensors are exposed to a new
environment.15

In this work, two types of semiconductor crystals exist inside
the heterostructure of ZnO/ZnCo2O4 tube in tube nano-
structure. As previously reported, ZnO is a n-type semi-
conductor with a band gap at around 3.37 eV, thus the charge is
carried by the electrons.21 Whereas ZnCo2O4 is a typical p-type
semiconductor oxide with band gap at about 2.6 eV, and for
p-type semiconductors the free holes carry the charges.2 From
the previous information, it is concluded that the as-prepared
ZnO/ZnCo2O4 tube in tube nanostructure has an n–p hetero-
structure, and because the ZnO is the main component in the
structure, the typical results of n-type semiconductor behavior
are observed.1,10 Fig. 9(a) presents a photograph image of the as-
prepared sensor from ZnO/ZnCo2O4 tube in tube nanostructure.
Fig. 9(b) shows the test circuit of gas sensors, which consists of
a Ni–Cr coil, a load resistor, and a sensor. The elements of the
sensor are presented in Fig. 9(c), which are a ceramic tube, two
Au electrodes xed on the sides, and two rolls of Pt wires.
tube in tube nanostructure, (b) the test circuit of sensor, (c) schematic
e ZnO/ZnCo2O4 tube in tube nanostructure during exposure to air and
.

This journal is © The Royal Society of Chemistry 2017
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In the process, the heating voltage (Vh) provided by the Ni–Cr
coil controls the testing temperature of sensor, and the sensor
and the load resistor (RL) supply the circuit voltage (Vc). The
signal voltage (Vout) across the load resistor changes according
to the resistance in the sensor's circuit during exposure of the
sensor to different environments. The gas sensing mechanism
of ZnO/ZnCo2O4 tube in tube nanostructure in ambient air and
ambient ethanol, and the change in the energy band gap
structure in each ambient are illustrated in Fig. 9(d) and (e),
respectively. When the as-prepared gas sensors are exposed to
ambient air, the free oxygen molecules will be adsorbed onto
sensing material of the gas sensor, then they will capture elec-
trons from the conductive band of sensing materials. As result,
the oxygen molecules will decompose to an ionic state, where
oxygen molecules can exist in different ionic states (O2

� at low
temperature, and O� and O2� at high temperature15). In this
situation, the concentration of the electrons in the surface layer
of the ZnO crystals is low, whereas the concentration of the
holes in the surface layer of ZnCo2O4 crystals is very high.
Because of the differences between the concentrations of the
electrons and holes (charge carriers), a thick depletion layer is
formed on the ZnO side, and a high barrier is generated
between the different crystals, which cause an increase in the
resistance of gas sensing materials (Fig. 9(d)). As Feff is the
effective junction barrier height, Ec is the lower level of the
effective junction of the conduction band gap, Ev is the upper
level of valence band, and Ef is the Fermi level.3 In the ambient
ethanol, when the sensing materials come into contact with the
ethanol molecules, the electrons trapped in ionized oxygen
species are released back to the conductive band, and
a decrease of the concentration of holes in ZnCo2O4 and an
increase in electrons concentration in the conductive band of
ZnO are detected. The thickness of the depletion layer is thinner
than in the ambient air. In consequence, the height of the
junction barrier between the n–p interfaces will be decreased,
resulting in a decrease in resistance of the sensors. Thereby,
a rise in conductivity will be obtained. The entire reaction
process and the changes in the energy band are illustrated in
Fig. 9(e). The reaction process of ethanol molecules on the
surface of ZnO crystals and ZnCo2O4 crystals can be described
according to eqn (1) and (2), respectively:1,2

C2H5OH + 6O2� / 2CO2 + 3H2O + 12e� (1)

C2H5OH + 6O2� + 12h+ / 2CO2 + 3H2O (2)

It is worth noting that in the as-prepared materials there are
more types of the junctions between the phases, where the n–p
junction exists between the ZnO and ZnCo2O4 phases, between
the ZnO phases there are n–n junctions, and p–p junctions exist
between the ZnCo2O4 phases.29 The existence of p–p and n–n
junctions enhances the selectivity of gas sensing materials
toward certain test gases, because they have opposite pathway
directions. The n–p and p–n junctions have the same pathway
direction, which will improve the sensitivity of gas sensors. In
fact, all the types of junctions inuence the gas sensing
performance and this should be taken into consideration
This journal is © The Royal Society of Chemistry 2017
during design and synthesis of gas sensingmaterials.1 Finally, it
is concluded that many factors affect the gas sensing properties
of ZnO/ZnCo2O4 tube in tube nanostructure. The structure
characteristics are important in that the tubular-mesoporous
structure provides a large specic surface area (BET results),
comprising a huge number of active sites at which oxygen can
react with gas molecules30 thus increasing the capacity of gas
sensing materials to adsorb oxygen ions on the surface.3 The
response and recovery times are affected by the decomposition
rate and the decomposition temperature of the adsorbed
molecules on the surface of gas sensing materials.1 The type of
the junction between the phases plays an important role in the
selectivity and response of gas sensing materials.29 The gas
sensing materials must be chosen with a high density of charge
carriers, where the charge carriers (oxygen vacancies) work as
electrically and chemically active sites on the surface of semi-
conductor materials.3 A high capacity for hydrogen storage
assists the surface adsorption and diffusion of H2 inside the
crystal interstitial sites. And the crystal architecture has a very
sensitive effect on the response of gas sensing materials, which
inuences the number of oxygen vacancies on the surface.
Recently spinel crystals have been intensively studied because
of their electrochemical and chemisorbent properties.2,4,6 In
summary, the reaction between the ethanol molecules and the
oxygen vacancies in the depleted layer is enhanced by the
mesoporous heterojunction structure of the as-prepared mate-
rial ZnO/ZnCo2O4 tube in tube nanostructure. Potential reasons
for the improvement in the gas sensing properties of ZnO/
ZnCo2O4 are offered in the above mechanisms.
5. Conclusions

In this work, ZnO/ZnCo2O4 tube in tube nanostructure was
fabricated using single capillary electrospinning technology.
The structure and the morphology of the as-prepared tubular
material were characterized by XRD, XPS, SEM, TEM, and BET
analysis. A complex tubular structure with double shell was
conrmed with the diameter of the external tube in the range
150–200 nm and the interior tube about 70 nm. The gas sensing
performance of the as-prepared material was investigated and
discussed. An excellent response (58) of ZnO/ZnCo2O4 tube in
tube nanostructure toward 100 ppm ethanol at the optimal
temperature of 150 �C was clearly observed. Rapid response and
recovery times of the as-prepared gas sensing material at
optimal temperature with high selectivity of ethanol among
different types of VOCs were detected. Remarkable gas sensing
properties of ZnO/ZnCo2O4 tube in tube nanostructure at 75 �C
with response of 13, response time of 3.6 s, and recovery time of
5.7 s were shown. The outstanding gas sensing performance of
ZnO/ZnCo2O4 tube in tube nanostructure could be explained by
the unique tubular structure, the nanocomposite material, and
the mesoporous hollow structure, which enhanced the number
of oxygen vacancies in the depleted layer, as well as the reaction
between the gas sensing materials and the gas molecules. From
these results, it appears that composite ZnO/ZnCo2O4 tube in
tube nanostructure has promise in the gas sensing eld,
RSC Adv., 2017, 7, 11428–11438 | 11437
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although it is also suggested that this material is tested in other
elds, such as catalysis and electrochemical elds.
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