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hotonic crystals with optical
bistability enabled by “cold” programming and
thermo-recoverable shape memory polymers†

Wenbin Niu, Lingcheng Qu, Rongwen Lyv and Shufen Zhang *

Recently, reconfigurable photonic crystals that can reversibly change and recover their optical properties

(e.g. photonic stopbands) in response to external stimuli have aroused much attention. However,

developing a photonic crystal with a dynamically tunable nanostructure that can memorize and maintain

different nanostructures and related optical properties is still a challenge. Based on capillary pressure-

induced “cold” programming and heat-triggered recoverable shape memory polymers, reconfigurable

3D photonic crystal membranes with optical bistability, which show two reversibly tunable stable

equilibrium states, are reported in this work. During shape memory programming and recovery

processes, capillary pressure created by water evaporation induces “cold” programming of photonic

crystal membranes with a disordered temporary state without diffractive peaks at room temperature. The

permanent ordered photonic crystal nanostructures with apparent characteristic diffraction peaks can be

recovered by heating. The reversible transition of photonic crystals between an ordered permanent state

and a disordered temporary state during the cyclical programming and recovery results in a tremendous

change in appearance and a large and stable shift of diffraction peaks different from conventionally

tunable photonic crystals. This disorder-to-order transition and the tremendous shift of photonic

bandgaps enable the photonic crystals to serve as a sensitive optical tool to the probe shape memory

effect at the nanoscale. Importantly, a large difference in optical transmittances is shown as no stopband

exists in the disordered temporary state, which provides a unique alternative in developing photonic

crystal photoswitches with higher contrast and optical switching effect, as well as rewritable photonic

devices and displays etc.
Introduction

Photonic crystals, as periodic dielectric structures with
photonic stopbands, can manipulate the ow of light and have
attracted tremendous interest during past decades.1–5

Compared with conventional photonic crystals with xed
photonic stopbands, recongurable photonic crystals that can
change and recover their optical properties (e.g. photonic
stopbands) in response to external stimuli have considerably
extended their applications in reusable biological and chemical
sensors, rewritable optical devices, full-color displays etc.6–18

Based on Bragg's diffraction mechanism, a large variety of
recongurable photonic crystals have been explored by
controlling the lattice constant and/or effective refractive index
through mechanical stress, chemical and biological molecules,
magnetic and electrical elds, temperature etc.19–26 For instance,
magnetic and electrical elds have been utilized to manipulate
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lattice constants of Fe3O4@SiO2 and ZnS@SiO2 photonic crystal
assemblies,27–29 thus achieving tunable photonic stopbands for
full-color displays. For commonly adjustable photonic crystals,
however, the temporarily congured nanostructures and optical
states cannot be memorized, which will easily recover to their
pristine states once the external stimuli are ceased.6,8,23,30

By contrast, optically bistable photonic crystals show two
reversibly stable equilibrium states, on which various optically
stable microstructures could be patterned, erased and
rewritten. This capability would greatly simplify the fabrication
process of microoptical devices and facilitate the development
of devices that require recongured optically stable states (such
as micropatternings, optical circuits).31–34 Shape memory poly-
mers, which can memorize temporary shape and revert to their
permanent shape upon exposure to an external stimulus,35–37

are thought as ideal materials to construct recongurable
photonic crystals with optical bistability. In a typical thermor-
esponsive shape memory cycle, a temporary shape is rst
“programmed” from a permanent shape at a temperature
higher than the transition temperature (such as Tg). The
temporary shape is then xed by cooling the sample below Tg,
and remains stable indenitely. The permanent shape can be
RSC Adv., 2017, 7, 22461–22467 | 22461
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recovered by heating above Tg via entropy elasticity mecha-
nism.35,38 Based on thermoresponsive shape memory polymers,
shape-memorizing microprism arrays and 2D grating patterns
have been reported recently, by thermal embossing nano-
imprint lithography at 180 �C.39 Similarly, 2D photonic nano-
structure with hexagonal nanobowls array on the surface of
a thermal shape-memory elastomer was also fabricated.40

However, such photonic nanostructures showed low reective
amplitudes of optical stopbands due to 2D nature of those
surface arrays. To improve optically reective performance,
Jiang and co-workers introduced 3D inverse opal photonic
crystals by using polyurethane thermoresponsive copolymer,41

as 3D ordered nanostructures with high crystalline would
exhibit much stronger light diffraction.3,8,13 Unfortunately,
heating is still utilized to realize programming for these devices.
By contrast, “cold” programming at room temperature will
greatly improve the processability of shape-memorizing
photonic devices. Although great efforts have been made,
“cold” programming recongurable 3D photonic crystals with
optical bistability are rarely reported and the related work is still
in its infancy.41–43

Herein, in this study, we present the recongurable 3D
photonic crystal membranes with optically bistable states,
which were enabled by “cold” programming at room tempera-
ture and heating-recoverable shapememory polymers. Capillary
pressure produced by water evaporation induced “cold”
programming of photonic crystal membranes at room temper-
ature. This capillary pressure together with heating-recovery
resulted in reversible transition of photonic crystal between
a disordered temporary state and an ordered permanent state,
thus creating a tremendous change in optically reective
properties, as well as a higher transmittance contrast than
conventional photonic crystals, which implies great promise for
applications in displays, photoswitches etc.
Results and discussion

Fig. 1 illustrates the conguration and transition of a 3D
ordered inverse opal photonic crystal membrane with optically
bistable states, via a “cold” programming and heat-recovery
procedure. These photonic crystal membranes were prepared
by using silica opals as templates, which were self-assembled by
vertical deposition method using high-charged silica nano-
spheres with diameter ranging from 230 to 330 nm.9,44,45 The
thickness of the opal template was controlled to 3 mm or so by
Fig. 1 Schematic illustration of “cold” programming and recovery
procedure of 3D ordered inverse opal photonic crystal membranewith
optically bistable states.

22462 | RSC Adv., 2017, 7, 22461–22467
adjusting the concentration of ethanol suspension. Then, the
templates were inltrated with viscous mixtures of commer-
cialized ethoxylated (15) trimethylolpropane triacrylate
(EO15TMPTA, refractive index 1.470) and polyethylene glycol
(600) diacrylate (PEG600DA, refractive index 1.468) (Fig. S1†)
with various weight ratios from 1 : 2 to 1 : 6. As the optimally
recongurable and optically bistable behaviors were shown in
EO15TMPTA-co-PEG600DA copolymer with 1 : 4 ratio, this
ingredient was used in this work if not specically stated
otherwise. Aer UV polymerization, free-standing macroporous
inverse opal photonic crystal membranes of copolymer were
obtained by soaking these samples in hydrouoric acid aqueous
solution to selectively remove silica templates. The resulting
inverse opal photonic crystal membranes consists of a frame-
work bearing spherical air voids, which are arranged with face-
centered cubic (fcc) close packing and are interconnected via
the air channels, which exhibited iridescent colors immersed in
water due to Bragg diffraction,3,5,46–48 indicating the existence of
orderly periodic arrays of macropore. The reective color can
subtly be tuned by manipulating pore sizes of inverse opal with
varying diameters of silica colloidal nanospheres. The typical in
situ nanoindentation measurement of a photonic crystal
membrane with 300 nm macropores shows an average Young's
moduli of 55 MPa under 300 mN indentation force (Fig. S2†).
Such a result was lower than that of pure polymer lm without
macropores (96 MPa). This is reasonable because the existence
of macropores decreased the mechanical properties of polymer
lms. Fig. S3† shows that the photonic membrane is hydro-
philic with a water contact angle of 19�.

The inverse opal photonic crystal membranes showed “cold”
programming phenomenon aer drying out of water at room
temperature. The diffractive color gradually vanished as water
evaporated, and a nearly colorless translucent appearance was
shown. This phenomenon was not related to evaporation rate of
water. The tilted cross-sectional scanning electron microscope
(SEM) image of the water-dried membrane templated from
300 nm SiO2 particles clearly shows collapsed and disordered
nanostructure (Fig. 2a) with rough surface, which indicates the
lost of orderly periodic structure and an order-to-disorder
transition of elastic macropores aer drying out of water. The
corresponding atomic force microscopy (AFM, Fig. 2c and e)
image further revealed the membrane was in an rough and
uneven surface with root-mean-square linear prole roughness
(Rq) of 49.4 nm (calculated according to the depth prole
scanned across the line with y ¼ 2.5 mm).

We suggested that large capillary pressure (additional pres-
sure of curved liquid surface), produced by water evaporation
from the template macropores due to its high surface tension
(72.75 mN m�1 at 20 �C), was responsible for the formation of
translucent copolymer membrane with collapsed nano-
structures. It is known that capillary pressure was given by the
Young–Laplace equation, P ¼ 2g cos q/R, where g refers to the
liquid/vapor surface tension, q is the contact angle, and R
represents the radius of pores.42 The equation illustrates the
higher the surface tension of solvent, the higher the capillary
pressure. The smaller the radius of pores, the higher the capil-
lary pressure. That is, the originally ordered macropores of
This journal is © The Royal Society of Chemistry 2017
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Fig. 2 Cross-sectional SEM images of the inverse opal photonic
crystal membranes with 300 nmmacropores after drying out of water
(a) and heating recovery (b). The insets show photographs of the
samples. AFM images and the corresponding depth profiles scanned
across the line (with y ¼ 2.5 mm) of the photonic crystal membranes
after drying out of water (c and e) and heating recovery (d and f).

Fig. 3 Typical DSC plot of the photonic crystal membrane with
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inverse opal photonic crystal membranes would be maintained,
if solvent evaporation produced P were smaller than elastic
modulus (or Young's modulus) of the copolymer lm. Small
capillary pressure could be obtained when solvents with low
surface tension and membranes with large pore sizes were used.
To verify our hypothesis, two series of control experiments were
conducted. First, ethanol and acetone liquids (with g of 22.39
and 23.7 mN m�1 for ethanol and acetone at 20 �C, respectively)
were used as solvents, and the photonic crystal membranes were
dried out of them. It is shown the membranes exhibited strong
diffractive peaks as these solvents evaporated, which implied the
appearance of highly ordered inverse opals photonic crystal
nanostructures. Then, we fabricated inverse opals photonic
crystal membranes templated from 240 and 350 nm silica
microspheres (Fig. S4 and S5†), respectively. Aer drying out of
water, the reective peaks of membrane templated from 240 nm
silica microspheres disappeared, while the membrane tem-
plated from 350 nm silica microspheres maintained highly
reective peaks and ordered nanostructure (Fig. S5†). Therefore,
from the above discussion, it is demonstrated that the large
capillary pressure caused by water evaporation from the
template macropores was responsible for the “cold” program-
ming. Accompanying with the collapse and deformation of
periodic macropores, partially molecular chain segments of
copolymer would be internally stressed.49–51 The van der Waals
This journal is © The Royal Society of Chemistry 2017
forces between macromolecules in deformed macropores would
constrain themotion of molecular chain segments, which stored
internal energy (with lower entropic freedom) and rendered the
collapsed structure remained,35,40 thereby forming highly stable
temporary shape at room temperature.

The recovery of permanent inverse opal photonic crystal
structure can be achieved by heating the deformed sample
above Tg of copolymer. The deformed macroporous polymer
membrane showed a immediate restoration of shining color
once it was placed onto a hot plate at 80 �C. Fig. 2b shows the
cross-sectional SEM image of recovered photonic crystal
membrane with 300 nm macropores aer heating. The high
ordered arrays of macropores revealed the recovery of perma-
nent shape with periodic inverse opal nanostructure. Moreover,
AFM image (Fig. 2d) and the corresponding scanned depth
prole (Fig. 3b) illustrate that the heat-recovered membrane has
a much smoother surface (with Rq of 12.8 nm) than the water-
dried sample. These results indicate a disorder–order transi-
tion of copolymer membrane during heating.

In order to uncover this disorder-to-order transition, heat-
absorption performance of photonic crystal membrane was
measured by differential scanning calorimetry (DSC). To
consistent with experiment environment, DSC measurement
was carried out from room temperature to 250 �C at a heating
rate of 10 �C min�1. We can observe that inverse opal
membrane had an endothermic peak at around 90 �C with
a glass transition temperature of 80 �C (Fig. 3). The pure
copolymer that had neither water treatment nor inverse opal
structure showed a similar endothermic peak (Fig. S6†). It is
indicated that the recongurable capability of inverse opal
photonic crystal was attributed to the intrinsic property of
PEG600DA-co-EO15TMPTA copolymer. When the photonic
crystal membrane was heated to 80 �C, it transformed from the
glass state to the rubber-elastic state.35,37 Heating could
strengthen the motion of molecular and chain segments.
Partially constrained molecular chain segments would be
released to the originally internal stress-free state (stress-free
congurations) with larger entropy under rubber-elastic state
(entropy elasticity).39,40,52 As a result, the stored internal stress in
deformed polymer chains of collapsed membranes was
released, and thereby the disordered arrays recovered back to
300 nm macropores.

RSC Adv., 2017, 7, 22461–22467 | 22463
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photonic crystal nanostructures with vivid diffractive color by
heating over Tg of copolymer. This colored state was well
maintained and highly stable, even when the membrane was
cooled to room temperature.

To further investigate this disorder-to-order transition of
photonic crystal membranes, the corresponding reective
spectra were measured using an optical spectrometer. The
reective spectra of the same sample with 300 nm macropores
aer water-drying (disordered temporary state) and heating
(recovered permanent state) are shown in Fig. 4a. It is observed
that water-dried sample showed no Bragg diffraction peaks due
to the absence of ordered arrays, while the recovered membrane
triggered by heating exhibited distinct diffraction peaks at
544 nm with well-dened Fabry–Perot fringes due to its highly-
ordered arrays.42,43,53 According to the Bragg–Snell equation, the
theoretical reectance peak position is calculated to be 558 nm.
This result slightly larger than that of actually experimental
measurement, because the interstitial of template was not
inltrated completely. Additionally, the reective intensities of
photonic crystal membranes dried out of ethanol and acetone
are slightly lower than that of the heating-recovered one as
shown in Fig. 4a. The smaller reective intensity indicates
ethanol- and acetone-triggered recovery of photonic macropores
is not as complete as the heating-induced recovery, as the
Fig. 4 Normal-incidence optical reflection spectra obtained from the
photonic crystal membrane with 300 nm macropores (a) after drying
out of water, acetone and ethanol, and heating recovery. (b) 2D plot of
time-resolved optical reflection spectra during thermally induced
recovering of the corresponding membrane.

22464 | RSC Adv., 2017, 7, 22461–22467
reective intensity is sensitive to its crystalline thickness.41 As
for the difference in diffraction peak position, we ascribe this to
high swelling ratio of photonic crystal membrane in acetone
(Fig. S7†). Similar diffraction spectra were also observed in
those samples exposed to acetone and ethanol liquids. Further
insight into recovering process was revealed by dynamic
reective spectra. Fig. 4b exhibits the corresponding time-
resolved normal-incidence optical reection spectra of
collapsed membrane, which was placed on a hot plate of 80 �C
with photonic crystal layer facing down. A rapid rise in the
amplitude of characteristic reection band was shown and
a plateau was reached aer around 2 s (Fig. S8†). This results
suggests a fast recovery of inverse opal nanostructures, which is
important for developing real-time response photonic crystal
devices. Because of high stability of both disordered and
ordered nanostructures, the current photonic crystal
membranes exhibited high stable optical reection character-
istics, thereby implying the presence of optical bistability.

Along with the fast recovery, reversibility and durability are
also key parameters for practical applications of these heat-
induced recongurable membranes. Fig. 5 shows the reec-
tive spectra of the membrane cyclically exposed to heat-recovery
and then dried out of water for ten times. The collapsed and
recovered states exhibit almost the same color appearances and
reective intensities, revealing the high reversibility and
durability.
Fig. 5 Normal-incidence optical reflectance spectra obtained from
the photonic crystal membrane with 300 nmmacropores cyclically (a)
heating recovery and (b) dried out of water.

This journal is © The Royal Society of Chemistry 2017
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To demonstrate potential application for photoswitches, we
measured the transmittance of photonic crystal membranes
during “cold” programming and heat recovery processes
(Fig. S9†). Accompanying with the collapse of ordered elastic
arrays, water evaporation-induced large capillary pressure also
resulted in a sharply change of transmittance (or photonic
bandgaps), as T% is 1 � A% � R% � S% (T, A, R and S present
transmittance, absorbance, reectance and scattering, respec-
tively).54–56 This is critical for a photoswitch because a large
difference of transmittances means a higher contrast and on/
off ratio.54–56 It can be observed that an average transmittance
of 70% was reached at 544 nm in collapsed sample with
disordered arrays (Fig. 6). The optical loss of around 30% was
attributed to absorption and scattering of membrane. When
inverse opal structure with ordered arrays were recovered by
heating, the reective peaks of photonic crystal membrane
appeared, thereby leading to an average transmittance of as low
as 5% at 544 nm. No apparent degradation in their optical
performances was shown during cyclically measurements for
ten times. This large difference of transmittances between the
permanent (ordered) and the temporary (disordered) states
implied that the reversible transition between “off” and “on”
states of a photonic crystal photoswitch could be easily ach-
ieved. Moreover, for most of conventional photonic crystal
photoswitches, “on–off” transition is usually realized through
Fig. 6 Optical transmittance amplitudes obtained from the photonic
crystal films with 300 nm ((a) at 544 nm) and 240 nm ((b) at 445 nm)
macropores cyclically deformed and recovered for ten times.

This journal is © The Royal Society of Chemistry 2017
the shi of photonic bandgap or the migration of defect
mode.57–59 However, optical switching effect and/or contrast
were usually limited by the slope of photonic bandgap edges
due to small shi of reective peaks (Dl). By contrast, the
present photonic crystal membrane exhibited a large Dl (it
equals to lmax of the photonic crystal) as no reective peaks
existed in the deformed state, which provides a unique alter-
native in developing photonic crystal photoswitches with
higher contrast and optical switching effect. Similarly, the
effective management of 445 nm light signal was also achieved
in inverse opal membranes with 240 nm macropores (Fig. 6b
and S10†).
Experimental section
Materials

Tetraethylsilicate (99.5%, AR) and ammonia solution (25%, AR)
were purchased from Tianjin Damao Chemical Reagents.
Ethanol (99.7%, AR) was purchased from Sinopharm Chemical
Reagents. Polyethylene glycol (600) diacrylate (PEG600DA, Agi-
syn2835) and ethoxylated (15) trimethylolpropane triacrylate
(EO15TMPTA) were provided by DSM Chemical Co. Ltd. All
reagents were used as received without further purication.
Preparation of recongurable photonic crystals

Monodispersed silica microspheres were synthesized according
to a modied Stöber method, by adding NaCl as electrolyte to
improve the surface charge of silica particles. The resulting
silica microspheres were puried in ethanol by centrifugation
and redispersion cycles at least for three times. Then, the
puried silica microspheres were self-assembled into 3D
photonic crystals on a hydrophilic processed microslide by
vertical assembly method under constant temperature and
humidity environment. The self-assembled silica templates
were inltrated with a small amount of viscous oligomer
mixtures, consisting of PEG600DA and EO15TMPTA (the mass
ratio was 1 : 4, and light initiator Darocur 2-hydroxy-2-methyl-1-
phenyl-1-propanone 1173 with mass fraction of 1% was added)
at 60 �C. The microslide with silica photonic crystal template
was covered by another microslide, separated by 1 mm thick
double-sided adhesive tapes. The air interstitials in this sand-
wich cell were lled up with monomer mixture, which was then
irradiated using a combined 254 nm and 365 nm UV light
source (12 W) for 1 min to initiate polymerization. In order to
completely removing silica template, the lm was nally soaked
in a 4 vol% HF aqueous solution for 6 h and rinsed with
deionized water, which got inverse opal membrane in 1 mm
thickness.
Shape memory programming and recovery of photonic crystal

The “cold” programming was performed by applying a layer of
water and then dried out of it. To recover the permanent
ordered inverse opal photonic crystal, the deformed membrane
was placed onto a hot plate (at 80 �C) for 8 s with photonic
crystal layer facing down.
RSC Adv., 2017, 7, 22461–22467 | 22465
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Sample characterization

SEM image was carried out on an FEI Nova NanoSEM 450 with 10
kV accelerating voltage. A thin gold layer was sputtered onto the
samples prior to imaging for 30 s. Atomic forcemicroscopy (AFM)
image was performed using a Park Systems XE-70 AFM. In situ
nanoindentation tests were performed with an MTS nano-
indenter XP system using a spherical sapphire indenter. Differ-
ential scanning calorimetry measurements were measured from
room temperature to 250 �C at a heating rate of 10 �C min�1

using a Netzsch DSC 204 and an empty pan as reference. The
weight of specimens was 10 mg. Normal-incidence optical
reection and transmission spectra were obtained using a ber
optic spectrometer PG2000-pro with a tungsten halogen light
source.
Conclusions

In conclusion, we have presented a type of recongurable
photonic crystal membranes with optically bistable states,
which was enabled by capillary pressure-induced “cold”
programming and heat-caused recoverable shape memory
polymers. The large capillary pressure and heat-recovery resul-
ted in reversible transition of photonic crystal between
a permanent ordered state and a disordered temporary state
during the cyclical programming and recovery, which created
tremendous changes in appearance and diffractive perfor-
mances. This recongurable photonic crystal phenomenon
could be used as a unique optical technique to probe shape
memory effect at nanoscale. Simultaneously, a large and stable
shi of photonic bandgaps in this optically bistable photonic
crystal provides an alternative to developing photonic crystal
photoswitches with higher contrast, as well as rewritable
photonic devices and displays etc. Also, heat-induced recovery
or opening of macropores may nd applications in smart
interface and drug delivery by manipulating Tg of system.
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