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nctional 3D multi-level
microstructures on transparent substrates by one
step back-side UV photolithography

Myeongwoo Kang,a Jae Hwan Byun,b Sangcheol Naac and Noo Li Jeon*abc

This paper describes simple photolithography-based methods to fabricate multi-level three-dimensional

(3D) microstructures without repeated processes using flexible and transparent film substrates such as

polyethylene terephthalate (PET). When using a thin transparent film substrate, propagation of UV can be

assumed to be near-field diffraction where wave property is more dominant than particle property. Using

this phenomena, we patterned multi-level 3D SU-8 microstructures such as master molds for

microfluidic neuron culture devices. PET film is compatible with SU-8 photoresist processing steps and

exhibited good adhesion with patterned structures that were stable for more than 50 replica moldings.

Advantages of the suggested method using PET are (1) simplified and faster fabrication of 3D structures

with tunable thickness, (2) no requirement for mask alignment and repeated processes in fabricating

multilayer structure, and (3) economical process with substrates that are �1000 times cheaper than Si

wafers. To use PET based molds for soft lithography, we have designed an isothermal curing jig for

replica molding with PDMS. Use of the PET substrate combined with back-side exposure can

dramatically reduce fabrication time and cost. We believe that PET films can replace expensive Si based

wafers for soft lithography master fabrication. Furthermore, they can be applied to the fabrication of

microfluidic devices and complex multi-level high aspect ratio structures as an alternative to

conventional photolithography.
1. Introduction

There are many photolithography-based methods that have
been employed to produce 3D microstructures for MEMS
applications. LIGA processing was developed to fabricate
high aspect ratio structures by combining X-ray lithography
and electroplating.1 Other examples include slanted struc-
tures generated by inclined photolithography,2 and bell-
shaped structures fabricated using back-side exposure
techniques.3 Micro-needle structures with different heights
were fabricated using partial crosslinking of the photoresist
based on back-side exposure.4 In addition, grey scale
lithography was developed to make multi-level and slanted
structures with one mask.5,6 Although these methods are
novel and powerful techniques to fabricate various micro/
nano structures they require special facilities such as an X-
ray source or other special equipment that increases their
complexity.
esign, Seoul National University, Seoul,

ax: +82-2-880-7119; Tel: +82-2-880-7111

eering, Seoul National University, Seoul,

(SNU-IAMD), Seoul National University,
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Microuidics-based devices have several advantages over
conventional large-scale analytical process because they offer
faster and more sensitive detection with smaller reagent
volume. Microuidic technology enables the integration of an
entire laboratory on a single chip.7,8 For advanced lab-on-a-chip
operations, microuidic devices may require complex 3D
structures that can integrate various functions, such as mixer,
uidic isolation channel, and valves.9 Microuidic approaches
are being increasingly used in performing cell-based assays and
other applications. For example, to achieve uidic isolation
between compartments in neuron culture device, double layer,
aligned SU-8 process was developed.10,11

Photolithography is the most common fabrication technique
used for making master mold for microuidic devices
(MFDs)12,13 and so lithography method is widely used to
fabricate PDMS-based devices. To realize multi-level structures,
photolithography process is performed repeatedly with align-
ment aer each steps.4,14,15 Although conventional multilayer
photolithography technique for fabricating master molds has
many advantages, it uses expensive substrates (i.e. Si wafers at $
20 per wafer) and take long and cumbersome processing steps
that require multiple mask alignments.

This paper describes an unconventional method to fabricate
functional multi-level structures in one step. Fabrication of
master mold for so lithography usually require many rounds
RSC Adv., 2017, 7, 13353–13361 | 13353
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of optimization. We wanted to develop a simple and rapid
method for fabricating multi-level structures with taking
advantages of PET lms (outstanding cost and physical prop-
erties). In this paper, compatibility of PET lm was rst veried
as an alternative substrate material for SU-8 patterning process
(adhesion, temperature and chemical resistance). Using PET
lm substrate, we patterned multi-level structures with new
photolithography method based on back side UV exposure. The
heights of the structures were controlled by changing the slit
widths to control the UV diffraction. Due to the thin substrate,
near-eld diffraction assumption was adopted and mathemat-
ically analyzed to predict the shape and intensity of the dif-
fracted UV. Simulated the Fresnel diffraction model estimated
the UV intensity distribution pattern as a function of slit width.
On consideration the diffraction property of backside lithog-
raphy, multi-level and slanted structures are fabricated with
single UV exposure.

In this study, we describes applications using one step multi-
level structure patterning. We fabricated two layer integrated
structure to make microuidic neuron culture device with
single photolithography step without mask alignment. For the
convenience so lithography, curing jig was developed consid-
ering the uniformity of heat transfer.
2. Materials and methods
2.1 Photoresist patterning on PET lm

We patterned multi-level photoresist structures on PET
substrate. In this study, SU-8 50 and 100 (MicroChem, Newton,
MA) photoresists were used. SU-8 is a widely used negative-tone
photoresist for MEMS and microuidics microfabrication. SU-8
contains bisphenol A novolac epoxy oligomer for cross-linking
and triarylsulfonium hexauoroantimonate salt as a photo-
acid generator.16 UV irradiation initiates generating a low
concentration of a strong acid hexauoroantimonic acid which
crosslinks SU-8. Dose of the UV light must be sufficiently high to
initiate crosslinking. Minimum critical exposure dose to initiate
polymerization for SU-8 is 49.4 � 3.9 mJ cm�2.17 The cross-
linking of SU-8 begins at the exposed surface proximal to the UV
light.

We used commercially available PET lm (Over Head
Projection Film, 3M, MN) as an alternative substrate. The
thickness of PET lm is approximately 130 mm. The glass
transition temperature is 140 �C, which is signicantly higher
than the highest temperature used for process SU-8 for photo-
lithography (pre and post exposure bake@95 �C). PET lm has
excellent chemical resistance; it is not degraded or dissolved by
the organic solvents including SU-8 developer. In this study, we
used AZ1500 Thinner (AZ Electronic Materials, South Korea) as
SU-8 developer. The adhesion between SU-8 and PET lm is also
notably strong with silicon wafers. In addition, PET is very cost-
effective material whose cost is almost 1000 times lower than
that of silicon wafers. The PET lms were cut to 4 in. diameter
circular shape using cutting plotter (Cra ROBO, Graphtech,
US). Before using, PET substrates were cleaned with small
amount of developer and dried with nitrogen blower.
13354 | RSC Adv., 2017, 7, 13353–13361
Aer substrate preparation, SU-8 50 and 100 were applied on
PET lm substrates with appropriate thickness by spin coating.
Spin speeds were 1000 rpm for 250 mm of SU-8 100 and
1250 rpm for 80 mm of SU-8 50. To rid the solvent in the cast SU-
8 lm, coated substrate was placed on a hot plate the temper-
ature was increased from 65 �C to 95 �C. Ramping the hot plate
temperature from 65 �C is important in obtaining good adhe-
sion between SU-8 and PET substrate. An UV aligner (Shinu
MST, South Korea) with i-line lter was used for exposure.
Depending on method, transparency masks were placed under
the PET substrate or above. The intensity of UV was 10 mW
cm�2 and exposure time was controlled to obtain 3D structures
to obtain specic thickness of photoresist layer. Post exposure
bake at 95 �C was performed to nish cross-linking of the
photoresist. The three dimensional SU-8 microstructures can be
obtained aer development.

2.2 Microuidic device fabrication

MFDs were fabricated using so lithography and rapid pro-
totyping. Master molds were fabricated by patterning SU-8
photoresist on transparent PET lm substrates. Positive
replicas were fabricated by molding polydimethylsiloxane
(PDMS, Sylgard 184, Dow Corning, Midland, MI) against the
master. The cured PDMS was peeled off, and holes were
punched (with sharpened needles) for use as reservoirs or
uidic interconnects. The PDMS was irreversibly bonded to
a glass slide upon treatment of both with an air-plasma
generator (Femto Science, South Korea), thereby forming
the MFD.18,19 Aer bonding, the device was lled with poly-D-
lysine (PDL) solution for surface treatment. The PDL was
washed and exchanged for culture medium 1 day before cell
plating.

2.3 Cell preparation

Animals were maintained in accordance with the guidelines of
the Institute of Laboratory Animal Resources (ILAR) at Seoul
National University, Korea, and approved by the Institutional
Animal Care and Use Committees (IACUC) of Seoul National
University. Primary cortical neurons were prepared from
embryonic Sprague-Dawley rats (TP18) following the anatomic
procedure. Six cortices were dissected from extracted brain in
1� Hank's balanced salt solution (HBSS) and treated with 3 mL
of 0.125% trypsin/ethylenediaminetetraacetic acid (EDTA) for
15 min in a 37 �C water bath. The trypsin/EDTA was removed by
rinsing three times with HBSS; then, and 1 mL of the plating
medium [Dulbecco's Modied Eagle Medium (DMEM) with
10% fetal bovine solution (FBS) and 5000 units per mL of
penicillin–streptomycin (Pen/Strep) solution] was added, and
the mixture was centrifuged for 1 min at 1100 rpm. The
supernatant was then discarded, and 2 mL of neurobasal
medium containing 2% of supplement B-27, 0.25% GlutaMax
media supplement, and 1% Pen/Strep (Invitrogen, Carlsbad,
CA) was added. The cells were triturated using a Pasteur pipette.
The cell suspension was ltered through a cell strainer with
a pore size of 22 mm, and cell viability and density were deter-
mined by trypan blue staining. Cell density was adjusted to 6 �
This journal is © The Royal Society of Chemistry 2017
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106 cells per milliliter. Before loading the cells, sufficient
medium to keep the glass slide wet was aspirated from the
prepared device. For each device, 20 mL was loaded onto only the
soma side of the channel. The devices were incubated for
15 min to allow the neurons to stick to the PDL-treated glass
slides before additional medium was added. Medium was
changed every other day.20
3. Result and discussion
3.1 SU-8 patterning on the PET lm by conventional
photolithography

Fig. 1 shows the photoresist patterning on PET lm; as seen in
the gure, the quality of the pattern is well dened compared
with the silicon master. Various SU-8 micro-structures were
successfully patterned on PET lm. To verify the quality of the
SU-8 patterning, as Fig. 1C and D, we patterned circular and
rectangular patterns whose sizes varied from 20 to 100 mm with
20 mm-heights, and also complex and long structures of 10 mm-
heights were fabricated without failure.

During the fabrication processes, PET lm showed ne
properties as a substrate. SU-8 was well coated on PET lm
without any chemical assistances, and coating thickness was
same as typical coating using Si based wafers. Also it was not
deformed or melted by hot environments and solvent.

To check durability of fabricated PET as the master mold for
microuidic devices, we tested the adhesion between SU-8 and
the PET lm using Scotch tape and PDMS replication. The
patterns maintained their shape and position during attaching
and detaching Scotch tape more than 45 times and 40 times of
demolding PDMS.

As the Fig. 1E, PDMS microuidic devices was replicated
from PET based master. Multi-level SU-8 microstructures were
well dened and PDMS devices were replicated SU-8 structures.
The surface of PDMS replica is clean enough to bonded with
Fig. 1 Photoresist pattern on PET film substrate. (A) Microscale negative
by conventional photolithography method. (B) Patterns with various stru
structures are fabricated with features as small as 10 mm. Patterned photo
45 times of tape peel tests and 40 times of PDMS replica demolding, resp
mm are successfully patterned without failure. (E) PDMS microfluidic dev
photolithography. Microstructures have different heights (5 mm and 100

This journal is © The Royal Society of Chemistry 2017
cover glass and the performance of device was same as
conventional device.
3.2 UV distribution in photoresist during backside exposure

Backside photolithography technique has an advantage to
fabricate high aspect ratio microstructures because inverted
incident UV light minimizes “big head effect” in conventional
photolithography. Thus, backside photolithography has been
used to fabricate high aspect ratio structures such as micro-
needles and microlenses.1,20 Nevertheless the advantage of
backside photolithography, UV diffraction problem should be
considered because UV light distribution and diffraction
phenomenon can be occurred along the gap of mask plane and
UV image screen plane, i.e. photoresist. Basically, shape of light
distribution, i.e. diffraction and/or interference is determined
by various optical and spatial parameters. Wave length, curva-
ture of wave front, numbers of source are the essential optical
parameters and spatial parameters, e.g. distance between light
source, slit and image screen, the shape, area and number of
slits play a critical role for the light distribution on screen.21

Moreover, some of material property such as absorption coef-
cient of UV should be considered to estimate the nal light
intensity distribution on photoresist.

Light distribution, especially diffraction through slit can be
classied into far- and near-eld diffraction. In a view point of
wave equation, far- and near-eld diffraction is determined
according to the underlying wave property of whether it shows
feature of straight or wave, respectively. In addition, a concept
of slit is ambiguous in optics, however we can estimate a slit
works as like “slit” or “mask” depending on the relation of slit
size and wavelength.

Many researchers have solved this light distribution problem
in backside photolithography technique.4,22–24 Recently, a 3D
model based on the Fresnel–Kirchhoff diffraction theory is
tone photoresist (SU-8) structures are patterned on PET film substrate
ctures have been successfully patterned on PET substrate. (C) Micro-
resists exhibit good adhesion with PET film substrate withstanding over
ectively. (D) Extremely long structures whose length is more than 500
ice has been replicated from PET based master fabricated by two layer
mm) and it makes fluidic isolation between channels.

RSC Adv., 2017, 7, 13353–13361 | 13355
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Fig. 2 Back-side exposure for obtaining height controlled line-structure with varying slit width and UV dose. (A) Schematic of back-side
exposure. Transparency mask is placed below the SU-8 (250 mm) coated PET substrate. A mask with slit patterns of varying width were used to
obtain varying thickness of cross-linked SU-8. Wider slits resulted in thicker cross-linked SU-8 layer. (B) As the graphs indicate, at constant UV
dose, cross-linked height changes gradually increases for slit widths to 70 mm and show maximum crosslinked thickness over 70 mm slit width.
Similar to width control case, the maximum cross-linked thickness increases linearly for 50 mJ cm�2 to 300 mJ cm�2, respectively. (C) The SEM
images according to various slit width for 250 mJ cm�2 of UV. Fabricated structures have triangular cross sections before 70 mm and it turns to
trapezoidal cross section after 70 mm. Slit width become wide toward right by 10 mm step. (D) DSLR image of multi-level microstructure
fabricated by backside exposure. The heights of structures vary according to the mask patterns. (E) Triangular structures have periodic height
variation along the longitudinal direction. (F) Intensity distribution along the longitudinal direction according to the Fresnel diffraction. Intensity
profile was simulated by Matlab.
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presented to predict the sidewall prole of high aspect ratio
structure using backside lithography with thick quarts glass
substrate.25 Based on the distribution of UV light through
slit, we designed a 3D multi-level fabrication technique by
one step backside UV photolithography. In this study, we
fabricated neuron device which has two different height of
structure.7,26 One-step 3D multi-level lithography technique
in this paper, however, uses PET lm of which thickness is
130 mm. In our case, some of assumption is needed like
below

(a) UV light of 365 nm is a plane wave because it passed
through condenser before coming mask plane.

(b) Fresnel diffraction will dominantly occur by a practical
rule-of-thumb of R < a2/lUV.21 Where R is the distance frommask
plane to image screen, and a is a width of slit.
13356 | RSC Adv., 2017, 7, 13353–13361
(c) According to above the rule-of-thumb, main channel part
of neuron device works as just mask, thus its overall shape on
photomask will be patterned on photoresist. However slight
fringing around its periphery should occur due to local
diffraction along the edge of mask.

The light amplitude at point P of image screen is:

UP ¼ �ikU0

4p
e�iut

ð
S

eikðrþr0Þ

rr0

h
cos

�
n̂;~r

�� cos
�
n̂;~r0

�i
dA (1)

Here, the terms in the bracket of right hand side represents
the obliquity factor and it calibrates intensity of distributed
light on screen. The obliquity factor and the radius factor 1/rr0

can be considered as constant in integral because those change
sufficiently slower than eik(r+r

0), thus eqn (1) is written nally as
This journal is © The Royal Society of Chemistry 2017
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Fig. 3 Various microstructure fabricated on PET substrate by backside exposure. (A) SEM image of various multi-level SU-8 microstructures
obtained by backside UV exposure. (B) The structures have wavy sidewalls caused by diffraction of light. (C) SU-8 structures of various sizes over
PET is stably maintained after 40 iterations of PDMS demolding. (D) 3D complex microstructures fabricated by backside exposure. (E) Diamond-
like microstructure array according to scale of mask and UV dose. UV dose increases toward the bottom. In contrast to conventional photo-
lithography technique, various slanted side-wall microstructures can be fabricated easily and quickly due to the light diffraction property. This
kind of shape can be applied to a valve module in microfluidic device without such as complex reflow technique. (F) Simplified human body
structure was fabricated to mimic circulatory system containing artery and capillary with different heights. UV exposure dose for all examples are
200 mJ cm�2, except for (E).
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UP ¼ �ikU0

4p
e�iut

h
cos

�
n̂;~r

�� cos
�
n̂;~r0

�i 1

rr0

ðy2
y1

ðz2
z1

eikðrþr0Þdydz

(2)

Here, U0 is the UV intensity of source and r,r0 is the distance
from source to arbitrary point on slit Q and Q to the point P,
respectively.

Following the usual form of derivation, eqn (2) is introduced
using the dimensionless variables u and v dened by

u ¼ y

ffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffi
2
�
rþ r0

�
lrr0

s
; v ¼ z

ffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffi
2
�
rþ r0

�
lrr0

s
(3)

Substituting eqn (3) into eqn (2) and utilizing the dimen-
sionless variables,
This journal is © The Royal Society of Chemistry 2017
UP ¼ C0
ðu2
u1

eiku
2=2du

ðv2
v1

eikv
2=2dv (4)

Each integral of eqn (4) composed of separated real and
imaginary part of Fresnel integral:ð22

21

eik2
2=2d2 ¼

ð22
21

cos
�
p22

�
2
�
d2þ i

ð22
21

sin
�
p22

�
2
�
d2

¼ Cð2Þ þ iSð2Þ (5)

Assuming that the height of microgrooves for axon tunnel
can be formed as semi-innite slit because the width is below 10
mm, and then the length is longer than several hundred times.
Consequently, the light amplitude eqn (5) is expressed simply
by letting v1 ¼ �N, v2 ¼ N.

UP ¼ C 0½CðuÞ þ iSðuÞ�u2u1 ½CðvÞ þ iSðvÞ�N�N (6)
RSC Adv., 2017, 7, 13353–13361 | 13357
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UP ¼ C0ð1þ iÞ½CðuÞ þ iSðuÞ�u2u1 (7)

where, C(N) ¼ S(N) ¼ 1/2, C(�N) ¼ S(�N) ¼ �1/2.
The light intensity at the point P is written as

IP ¼ UP
~UP/2 � e�aPETT � e�aSU-8h

where T, h is depth of PET and photoresist SU-8, respectively
and a is the absorption coefficient of each.

Fig. 2F shows mathematically simulated intensity prole of
diffracted UV based on eqn (7) and IP using Matlab. As the gure,
diffracted UV intensity uctuates along the longitudinal direction.
Fig. 4 Fabrication of functional 3D multi-level microstructure by one
step backside UV photolithography (A) a multi-level pattern can be
fabricated in a single step. Transparency mask is placed on the back-
side of SU-8 (80 mm) coated PET substrate. The transparency mask
includes both micrometer scale patterns and millimeter scale patterns
to obtain multi-level structures. Single exposure (200 mJ cm�2) with
the mask placed under the SU-8 coated substrate resulted in pattern
shown in (B). (B) Scanning electron microscopy image of fabricated
multi-level SU-8 structures on PET film. (C) Microfluidic neuron-
culture device replicated from back-side exposure fabricated SU-8
master mold on PET film. (D) Fluorescence image of calcein AM
stained cultured neurons in replicated PDMS microfluidic device after
7 DIV.
3.3 UV exposure through slit patterns

Light diffraction occurs when a wave encounters an obstacle.
According to the Huygens–Fresnel principle, light is diffracted
and focused aer passing through a thin slit. As the width of the
slit is increased, the dose of penetrating light will increase. In
this study, we used 365 nm UV light. Fig. 2A shows the UV
penetration test method. For the transparency mask, we used
a printed lm mask with various slit patterns to determine the
amount of penetrated UV light according to the slit width. The
widths of the slits varied from 10 to 150 mm. The PET lm was
used as the substrate and SU-8 was coated at a 250 mm thick-
ness. The transparency mask, which had 15 slits, was placed on
the backside of the coated lm. Aer mask alignment, the
backside of the lm was exposed to UV light at doses of 50, 100,
150, 200, 250 and 300 mJ cm�2. The heights of the structures
were measured to evaluate the variation of the diffracted UV
light.20 Fig. 2B shows that the heights of the crosslinked SU-8
structure were increased when either the slit width or the UV
energy was increased. Unlike typical photolithography, the
cross section of SU-8 crosslinked by backside UV exposure is
triangular the shape of diffracted light. In conventional front-
side photolithography, UV light passes through only one
medium (air) before reaching the photoresist and result in
perpendicular prole if given enough exposure dose. In our
experiments, light reaching the photoresist must pass through
the transparent PET lm substrate. The presence of additional
medium and its thickness perturb the direction of light path.
Lee, et al. reported creation of different shapes microstructures
when various medium is inserted in the light path.27 The cross
section of the structures formed are greatly inuenced by the
nature of the medium in the light path. A notable feature is that
the 70 mm width is threshold width to saturate penetrated UV,
i.e. if the slit width is bigger than 70 mm, UV light saturated due
to the high attenuation of SU-8 and height of crosslinked SU-8 is
not proportional to the slit width. The SEM images of Fig. 2C
shows the cross section of crosslinked SU-8. As the Fig. 2C,
triangular cross section changes to trapezoidal when the slit is
wider than 70 mm. Fig. 2D is DSLR image of multi-level SU-8
structures on PET substrate fabricated with complex
patterned mask. The height of structures continuously varies
according to the pattern size. The SEM image on Fig. 2E shows
periodic height variation along the longitudinal direction and it
is same aspect as the simulation result on Fig. 2F.
13358 | RSC Adv., 2017, 7, 13353–13361
Using this characteristic, 20 mm to 120 mm height structures
can be fabricated with one UV exposure. We conrmed that we
created multi-level structures using one exposure and various
slit widths. Thus, we developed a new photolithography tech-
nique than can be used to reduce MFD fabrication cost and
time.
3.4 One step multi-level 3D structure fabrication

Typical multilayer photolithography methods are costly and
lengthy; they require the use of several masks combined with
cumbersome mask alignment steps and repeated processing.
To overcome these inconveniences, using PET lm and back-
side exposure, we developed new fabrication method that
reduced both the time and cost of fabrication. In this method,
the substrate should be transparent; in our work, we used
commercially available PET lm as the substrate. At 365 nm
wavelength, optical properties of PET lm were measured and
its transmissivity sPET is approximately 83% and aPET is 14.33
This journal is © The Royal Society of Chemistry 2017
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cm�1. Fig. 3 shows various multi-level SU-8 structures fabricated
on PET substrate by backside photolithography. To obtain
multi-level structures, 250 mm of SU-8 coated on PET lm and
transparency mask which contains various patterns placed on
the backside of coated substrate. Proper dose of UV was exposed
on the backside of substrate to achieve appropriate height. As
Fig. 3A, the size of patterns should bigger than 50 mm to ensure
complex structures like star-shaped structures. The edges of
structures have wavy surface because the diffracted UV has
intensity variation (Fig. 3B). Using backside photolithography
on PET substrate, diamond-like structures which have slanted
smooth edges can be easily fabricated without size error. Fig. 3E
shows various diamond-shaped structures fabricated with same
mask. As the dose of UV varies, only heights of structures vary
and the size of structures are regular. Fig. 3F is human circu-
latory system mimicked structure as the application of the
backside photolithography. The simplied human body struc-
ture contains organs, arteries and capillaries with different
height. The heights of structures was controlled by width of
transparency mask pattern.
Table 1 Comparison of typical multi-layer photolithography and
onestep back exposurea

Conventional 2
layer method

Single exposure
back-side

Substrate (cost/4 in. wafer) Silicon ($ 20) PET ($ 0.02)
Fabrication steps 10 5
Total time (hours) 2.5 1
Number of masks 2 1
Mask alignment Difficult Not required

a Two layer SU-8 structure whose heights are 3 mm and 80 mm.
3.5 Application of backside photolithography for
microuidics

As the application of backside photolithography, we fabricated
existing useful structures for microuidics. In this study, we
fabricated the mold for a microuidic neuron culture device
where thin microgrooves are needed to uidically isolate axons
from cell bodies.28 The standard neuron device containedmulti-
level structures with heights of 10 and 80 mm (same pattern
dimension as the one used for conventional fabrication). Fig. 4A
shows the fabrication process used to produce 3D SU-8 struc-
tures on a single SU-8 layer. First, the PET lm was coated with
a 80 mm layer of SU-8 which is the maximum height at 200 mJ
cm�2; the coated substrate was then so-baked to remove the
solvent. Aer so baking, we placed a transparency mask on
backside of the substrate. In this method, only one trans-
parency mask is required; this can be used to fabricate the total
pattern, considering the 3D structures of differing heights.
Specically, heights of the 3D structures were controlled by
adjusting the width of the mask pattern and the UV exposure
dose. In accordance to light distribution phenomenon, two
different height of microstructure is fabricated beneath the
“slit” and “mask” region, respectively. The width of small
patterns were 10 mm for 10 mm height structures and 1–5 mm
for 80 mm height structures. Aer placing the transparency
mask, the backside of the PET lm was exposed to 200 mJ cm�2

UV. Next, the SU-8 was fully cured by placing the UV exposed
substrate on a 95 �C hot plate for 20 min. Aer post exposure
bake, the nal pattern was developed. Using this method, we
produced multi level 3D SU-8 microstructures by one-step
backside UV exposure. We demonstrated production of
complicated multi-level structures with various heights and
widths. Using UV diffraction, we controlled the height of the
structures by changing the pattern width of the transparency
mask. As shown in Fig. 4B, the multi-level microstructures were
successfully fabricated by one-step. As the gure, the surface
This journal is © The Royal Society of Chemistry 2017
and edges of the patterned SU-8 were rough and slanted due to
partial cross-linking and light diffraction. Rough surface could
be a problem for imaging; however, this can be overcome using
a high-resolution lens or uorescence tagging. Fig. 4C shows
the photograph of the completed neuron device aer bonding
to a glass cover slip. Similar to the conventionally fabricated
devices, uidic isolation is achieved between the green dye lled
soma chamber and red dye lled axon chambers. Fig. 4D shows
the neurons stained with calcein AM for visualization of live
neurons and their axons and dendrites. Neurons can be isolated
to le side although the groove heights are 10 mm because the
channel cross-sections are triangular rather than rectangular.

This single-exposure method can fabricate multi level
structures with one transparency mask on single SU-8 layer
without mask alignment and repeated processes. This method
reduce the fabrication cost and time. Table 1 summarize the
comparison between typical multi layer photolithography and
one step backside exposure method.
3.6 Jig for replica molding PDMS with PET lm master

Unlike thick rigid substrates like Si wafers, PET lm is only 130
mm thick and exible material and its thermal expansion coef-
cient is different from SU-8; PET: 59.4 ppm K�1, SU-8: 52 ppm
K�1, SU-8 patterned PET master was bent about 5 degrees aer
fabrication. To cast PDMS and replicate the structures, we
designed and fabricated a jig to atten the PET lms and to
enhance removal aer curing. Fig. 5A and B shows the photo-
graphs of the components and the assembled jig. Fig. 5C shows
the exploded view of the jig. The frame of the jig was made from
3 aluminum pieces that are held together with 4 screws at each
corner. Aluminum conducts heat well and can be machined
easily. The PET lm master was placed on MDF (medium-
density breboard) piece and the top Al piece was clamped to
hold it. Vacuum was briey applied from below theMDF to hold
the PET lm at before pouring liquid PDMS. Porous nature of
the MDF board distributed the suction force uniformly across
the PET such that they do not detach or curl up during PDMS
processing. A one-way check valve placed on the vacuum line
allowed untethered placement of the jig on a hot plate or in an
oven. The function Teon ring placed inside around the edge of
the top plate was to match the thermal conductivity of MDF
board so that a uniform thickness PDMS piece can be fabri-
cated. When aluminum piece was used without the Teon ring,
RSC Adv., 2017, 7, 13353–13361 | 13359
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Fig. 5 Design of the jig for replica molding with PET film master.
Photographs of the (A) components and (B) the assembled jig. (C)
Cross-section exploded view of the jig show three aluminum blocks
that form the frame of the holder that are held together with 4 screws.
Patterned PET film is placed on top of MDF (Medium-Density Fibre-
board) board that is placed above silicone rubber gasket and vacuum
manifold. Teflon ring was inserted between Al block and PDMS area to
minimize thermal conductivity mismatch. The bottom aluminum alloy
block is designed for applying vacuum to flatten the film masters and
hold them flat on MDF surface (porous nature of MDF act as a “chuck”
and distribute vacuum uniformly across the entire film).
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due to high thermal conductivity, edges solidied before the
bulk PDMS resulting in a piece with thick edges. An additional
benet of the Teon is that due to poor adhesion with PDMS,
demolding cured PDMS pieces is simplied without cutting.
4. Conclusion

This paper mainly focus on alternative substrate material for
photolithography and quick multi-level fabrication process in
terms of economic feasibility and use convenience. In a view
point of economics, we suggested PET lm as an alternative
substrate for photolithography. Chemical and physical charac-
teristics, e.g. adhesion force with photoresist, chemical resis-
tance and melting point, of PET lm are enough to substitute
the typical Si based wafers. Moreover, PET lm is markedly 1000
times cheaper than those based on the 4-inches wafer area and
exible PET is free from crack and mechanical spalling.
Therefore PET lm has latent potential to replace the Si based
wafers and it is especially useful to make prototype master mold
using SU-8 photolithography.

In use convenience of quick fabrication technique, we
demonstrated simplied fabrication approach for 3D SU-8
microstructures on PET lms using back-side UV exposure.
Prior to backside lithography, mathematical approach is taken
for simulating UV light distribution through PET and we pre-
dicted periodical fringing phenomenon of top and edge by near
eld diffraction dominant condition. Furthermore, the height
of microstructure is able to be controlled linearly under slit
scale of 70 mm due to the intensity reduction phenomenon and
13360 | RSC Adv., 2017, 7, 13353–13361
3D shape also depends on the UV dose and slit width. Building
on these results, we present the new method to fabricate multi-
level microstructures on a single SU-8 layer with one photomask
including total structure considered the heights and single
backside UV exposure. This one step technique results in
dramatically reduced fabrication time and cost and facilitates
the manufacture of more complex structures that are difficult to
make using conventional fabrication methods. In addition, we
have developed the PDMS curing jig which forms spatial
isothermal environment and it is helpful to improve curing
throughput and durability of PET master.

Photolithography using exible and transparent PET lm
has various potentialities on either biochips or others. In
addition to SU-8, a variety of polymer can be coated on to PET.
And PET is advantageous for large area fabrication which
expand beyond the size of commercial Si based wafers, even it
has possibility of roll-to-roll process for mass production.
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