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Long glass fiber reinforced poly(butylene terephthalate) (LGF/PBT) composites with different original glass

fiber lengths were prepared using a impregnation device designed by the authors. The influence of fiber

length and fiber distribution on the properties of the LGF/PBT composites were studied. The results

showed that the length of the residual glass fibers increased with the original glass fiber length increase of

LGF/PBT composites. Scanning electron microscopy results indicated that the glass fibers of LGF/PBT

composites (16 nm and 20 mm) were unevenly dispersed and this is a phenomenon of their reunion in the

resin matrix. Various rheological plots including viscosity curve, storage modulus, loss modulus, and loss

angle, were used to characterization the rheological properties of the pristine matrix and the LGF/PBT

composites. Dynamic mechanical thermal analysis results indicated that the storage and loss modulus of

the LGF/PBT composites firstly increase and then decrease with original glass fiber length. The storage and

loss modulus, glass transition temperatures of the pristine matrix and LGF/PBT composites increase with

test frequencies increase. The activation energies of glass transition relaxation for the activation energies

for loss tangent (tan d) and loss modulus (E00) peaks were calculated. Furthermore, the glass transition

relaxation determined from the tan d peaks were more reliable than using the E00 criterion. Differential

scanning calorimetry analysis indicated that the crystallization temperature (Tc), percentage crystallinity (Xc)

and melting point of the LGF/PBT composites firstly increased and then slightly decreased with the

increase of the original glass fiber length. Thermogravimetry (TG) and differential thermal gravimetric

analysis curves of the LGF/thermoplastic polyurethane (TPU)/PBT/polyethylene-butylacrylate-glycidyl

methacrylate (PTW) composites were shifted to higher temperatures with the increase of the LGF content.

Thermogravimetric analysis results showed that the TG curves of the LGF/TPU/PBT/PTW composites firstly

shifted to higher temperatures and then shifted to lower temperatures as the original glass fiber length

increased. The limiting oxygen values of the pristine matrix and LGF/PBT composites showed little change,

which indicated that the effect of the original glass fiber length on the combustion behavior of LGF/PBT

composites was not obvious. The tensile strength, notched Izod impact strength, flexural strength and

modulus of the LGF/PBT composites firstly increase and then decrease with the original glass fiber length.

When the original glass fiber length was 12 mm, the mechanical properties of LGF/PBT composites were

optimal.
1. Introduction

Long glass ber (LGF) reinforced thermoplastic composites
bridge the gap between short and continuous glass ber rein-
forced thermoplastic composites, offering better mechanical
properties than short glass ber (SGF) reinforced thermoplastic
composites.1–3 The structural applications of SGF reinforced
thermoplastic composites can be limited when compared with
Engineering, College of Materials and

50025, China. E-mail: yujiegz@126.com;

ompounding and Modication of Polymer

hemistry 2017
the continuous glass ber reinforced thermoplastic composites,
because their mechanical properties are remarkably affected by
the glass ber size and orientation in the nal glass ber rein-
forced thermoplastic composite.4 At the same time, the shear
forces inherent in the process lead to a signicant reduction in
glass ber length during the injection molding of SGF rein-
forced thermoplastic composites, which causes the SGF rein-
forced thermoplastic composites ultimate strength decrease.5

LGF reinforced thermoplastic composites are usually prepared
using a pultrusion process, in which continuous glass bers
with a polymer matrix surrounding them are pulled through
a circular die.6,7 LGF reinforced thermoplastic composites
exhibit excellent mechanical strength and modulus, impact
resistance, fatigue resistance, and durability properties in
RSC Adv., 2017, 7, 15439–15454 | 15439
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which they are superior to the SGF reinforced thermoplastic
composites.8–10 Poly(butylene terephthalate) (PBT) is a semi
crystalline thermoplastic resin, which has good electrical and
mechanical performance including high strength, rigidity,
toughness and chemical resistance to a wide range of chem-
icals, solvents, oils and greases. PBT has good dimensional
stability, low moisture absorption, and powerful insulation
resistance.8,11 It is well known that the glass ber length,
orientation and distribution of LGF reinforced thermoplastic
composites affects the performance of LGF reinforced thermo-
plastic composites. It was observed that considerable glass ber
damage occurred during the injection molding process for glass
ber reinforced thermoplastic composites, therefore, the
average glass ber length is reduced and the reinforcement
efficiency for the glass ber reinforced thermoplastic compos-
ites decreases. The researchers reported that the glass ber
orientation, glass ber concentration, glass ber length distri-
bution and interfacial bond strength for the glass ber rein-
forced thermoplastic composites were also responsible for the
variation in the mechanical performance of the glass ber
reinforced thermoplastic composites.1–3,5,12

In this paper, LGF/PBT composites with different original
glass ber lengths were prepared by using an impregnation
device designed by the authors. The structure and morphology
were characterized using scanning electron microscopy (SEM),
dynamic mechanical analysis (DMA), differential scanning
calorimetry (DSC), an advanced rheometric expansion system
(ARES), and thermogravimetric analyses (TGA). The aim of this
study was to clarify the inuence of ber length and distribu-
tion on the rheology characterization, dynamic mechanical,
thermal and mechanical properties of the LGF/PBT composites
and thus to develop a class of new high-performance LGF
reinforced granulating composites with a different original
glass ber length based on that of the PBT matrix resins.
2. Experimental
2.1 Materials

PBT (grade L1082) was acquired from Sinopec Yizheng Chem-
ical Co., Ltd., China. The exibilizer [thermoplastic poly-
urethane (TPU), grade 2103-80AE, melt index 40 g/10 min] was
supplied by Lubrizol Advanced Materials, Inc., OH, USA The
glass bers (grade 988), with a diameter of 10 mm, treated with
a silane coupling agent in this research, were produced by Jushi
Co., Ltd., China. The antioxidant was 1,3,5-trimethyl-2,4,6-
tris(3,5-di-tert-butyl-4-hydroxybenzyl) benzene (grade KY1330),
which was obtained from Hangzhou Ha Rich Chemical Tech-
nology Co., Ltd., China.
Fig. 1 The melt-impregnation process of the LGF (40%)/PBT
composites.
2.2 Preparation of the LGF/PBT composites

The PBT, exibilizer and antioxidant in a mass ratio of:
80 : 20 : 0.5 were blended in a twin-screw extruder (Type TSE-40A/
400-44-22, length/diameter (L/D)¼ 40, D¼ 40 mm, Coperion Keya
Machinery Co., Ltd., Nanjing, China). The temperatures from the
hopper to die at six different zones were 210 �C, 215 �C, 220 �C,
225 �C, 230 �C, and 235 �C, the screw speed was 200 rpm and the
15440 | RSC Adv., 2017, 7, 15439–15454
impregnation temperature was 260 �C. The composites were dried
in a vacuum oven at 90 �C for 8 h, and were then injectionmolded
(Type CJ80M3V, Chen De Plastics Machinery Co., Ltd., Guang-
dong, China) at 245 �C into various specimens for testing and
characterization. The melt-impregnation process of the LGF/PBT
composites is displayed in Fig. 1.
2.3 Glass ber length analysis

A FASEP 3E-ECO system (Emmeram Karg Industrietechnik,
Germany) coupled with a scanner was used to determine the
length of the residual glass bers and their distribution in the
specimens made from the LGF/PBT composites. To remove the
matrix resins from the LGF/PBT composites, the injection
molded specimens were rst calcined in a furnace at a temper-
ature about 700 �C for 6 h. The glass bers were then released
from thematrix resins of LGF/PBT composites. Using the FASEP
3E-ECO system, the dispersed glass bers were counted and
measured to achieve the length of the residual glass bers and
their distribution. The number average length ðLnÞ could be
calculated using the following equation:

Ln ¼ SiNiLi

SiNi
(1)

where, N is statistical glass ber number.
2.4 Scanning electron microscopy (SEM) analysis

The glass bers dispersed and distributed in the matrix resins
of the LGF/PBT composites were observed using SEM. The
fracture surfaces of the samples were sputter coated with a gold
layer before examination, and the micrographs of the
morphology of LGF/PBT composites were obtained at magni-
cations of 1000� using a Quanta 250 SEM (FEI, USA) with an
accelerating voltage of 25 kV.
2.5 Rheology analysis

Rheological measurements were performed using an ARES
advanced rheometric expansion system (TA Instruments, USA)
using parallel plates. The measurements were conducted at
240 �C. The samples were loaded onto the bottom plate of the
instrument and allowed to melt. To maintain a similar thermal
history, each sample was heated for 4 min in the rheometer
before testing. All the tests were kept with about a 1.0 mm gap
between them. The frequency sweeps at 240 �C were performed
in the frequency range of 0.05–500 rad s�1 in the linearity
This journal is © The Royal Society of Chemistry 2017
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region. A strain of 1% was used, which was in the linear visco-
elastic region for all samples.

2.6 Dynamic mechanical analysis (DMA) testing

The DMA was performed on a Q800 DMA (TA Instruments,
USA). The measurements were carried out at 1, 5, 20, 30 and
50 Hz under a heating rate of 2 �C min�1. The temperature
range was from �120 �C to 120 �C. The low temperature
measurements were performed in a stream of dry air cooled
with liquid nitrogen (N2), and the high temperature measure-
ments were carried out in a stream of dry N2.

2.7 Differential scanning calorimetry (DSC) analysis

The thermal properties of all LGF/PBT composites as well as
their composites with different original glass ber lengths were
studied using a Q10 DSC (TA Instruments). All the measure-
ments were carried out in a N2 atmosphere. The samples were
rst heated to 250 �C and held for 5 min at this temperature to
eliminate possible thermomechanical histories. Then, they
were cooled to room temperature and again heated to 250 �C at
a constant rate of 10 �C min�1. The crystallization (Tc) and
melting (Tm) temperatures were determined from the cooling
and heating thermograms, respectively. The degree of crystal-
linity (Xc) of the composites was determined from the area
under the exothermic crystallization peak in the cooling cycle:

Xc ¼ DHm

ð1� XÞDHo
m

� 100% (2)

where, DHm is the crystallization enthalpy of the samples (J g�1),
DHo

m is the enthalpy value of melting of a 100% crystalline form
of PBT, and X is the weight fraction of the ller.

2.8 Thermogravimetric analysis (TGA)

The TGA of the pristinematrix and the LGF/PBT composites was
performed using a Q50 thermogravimetric analyzer (TA Instru-
ments, USA) under a N2 ow with a ow rate of 40 ml min�1 in
a temperature range of ambient to 650 �C with a heating rate of
20 �C min�1. Each sample used in this test was 8–10 mg.

2.9 Limiting oxygen index (LOI)

The LOI values for the pristine matrix and the LGF/PBT
composites were obtained using a JF-3 LOI instrument
(Jiangning Analytical Instrument Factory, Nanjing, China) on
sheets 100 mm � 10 mm � 4 mm according to the standard
oxygen index test (ASTM D2863). The LOI value was calculated
using the following equation:

LOI ¼ [O2]/([O2] + [N2]) � 100%

where [O2] and [N2] are the concentrations of oxygen and
nitrogen, respectively.

2.10 Mechanical properties testing

The tensile and bending strengths were measured using
a WDW-10C universal material testing machine (Shanghai
This journal is © The Royal Society of Chemistry 2017
Hualong Testing Instrument Co., Ltd., China). The impact
strength was measured using a ZBC-4B LCD type plastic
pendulum impact testing machine (Shenzhen Xinsansi
Measurement Technology Co., Ltd., China). All mechanical
tests were performed at the room temperature (25 � 2 �C).
3. Results and discussion
3.1 The length of residual glass bers of LGF/PBT
composites

There is no doubt that the length of the residual glass bers is
considered to be a critical factor for determining the rein-
forcement effect of the resulting composites as a result of the
application of this LGF reinforced thermoplastic composite
processing technique. Therefore, it is of great signicance to
understand how the length of the residual glass bers and the
glass bers' distribution vary within the injection molded
specimens of the LGF/PBT composites. Fig. 2 shows some
representative distribution charts for the length of residual
glass bers within the injection molded specimens, and the
corresponding optical micrographs are presented as insets.
Furthermore, the number average glass ber lengths were
determined using the glass ber length analysis soware that
was part of the FASEP system and are also summarized. The
number average glass ber length of LGF/PBT composites (4, 8,
12, 16 and 20 mm) was 2.48, 2.97, 3.46, 3.89 and 4.17 mm,
respectively. The results of Tan et al.13 showed that the average
glass ber length of LGF reinforced thermoplastic
polycarbonate/PBT alloys was from 2.55 to 2.88 mm. However,
the residual glass ber length of the SGF reinforced thermo-
plastic composites was mainly between 0.1 and 0.5 mm.14–16

Hashemi17 reported that the average residual glass ber length
of SGF/PBT composites was less than 0.3 mm. In this research,
the average residual glass ber length of LGF/PBT composites
was longer than the average residual glass ber length of SGF/
PBT composites.
3.2 Morphology of LGF/PBT composites

The SEM observations were performed to investigate the impact
fracture surfaces of the LGF/PBT composites with different
original glass ber lengths (4, 8, 12, 16 and 20 mm), and the
micrographs obtained of the LGF/PBT composites with
different original glass ber length (4, 8, 12, 16 and 20 mm) are
shown in Fig. 3. These SEM micrographs clearly show some
detailed information about glass ber orientation, glass ber
length and distribution in the matrix resins of the LGF/PBT
composites with different original glass ber length (4, 8, 12,
16 and 20 mm). The glass ber length of the LGF/PBT
composites shown in Fig. 3 are longer, and are even longer as
the original glass ber length of the LGF/PBT composites
increases. From (Fig. 3a–c), glass bers of LGF/PBT composites
(4, 8 and 12 mm) are homogeneously dispersed and there is no
sign of the phenomenon of reunion in the matrix resins. This
indicates that the outstanding mechanical properties of LGF/
PBT composites (4, 8 and 12 mm) were obtained. However,
from Fig. 3d and e, glass bers of LGF/PBT composites (16 and
RSC Adv., 2017, 7, 15439–15454 | 15441
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Fig. 2 The residual glass fiber length distribution charts and optical micrographs of residual glass fibers for the LGF (40%)/PBT composites with
different original glass fiber lengths.

Fig. 3 SEMmicrographs of the impact fracture surfaces for the LGF (40%)/PBT composites with different original glass fiber lengths (a: 4 mm, b:
8 mm, c: 12 mm, d: 16 mm, e: 20 mm).

15442 | RSC Adv., 2017, 7, 15439–15454 This journal is © The Royal Society of Chemistry 2017
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Fig. 4 Glass fiber dispersion state for the LGF (40 %)/PBT composites with different original glass fiber length (4 mm, 8 mm, 12 mm, 16 mm, 20
mm) (A: 100�, B: 500�).
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20 mm) are unevenly dispersed and the phenomenon of
reunion does occur in the matrix resins. This leads to the bad
mechanical properties that were found in these LGF/PBT
composites (16 and 20 mm).
3.3 Glass ber dispersion state of LGF/PBT composites

The glass ber dispersion state of the LGF (40%)/PBT compos-
ites with different original glass ber length (4, 8, 12, 16, and 20
mm) have an important effect on the mechanical properties of
LGF/PBT composites. Samples of LGF/PBT composites with
a notch cut in them were placed in liquid N2, for 2 h, and then
rupture surface of the brittle fracture which had occurred was
polished with grinding. The fracture surface morphology was
analysed using SEM. The glass ber dispersion state for the LGF
(40%)/PBT composites with different original glass ber lengths
(4, 8, 12, 16, and 20 mm) are shown in Fig. 4. As can be seen in
Fig. 4, when the original glass ber length is 4, 8 and 12mm, the
glass bers are homogeneously dispersed and there is no
phenomenon of reunion in the PBT matrix resins of the LGF/
PBT composites. This predicts that the composites (4, 8 and
12 mm) will have excellent mechanical properties. But, the glass
bers of the composites show the phenomenon of reunion in
the matrix resins of LGF/PBT composites, when the original
glass ber length is 16 and 20 mm. The reason for this is that
the residual glass ber lengths for LGF/PBT composites (16 and
20 mm) are too long, and the overlong glass bers have poor
dispersion in the matrix. Because of the bad glass ber
dispersion, LGF/PBT composites (16 and 20 mm) do not have
good mechanical properties.
Fig. 5 Complex viscosity versus angle frequency for the pristinematrix
and LGF (40%)/PBT composites with different lengths of original glass
fibers (4, 8, 12, 16, and 20 mm) at 240 �C.
3.4 Linear viscoelastic properties of the LGF/PBT composites

The rheological properties of the pristine matrix and LGF/PBT
composites were investigated in the region of linear viscoelas-
ticity. The linear viscoelastic properties of the pristine matrix
and LGF/PBT composites are very sensitive to the structural
change of the composites. It will be demonstrated later in this
Section using different rheological plots that the pristine matrix
and the LGF/PBT composites can bring about new topological
structures with a longer relaxation time.
This journal is © The Royal Society of Chemistry 2017
3.4.1 Complex viscosity of the LGF/PBT composites.
Complex viscosity versus angle frequency for the pristine matrix
and LGF/PBT composites at 240 �C are shown in Fig. 5. As can
be seen in Fig. 5, the pristine matrix and LGF/PBT composites
showed Newtonian behavior in the frequency dependence Z*(0)
within the investigated range of shear rates. Furthermore, the
complex viscosity of the pristine matrix at the test frequency is
the lowest, compared with the composites lled with glass
bers. The complex viscosity of LGF/PBT composites at the test
frequency gradually increased as the original glass ber length
of the LGF/PBT composites increased. The reason is that the
length of the residual glass ber of the LGF/PBT composites
increases with the increase of the original glass ber length of
the LGF/PBT composites. This is attributed to the LGF
hindering the matrix skeleton and the chain segment move-
ment. When the length of the residual glass ber is longer, the
capacity for hindering the molecules' movement is stronger.
The complex viscosity of LGF/PBT composites, therefore,
increases with increase of the length of the original glass ber.
RSC Adv., 2017, 7, 15439–15454 | 15443
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Fig. 6 Storage and loss modulus versus frequency for the pristine matrix and LGF (40%)/PBT composites with different original glass fiber length
(4, 8, 12, 16, 20 mm) at 240 �C.

Fig. 7 tan d versus angle frequency for the pristine matrix and LGF
(40%)/PBT composites with different lengths of the original glass fibers
(4, 8, 12, 16, and 20 mm) at 240 �C.
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These are typical characteristics of glass ber reinforced ther-
moplastic composites.18

3.4.2 Storage and loss modulus of the LGF/PBT compos-
ites. Besides zero-shear viscosity, the storage modulus and the
loss angle are even more sensitive to the pristine matrix and
LGF/PBT composites. The internal structural changes of ther-
moplastic composites under shear ow can be studied using
frequency (u) dependences of the storage (G0) and loss (G00)
modulus of pristine matrix and LGF/PBT composites.18 The G0

and G00 of the pristine matrix and LGF/PBT composites plotted
as a function of frequency (u) is shown in Fig. 6. From Fig. 6, the
G0 and G00 of the pristine matrix without glass bers is the
lowest. Furthermore, the G0 and G00 of the LGF/PBT composites
increased with the increase of length of the original glass bers
for LGF/PBT composites at low frequency. This indicated that
the addition of LGF to the matrix melt causes an increase of G0

and G00 of the LGF/PBT composites (Fig. 6). The length of the
residual glass ber for LGF/PBT composites increases gradually
with the increase in the length of the original glass ber of the
LGF/PBT composites (see Fig. 2). Furthermore, the increase of
length of the residual glass ber of the LGF/PBT composites
hinders the matrix skeleton and chain segment movement for
the matrix resins of LGF/PBT composites. G0 and G00 of the LGF/
PBT composites, therefore, increase as the length of the original
glass ber increases for LGF/PBT composites.

3.4.3 Loss angle of the LGF/PBT composites. The loss angle
(tan d) versus angle frequency for the pristine matrix and LGF/
PBT composites at 240 �C are shown in Fig. 7. It has been re-
ported that the loss angle (d) of thermoplastic composites is
independent of the test frequency (u) because polymer
composites have a gel-like rheological behavior.19 As can be seen
from Fig. 7, the tan d curves of the pristine matrix and LGF/PBT
composites present a denite peak. Furthermore, with the
length of original glass ber increasing, the peak value of tan for
the LGF/PBT composites decreases, and the plateau of tan d in
LGF/PBT composites becomes longer.19,20 With the increase in
length of the original glass bers for the LGF/PBT composites,
15444 | RSC Adv., 2017, 7, 15439–15454
the tan d of the LGF/PBT composites decreased at low frequency
and a plateau appeared in the curve. This is as a result of the
LGF hindering the matrix skeleton and increasing the terminal
relaxation time. Furthermore, the residual glass ber length of
LGF/PBT composites increases with an increase of the length of
the original glass ber (see Fig. 3). The ability of restricting the
chain segment for the matrix resins can be stronger as the
length of the original glass ber increases, and this causes the
terminal relaxation time. This observation is in accordance with
the experimental results of Zhang et al.21 and Graebling.22
3.5 DMA analysis of LGF/PBT composites

In order to evaluate the dependence of dynamic mechanical
properties on temperature, time and scanning frequency, the
dynamic measurements of the pristine matrix and LGF/PBT
This journal is © The Royal Society of Chemistry 2017
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composites were carried out using DMA. Dynamic mechanical
properties (storage modulus and loss modulus) of pristine
matrix and LGF/PBT composites were obtained by dynamic
mechanical thermal analysis at test temperature range from
�120 to 120 �C. Heating rate is 2 �C min�1.
Fig. 8 Effects of different frequencies on the storagemodulus of the pris
original glass fiber (4, 8, 12, 16, and 20 mm). Heating rate is 2 �C min�1.

This journal is © The Royal Society of Chemistry 2017
3.5.1 Storage modulus of LGF/PBT composites. Effects of
different frequencies on the storage modulus of the pristine
matrix and LGF/PBT composites with different lengths of the
original glass ber (4, 8, 12, 16, and 20 mm) are shown in Fig. 8
and Table 1. As shown in Fig. 8 and Table 1, the storage
tine matrix and LGF (40%)/PBT composites with different lengths of the

RSC Adv., 2017, 7, 15439–15454 | 15445
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Table 1 The storage modulus of the pristine matrix and LGF (40%)/PBT composites with different lengths of the original glass fiber (4, 8, 12, 16,
and 20 mm)

Samples Temperature (�C) 1 (Hz) 5 (Hz) 20 (Hz) 30 (Hz) 50 (Hz)

Pristine matrix E0(MPa) �120 3386.23 3532.45 3657.71 3691.28 3743.84
E0 (MPa) 0 2104.35 2134.56 2154.38 2160.31 2167.43

4 mm E0 (MPa) �120 14 237.15 14 486.24 14 981.61 15 114.21 15 243.36
E0 (MPa) 0 10 205.31 10 231.26 10 286.47 10 325.34 10 357.81

8 mm E0 (MPa) �120 15 896.25 16 204.37 16 573.63 16 763.29 16 994.34
E0 (MPa) 0 11 623.14 11 611.24 11 773.32 11 817.26 11 854.23

12 mm E0 (MPa) �120 17 742.31 18 015.38 18 543.92 18 694.35 18 914.49
E0 (MPa) 0 12 465.36 12 506.82 12 623.37 12 680.46 12 724.34

16 mm E0 (MPa) �120 12 617.18 12 837.35 13 135.59 13 218.21 13 330.49
E0 (MPa) 0 10 548.34 10 581.27 10 639.05 10 694.19 10 725.25

20 mm E0 (MPa) �120 12 373.91 12 581.39 12 914.48 12 974.23 13 093.04
E0 (MPa) 0 9237.82 9305.41 9355.62 9379.05 9405.26
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modulus of the pristine matrix and the LGF/PBT composites
increases with the increasing test frequencies. The reason for
this is that the viscoelasticity properties of the pristine matrix
and the LGF/PBT composites are a function of temperature,
time and frequency. Under the constant stress, chains of
molecules within the polymer have to be rearranged to decrease
the stress. The modulus of the pristine matrix and the LGF/PBT
composites decrease as time increases. So the modulus for the
pristine matrix and LGF/PBT composites at a frequency of 50 Hz
(short time) is higher than that at frequency of 1 Hz (long time).
A similar increase in storage modulus of the polymer compos-
ites because of the increasing test frequencies were also re-
ported by some researchers.21,23,24 From Table 1, the storage
modulus of LGF/PBT composites rstly increases and then
decreases with the length of the original glass ber increase.
With the length of the original glass ber of LGF/PBT
composites increasing, the length of the residual glass ber of
LGF/PBT composites increases (Fig. 2), which improves the
rigidity of the LGF/PBT composites. Furthermore, when the
length of the original glass ber of the LGF/PBT composites is 4,
8 and 12 mm, the glass bers in the matrix resins of the LGF/
PBT composites are dispersed homogeneously and there is no
phenomenon of reunion (Fig. 3 and 4). The storage modulus of
the LGF/PBT composites, therefore, increases, when the length
of the original glass ber is 4, 8 and 12 mm. But, when the
length of the original glass ber of the LGF/PBT composites is
16 and 20 mm, the glass bers of LGF/PBT composites are
unevenly dispersed and the phenomenon of reunion in the
matrix resins occurs, which appears to be a problem for the
LGF/PBT composites. Thus, the storage modulus of LGF/PBT
composites decreases, when the length of the original glass
ber is 16 or 20 mm. There is a difference between the DMA
experimental results and the rheological measurements results
obtained using ARES. This could be because the test conditions
used for the DMA and ARES were different and as a results the
samples were in different states. The rheological experimental
results obtained using ARES were from experiments performed
at the test temperature of 240 �C, and at this temperature the
LGF/PBT composites are in the melting state. However, the
DMA experimental results for LGF/PBT composites were
acquired at test temperature range between�120 �C and 120 �C,
15446 | RSC Adv., 2017, 7, 15439–15454
and the LGF/PBT composites were not melting, but still at the
solid phase. The different states of the LGF/PBT composites give
an indication of the different properties of the composites.
Thus, the storage modulus results for the LGF/PBT composites
are inconsistent when determined by DMA and ARES. Over the
temperature range between �120 �C and 120 �C, the storage
modulus curves of the LGF/PBT composites are in a glassy state,
with glass-rubber relaxation and a rubbery plateau. Firstly, in
the glass state, the temperature range is from �120 to 40 �C,
because of the chain conformations freezing into an amor-
phous rigid network, and thus, the higher storage modulus
values of LGF/PBT composites were displayed. Secondly, in the
glass-rubber relaxation period, the temperature range is from 40
to 80 �C, and the test temperature is close to the glass transition
temperature (Tg) for LGF/PBT composites, which leads to the
movement of small parts of the polymer chains. The storage
modulus of LGF/PBT composites arises from a notable drop in
Tg. Thirdly, in the rubbery plateau, the temperature range is
from 80–120 �C. With glass-rubber relaxation, because of long-
range motion of the chain segments, the glass for the LGF/PBT
composites transforms to a rubber-like state.25,26

3.5.2 Loss modulus of LGF/PBT composites. Effects of
different frequencies (1, 5, 20, 30 and 50 Hz) on loss modulus of
the pristine matrix and LGF/PBT composites when heating rate
is 2 �Cmin�1 are shown in Fig. 9. As shown in Fig. 8 and Table 2,
the loss modulus curves of the pristine matrix and LGF/PBT
composites show two transitions (a transition and b transi-
tion). The temperature range of the a transition for the pristine
matrix and the LGF/PBT composites is between 45 and 70 �C,
which is related to the Tg of the PBT matrix resins for LGF/PBT
composites. However, the temperature range of the b transition
for the pristine matrix and LGF/PBT composites is between
�100 and �70 �C, which is related to the Tg of the TPU mole-
cules for the pristine matrix and the LGF/PBT composites. As
can be seen from Fig. 9 and Table 2, the Tg and the intensity of
the loss modulus peaks for the LGF/PBT composites increase
with increasing test frequencies. Furthermore, a-transition and
b-transition peaks of the pristine matrix and LGF/PBT
composites shied to higher temperatures as the test frequen-
cies increase (see Fig. 9). This is because of the increasing speed
of motion of the molecules, and indicates that at higher
This journal is © The Royal Society of Chemistry 2017
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Fig. 9 Effects of different frequencies on the loss modulus of the pristinematrix and LGF (40%)/PBT composites with different lengths of original
glass fibers (4, 8, 12, 16, and 20), when the heating rate is 2 �C min�1.
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frequencies, more movement of the atoms for the composites
will be required to match the imposed frequency, which can be
attained with higher temperatures. Other researchers have also
reported similar experimental results.21,27,28 The Tg of a-transi-
tion and b-transition for LGF/PBT composites increase with the
length of the original glass ber increase, which occurs because
the molecular motion of the matrix resin was restricted in the
LGF/PBT composites.
This journal is © The Royal Society of Chemistry 2017
3.5.3 tan d of LGF/PBT composites. It can be seen in Fig. 10
that for the pristine matrix and LGF/PBT composites the a and
b relaxation peaks appear in the test temperature range. From
Fig. 10 and Table 3, the temperature range of the a relaxation
for the pristine matrix and LGF/PBT composites is between
55 �C and 70 �C, which corresponds to the Tg of the PBT matrix.
The temperature range of the b relaxation for the pristine matrix
and LGF/PBT composites is between �90 �C and �65 �C, which
RSC Adv., 2017, 7, 15439–15454 | 15447
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Table 2 The glass transition temperatures (Tg) of the pristine matrix and LGF (40%)/PBT composites with different lengths of the original glass
fiber (4, 8, 12, 16, 20) at different frequencies on loss modulus

Frequencies (Hz) 1 5 10 20 50

Pristine matrix Tg (�C) a 48.13 51.05 54.31 55.07 56.16
Tg (�C) b �92.02 �89.47 �82.95 �80.96 �79.25

4 mm Tg (�C) a 49.93 52.86 56.58 57.23 57.88
Tg (�C) b �91.17 �88.05 �80.83 �79.84 �78.73

8 mm Tg (�C) a 50.34 52.89 56.86 58.28 59.98
Tg (�C) b �90.32 �87.20 �79.46 �79.19 �78.06

12 mm Tg (�C) a 51.62 54.43 59.98 61.11 61.96
Tg (�C) b �89.86 �86.34 �79.26 �78.89 �77.68

16 mm Tg (�C) a 57.71 59.69 63.01 63.67 64.82
Tg (�C) b �89.67 �85.47 �79.08 �78.35 �76.89

20 mm Tg (�C) a 57.03 60.13 62.26 63.68 65.46
Tg (�C) b �89.32 �80.46 �78.41 �77.84 �75.58
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is related to the Tg of the TPU for the pristine matrix and the
LGF/PBT composites. Furthermore, the Tg of the pristine matrix
and the LGF/PBT composites increases with the length of the
original glass bers and as the test frequencies increase. When
the test frequencies of the pristine matrix and LGF/PBT
composites increase, the motion speed of the molecules was
improved. The Tg of the pristine matrix and the LGF/PBT
composites, therefore, shied to higher temperature.26

However, when the length of the original glass ber is longer,
the length of the residual glass ber increases (see Fig. 2). The
ability of chain movement for the LGF/PBT composites was
restricted. Thus, the Tg for the LGF/PBT composites increases
with the increase in the length of the original glass ber.

3.5.4 Calculation of the activation energy. The apparent
activation energy for (Tg), DEa, can be used to characterize the
relationship between the shi of Tg and frequency. It is noted
that whereas Tg represents the relationship between the mobility
of polymer chains and temperature, DEa represents a relation-
ship betweenmobility and time scale and could be considered as
representing the energy barrier of Tg relaxation. In order to
determine the effect of frequencies on the dynamic mechanical
properties of the pristine matrix and LGF/PBT composites, DMA
tests of the pristine matrix and LGF/PBT composites were per-
formed over a temperature range of�125 �C to 125 �C and at ve
different frequencies (1, 5, 20, 30 and 50 Hz). The temperature
dependence of tan d for the pristine matrix and LGF/PBT
composites represents the ve frequencies studied. From Fig. 9
and 10, Tables 2 and 3, it can be deduced that the effect of the
frequencies on peak magnitude shows a clear tendency, when
frequencies range from 1 to 50 Hz. It has been suggested that it is
possible to interrelate the temperature at which a relaxation
process is observed with the frequency of excitation (f) by using
the Arrhenius equation (especially over a limited frequency
range), which predicts the change in relaxation time as the Tg is
approached from temperatures above the Tg because of the
decrease of free volume.29

According to the classic Arrhenius equation, molecular
relaxation time(s) may be expressed as follows:

s ¼ s0 e
DE�gs

RT (3)
15448 | RSC Adv., 2017, 7, 15439–15454
where DE and s are the activation energy of the relaxation
process and the stress, respectively, g is the variable, R is the gas
constant, T is the absolute temperature and t0 is a hypothetical
relaxation time at an innite temperature.

Here, the stress (s) is small, so the following simplied
version is used:

s ¼ s0 e
DE
RT (4)

ln s ¼ ln s0 þ DE

RT
(5)

The relaxation times were obtained from the relationship:

s ¼ 1

u
(6)

A combination of eqn (5) and (6) leads to:

ln

�
1

u

�
¼ ln s0 þ DE

RT
(7)

u ¼ 2pf (8)

lnð2pf Þ ¼ �ln s0 � DE

RT
(9)

The Arrhenius equation has the following form:

f ¼ f0 exp

��DE
RT

�
(10)

where f and f0 are the test frequencies and a constant, respec-
tively. Fig. 11 shows the linear relationship between ln fmax

against the reciprocal of 1/T.
According to the equation, a plot of ln f versus 1/T should give

a straight line with a slope that is proportional to the apparent
activation energy (energy barrier to motion) associated to the a-
and b-relaxation processes of the pristine matrix and LGF/PBT
composites. The calculated activation energies of loss modulus
and tan d of the pristine matrix and LGF/PBT composites
according to eqn (10) are shown in Table 4. As can be seen from
This journal is © The Royal Society of Chemistry 2017
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Fig. 10 Effects of different frequencies on tan d of the pristine matrix and LGF (40%)/PBT composites with different lengths of the original glass
fibers (4, 8, 12, 16, and 20), with a heating rate of 2 �C min�1.
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Table 4, the activation energies of the a- and b-relaxation
processes of the loss modulus and tan d of the pristinematrix are
higher than that of the LGF/PBT composites. This is because the
glass bers used for LGF/PBT composites hinder the movement
of the chain segment. Furthermore, from Fig. 11, it can be seen
that the activation energies of the a- and b-relaxation processes of
loss modulus and tan d of LGF/PBT composites gradually
increased with the original glass bers, and this could be
This journal is © The Royal Society of Chemistry 2017
explained because of the increasing length of the residual glass
bers, which increases the barrier for the movement of the
matrix resin. The activation energies of the a-relaxation process
of loss modulus and tan d of the pristine matrix and LGF/PBT
composites are higher than the activation energies of the b-
relaxation process of loss modulus and tan d of the pristine
matrix and LGF/PBT composites. This can be because the TPU
has outstanding uidity which reduces the barrier for the
RSC Adv., 2017, 7, 15439–15454 | 15449
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Table 3 The glass transition temperatures of the pristine matrix and LGF (40%)/PBT composites with different lengths of the original glass fiber
(4, 8, 12, 16, and 20) at different frequencies on tan d

Frequencies (Hz) 1 5 20 30 50

Pristine matrix Tg (�C) a 56.03 58.21 61.78 63.52 64.02
Tg (�C) b �89.13 �88.01 �82.71 �80.12 �75.41

4 mm Tg (�C) a 57.43 60.55 64.23 65.37 65.93
Tg (�C) b �88.62 �87.21 �79.89 �77.96 �73.31

8 mm Tg (�C) a 61.25 63.95 65.07 66.64 67.05
Tg (�C) b �86.64 �85.52 �79.83 �77.84 �72.46

12 mm Tg (�C) a 62.61 64.13 65.93 67.05 67.92
Tg (�C) b �86.92 �76.14 �72.46 �71.32 �69.34

16 mm Tg (�C) a 62.95 65.37 67.12 68.09 68.35
Tg (�C) b �85.12 �75.41 �71.48 �70.59 �67.17

20 mm Tg (�C) a 63.38 65.41 67.35 68.23 68.69

Fig. 11 Arrhenius plots of relaxation times versus 1/T and the respective linear fits of the pristine matrix and LGF/PBT composites with different
original glass fiber lengths (4, 8, 12, 16, and 20 mm).

RSC Advances Paper

O
pe

n 
A

cc
es

s 
A

rt
ic

le
. P

ub
lis

he
d 

on
 0

8 
M

ar
ch

 2
01

7.
 D

ow
nl

oa
de

d 
on

 1
2/

1/
20

25
 1

1:
58

:2
1 

PM
. 

 T
hi

s 
ar

tic
le

 is
 li

ce
ns

ed
 u

nd
er

 a
 C

re
at

iv
e 

C
om

m
on

s 
A

ttr
ib

ut
io

n 
3.

0 
U

np
or

te
d 

L
ic

en
ce

.
View Article Online
movement of matrix resin. Zhang et al.21 and Li et al.30 reported
that the activation energies for the Tg relaxation determined from
the loss tangent (tan d) peaks are more reliable than using the
loss modulus (E00) criterion.
3.6 DSC analysis of LGF/PBT composites

The crystallization and melting behavior of the pristine matrix
and LGF/PBT composites with different lengths of original glass
15450 | RSC Adv., 2017, 7, 15439–15454
bers (4, 8, 12, 16 and 20 mm) were studied using DSC. DSC
thermograms of the pristine matrix and LGF/PBT composites
with different lengths of original glass bers (4, 8, 12, 16 and 20
mm) are shown in Fig. 12 and 13, respectively. Table 5 shows the
crystallization temperature (Tc) and percent crystallinity (Xc)of
the pristine matrix and LGF/PBT composites. From the crys-
tallization curves shown in Fig. 12, the Tc of the pristine matrix
is the highest, when compared with the Tc of LGF/PBT
This journal is © The Royal Society of Chemistry 2017
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Table 4 The glass transition temperature (Tg) of the pristinematrix and
LGF/PBT composites at different frequencies

Samples

DEa (kJ mol�1)
of loss modulus

DEa (kJ mol�1)
of tan d

a b a b

Pristine matrix 133.96 22.64 151.33 33.59
4 mm 172.07 23.53 181.83 37.82
8 mm 184.93 25.52 192.56 39.02
12 mm 194.62 31.96 208.71 39.83
16 mm 183.47 28.16 200.14 38.86
20 mm 178.36 26.32 195.42 37.26

Fig. 12 DSC crystallization curves of the pristinematrix and LGF (40%)/
PBT composites with different lengths of the original glass fibers (4, 8,
12, 16, and 20 mm).

Fig. 13 DSC melting curves of the pristine matrix and LGF (40%)/PBT
composites with different lengths of the original glass fibers (4, 8, 12,
16, and 20 mm).

Table 5 Crystallization and melting for the pristine matrix and LGF
(40%)/PBT composites with different lengths of the original glass fibers
(4, 8, 12, 16, and 20 mm)

Samples Tc (�C) DHc (J g
�1) Xc (%) Tm1 (�C) Tm2 (�C)

Pristine matrix 188.73 20.71 18.53 211.35 218.06
4 mm 179.25 14.41 16.29 199.92 207.45
8 mm 182.87 14.51 16.40 203.39 212.19
12 mm 183.91 16.65 18.82 205.89 214.84
16 mm 180.58 16.08 18.17 205.67 214.55
20 mm 177.92 15.74 17.79 202.56 209.67
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composites. The reason for this is that the glass bers for LGF/
PBT composites decrease the Tc of the matrix resins. However,
the Tc of LGF/PBT composites rst increases and then decreases
This journal is © The Royal Society of Chemistry 2017
with the increase in the length of the original glass ber for
LGF/PBT composites. Furthermore, the percentage crystallinity
of the pristine matrix is the highest, compared with the
percentage crystallinity of the LGF/PBT composites. This is
because the crystallization process for the pristine matrix resins
without glass bers have not been affected. The percentage
crystallinity of the LGF/PBT composites also rstly increases
and then slightly decreases with length of the original glass
bers increase in the LGF/PBT composites. When the length of
the residual glass bers for LGF/PBT composites increases, the
ability of hindering the arrangement's integrity for the matrix
resins segment improves in the LGF/PBT composites. The
crystallization process of the matrix resins was disrupted in the
LGF/PBT composites. But, Tc and percentage crystallinity of
LGF/PBT composites show no signicant change.

From the melting curves of the pristine matrix and LGF/PBT
composites shown in Fig. 13, it can be seen that all the melting
curves of the pristine matrix and LGF/PBT composites with
different lengths of the original glass bers (4, 8, 12, 16 and 20
mm) exhibit two melting peaks. The origin of these peaks has
been ascribed to the presence of different morphologies and
simultaneous melting and reorganization of the crystallites.31

The melting point of the LGF/PBT composites also rstly
increases and then slightly decreases with the increase of
original lengths of the glass bers of LGF/PBT composites. This
can be because the glass bers that appear in the LGF/TPU/PBT/
PTW composites hinders the molecular motions of the matrix
resins and enhance the rigidness of the LGF/PBT composites.
3.7 TGA analysis and LOI of the LGF/PBT composites

The thermal stability of the pristine matrix and LGF (40%)/PBT
composites was investigated using TGA, and the decomposition
temperature of 5%mass loss, 10%mass loss of the pristine matrix
and LGF (40%)/PBT composites was expressed by T5% and T10%,
respectively. Fig. 14 shows the TG curves of thermal decomposition
of the pristine matrix and LGF (40%)/PBT composites. The TG data
of the pristine matrix and LGF (40%)/PBT composites are displayed
in Table 6. From Fig. 14, it can be seen that there are two steps of
decomposition in the thermal analysis curve of the pristine matrix
and LGF (40%)/PBT composites. The rst process (from 300 �C to
400 �C) resulted in the exibilizer decomposition for the pristine
matrix and LGF (40%)/PBT composites, whereas the second
thermal decomposition step aer 400 �Cwas attributed to themass
loss of PBT for the pristine matrix and LGF (40%)/PBT composites.
RSC Adv., 2017, 7, 15439–15454 | 15451
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Fig. 14 TG curves of thermal decomposition of the pristine matrix and LGF (40%)/PBT composites with different lengths of the original glass
fibers (4, 8, 12, 16, and 20 mm).

Table 6 TG and LOI data of the pristine matrix and LGF (40%)/PBT
composites with different lengths of the original glass fibers (4, 8, 12,
16, and 20 mm)

Samples T5% (�C) T10% (�C) LOI (%)

Pristine matrix 354.34 372.42 21.35
4 mm 354.98 388.72 21.04
8 mm 363.27 393.15 21.31
12 mm 363.85 395.14 21.29
16 mm 361.63 393.95 21.47
20 mm 359.91 392.14 21.26

Table 7 Mechanical properties of the pristine matrix and LGF (40%)/
PBT composites with different lengths of the original glass fibers (4, 8,
12, 16, and 20 mm)

Samples

Tensile
strength
(MPa)

Flexural
strength
(MPa)

Flexural
modulus
(MPa)

Notched Izod
impact strength
(kJ m�2)

Pristine matrix 43.38 64.51 1638.26 3.23
4 mm 146.89 208.41 9892.19 20.31
8 mm 149.67 210.43 11 097.92 21.86
12 mm 158.46 233.31 11 501.64 26.68
16 mm 142.12 224.53 11 399.29 22.39
20 mm 141.56 209.83 10 680.16 19.87

RSC Advances Paper

O
pe

n 
A

cc
es

s 
A

rt
ic

le
. P

ub
lis

he
d 

on
 0

8 
M

ar
ch

 2
01

7.
 D

ow
nl

oa
de

d 
on

 1
2/

1/
20

25
 1

1:
58

:2
1 

PM
. 

 T
hi

s 
ar

tic
le

 is
 li

ce
ns

ed
 u

nd
er

 a
 C

re
at

iv
e 

C
om

m
on

s 
A

ttr
ib

ut
io

n 
3.

0 
U

np
or

te
d 

L
ic

en
ce

.
View Article Online
This observation is in accordance with other reported results.21,32,33

As shown in Fig. 14, TG curves of LGF/PBT composites rstly shi
to higher temperatures and then shi to low temperatures with the
increase in the length of the original glass bers. Table 6 shows that
the T5% and T10% of the pristine matrix and LGF (40%)/PBT
composites rstly increase and then decrease. When length of the
original glass bers is 12 mm, the T5% and T10% of LGF (40%)/PBT
composites (12 mm) are the highest. These results indicate that the
thermal stability of the pristine matrix and LGF (40%)/PBT
composites rstly increases and then decreases with increase in
the length of the original glass bers.

The LOI test is usually used to evaluate the combustion
behavior of the reinforced thermoplastic composites. Table 6
shows the LOI data of the pristine matrix and LGF (40%)/PBT
composites with different lengths of the original glass bers
(4, 8, 12, 16, and 20 mm). From Table 6, the LOI values of the
pristine matrix and LGF (40%)/PBT composites with different
lengths of the original glass bers (4, 8, 12, 16, and 20 mm) are
about 21, which indicates the effect of the lengths of the original
glass bers on the combustion behavior of LGF/PBT composites
is not obvious.
15452 | RSC Adv., 2017, 7, 15439–15454
3.8 Mechanical properties

Table 7 shows the mechanical properties of the pristine matrix
and LGF/PBT composites with different lengths of the original
glass bers (4, 8, 12, 16 and 20 mm). Form Table 7, when the
glass ber lls the pristine matrix, the mechanical properties of
the LGF/PBT composites greatly improve, compared with the
pristine matrix. Furthermore, the tensile strength, notched Izod
impact strength, exural strength and modulus of the LGF/PBT
composites with the length of the original glass ber (4 mm)
were increased by 235.36%, 534.68%, 223.06% and 503.82%
respectively, compared with that of the pristine matrix without
the glass ber. This indicates that the LGF have an obvious
enhancement effect on the pristine matrix. Furthermore, the
tensile strength, notched Izod impact strength, exural strength
and modulus of the LGF/PBT composites rstly increase and
then decrease with increase of the length of the original glass
bers. The results shown in Table 7 indicate that the residual
glass ber length increases with the increase in length of the
original glass ber for LGF/PBT composites. This improves the
mechanical properties of LGF/PBT composites. From Fig. 3a–c,
This journal is © The Royal Society of Chemistry 2017
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and 4 the glass bers of the LGF/PBT composites (4, 8 and 12
mm) are homogeneously dispersed and there is no phenom-
enon of reunion in the matrix resins. This indicates that
outstanding mechanical properties of LGF/PBT composites (4, 8
and 12 mm) were obtained. However, from Fig. 3d and e, and 4
it can be seen that the glass bers of the LGF/PBT composites
(16 and 20 mm) were unevenly dispersed and they show the
phenomenon of reunion in the matrix resins. This leads to the
bad mechanical properties of the LGF/PBT composites (16 and
20 mm). The mechanical properties of LGF/PBT composites,
therefore, rstly increase and then decrease with increase of the
length of the original glass bers of LGF/PBT composites.
Furthermore, the tensile strength, notched Izod impact
strength exural strength and modulus of the LGF/PBT
composites with the length of the original glass bers (12
mm) were increased by 7.87%, 31.36%, 11.95% and 16.26%
respectively, compared with that of the LGF/PBT composites
with the length of the original glass bers (4 mm).

4. Conclusions

The paper reports the effect of ber length and distribution on the
rheological characterization, dynamic mechanical, thermal and
mechanical properties of the pristine matrix and LGF/PBT
composites. The results showed that the length of the residual
glass bers of the LGF/PBT composites increase as the length of the
original glass ber increases. However, the SEM results indicate
that when the length of the original glass bers is 16 and 20 mm,
the glass bers of the LGF/PBT composites show the phenomenon
of reunion in the matrix resins. The complex viscosities, G0 and G00

of the pristine matrix and LGF/PBT composites increased gradu-
ally. The tan d curves for the pristine matrix and LGF/PBT
composites show a peak when the length of the original glass
bers increases. This is because the ability of restricting the chain
segment for the matrix resins can be stronger with the increase in
the length of the original glass ber, which causes the terminal
relaxation time. DMA results show that the storage modulus and
lossmodulus of the pristinematrix and LGF/PBT compositesrstly
increase and then decrease with the increase of the length of the
original glass ber. The difference between the DMA results and
the rheological measurements can be because the test conditions
and state used for DMA and ARES techniques are different. The Tg
of the pristine matrix and LGF/PBT composites shied to the
higher temperature with increasing test frequencies. The Tc,
percentage crystallinity and melting point of the LGF/PBT
composites rstly increases and then decreases with the increase
of the length of the original glass bers. Themechanical properties
of LGF/PBT composites, therefore, rstly increase and then
decrease with the increase of the length of the original glass ber of
LGF/PBT composites.
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