
RSC Advances

PAPER

O
pe

n 
A

cc
es

s 
A

rt
ic

le
. P

ub
lis

he
d 

on
 1

2 
A

pr
il 

20
17

. D
ow

nl
oa

de
d 

on
 3

/2
6/

20
26

 9
:1

4:
28

 P
M

. 
 T

hi
s 

ar
tic

le
 is

 li
ce

ns
ed

 u
nd

er
 a

 C
re

at
iv

e 
C

om
m

on
s 

A
ttr

ib
ut

io
n-

N
on

C
om

m
er

ci
al

 3
.0

 U
np

or
te

d 
L

ic
en

ce
.

View Article Online
View Journal  | View Issue
The morphologic
Institute of Functional Nano and So Mate

Laboratory for Carbon-Based Functional M

Suzhou, Jiangsu, 215123, China. E-mail: jzh

Cite this: RSC Adv., 2017, 7, 21079

Received 6th February 2017
Accepted 6th April 2017

DOI: 10.1039/c7ra01492a

rsc.li/rsc-advances

This journal is © The Royal Society of C
al effect on electronic structure
and electrical transport properties of one-
dimensional carbon nanostructures

Jing Gao, Yujin Ji, Youyong Li, Jun Zhong * and Xuhui Sun *

Aligned one-dimensional carbon nanostructures with different morphologies such as carbon nanotubes

(CNTs) and carbon nanofibers (CNFs) have been synthesized by the plasma-enhanced chemical vapor

deposition method with different catalyst/underlayer combinations. The electronic structures of CNTs

and CNFs have been studied by X-ray absorption near-edge structure spectroscopy (XANES), which

reveals that CNTs have much fewer oxidized groups than CNFs. Moreover, the electrical transport

properties of a single CNT or CNF have been measured in situ under transmission electron microscopy

observation and the results show that CNTs have 2 orders lower resistivity than that of CNFs. A single

CNT can be applied with higher voltage and larger current before thermal breakdown compared to

a single CNF, which can be related to the electronic structure as revealed by XANES. Our results offer

a good example of examining the relationship between morphological structure, electronic structure

and electrical transport properties in carbon nanomaterials, which will certainly be useful in the

applications of nano-devices.
1. Introduction

Carbon-based nanostructures have attracted a lot of interest in
recent decades due to their unique properties and various
potential applications.1–3 In particular, vertically aligned carbon
nanotubes (CNTs) or carbon nanobers (CNFs) have been
considered to be excellent materials for nanoelectrode arrays,
nanoelectromechanical devices, or eld emission devices.1–5

Different methods have been used to fabricate these materials
and the controlled growth for a designed geometry is still under
way.4–11 For example, by using a tailored trilayered catalyst, highly
uniform and dense arrays of vertically aligned single-walled
carbon nanotubes (SWCNTs) were prepared.11 Recently, the
growth behaviors of vertically aligned CNTs and CNFs grown on
different underlayer metals by plasma-enhanced chemical vapor
deposition (PECVD) methods were also investigated.12 The
results showed that the choice of catalyst/underlayer combina-
tion played an important role for the control of average diameter,
diameter distribution, density, growth rate and contact resis-
tance of the products. Although the morphology of various
carbon nanostructures has been carefully compared, the elec-
tronic structure has not been further studied. The electrical
transport properties of CNTs and CNFs related to different
morphological structures and electronic structures also need to
be claried which will be particularly useful in nano-devices. For
rials Laboratory (FUNSOM), Jiangsu Key

aterials & Devices, Soochow University,
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example, CNTs can be used as building blocks in nanoelectronics
and their electrical transport property will signicantly affect the
device performance.1 Carbon nanostructures can also used in gas
sensors and the tuning of their electronic structure such as
controlled introduction of structural defects has been reported as
an effective way to improve the device performance.5 The rela-
tionship among morphological structure, electronic structure
and electrical transport property in carbon nanomaterials is thus
important for their future applications.

In this study CNTs and CNFs have been synthesized by
PECVD method with different catalyst/underlayer combina-
tions. The electronic structure of CNTs and CNFs has been
studied by X-ray absorption near-edge structure spectroscopy
(XANES). XANES is an element-specic spectroscopic tech-
nique involving the excitation of electrons from a core level to
the empty states.13–15 It is an important element-specic
characterization tool which is capable of obtaining elec-
tronic, structural and bonding information in carbon based
systems.13–15 The XANES results reveal that CNTs have much
less oxidized groups than CNFs. The electrical transport
property measurement shows that 2 orders lower electrical
resistivity can be observed in CNTs than that in CNFs and
much higher voltage and larger current can be applied on
CNTs before the thermal breakdown. Our results offer a good
example to examine the relationship of morphological struc-
ture, electronic structure and electrical transport property in
carbon nanomaterials.
RSC Adv., 2017, 7, 21079–21084 | 21079
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Fig. 1 TEM images of various carbon nanostructures: (a) Ni-CNTs
(10 nm Ni/10 nm Al/Ti underlayer), (b) Ni-CNFs-1 (20 nm Ni/Cr
underlayer), and (c) Ni-CNFs-2 (20 nm Ni/Ti underlayer).

Fig. 2 Comparison of the C K-edge XANES spectra of (a) commercial
MWCNTs, (b) Ni-CNTs, (c) Ni-CNFs-1, and (d) Ni-CNFs-2.
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2. Experimental section

The metal underlayer (Ti, Cr or Al) was evaporated directly on Si
substrate to the thickness of 10, 30 or 80 nm followed by the
evaporation of Fe or Ni thin lm (5, 10 or 20 nm) as catalysts
using electron-beam evaporation deposition.12 Then the mate-
rials were pre-treated by thermal annealing at 600 �C under 2
mbar NH3 atmosphere for 3 min and the catalyst thin lms were
broken down to the nanoparticles. A direct current PECVD
(Black Magic, AIXTRON) was used for the growth of the carbon
nanostructures.12 In the growth process, the substrate was rstly
heated to a temperature of 750 �C and then the mixed gas of
NH3 and C2H2 (4 : 1) were introduced into the reaction chamber
until a pressure of 7 Torr. The plasma was 210 W with an
applied voltage of 530 V. The growth period was 15 min for all
samples. Aer growth, the samples were cooled down to room
temperature before exposed to the air.

All samples have been shown to be aligned carbon-based
nanostructures on substrates.12 High-resolution transmission
electron microscopy (HRTEM) (FEI Tecnai G2 F20 S-TIWN) was
used to characterize the morphology of the as-synthesized
products. The electrical transport properties of individual
carbon nanostructure have been in situ measured using the
TEM-STM holder (Nanofactory) under TEM observation. XANES
experiments were performed on the SGM beamline at the
Canadian Light Source (CLS). All the spectra were recorded at
room temperature with a resolution of 0.2 eV at the C K-edge
with the total electron yield (TEY) detection mode. The
spectra were normalized at the pre-edge position and the post-
edge position around 300 eV to clearly show the difference
between 283 eV and 295 eV.

3. Results and discussion
3.1 Morphology and electronic structure

Fig. 1 shows TEM images of carbon nanostructures synthesized
with Ni catalyst and different metal underlayers: (a) 10 nm Ni/
10 nm Al/Ti underlayer (labeled as Ni-CNTs), (b) 20 nm Ni/Cr
underlayer (labeled as Ni-CNFs-1), and (c) 20 nm Ni/Ti under-
layer (labeled as Ni-CNFs-2). The TEM image for 10 Ni/10 Al/Ti
sample in Fig. 1(a) shows a tube-like structure with a hollow
center and thin tube walls. It can be assigned to carbon nano-
tubes synthesized with PECVD. Thus we label it as Ni-CNTs.
However, different structures can be observed in Fig. 1(b) and
(c) for the other two samples with different underlayers. The
TEM images for the two samples show a small hollow center but
a thick tube wall. In TEM images the thick wall shows a stacking
cone-like structure without clear concentric cylindrical carbon
layers as that for multi-walled carbon nanotubes (MWCNTs).
The ratio of the wall to the inner hollow structure is very big and
we thus attribute this structure to carbon nanober (the two
samples are labeled as Ni-CNFs-1 and Ni-CNFs-2, respectively).
The different structures for Ni-CNTs (10 Ni/10 Al/Ti underlayer)
and Ni-CNFs-1 (or Ni-CNFs-2) can be related to the additional Al
layer between the top Ni catalysts and the Ti underlayer. The
different catalyst sizes may also lead to the different carbon
structures. For Ni-CNTs, the catalyst size is smaller (10 nm Ni)
21080 | RSC Adv., 2017, 7, 21079–21084
leading to the formation of CNTs with a smaller outer diameter
around 50 nm. While for Ni-CNFs-1 or Ni-CNFs-1 (the catalyst is
20 nmNi, larger than that for Ni-CNTs), the catalyst size is larger
leading to the formation of CNFs with an outer diameter around
140 nm (the inner diameter is similar to that of CNTs). The
larger size of the catalyst particle may lead to the formation of
CNFs with larger outer diameter.

To investigate the electronic structures of the two different
structures, C K-edge XANES experiments have been performed
and the results are shown in Fig. 2. The XANES spectrum of
commercial MWCNTs is also shown for comparison. The
This journal is © The Royal Society of Chemistry 2017
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Fig. 3 TEM images of different carbon-based nanostructures: (a) Fe-
CNTs-1 (5 nm Fe/10 nm Al/Ti underlayer) and (b) Fe-CNTs-2 (20 nm
Fe/Ti underlayer). (c) High-resolution TEM image of Fe-CNTs-2 to
show the graphitic layers and the winkle structure on the tube wall.

Fig. 4 Comparison of the C K-edge XANES spectra of (a) commercial
MWCNTs, (b) Fe-CNTs-1, (c) Fe-CNTs-2, and (d) Ni-CNFs-2.
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spectrum for MWCNTs is characterized by three main features:
A, B and C at about 285.5, 288.4 and 292.5 eV, respectively. The
spectral shape is in good agreement with the previous
reports.13–15 According to the literatures, the feature A is univo-
cally assigned to the p* excitation of C–C bonds in a C ring
structure and the feature C to the s* excitation,13–16 while the
feature B to sp3 hybridized states due to various modication
groups such as COOH or C–O bonds.13–17 Feature B for MWCNTs
is weak, indicating weak modication. However, curve b for Ni-
CNTs (10 nm Ni/10 nm Al/Ti underlayer) shows a prominent
feature B, indicating increased oxidation groups compared to
pure MWCNTs.13–15 Oxidized groups can be expected in the high
temperature growth process of CNTs, which could be the origin
of increased feature B.13–15 Defects produced in the growth
process may also contribute to the formation of feature B. A
decreased feature C can also be observed. The feature C stands
for a long range order of carbon ring structure according to the
ref. 14 The present CNTs prepared by PECVDmethod have more
oxidized groups (a prominent feature B) than MWCNTs, thus
the spectrum of Ni-CNTs has less long range order and shows
a decreased intensity of feature C.14 A feature at 290.8 eV
(labeled as C0 in the revised manuscript) can also be observed,
which can be attributed to CO3

2+ groups produced in the growth
process.17 The feature C0 can be found in all the samples (both
CNTs and CNFs) with similar intensity.

When observing the XANES spectra of Ni-CNFs-1 and Ni-
CNFs-2 in Fig. 2(c) and (d), respectively, even stronger feature
B can be found indicating much more oxidized groups
compared to Ni-CNTs. Feature B is a dominant feature for the
CNF samples (much higher than feature A). The sharply
increased intensity of feature B can be attributed to the heavily
oxidized nature of the thick CNF wall, which shows a major
electronic structure difference when compared to CNTs. The
simultaneously decreased feature A for CNFs also conrms the
higher oxidization.13–16 The TEM images of CNFs also show
irregular stacking cone-like carbon structure of the thick ber
wall. The increased feature B and the decreased feature A clearly
show the lose of tube ring structure and the formation of
irregular stacking cone-like structure in CNFs, which are the
main difference between CNTs and CNFs produced by similar
method.

The carbon nanostructures grown with Fe catalysts have also
been investigated. Fig. 3 shows the TEM images of carbon
nanostructures grown with (a) 5 nm Fe/10 nm Al/Ti underlayer
(labeled as Fe-CNTs-1) and (b) 20 nm Fe/Ti underlayer (labeled
as Fe-CNTs-2). Both images show a tube-like structure with
a hollow center and thin tube walls regardless of the catalyst
size or the absence of the additional Al layer, indicating the
structural difference between using Ni and Fe as catalysts.
Fig. 3(c) shows the high-resolution TEM image of Fe-CNTs-2,
which clearly reveals the existence of coherent graphitic layers
as the tube wall. For the CNF sample it has a thick wall without
coherent graphitic layers. Some stacking cone-like structures in
the CNT samples (Fig. 3(a) and (b)) can also be observed similar
to that in CNFs. However, they are actually some wrinkle
structures on the tube wall. The present CNT has a large inner
diameter (around 40 nm) which is much larger than the tube
This journal is © The Royal Society of Chemistry 2017
wall thickness, thus it is easy to form wrinkle structures on the
tube wall. It can be clearly observed in Fig. 3(c). An internal
hollow structure in Fig. 3(c) can also be observed conrming the
CNT structure.

To study the electronic structure of CNTs grown by Fe cata-
lysts, C K-edge XANES spectra of Fe-CNTs-1 and Fe-CNTs-2 are
shown in Fig. 4 with a comparison of the spectra of Ni-CNFs-2
and commercial MWCNTs. Clearly, both curves b and c for
CNTs grown with Fe catalysts show similar spectral shape as
that for Ni-CNTs in Fig. 2, with increased feature B compared to
RSC Adv., 2017, 7, 21079–21084 | 21081
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that for MWCNTs standing for more oxidized groups. However,
the spectra of CNTs are signicantly different from that of CNFs
(Ni-CNFs-2) which shows a dominant feature B for heavily
oxidized ber wall, conrming the electronic structure differ-
ence between CNTs and CNFs.
3.2 Electrical transport property

The electrical transport properties of individual CNTs and CNFs
are further investigated by means of a “Nanofactory Instru-
ments” piezo-holders inserted into a FEI Tecnai G2 F20 oper-
ated at 200 kV eld-emission HRTEM. Carbon nanostructures
have been considered to be excellent materials in nano-devices
and their electrical properties are thus important for potential
applications.1,2 We have revealed the electronic structure
difference between CNTs and CNFs by the XANES spectra and
try to further show their electrical transport difference by the in
situ TEM measurements. The individual CNF or CNT samples
were mounted onto a fresh-cut Au support wire (0.33 mm in
diameter) by dipping into their powders. The CNFs or CNTs
were attached to the Au wires due to adhesion forces and then
attached to the counter electrode, a sharply etched scanning
tunnel microscope (STM) tungsten tip, by means of subtle
piezo-movements of the sample wire. The TEM image of a CNF
mounted between two electrodes is shown in Fig. 5(a) (Ni-CNFs-
1). The inset picture shows the magnied image of the sample
with a typical CNF structure. The CNF is tightly attached to the
tungsten tip by moving the electrode forward and a slightly
bended structure can be observed. Moreover, a focused beam is
exposed on the contact point of the ber and the tungsten tip
for 1 min, which may signicantly improve the connection. I–V
curves of the CNF before and aer the beam focusing are shown
in Fig. 5(e). Both curves exhibit linear shape suggesting metallic
properties. It is clear that aer the beam focusing a better
Fig. 5 (a–d) TEM images of the thermal breakdown process of Ni-
CNFs-1. (e) I–V curves of Ni-CNFs-1 before (black) and after (red)
beam focusing.

21082 | RSC Adv., 2017, 7, 21079–21084
connection can be achieved with lower resistance. The
measured resistances for the CNF before and aer the beam
focusing are 1700 kU and 1000 kU, respectively. The calculated
resistivity of the CNF aer the beam focusing is about 1.35 �
10�2 U$m. The same treatment is applied to several other CNFs
(ve CNFs) prepared with Ni catalysts and similar resistivity can
be observed.

The stability of the CNF as part of the circuit is also tested. A
bias is applied on the two electrodes and when it increases to
a value of 3.3 V, the structure failure can be observed due to the
current-induced joule heating. This process is shown in
Fig. 5(b)–(d). In Fig. 5(b) and (c) the aggregation of catalyst
particles can be observed due to the increased temperature (we
haven't measured the exact temperature) and the Coulomb
force. Moreover, the CNF nally breaks off at the center position
in Fig. 5(d) due to the current-induced joule heating at the bias
of 3.3 V (showed in Fig. 6(e)). The nal current density is about
1.4 � 1010 A m�2.

CNTs grown with Fe catalysts are also mounted between two
electrodes by using the same method. The TEM image of a CNT
on two electrodes is shown in Fig. 6(a) (Fe-CNTs-2). Focused
beam is also used for the better connection. I–V curve of the
CNT (aer beam focusing) is shown in Fig. 6(d) and the
measured resistance for the CNT is 33 kU. The resistivity of the
CNT is about 3.73 � 10�4 U$m, which is two orders lower than
that of the CNF. Several CNTs (ve CNTs) have been measured
showing similar resistivity. The results suggest that the present
CNTs have better conductivity (or lower resistivity) than the
Fig. 6 (a–c) TEM images of the thermal breakdown process of Fe-
CNTs-2. (d) I–V curve of Fe-CNTs-2 after beam focusing. (e) Current
density curves of Ni-CNFs-1 (red) and Fe-CNTs-2 (black).

This journal is © The Royal Society of Chemistry 2017
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CNFs prepared by similar method. The difference can be
attributed to various factors. From the TEM images we know
that CNF has a much thick wall than CNT. CNF also loses the
coherent graphitic layers and show a stacking cone-like wall.
The resistivity difference can be partly attributed to the
morphology difference that a coherent graphitic may help for
the conductivity. However, although both CNT and CNF are
carbon based nanostructures, the composition and their elec-
tronic structure can be signicantly different. As revealed by the
XANES spectra, CNT shows much less oxidized groups than
CNF, keeping a good carbon ring structure with less inuence
from oxidation. Thus a better conductivity can be expected. The
heavily oxidized carbon structure as that in CNF may decrease
the conductivity. The electrical properties can thus be related to
the morphological structure and the electronic structure.

To conrm the relationship between the electronic structure
and the electrical property, rst-principle calculations were
performed by using the soware Dmol.3 A pristine armchair
(5,5) single-walled carbon nanotube (SWCNT) with the diameter
of 6.78 Å was used as a model. To compare with the oxidized
state of SWCNT with various surface groups, the pristine
SWCNT was then functionalized by four OH– groups, three
CH3(CH2)2O– groups and four COOH– groups, respectively. The
gradient-corrected functional developed by Perdew et al. (GGA-
PBE) are used to describe the approximation of the exchange-
correlation energy.18 The convergence criterions of total
energy, force, and displacement are set to 10–6 Ha, 0.002 Ha
Å�1, and 0.005 Å in the self-consistent calculations, respectively.
A thermal smearing parameter 0.005 Ha was applied to accel-
erate the convergence of orbital occupation. The calculation
model and results are shown in Fig. 7. The pristine (5,5) SWCNT
keeps a Dirac cone with metallic characterization along the
periodic direction (Fig. 7(a)). When decorated with various
surface groups, all the modied SWCNT samples show a band
gap in Fig. 7(c) and (d), which may lower the conductivity with
worse performance. Actually, the oxidized CNTs were also
Fig. 7 (a–d) The top view and side view of SWCNT (a), OH-SWCNT (b),
CH3(CH2)2O-SWCNT (c) and COOH-SWCNT (d) and their corre-
sponding band structure (the valance band maximum is set to zero).

This journal is © The Royal Society of Chemistry 2017
reported in the literature to decrease the conductance due to
a larger elastic mean free path of charge.19

The stability of the CNT is also measured and the TEM
images are shown in Fig. 6(b) and (c). The CNT break off until
a bias of 5.9 V is applied, which is much higher than that for the
CNF (Fig. 6(e)). The corresponding current density is 4.9 � 1010

A m�2, which is also much lager than that of CNF. Thus higher
voltage and larger current can be applied on CNTs when they
are used as parts of the nano-devices. Our results reveal the
relationship of morphological structure, electronic structure
and electrical transport property in carbon-based nano-
structures such as CNFs and CNTs, whichmay favor the rational
design of nano-devices.
4. Conclusions

The electronic structures of CNTs and CNFs with different
morphological structures have been investigated by using
XANES, which reveals that CNTs have much oxidized groups
than CNFs. The electrical transport properties have been
measured and the resistivity of single CNT is 3.73 � 10�4 U$m,
which is 2 orders lower than that of CNFs (1.35 � 10�2 U$m).
The breakdown bias of single CNT has also been tested which is
much higher than that of single CNF, indicating higher voltage
and larger current can be applied on CNTs before thermal
breakdown. The different electrical properties can be attributed
to the different morphology and the electronic structure as
revealed by XANES. Our results offer a good example to examine
the relationship of morphological structure, electronic struc-
ture and electrical transport property in carbon nanomaterials,
which will be certainly useful in the applications of nano-
devices.
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