
RSC Advances

PAPER

O
pe

n 
A

cc
es

s 
A

rt
ic

le
. P

ub
lis

he
d 

on
 1

2 
A

pr
il 

20
17

. D
ow

nl
oa

de
d 

on
 1

1/
17

/2
02

5 
2:

08
:3

2 
A

M
. 

 T
hi

s 
ar

tic
le

 is
 li

ce
ns

ed
 u

nd
er

 a
 C

re
at

iv
e 

C
om

m
on

s 
A

ttr
ib

ut
io

n 
3.

0 
U

np
or

te
d 

L
ic

en
ce

.

View Article Online
View Journal  | View Issue
Formation of C60
aInstitute of Plasma Physics, Chinese Acad

230031, P. R. China. E-mail: lijx@ipp.ac.cn
bUniversity of Science and Technology of Ch
cCollaborative Innovation Center of Radiati

Institutions, P. R. China
dNAAM Research Group, King Abdulaziz Uni
eDepartment of Mathematics, Quaid-I-Azam

† Electronic supplementary informa
10.1039/c7ra01530e

Cite this: RSC Adv., 2017, 7, 21124

Received 6th February 2017
Accepted 29th March 2017

DOI: 10.1039/c7ra01530e

rsc.li/rsc-advances

21124 | RSC Adv., 2017, 7, 21124–21127
fullerene-bonded-CNTs using
radio frequency plasma†
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Tasawar Hayat,de Ahmed Alsaedid and Jiaxing Li *acd

C60 fullerene-bonded-CNTs (CNBs) were successfully synthesized by radio frequency plasma (RF plasma)

treatment for the first time. High-resolution transmission electron microscopy (HRTEM) and Raman

spectroscopy were used to confirm the formation of the CNB structure. A possible mechanism was also

proposed to explain the formation of CNBs. This RF plasma treatment may inspire a novel method to

potentially overcome the synthetic difficulty of CNBs.
Hybrid carbon nanostructures integrating 0-dimensional (0D)
fullerenes, 1D carbon nanotubes (CNTs), and 2D graphene can
afford a compelling possibility to combine the great character-
istics of individual carbon nano-allotropes in a selective
manner.1 The rst hybrid carbon material, named the carbon
nano-peapod, was discovered in 1998 by Smith et al.,2 in which
the fullerene molecules are encapsulated in CNTs (a schematic
representation of the carbon nano-peapod is shown in Fig. S1†).
Aer that, great contributions have been made to investigating
the formation of carbon nano-peapods.3,4 For instance, Luzzi
et al. synthesized carbon nano-peapods from single-walled and
double-walled nanotubes grown by a chemical vapor deposition
(CVD) method.3 Shen also utilized the molecular dynamics
(MD) method to simulate the compression and tension of the
carbon nano-peapod.4 Besides carbon nano-peapod materials,
carbon nanobuds (CNBs), a novel fullerene–CNT hybrid nano-
structure, formed by fullerene units covalently attached to
CNTs, have attracted increasing attention both experimentally
and theoretically. Typically, nanobuds have been prepared by
aerosol (oating catalyst) CVD method based on CO decompo-
sition on iron particles produced from ferrocene vapour, shown
in Scheme S1.†5 The rst experimentally obtained CNBs was
reported by Kauppinen et al. via a ferrocene vapour decompo-
sition.6 The presence of C20, C42 and C60 fullerene units cova-
lently bonded to the outer surface of the CNTs. The obtained
CNBs exhibited enhanced cold electron eld-emission proper-
ties.6 Nicholls et al. also synthesized CNBs through a CVD
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method and indicated that CNBs can be utilized as a precursor
in the synthetic process of nanotube junction.7 In addition to
experimental studies, theoretical studies based on density
functional theory (DFT) method were also carried out to inves-
tigate the properties of CNBs in various aspects,8 such as its
relative reactivity towards amine nucleophile8d and its Raman
features of the CNBs.8e

The strong covalent bonding between fullerenes and CNTs in
CNBs could provide the advantageous properties to this hybrid
material that are unavailable for nano-peapods, such as trans-
port, magnetism, electricity and optical limiting performance.
For instance, the carbon nanomaterial prepared by Nasibulin
et al. exhibit a low eld threshold of about 0.65 V mm�1 and
a much higher current density compared with pure SWNTs.6a

Additionally, the optical limiting performance of CNBs is found
to be superior to that of SWNTs reported by Wang et al.9

Although the above studies provided detailed investigation on
the synthesis, conguration and physicochemical properties for
CNBs, the experimental synthesis of CNBs is still limited and
the commonly used CVD method also suffers its disadvantages,
such as high operating temperature, toxic CO gas and specic
reaction pressure, resulting in an inconvenient operation. Thus,
it is necessary to explore new approach to synthesize CNBs with
stable conguration, such as straightforward synthesis, conve-
nient and environmental friendly process. RF (radio frequency)
plasma treatment can be utilized as a novel alternative toward
traditional CVD method to prepare CNBs by generating chem-
ical active species. Virtually, all solid materials can be treated by
this method with no solvent involved in the process, thus,
producing no waste.10 Meanwhile, previous reports have
exhibited successful fabrication of CNTs anchored with various
agents by this RF plasma treatment method.11 Thus, in this
study, we reported the synthesis of CNBs by RF plasma treat-
ment for the rst time as an easy operation, high efficient,
economic and environmental benign process. Moreover, the C60

fullerene-bonded-CNT is still referred to as CNBs due to its
This journal is © The Royal Society of Chemistry 2017
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Fig. 2 (a) HRTEM image of CNTs after, (b) magnified image of (a), (c)
HRTEM image of CNBs, (d) magnified image of (c).
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similar appearance with CNBs obtained by CVD method.
Additionally, to better understand the benet of RF plasma
treatment method, a clearer explanation of the CVD method
was given in ESI,† accompanying with a schematic presentation
of CVD method.

Fig. 1 illustrates the schematic view of the experiment setup,
which mainly consists of one three-necked, round-bottom ask
with winding coils and a pulsed dc power supply (a whole
schematic view of the experiment setup was shown in Fig. S2†).
The plasma coil served as a high-voltage (HV) electrode and
directly connected to the pulsed dc power supply. Firstly, a 1 : 1
ratio (by mass) of CNTs and fullerene (C60) were mixed and
grinded, which were subsequently transferred to the round
bottom ask. The HV pulsed dc power with 100 W was applied
to the plasma coil until N2 vacuum degree of the glass ask
reached a relative stable state of �3.9 Pa. The CNT/fullerene
mixtures were treated under this condition for about 1 h
before injecting 20 mL carbon disulphide (CS2) into the round
bottom ask. Finally, the whole mixture was continuously stir-
red for �24 h under ambient temperature aer which the
sample was collected and washed several times with CS2 to
remove the unreacted C60. With no extra post-synthetic process,
the puried sample was dried in a vacuum oven at 60 �C for 12 h
to obtain the desired CNBs.

The produced CNBs structure was conrmed by HRTEM and
Raman spectroscopy. Since the inherent vibration of CNBs
during the electron beam penetration process, it is challenging
to obtain clear TEM images of CNBs, as shown in Fig. 2 for both
CNTs and CNBs. CNTs with C60 of various sizes were presented
and this observation is consistent with the previously reported
results.6,7,12 Fig. 2a and b clearly demonstrated a smooth surface
of CNTs with a diameter of �5 nm. However, aer RF plasma
treatment, a rough surface of CNBs was observed (Fig. 2c and d),
which can be attributed to the micro-etch formations by RF
plasma treatment and the addition of C60 (the spherical dots) on
the surface of CNTs. The diameter of single modied C60 is
measured to be about 1 nm, 1/5 of the CNTs diameter. However,
the distribution of modied C60 on the CNTs surface is not
uniform, due to the destruction of C60 and the formation of
fullerene dimers or oligomers under the plasma treatment.
Moreover, RF treatment time was varied as 30 min and 120 min
to investigate effect of treatment time on the density of the
Fig. 1 Schematic view of the experiment setup.

This journal is © The Royal Society of Chemistry 2017
buds. And the corresponding HRTEM images of CNBs were
given in Fig. S4.† It can be seen that the RF treatment time has
little effect on the density of the buds. In addition to varying the
RF treatment time, impact of ratios of C60 : CNTs on the
outcomes of the carbon structures was also investigated.
Although it is fallacious to compare the outcomes of the carbon
structures via varying the ratios of C60 : CNTs due to the uneven
grind, it is still can be found that the density of buds increases
with the increase of C60 : CNTs ratios from 0.5 to 2, shown in
Fig. S5.† In spite of the density increase resulted from the
higher mass ratio of C60 : CNTs, CNBs obtained from the ratio
of 1 : 1 was still chosen to make the discussion considering the
relative high density of buds and cost savings. Additionally,
increasing the yield of CNBs is still under processing. Moreover,
the raw CNTs and C60 fullerenes were exposed to the RF plasma
treatment for 1 h. And the corresponding TEM images were
given in Fig. S6 and S7,† respectively. It can be seen that the
overall morphologies of CNTs did not change aer RF plasma
treatment except the appearance of rough surface due to the
micro-etch formations resulted from the RF plasma treatment.
Moreover, the plasma treatment can produce chemically active
species on the surface of the substrate and have no effect on its
inner structure, thus, plasma treatment does not lead to inter-
esting surface structures. Without attaching to the CNTs
surface, the C60 fullerenes aer plasma treatment tend to
agglomerate, since C60 fullerenes are known to be easily poly-
merized upon application of external energy sources, such as
electron beams or photons.13 And clusters of C60 fullerenes are
clearly observed in an aggregated state (Fig. S7a†). Additionally,
typical HRTEM image of the fullerene cluster is shown in
Fig. S7b.† The images clearly show that the C60 fullerenes are
polycrystalline in nature, which is supposedly most free from
the confusion because of the projection of overlapping
structures.14

To further corroborate the formation of CNBs structure,
Raman spectra of CNBs were carried out, as shown in Fig. 3. The
IG/ID ratio is �9, indicating low defectiveness of the CNTs. The
presence of this D band indicated the CNBs structure. Since
even tiny bonded carbon from addition reaction can result in
the intensity increase of D band, the covalent bonding of C60
RSC Adv., 2017, 7, 21124–21127 | 21125
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Fig. 4 Schematic presentation of the CNBs formation.

Fig. 3 (a) Raman spectrum of the CNBs, C60 and CNTs; (b) and (c)
magnified Raman spectrum of the CNBs, C60 and CNTs in the range of
100–300 cm�1 and 1300–1800 cm�1, respectively.
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attached to the CNTs surface can account for this increase. It is
well known that Raman active modes of C60 are measurable at
ambient condition. However, vibrational modes of C60 in CNBs
structure are difficult to detect due to the strong intensity of
vibrational modes from CNTs. Thus, in this study, based on the
previous reports,6c,15 excitation energy of 2.33 eV was applied to
detect the vibrational modes of C60 in CNBs structure. Clearly, it
is signicant to note that C60 fullerenes in the assembled
structures showed a red-shi (soening) in their position. As
shown in Fig. 3b, the Hg(1) mode of C60 fullerenes is red shied
from 272 cm�1 to 270 cm�1. And the Ag(2) mode (pentagon
pinch mode) of C60 fullerenes is red shied from 1464 cm�1 to
1462 cm�1, shown in Fig. 3c. These red shis in the C60 modes
are indicative of strong interaction between the two types of
nano-building blocks within the assembled structure of CNBs.
Similar result can also be found in previous report.16 The
simultaneous observation of vibrational modes of both C60 and
CNTs clearly demonstrates the successful preparation of CNBs,
which is consistent with result obtained from HRTEM (Fig. 2).

A possible mechanism was proposed to explain the forma-
tion of CNBs by RF plasma treatment. By treating with RF
plasma, N2 can be excited as the active nitrogen species (i.e. N*,
shown in Fig. S8†).11a The in situ generated active nitrogen
species (i.e. N*) can easily react with CNTs to form large
amounts of active active [CNTs]* because of its large surface
area. Simultaneously, the active nitrogen species (i.e. N*) can
also react with C60 to form [C60]*. Finally, the activated [CNTs]*
with active carbons can react with and C60 or [C60]* in liquid
medium to form CNBs.17,18 Additionally, the formation mecha-
nism of CNBs is just anticipation, since it has no data to support
it, and the precise formation mechanism of CNBs is still under
processing. However, as previously reported,7,19,20 C60 in CNBs
would likely be damaged by the electron beam considering the
limited free available carbon atoms provided by CNTs. To repair
the damage of anchored C60 induced by the electron beam,
weakly bonded carbon atoms are supposed to move to C60 over
the surface of CNTs, during which the carbon atoms are very
21126 | RSC Adv., 2017, 7, 21124–21127
likely to be trapped due to large coverage of amorphous carbon
structures on the outer surface of CNTs. During the RF plasma
treatment, the Tp (plasma temperature) is within the range of 2
� 103 to 3 � 104 K,21 which equals to beam energies of 0.2–3 eV,
much lower than the C60 total bond energy (eV) of 419.75 eV.22

Thus, it can be inferred that the C60 cannot be damaged during
the RF plasma treatment. The defects caused by the electron
beam from the TEM may also lead to the formation of CNBs. As
discussed above, the formation of CNBs can be attributed to two
aspects, being the cycloaddition between C60 and CNTs and the
defects caused by the electrons generated during the TEM
characterization. Fig. 4 provided a possible schematic depiction
of the formationmechanism of CNBs through the cycloaddition
between C60 and CNTs.

In summary, an efficient, economical and easy to operate
method was developed for the successful synthesis of CNBs.
The CNBs structure was conrmed by HRTEM in combination
with Raman spectroscopy. The CNBs structures created here
may be utilized as precursors in synthetic processes of nano-
tube junctions which can be further applied to composite and
electronic elds. Additionally, since current CNBs form a rela-
tively small percentage of CNTs, the scale-up of the production
of CNBs is under investigation, to demonstrate the robustness
of this new technique.
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D. Tománek and E. I. Kauppinen, Nat. Nanotechnol., 2007,
2, 156–161; (b) A. G. Nasibulin, A. S. Anisimov,
P. V. Pikhitsa, H. Jiang, D. P. Brown, M. Choi and
E. I. Kauppinen, Chem. Phys. Lett., 2007, 446, 109–114; (c)
Y. Tian, D. Chassaing, A. G. Nasibulin, P. Ayala, H. Jiang,
A. S. Anisimov and E. I. Kauppinen, J. Am. Chem. Soc.,
2008, 130, 7188–7189.

7 R. J. Nicholls, J. Britton, S. S. Meysami, A. A. Koós and
N. Grobert, Chem. Commun., 2013, 49, 10956–10958.

8 (a) A. Sarmah and R. K. Roy, Chem. Phys., 2016, 472, 218–228;
(b) X. Wu and X. C. Zeng, Nano Lett., 2009, 9, 250–256; (c)
H. Y. He and B. C. Pan, J. Phys. Chem. C, 2009, 113, 20822–
20826; (d) A. Seif, E. Zahedi and T. S. Ahmadi, Eur. Phys. J.
B, 2011, 82, 147–152; (e) J. Raula, M. Makowska,
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