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The properties of dichroism in the nonlinear absorption response of silver nanoprism arrays are
experimentally investigated by the z-scan technique. Open aperture z-scan measurements are
performed with a picosecond laser at a low repetition rate to excite the third-order electronic
component of the optical nonlinearity for different linear polarization directions of the incident beam. A
strong saturable absorber behavior is observed for all the linear polarization orientations and
a continuous, sinusoidal modulation of the nonlinear absorption coefficient (up to about 30% of its
absolute value) is demonstrated as a function of the polarization angle. The dichroic nonlinear
absorption of the samples is explained by taking into account the polarization-dependent local electric-
field distribution in the nanoprism arrays, as demonstrated by finite elements method electrodynamic
simulations. These findings make silver nanoprism arrays an ideal platform for the development of
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Recent years have seen a tremendous burst of research activity
towards the development of novel nonlinear optical (NLO)
materials for advanced applications in photonics and opto-
electronics.”™ From this point of view, plasmonic nano-
materials are of great interest for their strong and ultra-fast
nonlinear response.® By coupling light to surface plasmons, an
intense enhancement and the confinement of the local elec-
tromagnetic field at the plasmonic nanostructures can be ob-
tained,” which is of paramount importance to develop
metamaterials with properly tuned and enhanced optical
nonlinearity.*** In recent years a variety of different plasmonic
nanosystems, both with random distribution and as ordered
arrays, have been developed and characterized for NLO appli-
cations."> Among them, 2D ordered nanoprism arrays (NPAs)
represent a very interesting configuration.”*” The confinement
of the electromagnetic field at the nanoprisms’ sharp tips gives
rise to the formation of intense hot-spots (further amplified by
near-field interactions among the nanoprisms in the array) that
significantly boost the nonlinear optical response of these
nanomaterials.'®?*?*
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nanophotonic devices with fast, strong and tunable nonlinear optical responses.

Besides a strong and ultra-fast nonlinear optical response,
a very important requirement for NLO applications is the
capability to control and modulate the material nonlinearity
in a desired way. For plasmonic nanosystems, an effective
approach to obtain such a control is by properly engineering
the structural and compositional parameters of the nano-
materials.>>?** As an example, regarding the nanoprism array
configuration, we recently demonstrated that the nonlinear
absorption properties of bimetallic Au-Ag NPAs can be varied by
properly selecting the bimetallic composition of the nano-
prisms, without changing any other structural parameter of
the nanoarray.”® On the other hand, the capability to modify
the nonlinear response of nanomaterials in a reversible way
by switching on some external parameters would be of great
interest for NLO applications. To this aim, in the present work
we studied the possibility of using the linear polarization of
a laser beam to get the desired external control of the material
nonlinearity. To do this, we investigated the effects of dichroism
in the nonlinear absorption response of silver NPAs synthesized
via nanosphere lithography.** Nonlinear optical characteriza-
tion was performed using z-scan measurements.** A picosecond
laser source at a low repetition rate was used to excite the fast,
electronic, third-order component of the nonlinear response of
the NPAs, inducing minimal thermal load to the samples.
Strong saturable absorber (SA) behavior was observed for all the
polarization orientations of the laser beam explored. Moreover,
it was demonstrated that a continuous modulation of the
nonlinear absorption coefficient can be obtained by rotating the
polarization, leaving at the same time the linear absorption
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properties of the nanomaterial globally unaffected. The linear
polarization of an external laser beam therefore represents
a useful degree of freedom to get the external fine control of the
material nonlinear absorption properties. These findings,
combined with the cost-effectiveness and high throughput of
the nanosphere lithography technique used for the synthesis of
the samples, make silver nanoprism arrays a very interesting
and highly promising platform for the development of all-
optical nanophotonic devices with fast, strong and tunable
nonlinear optical responses.

1 Experimental section
1.1 Synthesis of nanoprism arrays

Silver nanoprism arrays (NPAs) were produced using the
nanosphere lithography (NSL) technique.?****> The main steps
of fabrication are schematically illustrated in Fig. 1a. First,
a colloidal monolayer of polystyrene (PS) nanospheres was
formed, by self-assembling, on top of a silica glass substrate
previously cleaned in a “piranha” solution (H,SO, : HyO,, 3 : 1).
Commercial PS nanospheres (Microparticles GmbH) with
a nominal diameter of 248 nm were used. As the second step,
silver was thermally evaporated in an orthogonal configuration
on the PS monolayer. The thickness of the evaporated layer was
controlled with a calibrated quartz microbalance. The PS
nanospheres were then mechanically removed by stripping with
an adhesive tape. After this step, an ordered array of triangular
Ag nanoprisms, the same as the one shown in Fig. 1b, is left on
the surface of the silica substrates. Finally, to protect the
nanoprism arrays from possible physical damage and Ag
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oxidation (which would alter the optical properties of the
samples), a layer of silica with thickness of about 160 nm was
deposited on the samples by magnetron sputtering.

1.2 Structural and linear optical characterizations

Morphological characterizations of the NPAs were performed
using scanning electron microscopy (SEM). The measurements
were made with a Zeiss Sigma field-emission scanning electron
microscope (FE-SEM) working in the 0.2-30 kV range. An
energy-dispersive spectrometer (EDS) is also mounted in the
microscope for compositional analysis. Atomic force micros-
copy (AFM) measurements were performed to measure the
height of the nanoprisms. A NT-MDT Solver PRO-M AFM
microscope with a 100 x 100 pm scanner was used, operated in
the semi-contact mode.

Optical absorbance spectra in the 300-900 wavelength range
were collected using a dual beam UV-Vis spectrophotometer
(JASCO V670) with unpolarized light. Absorbance measure-
ments as a function of the incident polarization orientation
were also performed using an Ocean Optics USB2000 spec-
trometer coupled with optical fibers to a deuterium-halogen
dual lamp.

1.3 Nonlinear absorption measurements

The third-order nonlinear absorption properties of the synthe-
sized nanoprism arrays were investigated using open aperture
(OA) z-scan measurements.”® The measurements were per-
formed using the second harmonic (A = 532 nm) of a pico-
second pulsed mode-locked Nd:YAG laser (pulse duration of 26
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(@) Schematic illustration of the different steps for the synthesis of silver hanoprism arrays: (1) colloidal mask formation via the self-

assembly of PS nanospheres on a silica substrate; (2) Ag thermal evaporation on the PS nanosphere mask; (3) nanosphere removal; (4) deposition
by magnetron sputtering of a protecting layer of silica. (b) FE-SEM image of a Ag nanoprism array. (c) Sketch of the 3D geometry of the FEM
model. The incident light beam is orthogonal to the sample surface, and the electric field is linearly polarized forming an angle 6 with respect to

the X direction.
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ps, repetition rate 10 Hz). A 400 mm converging lens was used to
focus the laser beam in the z-scan set-up. The beam waist w, at
the lens focal point was measured using the knife-edge
method?*? and it was wy, = 35 + 1 um. OA measurements were
performed for different orientations of the linear polarization of
the laser beam with respect to the plane of incidence (hori-
zontal). The polarization was rotated by means of a half-wave
plate.

1.4 FEM simulations

Simulations were carried out using the Finite Elements Method
(FEM).** The software COMSOL Multiphysics 5.1 was used to
solve the Helmholtz equation in the frequency domain. Fig. 1c
shows the 3D geometry of the model. In the horizontal (xy)
plane, the array of nanoprisms was modeled by considering
a hexagonal unit cell. In this configuration, the nanoprisms are
placed at the vertices of the cell and each cell embeds a third of
a prism per vertex. The tips of the prisms are oriented along the
boundaries of the unit cell. Such a choice of the unit cell was
done since, as we checked, it does not introduce differences
with respect to the standard rhomboidal unit cell, but assures at
the same time a greater numerical stability. In the vertical
direction (i.e., the light propagation direction), the nanoprism
base is on the z = 0 plane, surrounded by silica on top and
bottom. Over and below the simulated domains, two additional
domains assure the absorption of unphysical backscattered
radiation from external boundaries by using Perfectly Matched
Layers (PML). The boundary conditions in the X and y directions
are periodic (PBC). The Ag dielectric function used in the
simulations was experimentally obtained by ellipsometry
measurements performed on continuous films evaporated
under the same conditions as those used for the NPAs. A ]J.
Woolham V-VASE spectroscopic ellipsometer was used for these
measurements. The refractive index of the silica layer was set to
n = 1.45. The shape of the nanoprisms was modeled using the
FE-SEM images of the samples; their height was determined by
AFM measurements. The mesh of the model was carried out by
carefully assuring that it had the same hexagonal symmetry of
the unit cell, to prevent spurious angular dependencies due to
a non-uniform meshing. In the model, the nanoprisms were
illuminated by plane waves traveling in the 2z direction. The
angle of polarization of the incident light () was varied from
6 = 0° to 6 = 180°, with respect to the % direction in the Xy plane
(see Fig. 1).

2 Results and discussion

By nanosphere lithography, ordered arrays of triangular nano-
prisms arranged in a honeycomb lattice can be synthesized.** As
an example, Fig. 1b shows a FE-SEM image of the silver nano-
prism arrays (NPAs) investigated in the present work. The image
was taken before the deposition of the silica top layer (step 3 in
the synthesis process shown in Fig. 1a). The geometrical
parameters of the nanoarrays were: lattice parameter a, = 248 +
5 nm, nanoprism side length L = 45 + 1 nm and nanoprism
height 2 = 40 + 1 nm. The optical absorbance spectrum of the
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samples, measured after the silica deposition under unpolar-
ized light illumination, is reported in Fig. 2a. Two peaks are
visible in the spectrum, which can be interpreted as the dipolar
(at Ap = 520 nm) and the quadrupolar (at A = 392 nm) surface
plasmon resonances (SPRs) of the nanoprism array.’****® The
linear absorption properties of the investigated NPA were also
characterized as a function of the incident polarization. To do
this, optical absorbance spectra were taken, with a linearly
polarized light source, for different polarization orientations.
The measurements are reported in Fig. 2b; the spectra are
vertically shifted by a constant amount to improve the read-
ability of the graph. The linear optical response of the NPA was
found to be insensitive to the orientation of the incident electric
field and no major differences were observed in the spectra.
Such a behavior was expected taking into account the high
degree of symmetry of the plasmonic lattice (honeycomb) in the
samples, in agreement with literature data on similar samples®”
and it was also confirmed by FEM simulations: consistent with
the experimental findings, indeed, we did not highlight any
dependence on the polarization in the simulated absorbance
spectra.

The nonlinear absorption properties of the synthesized
samples were studied using the z-scan technique in the open
aperture (OA) configuration.* The basic idea of this technique
is to measure the intensity, transmitted by the sample, of a laser
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Fig. 2 (a) Optical absorbance spectrum of a Ag NPA taken with
unpolarized light after the silica sputtering deposition (step 4 in Fig. 1a):
the two peaks correspond to the dipolar (at Ap = 520 nm) and the
quadrupolar (at Aq = 392 nm) surface plasmon resonances of the array.
(b) Absorbance spectra as a function of the linear polarization orien-
tation (in degrees, right-hand scale) of the incident light source; the
spectra are vertically shifted by a constant amount to improve the
readability of the graphs.

RSC Adv., 2017, 7, 17741-17747 | 17743


http://creativecommons.org/licenses/by-nc/3.0/
http://creativecommons.org/licenses/by-nc/3.0/
https://doi.org/10.1039/c7ra01722g

Open Access Article. Published on 22 March 2017. Downloaded on 12/4/2025 10:37:45 AM.

Thisarticleislicensed under a Creative Commons Attribution-NonCommercial 3.0 Unported Licence.

(cc)

RSC Advances

beam focused by a converging lens, as a function of the position
of the sample along the focal axis of the lens (z direction). In this
way, the laser beam intensity on the sample varies with z, being
maximum at the lens focus (z = 0), and nonlinear absorption
processes can be revealed as changes in the measured trans-
mittance. The intensity-dependent absorption coefficient is
usually written in the form «(I) = « + I, where «, and 3 are the
linear and nonlinear absorption coefficients, respectively. The
open aperture z-scan measurements allow both the magnitude
and sign of the nonlinear absorption coefficient of the samples
to be determined. Particularly, if saturable absorption (SA)
phenomena are activated in the sample, they can be described
by a negative nonlinear absorption coefficient (8 < 0) and this
would give rise to a peak in the OA transmittance scans at the
lens focal point (z = 0). Conversely, reverse saturable absorption
(RSA) processes are described by a positive nonlinear absorp-
tion coefficient (8 > 0) and would be revealed by a minimum in
the OA transmittance scans. In the present work, in order to
reveal and investigate the possible effects of dichroism in the
nonlinear absorption response of the samples, open aperture z-
scan measurements were performed for different orientations
of the linear polarization of the incident laser beam. For this
experiment, the second harmonic of a ps Nd:YAG laser (A = 532
nm) was used to excite the dipolar resonance of the samples. All
the measurements were performed with a laser peak intensity
(i.e., the beam intensity at the focal point of the converging lens
used in the z-scan set-up) of I, = 280 MW cm 2. This prevented
possible physical damage or modifications of the samples
during the scans (as it was further checked by performing
forward and backward scans). Fig. 3a shows the OA scan ob-
tained with the incident polarization oriented at 0° with respect
to the plane of incidence (horizontal polarization). The
continuous curve is the best fit to the experimental data ob-
tained with the equation:**
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where z, is the Rayleigh range (zo = 7w,>/4), and L.y is the
eﬁng

1—
sample effective length (Ler = ————). The scan shows
&

a maximum of transmittance at the lens focus (z = 0) that
corresponds to a saturable absorption (SA) behavior. The
response can be characterized in this case by a negative
nonlinear absorption coefficient (8 < 0). To perform OA
measurements with different polarization orientations, the
electric field of the incident beam was rotated by means of
a half-wave plate with increments of 15° with respect to the
horizontal direction (0°), without changing the sample position.
All the scans were fitted with eqn (1) and the results for the
B parameter are summarized in Fig. 3b (red dots). A similar SA
behavior was observed for all of the polarization orientations,*®
but a continuous, sinusoidal modulation of the nonlinear
absorption coefficient, 8, was obtained as a function of the
polarization angle. Such a modulation is well described by the
function:

. @)

B(6) = B* + AB sin (M)
where ($* is the average value of the nonlinear absorption
coefficient (8* = B(6*)), AB is the amplitude of the modulation
and T'is its period. By fitting the experimental data with eqn (2),
we get the continuous curve in Fig. 3b, with the following set of
parameters: §* = (—1.81 4+ 0.07) x 10 *ecm W', Af = (0.51 +
0.09) x 10 *em W, #* = (-9 & 4)° and T = (62 + 2)°. Thus,
these findings indicate that, by working at A = 532 nm (i.e., close
to the dipolar resonance peak, Ap = 520 nm), the investigated Ag
nanoprism arrays exhibit a strong saturable absorber character

(6* < 0 and absolute values of the order of 10~* cm W), and

0 20 40 60 80 100 120 140
polarization orientation, 6 (°)

(a) Open aperture (OA) z-scan of the Ag NPA measured with horizontal polarization of the laser beam (§ = 0°); the continuous curve is the

best fit to the experimental data performed with egn (1). The inset shows a sketch of the sample orientation with respect to the laser beam during
the z-scan measurements. (b) Nonlinear absorption coefficient, 8, as a function of the polarization orientation obtained by fitting the corre-

sponding OA scans with egn (1). All the measurements were taken at A = 532 nm, and the laser peak intensity was Ip = 280 MW cm
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the magnitude of the SA response can be continuously modu-
lated by rotating the incident linear polarization of the laser
beam: AB/8* = (29 + 5)%. Particularly, the estimated period of
such a modulation is consistent with the 60° symmetry of the
NPA honeycomb lattice.

The effects of dichroism observed in the nonlinear absorp-
tion response of the investigated samples can be explained as
a consequence of the local field enhancement in the NPA.
Following the approach by Debrus et al*** (recently used by
Zheludev and co-workers to describe the nonlinear response of
plasmonic metamaterials®*), the nonlinear absorption coeffi-
cient of the NPA investigated in the present work can be
expressed in terms of the distribution of local electric-field in
the nanoprism array (E) according to the equation:

M5 gy o
E02|E0|2V 7 = & )neffzﬁm G)

Pl

B(8) = Re{

where the integral extends over the metal fraction in the unit
cell volume V (i.e., the volume of a composite layer of silica
embedding the nanoprism array and with the same thickness as
the nanoprism height). E, is the incident field amplitude. n,
and n.¢ are the refractive index of bulk silver and the effective
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refractive index of the NPA, respectively, and (8, is the intrinsic
nonlinear absorption coefficient of a homogeneous silver film.
It was also assumed that the complex cubic susceptibility of the
metal component is dominated by its imaginary part and that
the nonlinear contribution of the silica matrix is negligible with
respect to the metal one.

Therefore, according to eqn (3), an angle-dependent
nonlinear absorption coefficient can be predicted for the
investigated NPA due to the polarization-dependent local
electric-field distribution in the array (i.e., the term £(6)). No
angular dependence is instead expected for the other parame-
ters in eqn (3). Particularly, the effective linear refractive index
of the array, n.¢, was computed from the same field distribution
data using the S-matrix method:** the same value (71 = 0.198)
was obtained for all the polarization orientations. In Fig. 4a-f
we report the electric field enhancement maps (at the z =
0 plane), calculated using FEM simulations for the incident
polarization oriented at the different indicated angles with
respect to the x axis. The simulations were performed at the
wavelength of the dipolar resonance peak (A, = 520 nm). The
maps show that the highest values of the electric-field
enhancement factor, F = |E|/E,, are localized on the
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Fig. 4

(a—f) Simulated maps of electric field enhancement at the z = 0 plane (silica substrate interface) evaluated at Ap = 520 nm. The incident

light beam is orthogonal to the sample surface and the electric field is linearly polarized at the different indicated angles with respect to the X
direction (see Fig. 1c). The white contours indicate enhancement factors F = 1.5, 3, 5 and 25. (g) Values of £(6) in egn (3) as a function of the
polarization angle (blue dots); the blue curve is the best fit to the data performed with the sin function.
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nanoprism tips that are oriented along the direction parallel to
the incident polarization. The white contours indicate the levels
of enhancement factor F = 1.5, 3, 5 and 25. These maps were
used to compute the integral term £(6) in eqn (3). The results of
this calculation are reported in Fig. 4g (blue dots). The data
show an oscillating trend as a function of the polarization angle
well described by the sin function (blue continuous curve) with
a period of 60°, in perfect agreement with the experimental
results shown in Fig. 3b. A modulation amplitude of about 20%
of the average value is obtained in this case, still in agreement
with the experimental result. A small phase shift is present
between the simulated and the experimental data, due to the
fact that, while for the simulations the polarization angle is
perfectly defined with respect to the X direction in the unit cell
of the array, an a priori alignment of the NPA with respect to the
polarization direction of the laser beam during the z-scan
measurements was not possible. Such a shift is taken into
account in the parameter 6* in eqn (2).

These findings further confirm the key role of the hot-spot
formation in controlling the nonlinear optical properties of
the investigated nanoprism arrays, giving rise to the demon-
strated dichroic nonlinear absorption response. On the other
hand, it is important to point out that if we calculate the average
of the field enhancement factor over the whole unit cell of the
array, no angular dependence comes out and a constant value
F = 1.2 is obtained for all the polarization orientations. This is
due to the fact that the tip region is small compared to the unit
cell (a volume ratio of about 4.3% was estimated), and thus the
field enhancement averaged over the whole cell is weakly
influenced by the hot-spots at the nanoprism tips. As a conse-
quence, this explains why, differently from the nonlinear
absorption response, the linear optical absorbance, which is
dependent on the linear component of the electric field, does
not exhibit any dependence on the incident polarization (Fig. 2).

3 Conclusions

The properties of dichroism in the nonlinear absorption
response of Ag nanoprism arrays synthesized via nanosphere
lithography were experimentally investigated using the z-scan
technique. A picosecond laser beam with a low repetition rate
was used to highlight the third-order electronic contribution in
the optical nonlinearity of the samples, minimizing possible
thermal effects. The measurements were performed by exciting
the dipolar surface plasmon resonance of the synthesized
nanoprism arrays. Open aperture z-scan measurements were
performed for different linear polarization directions of the
incident laser beam, in order to investigate the polarization-
dependent nonlinear absorption properties of the investigated
samples. The results showed that the samples have a strong
saturable absorber character, and a continuous, sinusoidal
modulation of the nonlinear absorption coefficient up to about
30% of its average value can be obtained by rotating the inci-
dent polarization. From FEM simulations, it was demonstrated
that the observed dichroic nonlinear absorption behavior can
be quantitatively explained by taking into account the
polarization-dependent local electric-field distribution in the
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nanoarray. The properties highlighted in the present work make
plasmonic nanoprism arrays a very interesting platform for the
development of all-optical nanophotonic devices with fast,
strong and tunable nonlinear optical response. As fast saturable
absorbers, they could be used, for example, to develop solid-
state mode-locking systems in ultra-fast laser devices, with
low saturation intensity and in which the incident polarization
can be exploited for the fine-tuning of the nonlinear absorption
properties. Finally, as a last comment it has to be pointed out
that the approach developed in the present work to explain the
polarization-dependent nonlinear optical properties of the
investigated nanoprism arrays can be used as well to charac-
terize other plasmonic metamaterials. Thus, the incident
polarization becomes an important parameter to take into
account when comparing the nonlinear optical properties of
different nanosystems.
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