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ire arrays supported on carbon
cloth as an efficient 3D binder-free electrode for
non-enzymatic glucose sensing

X. Luo,a M. Huang,a L. Bie,a D. He,a Y. Zhangb and P. Jiang *a

CuCo2O4 nanowire arrays supported on carbon cloth (CuCo2O4 NWAs/CC) were prepared via a simple

hydrothermal synthesis and subsequent calcination process. As a 3D binder-free electrode for non-

enzymatic glucose sensing, CuCo2O4 NWAs/CC shows high sensing performance towards glucose

under alkaline conditions, with a wide detection range from 1 mM to 0.93 mM, a low detection limit of

0.5 mM (S/N ¼ 3), and a high detection sensitivity of 3.93 mA mM�1 cm�2. Moreover, CuCo2O4 NWAs/CC

shows good selectivity in the presence of common interferents and good reproducibility for glucose

detection, which make it a promising electrode material for sensitive determination of glucose in human

samples.
Introduction

It is of great demand to have a reliable method to detect glucose
in a variety of elds ranging from biomedical applications to
ecological approaches.1–3 Despite the high sensitivity and
selectivity of electrochemical enzymatic glucose sensors, these
sensors oen suffer from the high cost of the enzyme, tedious
enzyme immobilization, and the inherent instability of
enzymes.4 Therefore, it is highly attractive to develop electro-
chemical non-enzymatic glucose sensors.

Metals such as gold,5,6 platinum,7,8 palladium,9,10 copper,11,12

cobalt,13,14 nickel15,16 and their metal alloys17,18 have been widely
investigated and exploited for non-enzymatic glucose sensing. It
should be noted that noble metals and their alloys exhibit high
catalytic activity towards glucose oxidation, but their high cost
and low availability limit their large-scale application. As such,
it is highly desirable to develop inexpensive and earth-abundant
3d transition metal based electrode materials for electro-
chemical glucose sensing. Transition metals such as copper,11,12

cobalt,13,14 and nickel15,16 have served as effective electrode
materials for fabrication of non-enzymatic electrochemical
glucose sensors with high sensitivity and selectivity.

Copper oxide19,20 and cobalt oxide13,21 have attracted more
attention for non-enzymatic glucose sensing because of their
simple synthesis process, super electrochemical property and
good chemical stability. Their mixed metal oxide CuCo2O4,
obtained from replacing Co2+ in Co2+(Co2)

3+O4 spinel structure
with Cu2+, exhibits higher electrical conductivity and
terials, College of Chemistry, Chongqing
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electrochemical activity than their monometallic oxides.11,22

Consequently, CuCo2O4 shows enhanced electrochemical
performance in Li-ion batteries, supercapacitors11,23 and water
splitting.22 Because of the complex chemical compositions and
the synergetic effect of both individual components, CuCo2O4

should be expected as a promising material for glucose sensing
with improved performance. Indeed, the most recent reports11,23

have demonstrated successfully the use of CuCo2O4 nanosheets
grown on graphite paper and on indium doped tin oxide (ITO)
coated glass substrates as non-enzymatic glucose sensor, with
the detection sensitivity of 3.625 and 8.25 mA mM�1 cm�2,
respectively. CuCo2O4 nanowire arrays, which are uniformly
grown on a conductive substrate, are known to be benecial for
the electronic conduction along the axial direction24–27 from the
arrays to their substrate. However, its application towards
electrochemical glucose detection has not been explored before.

Here, we prepared CuCo2O4 nanowire arrays supported on
carbon cloth (CuCo2O4 NWAs/CC) via simple hydrothermal
synthesis and subsequent calcination process, and used it as
a kind of binder-free electrode for non-enzymatic glucose
sensing. The present sensor displays high performance with
a wide linear range, a high detection sensitivity and a good
selectivity against normal interferences. The excellent perfor-
mance of CuCo2O4 NWAs/CC should be attributed to the
following reasons: (1) binary transition metal composition of
CuCo2O4 endows it improved electrochemical properties due to
the synergetic effect. (2) 3D nanowire array construction not
only facilitates electron transfer, but benet for more active site
exposure.28,29 (3) The fabrication of binder-free electrode by
directly grow CuCo2O4 NWAs on CC surface avoids the use of
polymer binder (Naon or PTFE) as a lm-forming agent in the
course of active phase immobilization on electrode surfaces,
which benets for more active site exposure and reduces the
RSC Adv., 2017, 7, 23093–23101 | 23093
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series resistance of the device,30 leading to the enhanced
activity.31,32

Experimental section
Materials

CC was purchased from Cetech Co. Ltd. (Taiwan, China).
Ethanol, acetone, urea, CoCl2$6H2O, CuCl2$2H2O, and NaOH
were purchased from Chengdu Chemical Reagent Factory
(Chengdu, China). Ascorbic acid (AA), uric acid (UA), dopamine
(DA) and D-(+)-glucose were supplied by J&k Chemical Ltd.
(China). Human serum samples were friendly supplied by
Chongqing Emergency Medical Central. All aqueous solutions
were prepared with deionized water.

Preparation of CuCo2O4 NWAs/CC

Prior to hydrothermal synthesis, a piece of carbon cloth (2.5 cm
� 2 cm) was cleaned by sonication sequentially in acetone,
water, and ethanol for 10 min, respectively. In a typical proce-
dure, 2.0 mmol CoCl2$6H2O, 1.0 mmol CuCl2$2H2O, and
9.0 mmol urea were dissolved in 15 mL water under vigorous
stirring for 10 min. Then the solution was transferred into
a Teon-lined stainless autoclave and the cleaned CC was
immersed into the solution. The autoclave was sealed and
maintained at 120 �C for 6 h in an electric oven. Aer the
autoclave cooled down slowly at room temperature, the
precursor was taken out and washed with water and absolute
alcohol thoroughly and dried in air. To prepare CuCo2O4 NWAs/
CC, the obtained precursor was annealed at 300 �C for 2 h in
owing nitrogen and then cooled to ambient temperature.

Preparation of CuO and Co3O4 nanostructures grown on CC

For comparision, single component of metal oxide nano-
structure grown on CC was prepared with the same synthesis
process as that of CuCo2O4 NWAs/CC except single CuCl2$2H2O
or 3.0 mmol CoCl2$6H2O was dissolved in urea solution. That is
to say, 3.0 mmol CuCl2$2H2O or 3.0 mmol CoCl2$6H2O was
dissolved in urea solution to prepare CuO or Co3O4 nano-
structures grown on CC, respectively.

Characterizations

Powder XRD data were acquired on a RigakuD/MAX 2550
diffractometer with Cu Ka radiation (l ¼ 1.5418 Å). SEM
measurements were carried out on a XL30 ESEM FEG scanning
electron microscope at an accelerating voltage of 20 kV. Trans-
mission electron microscopy (TEM) image of CuCo2O4 NTAs
were performed on a HITACHI H-8100 electron microscopy
(Hitachi, Tokyo, Japan) with an accelerating voltage of 200 kV.
XPS measurements were performed on an ESCALABMK II X-ray
photoelectron spectrometer using Mg as the exciting source.

Electrochemical test

All electrochemical measurements were performed on a Autolab
PGSTAT 302 electrochemical workstation (Metrohm Ltd, Swit-
zerland). A typical three-electrode system was employed with
23094 | RSC Adv., 2017, 7, 23093–23101
a statured Ag/AgCl as reference electrode, a Pt wire as counter
electrode, and the CuCo2O4 NWAs/CC (0.5 cm � 0.5 cm) as
a working electrode. All electrochemical experiments were per-
formed at room temperature and all the potentials are reported
against the saturated Ag/AgCl reference electrode. For ampero-
metric detection, all measurements were performed by applying
an appropriate potential to the working electrode and allowing
the transient background current to decay to a steady-state
value before the addition of the analyte. The solution was stir-
red to provide convective transport.
Results and discussion

Scheme 1 illustrates the fabrication process of CuCo2O4 NWAs/
CC and its application as non-enzymatic glucose sensor.
CuCo2O4 was synthesized via simple hydrothermal and subse-
quent calcination process. The mechanism was known as the
incorporation Cu2+ to Co2+ from Co2+(Co3+)2O4 spinel structure,
and the corresponding chemical reaction can be expressed as
follows:11

NH2(CO)NH2 + 5H2O / 4NH4
+ + 2OH� + CO3

2� + CO2

(1)

(Cu2+,Co2+) + 2OH� + 2CO3
2� / (Cu,Co)2(CO3)(OH)2 (2)

Cu2(CO3)(OH)2 + 2Co2(CO3)(OH)2 + O2 /

2CuCo2O4 + 3CO2 + 3H2O (3)

Fig. 1a shows the X-ray diffraction (XRD) pattern of CuCo2O4

NWAs/CC. The diffraction peaks positioned at 19.1�, 31.4�,
36.9�, 39.0�, 45.1�, 56.0�, 59.6�, 65.7�, and 77.6� can be well
identied as (111), (220), (311), (222), (400), (422), (511), (440)
and (533) planes of the spinel CuCo2O4 phase (JCPDS 01-1155).
The strong peaks at 26� and 43� marked with “*” are assigned to
the CC substrate. This fact demonstrates the successful fabri-
cation of CuCo2O4 grown on CC. Fig. 1b shows the low-
magnication scanning electron microscopy (SEM) image of
CuCo2O4 NWA/CC. As observed, the entire surface of the CC is
covered uniformly by a dense packed CuCo2O4 nanowire arrays.
The high-magnication SEM image (Fig. 1c and d) further
reveals these nanowires with diameter about 200 nm grow
vertically and bundle on CC with smooth surface. Fig. 1e shows
the transmission electron microscopy (TEM) image of CuCo2O4

NW, further conrming its 1Dmorphology. The high-resolution
(HRTEM) image of the selected area in Fig. 1e shows well-
resolved lattice fringes with interplanar distances of 0.24 nm,
which can be indexed to the (311) plane of CuCo2O4.

The chemical composition and their oxidation state of
CuCo2O4 NWAs/CC were further analyzed by XPS measure-
ments. The survey spectrum (Fig. 2a) shows the presence of C,
Cu, Co, and O elements. Fig. 2b shows the XPS 2p spectra in the
Cu(2p) regions. As shown, four peaks occur at binding energies
of 934.4, 942.8, 954.2 and 962.0 eV. The peaks at 934.4 and
954.2 eV could be assigned to Cu 2p3/2 and Cu 2p1/2, while the
peaks at 942.8 and 962.0 eV could be indexed to the satellite
This journal is © The Royal Society of Chemistry 2017
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Scheme 1 The illustration of the fabrication of CuCo2O4 NWAs/CC and the possiblemechanism of non-enzymatic glucose electro-oxidation on
CuCo2O4 NWAs surface in alkaline medium.

Fig. 1 (a) XRD patterns and (b–d) SEM images with different magnification of CuCo2O4 NWAs/CC. (e) TEM and (f) HRTEM images taken from one
single CuCo2O4 NW.

This journal is © The Royal Society of Chemistry 2017 RSC Adv., 2017, 7, 23093–23101 | 23095
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Fig. 2 XPS spectra of (a) survey scan, (b) Cu 2p, (c) Co 2p and (d) O 1s for CuCo2O4 NWAs/CC.

Fig. 3 (a) XRD patterns of CuO and Co3O4 nanostructures grown on
CC. (b) SEM images of CuO and (c) Co3O4 nanostructures grown on
CC.
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peaks of Cu2+.33 The Co 2p spectrum (Fig. 2c) have two peaks at
binding energies of 780.0 and 795.1 eV which could be assigned
to Co 2p3/2 and Co 2p1/2, suggesting the Co(III) ions in the low
spin state. Fig. 2d shows the O 1s spectrum which was resolved
into three components (O1, O2, and O3) with binding energies
of 529.6, 531.4 and 533.2 eV. These peaks correspond to the
lattice O2� species, surface oxygen and absorbed oxygen
species, respectively.33 The XPS measurements support above
XRD results and conrm the successfully formation of CuCo2O4

phase.
Noted that single component of metal oxide nanostructure

grown on CC can be prepared under the same synthesis process.
When 3.0 mmol CuCl2$2H2O was dissolved into urea solution
and taken as precursor solution for hydrothermal synthesis
followed the calcination, the product was found to be CuO. As
shown in Fig. 3a, the diffraction peaks of the product was well
indexed to the characteristic diffraction peaks of CuO (JCPDS
45-0937). The obtained CuO exhibits nanoparticle morphology
and covers on CC (CuO NPs/CC) uniformly with the diameter
around 100 nm (Fig. 3b). While 3.0 mmol CoCl2$6H2O dissolved
and taken as precursor solution gives Co3O4 (JCPDS 43-1003)
nanowire arrays supported on CC (Co3O4 NWAs/CC) (Fig. 3a and
c). This fact suggests the important role of cobalt salt in the
CuCo2O4 nanowire morphology formation.

CuCo2O4 NWAs/CC was directly utilized as working electrode
for electrochemical test without any other pretreatment. Fig. 4a
exhibits the electrochemical behavior of CC and CuCo2O4

NWAs/CC in absence and presence of 0.5 mM glucose in 0.1 M
NaOH solution. Blank CC gives no redox peak in absence
(blue curve) and presence (green curve) of glucose. In contrast,
23096 | RSC Adv., 2017, 7, 23093–23101
CuCo2O4 NWAs/CC shows two broad peaks at 0.4 V and 0.6 V in
the anodic scan, and a broad peak from 0.8 V to 0.3 V in
cathodic scan in absence of glucose (red curve). Likemany other
This journal is © The Royal Society of Chemistry 2017
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Fig. 4 (a) CVs of CC in the absence (blue curve) and presence (green curve) of 0.5 mM glucose, and CuCo2O4 NWAs/CC in the absence (red
curve) and presence (black curve) of 0.5 mM glucose in 0.1 M NaOH solution with a scan rate of 20mV s�1 (b) CVs of CuCo2O4 NWAs/CC in 0.1 M
NaOH solution containing 0.5 mM glucose at various scan rates of 10, 20, 30, 40, 50 mV s�1. Inset: the corresponding plots of current density vs.
the scan rate. (c) CVs of CuCo2O4 NWAs/CC, Co3O4 NWAs/CC and CuONPs/CC in 0.1 M NaOH solution containing 0.5 mM glucose with a scan
rate of 20 mV s�1 (d) EIS results of CuCo2O4 NWAs/CC, Co3O4 NWAs/CC and CuO NPs/CC electrodes in 0.1 M NaOH solution. Inset is the
amplifier region.
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Cu based glucose enzyme-free sensor,20,34,35 the oxidative
current of Cu(II) to Cu(III) positioned at around 0.4 V was not
obvious in the CuCo2O4 NWAs, which was agreed well with that
of CuO NPs/CC in alkaline solution (green curve in Fig. 4c).
Therefore, oxidative peaks at 0.4 V and 0.6 V can be attributed to
the Co(II)/Co(III) and Co(III)/Co(IV) transitions,23 which can be
conrmed by the electrochemical behavior of Co3O4 NWAs/CC
(Fig. 4c). The broad redox peaks at around 0.42 V are obvious
for bare CuCo2O4 NWAs/CC electrode in alkaline solution,
which can be assigned to the Co(IV)/Co(III), Co(III)/Co(II) and
Cu(III)/Cu(II) transitions associated with anions OH�.23 The
introduction of 0.5 mM glucose (black curve in Fig. 4a) causes
a notable increase in anodic peak current density at 0.50 V,
followed a gradual decrease in cathodic peak current density at
0.52 V, indicating an irreversible electro-oxidation reaction
occurred at approximately around 0.50 V during electro-
chemical scanning.34 These observations suggest the efficiency
of CuCo2O4 NWAs/CC towards glucose electrooxidation. The
possible electrocatalytic mechanism can be expressed as
followings:23,36

2CuCo2O4 + OH� + H2O / CuOOH + 2CoOOH + e

CoOOH + OH� / CoO2 + H2O + e
This journal is © The Royal Society of Chemistry 2017
CoO2 + glucose / CoOOH + gluconolactone

CoOOH + glucose / Co(OH)2 + gluconolactone

CuOOH + glucose / Cu(OH)2 + gluconolactone

The kinetics of glucose oxidation on CuCo2O4 NWAs/CC
electrode was examined by studying cyclic voltammograms
(CVs) at different scan rates in 0.1 M NaOH solution containing
0.5 mM glucose. As shown in Fig. 4b and inset, both anodic and
cathodic peak current densities exhibit good linear relationship
with the scan rate within the range of 10–50 mV s�1, indicating
a surface-controlled process of glucose oxidation on the
CuCo2O4 NWAs/CC electrode.

Here, we compared electrochemical behavior of CuCo2O4

NWAs/CC, Co3O4 nanowire arrays supported on CC (Co3O4

NWAs/CC) and CuO nanoparticles grown on CC (CuO NPs/CC).
Fig. 4c shows CVs of CuCo2O4 NWAs/CC, Co3O4 NWAs/CC and
CuO NP/CC in 0.1 M NaOH solution containing 0.5 mM glucose
with a scan rate of 20 mV s�1. A weak anodic peak at 0.50 V was
observed on CuO NPs/CC, a larger anodic peak on Co3O4 NWAs/
CC, while the largest redox peak on CuCo2O4 NWAs/CC elec-
trode, indicative of the highest catalytic activity of CuCo2O4

NWAs/CC towards glucose. We further examined electro-
chemical impedance spectrum (EIS) of these electrodes to
RSC Adv., 2017, 7, 23093–23101 | 23097
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Fig. 6 (a) Amperometric response of CuCo2O4 NWAs/CC with
successive addition of the glucose solution with different concentra-
tions in to 0.1 M NaOH solution. Inset shows the amplified response
curve of CuCo2O4 NWAs/CC in a low glucose concentration indicated
by a rectangle. (b) Calibration curve for current density vs. concen-
tration of glucose.
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evaluate their electron transfer activity. Fig. 4d shows EIS results
of CuCo2O4 NWAs/CC, Co3O4 NWAs/CC and CuO NPs/CC elec-
trodes in 0.1 M NaOH solution. In the low-frequency region,
CuCo2O4 NWAs/CC shows a more ideal straight line, suggesting
a more efficient electrolyte and proton diffusion. Moreover, the
amplier region in inset clearly shows that CuCo2O4 NWAs/CC
has a lowest series resistance (13.8 U) among these electrodes.
All these results demonstrated the enhanced electron conduc-
tivity of CuCo2O4 NWAs/CC and improved catalytic activity
towards glucose, which should be attributed to the synergetic
effect provided by copper and cobalt ions in CuCo2O4 spinal
structures.

Since the applied potential has a signicant effect on the
response of an electrochemical sensor, it is of great importance
to choose the optimal working potential. Fig. 5 shows amper-
ometric responses of CuCo2O4 NWAs/CC to successive addition
of 10 mM glucose into 0.1 M NaOH solution at different poten-
tials. Obviously, the steady-state current response of 10 mM
glucose increased rapidly from 0.45 to 0.55 V, and then gradu-
ally decreased from 0.55 to 0.60 V. Therefore, 0.55 V was chosen
as the optimum applied potential for glucose detection, and the
followed amperometric detection of glucose was performed
under this potential.

Fig. 6a shows amperometric response of CuCo2O4 NWAs/CC
with successive addition of the glucose solution with different
concentrations into 0.1 M NaOH solution, at an applied
potential of 0.55 V. The addition of glucose was incremented at
the rate of 1, 5, 10, 50, and 100 mM, respectively. The successive
additions of glucose caused a stepped increase in the anodic
peak current. Inset shows the amplied response curve of
CuCo2O4 NWAs/CC in a low glucose concentration indicated by
a rectangle in Fig. 6a. As shown, the response increases
immediately and reaches 95% of the steady state value within
5 s, suggesting a fast amperometric response behavior. The
calibration curves of the oxidative current density versus glucose
concentration are plotted in Fig. 6b. The linear regression is j
(mA cm�2)¼ 3.93C (mM) + 0.1095 (R2¼ 0.998). CuCo2O4 NWAs/
CC displays a linear range from 1 mM to 0.93 mM, with
Fig. 5 Amperometric response with successive addition of 10 mM
glucose at different potentials.

23098 | RSC Adv., 2017, 7, 23093–23101
a sensitivity of 3.93 mA mM�1 cm�2 and a detection limit of 0.5
mM (S/N ¼ 3). Such sensitivity is better than those of Cu based
nanomaterial, such as 0.408 mA mM�1 cm�2 of Cu/CuO/ZnO
hybrid hierarchical nanostructures,37 0.418 mA mM�1 cm�2 of
Cu(OH)2 nanotubes array,38 1.42 mA mM�1 cm�2 of hyper-
branched Cu@Cu2O coaxial nanowires mesh electrode,39

1.065 mA mM�1 cm�2 of CuO/graphene nanocomposites,40 and
so on. Moreover, such sensitivity is also comparable to the that
of other Co based nanostructures like 0.526 mA mM�1 cm�2 of
porous CoOOH nanosheet array,41 2.60 mA mM�1 cm�2 of
ultrane Co3O4 nanocrystals embedded carbon matrics,21 0.46
mA mM�1 cm�2 of Co3O4/PbO2 core–shell nanorod array,42 and
0.471 mA mM�1 cm�2 of 3D hierarchical porous cobalt oxide,43

etc. (Table 1). Compared with the reported CuCo2O4 nanosheet
electrode,11,23 the present sensor still displays more favorable
performance including higher sensitivity,11 wider linear
ranger,11,23 and lower detection limit.11,23 Such higher perfor-
mance of CuCo2O4 NWAs/CC can be attributed to the following
reasons: (1) the synergetic effect of copper and cobalt offers
CuCo2O4 higher electron conductivity and electrochemical
This journal is © The Royal Society of Chemistry 2017
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Table 1 Analytical performances of CuCo2O4 NWAs/CC and other copper and cobalt based non-enzymatic glucose sensors

Electrode
Applied
potential (V)

Sensitivity
(mA mM�1 cm�2)

Linear
range (mM)

Detection
limit (mM) Reference

Cu/CuO/ZnO hybrid hierarchical
nanostructures

0.50 0.408 0.1 to 1 18 37

Cu(OH)2 nanotube arrays 0.4 0.418 Up to 3 0.5 38
Hyper-branched Cu@Cu2O coaxial
nanowires

0.6 1.42 0.0007 to 2 0.04 39

CuO/graphene nanocomposites 0.6 1.065 0.001 to 8 1 40
CoOOH nanosheet array 0.52 0.526 0.003 to 1.109 1.37 41
Co3O4 nanocrystals embedded carbon
matrics

0.55 2.60 0.01 to 0.8 1.0 21

Co3O4/PbO2 core–shell nanorod array 0.55 0.46 0.005 to 1.2 0.31 42
3D hierarchical porous cobalt oxide 0.59 0.471 0.001 to 0.3 0.1 43
CuCo2O4 nanosheet on graphite paper 0.6 3.625 Up to 0.32 5 11
CuCo2O4 nanosheet on ITO 0.3 8.25 0.005 to 0.11 5.2 23
CuCo2O4 NWAs/CC 0.55 3.93 0.001 to 0.93 0.5 This work
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activity. (2) 3D CC as conductive substrate facilitates more
catalyst loading and more active site exposure. (3) The direct
growth of CuCo2O4 NWAs on CC avoids the use of polymer
binder, ensuring intimate contact and excellent electrical
connection between them.30 (4) 1D nanowire array structure of
Fig. 7 (a) Amperometric response of CuCo2O4 NWAs/CC upon addition
0.01 mM AA and 0.1 mM glucose at an applied potential of 0.55 V in 0.1
glucose and three serum samples at an applied potential of 0.55 V in 0.1
electrode towards 0.01 mM glucose initially and after a month.

This journal is © The Royal Society of Chemistry 2017
CuCo2O4 is known to be benecial for the electronic conduction
along the axial direction from the arrays to their substrate.

Selectivity is another major parameter for the practical use of
glucose sensors, so it is important to perform anti-interference
analysis. Dopamine (DA), ascorbic acid (AA), and uric acid (UA)
of successive addition of 0.1 mM glucose, 0.01 mM UA, 0.01 mM DA,
M NaOH solution. (b) Amperometric response upon addition of 5 mM
M NaOH solution. (c) Amperometric response of CuCo2O4 NWAs/CC

RSC Adv., 2017, 7, 23093–23101 | 23099
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Table 2 Glucose concentration in human serum samples that obtained in the hospital and those obtained by the CuCo2O4 NWAs/CC electrode

Sample

Glucose concentration
obtained from the hospital
(mM)

Glucose concentration
obtained from the present
sensor (mM) RSD (%) Bias (mM)

1 5.34 5.21 2.64 �0.13
2 6.26 6.35 2.33 0.09
3 6.47 6.52 1.26 0.05
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have similar electroactive behavior to glucose and usually
coexist with glucose in human samples. We thus evaluated the
anti-interference performance of CuCo2O4 NWAs/CC towards
these interfering species. Fig. 7a shows the amperometric
responses of CuCo2O4 NWAs/CC electrode at 0.55 V in 0.1 M
NaOH with successive addition of 0.1 mM glucose, 0.01 mMUA,
0.01 mM DA, 0.01 mM AA and 0.1 mM glucose. Note that the
normal physiological level of glucose (3–8 mM) is more than 10
times higher than those of the other three interfering species,44

the molar ratio of 10 : 1 was thus used for glucose and inter-
ferences to estimate their interference effects on the glucose
sensing. As observed in Fig. 7a, CuCo2O4 NWAs/CC has
remarkable response for glucose but negligible response for
interfering species and the current density increases again with
another addition of 0.1 mM glucose. These results demonstrate
the superior selectivity of CuCo2O4 NWAs/CC against common
interferences in glucose sensing.

To verify its feasibility for routine analysis, we further eval-
uated the reliability of the CuCo2O4 NWAs/CC electrode by
detecting the glucose in human serum samples. All human
serum samples were friendly supplied by Chongqing Emer-
gency Medical Central. Fig. 7b shows the amperometric
responses of the CuCo2O4 NWAs/CC electrode with addition of 5
mM glucose and three human serum samples at an applied
potential of 0.55 V in 0.1 M NaOH solution. The determination
of each sample was done three times to verify the reproduc-
ibility of the values. The concentration of glucose was deter-
mined by comparing the amperometric response of 5 mM
glucose and that of human serum sample. Table 2 lists the
glucose concentrations in serum samples obtained by the
CuCo2O4 NWAs/CC electrode and those measured by the
hospital. The relative standard deviations (RSD) and bias are
less than 3% and 0.13 mM, respectively. These observations
indicate that CuCo2O4 NWAs/CC electrode is suitable for prac-
tical sample testing.

The reproducibility and stability of the CuCo2O4 NWAs/CC
electrode was also examined in our experiments. The repro-
ducibility can be obtained by measuring the current response
towards 0.01 mM glucose in 0.1 M NaOH solution at the
CuCo2O4 NWAs/CC electrode. The relative standard deviation
(RSD) of ve parallel experiments was found to be 2.58%, sug-
gesting reproducibility for glucose sensing. Additional, the
above-mentioned results obtained from human samples (Table
2) also conrm the good reproducibility of present sensor. The
long-term stability of the CuCo2O4 NWAs/CC electrode was
evaluated by comparing the amperometric response towards
0.01 mM glucose in 0.1 M NaOH solution before and aer
23100 | RSC Adv., 2017, 7, 23093–23101
a month. As observed Fig. 7c, the current response was found
maintained 87% of the original value aer a month conserva-
tion at room temperature, implying the good long-term stability
of the present sensor.

Conclusions

CuCo2O4 NWAs/CC was fabricated via simple hydrothermal
with subsequent annealing process. As a binary metal oxide
based 3D nanowire arrays bind-free electrode, CuCo2O4 NWAs/
CC has been proved as an efficient catalyst electrode for non-
enzymatic glucose sensing under alkaline conditions. This
electrode exhibits high performance towards glucose with
a wide linear range, a low detection limit, a high sensitivity
and selectivity, as well as good reproducibility and long-term
stability.
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