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Poly(3,4-ethyldioxythiophene):poly(styrene sulfonate) (PEDOT:PSS), as an thermoelectric(TE) material,
exhibits a high electrical conductivity and ZT value (1071-10°). Nevertheless, a low thermovoltage of the
organic thermoelectric materials must be overcome, in comparison to that of semi metals. Recently, to
address these challenges, several researchers have investigated PEDOT:PSS/carbon material composites.
Herein, a transparent and flexible hybrid film made up of rapid thermal chemical vapor deposition
(RTCVD) graphene and PEDOT:PSS results in enhanced TE performance. The PEDOT:PSS was
synthesized by oxidative polymerization, and the hybrid process of the graphene film and PEDOT:PSS
film was conducted using the layer-by-layer method. The results of AFM and Raman spectroscopy
revealed that the synergistic effect through composite films improved the electrical properties. The
maximum electrical conductivity and power factor of the RTCVD graphene/PEDOT:PSS (RCG/P) hybrid
film were 1096 S cm™* and 57.9 pW m™* K2, respectively. In addition, the RCG/P hybrid film exhibited
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Introduction

A flexible thermoelectric (TE) generator is an important energy
harvesting system for convenient electronics. In terms of flexi-
bility, organic materials are often compared with inorganic
materials because they can undergo solution processing."” In
recent years, poly(3,4-ethyldioxythiophene):poly(styrene sulfo-
nate), which is a representative conducting polymer, has been
actively investigated, amongst other organic thermoelectric
materials such as polyacetylene (PA), polyaniline (PANI), poly-
pyrrole (PPy) and polythiophene (PT).*® The PEDOT:PSS has
attracted significant attention due to its excellent electrical
conductivity, optical properties, and water solubility. Further-
more, when it is treated with some organic solvents such as
dimethyl sulfoxide (DMSO), or ethylene glycol (EG), its electrical
conductivity dramatically increases due to a conformational
change in the PEDOT chains.'®"* Despite PEDOT:PSS having
a high electrical conductivity, facile processing, cheap cost, and
low thermal conductivity, its TE figure of merit (Z7) is smaller
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excellent mechanical flexibility and stability.

than that of inorganic materials such as bismuth telluride
(Bi,Te3), antimony telluride (Sb,Tes), and silicon (Si). The ZT
value of inorganic materials can be improved by controlling
their nano-structure.”*** However, the high thermal conduc-
tivity, high cost, difficulty of processing, and toxicity of inor-
ganic materials are problems that remain to be solved. To
overcome these limitations, several researchers have studied
composites made up of conducting polymers and inorganic or
carbon-based materials.*>°

In the case of conductive polymer/carbon-based material
composites, CNTs (carbon nanotubes), or graphene, can
interact with the backbone of the polymer due to their delo-
calized m-electrons. The m-m stacking interaction between
carbon-based materials and polymers results in an improved
electrical conductivity, chemical stability, and thermoelectric
performance. A composite processing technique, where the
carbon-based materials are dispersed in the organic polymer
solution, is conducted by blending the different contents. In
addition, composites made through the in situ polymerization
of the monomers in the presence of the carbon-based materials
have been vigorously investigated. These composites show
a very low thermal conductivity because the CNTs, or graphene
sheets, are covered with the organic polymer. Therefore,
conductive polymer/carbon-based material composites are
promising TE materials. In a previous study, we demonstrated
that the hybridization of one-dimensional CNTs and two-
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dimensional graphene platelets with PEDOT:PSS, using in situ
polymerization, resulted in remarkably enhanced TE proper-
ties.”* In this study, we investigated a flexible and transparent
film using RTCVD graphene coated with a PEDOT:PSS con-
ducting layer. The RTCVD graphene was transferred onto a PET
substrate. By introducing the PEDOT:PSS conducting polymer,
the defects on the graphene film surface were covered well, and
its electrical properties were improved without a loss in trans-
mittance. The results show the potential of a transparent film,
which inorganic composites could not overcome for application
in the TE devices. In addition, the w—m stacking interaction
between graphene and the backbone of PEDOT:PSS results in
a flexible film with enhanced electrical and thermoelectric
properties, and an excellent bending stability, in comparison
with untreated graphene film.

Experimental

Materials

Sodium persulfate (Na,S,0g, =99.0%), iron(m) sulfate
[Fe,(SO,)3, 97%], 3,4-ethylenedioxythiphene (EDOT), poly
(sodium 4-styrenesulfonate) (PSS), and isopropyl alcohol (IPA),
dimethyl sulfoxide (DMSO), the cation exchange resin, and
anion exchange resin were purchased from Sigma Aldrich Co.,
Yongin-Si, Gyeonggi-do, Korea. The RTCVD graphene* was
provided by HAESUNGDS Co., LTD, and the graphene films
were transferred onto a PET substrate.

Preparation of PEDOT:PSS

The polymerization of PEDOT in the presence of PSS was similar
to that in our previous report.> The aqueous dispersion of PSS
was bubbled with inert argon gas (99.999%) for 60 min at a rate
of 3 L min~" in order to remove the dissolved oxygen from the
aqueous medium and to minimize the over-oxidation of the
EDOT units during polymerization. The EDOT monomer (5.01
g) was then added and mixed using a mechanical stirrer for
30 min in the dispersion. The oxidizing reagents iron(u) sulfate
(0.20 g, 5.01 x 10~* mol) and sodium persulfate (8.02 g, 3.45 x
107> mol) were dissolved in 50 mL of deionized water. The
solutions were then added to the EDOT and PSS/carbon mate-
rial dispersion to facilitate the oxidative polymerization of
EDOT in the presence of PSS. The polymerization was carried
out for 48 h at 5 °C with bubbling of inert argon (Ar) gas. After
the polymerization, the product was blended with 300 mL of
a mixture of bead-type cation and anion exchange resins for 1 h,
followed by filtering through a 30 um mesh.

Characterization

Atomic force microscopy (AFM) measurements were carried out
using a Park systems AFM apparatus (model XE-100) in the
tapping mode. Raman spectra were obtained using a Raman
spectrometer (Horiba Jobin Yvon, model LadRam Aramis).
RTCVD graphene, which was transferred onto a Cu substrate,
was used for the Raman measurements. The transmittance of
the graphene films and hybrid films was obtained by UV-Vis
spectrophotometry (JASCO Corporation, model V-650). The
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thickness of the hybrid films was measured using a surface
profiler (Bruker, model DektakXT Stylus Profiler).

Analysis of the electrical and thermoelectric properties

The sheet resistance of graphene films and the hybrid films was
measured by a four-point probe resistivity measurement system
(NAPSON Corporation, model RT-70V/RG-5). The electrical
conductivity measurements of the pristine PEDOT:PSS and
hybrid films were performed using the Van der Pauw method.
The Seebeck coefficient of PEDOT:PSS and the hybrid films was
obtained using a self-produced measurement system. The
above measuring equipment consist of a four probe station (MS
TECH, model 4000), source meter (KEITHLEY 2400), power
supply (KEITHLEY 2200), nanovoltmeter (KEITHLEY 2182A),
and switch system (KEITHLEY 7001). The temperature gradient
(AT = 5 K) for the Seebeck coefficient measurement was carried
out using two Peltier elements. To measure the electrical and
thermoelectric properties, Ag electrode was deposited onto the
PEDOT:PSS films and hybrid films. The electrodes were
arranged with intervals of 10 mm between them.

Results and discussion

Preparation of the RTCVD graphene/PEDOT:PSS (RCG/P)
hybrid films

For the facile hybridization of RTCVD graphene and
PEDOT:PSS, a layer-by-layer method was used. Scheme 1 pres-
ents the details of the hybridization process. To improve the
coating stability of the PEDOT:PSS layer, RTCVD graphene,
which was transferred onto a PET substrate, was irradiated with
ultraviolet light at 365 nm for 5 min. With suitable UV treat-
ment, the surface of the pristine graphene film changed from
hydrophobic to hydrophilic.”® After the UV irradiation, the
PEDOT:PSS, doped with 5 wt% DMSO, was dropped onto the
RTCVD graphene film and spin coated at various spin speeds
(500, 700, 1000, 2000, and 3000 rpm). The residual solvents in
the PEDOT:PSS solution were evaporated via an annealing
process at 150 °C for 2 min.

Morphology analysis of the RCG/P hybrid film

AFM topology images of the RTCVD graphene film and the RCG/
P hybrid film are shown in Fig. 1. The surface of the graphene
film contained numerous defects, as shown in Fig. 1(a), due to
the transfer process from the Cu foil to the PET substrate (AFM
image of RTCVD graphene on the Cu foil is shown in Fig. S37).
Numerous graphene creases led to serious problems such as
the deterioration of the sheet resistance and its physical
strength.>*?® On the other hand, the surface of the RCG/P
hybrid film displays the wrinkling and folding of the gra-
phene sheet covered with a PEDOT:PSS thin film (see Fig. 1(b)).

Raman studies of the RCG/P hybrid film

The hybridization process improves not only the surface
uniformity of the graphene film, but also its electrical proper-
ties. We expect the interaction between the PEDOT:PSS layer
and graphene sheet to result in a synergic effect of the electrical

This journal is © The Royal Society of Chemistry 2017
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Scheme 1 Schematic hybridization process of RTCVD graphene and PEDOT:PSS, - stacking interaction interface between graphene and

PEDOT:PSS chains.

RTCVD graphene Graphene / PEDOT:PSS

Fig. 1 AFM images of (a) RTCVD graphene, and (b) the PEDOT:PSS
coated graphene.

properties in the RCG/P hybrid film. In other words, m-m
stacking interaction enhances the electrical conductivity and
thermoelectric properties of the RCG/P hybrid film. To analyse
the interfacial interactions, we obtained the Raman spectra of
the RTCVD graphene and RCG/P hybrid film. The typical Raman
shifts of graphene are the G peak at about 1582 cm ™" and the 2D
peak at about 2700 cm™*.>” As shown in Fig. 2(b), the G and 2D
peaks of RTCVD graphene appear in 1598 cm™ ' and 2705 cm ™,
respectively. In the case of the RCG/P hybrid film, these bands
are observed at 1605 cm™ " and 2726 cm™ " (see Fig. 2(a)). This
red shift in the Raman spectrum of the conducting polymer/
graphene composites is the most clear evidence confirming
the interaction between the PEDOT:PSS chains and graphene
(i.e. m- stacking interaction).”® Therefore, the m-m stacking
interaction is an important mechanism that accounts for the
enhanced electrical conductivity and thermoelectric perfor-
mance of the RCG/P hybrid film.>**" In Fig. 2(a), the other peaks
identified between 1200 and 1500 cm ™" are the characteristic
peaks of PEDOT:PSS. The peaks at 1260 cm ™, 1367 cm ™%, 1436
em !, and 1502 em ! correspond to the C-C interring stretch-
ing, C-C stretching, C=C symmetric stretching, and C=C
asymmetric stretching vibrations, respectively.*?

This journal is © The Royal Society of Chemistry 2017

Transmittance of the RCG/P hybrid film

We also obtained the optical transmittance (at 550 nm) of the
RTCVD graphene film and RCG/P hybrid films, which were
coated using various spin rates (500, 1000, 3000 rpm), using
a UV-Vis spectrophotometer. As shown in Fig. 3, the trans-
mittance of the RTCVD graphene film is 95%, and those of the
RCG/P hybrid films are 88.3% at 500 rpm, 92.0% at 1000 rpm,
and 93.9% at 3000 rpm. In accordance with the rotation speeds
of the spin coater, the RCG/P hybrid films exhibit small differ-
ences in their transmittance. In particular, the result of the
RCG/P hybrid film coated at 3000 rpm indicates that the
PEDOT:PSS conducting layer absorbed only 1.1% of visible light
at 550 nm. Furthermore, the hybrid films include excellent
electrical and thermoelectric properties that will be described
below.

Intensity (a.u.)

—— Graphene/PEDOT:PSS
—— RTCVD graphene

N,
\,2400 2500 2600 2700 2800 2900 3000

Fig. 2 Raman spectra of (a) the graphene/PEDOT:PSS hybrid film and
(b) RTCVD graphene. The expansion spectra of the G peak position,
and the expansion spectra of the 2D peak position are also shown.
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Fig. 3 Transmittance spectra of RTCVD graphene and graphene/
PEDOT:PSS hybrid films, which were coated using various spin speeds
(500, 1000, 3000 rpm).

Sheet resistance of the RCG/P hybrid film

Fig. 4(a) shows the sheet resistance of the pristine PEDOT:PSS
films, RTCVD graphene films, and the RCG/P hybrid films. The
average sheet resistance of the untreated RTCVD graphene films
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is about 282 Q sq . The sheet resistance of the PEDOT:PSS thin
films changes according to the rotational speed of the spin
coater. As shown in our previous study,* the thickness of the
films is totally dependent on the spin rate of the coating process
and it correlates with the electrical properties. The sheet resis-
tance of the PEDOT:PSS thin film increase with increasing spin
rate due to a decrease in the thickness of the PEDOT:PSS film.
Although a similar trend is observed in the RCG/P hybrid films,
there is an excellent improvement in the sheet resistance, in
comparison with the untreated graphene film. In other words,
as mentioned earlier, the w—m stacking interaction between the
graphene and the PEDOT chains results in the enhanced elec-
trical properties of the RCG/P hybrid films.** The thickness of
the RCG/P hybrid films was shown in Fig. S1, which is published
as ESL.t

A reduction in the number of defects in RTCVD graphene
covered with the PEDOT:PSS thin film is also shown to be in
a uniformity at different spin speeds (see Fig. 4(b)); it is given by
the following equation:

Uniformity (%) = [[(Max. Ry — Min. Ry)/2]/Ave. R(] x 100
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(a) Sheet resistance and (b) uniformity of RTCVD graphene films, pristine PEDOT:PSS films, and graphene/PEDOT:PSS hybrid films, which

were obtained using various spin speeds (500, 700, 1000, 2000, 3000 rpm). Sheet resistance mapping image of (c) RTCVD graphene, and the (d)

graphene/PEDOT:PSS hybrid film at 500 rpm.

25240 | RSC Adv., 2017, 7, 25237-25243

This journal is © The Royal Society of Chemistry 2017


http://creativecommons.org/licenses/by-nc/3.0/
http://creativecommons.org/licenses/by-nc/3.0/
https://doi.org/10.1039/c7ra02980b

Open Access Article. Published on 10 May 2017. Downloaded on 1/13/2026 12:28:00 PM.

Thisarticleislicensed under a Creative Commons Attribution-NonCommercial 3.0 Unported Licence.

(cc)

Paper

where R is the sheet resistance. A higher uniformity value
means that the film has a non-uniform surface. After the hybrid
process, the uniformity of the untreated graphene films
decrease by up to 14%. To effectively express the variation of the
sheet resistance, we obtained a mapping image of the sheet
resistance of the RTCVD graphene film (60 mm x 60 mm) and
the RCG/P hybrid film (60 mm x 60 mm) by measuring the
sheet resistance at 25 spots on the films. As shown in Fig. 4c and
d, the RCG/P hybrid film has a consistent sheet resistance, in
comparison with the untreated graphene film. Raman spectral
mapping measurements were conducted to further study the
uniformity of graphene and the RCG/P hybrid film (see Fig. S2
in ESIT). The Raman mapping spectrum of the RTCVD graphene
film is non-uniform and exhibits dissimilar brownish chromi-
nance. On the other hand, the mapping image of the RCG/P
hybrid film shows a relatively uniform reddish chrominance.
The results indicate that the surface of the RCG/P hybrid film is
sufficiently covered with PEDOT:PSS, in comparison with
RTCVD graphene. Consequently, the PEDOT:PSS layer helps to
heal the defects of the graphene film and improves its electrical
properties. The results suggest that over-coating the graphene
film with a PEDOT:PSS solution allowed for the conductive film
to have the uniform electrical property with only a little decline
of the transmittance.

Thermoelectric behavior of the RCG/P hybrid film

Fig. 5(a) shows the electrical conductivity measured by the Van
der Pauw method of the pristine PEDOT:PSS films and the RCG/
P hybrid films at 500, 700, 1000, 2000, and 3000 rpm. The
average electrical conductivity of the pristine PEDOT:PSS films
is 697.5 (£12.5) Scm ', regardless of the spin speed. As the spin
speed is increased, the electrical conductivity of the PEDOT:PSS
films slightly decreases due to a change of PEDOT:PSS ratio in
the film surface.** In the case of the electrical conductivity of the
RCG/P hybrid films, the conductivity increases from 747 to 1096
S cm ™" when the rotational speed is increased from 500 rpm to
3000 rpm, respectively. The maximum electrical conductivity of
the RCG/P hybrid film is 1096 S em™" at 3000 rpm, and its
transmittance is higher than 93.9% (see Fig. 3). It is observed
that the thinner the PEDOT:PSS layer, which was found to act as
the conducting layer, the better the conductivity of the RCG/P
hybrid film. The conductivity increase is as a result of w-m
interaction between the PEDOT backbone and graphene. The
strong interaction between each component enhances the
charge carrier mobility. An electrical conductivity of the thin
film made up of the same material is generally constant,
regardless of thickness of the conducting layer. However, in the
case of the RCG/P hybrid film, as the thickness of the
PEDOT:PSS layer is decreased, the electrical conductivity is
enhanced due to the high carrier mobility of the graphene. We
also observed the thermoelectric properties of the pristine
PEDOT:PSS film and the RCG/P hybrid films depending on the
rotational speed of the spin coater (see Fig. 5(b)). In comparison
with the Seebeck coefficient of the PEDOT:PSS film, the one for
the RCG/P hybrid film at 3000 rpm increases from 19.8 to 23.0
uv K ' Therefore, the enhancement of the electrical

This journal is © The Royal Society of Chemistry 2017
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Fig. 5 (a) Electrical conductivity; and (b) Seebeck coefficient and
power factor of pristine PEDOT:PSS, and graphene/PEDOT:PSS hybrid
films, which were obtained using various spin speeds (500, 700, 1000,
2000, 3000 rpm).

conductivity and Seebeck coefficients results in an increased
power factor. In other words, the m-m stacking interaction
between the PEDOT chains and graphene induces an enhanced
power factor of the RCG/P hybrid films. A figure of merit is
calculated using the following equation:

ZT = 0S*Tlk

where g, S, T, and « are the electrical conductivity, Seebeck
coefficient, Kelvin temperature, and thermal conductivity,
respectively. The power factor can be obtained by ¢ §?, and ZT
represents the figure of merit of the thermoelectric materials.
The power factor of the RCG/P hybrid film at 3000 rpm is 57.9
uW m ' K2, This value is about 2 times larger than that of the
pristine PEDOT:PSS film, which is 28.1 yWw m ' K2, and greater
than 1.5 times in comparison with that in our previous study
(see Table 1).>* The average experimental value of the Seebeck
coefficient of the untreated graphene film is 30.0 uv K™ *. This
value is larger than that of the RCG/P hybrid film at 3000 rpm.
Nevertheless, graphene is not ideal for use as a thermoelectric
material because of its high thermal conductivity.***” When
graphene is sufficiently covered with the organic polymer, the
thermal conductivity of the graphene/polymer composites is
reduced to a minimum of four orders of magnitude due to the
low thermal conductivity of the polymer.*® Therefore, we expect
that the ZT value of the RCG/P hybrid film is much larger than
that of the graphene film.

RSC Adv., 2017, 7, 25237-25243 | 25241
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Table 1 Electrical and thermoelectric properties of PEDOT:PSS/carbon materials composites, in comparison with previous work®

Electrical conductivity =~ Seebeck coefficient ~ Power factor =~ Thermal Conductivity ~ Figure of
Sample (Sem™) (VK™ (LW mK?) (WmK ™) merit ZT
PEDOT:PSS/MWCNT 5 wt% 612 19.0 22.09 0.345 0.019
PEDOT:PSS/graphene 5 wt% 638 20.7 27.34 0.338 0.024
PEDOT:PSS/graphene/MWCNT 5 wt% 689 23.2 37.08 0.360 0.031
RCG/P hybrid film (3000 rpm) (this work) 1096 28.1 57.9

Bending tests of the graphene film and RCG/P hybrid films

A bending test of the RCG/P hybrid films was conducted to
evaluate the films' bending stability. The bending test involved
bending the graphene film and the RCG/P hybrid films (40 mm
x 40 mm) to a radius 5 mm, for up to 1000 iterations (Fig. 6). As
the graphene film is bent repeatedly, its sheet resistance
increases and a high retention of 190% is recorded. Although
the graphene film has excellent mechanical properties, its
electrical properties deteriorated at 1000 cycles of the bending
test.>>*® However, the RCG/P hybrid film showed a 111%
retention at 1000 rpm and 115% retention at 3000 rpm. We
assume that the PEDOT:PSS thin film, which acted as con-
ducting layer on the graphene film, effectively prevented further
damage to the film.*»** In the case of the Seebeck coefficient,
both the graphene film and hybrid films exhibit a small varia-
tion of bending test, as shown in Fig. 6(b). These results
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Fig. 6 (a) Plot of the sheet resistance and (b) Seebeck coefficient
versus the bending cycle number of the graphene film, and RCG/P
hybrid films (1000, 3000 rpm).
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demonstrate that the RCG/P hybrid films have a highly stable
flexibility and durability.

Conclusions

In summary, we investigated a transparent and flexible hybrid
film made up of RTCVD graphene and poly (3,4-ethyl-
dioxythiophene):poly (styrene sulfonate) as a thermoelectric
generator. The RCG/P hybrid film was developed via a facile wet
coating process. The PEDOT:PSS that was used as a conducting
layer improved the sheet resistance of the graphene film
without a loss in transmittance. In comparison with the bare
graphene film, the sheet resistance of the RCG/P hybrid film,
which had been spin coated at 1000 rpm, showed a 48%
decrease, and its transmittance was 92%. In addition, the
maximum power factor of the RCG/P hybrid film at 3000 rpm
was 57.9 uW m~ ' K. Despite a slight decrease in the Seebeck
coefficient of graphene, the higher ZT of the RCG/P hybrid film
was expected due to its low thermal conductivity. The enhanced
results demonstrated that the RCG/P hybrid film is an effective
strategy to produce conductive polymer and graphene
composites. More remarkably, the PEDOT:PSS thin film
reduced the surface defects of the graphene film and improved
its bending stability by constraining the distortion of graphene
during the bending stress. The present study inspires further
improvement of thermoelectric materials for flexible and
transparent devices.
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