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High-performance removal of methyl mercaptan
by nitrogen-rich coconut shell activated carbon

Qiang Liu, @ Ming Ke,* Feng Liu, Pei Yu, Haigiang Hu and Changchun Li

A series of nitrogen-doped coconut shell activated carbon catalysts were prepared by urea or melamine
impregnation followed by heat treatment and used for the removal of methyl mercaptan (CHsSH). The
physical and chemical properties of the nitrogen-doped coconut shell activated carbons were evaluated
by nitrogen adsorption/desorption, scanning electron microscopy, X-ray photoelectron spectroscopy,
elemental analysis, Boehm titration, and thermal analysis. The results show that CH3sSH capacity depends
on the nitrogen content. Further research indicates that pyridinic nitrogen and quaternary nitrogen are
the active sites. Due to the metal-free property of the nitrogen-rich coconut shell activated carbon, the
regeneration process can be easily performed and dimethyl disulfide (CH3SSCHsz) can be recovered as
the main product. Our study indicates that there is a promising prospect for nitrogen-rich coconut shell
activated carbon for CH3sSH removal because of its high capacity, mild conditions, and easy regeneration.

1. Introduction

As a colorless, polar, and volatile organic sulfur compound,
methyl mercaptan (methanethiol, CH;SH) is well known for its
disagreeable odour."* It exists widely in petroleum gas, coal gas,
and natural gas, and can be emitted from many agricultural and
chemical processes. When released into the atmosphere,
CH;SH can contribute to the formation of sulfate particles,
which potentially change the Earth's radiation balance and lead
to acid rain.>* In addition to causing environmental pollution,
CH,;SH can also cause problems in the chemical industry.
Sulfur is a well-known poison for many industrial catalysts
because of its ability to adsorb strongly onto metal or metal
oxide surfaces. For instance, the catalytic activities of modern
bi-metallic reforming catalysts decrease significantly in the
presence of as little as 1 ppm of sulfur.® Furthermore, sulfur
corrodes pipelines and reactors. Hence, the removal of CH;SH
from feedstock gas is extremely important.

Several technologies have been investigated to remove
CH,SH from gas, including adsorption, catalytic incineration,
catalytic adsorption/oxidation, decomposition, and photo-
catalytic oxidation.®'® Among these technologies, catalytic
adsorption/oxidation is identified as a promising method
because of its high sulfur capacity, mild conditions, and easy
regeneration.

Activated carbon has been widely used for the purification of
sulfur-containing gas because of its highly developed porous
structure, unique surface chemistry, and potential biocompatibility.
CH,3SH can be easily oxidized to dimethyl disulfide (CH;SSCH3),
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which is easily stored in the activated carbon pores because of its
large molecular size and high boiling point.**™** The sulfur capacity
of activated carbon is affected by both the porosity and surface
chemistry. Micropores are favorable for the adsorption of methyl
mercaptan.'** After methyl mercaptan is adsorbed in the micro-
pores, it will be oxidized to dimethyl disulfide. Furthermore, the
sulfur capacity of activated carbon can be enhanced by introducing
heteroatoms, such as nitrogen and oxygen, bonded to the carbon
matrix and by impregnating the metal oxides as the oxidation
centers.'*™*

At present, nitrogen-containing carbon materials, which can
be derived from the carbonization of nitrogen-containing
precursors or the post-treatment of carbon products with
nitrogen-rich compounds, are attracting much attention
because of their unique properties.”*** Specifically, nitrogen-
doped carbon materials can be used for the removal of small
molecular toxic gases, such as CH3;SH, NO,, and H,S."****
However, most research focuses on coal-based activated
carbons. Little systematic attention has been devoted to study
the removal of CH;SH by activated carbon that contains
nitrogen groups. Coconut shell activated carbons, which usually
have a more porous structure than coal-based activated
carbons, could be effective supports for the adsorption of
CH,;SH. Herein, we investigate the effect of nitrogen function-
alities on the removal of CH;SH by evaluating a series of
nitrogen-doped coconut shell activated carbons modified with
urea and melamine. The relationships between the CH;SH
capacity and the contents of pyridinic nitrogen and quaternary
nitrogen were verified. The physical and chemical properties of
the nitrogen-doped coconut shell activated carbons were eval-
uated by nitrogen adsorption/desorption, scanning electron
microscopy, X-ray photoelectron spectroscopy, elemental
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analysis, and Boehm titration. Thermal analysis and gas
chromatography-mass spectrometry were used to study the
oxidation product stored in the carbon. Moreover, regeneration
tests were performed. Finally, a possible overall mechanism is
proposed to explain the adsorption/oxidation of CH;SH over the
nitrogen-rich coconut shell activated carbon.

2. Materials and methods

2.1. Preparation of catalysts

A commercial coconut shell activated carbon was provided by
Fujian Xinsen New Technology Co, Ltd. The initial material was
ground, sieved to 10-20 mesh, washed with deionized water,
and dried at 115 °C for 12 h in an oven. The initial activated
carbon was designated AC. Then, the AC was oxidized with 30
wt% HNO; at 60 °C and stirred for 3 h. Subsequently, the
oxidized activated carbon was filtered and rinsed with deionized
water to a neutral pH and dried at 115 °C for 12 h. This oxidized
activated carbon was designated ACO. To introduce nitrogen
groups, AC and ACO (12 g) were first impregnated with urea or
melamine (8 g of urea or melamine in 40 mL of ethanol) at 25 °C
for 5 h with vigorous agitation. Then, the mixture was heated to
promote ethanol evaporation, and the carbon was dried at
115 °C. Secondly, the impregnated activated carbon was heated
in nitrogen from room temperature to 950 °C at 10 °C min "
and calcined for 30 min. Finally, the activated carbons were
rinsed using excess boiling water to remove any water-soluble
decomposition products and heated at 115 °C for 12 h. The
nitrogen-doped activated carbons were designated ACU, ACOU,
ACM, and ACOM, where U and M represent urea and melamine,
respectively. For example, ACOU represents AC that was pre-
oxidized, impregnated with urea, and calcined at 950 °C.

2.2. Catalysts characterization

N, adsorption-desorption isotherms were measured at —196 °C
using an Autosorb-iQ (Quantachrome Instruments) surface area
analyzer. Before the measurements, the samples were heated
and outgassed at 120 °C overnight. The Brunauer-Emmett-
Teller (BET) method was used to calculate the specific surface
area. The total pore volume was obtained according to the
adsorbed N, volume at a relative pressure of approximately 0.99.
The micropore volumes and pore size distributions were
calculated using nonlocal density functional theory.>**” The
surface morphologies of the activated carbons were observed
using field emission scanning electron microscopy (Quanta
200F) with an accelerating voltage of 20 kV. The elemental
analyses (C, H, N) of the original and nitrogen-doped activated
carbons were performed using a Euro Vector EA3000 elemental
analyzer. X-ray photoelectron spectroscopy (XPS) measurements
were recorded using a Thermo ESCALAB 250XI spectrometer
with Al Ko radiation. The standard binding energy of C 1s (284.4
eV) was adopted as an internal reference. The results were
analyzed using the XPSPEAK 4.1 software. Carbon powder (0.4
2) was mixed with 20 mL of water, and the mixture was stirred
for 12 h at room temperature. The pH of the suspension liquid
was used to approximate the pH of the carbon surface.
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Meanwhile, pHE was used to represent the pH of the exhausted
samples. Methanol (1 mL) and carbon (0.6 mL) were mixed
in a flask and warmed at 60 °C for 1 h. Then, the suspension
liquid was analyzed by gas chromatography-mass spectrometry
(GC/MS) experiments using a Thermo Fisher DSQ gas
chromatograph/mass spectrometer. GC separation was oper-
ated on a HP-5 MS quartz tube capillary column (dimensions: 30
m x 0.25 mm x 0.25 pm). The column temperature was
increased from 50 °C to 310 °C (5 °C min ") and maintained for
25 min. An unrestricted library search was used to analyze the
results. The carbon sample (0.5 g) was mixed with 25 mL of 0.05
N solutions of HCl and NaOH. The flasks were sealed and
shaken for 24 h. Then, 5 mL of each filtrate was taken and the
excessive acid or base was equilibrated with sodium hydroxide
or hydrochloric acid. The numbers of total acidic sites were
obtained according to the hypothesis that NaOH neutralizes all
types of acidic sites, including carboxyl, lactonic, and phenolic
groups. The number of basic sites was calculated based on the
amount of HCI that was consumed by the carbon sample.

2.3. Catalyst activity evaluation

The adsorption capacity of CH;SH was evaluated under atmo-
spheric pressure in a fixed bed quartz reactor. Prior to the test,
the activated carbons were humidified with moist air (relative
humidity: 80%, 25 °C) for 40 min. Then, the moist air with 0.2%
CH3SH (2000 ppm) was passed through the reactor bed. The
relative humidity was controlled by a saturator system. In all
tests, the overall gas hourly space velocity was standardized at
7500 h™" by adjusting the calibrated mass flow controllers. The
reactor temperature was maintained at 25 °C using a water bath
with an accuracy of £0.1 °C. The concentration of CH;SH in the
gaseous effluent was analyzed by a GC-6890 sulfur phosphorus
micro-analyzer integrated with a pulsed flame photometric
detector. After the adsorption test, the exhausted samples were
designated with the letter E. To study the roles of water and
oxygen in the removal of CH;SH, desulfurization experiments
were also tested using dry air and dry nitrogen as carrier gases.
AC and ACOM samples were performed under different condi-
tions and are designated as ACA, ACN, ACOMA, and ACOMN,
where A and N represent dry air and dry nitrogen, respectively.

The CH;SH adsorption capacity was determined by the
accumulated amount of CH;SH adsorbed when the CH;SH
adsorption efficiency dropped to 98%. After the breakthrough
test, the CH;SH adsorption capacity was calculated by integra-
tion of the area of the CH;SH breakthrough curves as follows:

Cine - Cou e
= et ot 1001, (1)
Cinlet
t
QCinleIJ adt
= J0 2
5= —— @)

where « is the CH3;SH removal efficiency, Cine¢ is the entrance
concentration (mg m™3), Coueet is the outlet concentration (mg
m ), Q is the gas flow (m® min™"), ¢ is the adsorption time
(min), m is the catalyst quality (g), and S is the CH3SH adsorp-
tion capacity (mg g ).
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2.4. Regeneration of exhausted activated carbons

The exhausted activated carbon (6 mL) was mixed with 300 mL
of ethanol for 5 h at 50 °C and then filtered. Three cycles were
performed, and then the activated carbon was heated at 500 °C
for 0.5 h in a nitrogen atmosphere. The regenerated samples are
designated with a number that represents the regeneration
time.

3. Results and discussion

3.1. Texture and chemical properties of the nitrogen-doped
coconut shell activated carbon

As the reactive molecules diffuse into the pores and the oxida-
tion products are stored therein, the porosity of the activated
carbon is crucial to the CH3SH adsorption/oxidation process.
The N, adsorption isotherms and pore size distribution curves
of the activated carbons are presented in Fig. 1, and the calcu-
lated structural parameters are summarized in Table 1. In
Fig. 1a, all samples share a similar isotherm shape and can be
classified as type I, which indicates a microporous structure.
Moreover, all samples have hysteresis loops at high relative
pressures, verifying the presence of mesopores. Similar distri-
bution patterns are presented in Fig. 1b. The pores of all
samples are mainly distributed in the micropore range, and
partly in the mesopore range. The pore sizes of all samples are
mainly below 10 nm. From Table 1, it can be concluded that
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Fig. 1 N, adsorption/desorption isotherms (a) and pore size distri-
bution curves (b) of the samples.
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Table 1 Structural parameters of samples calculated from the
nitrogen adsorption isotherms

SBET V<1 nm Vinic Vi
sample  (m*g) (em’g)  (em’g)  (em’g) VeV
AC 1508 0.329 0.571 0.807 0.708
ACO 1476 0.297 0.546 0.826 0.661
ACU 1501 0.303 0.568 0.832 0.683
ACOU 1433 0.285 0.543 0.844 0.643
ACM 1397 0.313 0.534 0.697 0.766
ACOM 1358 0.299 0.509 0.718 0.709

modifications of activated carbons affect the surface area and
pore volumes.

The AC sample has a BET surface area of 1508 m”> g !,
a micropore volume of 0.571 cm® g, and a total pore volume of
0.807 cm® g~ . Nitric acid oxidation increases the total pore
volume and decreases the micropore volume and BET surface
area. These observations indicate the erosion and pore-widening
effects of nitric acid treatment, which are consistent with
previous reports.?*>° A small decrease of the micropore volume
and a small increase of the total pore volume are found for the
urea-modified ACU and ACOU samples. In addition, the micro-
pore and total pore volumes of the melamine-modified ACM and
ACOM samples show obvious decreasing trends, which are
probably due to that the introduced nitrogen-containing species
create steric hindrances and partially prevent the access of
nitrogen molecules into the micropores.*"*?

The SEM micrographs of the original activated carbon and
modified activated carbons are illustrated in Fig. 2. An abun-
dant porous structure is observed on the activated carbon
surface, which favors CH3;SH adsorption. After nitric acid
oxidation, little difference is found for the surface morphology
of AC and ACO, except for some pore widening and the cleaner
surface of ACO, which is due to the erosion and cleansing effect
of nitric acid.*®** Different nitrogen precursors provide
different impacts on the surface morphologies. The surface
morphologies of ACU and ACOU are similar to those of AC and
ACO, but obvious pore blockages are found on the surfaces of
ACM and ACOM compared to the surfaces of AC and ACO. This
indicates that the surface area and pore volume of the nitrogen-
doped carbons decrease with the introduction of nitrogen by
melamine, which is consistent with the BET results.

The surface chemistry of activated carbon is an important
aspect in the removal of CH;SH. The acid-base properties of the
representative samples were investigated by Boehm titration,
and the results are shown in Table 2.*® The number of acidic
groups increases sharply while the number of basic groups
decreases to almost zero after nitric acid oxidation. As expected,
modification of the nitrogen-containing groups significantly
increases the number of basic groups, especially for the pre-
oxidized samples, which is consistent with the changes of the
surface pH values.

Elemental analysis and XPS were conducted to investigate
the nitrogen contents and species of the activated carbons.
According to the results shown in Table 3, the nitrogen contents

This journal is © The Royal Society of Chemistry 2017
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Fig.2 SEMimages of (a) AC, (b) ACO, (c) ACU, (d) ACOU, (e) ACM, and

(f) ACOM.

Table 2 Results of the Boehm titration (number of surface groups)
and surface pH values

Acidic Basic All
Sample pH (mmol g™ ) (mmol g™ ") (mmol g™ )
AC 7.34 0.47 0.55 1.02
ACO 3.32 1.65 0 1.65
ACU 8.79 0.40 0.74 1.14
ACOU 8.48 0.39 0.69 1.08
ACM 8.94 0.43 0.96 1.39
ACOM 8.31 0.41 0.66 1.07

of the samples after modification with urea and melamine can
be ranked as ACU < ACOU < ACM < ACOM. Nitric acid oxidation
is conducive to introducing nitrogen groups by increasing the
number of acidic groups that can react with the precursors.
Furthermore, 0.55% of the nitrogen in ACO is mainly in the
form of nitrate and nitric oxides, which were introduced by the
nitric acid treatment.*® Moreover, compared with the urea-
modified samples, the melamine-modified samples have more
nitrogen, which may be because the high content of nitrogen in
the melamine molecule and its conversion to melamine resins
at high temperatures.®' Fig. 3 exhibits the N 1s XPS results of the
nitrogen-doped samples. The N 1s spectrum is composed of
four peaks at 398.7 + 0.3, 400.3 £ 0.2, 401.4 £ 0.3, and 403 +

0.3 eV, which are assigned to pyridinic nitrogen (N-6), pyrrolic

This journal is © The Royal Society of Chemistry 2017
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Table 3 Carbon, hydrogen, and nitrogen contents (%) of the samples

Sample C H N

AC 85.66 0.92 0.16
ACO 81.58 0.52 0.55
ACU 89.75 0.56 1.02
ACOU 89.02 0.67 1.43
ACM 87.63 0.54 3.52
ACOM 86.39 0.71 4.47

Intensity (a.u.)

406 404 402 400 398 396 394
Binding energy (eV)

Fig. 3 N 1s XPS spectra of (a) ACU, (b) ACOU, (c) ACM, and (d) ACOM.

Table 4 Surface nitrogen contents and distribution of nitrogen
species of the samples derived from the N 1s spectra

Distributions of nitrogen species (%)

Nitrogen
Sample content (at%) N-6 N-5 N-Q N-X
ACU 1.39 50.06 31.11 16.13 2.70
ACOU 2.52 51.38 26.33 16.08 6.21
ACM 3.45 48.82 30.83 15.79 4.56
ACOM 4.41 48.53 27.42 15.48 8.57

nitrogen (N-5), quaternary nitrogen (N-Q), and pyridine-N-oxide
(N-X), respectively.*’**> The percent contributions of surface
nitrogen species are summarized in Table 4, and the dominant
nitrogen species on the surface of nitrogen-doped activated
carbons are pyridinic nitrogens. Nitric acid oxidation leads to
higher relative contents of pyridine-N-oxide and less pyrrolic
nitrogen. The reason may be that nitric acid oxidation increases
the acidic groups and creates more active sites on the surface of
activated carbon, which is beneficial for nitrogen incorporation
into the carbon matrix in a pyridinic-like nitrogen configura-
tion. In addition, a small amount of pyridinic nitrogen can be
converted into pyridine-N-oxide. The activated carbons modi-
fied by melamine contain lower relative amounts of pyridinic
nitrogen and quaternary nitrogen than the corresponding
activated carbons modified by urea. However, the melamine
modification provides more nitrogen. Thus, the overall contents
of pyridinic nitrogen and quaternary nitrogen in the activated
carbons increase when melamine is used as a precursor.

RSC Adv., 2017, 7, 22892-22899 | 22895
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3.2. Desulfurization activity

The original and nitrogen-doped activated carbons were tested
for the adsorption/oxidation of CH;SH, and the breakthrough
curves are presented in Fig. 4. The breakthrough time changes
with the introduction of nitrogen over all samples. The calcu-
lated CH3SH breakthrough capacities from the curves are pre-
sented in Table 5. The CH;SH capacity of the original activated
carbon is only 161.8 mg g~ '. However, for the nitrogen-doped
samples, higher CH;SH capacities are achieved for higher
quantities of nitrogen. The highest breakthrough CH;SH
capacity, as high as 602.1 mg g™, is achieved for the ACOM
sample in which the surface nitrogen content is 4.41 at%. This
breakthrough CH3;SH capacity is among the highest CH;SH
capacities reported in the literature.'**'® Thus, the introduc-
tion of nitrogen-containing species is critical to the removal of
CH;SH. According to the XPS results, there are four types of
nitrogen functionalities after heat-treatment. As indicated in
the literature, pyridinic nitrogen and quaternary nitrogen are
beneficial to the oxidation of sulfur and nitrogen-containing
compounds because of their strong electron transfer abili-
ties."****> The correlation between the contents of pyridinic
nitrogen and quaternary nitrogen obtained from XPS results
and the CH3;SH capacities of the nitrogen-doped activated
carbons (ACU, ACOU, ACM, and ACOM) is discussed to illus-
trate the effects of these two types of nitrogen species. As shown

10
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Fig. 4 Removal efficiency of CHzSH from the samples.

Table 5 pH of the carbon surface, amount of preadsorbed water, and
CH=sSH breakthrough capacities for the samples

Amount of water CH3SH capacity

Sample pH pHE  (mgg ") (mgg)
AC 7.34 7.02 152.3 161.8
ACA 7.34 7.19 0 38.7
ACN 7.34 7.21 0 33.2
ACU 8.79 6.62 158.6 318.2
ACOU 8.48 5.28 163.4 465.7
ACM 8.94 4.76 154.3 541.3
ACOM 8.31 3.16 159.7 602.1
ACOMA 8.31 5.73 0 273.3
ACOMN 8.31 7.25 0 142.8
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in Fig. 5, the CH;SH capacity increases with the contents of
pyridinic nitrogen and quaternary nitrogen, which indicates
that pyridinic nitrogen and quaternary nitrogen are responsible
for CH;SH oxidation. Therefore, we conclude that the contents
of pyridinic nitrogen and quaternary nitrogen are critical to
implement CH3SH catalytic oxidation of activated carbon.

The experiments were also conducted under various condi-
tions, including the absence of oxygen and water in the feed gas,
to study the effects of oxygen and water on the removal of
CH;SH. AC and ACOM were tested and the results are
summarized in Fig. 4 and Table 5. The breakthrough CH;SH
capacity of AC in the absence of moisture is at least three times
smaller than that in the presence of moisture. Meanwhile,
oxygen has different roles in the adsorption/oxidation of CH;SH
on AC and ACOM. For AC, the breakthrough CH;SH capacity is
almost the same under dry conditions, despite the presence of
oxygen. Nevertheless, the breakthrough CH3;SH capacity of
ACOM under dry air conditions is almost twice that measured
without oxygen. A thin water film can form on the carbon
surface in the presence of water.”® CH;SH dissolves into the
water film and dissociates to the thiolate ion, which can be
further oxidized to CH;SSCHj;.** In the absence of moisture,
CH;SH is first adsorbed onto the carbon surface, and then the
adsorbed CH;SH can be oxidized to CH;SSCH;.** There is little
difference in the CH3;SH capacity of AC in dry air and dry
nitrogen, which demonstrates the lack of participation of
oxygen from the air in the removal of CH;SH due to the lack of
catalytic sites. However, the larger CH;SH capacity of ACOM in
dry air than that in dry nitrogen confirms the strong catalytic
oxidation property of nitrogen-rich activated carbon. According
to these results, we can deduce that water and oxygen are
beneficial to the removal of CH3SH.

3.3. Analysis of the CH;SH oxidation product over the
samples

Thermal analysis (TA) experiments were performed to analyze
the product adsorbed on the surface of the exhausted carbons,
in which the weight loss at a certain temperature range could
indicate the quantity of corresponding sulfur species.*>*¢
Differential thermogravimetry (DTG) curves for the exhausted

0.65

0.60 L

0.55

0.50 -

0.45 -

0.40

CH,SH capacity (9/g)

0.30 1 1 1 1
0.5 1.0 15 20 25 3.0

N-6 +N-Q (at. %)

Fig.5 Correlation between the CH3SH capacity and the amount of N-
6 + N-Q of (a) ACU, (b) ACOU, (c) ACM, and (d) ACOM.
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carbons are displayed in Fig. 6, and three main peaks are
observed for the samples. Firstly, the peak located below 100 °C
corresponds to the removal of H,O. Considering the oxidation
of CH;SH, the second peak between 100 °C and 300 °C may
represent the desorption of CH3;SSCH;.

There is a shoulder around 290 °C for the ACOUE, ACME,
and ACOME samples. Furthermore, for the ACME and ACOME
samples, there is another peak between 350 °C and 450 °C, and
the peak area increases with respect to the content of nitrogen.
Further oxidation of sulfur species is found for the nitrogen-
doped carbons under wet air conditions. The difference in
pH between the fresh and exhausted carbons in Table 5 also
manifests the formation of acidic oxidation products. The GC/
MS results for ACOME are shown in Fig. 7. There are two peaks
that represent the presence of CH;SSCH; and methyl methane
thiosulfonate, according to an unrestricted library research.
According to the above results, the shoulder around 290 °C
may represent the removal of methyl methane thiosulfonate.
The peak between 350 °C and 450 °C may represent the
desorption of a deeper oxidation product, likely meth-
anesulfonic acid. In view of the highest breakthrough CH;SH
capacity of the ACOM sample, the area of the peak between
100 °C and 300 °C is the largest of the samples. There is no
peak representing the removal of water. CH;SSCH; was more
easily adsorbed on the carbon surface than water. Therefore,
water could be completely replaced, and the carbon surface
would be covered by CH;SSCH; when the content of CH;SSCH;3
was high.
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Fig. 9 N, adsorption/desorption isotherms (a) and pore size distri-
bution curves (b) of the samples.
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3.4. Regeneration of the exhausted ACOME for CH;SH
adsorption/oxidation

As the main oxidation product of CH3;SH, CH3;SSCH; can be
easily removed from the carbon surface. The exhausted acti-
vated carbon was regenerated through ethanol scrubbing and
thermal treatment. As shown in Fig. 8, after four regeneration
cycles, only a slight decrease in the CH;SH capacity of ACOM-4
was found, with a reserved CH;SH capacity of 88.33%. The
structure and chemical properties of fresh ACOM and regen-
erated ACOM-4 were studied to explore the mechanism. The N,
adsorption isotherms and pore size distribution curves of
ACOM and ACOM-4 are presented in Fig. 9, and the calculated
structural parameters are summarized in Table 6. Similar
isotherms are observed for the two samples. After four regen-
eration cycles, only a slight decrease in the pore volume of
ACOM-4 occurred, especially in the micropore volume, which is
confirmed by the pore size distribution curves. The XPS results
for ACOM and ACOM-4 are shown in Fig. 10 and Table 7. The
results indicate that the surface nitrogen content slightly
decreases from 4.41 at% to 4.12 at%. Specifically, there is
a slight decrease in the relative contents of pyridinic nitrogen
and quaternary nitrogen and a slight increase in the contents of

Table 6 Structural parameters of samples calculated from the
nitrogen adsorption isotherms

SBET V<1 nm Vmic Vt
Sample ~ (m*g™") (em’g™") (em’g) (em’gT)  Vie/Ve
ACOM 1358 0.299 0.509 0.718 0.709
ACOM-4 1261 0.247 0.456 0.681 0.670

Intensity (a.u.)

406 404 402 400 398 396 394
Binding energy (eV)

Fig. 10 N 1s XPS spectra of (a) ACOM, and (b) ACOM-4.

Table 7 Surface nitrogen contents and distribution of nitrogen
species derived from the N 1s spectra

Distributions of nitrogen species (%)

Nitrogen
Sample content (at%) N-6 N-5 N-Q N-X
ACOM 4.41 48.53 27.42 15.48 8.57
ACOM-4 4.12 45.12 29.25 14.16 11.47
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pyrrolic nitrogen and pyridine-N-oxide. The regeneration tests
indicate that the pore structure is basically recovered and the
active nitrogen domains are stable; thus, a good regeneration
performance was observed.

3.5. Possible reaction mechanism of CH;SH catalytic
oxidation

Active nitrogen sites play an important role in the adsorption/
oxidation of CH;SH based on the interaction between the
CH,3SH capacity and the contents of pyridinic nitrogen and
quaternary nitrogen in the nitrogen-doped activated carbons.
An overall mechanism is proposed to describe the CH;SH
adsorption/oxidation process over the nitrogen-rich coconut
shell activated carbon. A thin water film is formed on the carbon
surface with the introduction of a moist gas. CH3SH molecules
are adsorbed on the surface and dissolve into the water film,
which can dissociate into protons and thiolate ions. Pyridinic
nitrogen can act as a Lewis basic site with a lone electron pair.
Thus, the presence of pyridinic nitrogen could promote the
dissociation of CH;SH to thiolate ions. As suggested by Strelko,
the extra electrons of pyridinic nitrogen and quaternary
nitrogen occupy the high-energy states.*” The electrons could be
transferred from the thiolate ion to the adsorbed oxygen,
forming thiolate radicals and superoxide ions, because the two
types of nitrogen groups enhance the ion-exchange properties
of the carbons. These superoxide ions can react with water,
forming hydroxyl radicals. All of these species could also facil-
itate oxidation. Finally, water and CH3SSCH; are formed and
stored in the pores. Considering the presence of water and
active sites, such as hydroxyl radicals and oxygen radicals,
CH;3SSCH; can be further oxidized into methyl methane thio-
sulfonate and methanesulfonic acid, as demonstrated by the
DTG and GC/MS results. The oxidation process will proceed
until all the pores with active nitrogen centers are filled with the
oxidation products. The exhausted sample can be recovered by
ethanol exaction and thermal regeneration. Despite the slight
decrease in pore volume and nitrogen content, the CH;SH
capacity can be maintained during the regeneration process.

4. Conclusions

In summary, a series of nitrogen-doped coconut shell activated
carbons were prepared and used for the removal of CH;SH. The
results demonstrate that the CH;SH capacities of these modi-
fied activated carbons increase with the contents of nitrogen,
especially pyridinic nitrogen and quaternary nitrogen. The
unparalleled CH3SH capacity of the nitrogen-rich coconut shell
activated carbon can be obtained when the nitrogen content is
4.41 at%. The main product adsorbed on the carbon surface is
CH;3SSCH;3, while some deeper oxidation products, such as
methyl methane thiosulfonate and methanesulfonic acid, are
also generated because of the strong oxidative ability of the
nitrogen-rich coconut shell activated carbon. The exhausted
nitrogen-rich carbons can be easily regenerated by ethanol
scrubbing and thermal treatment, making them effective
adsorbents of CH3SH in industrial fields.

This journal is © The Royal Society of Chemistry 2017
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