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nce of halogenated flame
retardants and nanoclay on flame performance of
high density polyethylene and wood flour
composites†

Jinlong Zhang,a Guangyao Li,*b Qinglin Wu, *a Mei-Chun Li,a Xiuxuan Suna

and Dennis Ringc

High density polyethylene and wood flour (HDPE/WF) composites containing three flame modifiers (FMs)

(i.e., two fire retardants: 1,2-bis(pentabromophenyl) and ethylene bis(tetrabromophthalimide), and one

nanoclay), maleic anhydride grafted polyethylene (MAPE) and other processing aids were prepared

through twin-screw extrusion, and their properties were characterized. The addition of FMs lowered the

composite strength, but composite modulus did not change in a systematic manner. The fiber-polymer

interfacial adhesion became increasingly deteriorated with the FM addition, and the use of MAPE

coupling agent in the composites helped improve the interfacial adhesion. There was a synergistic effect

of the fire retardants, nanoclay and MA-g-PE, especially for 1,2-bis(pentabromophenyl)–clay–MAPE

system, on thermal stability and fire retardancy with lowered heat release rate and total heat release of

the composites, leading to significantly improved flame performance.
Introduction

Wood-plastic composites (WPCs) with a good combined
dimensional and mechanical performance during their service
life have been widely used in recent years.1 WPC has gained
popularity in several elds, including construction (e.g., deck
boards, building cladding), outdoor furniture, and automobiles
(e.g., interior panels). However, one limitation for WPC's wide
application is its poor re resistance.2

The addition of ame retardants into WPCs through extru-
sion, compression and/or injection molding is widely used
strategies for enhancing their ame performance. Phosphorous
compound-based ame retardants, such as ammonium poly-
phosphate (APP), and combined expandable graphite and APP
has been widely studied.3–11 However, these compounds release
harmful gases upon the degradation and are limited for re
retardancy of polyolen.12,13 Boron compounds, such as zinc
borate (ZB) with high thermal stability and easy char formation,
are also effective re retardancy for WPC.14–17 Metal hydroxides,
such as aluminum hydroxide and magnesium hydroxide
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showed high efficiency in re resistance of WPC.18–21 However,
high loadings of ame retardants (the boron compound and
metal hydroxides) are required for a good re performance,
which normally deteriorates composite mechanical proper-
ties.22 Halogenated ame retardants are oen used as effective
ame retardants for WPCs.23 Unfortunately, high level of smoke
is released due to its inefficient combustion.24 Thus, it is critical
to lower the chemical loading for a successful application in
WPCs.

Nanoclay with a high surface area and aspect ratio is a good
candidate to overcome the aforementioned drawbacks in
developing re-resistant WPCs. The addition of a small amount
of nanoclay helped improve mechanical properties, thermal
stability and ame retardancy.13,25 For example, burning rate of
high density polyethylene (HDPE)–wood composite was
reduced with the use of nanoclay, and uniform clay dispersion
generally enhanced the ame performance.24 It has also been
reported that a better dispersion of montmorillonite clay
promoted the char layer formation and thus reduced heat
release rate of poly(vinyl chloride)/wood composites.26 However,
ame retardancy data of nanoclay in WPCs is generally very
limited; and nanoclay alone usually could not achieve high re
performance for WPCs. Recent studies have mostly concen-
trated on the combined use of two or more ame modiers
(FMs) in the search for their synergistic effects to reduce heat
release, smoke evolution and the burning to give a better
balance of ammability and mechanical properties for
composites.26
RSC Adv., 2017, 7, 24895–24902 | 24895
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Table 1 Formulations of the composites used in the study

Composite
ID

Composition (%wt)

HDPE WF MAPE Lub Clay SA-8010 SABT-93

A0 40.00 50.00 4.00 6.00 0.00 0.00 0.00
B15 33.75 50.00 3.75 5.00 7.50 0.00 0.00
C10 35.25 50.00 2.25 5.00 2.50 5.00 0.00
C15 32.50 50.00 2.50 5.00 5.00 5.00 0.00
D10 35.25 50.00 2.25 5.00 2.50 0.00 5.00
D15 32.50 50.00 2.50 5.00 5.00 0.00 5.00
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The objective of this work was to provide a comparative study
on the synergistic effect among re retardants, nanoclay, and
a compatibilizer on mechanical, thermal, and re performance
of WPCs. Extruded WPCs with and without FMs were made and
analyzed through mechanical testing, scanning electronic
microscopy (SEM), thermogravimetry and cone calorimetry. The
chemical component, morphology and structure of residual
composite powder aer a complete combustion were also
studied using attenuated total reectance Fourier transform
infrared (FTIR) spectroscopy, wide-angle X-ray diffraction
(WAXD) and micromorphology observations. Finally, the ame
retardant mechanism was proposed for the composite system.
Experimental
Materials

High density polyethylene (HDPE, AD60-007) pellets (density ¼
0.963 g cm�3, melt index ¼ 0.73 g/10 min at 190 �C/2.16 kg and
soening temperature ¼ 127 �C) was purchased from Exxon-
Mobile Chemical Co. (Houston, TX, USA). Pinewood our (WF –

a 40 mesh particle size) was obtained from American Wood
Fiber Inc. (Schoeld, WI, USA). Maleic anhydride graed poly-
ethylene (MA-g-MAPE) (G2608, melt index ¼ 8 g/10 min at 190
�C/2.16 kg and acid number ¼ 8 mg KOH per g) was supplied by
Eastman Chemical Co. (King-sport, TN, USA). Fire retardants
1,2-bis(pentabromophenyl) (SA-8010) and ethylene bis(te-
trabromophthalimide) (SABT-93) were supplied by Albemarle
Co. (Baton Rouge, LA, USA). Nanoclay from Nanocor Inc.
(Hoffman Estates, IL, USA) was a commercial HDPE based clay
masterbatch with a clay content of 50 wt% (25 wt%MA-g-PE and
25 wt% PE), and lubricant (TPW 306) was obtained from
Struktol Co. (Stow, OH, USA).
Compounding and extrusion

Wood our was dried before compounding in a laboratory oven
at 80 �C for 24 h to reduce its moisture content. Other raw
materials including HDPE, MAPE and lubricant were used
directly without further drying. Compounding was done using
a Leistritz Micro-27 co-rotating parallel twin-screw extruder
(Leistritz Co., Allendale, NJ, USA). The extruder has 11 heating
zones with a screw length-to-diameter ratio of 40 : 1. For com-
pounding each target formulation, a mixture of HDPE, MAPE
and/or clay master batch pellets was fed upstream with
a weight-in-loss pellet feeder, and a mixture of powder wood
four, lubricant and re retardant additives was fed down-stream
using another weight-in-loss powder feeder through a side-
stuffer. The compounding was conducted using a screw speed
of 50 rpm and a temperature prole of 155 (feeder), 160, 165,
170, 170, 170, 160, 155, 140, 140 and 155 �C (die). The extrudate
was continuously pelletized into granules with a BT 25 pelletizer
(Scheer Bay Co., Bay City, MI, USA). Composite samples were
extruded using the prepared pellets. The Leistritz extrusion
machine and a prole die were used to produce 5 mm thick �
100 mm wide test samples. Designation and composition of
composites with re retardants are listed in Table 1. It should
be pointed out that the formulation design was based
24896 | RSC Adv., 2017, 7, 24895–24902
a constant wood loading (50 wt%) and a constant FM loading
(7.5 wt%, except for the control group). The design led to some
variation in actual HDPE and MAPE loading in the formulation,
especially between the control and treatment groups.
Characterization

The modulus of elasticity (MOE) andmodulus of rupture (MOR)
for the HDPE/WF composites were measured according to the
ASTM: D790 standard using an INSTRON 5582 Testing Machine
(In-stron Co., Grove City, PA, USA). Prior to testing, test samples
were conditioned to reach constant weights at 23 �C and 50%
relative humidity. A three-point loading was used with a cross-
head speed of 2.3 mm min�1 and a span length of 127 mm
(sample width ¼ 32 mm). For each formulation, ve replicates
were tested. Thermogravimetric analysis (TGA) was conducted
using a TA Q50 thermal gravimetric analyzer (TA Instruments
Inc., New Castle, DE, USA) from 40 to 600 �C at a heating rate of
10 �C min�1 in a nitrogen atmosphere. Powder WPC samples
were prepared from composite prole and weight of each TGA
sample was about 10 mg. The chemical structure of the residual
powder of the HDPE/WF composites aer the complete
combustion was measured by the attenuated total reectance
Fourier transform infrared spectroscopy (ATR-FTIR). The
spectra were collected using the FTIR spectrophotometer
(Nicolet Nexus 670-FTIR, Thermo Electron Corporation, Gorm-
ley, Canada). The scanning range of wavenumber was from 4000
to 800 cm�1. Fire performance of the composites was measured
with a Stanton Redcro (Fire Testing Technology Limited, West
Sussex, UK) cone calorimeter according to the ISO 5660-1
standard. For each test, a test sample was placed on the surface
of a piece of aluminum foil inside a corundum crucible (100
mm length � 100 mm width). Subsequently, the crucible was
mounted horizontally on the loader and exposed to the heat
radiation of 50 kW m�2. This heat radiation corresponded to
a temperature of 780 �C on the upper surface of the test sample.
Aer the combustion test, the top sample surface morphology
was taken with a digital camera, and char residues were
collected for further analysis. The fractured composite surface
aer bending test and residual char powder aer the complete
combustion were studied using scanning electron microscopy
(SEM, Hitachi S4800, Hitachi Ltd., Tokyo, Japan) at 20 kV. The
prepared sample surfaces were coated with gold before obser-
vation. The crystallographic studies were done by WAXD anal-
ysis using a Bruker Siemens D5000 X-ray diffractometer (Bruker
This journal is © The Royal Society of Chemistry 2017
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AXS Inc., Madison, WI, USA) operated at the Cu Ka radiation (l
¼ 0.154 nm) with 40 kV and 30 mA in a 2q range from 5 to 60� at
a step size of 0.02�. The dispersion of nanoclay and ame
retardant particles in the wood polymer matrix for C10 sample
was observed with a transmission electron microscope (JEM
1400, JEOL, Peabody, MA, USA) at an accelerating voltage of 120
kV. The residual char powder aer the complete combustion
was well dispersed in the methanol solvent using the sonication
treatment. Drops of suspension were deposited onto glow-
discharged carbon-coated TEM grids. The liquid in excess was
absorbed with lter paper, and the remaining thin liquid lm
was allowed to dry. The TEM grids were allowed to dry at room
temperature for 3 hours before imaging.
Fig. 1 SEM micrographs of the fractured sample surfaces: (a) A0, (b)
B15, (c) C10 and (d) C15.
Results and discussion
Mechanical properties

The measured composite MOE and MOR values of HDPE/WF
composites are summarized in Table 2. It should be pointed
out that the composite composition variation among various
formulations (Table 1) made it difficult to compare exact
inuence of the material composition onmechanical properties
for different composites. Overall, the observed MOE values did
not change signicantly among all samples, while the MOR
values show a reduction from the control sample A0. The higher
MOR value for sample A0 was attributed to the superior
compatibility between WF and HDPE matrix without the inu-
ence of FMs. The esterication reaction for the formation of
covalent bond between the maleic anhydride group (COOH
group) of MAPE and hydroxyl group of WF promoted the
exposed PE molecules entangle with HDPE chains during the
compounding.27 The MOE value of the composite B15 (7.5%
active clay) was relatively larger than that of the control sample
A0 because of the reinforcing effect of the nanoclay, which
exhibitedmuch higher Young's modulus than that of the HDPE.
The MOE values of the composites C10 and C15 were reduced
compared to that of the A0 due to the deterioration in the
compatibility between HDPE and WF with reduced MAPE and
the addition of re retardant SA8010, which is a common
phenomenon observed in wood reinforced plastics.2,3,5 The
MOE values for the D10 and D15 composite groups with re
retardant SABT-93 were much similar as that of the A0 sample.
Table 2 Mechanical and thermogravimetric properties of composite sa

Composites

Mechanical property Ther

MOE (GPa) MOR (MPa) T1% (

A0 4.24 � 0.12 34.45 � 1.19 129
B15 4.52 � 0.38 24.51 � 2.24 157
C10 3.74 � 0.45 21.69 � 1.70 111
C15 3.78 � 0.59 21.83 � 2.14 83
D10 4.57 � 0.51 22.10 � 1.77 145
D15 4.19 � 0.27 23.71 � 2.77 154

a T1% ¼ decomposition temperature at 1% mass loss; Tpeak1 ¼ the rst pe

This journal is © The Royal Society of Chemistry 2017
The result shows that the SABT-93 compound had less negative
impact on composite MOE compared with the SA8010. The
MOR values of the composites B15, C10, C15, D10 and D15
decreased compared to that of the A0. The addition of FMs
deteriorated the interfacial adhesion and increased stress
concentration, leading to reduced composite strength.28,29 The
MOR values of the composites C15 and D15 were lower
compared to those of the C10 and D10, indicating that the
presence of compatibilizer MAPE and decrease in the FM
content in the sample groups had a positive effect on the MOR
values. However, the composite B15 showed a relatively higher
MOR value compared with these of the composites C10, C15,
D10 and D15. This result was attributed to the fact that without
the addition of the re retardant (SA-8010 or SABT-93), the
relatively good dispersion of the nanoclay in the HDPE matrix
leads to a better strength property through the stress transfer
from HDPE matrix to WF.
Morphology

The morphology of the fractured surface for the composites
aer bending tests is shown in Fig. 1. For the control A0 sample
(Fig. 1a), a ductile fractured surface present in some regions
implied a better compatibility between HDPE matrix and WF in
the presence of MAPE without FMs. For the B15 sample
mples

mogravimetric propertya

�C) Tpeak1 (�C) Tpeak2 (�C)
Char at 600 �C
(wt%)

366 471 11.34
367 475 10.87
352 477 11.65
350 463 9.04
346 472 11.19
340 470 13.75

ak temperature; Tpeak2 ¼ the second peak temperature.

RSC Adv., 2017, 7, 24895–24902 | 24897
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(Fig. 1b), with the addition of nanoclay only, the fractured
composite surface became much rougher due to the formation
of interacted HDPE-nanoclay structure. For the C10 sample
(Fig. 1c), with decrease in the contents of re retardants and the
presence of compatibilizer MAPE, the ductile fractured surface
appeared in some areas and the exposed WF disappeared,
demonstrating that the addition of the compatibilizer
promoted the interfacial interaction among ame retardants,
WF and HDPE matrix. For the C15 sample (Fig. 1d), the
increased addition of re retardant SA-8010 largely weakened
the interfacial interaction between WF and HDPE, displaying
the largely exposed WF. This observation was responsible for
the decreased MOE and MOR values of HDPE/WF composites
with the addition of SA-8010 at high loading levels, as shown in
Table 2. The composite D10 and D15 show a similar
morphology structure as these of the C10 and C15 groups.

Thermal stability

The thermal decomposition of SA-8010 and SABT-93 is shown in
Fig. S2 and Table S1.† As shown in Fig. S2,† compared to that of
SA-8010, the thermally decomposed curve of SABT-93 shied to
a higher temperature. From Table S1,† it can be seen that SA-
8010 and SABT-93 has similar T1% values, while their peak
values are totally different with 400 and 455 �C, respectively. The
thermal degradation behavior of the composites is shown in
Fig. 2 and S1.† The decomposition temperatures at the 1%mass
loss and the maximum decomposition rate as well as residual
material amount are summarized in Table 2. All samples
decomposed in two steps corresponding to the decompositions
of WF and HDPE, respectively. The peak temperature at the rst
decomposition step (Tpeak1) corresponded to the decomposition
of WF. For the B15 sample (nanoclay only), the Tpeak1 value did
not change much compared to that of the A0. However, it was
shied to lower temperatures for the C10, C15, D10, and D15
samples, indicating that the thermal decomposition of WF and
char formation took place earlier with the addition of FMs (i.e.,
SA-8010, SABT-93, nanoclay) and the compatibilizer MAPE. The
esterication, dehydration and crosslinking of hydroxyl group
Fig. 2 TGA curves of composites A0, B15, C10, C15, D10 and D15: (a)
weight loss from 320 to 380 �C, (b) weight loss from 420 to 480 �C, (c)
DTG from 200 to 400 �C, and (d) DTG from 420 to 500 �C.

24898 | RSC Adv., 2017, 7, 24895–24902
from WF with anhydride carbonyl group from MAPE were
responsible for the char formation of WF, supported by FTIR
analysis for the char residuals of the composites A0 and C10
groups shown in Fig. 3. For the C10 sample, the decrease of
peaks at 3671 cm�1 (O–H band stretching vibration) and 1007
cm�1 (C–OH stretching and deformation) as well as the increase
of peaks at 1736 and 1440 cm�1 (C]O band stretching vibration
and H–C–H band deformation vibration) demonstrated the
char formation of WF. The peak temperature at the second
degradation step (Tpeak2) associated to the degradation of HDPE
had a reversed trend. For the B15 sample with nanoclay only,
the Tpeak2 value was shied to a higher temperature compared
to that of the A0, indicating that the addition of nanoclay
retarded the decomposition of HDPE. For the composites C10
and D10, the synergism of nanoclay and re retardant SA-8010
or SABT-93 and improved interfacial adhesion by MAPE shied
the Tpeak2 values to higher temperatures, especially the C10
sample with the largest Tpeak2 value among all the samples. For
the composites C15 and D15, the Tpeak2 values were lower than
that of the A0, possibly due to the aggregation of nanoclay and
SA-8010 or SABT-93 at high content levels in the composites and
relatively poor insulation layer formation for HDPE during
combustion. Therefore, WF decomposition and its crosslinking
reaction with MAPE for char formation, synergism of nanoclay
and re retardant (SA-8010 or SABT-93) at proper loading level
and good interfacial adhesion helped delay thermal degrada-
tion of HDPE.

Flammability

The combustion parameters of the HDPE/WF composites from
the cone calorimetry test are shown in Fig. 4 and Table 3. For the
heat release rate (HRR) curves (Fig. 4a), all samples had two HRR
peaks. The rst peak was between 55 and 75 s. The D15 sample
exhibited the highest HRR peak (pHRR) of 356.62 kW m�2 at
60 s, and the C15 displayed the lowest pHRR of 277.43 kW m�2

at 55 s. The second peak appeared in the range from 225 to 305 s.
For the second peak, the highest pHRR of 371.48 kW m�2 at
235 s was from the A0 sample, and the lowest pHRR of 280.51
kW m�2 at 290 s was associated with the sample D10. The A0
sample had the highest HRR value with pHRR value of 371.48
Fig. 3 ATR-FTIR spectra of composites A0 and C10.

This journal is © The Royal Society of Chemistry 2017
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Fig. 4 Fire performances of composite A0, B15, C10, C15, D10 and D15: (a) heat release rate, (b) total heat release, (c) total smoke production,
and (d) mass loss curves.

Table 3 Cone calorimetry data of the manufactured compositesa

Composite
ID Flame retardants

pHRR
(kWm�2)

THR
(MJ m�2)

AMLR
(g s�1)

TSP
(m2)

A0 None 371.48 166.85 0.071 11.03
B15 Nanoclay 360.09 174.29 0.059 13.50
C10 Nanoclay/SA-8010 351.04 131.11 0.060 25.95
C15 Nanoclay/SA-8010 316.79 149.00 0.065 23.83
D10 Nanoclay/SABT-93 356.62 135.07 0.068 23.80
D15 Nanoclay/SABT-93 315.27 151.47 0.066 21.81

a pHRR – peak of heat release rate; THR – total heat release; AMLR – average heat release rate; TSP – total smoke production.
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kW m�2 among all the samples. In case of the B15 sample, the
reduction of HRR and total heat release (THR) values was
observed (Fig. 4a and b). The improvement of re performance
could be related to good dispersion state and insulation effect of
nanoclay. It is well known that nanoclay has a multilayer struc-
ture with thin nano-platelets. The layer structure of nanoclay
acted as an effective oxygen and heat barrier during combustion.
For the composites C10 and C15, HRR, THR and pHRR values
decreased signicantly compared to these of the B15, revealing
the synergistic effect of nanoclay and SA-8010. The effective
barrier from the multilayer platelets of nanoclay blocked the
heat and mass transfer. The bromine radicals released from SA-
8010 removed the high energy heat in the gas phase, which
largely insulated the HDPE matrix and retarded the mass loss
and energy release rate of the decomposed products. However,
as the total content of nanoclay and SA-8010 increased from 10
to 15 wt% and the absence of compatibilizer MAPE, a further
This journal is © The Royal Society of Chemistry 2017
decrease in HRR and THR values was not observed. For example,
the THR value increased from 131.11 to 149.00 MJ m�2. This
might be attributed to the formation of FM aggregations in the
composites with a higher loading as well as the decreased
interfacial interaction among FMs, WF and HDPE. The presence
of SABT-93 also improved the re retardancy of HDPE/WF
composites. For example, compared to that of the B15, the
pHRR values for the D10 and D15 decreased by 22.1% and
12.4%, respectively. The best re performance was achieved for
the C10 sample, as shown in Table 3. It is therefore concluded
that SA-8010 had a better re retardancy than SABT-93 for WPC,
and the combination of nanoclay and SA-8010 showed the
synergistic ame retardancy for HDPE/WF composites. Among
all the samples, the lowest total smoke production (TSP) was
observed for the control A0 sample (Fig. 4c). The B15 composite
with clay only had a similar TSP curve as the A0 composite.
However, a signicant increase in the TSP was observed for the
RSC Adv., 2017, 7, 24895–24902 | 24899
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Fig. 5 Photographs of the char residues after cone calorimetry: (a) A0,
(b) B15, (c) C10, (d) C15.
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composites C10, C15, D10 and D15. When SA-8010 and SABT-93
were burnt, they pyrolyzed to form bromine radicals and volatile
organic (aromatic) compounds, which led to a large amount of
smoke. In case of mass loss (ML) (Fig. 4d), the A0 sample
exhibited a very high mass loss among all samples. For the
composites C10 and C15, the addition of SA-8010 signicantly
decreased the ML values, showing the good re retardancy of SA-
8010 in HDPE/WF composites. Interestingly, for the composites
D10 and D15, the incorporation of SABT-93 had little effect on
ML values. For WPCs, the carbon radicals produced from the
decomposition of WF attacked hydrogens on HDPE chains and
accelerated the degradation of HDPE matrix. However, bromide
radicals as radical scavengers decomposed from SA-8010 and
SABT-93 trapped the free radicals produced from WF, which
resulted in the reduced probability of decomposition of HDPE
matrix. The ame retardant SA-8010 reduced the decomposition
of WPCs in a high efficiency compared to that of SABT-93 as the
peak value (400 �C) in thermal stability temperature of SA-8010 is
lower than that of SABT-93 (455 �C) as shown in Table S1,†which
could trap more free radicals from WF, and decrease their
inuence on the decomposition of HDPE matrix. In addition,
the peak value in the decomposed temperature of SABT-93 was
similar to that of HDPEmatrix inWPCs, which had limited effect
on retarding degradation of HDPE matrix. Therefore, the addi-
tion of SA-8010 signicantly decreased the ML values of WPCs,
while the incorporated SABT-93 had little or limited effect onML
values. The overall combustion parameter results demonstrated
that SA-8010 exhibited superior re retardancy compared with
SABT-93. The combined use of nanoclay and SA-8010 showed an
even better re retardancy. The compatibilizer MAPE played
a critical role in improving the re performance. Since SA-8010
had a better re retardancy compared with SABT-93, the
combined effect of nanoclay, SA-8010, and compatibilizer MAPE
on the re performance of HDPE/WF composites was further
analysed based on the morphology of char residue.
Fig. 6 SEM micrographs of the char residues after cone calorimetry
test: (a) A0, (b) B15, (c) C10 and (d) C15.
Char residual morphology

Digital photographs of char residues of the composites A0, B15,
C10 and C15 aer the cone calorimeter test are shown in Fig. 5.
For the char residues of the A0 sample (Fig. 5a), it was seen that
the char residues were completely collapsed into small pieces,
and burnt out in some areas, which implied the poor re
retardancy. For the char residues of the clay-only B15 sample
(Fig. 5b), the surface layer was quite loose and even burnt out in
the center. The char residues had cracks and holes although
a continuous char layer was seen. For the char residues of the
C10 sample, with the addition of compatibilizer MAPE as well as
the decrease in the contents of the re retardant, more compact
and continuous surface layer was generated, as shown in Fig. 5c.
For the char residues of the C15 sample (Fig. 5d), the char layer
was continuous and compact with small cracks on the surface,
indicating the improved re performance. These observations
conrmed the synergism of SA-8010 and nanoclay in promoting
the formation of char layer to protect the HDPE substrate from
combustion, as well as the contribution of improved interfacial
24900 | RSC Adv., 2017, 7, 24895–24902
interaction with the addition of MAPE toward the re
performance.

The SEM micrographs of char residues aer combustion for
the composites A0, B15, C10 and C15 are shown in Fig. 6. Many
large holes and cracks were found in the char residues of the A0,
as shown in Fig. 6a. This structure contributed to fast heat
transfer and gas diffusion, and therefore the sample was burnt
quickly. The char residues of the B15 (Fig. 6b) appeared to be
aggregated together with holes. This kind of noncontinuous
and compact char layer was not effective to prevent the HDPE
substrate from degradation under combustion. For the char
residues of the C15 sample (Fig. 6d), residual char covered on
the surface, which was continuous with some small holes. This
was attributed to the formation of re retardant aggregations as
well as the poor distribution of re retardants in the composites
with a higher loading, as discussed previously. However, in
comparison with the A0 and B15, much more compact and
continuous morphology was seen observed for the char residue
of the C10 (Fig. 6c). The char residue of the C15 exhibited more
compact surface layer, which was responsible for the improved
re retardancy, indicating the synergistic effect of nanoclay and
This journal is © The Royal Society of Chemistry 2017
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SA-8010, again. The improved compatibility among re retar-
dants, WF and HDPE with the presence of MAPE further
produced more compact and continuous char residue, which
signicantly reduced the heat and mass transfer rate, leading to
enhanced re performance. These observations were in accor-
dance with the THR and HRR data.
Fig. 8 Schematic representation of mechanism for synergistic fire
retardancy of nanoclay and SA-8010 in WF/HDPE/MAPE composites.
Char residual structure

The X-ray diffractograms of A0, B15, C10, C15, D10 and D15
samples are shown in Fig. S3† and 7, respectively. In the dif-
fractogram of A0, the peak for the crystalline portion of HDPE in
the blend appeared at 36.13� corresponded to the crystalline
region of the cellulose of pristine wood.30 For organically
modied nanoclay, the sharp diffraction peak was typically at
around 5�.31 However, the disappearance of typical crystal
diffraction peak of nanoclay was observed for C10, C15, D10 and
D15 samples as the exfoliation of nanoclay layers in the HDPE
matrix.32 The strong hydrogen bonding between the oxygen
groups of silicates and the maleic anhydride group (or COOH
group) as the driving force could promote MAPE molecules
enter and penetrate into the gallery between nanoclay layers.
Subsequently, the HDPE molecular chains could more easily
enter the gallery and nally exfoliate layers. It was further sup-
ported from the TEM result (Fig. S4†). For the C10 sample, the
dark lines were the silicate layers of nanoclay, and the black
spots present in the image were the SA-8010 particles. In addi-
tion, the intensity of crystalline peaks for the wood and HDPE
matrix appeared in the range of 14 to 25� as well as 36.13� was
found to either decrease or disappear with the incorporation of
nanoclay and/or SA-8010/SABT-93. The decrease in the crystal-
linity of cellulose of wood was supposed to the cause of inser-
tion of nanoclay and SABT-93/SA-8010 into the amorphous
region of cellulose.33 Similar decrease in peak intensities of the
wood and polymer due to the incorporation of silica was
observed and reported by Deka and co-worker while studying
the WAXD prole of silica, nanoclay and WPCs system.34 All
these data suggested that the nanoclay layers were exfoliated,
and ame retardants (SABT-93/SA-8010) were dispersed in the
wood and polymer matrix.
Fig. 7 WAXD patterns of composites B15, C10, C15, D10 and D15.

This journal is © The Royal Society of Chemistry 2017
On the contrary, for the diffractogram of the B15 sample, the
broader diffraction peak of nanoclay at around 5� was pre-
sented, which implied that the nanoclay was not exfoliated.35

The reason is that the size of dispersed nanoclays became larger
or even aggregated as the level of nanoclay increased too much.
Therefore, the higher clay contents, the higher the MAPE
needed to exfoliate the additional clay.

Mechanism discussion

FMs in polymer have an action in a condensed phase, a gas
phase, or the combined condensed-gas phase. According to the
previous reports, halogenated ame retardants work in the gas
phase, and organo-modied clays acted as a char layer in the
condensed phase.13,36 Based on the above analysis, the combus-
tion process during burning for the combined system of nanoclay
and SA-8010 was schematically proposed (Fig. 8). Free radicals
were rst produced in the thermal degradation of HDPE/WF
composites at high temperatures, and accelerated their thermal
degradation.8 For the A0 sample, carbon radicals were produced
from the decomposition of the carbon backbone of WF, which
attacked hydrogen on HDPE chain to form new long chain radi-
cals at high temperatures (over 400 �C) as indicated in Table 2.
This new free radicals could be broken into volatiles, while much
free radical formation took place in HDPE, which accelerated the
decomposition of HDPE. For the C10 sample, SA-8010 decom-
posed to produce bromine radicals, which was considered as
radical scavengers.13 Therefore, bromine radicals trapped the free
radicals produced from WF. As a result, SA-8010 reduced the
inuence of WF on stability of HDPE. Additionally, the char layer
produced from the WF and nanoclay built up on the surface
during burning. The stable char layer of nanoclay as an insulation
layer prevented further decomposition of HDPE and slowed down
the mass loss and energy release rates of the decomposed prod-
ucts.24 Finally, the presence of MAPE largely improved the inter-
facial interaction among re retardants, WF and HDPE, which
also contributed to the superior re performance.

Conclusions

The HDPE/WF composites with compatibilizer MAPE, and FMs
(i.e., re retardants of SA-8010 and SABT-93 and nanoclay) were
RSC Adv., 2017, 7, 24895–24902 | 24901
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prepared. The MOR values of the composite were reduced aer
the addition of FMs, and MOE values did not change system-
atically. The presence of coupling agent MAPE improved the
compatibility among FMs, WF and HDPE. The synergism of
nanoclay and SA-8010/SABT-93 and improved interfacial adhe-
sion by MAPE shied the thermal decomposition of the
composites to higher temperatures. The combined addition of
re retardants (SA-8010 or SABT-93) and nanoclay reduced the
HRR and THR from composites, exhibiting the synergism for
enhanced char layer formation. The incorporation of compati-
bilizer MAPE further reduced the HRR and THR values,
revealing the effectiveness of MAPE in improving interfacial
bonding and re performance of HDPE/WF composites.
Morphology analysis for char residues revealed that the
combined use of SA-8010, nanoclay, and MAPE resulted in
much more continuous and compacted char layer, leading to
the best ame performance among the formulations tested.
Char residual structure analysis indicated that MAPE promoted
the exfoliation of nanoclay, and the dispersion of ame retar-
dants SA-8010 and SABT-93 in the wood and HDPE matrix.
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