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hanism of calcareous deposits
under various hydrostatic pressures during the
cathodic protection of carbon steel in seawater

C. J. Li ab and M. Du*b

A galvanostatic method was used to study the influence of hydrostatic pressure on the cathodic protection

of carbon steel in seawater. The polarization and electrochemical behavior of Q235 carbon steel was

studied after being covered with calcareous deposits. Surface analysis was performed to investigate the

growth mechanism of the calcareous deposits under various hydrostatic pressures. Although there was

no obvious effect of the hydrostatic pressure on the polarization potential decay, the protectiveness of

calcareous deposits showed significant variation under the different pressures. The results of

electrochemical impedance spectroscopy (EIS) and linear polarization resistance (LPR) indicate that the

electrochemical reaction resistance Rct on the polarized metal surface initially increased with the

increasing pressure and then decreased, with a maximum value at 2 MPa. The protection factor Fp of the

deposits decreased when the pressure was higher than 2 MPa. Scanning electron microscopy (SEM) and

X-ray diffraction (XRD) analyses illustrated that parts of the calcium lattice positions were substituted by

magnesium ions in the initial crystallization of calcium carbonate under 5 MPa pressure or even higher,

which resulted in a crystal structure transformation from aragonite to dolomite. The order degree d of

dolomite decreased under high pressure due to the low free energy of the lattice.
1. Introduction

Cathodic protection (CP) has been widely used for corrosion
control in a marine environment, especially for large static
structures such as sub-sea pipelines for oil and gas exploration.
In recent years, there has been a substantial increase in energy
exploration and production in deep water regions. These
expanded operations have involved many new challenges, such
as corrosion and materials technology. Since carbon steel is
usually the major construction material used for production
facilities, good corrosion control and a reliable CP system is
essential for safe long-term operation, which is required for the
development the deep water resources.

In order to optimize the CP designs for deep water, a thor-
ough understanding of the greater depth environmental effects
on the CP process is required. There are signicant variations in
a series of environmental parameters at great depth, such as the
temperature, dissolved oxygen, pH, ow velocity and so on. The
variations can severely impact the CP process and have drawn
substantial attention and research.1–8 As one of the most inu-
ential parameters, hydrostatic pressure is directly proportional
to depth and increases by about 0.1 MPa for each 10 m increase
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in the water depth. However, previous research activity has
mostly addressed the other inuential variables (e.g. tempera-
ture, dissolved oxygen, ow velocity, etc.), still the present state-
of-knowledge falls short of the hydrostatic pressure inuence
on deep water CP. For example, Hartt and the co-workers
studied the deep water CP by laboratory simulations and eld
experiments at a 899 m Gulf of Mexico site, and it indicated that
the current density demand was relatively high in deep water.9,10

This was consistent with the results previously reported by
England and Heidersbach.11 However, the presented data
combined the inuences of temperature and pressure and
lacked the study on the single factor of pressure. Fischer et al.
proposed a semi-empirical formula on the basis of CP electro-
chemical theory and eld experiments, however, the parameter
of pressure was not included.12

Additionally, calcareous deposits will form on the protected
steel surface aer CP in seawater. This is because of hydrogen
evolution and oxygen reduction reactions:

H2O + 1/2O2 + 2e� / 2OH� (1)

2H2O + 2e� / 2OH� + H2 (2)

Due to the generation of OH�, the magnesium ions will react
with OH� and are deposited as brucite of Mg(OH)2 on the steel
surface. Further, as the variation of pH near the steel surface,
the inorganic carbonic equilibrium will be disrupted, leading to
RSC Adv., 2017, 7, 28819–28825 | 28819
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Fig. 1 A schematic of the electrochemical cell used for controlling the
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the concentration of carbonate ions and the precipitation of
CaCO3.

Mg2+ + 2OH� / Mg(OH)2 (3)

Ca2+ + CO3
2� / CaCO3 (4)

As these non-conductive deposits progressively cover the
surface, the ux of dissolved oxygen from seawater towards the
steel surface is limited. In addition, the overall rate of the
cathodic reaction (eqn (1)) decreases, leading to a reduction in
the CP current density required and consumption the sacricial
anode.13–17 Therefore, knowing the formation mechanism and
how to promote the quality of the calcareous deposits is
important for the design and prediction of a CP system.
However, the main attention for the hydrostatic pressure effect
on CP has been focused on the variation of current density and
there is a lack of studies on the calcareous deposits formation
under deep water and high hydrostatic pressure. For example,
Hu et al. studied the effect of cyclic hydrostatic pressure on the
sacricial anode CP, while little attention has been devoted to
the formation of calcareous deposits on the cathode surface.18

Thomason and Fischer suggested that it was not the hydrostatic
pressure that causes the compound variation of calcareous
deposits in deep water but the temperature and ow velocity,
and the growth of calcareous deposits was mainly controlled by
the ocean sites and eld environments.19 Tawns and Oakley
studied the CP at a simulated depth of 2500 m and found that
thick but poorly adherent calcareous deposits were formed by
high-pressure CP aer 30 d, and the protectiveness was not as
effective as that found at atmospheric pressure.20 While there
was a lack of research on the structure and morphology of the
calcareous deposits in their presented work.

To date, most studies on the hydrostatic pressure effects on
CP have been devoted to eld experiments in deep water.
Actually, there are different environmental conditions in
different marine regions although at the same depth. Therefore,
various conclusions have been drawn for the deep water CP
process. Additionally, there are complicated environmental
factors in the eld sites, which will have a multiple and
combined impact on the CP process. In addition, it is difficult to
only study the inuence of hydrostatic pressure on CP based on
the eld experiments results because of the interference of
other factors, e.g. temperature and ow velocity. Therefore, the
single factor experiment of CP should be performed to elimi-
nate the disturbance of the other environmental factors from
hydrostatic pressure in deep water.

In this paper, the effect of hydrostatic pressure on carbon
steel CP was studied using a single factor experiment. Specic
attention has been focused upon the electrochemical behaviour
variation on the carbon steel surface under various hydrostatic
pressures aer CP, which was studied using EIS and LPR
measurements. The growth mechanism of the calcareous
deposits was discussed by SEM and XRD analysis, and the
crystal structure transformation of CaCO3 under high pressure
was investigated. The presented results may be helpful for the
supplementation and perfection of CP theory in deep water.
28820 | RSC Adv., 2017, 7, 28819–28825
2. Experimental

Natural seawater was used in all our experiments, of which the
salinity was 32 and pH was 8.1 from Maidao, a coastal scientic
station in Qingdao, China. The seawater was ltered through
0.7 mm pore-size glass ber lters to clear the marine growth
before the CP experiments. Carbon steel Q235 was used as the
working electrode, with an approximate composition (in
weight%) of: 99.32% Fe, 0.18% C, 0.02% Si, 0.45%Mn, 0.02% S,
and 0.01% P. The plate metal samples were embedded in epoxy
resin, leaving a geometrical surface area of 1 cm2 exposed to the
electrolyte and then polished with 600, 1000, 2000-grit paper in
sequence, followed by ultrasonic cleaning and air-dried treat-
ment prior to insertion in the test cell. The potentials were
measured versus a kind of all solid-state Ag/AgCl reference
electrode and were calibrated using a saturated calomel elec-
trode (SCE) aer the experiments. A large mixed metal oxide
(MMO) grid was used as the counter electrode.

The hydrostatic pressure apparatus is shown in Fig. 1. The
hydrostatic pressure P was controlled to 0.1, 1, 2, 5 and 10 MPa
during the CP process, respectively. The pressure is equivalent
to a water depth of 0, 100, 200, 500 and 1000 m. The tempera-
ture was controlled at 25 � 1 �C during the experimental
process, in order to eliminate the inuence of temperature
changes on the CP process. The dissolved oxygen was of the
natural concentration in seawater at the experimental temper-
ature (approximately 6–7 mg L�1). A galvanostatic polarization
method was used to perform the CP experiments using a mean
current density of 200 mA m�2. The working electrode was
polarized for 168 h.

In situ electrochemical measurements were carried out using
an IM6e (ZAHNER, Germany) electrochemistry workstation
aer the galvanostatic polarization. A delay time of 40 minutes
was set before the measurements were started in order to
stabilize the electrode potential. A potentiodynamic polariza-
tion scan was performed at a scan rate of 0.1 mV s�1 in the range
of �10 mV at an open circuit potential (OCP). EIS measure-
ments over a frequency range from 100 kHz to 10 mHz followed
the potentiodynamic polarization scan. In order to resist the
large interface impedance caused by the deposit formation and
enhance the frequency response characteristics, a larger
perturbation amplitude of 10 mV at an OCP was employed,
hydrostatic pressure.

This journal is © The Royal Society of Chemistry 2017
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other than 5 mV that is oen used in conventional EIS
measurements.

Aer the electrochemical measurements, the electrodes were
taken out and rinsed with deionized water to clear away the salt
(mainly of NaCl). Then ex situ SEM observations using a JEOL
JSM-6700F scanning electron microscope were performed to
characterize the deposits, whose chemical compositions were
analysed using energy dispersive X-ray spectroscopy (EDX). The
EDX investigation zone was the entire exposed surface of the
electrode. XRD was also involved to analyse the crystalline form
of the deposits, performed on a D8 ADVANCE apparatus at
a scanning rate of 4� min�1 and range of 10–80�.
3. Results and discussion
3.1. Potential decay at various hydrostatic pressures

The potential variation trends of the electrodes were recorded
versus the polarized time under different hydrostatic pressures
to investigate the protection status.

As shown in Fig. 2, almost the same variation trends were
shown for the potential decay under different hydrostatic
pressures. The electrodes potentials shied negatively versus
the protection time at the very beginning of the polarization of
60 h, and then stabilized gradually. This was because of the
formation of the calcareous deposits on the electrode surface,
which can decrease the diffusion rate of oxygen to the metal-
solution surface and inhibit the oxygen reduction reaction.
Less oxygen diffusion to the steel surface and the accumulation
of excess charge causes the steel potential to shiing negatively
at the beginning of the polarization of 60 h. When the potential
was more negative than �1.1 V (vs. SCE), the non-diffusion-
controlled hydrogen evolution reaction became the dominant
cathodic reaction, which was limited by the charge transfer.
Therefore, the potential variations were not affected by the
electrode surface status and the potential proles almost over-
lapped with each other under different pressures during the
later CP stage. This revealed that the protection potential of
carbon steel was independent of the hydrostatic pressure.
3.2. EIS measurements

EIS measurements were performed in situ aer the electrodes
were polarized for 168 h. As a comparison, electrodes without
Fig. 2 The potential decay curves vs. time under various hydrostatic
pressures under galvanostatic polarization.

This journal is © The Royal Society of Chemistry 2017
polarization (blank) were also measured under various hydro-
static pressures. The Nyquist diagrams of the electrodes under
the different pressures are shown in Fig. 3.

For bare steel (blank), an obvious increase in the capacitive
loop size with increasing hydrostatic pressure was observed
(Fig. 3a), revealing an increase in the interfacial charge transfer
rate. This may be caused by the higher activation energy under
higher pressure.19 Nevertheless, the Nyquist diagrams of the
electrodes aer polarization showed more complex cases under
the different hydrostatic pressures (Fig. 3b). The capacitive loop
size initially increased with increasing pressure and then began
to decrease, displaying a maximum value under a pressure of
2 MPa. All the Nyquist diagrams can be characterized by two
capacitive loops with a supplementary loop appeared in the
high frequency region. Additionally, the loop size in the high
frequency region showed a relatively regular change, increasing
with the hydrostatic pressure. This may be due to the higher
electrochemical reaction resistance under high pressure, which
was controlled by the activation energy. For all of the hydro-
static pressures studied, the capacitive loop observed at atmo-
spheric pressure showed the smallest size. The variation of the
loop size may be attributed to the increasing activation energy
under higher pressure, on the other hand, it may be attributed
to the formation of calcareous deposits with different
compactness and protectiveness under the different pressures.

The equivalent circuit of impedance for bare steel can be
described as a resistance corresponding the charge transfer
Fig. 3 Nyquist diagrams under various hydrostatic pressures: (a)
without polarization (blank) and (b) with galvanostatic polarization for
168 h.

RSC Adv., 2017, 7, 28819–28825 | 28821
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resistance Rct in parallel to the double layer capacitance Cdl, and
these two elements are in series to an electrolyte resistance Re

(Fig. 4a).
Further, the impedance for the polarized electrodes can be

illustrated using a ve-element model (Fig. 4b), describing the
porous calcareous deposits formation on the electrode surface.
A resistance corresponding to the charge transfer resistance,
Rct, at the pores bottom is placed in parallel to a constant phase
element, CPE1. The constant phase element (CPE) is dened in
the impedance representation as:

Z(u) ¼ Z0(ju)
�n (5)

where Z0 is the CPE constant, u is the angular frequency (in rad
s�1), j2 ¼ �1, is the imaginary number and n is the CPE expo-
nent.21 CPE1 is considered as a model of double layer capaci-
tance (Rct) like H2O and other ions adsorbed on the surface of
steel and CPE2 as a model of calcareous deposits (Rf). The two
elements of CPE1 and Rct are in series to a resistance, Rf, which
corresponds to the nite conductivity of the electrolyte in the
thin pores. The whole arrangement is placed in parallel to CPE2,
reecting the dielectric nature of the calcareous deposits
(Fig. 4b). The tting results for impedance under the various
pressures are shown in Table 1.

As can been seen from the tted results, the value of Rf

increased under higher hydrostatic pressures and showed the
smallest value under atmospheric pressure. One reason was
that the transfer resistance of ions in the deposits thin pores
increased under higher pressures, which may be due to the
different deposit structures and compactness. Meanwhile, the
charge transfer resistance Rct increased greatly with increasing
pressure. However, when the pressure was higher than 2 MPa,
Rct began to decrease. The decreasing Rct under a certain high
pressure revealed the decreasing protective properties of the
calcareous deposits, which was constant with the research
results of Tawns and Oakley.20 This may be attributed to the
Fig. 4 Equivalent circuit diagram: (a) bare steel and (b) electrode
covered by calcareous deposits.

Table 1 The EIS fitting results under various hydrostatic pressures

P
(MPa) Rs (U cm2) CPE1 (mF cm�2) (n1)

0.1 1.498 120 (0.7240)
1 1.979 80.80 (0.6327)
2 1.54 104 (0.7507)
5 1.48 139 (0.6745)
10 2.21 133.60 (0.5143)

28822 | RSC Adv., 2017, 7, 28819–28825
higher solubility of CaCO3 under higher pressures and less
deposit generation,6 and it may also be due to the trans-
formation of the crystal morphology under high pressure.

3.3. LPR measurements

Linear polarization resistance (Rp) is commonly used to calcu-
late the corrosion current density of steel and a high value of Rp

is generally accepted as a low corrosion rate. As the calcareous
deposits are developed on the steel surface aer CP, the corro-
sion rate of steel will decrease under the open circuit conditions
due to the deposits protection. Meanwhile, the larger value of Rp

indicates the lower corrosion rate, which corresponds to the
more compact deposit precipitation and efficient protection.

LPR tests were performed in situ at the OCP and the value of
Rp was obtained by tting the linear polarization curve. The
linear polarization resistance of bare steel for blank (Rp0) was
also obtained under various hydrostatic pressures (Fig. 5a).

Due to the increasing activation energy under high pressure,
Rp0 increased linearly with an increase in the hydrostatic pres-
sure. The value of Rp aer polarization initially increased and
then decreased, with a maximum value at 2 MPa. This was
consistent with the results observed for the capacitive loop size
in the EIS analysis.

In order to study the calcareous deposits inuence on the
polarization resistance of the steel electrode aer CP, the
environmental background value is rst deducted, which was
induced by the ambient conditions of the different hydrostatic
pressures. Hence, the protection factor (Fp) parameter was
proposed to evaluate the calcareous deposits protection capa-
bility,22,23 dened by the equation Rp/Rp0 � 1. It was considered
that the Fp valve could present the growth of the steel polari-
zation resistance induced by calcareous deposit precipitation
when compared with bare steel with no deposits. The Fp valves
of the electrodes under various pressures aer 168 h of polari-
zation are shown in Fig. 5b. The variation of Fp presents
a similar trend to that observed for Rp. However, there was an
even smaller value of Fp at 5 and 10 MPa than that found under
ambient pressure, revealing a decrease in the protective prop-
erties of the calcareous deposits under certain high hydrostatic
pressures.

3.4. Morphological characteristics

In order to investigate the calcareous deposits formation on the
electrode surface during CP under various hydrostatic pres-
sures, SEM observations were performed aer 168 h of
Rf (U cm2) CPE2 (mF cm�2) (n2) Rct (U cm2)

317 8.73 (0.6553) 20 156
1778 21.40 (0.2988) 36 060
1843 34.60 (0.5982) 74 700
1780 10.20 (0.6487) 53 627
1762 2.26 (0.8482) 28 219

This journal is © The Royal Society of Chemistry 2017
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Fig. 5 (a) Rp0 and Rp vs. P and (b) Fp vs. P after galvanostatic polari-
zation for 168 h.

Fig. 6 SEM observations of the calcareous deposits under various
hydrostatic pressures after galvanostatic polarization for 168 h: (a)
0.1 MPa, (b) 1 MPa, (c) 2 MPa, (d) 5 MPa and (e) 10 MPa.

Fig. 7 (a) SEM observations and (b) XRD results for the calcareous
deposits under 5 MPa after 168 h of galvanostatic polarization.
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polarization and are shown in Fig. 6. All the electrodes surfaces
were covered by calcareous deposits aer CP under various
pressures, while exhibiting different morphological character-
istics. Generally, an increase in the deposited particles size have
been observed with increasing hydrostatic pressure. The
deposits show the typical cauliower shape crystals of aragonite
under most of the experimental pressure conditions studied.
However, in addition to the aragonite (Fig. 6e, crystal-1),
extraordinary crystals with a pyramidal shape (Fig. 6e, crystal-
2) were obtained under a pressure of 10 MPa.

The SEM images in Fig. 6 are at 2000 times magnication of
the narrow focus ranges. A lower magnication of 500 times was
further used to obtain a greater eld of view, in order to conrm
the crystals structures deposited on the whole electrodes
surfaces and investigate the transformation mechanism for the
two kinds of crystals observed under the different pressures.
The coupled growth of the cauliower and pyramidal crystals
was revealed not only under a pressure of 10 MPa, but also at
5 MPa (Fig. 7a). While the intergrowth crystals were not found
under the other pressures studied. XRD analysis was performed
to study the crystalline structures of the two kinds of deposits.
The results illustrated that the pyramidal crystals were the
dolomite of CaMg(CO3)2 and not the calcite of CaCO3 with
a cubic structure, which normally forms at low temperature.22,24

Generally, temperature was considered as the dominant factor
for controlling the CaCO3 crystal form in the CP process. In
addition, CaCO3 was generated in the form of aragonite when
the temperature is higher than 20 �C, while calcite is formed at
lower temperatures,6,22,25 while the other environmental
parameters, such as dissolved oxygen, pH and salinity, have no
This journal is © The Royal Society of Chemistry 2017 RSC Adv., 2017, 7, 28819–28825 | 28823

http://creativecommons.org/licenses/by/3.0/
http://creativecommons.org/licenses/by/3.0/
https://doi.org/10.1039/c7ra03709k


Table 2 The atomic ratio of Ca/Mg obtained from the EDX analyses
under the various hydrostatic pressures studies

P
(MPa)

Ca fraction
(mol%)

Mg fraction
(mol%)

Atomic ratio
of Ca/Mg

0.1 16.85 0.07 240.71
1 16.92 0.16 105.75
2 17.38 0.24 74.42
5 17.48 0.76 23.00
10 21.70 1.55 14.00
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obvious inuence on form of the CaCO3 crystals. Actually, the
experiments here were all performed at 25 �C. Therefore, it was
believed that the formation of dolomite at ambient temperature
was attributed to the high hydrostatic pressure. Additionally, it
is generally believed that magnesium ions were easily adsorbed
to the calcite surface and involved in the crystallization process,
which would restrain the calcite growth. In addition, it had no
effect on the growth of aragonite.25–29 However, it has been
revealed distinctly that the magnesium ions participated in the
crystallizing kinetics of aragonite under higher hydrostatic
pressure in our experiments, which has been rarely reported
before.

The reason for the formation of dolomite is believed to be
due to the magnesium ions easily occupying the positions of the
calcium ions in the CaCO3 lattice under high pressure due to
their smaller ionic radius, leading to the crystallization of
CaMg(CO3)2 (Fig. 8). Besides, it can be seen that the dolomite
was covered by aragonite, revealing the dolomite was initially
deposited and then the aragonite. Therefore, the magnesium
ions only participate in the early stage of CaCO3 crystallization
during the CP process. In the later stages, the crystallization of
CaCO3 needs to overcome a smaller thermodynamic energy
barrier due to the earlier deposited dolomite acting as a crystal
nucleus.

Generally, the order degree (d) is used to describe the
arrangement of Ca2+ and Mg2+ in the dolomite crystal structure.
There is the same number of Ca2+ andMg2+ in an ideal dolomite
structure, in which the Ca2+, Mg2+ and CO3

2� ions are alter-
nately arranged in the (00i) direction. The d can be expressed by
the reective intensity ratio of the (015) and (110) crystal planes,
which is d ¼ I(015)/I(110).30 The calculated value of d for the
dolomite structure under 5 MPa and 10 MPa was 0.45 and 0.08,
respectively, illustrating a decrease in d under the higher
hydrostatic pressures. This can be explained by the entropy
increase in the process, which was caused by the increased
disorder of the cation distribution in the dolomite crystal
structure. The decrease in d will be benecial to decrease the
free energy of the dolomite lattice under high pressure.

In order to investigate the atomic molar ratio of Ca/Mg in the
deposits formed under the different pressures, EDX was per-
formed to verify the participating behavior of the magnesium
ions during CaCO3 deposition under high pressure. The results
Fig. 8 A schematic of the transformation of calcium carbonate under
high hydrostatic pressure.

28824 | RSC Adv., 2017, 7, 28819–28825
are shown in Table 2. This reveals that the fraction of magne-
sium increased upon increasing the hydrostatic pressure. In
addition, an obviously decrease in the Ca/Mg ratio conrmed
that more magnesium ions participated in the CaCO3 crystal-
lization process under the higher pressures, leading to the
deposition of dolomite and a decrease in d.

In summary, the morphology analysis echoed the results of
the electrochemical measurements. Due to the higher solubility
of the calcareous deposits under high hydrostatic pressure,
a lower amount of deposits were generated on the steel surface.
Additionally, the crystal transformation of the calcium
carbonate from aragonite to dolomite caused a decrease in the
deposits compactness and protectiveness. Both factors were
attributed to the decrease in the capacitive loop size observed in
EIS and Fp in the LPR results under high pressure. Therefore,
a higher CP current density may be needed under a high
hydrostatic pressure and in deep water.
4. Conclusions

In this paper, specic attention has been focused upon the
inuence of hydrostatic pressure on the CP process of carbon
steel and also the mechanism for calcareous deposition. The CP
process was monitored under various pressures. The electro-
chemical characteristics of the electrodes surfaces were studied
aer the CP process. The transformation of the calcium
carbonate crystals from aragonite to dolomite was observed and
conrmed under high hydrostatic pressures. The following
conclusions are made:

(1) The protection potential of carbon steel was independent
of the hydrostatic pressure in the investigated range from
0.1 MPa to 10 MPa.

(2) The EIS results revealed that the capacitive loop size
initially increased with increasing pressure due to the
increasing activation energy needed and then began to
decrease, which was attributed to the reduction of the deposit
quality and protectiveness. The tting results indicated
a maximum value of the Rct was obtained at 2 MPa.

(3) The LPR results demonstrated that the maximum
protection factor Fp was obtained at 2 MPa, where the deposits
exhibited the best protectiveness. When the pressure was
higher than 5 MPa, the deposits protective capability was even
worse than that found at ambient pressure.

(4) The morphology analysis echoed the results of the elec-
trochemical measurements. The decrease in Rct and Fp under
This journal is © The Royal Society of Chemistry 2017
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high pressure was attributed to the higher solubility of CaCO3

and the transformation of its crystal form. The atomic molar
ratio of Ca/Mg in the deposits decreased with an increase in the
hydrostatic pressure. When the pressure was higher than
5MPa, the magnesium ions can occupy the positions of calcium
ions in the CaCO3 lattice because of the smaller ionic radius,
leading to the crystallization of CaMg(CO3)2. Due to the increase
in entropy during the process and the decrease in the dolomite
lattice free energy, the order degree (d) of dolomite decreased
under high pressure.
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