
RSC Advances

PAPER

O
pe

n 
A

cc
es

s 
A

rt
ic

le
. P

ub
lis

he
d 

on
 0

9 
Ju

ne
 2

01
7.

 D
ow

nl
oa

de
d 

on
 1

1/
1/

20
25

 1
2:

16
:1

8 
A

M
. 

 T
hi

s 
ar

tic
le

 is
 li

ce
ns

ed
 u

nd
er

 a
 C

re
at

iv
e 

C
om

m
on

s 
A

ttr
ib

ut
io

n 
3.

0 
U

np
or

te
d 

L
ic

en
ce

.

View Article Online
View Journal  | View Issue
Gas detection ba
aState Key Laboratory on Integrated Optoele

Engineering, Jilin University, Changchun 1

com
bState Key Laboratory of Superhard Mater

Changchun 130012, China
cChina-Japan Union Hospital, Jilin Univers

guangsun2013@163.com
dDepartment of Chemistry and Physics, Lo

71115, USA

Cite this: RSC Adv., 2017, 7, 30096

Received 18th April 2017
Accepted 4th June 2017

DOI: 10.1039/c7ra04342b

rsc.li/rsc-advances

30096 | RSC Adv., 2017, 7, 30096–301
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Near-infrared quantum dot light emitting diodes (QD-LEDs) were adopted to detect acetylene and

ammonia based on differential optical absorption spectroscopy (DOAS). Three sizes of PbSe QDs were

loaded on three GaN LED chips respectively to fabricate a near-infrared light source with three

wavelengths and each could be modulated separately. An optical detector was used instead of

a spectrograph to reduce the complexity of the detection system. The corresponding detection limits for

two gases were both 10 ppm, with an accuracy of 2%.
1. Introduction

In recent years, semiconductor quantum dots (QDs),1–4 nano-
wires,5–7 and nanotubes8 have been investigated widely. Because
of the unique properties, such as high photoluminescence (PL)
quantum yield (QY) and size dependent tunable wavelength
emissions, QDs are utilized in many areas including light
emitting diodes (LEDs),9–11 solar cells,12–14 liquid-core optical
bers,15–17 biouorescence imaging18,19 and temperature
sensing.20,21 Among them, PbSe QDs show very strong quantum
connement and high PLQY in the near-infrared (NIR) region.12

Their PL can cover a wide infrared wavelength region of 1–4
mm.22–25 The PL wavelength can be simply adjusted by changing
the particle size to cover the particular absorption frequencies
of many kinds of gases in the NIR region. These characteristics
make PbSe QDs promising materials for light conversion.

In our previous work, a GaN LED and three sized PbSe QDs
were utilized as excitation light source and light conversion
materials to fabricate a new sort of NIR light source which was
used to detect three gases by direct absorption spectroscopy
(DAS) technique.26 To further improve the design and perfor-
mance, we intend to take advantage of differential optical
absorption spectroscopy (DOAS) technique instead of DAS.
DOAS was rstly introduced in the late 70s by U. Platt and D.
Perner.27,28 Since then, DOAS has been widely adopted to
determine the concentrations and species of poisonous gases. It
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has the advantages of multi-gas simultaneous sensing, high
resolution and accuracy. With this method, a tiny optical
detector to signicantly reduce the volume and cost of the
detection system could replace the optical spectrometers. In our
previous LED structure, three sized QDs were deposited on one
chip and their emission could not be modulated separately,
which makes it impossible to detect the three wavelengths
respectively without lters.

In this work, a NIR light source was fabricated on a three-
chip GaN LED and three sized PbSe QDs were placed on the
three chips respectively to fabricate a NIR LED with three
independently modulated wavelengths. The three GaN chips
can be driven at different time intervals by a frequency
controller. Therefore, the three NIR beams can be separately
detected and transferred to electric signal by an optical detector.
Two wavelengths corresponded to the particular absorption
frequencies of ammonia and acetylene, and the third one was
used as a reference wavelength. The DOAS technique was
employed to eliminate the error caused by the instability
inuence of light intensity for higher precision and sensitivity.
Compared to the previous structure, the optical spectrometer
was replaced by a tiny optical detector. Therefore, the detection
system could be greatly simplied.
2. Theoretical analysis

When gases were detected by single light path with two wave-
lengths, the Beer–Lambert law29 and the interference factor of
light path should be considered. Aer the incident light passing
through the gases, the intensity of emergent light is:

I(l) ¼ I0(l)e
�[g(l)cl+b(l)] (1)

where I(l) and I0(l) are the intensities of emergent light and
incident light; g(l) is the attenuation coefficient; b(l) is the
This journal is © The Royal Society of Chemistry 2017
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Fig. 1 (a), (b) and (c) The TEM photographs of the different sizes PbSe
QDs. (d) The absorption (Abs) and photoluminescence (PL) spectra of
PbSe QDs with different sizes (corresponding diameters of 2.53, 4.83
and 6.88 nm).
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interference factor of light path. A wavelength of light is trans-
ferred into electrical signal:

i1(l) ¼ K1(l)D1(l)I01(l)e
�[g1(l)cl+b1(l)] (2)

The signal achieved by detector is the sum of all the wave-
length of emission peak.

i1 ¼
ðl1þ Dl1

2

l2�
Dl2

2

i1ðlÞdl ¼
ðl1þ Dl1

2

l1�
Dl1

2

K1ðlÞD1ðlÞI01ðlÞe�½g1ðlÞclþb1ðlÞ� (3)

Assume the mid-value wavelength of gas absorption spec-
trum as l�:

i1 ¼ K1D1I01(l)e
�g1(l�)cle�b(l�)Dl1 (4)

In the same way, we can get:

i2 ¼ K2D2I02(l�)e
�g2(l�)cle�b(l�)Dl2 (5)

From the above two eqn (4) and (5), we get:

c ¼ 1

½g2ðlÞ � g1ðlÞ�l

�
�
ln

i1

i2
þ ln

Dl2
Dl1

þ ln
K2D2I02ðlÞ
K1D1I01ðlÞ

þ b1ðlÞ � b2ðlÞ
� (6)

Dl1, Dl2 are full width at half maximum intensities of emission
peaks and they are known. The inuence factors of two light
beams on the light path are basically the same: b1(l�) z b2(l�).

K and D do not change with the gas concentration: K2D2 ¼
K1D1. By adjusting the circuit, we can make I01(l�) ¼ I02(l�).

Suppose
i1
i2
¼ t,

1
½g2ðlÞ � g1ðlÞ�

¼ Ca, ln
Dl2
Dl1

¼ Cb, the original

equation can be simplied as c ¼ Ca

l
½ln tþ Cb�.
3. Experimental
3.1 Materials and apparatuses

Lead(II) oxide (PbO, 99.99%), selenium powder (Se, 100 mesh,
99.99%), oleic acid (OA, 90%), 1-octadecene (ODE, 90%), trib-
utylphosphine (TBP, 95%) and trioctylphosphine (TOP, 90%)
were purchased from Alfa Aesar. Methanol, acetone, tetra-
chloroethylene, chloroform, hexane and toluene were obtained
from Sigma-Aldrich. All chemicals were used directly without
further treatment. The PL spectra were recorded using an Omni-
l300 Monochromator/Spectrograph. The light was detected by
a UPD-3N-IR2-P InGaAs detector.
3.2 Synthesis of PbSe QDs

We employed a solution-phase synthesis approach to prepare
monodisperse, high quality PbSe QDs in the noncoordinating
solvent.26 For 4.83 nm and 6.88 nm QDs, the whole synthetic
system was a three-neck ask equipped with condenser,
magnetic stirrer, thermocouple, and heating mantle. 0.892 g
yellow lead oxide, 2.26 g oleic acid, and 12.848 g 1-octadecene
This journal is © The Royal Society of Chemistry 2017
were loaded into a 100 ml three-neck ask, respectively. The air
in the three-neck ask was removed completely by 10 minutes
nitrogen ow to avoid oxidation of reactants. The PbO powder
would be dissolved in the solvent completely and the solution
became colorless upon heating to around 170 �C. Shaking the
ask was executed to help dissolve the PbO powder. Then,
6.9 ml Se–trioctylphosphine (Se–TOP) solution (containing
0.637 g Se) in a syringe was swily injected into the vigorously
stirred hot solution. The temperature of the reaction mixture
decreased to 143 �C for the growth of the PbSe QDs. At a certain
reaction time, the reaction was quenched by injecting 30 ml of
toluene and the ask was immersed into water immediately
until the solution reached room temperature.

For the synthesis of 2.53 nm QDs, the reaction step was the
same as the one above but TBP was used instead of TOP for Se.12

0.892 g PbO, 4.45 g OA and 9.47 ml ODE was loaded into the
three-neck ask. Aer nitrogen ow and dissolution procedure,
the temperature was kept at 90 �C. 8 ml of TBP–Se solution
(containing 0.64 g Se) was injected into the ask and the
temperature was maintained at 74.3 �C for 2 minutes and 25
seconds. The quenching method was the same as above.

To remove excess reaction precursors and ODE, a series of
purication operation procedures were carried out immediately
following literature.2,26 The nal PbSe QDs were dispersed in
chloroform and stored in an argon lled glove box.

The Fig. 1a–(c) shows the TEM photographs of 2.53, 4.83 and
6.88 nm sized PbSe QDs. The Fig. 1d shows the absorption and
PL spectra of these three PbSe QDs in tetrachloroethylene. The
rst exciton absorption peaks were 815, 1482 and 2053 nm,
respectively, and the PL peaks located at 954, 1573 and 2163 nm
correspondingly. It is clear to see the PL spectra with perfect
Gaussian shapes.
3.3 Fabrication of PbSe QDs based NIR LEDs

For the fabrication of NIR LEDs, 20 mg PbSe QDs were
dispersed in 0.5 ml chloroform to achieve a homogeneous
RSC Adv., 2017, 7, 30096–30100 | 30097
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Fig. 2 The structure diagram of the detection system. Fig. 3 The normalized emission spectra of NIR LED based on three
sized PbSe QDs (diameter of 2.53 nm, 4.83 nm, 6.88 nm) and the
absorption line intensities of C2H2 (green), NH3 (red) and H2O (blue)
respectively.

Fig. 4 The camera pictures of 3-chip GaN LED (a) and the as-prepared
QD-LED (b); (c) shows the driving voltage and frequency of the
QD-LED.
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solution. Then the solution was mixed with 0.4 g UV glue
(NOA60 from LIENHE Fiber Optics). In order to disperse QDs
into UV glue uniformly, vortex mixing and ultrasonic treatment
were executed. Finally, the mixture was transferred into
a vacuum chamber to remove chloroform and bubbles thor-
oughly. Then PbSe QD/UV glue composite was ready for utili-
zation. A thin layer composite was deposited on one GaN chip
carefully and the composite would be solidied adequately aer
being loaded into a ultra-violet lamp box. Repeat the operation
of deposition and solidication until the blue light emitted by
the GaN chip was completely absorbed. There sized QDs were
deposited on three GaN chips separately. It is worth noting that
each layer composite should be thin enough (about 0.3 mm)
otherwise it was difficult to solidify it completely.

3.4 Detection system

The experimental setup is shown in Fig. 2. The three chips were
driven one aer another by a frequency controller and the lights
emitted by the QD-LED became parallel lights aer crossing two
lenses. Aerwards, the lights were guided into a gas cell with
a reection structure and optical path of totaling 16 m. In the
end, the light was detected by an NIR detector which could
transfer optical signal into an electrical signal. With the help of
a preamplier (reducing the noise signal) and a lock-in ampli-
er (amplifying the signal), three electrical output signals were
obtained by time-sharing sampling.

4. Results and discussion
4.1 The spectra matching between PbSe QD-LED and the
gases

As industrial gases, C2H2 and NH3 are extremely explosive when
their concentrations reach 2.5–80% and 16–25% in the air,
respectively. Thus, it is important to detect their concentrations
accurately, from production, transportation, to storage.

The absorption spectra of NH3 (red lines) and C2H2 (green
lines) are shown in Fig. 3. Water vapor (H2O) is an important
part of air; therefore, the inuence of H2O has to be eliminated
in the detection process. The absorption spectrum of H2O (blue
lines) is exhibited in Fig. 3. We chose three sized (2.53, 4.83, and
6.88 nm) PbSe QDs as conversion materials and the GaN LED as
excitation light source to fabricate an NIR LED with three
wavelengths. As shown in Fig. 3, the emission spectrum of LED
30098 | RSC Adv., 2017, 7, 30096–30100
demonstrates three wavelengths peaked at 954, 1573, and
2163 nm. The peaks had perfect Gaussian shapes and clearly
indicated pure band-gap emissions.20 The full width at half
maximum (FWHM) of each emission peak was 132, 145 and
175 nm, respectively. The absorption spectrum of C2H2 located
in between 1510 nm and 1550 nm and the emission spectrum of
4.83 nm PbSe QDs covered the entire absorption spectrum of
C2H2 gas completely. The emission spectrum of 6.88 nm PbSe
QDs corresponded to the NH3 absorption spectrum. The emis-
sion peak of 2.53 nm QDs was used as a reference emission
because there was no absorption in its emission region, while
the ones of 4.83 and 6.88 nm QDs were treated as the detection
emissions.

The picture of the GaN LED is exhibited in Fig. 4a. It has
three chips. The positive electrodes of all the chips are con-
nected with the metal electrode named B that located on the
aluminium substrate. Then the three negative electrodes are
soldered together with the other three metal electrode named C,
R and G, respectively. As the excitation light source, this GaN
LED owns three independent chips that can be driven sepa-
rately. Following that, 2.5, 4.8, and 6.9 nm PbSe QDs were mixed
with UV glue and dropped on three chips one by one to fabricate
an NIR LED30 whose picture is shown in Fig. 3b. Ultimately, the
QD LED was utilized as the light source to detect gas concen-
trations by driving the three chips separately.
This journal is © The Royal Society of Chemistry 2017
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We used the method of time-sharing measurement based on
microcontroller unit (MCU) to drive the three chips. The LED
frequency of 6.67 Hz was adjusted with the duty cycle of 13.33%.
3.0 V voltage was applied onto the three chips as shown in
Fig. 4c. The rst chip was applied 3.0 V for 20 ms while the light
with the wavelength of l1 would be emitted, and then there was
no voltage applied for 30 ms. The same prole was executed for
the second and the third chips. There was only one chip actu-
ated at one time for 20 ms.
4.2 Calibration and detection

Introducing nitrogen and the target gases into the gas cell in the
same time but with different ow rates, different gas concen-
trations were obtained. The concentrations of a series of
prepared C2H2 samples within 0–800 ppm were loaded into the
designed detection system (20 �C, 101.325 kPa) by using the
designed system. The result of the detection signal divided by
the reference signal was regarded as the detection result. In
Fig. 5a, 16 standard concentrations of C2H2 and the output
signals are shown. We employed Matlab to plot the curve tting
and the tting formula was obtained as y ¼ 0.04056 � e�x/
461.17 + 0.58354, where y is the ratio of detection signal and
reference signal, x is the gas concentration. Different concen-
tration of C2H2 and NH3 were detected for one more time
separately and used the calibrated formula to calculate the
measured concentration to check the accuracy of the system.
We repeated the experiment for many times to check the
Fig. 5 The signal value of C2H2 and NH3 at 16 standard concentrations
and their working curves fitted by Matlab are shown in (a) and (b); (c)
and (d) are the accuracy curves of C2H2 and NH3; (e) and (f) are the
accuracy curves of C2H2 and NH3 after 1000 ppmH2Owas loaded into
the gas cell.

This journal is © The Royal Society of Chemistry 2017
sensitivity and precision of the system. The accuracy curves
were shown in Fig. 5c and d. The sensitivities of C2H2 and NH3

were conrmed to be 1 � 10�5 (10 ppm) and 1 � 10�5 (10 ppm)
and their accuracies were 2% which were better than our
previous results using the direct absorption spectroscopy (DAS)
technology.
4.3 Result analysis

4.3.1 The limitations of photoluminescence spectrum for
PbSe QDs. The light sources based on PbSe quantum dots have
plenty advantages such as small size, high efficiency, high
modulation rate and low price. However, there is still limitation
about this kind of light sources in the eld of gas detection. If
there is absorption spectra overlap between the detected gas
and the interferential gas, it is hard to get the exact concen-
tration of detected gas. The interferential gas would affect the
detection result.

4.3.2 The selectivity analysis. Air is a mixture of many gases
mainly including N2, O2, CO2, and H2O. It is necessary to
eliminate their impacts to the measurement result. N2 has no
absorption in the emission spectrum area of this NIR LED; O2

has an absorption peak in 1269 nm with absorption line
intensity of 1.1 � 10�25 cm�1 which is not in the emission
spectrum areas of the NIR LED. The absorption of CO2 in this
area is very weak. However, there is still some overlap between
H2O absorption spectrum and the emission spectrum of the
NIR LED. Therefore, we loaded the mixed gases including
a certain amount of C2H2 (0–800 ppm), NH3 (0–800 ppm) and
1000 ppm H2O into the detection system. The concentrations of
C2H2 and NH3 were calculated by the above two tting formulas
which were compared with the standard concentration shown
in Fig. 5e and f. Fig. 5e exhibited the comparison between
measurement concentration and standard concentration of
C2H2. Owning to the absorption of H2O, the measured
concentration of C2H2 was a little higher than the standard
concentration. However, the impact is small. Fig. 5f showed that
the existence of H2O did not affect the nal detection result at
all because the absorption spectra of H2O hardly overlap the PL
spectra of detection light source for NH3.

In this work, we adjust the corresponding size of PbSe QDs
based on the absorption spectra of NH3 and C2H2. Following the
same principle, we can nd the properly sized PbSe QDs as the
conversion materials to detect CO2 and CH4 whose absorptions
are located at 2.1 mm and 1.6 mm. Therefore, this method can be
used to monitor the concentration of other kind of gases.
5. Conclusion

In summary, we adopted DOAS technique to detect two explo-
sive gases of C2H2 and NH3. An NIR LED with three wavelengths
was used as the light source owing to its advantages including
high modulate rate without the large thermal inertia, narrow
emitting band without obvious interference, low cost and small
volume. Two wavelengths were regarded as detection wave-
length and one wavelength was used as the reference wave-
length. The result demonstrated high selectivity and accuracy.
RSC Adv., 2017, 7, 30096–30100 | 30099
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Aer eliminating the gas impacts in the air, the detection
system is applied to actual detections.
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