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chemistry for preparation of
superhydrophobic surfaces on porous substrates

Kaili Wang,ab Youming Dong,ab Yutao Yan,ab Shifeng Zhang *ab and Jianzhang Li*ab

A facile and versatile mussel-inspired surface modification approach was used to modify porous materials

(wood, sponge and stainless steel mesh) to fabricate a superhydrophobic surface. The as-formed

polydopamine (PDA) coating can tightly adhere on the porous structure surface, which also provides

a versatile platform for secondary reactions to anchor hydrophobic long-chain groups for hierarchical

superhydrophobic surfaces preparation. The as-prepared surfaces showed excellent superhydrophobicity

with a water contact angle (CA) of about 153�, even after being subjected to harsh conditions, including

strong acid–base and organic solvent immersion, high-temperature boiling, ultrasonic washing, and

ultraviolet aging. The produced superhydrophobic sponge exhibited an oil absorption capacity of 73–156

times its own weight for a series of oils and organic solvents and showed good recyclability. The

obtained stainless steel mesh also presented good oil–water separation ability. Importantly, this

modification method provides an efficient, versatile, easy, and mild route to prepare superhydrophobic

surfaces for various porous substrates, resulting in a wide range of potential applications.
Introduction

Surface modication and functionalization is an important
technique in controlling surface properties and modifying
materials to expand their application galleries. The amazing
properties of biological systems serve as inspiration for the
design of advanced functional materials, which are applied to
address problems related to resources, environment, energy,
and health, etc.1 A typical example is the lotus leaf with a hier-
archical surface on which water droplets can ball up and easily
roll off. These bionic articial superhydrophobic surfaces can
be constructed by periodically or randomly distributed micro/
nano roughness structures with appropriate surface chemical
compositions, for potential applications in anti-bioadhesion,
anticorrosion, antifouling, anti-icing, self-cleaning, drag
reduction, and adsorption separation.2

Various methods have been developed to construct super-
hydrophobic surfaces, including chemical vapor deposition,
chemical etching, sol–gel technique, solution-immersion, and
template processing.3–6 However, some methods require harsh
conditions and specialized experimental reagents and equip-
ment, or are tedious and time-consuming, or are mainly
ience and Utilization, College of Materials

niversity, No. 35 Tsinghua East Road,

ina. E-mail: shifeng.zhang@bjfu.edu.cn;

Tel: +86 010 62336072

Engineering, College of Materials Science

y, No. 35 Tsinghua East Road, Haidian

hemistry 2017
focused on one kind of small-scale substrate, limiting practical
application.7

Unlike the above methods, the mussel-inspired multifunc-
tional surface modication has attracted attentions as a green,
mild, highly efficient, and sustainable approach.8 It was found
that the amazing adhesive ability of mussels is conferred by the
L-3,4-dihydroxyphenylalanine (DOPA), which allows the mussels
to adhere to many types of substrates. Dopamine, a molecular
structural mimic of DOPA, can self-polymerize and deposit on
material surfaces under a mildly alkaline and aerobic environ-
ment, and the as-layer of polydopamine (PDA) plays as an
extremely versatile platform for a diverse range of secondary
reactions, including the reduction of several noble metallic ions
into metallic nanoparticles or reaction with amino and thiol
groups through Michael addition or Schiff base reactions.9

Therefore, there is reason to believe that a series of functional
components can be linked onto the substrate surface, allowing
the designs of hierarchical structures to prepare super-
hydrophobic surfaces.

Wood and other lignocellulosic materials exhibit signicant
heterogeneity and porously structural complexity.10 A super-
hydrophobic wood surface can minimize the negative effects by
water invading, such as dimensional instability or microor-
ganisms/insects' damages. However, traditional approaches for
superhydrophobic surfaces on wood and other lignocellulosic
materials are complicated, small-scale, and usually generate
microstructural damages. For example, hydrothermal or
solution-immersed methods may weaken the wood compo-
nents due to the high temperature and acid-based toxic
solvents.11,12 Chemical etching and plasma etching require
RSC Adv., 2017, 7, 29149–29158 | 29149
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specialized equipment and reagents.13 The sol–gel method
requires complicated procedures and chemical vapor deposi-
tion requires harsh conditions.14,15 In addition, the wood
surfaces morphologies are altered by section orientations,
where the longitudinal surface is micro-grooved while the
transverse surface shows honeycomb-like appearance. There-
fore, the superhydrophobicity on the wood longitudinal surface
to overcome the naturally micro-grooved structure becomes
a challenge. However, the mussel-inspired surface chemistry on
sophisticated porous structures can address the problems
accordingly.

In this paper, we selected wood, sponge, and stainless steel
mesh as three different kinds of porous substances to facilely
prepare the superhydrophobic materials by mussel-inspired
functionalization approach. Sponge is of high absorption
ability, good elasticity and low density. While, stainless steel
mesh owns uniform, dense, and monolayer holes. First, dopa-
mine spontaneously self-polymerizes into PDA in a basic envi-
ronment, and tightly adheres onto the substrate surfaces. Then,
the reduced Ag nanoparticles and clusters, along with the PDA
nanoparticles create the micro/nano hierarchical roughness.
Finally, graing long-chain alkyl onto as-formed rough surfaces,
and the superhydrophobic surfaces were successfully prepared.
The mussel-inspired functionalization method has the following
innovation points and signicant advantages. (1) The self-
polymerization of dopamine can fully apply on a wide range of
materials surfaces, and there are no limits on the type or shape of
substrates. (2) The PDA layer can act as stable bridges or joints
between the substrate and hydrophobic long-chain groups, even
play reducibility on Ag particles, along with the PDA nano-
particles to create the hierarchical roughness. (3) The whole
procedure was conducted under mild conditions without intri-
cate instruments. (4) Water and ethanol were used as solvents
during the preparation process, avoiding damage to the intrinsic
structure and component of substrates. The superhydrophobic
surfaces prepared in this study showed outstanding stability and
durability in various harsh environments, including strong acid,
strong base, organic solvent, high temperature and humidity,
ultrasonic washing, and UV radiation.

Experimental
Materials

Defect-free and straight-grained sapwood of fast-growing poplar
(Populus tomentosa Carr.) was obtained from a wood product
manufacturer (Henan, China). The wood samples were cut into
20 � 20 � 10 mm3 and 3 � 20 � 20 mm3 (radial � tangential �
longitudinal) blocks. The melamine sponge and stainless steel
mesh were purchased from a local market. Dopamine hydro-
chloride (99% purity), tris(hydroxymethyl)aminomethane (Tris,
99% purity), octadecylamine (99% purity), and octadecanethiol
(97% purity) were purchased from Tianjin Heowns Biochem
Co., Ltd. AgNO3 (99.8% purity) was purchased from Guangzhou
Jinhauda Chemical Co., Ltd. Anhydrous ethanol, toluene,
acetone, hydrochloric acid, sodium hydroxide, n-hexane, N,N-
dimethylformamide (DMF), dodecane, dichloromethane, tri-
chloromethane, diethylether, styrene, and xylene were
29150 | RSC Adv., 2017, 7, 29149–29158
purchased from Beijing Chemical Works (China). Sunower oil
and pump oil were purchased from a local market. All chemical
reagents were used without further purication.
Preparation of superhydrophobic surfaces on the porous
materials

All wood samples were Soxhlet-extracted with a mixture of
toluene/ethanol/acetone (4 : 1 : 1 v/v/v) for 12 h. The samples
were thoroughly dried in an oven at (103� 2) �C until a constant
weight was reached. The immersion solution (2.0 mgmL�1) was
pre-prepared by dissolving dopamine in Tris–HCl (10 mM)
buffer solution with pH 8.5. The wood samples were immersed
into the solution and stirred for 24 h at ambient temperature,
allowing deposit of a PDA layer on the surface of the wood
blocks. The as-obtained wood samples were washed with
deionized water several times, dried in an oven at 60 �C, and
labelled as PDA/wood. The PDA/wood samples were placed into
AgNO3 solution (1.0 mg mL�1) for 12 h. Ag nanoparticles were
deposited on the PDA-coated surfaces by reduction. These wood
samples were then washed with deionized water and dried at
60 �C, and were then labelled as PDA/Ag/wood. The PDA/Ag/
wood samples were put into octadecylamine ethanol solution
(1v : 100v) to react at 30 �C for 24 h, the samples were removed,
washed with ethanol several times, and dried at 60 �C to prepare
the superhydrophobic wood. For comparison, another kind of
superhydrophobic wood treated with octadecanethiol instead of
octadecylamine was also prepared using the above method, and
was labelled as PDA/Ag/SH/wood and PDA/Ag/NH/wood,
respectively. The same method and procedures were used to
modify sponge and stainless steel mesh.
Characterization

Scanning electron microscopy (FE-SEM, Hitachi S-4800) was
performed with an accelerating voltage of 15 kV to observe the
surface morphology of the specimens.

Atomic force microscopy (AFM, Bruker Multimode 8) was
used to observe the morphology of the superhydrophobic
surface. The topographic (height) and phase images were
collected in the tapping mode using a monolithic Si tip.

X-ray photoelectron spectroscopy (XPS) was recorded with
a K-Alpha X-ray photoelectron spectrometer (Thermo Fisher
Scientic Co., Ltd) at room temperature with monochromatic Al
Ka radiation (1486.6 eV).

The superhydrophobic wood surfaces were milled to a 200-
mesh particle size and embedded into potassium bromide (KBr)
pellets at a weight ratio of 1 : 70. The pellets were then analyzed
with an FTIR device (Nicolet 6700 Thermo Scientic, USA) ranging
from 4000 to 400 cm�1 at a 4 cm�1 resolution for 32 scans.

Contact angles (CAs) were measured with a 3 mL deionized
water droplet on a Dataphysics OCA 20 (Dataphysics, Germany)
instrument at room temperature. The contact angles were
determined by averaging the values obtained at six different
points on each sample surface. Sliding angles (SAs) were
determined by the minimum tilt angle of the sample platform
at which a water droplet (10 mL) rolls off the surface.
This journal is © The Royal Society of Chemistry 2017
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Self-cleaning property.Water was poured with a syringe onto
a surface contaminated by carbon-powder to compare the self-
cleaning properties of the control and superhydrophobic
wood samples.

Mirror-like phenomenon test. The superhydrophobic wood
sample was immersed into water to visualize mirror-like
phenomena.

Chemical durability test. The samples were immersed into
HCl solution (pH¼ 2), NaOH solution (pH¼ 12), and individual
organic solvents for 24 h, then the CAs were measured to
determine the samples' chemical durability.

Ultrasonic washing test. We examined the washing dura-
bility of the superhydrophobic wood by submerging the
samples in a volume of distilled water six times for a total of 1 h
under ultrasonication (40 kHz frequency, 100 W). The samples
were collected at certain intervals and dried at 103� 2 �C for 3 h
followed by contact angle (CA) measurements.

UV radiation test. The superhydrophobic wood was placed in
an ultraviolet aging test chamber (Beijing Beifang Lihui
Instrument Equipment. Co., LTD, China) for a week. The UV
lamp power was 40 W and radiation wavelength was 340 nm,
and the distance from the samples to the UV lamps was about
10 cm.

Absorption tests of oils/organic solvents. A series of oils/
organic solvents (including n-hexane, dodecane, dichloro-
methane, trichloromethane, diethylether, styrene, xylene,
sunower oil, and pump oil) were tested in the typical absorp-
tion process. Briey, a piece of superhydrophobic sponge was
immersed into the oil/organic mixture until it was fully satu-
rated. Next, the saturated sponge was removed and rapidly
weighed. The absorption capacity of the superhydrophobic
sponge was dened as (M1 � M0)/M0, where M0 represents the
weight of the pristine dry sponge and M1 represents the total
weight aer saturation with liquids.
Scheme 1 Preparation procedure and reaction mechanism for the bion

This journal is © The Royal Society of Chemistry 2017
Oil/water separation with superhydrophobic mesh. self-
made equipment was used to assay oil/water separation with
the mixture of water and trichloromethane (1v : 2v). The ux
was determined according to the equation: ux ¼ V/ST, where V
is the volume of ltrates, S is the area of the mesh, and T is the
ltration time.
Results and discussion
Preparation process and reaction mechanism

A typical procedure of preparing the bionic superhydrophobic
surface is shown in Scheme 1. In a basic environment, dopa-
mine spontaneously self-polymerizes into PDA, and tightly
adheres on the substrate by strong covalent and noncovalent
interactions. The micro/nano hierarchical structure on the PDA
coating is then formed by reducing Ag nanoparticles and clus-
ters duo to the great reducing capacity of the catechol groups in
PDA. Finally, the graing of NH-terminated or/and HS-
terminated long-chain alkyl onto PDA and Ag particles occurs
through the Michael-addition and Schiff-base reactions, and
metal–thiol coordination, resulting in the hierarchical super-
hydrophobic surface. Hydrothermal approach is also a method
to prepare superhydrophobic surfaces by incorporating inor-
ganic nanoparticles and organic long-chain groups. Neverthe-
less, that process is complicated, and not suitable for large-area
fabrication. In addition, it damages the wood substrates
components and structures due to the harsh environments.11,16

On the other hand, the coating methods apparently can realize
a large-area superhydrophobicity on substrates surfaces, but
reduced CAs were ever reported during the service of super-
hydrophobic coatings under outdoor exposure, because of the
degradation of the surfaces or organic contaminants under
environmental conditions, exhibiting poor durability.17,18 In the
present study, the whole procedure of mussel-inspired
ic superhydrophobic surface.

RSC Adv., 2017, 7, 29149–29158 | 29151
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multifunctional surface modication was conducted under
mild conditions, avoiding damage to the intrinsic structures
and components of wood substrates. And the as-formed
superhydrophobic surfaces showed excellent stability and
durability in various harsh environments due to the strong
interfacial interaction.
Micromorphology and chemical composition analysis

The surface morphologies of the control and treated wood
samples are shown in Fig. 1. The longitudinal and transverse
surfaces with different magnications are shown from le to
right. The control wood presents a highly textured cellular
structure with a smooth lumen surface. The longitudinally
arranged cells constitute the wood surface and feature concave
cell lumens and projected cell walls, forming an alternating
“valley” and “ridge” structure for the roughness of wood
surfaces at the microscale level (Fig. 1a). Aer the wood samples
were immersed in dopamine solutions for 24 h, a thin and
Fig. 1 FE-SEM observations of tangential sections and cross sections o
wood, and (e) PDA/Ag/SH/wood.

29152 | RSC Adv., 2017, 7, 29149–29158
much rougher PDA layer was observed on the lumen surface,
with aggregated PDA particle diameters in the range of dozens
to hundreds nanometers (Fig. 1b). The strong adhesion and
reactivity of PDA allowed preparation of a hierarchical surface
by depositing Ag nanoparticles and clusters on the surface by
dipping the substrate in AgNO3 solution due to the great
reducing capacity of the catechol groups in the PDA. Separate Ag
nanoparticles and aggregates from tens of nanometers to
several micrometers in size were observed on the PDA-coated
surface aer reduction. The similar approach has been re-
ported for reducing Ag ion to Ag nanoparticles on PDA-coated
surfaces, which demonstrated the excellent adhesion and
stability.19 The PDA assemblies and Ag nanoparticles and clus-
ters served as building blocks of the micro/nano multiscale
hierarchical structure and accordingly generated high surface
roughness on wood substrates (Fig. 1c). Aer graing long-
chain alkyl groups, the superhydrophobic surfaces were
successfully prepared (Fig. 1d and e).
f (a) control wood, (b) PDA/wood, (c) PDA/Ag/wood, (d) PDA/Ag/NH/

This journal is © The Royal Society of Chemistry 2017
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Fig. 3 FTIR spectrum of control wood, PDA/wood, PDA/Ag/wood,
PDA/Ag/NH/wood and PDA/Ag/SH/wood.
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The surface topographies and roughness of the control and
treated wood were further examined by AFM. The three-
dimensional surface plots (250 nm � 250 nm) AFM images
are shown in Fig. 2. The pristine saw-cutting surface with torn
bers is shown in Fig. 2a, with a root-mean-square roughness
(Rq) of 20.6 nm. The PDA/wood exhibited a ne microstructure
and consisted of small and uniform grains forming a more
complex surface topography with a Rq of 16.8 nm, likely because
the PDA nanoparticles were uniformly spread out and lled the
grooved wood surfaces (Fig. 2b). With incorporation of the
reduced Ag particles, the well-developed hierarchical structure
was formed and the hybrid-coated surface wasmore rough, with
an Rq value of 68.6 nm (Fig. 2c). The Rq increased to 106 nm and
95 nm aer graing of the long chain alkyl groups onto the
PDA/Ag hybrid surfaces of PDA/Ag/NH/wood and PDA/Ag/SH/
wood samples, respectively (Fig. 2d and e). These results were
agreed with the report of AFM observation by Zhang et al. that
indicated the changed roughness structure with immobiliza-
tion of Ag on PDA layer.20 Therefore, it can be concluded that the
modied surface topography and hierarchical structure deter-
mined the superhydrophobic characteristics.

FTIR spectra of the control and treated wood samples are
shown in Fig. 3. For the control wood samples, the absorption
band at 3427 cm�1 was assigned to the stretching vibration of
the OH groups, and the band at 2900 cm�1 was assigned to C–H
stretching vibrations. The prominent band at 1740 cm�1 was
assigned to the C]O stretching of the acetyl groups, the bands
at 1593 cm�1 and 1505 cm�1 were assigned to the aromatic
skeletal vibration of lignin, and the band at 1240 cm�1 was
assigned to C–O stretching of the guaiacyl ring.21 Based on
previous research,22,23 the absorbance peaks of PDA at 1510,
1600, and 1274 cm�1 were assigned to the N–H scissoring
vibrations, stretching from the indole ring, and C–O stretching
from phenolic moieties, respectively. Interestingly, the charac-
teristic peaks of PDA appeared similar to the peaks of the wood
component lignin, likely due to the similitude between PDA
molecule structure and the lignin structural unit. For the wood
samples coated with PDA layers, the characteristic peak at 3427
cm�1 for the OH groups shied to 3392 cm�1, probably due to
Fig. 2 AFM 3D topography of (a) control wood, (b) PDA/wood, (c) PDA/

This journal is © The Royal Society of Chemistry 2017
the hydrogen bond formed between the wood hydroxyl groups
and PDA.24 The two strong adsorption peaks at 2920 and 2851
cm�1 for the PDA/Ag/NH/wood and PDA/Ag/SH/wood samples
were attributed to –CH3 and –CH2 asymmetrical stretching
vibrations and symmetrical stretching vibrations from long
alkyl chains, respectively.12 These results indicate that the PDA
layer was tightly coated to the wood surfaces and that long-
chain hydrophobic groups were successfully graed onto the
PDA layer.

To better understand the surface chemical/elemental states
of the superhydrophobic wood surface during each step of the
preparation process, XPS analysis was conducted as presented
in Fig. 4. As shown in Fig. 4a, the control wood only showed C
and O signals, whereas PDA/wood had C, N, and O signals from
the PDA layer. As expected, the characteristic Ag peaks appeared
in the spectrum, indicated that Ag nanoparticles and clusters
were formed on the PDA-coated wood. When the PDA/Ag/wood
samples were modied with octadecanethiol, S 2p signal was
observed. Fig. 4b and c show the C 1s core-level spectra of the
control wood and PDA/wood. The C 1s core-level spectrum of
Ag/wood, (d) PDA/Ag/NH/wood, and (e) PDA/Ag/SH/wood.

RSC Adv., 2017, 7, 29149–29158 | 29153
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Fig. 4 XPS wide-scan (a), C 1s core-level spectra of (b) control wood and (c) PDA/wood, N 1s core-level spectra of (d) PDA/Ag/NH/wood, and S
2p core-level spectra of (e) PDA/Ag/SH/wood.
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control wood could be curve-tted with four peak components,
with binding energies at 284.2 eV for C–C or/and C–H species, at
285.9 eV for C–O species, at 287.4 eV for C]O or/and O–C–O
species, and at 288.9 eV for O–C]O species.25 Aer the PDA
coating treatment, the C 1s core-level spectrum of PDA/wood
changed to ve peak components, and the additional peak at
285.5 eV was likely attributable to the C–N species.26 Fig. 4d
shows the N 1s core-level spectra of PDA/Ag/NH/wood, which
can be curved-tted with three peak components, one at
398.8 eV for the N–C species, one at 399.3 eV for the N–H
species, and another at 400.5 eV for the N]C species,27 as
predicted in Scheme 1c. Fig. 4e shows the S 2p core-level spectra
of PDA/Ag/SH/wood, and the S 2p spectrum can be curved-tted
with three peaks, corresponding to S–Ag species at 161.8 eV,
S–H species at 162.8 eV, and S–C species at 163.3 eV,28,29 indi-
cating the formation of a C–S bond between the sulfur atom of
octadecanethiol and the PDA layer and a Ag–S bond between the
Ag nanoparticles and clusters and the sulfur atom.28 Combining
the FT-IR analysis, these results demonstrated that the long
chain alkyl groups successfully graed onto the prepared rough
surfaces via the previously hypothesized Michael addition or
Schiff base reactions.
Fig. 5 Contact angle as a function of time for control wood, PDA/
wood, PDA/Ag/wood, PDA/Ag/NH/wood, and PDA/Ag/SH/wood on
(a) longitudinal surface and (b) transverse surface.
Superhydrophobic property

Fig. 5 illustrates the changes of CAs on the longitudinal surface
(Fig. 5a) and transverse surface (Fig. 5b) over time. The CAs on
different surfaces of the control wood, PDA/wood and PDA/Ag/
wood decreased rapidly over a short time. In contrast, the CAs
on the longitudinal and transverse surfaces of PDA/Ag/NH/
wood and PDA/Ag/SH/wood showed no obvious change and
all remained larger than 150� at 180 s, indicating excellent
superhydrophobic properties. Different wood surfaces possess
distinguishing morphologies (Fig. 1). The longitudinal surface
of wood displayed a micro-grooved structure, and the transverse
surface showed a honeycomb-like appearance. In our previous
work, aer the direct graing of long-chain alkyl groups to wood
cell walls, the CAs on the transverse surface of treated wood
samples were larger than 150�, but only about 140� on the
29154 | RSC Adv., 2017, 7, 29149–29158
longitudinal surface, and the reasons were analyzed according
to the model of Cassie and Baxter.12,30 Applying the mussel-
inspired dopamine chemistry method, the modied wood
surfaces all exhibited outstanding superhydrophobic
properties.

As shown in Fig. 6a, the blue-dyed spherical water droplets
rested on the PDA/Ag/NH/wood longitudinal surface. Fig. 6b
shows the spherical water droplets rolling down the slope with
This journal is © The Royal Society of Chemistry 2017
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Fig. 6 Optical photographs of dyed water droplets on (a) PDA/Ag/NH/
wood; (b) profile of water droplets on the 8� incline surface; (c and e)
snapshots of the self-cleaning process on control wood surfaces; (d
and f) snapshots of the self-cleaning process on PDA/Ag/NH/wood
surfaces.
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a 8� incline angle. The self-cleaning property of the PDA/Ag/NH/
wood surface was characterized by a dirt-removal test, in which
water is dropped onto wood surface that is contaminated with
carbon powder. When dropped onto the slightly titled (8�) wood
Fig. 7 Physical and chemical properties characterizations. (a) Mirror-lik
wood; (b) CAs for PDA/Ag/NH/wood samples soaked in different chemic
chemical solutions; (d) CAs as a function of time of ultrasonic washing in w
exposure time for the treated wood surfaces; (f) commonhousehold liqu

This journal is © The Royal Society of Chemistry 2017
surface, the water droplets merged with the carbon powder and
stuck to the control wood surface, leaving a dirty and wet
surface (Fig. 6c and e). In contrast, the water droplets readily
rolled off the PDA/Ag/NH/wood surface, removing the dirt and
resulting in a clean and dry surface (Fig. 6d and f).

The PDA/Ag/NH/wood surface exhibited a mirror-like
phenomena when observed at an oblique angle (Fig. 7a),
which is a typical characteristic of superhydrophobic surface.
The superhydrophobic surface trapped air, and formed solid–
liquid–air interfaces that can effectively maintain a dry surface
under water. Fig. 7b and c show the CAs and SAs of the PDA/Ag/
NH/wood samples aer immersion in different chemical
reagents (separate solutions of HCl, pH ¼ 2, NaOH, pH ¼ 12, n-
hexane, acetone, ethanol, and DMF) for 24 h, and 100 �C boiled
water for 2 h. The values of CAs were all above 150� and the SAs
were all below 10�, indicating that the superhydrophobic
samples exhibited excellent stability and durability in harsh
conditions. We next characterized the observed CA changes of
PDA/Ag/NH/wood and PDA/Ag/SH/wood surfaces aer ultra-
sonic washing (40 kHz, 100 W) for 60 min, as shown in Fig. 7d.
The CAs of the wood surface all remained above 150� aer
ultrasonic washing, demonstrating the excellent adhesive
property of the PDA layer. Fig. 7e shows that the super-
hydrophobicity is stable under long-time UV light. The CAs of
the surface remained above 150� aer 168 h of UV radiation,
demonstrating the outstanding ability of the modied surfaces
to withstand UV radiation. Fig. 7f shows the surface repellency
toward the three common household liquids (cola, orange juice,
and milk) on the PDA/Ag/NH/wood samples surfaces. Similar to
the water droplets, the liquid droplets remained steadily
spherical on the superhydrophobic wood surface (the CAs were
e phenomenon, the left is control wood and the right is PDA/Ag/NH/
al solutions; (c) SAs for PDA/Ag/NH/wood samples soaked in different
ater for the treatedwood surfaces; (e) CAs as a function of UV radiation
ids on the superhydrophobic wood surface.

RSC Adv., 2017, 7, 29149–29158 | 29155
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all about 150�). These results can demonstrate that the as-
prepared bionic superhydrophobic surfaces have great dura-
bility under harsh conditions.

Many superhydrophobic wood surfaces have been prepared,
however, the poor environment durability limited its practical
application. Some studies have been reported that the CAs
gradually decreased on as-prepared superhydrophobic wood
surfaces with subjecting to various harsh conditions, such as
ultrasonic washing, strong acid/base or organic solvents immer-
sion, etc.31–33 However, in the present study, the mussel-inspired
functionalization method can form a stable and durable super-
hydrophobic coating on wood surfaces, which possess excellent
performance against various harsh environments.
Microstructure, oil-absorption capacity and oil–water
separation test

Fig. 8 shows the SEM images of the pristine sponge and the
PDA/Ag/NH/sponge at different magnication. As shown in
Fig. 8 FE-SEM observations of (a and b) control sponge, and (c and d)
PDA/Ag/NH/sponge at different magnifications.

Fig. 9 The removal process. (a) Removal of chloroform (stained with oil
red) from the bottom of the water using the PDA/Ag/NH/sponge; (c) a
sponge; and (d) recyclability of the PDA/Ag/NH/sponge in n-hexane thr

29156 | RSC Adv., 2017, 7, 29149–29158
Fig. 8a and b, the pristine sponge exhibits an interconnected
porous structure with smooth surfaces, and the inserted image
in Fig. 8a shows blue-dyed water permeating into the pristine
sponge. A large number of PDA and Ag nanoparticles and
clusters are uniformly immobilized onto the sponge skeleton
aer treatment (Fig. 8c and d), and the inserted image in Fig. 8c
shows the spherical water droplet resting steadily on the surface
of as-prepared sponge with a contact angle of about 154�. The
synergistic effect of intrinsic porous structure and micro/nano
roughness contributes to the superhydrophobicity of sponge.

The produced PDA/Ag/NH/sponge has superhydrophobicity,
high porosity, and light mass, and the absorption ability is the
important parameter determining its practical use for oil
absorption. Chloroform and n-hexane were used to demon-
strate the absorption process, as illustrated in Fig. 9a and b.
When the PDA/Ag/NH/sponge was placed in contact with chlo-
roform or n-hexane (dyed with oil red) either under the water
bottom or on water surface, the chloroform or n-hexane was
absorbed within a few seconds, leaving clear water. To further
evaluate the oils/organic solvents removal ability, absorption
experiments of some representative pollutants in daily life/
industry were tested next, including n-hexane, dodecane,
dichloromethane, trichloromethane, diethylether, styrene,
xylene, sunower oil and pump oil. As detailed in Fig. 9c, the
PDA/Ag/NH/sponge showed excellent absorption abilities for
these pollutants, with absorption capacity that ranged from 73
to 156 times the sponge weight. The observed differences in
absorption capacity are likely due to the densities of the oils/
organic solvents used. In addition, the recyclability and reus-
ability of a material are also key criterions for its effective use in
practical oil cleanup. Here we evaluate the ability of this mate-
rial to be recycled and reused though an absorption–squeeze
cycle of n-hexane (Fig. 9d). Aer 20 absorption/squeezing cycles,
the absorption capacity of the PDA/Ag/NH/sponge decreased
only slightly, to 92.7% of its initial absorption capacity, showing
red) from the water surface; (b) removal of n-hexane (stained with oil
bsorption capacities of the oils/organic solvents for the PDA/Ag/NH/
ough the squeezing method.

This journal is © The Royal Society of Chemistry 2017
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a great potential application in oil spill treatment. These results
coincided with many prepared superhydrophobic and super-
oleophilic melamine sponges in many literatures which
possessed high absorption capacity and recyclability for a wide
range of organic compounds.34,35 Especially, Wang et al.
prepared durable superhydrophobic/superoleophilic poly-
urethane sponges with the similar mussel-inspired method,
which can selectively remove organic pollutants fromwater with
a high separation efficiency.36

Fig. 10 shows the SEM images of the pristine stainless steel
mesh and the PDA/Ag/NH/mesh at different magnication
levels. As shown in Fig. 10a and b, imaging of the pristine
stainless steel mesh made of single-layered cross-knitted steel
wires showed a smooth surface with an approximate pore
diameter of 50 mm. The inset image in Fig. 10a shows the blue-
dyed water spreading and permeating into the pristine mesh.
Imaging of the modied material revealed many PDA and Ag
nanoparticles and clusters that were uniformly immobilized
onto the surface of the stainless steel mesh. These particles on
the surface form micro/nano roughness on the pristine porous
structure, which creates a superhydrophobic mesh with
a contact angle of about 152� (inset image in Fig. 10c).

The PDA/Ag/NH/mesh is a thin, superhydrophobic, and
porous material that is potentially suitable as a lter for oil/
water separation. Fig. 11 shows the process of oil/water sepa-
ration. A mixture of water and trichloromethane (dyed with oil
Fig. 10 FE-SEM observations of (a and b) control stainless steel mesh,
and (c and d) PDA/Ag/NH/mesh at different magnifications.

Fig. 11 Visual observation of the oil/water separation process by the
PDA/Ag/NH/mesh.

This journal is © The Royal Society of Chemistry 2017
red) was poured onto the PDA/Ag/NH/mesh, and with only the
driving force of gravity, trichloromethane passed through the
mesh easily and rapidly, and owed into the underneath conical
ask. The water was repelled by the superhydrophobic mesh,
remained inside the concave mesh, and then was poured out of
the glass beaker. The entire oil/water separation process can be
accomplished with a short time and without the need for
additional force. And the ux of this PDA/Ag/NH/mesh is about
37.53 L m�2 s�1. The outstanding oil/water separation capacity
was also reported in the previous literature using different
methods like dip-coating, spray-coating, etc.37,38 And the similar
mussel-inspired method was applied to prepare superwetting
double-layer polyester materials for effective removal of both
insoluble oils and soluble dyes in water by Wang et al.39 These
studies may allow for a wide range of potential applications,
e.g., oil/water separation, and wastewater cleaning, etc.
Conclusions

In summary, a facile and versatile method based on bionic
mussel to prepare a superhydrophobic surface on porous
materials (wood, sponge, and stainless stain mesh were tested
here) was developed. The as-prepared superhydrophobic wood
surfaces showed excellent durability under harsh environ-
ments, including strong acid, strong base, organic solvent,
high-temperature boiling, ultrasonic washing, and ultraviolet
aging. The obtained superhydrophobic sponge had excellent
absorption capacity of 73–156 times that of the unmodied
material for a series of oils/organic solvents and also demon-
strated good recyclability. The superhydrophobic stainless steel
mesh also showed outstanding oil–water separation ability, and
has great potential applicability for environmental remediation.
This approach is efficient, easy, and mild, with nonspecic
substrate and surface demands, allowing a wide range of
potential applications in biomimetic materials.
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