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Conventional activated carbon used in decolorization of citric acid fermentation broth has the disadvantage of

high citric acid loss. In this study, a novel biomass-based carbon material, namely HBCM, was prepared via

H3PO4 activation of hydrothermally treated corncob. The material was fully characterized by SEM, BET, TG,

FTIR, XPS and pHpzc. The results showed that the material's SBET was as high as 1720 m2 g�1 and several

weak-acid functional groups existed on its surface, which contributed to efficient decolorization with low

citric acid loss. By adjusting the solution pH value to around 7, nearly no citric acid was lost. Furthermore,

the adsorption behavior of pigments on HBCM was systematically investigated under optimized pH. The

results indicated that the adsorption was spontaneous and endothermic. Intra-particle diffusion was the rate-

limiting step. By comparing FTIR data before and after adsorption, it was found that oxygen-containing

functional groups on the HBCM surface participated in pigment adsorption. Overall, the tailor-made HBCM

performed excellently with a 99% decolorization ratio and nearly no citric acid loss under optimum operating

conditions. It could be a potential adsorbent in the removal of pigments from citric acid fermentation broth.
Introduction

Hydrothermal carbonization (HTC) is a thermochemical
conversion technique in the presence of water, which involves
a series of hydrolysis, dehydration, and decarboxylation
processes.1 Compared with conventional biomass conversion
techniques such as thermal pyrolysis, HTC is carried out at
relatively low temperatures (160–300 �C) and produces less
greenhouse emissions, and its raw materials do not require any
pretreatment, all of which lead to advantages such as high
conversion efficiency, convenient operating condition, more
environment friendly and lower energy consumption.2–5 As
a novel carbonaceous material produced from the HTC of
biomass, hydrochar possesses several unique characteristics
such as high density of oxygenated functional groups (OFGs)
and low degree of condensation.6 To date, considerable
research about the hydrochar applications has been conducted
in terms of adsorption, bio imaging, catalysis, activated carbon
al Engineering, Nanjing Tech University,

hina. E-mail: wujinglan@njtech.edu.cn;

9389; Tel: +86-25-86990001

enter for Biotechnology, Nanjing, China

enter for Advanced Materials, Nanjing,

Chemical Engineering, Nanjing, China
synthesis, etc.7–11. Particularly, major attention has been focused
on adsorption applications using hydrochar as an adsorbent
due to its unique characteristics. For instance, Li et al.12 studied
hydrochar produced via HTC of corncob residues to adsorb
phenol and p-nitrophenol. Liu et al.7 explored its application as
the adsorbent in the removal of lead from wastewater. Zhang
et al.13 used char produced from pinewood hydrothermal
carbonization as the adsorbent for copper removal. However, as
an adsorbent, hydrochar has low specic surface area (10–40m2

g�1).14 Consequently, several post-treated techniques such as
thermal/physical activation and chemical activation need to be
employed to obtain hydrochar-based carbon materials (HBCM)
with higher specic surface area that can be used as adsorbents.
Liu et al. used rice husk and pinewood as precursors to
synthesize HBCMs via CO2 physical activation. The specic
surface area was increased to 569 and 446 m2 g�1.15 Wang et al.
produced HBCM with specic surface area of 2610 m2 g�1 by
means of H3PO4 activation.16 The pore texture and specic
surface area were improved signicantly using post-treatment
techniques. These carbon materials could be efficiently
applied in adsorption. However, to date, the use of HBCM as an
adsorbent to remove pigments from fermentation broth has not
been reported.

Citric acid, as an important organic acid, is widely used in
food, beverage, chemical and pharmaceutical elds. The
This journal is © The Royal Society of Chemistry 2017
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worldwide annual demand of citric acid has reached several
millions tonnes and nearly half of this volume is supplied by
China.17 Currently, citric acid is mainly produced via fermen-
tation of Aspergillus niger.18 In addition to citric acid, there exist
several unidentied components, i.e., pigments, in the
fermentation broth, which affect the quality of the nal citric
acid product and need to be removed. It is well known that
pigments in the fermentation broth are mainly derived from the
fermentation medium, Maillard reactions and the fermentation
process generated by microorganisms, and they are a type of
a complex mixture. At present, decolorization of citric acid
fermentation broth is achieved by means of activated carbon
adsorption. A relatively high decolorization ratio can be ach-
ieved. However, the selectivity between citric acid and pigments
is low and the use of activated carbon is not eco-friendly due to
its production process and difficult regeneration.

Recently, several alternative methods, i.e., organic solvent
partitioning, sevage reagent use, and membrane and column
chromatography separation, have been proposed, in which
adsorption attracts the most attention due to its high decolor-
ization efficiency, high selectivity and easy regeneration. For
instance, Ana et al. used yellow passion fruit peel derived bio-
char as an adsorbent to remove methylene blue. Wen et al.
studied the adsorption–desorption behavior of magnetic
amine/Fe3O4 functionalized biopolymer resin for anionic dye
adsorption from wastewater. However, the above-mentioned
studies all focused on removal of known pigments. Removal
of unknown pigments, particularly the adsorption of unknown
complex mixtures, i.e., pigments existing in citric acid fermen-
tation broth, has been seldom reported.

Therefore, in this study, we investigated the decolorization of
citric acid fermentation broth using tailor-made HBCM via
corncob hydrothermal carbonization coupled with H3PO4 acti-
vation. The HBCM was fully characterized by elemental anal-
ysis, scanning electron microscopy (SEM), N2 adsorption/
desorption isotherms (BET), Fourier transform infrared spec-
troscopy (FTIR), X-ray photoelectron spectroscopy and pHpzc.
Taking decolorization efficiency and citric acid loss into
consideration, the optimal operating conditions (adsorbent
dosage and pH) were selected, under which the adsorption
equilibrium, thermodynamics and kinetics of pigments on the
HBCM were systematically investigated. Furthermore, adsorp-
tion mechanism of the pigments on tailor-made HBCM was
explored by comparing FTIR results before and aer adsorp-
tion. Overall, the synthesis procedure of tailor-made HBCM was
simple and eco-friendly. The obtained adsorbent had good
adsorption selectivity to pigments and almost no adsorption to
citric acid under optimal operating conditions. It could be
a potential adsorbent for decolorization of citric acid fermen-
tation broth.

Materials and methods
Chemicals and equipment

All chemicals NaOH ($99%), NaCl ($99%), HCl (37%), and
H3PO4 (85%) used in this study were of analytical grade
purchased from Sigma Aldrich Co. The citric acid fermentation
This journal is © The Royal Society of Chemistry 2017
broth was self-made in laboratory. The equipment used in the
study included a drying oven (GZX-9240), Spectrumlab 752S,
oscillation incubator (MQD-A2), tube furnace (QTF-1200X-80)
and high-performance liquid chromatograph (AGILENT 1200)
etc.

Preparation of adsorbent

The adsorbent used in the study was manufactured by a two-
step process, namely hydrothermal carbonization and H3PO4

activation. During the hydrothermal carbonization step, 3.5 g of
raw corncob and 35 mL of de-ionized water were placed into
a vertical stainless steel reactor. The reactor was heated to 473 K
and kept for 24 h. Aer the reaction, the solid products were
washed by de-ionized water, dried at 373 K for 12 h, and ground
with a 0.25 mm sieve. Hydrochar was then obtained. H3PO4

activation was performed as follows: the obtained hydrochar
was soaked in 30% (mass fraction) phosphate solutions of ratio
of 1 : 2 (biochar mass : phosphate solution volume) and
impregnated and at room temperature for 10 min. For thermal
activation, the carbon material was loaded in a horizontal
stainless reactor and heated in a tube furnace at the rate of 10�C
min�1 from room temperature to 723 K and maintained at this
temperature for 1 h under N2 ow. Aer activation, the resulting
materials were ground and washed using hot de-ionized water
to the activation agent residue and byproducts formed during
the process. Finally, the self-produced hydrochar and HBCM
were stored in anhydrous conditions for further analysis.

Preparation of citric acid fermentation broth

The citric acid fermentation broth was obtained by Aspergillus
niger's submerged fermentation. The detailed preparation
process is provided in ref. 19. Then, the ultimately obtained
fermentation broth was pre-treated by centrifugal separation
and refrigerated before further use during the following
adsorption experiment.

Determination of decolorization ratio and citric acid recovery
ratio

It is impossible to determine the exact concentrations of
pigments existing as complex mixtures in the citric acid
fermentation broth whose compositions are still unknown. In
our previous experiments, we found that the absorbance of
citric acid at 260 nm is nearly zero and the pigment concen-
tration is proportionate to the absorbance at 260 nm. Therefore,
OD260 (absorbance of sample solution at 260 nm on a spectro-
photometer) was selected to represent pigment concentration.
Consequently, the decolorization ratio is dened by the
following equation:

w1 ¼ A0 � Ae

A0

� 100% (1)

where w1 is the decoloration ratio and A0 and Ae are the
measured absorbance of the samples at 260 nm before and aer
adsorption on HBCM, respectively.

The concentration of citric acid was measured through the
reective index detector of the high-performance liquid
RSC Adv., 2017, 7, 37112–37121 | 37113
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chromatography system. Then, through the standard curve of
citric acid, the real concentration of citric acid was obtained.
The following equation was used to quantify the citric acid loss
ratio during the batch experiments:

w2 ¼ c0 � ce

c0
� 100% (2)

where w2 is the adsorbed ratio of citric acid and c0 and ce are the
concentration of citric acid initially and at adsorption equilib-
rium, respectively.
Batch adsorption studies

For batch adsorption studies, a certain volume of citric acid
fermentation broth (10 mL) was taken in 50 mL conical asks
containing corresponding quantity of the self-made adsorbent.
Then, hermetically sealed asks containing these mixtures were
placed on a shaker and stirred at a constant shaking rate of
100 rpm for a predetermined temperature and time. Aer
adsorption equilibrium, the suspensions were ltered using
membrane lters of 0.22 mm pore size. Thereaer, the
remaining contents of pigments and citric acid were deter-
mined by a spectrophotometer (Spectrumlab 752S) at a wave-
length of 260 nm and refractive index detector (RID) of the high-
performance liquid chromatograph using a calibration curve,
respectively.

The effect of operating conditions (adsorbent dosage, solu-
tion pH and temperature) on pigment adsorption process was
analyzed. The adsorbent mass added into solution was in the
range of 0.1–0.4 g. The solution pH was selected between 1–7
adjusted by 0.1 mol L�1 NaOH and HCl. The surrounding
temperature inuences were evaluated to be between 298 and
318 K.

In order to investigate the adsorption kinetics of the
pigments on the adsorbents, the 50 mL conical asks contain-
ing xed adsorbent mass and solution volume were placed on
a shaker and stirred for times ranging from 0.5 to 240 min
under optimal conditions obtained via the abovementioned
experiments. In addition, equilibrium adsorption isotherm
experiments were performed using the conventional conical
ask shaking method at three different temperatures: 298, 308
and 318 K. Furthermore, all adsorption experiments were
carried out in triplicate to conrm the reproducibility of the
results, and the average of these measurements was used to
express each assessment.
Characterization of the adsorbents

Hydrochar and HBCMwere characterized by elemental analysis,
SEM, FTIR, N2 adsorption/desorption and pHpzc. The proximate
content was obtained using a Perkin Elmer CHN element
analyzer (Arvato EA 300; Italy), and the oxygen content was
calculated by the balance. The surface images of hydrochar and
HBCM were obtained via SEM. The experiments of N2

adsorption/desorption at 77 K were performed by a surface area
and porosity analyzer (ASAP 2460, USA) to get the specic
surface and pore size distribution. Briey, the surface area was
calculated by the Brunauer–Emmett–Teller (BET) model from
37114 | RSC Adv., 2017, 7, 37112–37121
relative pressures (P/P0) in the range of 0.01–0.1 with a correla-
tion coefficient high than 0.9999;20 the total pore volume was
obtained by single-point adsorption of N2 at a high relative
pressure (0.99); micropore area and micropore volume were
determined by t-plot method; mesoporous area and meso-
porous volume were calculated using the BJH model;21 pore size
distribution was auto-generated by applying density functional
theory (DFT) to the N2 adsorption isotherms using the soware
supplied by ASAP 2460. Thermogravimetric analyses (TGA) were
performed on HBCM. A TGA Q500 instrument was used for
TGA. The mass was recorded at an increased temperature under
a ow of N2. The functional groups existing on the surface were
analyzed through a Fourier transform infrared spectrometer.
The specic process was shown as follows: the samples were
mixed with KBr and pressed into pellets; then, the FTIR spectra
were recorded at a range of 400–4000 cm�1 at a resolution of 4
cm�1 and acquisition rate of 20 scans min�1. Furthermore, X-
ray photoelectron spectroscopy (XPS) was used to quantita-
tively analyze specic bonding styles between carbon and
oxygen, as well as the corresponding ratios. In addition, the
surface charges of the adsorbent under various pH values were
obtained by exploring the pH at the point of zero charge (pHpzc)
of the sample, which was carried out by solid addition
method.22 Briey, 50mL, 0.1mol L�1 NaCl was placed in a series
of 100 mL conical asks, in which the solution pH was adjusted
from 2 to 12 by adding either 0.1 mol L�1 HCl or NaOH. Then,
0.2 g of each sample was added and agitated for 24 h at 308 K;
the nal pH was noted. The pHpzc is the intersection point of
pHinitial � pHnal versus pHinitial.

Results and discussion
Characterization of the adsorbent

Morphology and structural properties of hydrochar and
HBCM samples. The SEM images of the tailor-made hydrochar
and HBCM samples are shown in Fig. 1. Both the carbon
materials have irregular surfaces. Hydrochar consists of some
microspheres and irregular structures, which originated from
the cellulose and lignin components existing in the corncob
can't be decomposed during the hydrothermal carboniztion
process and their structure remain the origin state. On further
activation treatment, the morphology of HBCM is relatively
stable and consists of considerable number of microspheres,
which is benecial for pigment adsorption in the following
study.

The porous textural properties of hydrochar and HBCM
samples are analyzed by N2 sorption measurements at 77.15 K.
The results show that specic surface area of the samples
increases from 7.20 m2 g�1 to 1720 m2 g�1 by activation treat-
ment. The low specic surface area of hydrochar can be
attributed to dehydration, polymerization and condensation
reaction in the hydrothermal process, hindering pore forma-
tion. N2 adsorption–desorption isotherms of HBCM are shown
in Fig. 2(a), which is in line with type I isotherm, suggesting that
the material possesses a developed micropore structure. The
pore size distribution gure also indicates that pores are mostly
located in the microporous region, nearly 90% of the total
This journal is © The Royal Society of Chemistry 2017
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Fig. 1 SEM images for (a) hydrochar and (b) HBCM.

Fig. 2 (a) N2 adsorption/desorption isotherms at 77 K of HBCM. (b) Pore size distribution of HBCM.
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surface area of HBCM is occupied by micropores, whereas there
are nearly no pores in hydrochar.

Proximate and elemental analysis. According to the data of
proximate and elemental analysis in Table 1, the two carbon
materials are dominantly composed of carbon, oxygen, and
hydrogen elements. Aer H3PO4 activation, the carbon content
increases and oxygen content decreases. Moreover, the O/C, (O +
N)/C and H/C atomic ratios are calculated to evaluate the polarity
and aromaticity. The results indicate that H3PO4 activation
improves aromatic and hydrophobic ratios of the carbon mate-
rials due to the higher carbonization extent and loss of polar
functional groups by activation. This would facilitate the adsorp-
tion of non-polar substances in citric acid fermentation broth.
Table 1 Chemical composition (wt%) of hydrochar and HBCM

Type C (%) O (%) H (%) N (%) H/C O/C (O + N)/C

Before activation 60.84 32.78 5.35 0.15 1.04 0.40 0.407
Aer activation 89.83 7.7 2.22 0 0.29 0.08 0.086

This journal is © The Royal Society of Chemistry 2017
TG analysis. Fig. 3 shows the TG results of HBCM. It can be
observed that its weight nearly remains constant at low
temperature (#450 �C), while a signicant weight loss occurred
Fig. 3 TGA of HBCM.

RSC Adv., 2017, 7, 37112–37121 | 37115
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in a temperature range of 450–700 �C; nally, a small quantity
remained. This phenomenon can be described as follows:
during the previous activation step, the lignin-like compound or
thermally produced carbonized/aromatic compound is ther-
mally degraded24 and H3PO4 combined with organic species to
form phosphate and polyphosphate bridges that connect and
cross-link with biopolymer fragments25 at 450 �C. When the
temperature exceeds 450 �C, these formed compounds start
degrading, as only a small mass of HBCM remains at temper-
atures >700 �C.

FTIR analysis. The FTIR spectra of hydrochar and HBCM
samples are shown in Fig. 4, which are consistent with the
elemental analysis results. For HBCM, a broad absorption peak
around 3420 cm�1 indicates the bonded hydroxyl groups, which
originate from cellulose and lignin. The peaks observed at 2917
cm�1 are assigned to the stretch vibration and bending
Fig. 4 FTIR spectroscopy of hydrochar and HBCM before adsorption
and HBCM after adsorption.

Fig. 5 XPS of (a) hydrochar and (b) HBCM.

37116 | RSC Adv., 2017, 7, 37112–37121
vibration of C–H bonds inmethylene group.23 The peaks located
at 1640 and 1540 cm�1 are characteristics of C]O axial defor-
mation (aldehyde, lactone, ketone and carboxyl groups) and
oxygen-containing groups such as highly conjugated C]O or
C–O stretching, respectively.26 The peaks at 1613 and 1701 cm�1

indicate that the HBCM adsorbent is composed mainly of
aromatic cores derived from the lignin fraction in the hydro-
thermal treatment process. The peaks associated with the
stretch vibration in aromatic rings are veried at 1603 and 1511
cm�1, while peaks due to deformations related to C–H and C–O
bonds are observed from 1085 to 1040 cm�1. The peak at 1248
cm�1 may be from the stretch vibration of C–O in phenols. In
addition, comparing with FTIR of the hydrochar (Fig. 4), the
intensity of 3420 cm�1 and 2917 cm�1 peaks sharply decreases
and peaks representing aromatic cores are strengthened. All
changes are attributed to the higher carbonization extent and
loss of oxygen-containing groups. The activation procedure
further strengthens the hydrophobic properties of the HBCM
adsorbent.

XPS analysis. X-ray photoelectron spectroscopy (XPS) is used
to investigate surface polar/oxygen functional groups on the
hydrochar and HBCM samples, and the data are shown in Fig. 5.
For hydrochar, the C1S spectra has been split into four signals at
284.8, 285.7, 287.0, and 288.5 eV, which stand for C–C/C–H, C–
O–H/C–O–C, C]O, and O]C–O, respectively. Different from
hydrochar, the C1S spectra of HBCM are split into three signals
at 284.8, 285.7, and 288.5 eV, which stand for C–C/C–H, C–O–H/
C–O–C, and O]C–O, respectively. As shown in Table 2,
carbonization extent is strengthened and a large amount of acid
groups, namely carboxyl groups, are introduced on the surface
of HBCM during phosphoric acid activation.

Determination of pHpzc. The point of zero charge (pHpzc) is
dened as the pH value at which charge on material surface is
equal to zero. Thus, for HBCM, the surface is positively charged
at pH < pHpzc and negatively charged at pH > pHpzc. In the
present study, pHzpc is obtained by the difference between the
This journal is © The Royal Society of Chemistry 2017
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Table 2 Experimental C1(s), binding energy (eV) and chemical state
assignment for hydrochar and HDCM

Sample C1 C2 C3 C4

Hydrochar 284.8/59.70 285.7/23.03 287.0/15.22 288.5/2.04
HBCM 284.8/72.25 285.7/16.83 � 10.92

Fig. 6 Point of zero charge of HBCM.

Fig. 7 (a) Effects of adsorbent dosage on decolorization ratio and CA
loss ratio, (b) fermentation broth images before and after adsorption.

Fig. 8 Effects of pH on adsorption.
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initial and nal pH values versus initial pH values. As shown in
Fig. 6, the pHpzc of HBCM is around 3, which is in accordance
with the results obtained from FTIR.

Adsorption studies

Effect of adsorbent dosage. The effect of HBCM adsorbent
dosage on decolorization rate (w1) and citric acid loss (w2) is
shown in Fig. 7. It can be observed that w1 and w2 increase with
increase in added adsorbent mass. w1 nearly remains constant
when the dosage exceeds 0.2 g, which indicates that pigments in
citric acid fermentation broth are almost completely removed
by the adsorbent. The phenomenon can be conrmed by
comparison of the photos before and aer adsorption (Fig. 7b).
When the adsorbent dosage equals to 0.2 g, citric acid
fermentation broth is nearly colorless, and turns into a clear
solution. However, w2 is proportional to the adsorbent dosage
added in the solution. This is because the adsorption capacity of
citric acid on the tailor-made HBCM adsorbent is small and
there are still large amounts of citric acid remaining in the
solution. As a result, more the quantity of adsorbent added,
more the citric acid adsorbed on it. Taking both w1 and w2 into
consideration, the adsorbent dosage of 0.2 g/10mL solution was
selected and used in the following study.

Effect of pH. The solution pH is an important operating
parameter that can control the adsorption behaviors of the
solutes by affecting the charges of the adsorbent materials and
adsorbate molecules.27 The effect of solution pH on the
adsorption of pigments and citric acid are illustrated in Fig. 8.w1
This journal is © The Royal Society of Chemistry 2017
nearly remains unchanged in the entire pH range. However, the
adsorption percent of citric acid gradually increases in the range
of pH 1–3 and decreases to zero drastically. Such a trend can be
explained by the electrostatic interaction between the adsorbent
and citric acid. According to the results of FTIR and pHpzc, there
are several weak acid groups, namely hydroxyl groups and
carboxyl groups, present in the adsorbent, which are highly
dependent on the solution pH. Below pH 3, the adsorbent is
positively charged, whereas above 3, the adsorbent is negatively
charged. At the same time, the citric acid molecules possess
three carboxyl groups. The pKa1 of citric acid is equal to 3.13,
which indicates that citric acid molecules dominate at pH 1–3.
However, their ionization extent is enhanced with the increase of
solution pH. When pH is above 3, citric acid molecules are
largely ionized. Consequently, electrostatic attraction improves
citric acid adsorption capacity in the pH range of 1–3. When the
solution pH is increased further, deprotonation of the surface
functional groups (hydroxyl and carboxyl groups) makes the
adsorbent inaccessible for citric acid ions due to electrostatic
RSC Adv., 2017, 7, 37112–37121 | 37117
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Fig. 9 Adsorption isotherms of Langmuir and Freundlich models at
298, 308, and 318 K.

Table 3 Langmuir and Freundlich isotherm parameters for pigment
removal on HBCM

T/K 298 308 318

Langmuir
KL (L

�1) 2.146 � 0.288 2.170 � 0.285 2.269 � 0.231
qm/(mg g�1) 976 � 56 1002 � 58 1026 � 46
R2 0.994 0.994 0.997
RL 0.023 0.023 0.022

Freundlich
KF 679.29 � 11.17 703.75 � 12.16 735.38 � 9.48
n 2.177 � 0.133 2.147 � 0.127 2.144 � 0.086
R2 0.996 0.996 0.998
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repulsion effect. Similar results were reported by K. S. Tong
et al.32 They found that Cu2+ adsorption is constant when the pH
is below pHpzc, while Cu2+ uptake increases signicantly from
48.30% to 81.70% when pH is above pHpzc due to the electro-
static interaction. The initial solution pH is selected as 7, since at
this pH, the adsorption of citric acid is nearly equal to zero. The
effect of citric acid on pigment adsorption can be ignored, and
the adsorption performance of pigments is rarely affected by pH.

Adsorption isotherms. The adsorption isotherms of
pigments on HBCM were determined at the temperature of 298,
308, and 318 K. Several commonly used isotherm models were
used to evaluate the characteristics of the adsorption process.
The detailed model equations are as follows:

qe ¼ Kfc
1/n
e (3)

qe ¼ qmaxkLce

kLce þ 1
(4)

Eqn (3) and (4) describe the Freundlich28 and the Langmuir29

models, respectively, where qe is the equilibrium adsorption
capacity (mg g�1), ce is the equilibrium concentration of
pigments in solution (mg L�1), qmax is the maximum adsorption
capacity (mg g�1), Kf ((mg g�1) (L mg�1)1/n) and 1/n are
temperature dependent constants of the Freundlich model, and
KL is the equilibrium constant (L mg�1) of the Langmuir model.
Generally, the Freundlich isotherm model is an empirical
equation describing adsorption on a heterogeneous surface,
and the value of n indicates whether the process is favorable.
The Langmuir isotherm model suggests that adsorption occurs
on homogeneous sites within an adsorbent since each molecule
possesses constant enthalpy and sorption activation energy.
The calculated dimensionless separation factor (RL) indicates
the possibility of adsorption being irreversible (RL ¼ 0), favor-
able (0 < RL < 1), linear (RL ¼ 1), or unfavorable (RL > 1).29

It can be observed from the tted curves shown in Fig. 9 that
the qe value increases with increase in ce. This is attributed to
the higher driving force provided by the higher initial pigment
concentration to overcome mass transfer resistance between
aqueous and solid phases.31 With an increase in temperature,
a larger pigment adsorption capacity is observed but the change
is insignicant, which indicates that the adsorption process is
endothermic and temperature is not the main factor inu-
encing it. In addition, from the isothermal parameters
summarized in Table 3, the correlation coefficient indicates
that both the Freundlich and Langmuir models are substan-
tially tted to the experimental data. The Langmuir isotherm
model better ts the experimental data. It can be further sug-
gested that there exist plenty of equivalent adsorption sites on
the adsorbent, and adsorbed pigments do not interact or
compete with each other. Moreover, the calculated values of RL

given in Table 3 are all between 0 and 1, indicating a favorable
adsorption process. All analysis results conrm that the HBCM
adsorbent possesses excellent pigment adsorption performance
in the fermentation broth.

Adsorption thermodynamics. In order to elucidate the
adsorption mechanism and the behaviors of pigments on the
HBCM adsorbent at different temperatures, thermodynamic
37118 | RSC Adv., 2017, 7, 37112–37121
parameters such as free energy change (DG), enthalpy change
(DH), and entropy change (DS) were calculated using the
following equations:

Ke ¼ qe

ce
(5)

DG ¼ � RT ln(Ke) (6)

lnðKeÞ ¼ DS

R
� DH

RT
(7)

where Ke is the distribution coefficient between qe and ce, R is
the universal gas constant (8.314 J mol�1 K�1), and T (K) is the
solution temperature.

According to the pigments' adsorption isotherms at different
temperatures, the corresponding Ke values are calculated (Table
3). The values of DG are calculated by eqn (6) and DH and DS
values are determined by the slope intercept of Van't Hoff plot.
According to the above equations, the calculated values of DG at
different temperatures are �0.88, �1.06 and �1.33 kJ mol�1 at
the temperature of 298, 308 and 318 K, respectively. The values
of DH and DS are 5.83 kJ mol�1 and 0.02247 kJ K�1 mol�1,
respectively. These thermodynamic parameters conrm the
This journal is © The Royal Society of Chemistry 2017
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Fig. 10 (a) Adsorption kinetics curve according to pseudo-first-order or pseudo-second-order equation and (b) intraparticle diffusion plots at
different temperatures.

Table 4 R2 and constant values for different adsorption kinetics
models

T/K 298 308 318

Pseudo-rst-order equation
k1/(min�1) 113 � 0 131 � 0 149 � 0
qe(theo-1)/(mg g�1) 689 � 19.1 701 � 15.3 707 � 14.1
qe(exp)/(mg g�1) 738 738.1 740.4
R2 0.944 0.95 0.958

Pseudo-second-order equation
k2/(g mg�1 min�1) 0.00317 �

0.00053
0.00336 �
0.00051

0.00358 �
0.00048

qe(theo-1)/(mg g�1) 714 � 10.3 725 � 9.10 729 � 7.75
qe(exp)/(mg g�1) 738 738.1 740.4
R2 0.983 0.987 0.991

Intra-particle diffusion model
Kt1/(mg g�1 min�1/2) 167 132 142
C1/(mg g�1) 352 406 404
R2 0.948 0.936 0.914
Kt2/(mg g�1 min�1/2) 23.1 24.6 21.4
C2/(mg g�1) 572 586 606
R2 0.917 0.875 0.787
Kt3/(mg g�1 min�1/2) 2.22 0.212 0.406
C3/(mg g�1) 706.8 735 735
R2 0.633 0.536 0.772

Paper RSC Advances

O
pe

n 
A

cc
es

s 
A

rt
ic

le
. P

ub
lis

he
d 

on
 2

6 
Ju

ly
 2

01
7.

 D
ow

nl
oa

de
d 

on
 1

1/
24

/2
02

5 
12

:2
4:

33
 A

M
. 

 T
hi

s 
ar

tic
le

 is
 li

ce
ns

ed
 u

nd
er

 a
 C

re
at

iv
e 

C
om

m
on

s 
A

ttr
ib

ut
io

n 
3.

0 
U

np
or

te
d 

L
ic

en
ce

.
View Article Online
spontaneous adsorption nature of the studied systems and
indicate that the adsorption process is endothermic. On the
other hand, the value of DS decreases with the loading of
pigments on the external and internal surfaces of the HBCM
adsorbent. The decreased randomness at the solid-solution
interface can be explained by the fact that pigments in solution
are adsorbed on the adsorbent, thus decreasing the random-
ness of pigments in the solution.

Adsorption kinetics. Commonly used adsorption kinetic
models, namely the pseudo-rst-order and pseudo-second-
order kinetics models and the Weber and Morris model30 are
used to describe the pigment adsorption process on HBCM. The
corresponding model equations are shown below:

qt ¼ qe(1 � e�k1t) (8)

qt ¼ k2qe
2t

1þ k2qet
(9)

qt ¼ Kd

ffiffi

t
p þ C (10)

where qt (mg g�1) represents the amount of solute adsorbed on
adsorbent at time t (min), k1 and k2 are the corresponding rate
constants of the pseudo-rst-order and pseudo-second-order
adsorption kinetics, respectively, kd (mg (g min1/2))�1 is the
intra-particle diffusion rate constant, and C (mg g�1) is the
adsorption constant indicating the thickness of the boundary
layer, i.e., larger the value of C, greater the boundary layer
effect.

The adsorption of pigments on HBCM, together with the
predictions of pseudo-rst-order and pseudo-second-order
kinetics models, is shown in Fig. 10(a). It can be observed that
pigments are adsorbed on HBCM rapidly in the initial stage and
ultimate equilibrium is obtained aer about 60 minutes. The
higher temperature is advantageous for adsorption capacity and
adsorption rate. The results indicate that the adsorption process
This journal is © The Royal Society of Chemistry 2017
is endothermic in nature, in accordance with the above results.
The pseudo-second-order model is more suitable to describe the
kinetics experimental data (see R2 values given in Table 4).
Moreover, comparing with the FTIR of HBCM before and aer
adsorption (Fig. 4), the characteristic adsorption peaks change
slightly, namely, the peak at 3420 cm�1 is shied to 3400 cm�1

with decreased intensity and the adsorption peaks representing
the aromatic cores weaken. All results indicate that these groups
effectively participated in pigment adsorption.
RSC Adv., 2017, 7, 37112–37121 | 37119
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It is well known that adsorption of adsorbate from solution
to the surface of adsorbent particles include several steps,
namely lm or external diffusion, pore diffusion, surface
diffusion and adsorption on the pore surface.29 The plot of qt
versus t/2 is shown in Fig. 10(b). Multiple linear lines can be
observed. In the rst adsorption stage, the external mass
transfer controls the adsorption process. Slow adsorption
occurs in the second and third stages, which indicates that
intra-particle diffusion dominates the adsorption process. The
values of Kd listed in Table 4 show that pigment adsorption on
HBCM is controlled by external mass transfer, followed by intra-
particle diffusion mass transfer as well.

Conclusion

Tailor-made HBCM is an efficient adsorbent to decolor citric
acid fermentation broth. In our experiment, most pigments
were removed by use of 2% (0.2 g/10 mL) dosage, with a citric
acid loss maintained below 5%. When the solution pH was
adjusted to 7, the citric acid loss ratio was nearly zero. The
Langmuir model better tted the adsorption isotherms, indi-
cating that adsorption sites on HBCM were equivalent and the
adsorbed pigments did not interact or compete with each other.
The calculated thermodynamic parameters revealed the spon-
taneity and endothermic characteristics of the adsorption
process. Moreover, the adsorption process was pseudo-second
order. Adsorption rate was controlled by external mass trans-
fer and the intra-particle diffusion. In addition, the FTIR results
indicated that functional groups were involved in pigment
adsorption, which enhanced pigment adsorption capacity and
selectivity.
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